
This is a digital copy of a book that was preserved for generations on Hbrary shelves before it was carefully scanned by Google as part of a project 
to make the world's books discoverable online. 

It has survived long enough for the copyright to expire and the book to enter the public domain. A public domain book is one that was never subject 
to copyright or whose legal copyright term has expired. Whether a book is in the public domain may vary country to country. Public domain books 
are our gateways to the past, representing a wealth of history, culture and knowledge that's often difficult to discover. 

Marks, notations and other marginalia present in the original volume will appear in this file - a reminder of this book's long journey from the 
publisher to a library and finally to you. 

Usage guidelines 

Google is proud to partner with libraries to digitize public domain materials and make them widely accessible. Public domain books belong to the 
public and we are merely their custodians. Nevertheless, this work is expensive, so in order to keep providing this resource, we have taken steps to 
prevent abuse by commercial parties, including placing technical restrictions on automated querying. 

We also ask that you: 

+ Make non- commercial use of the files We designed Google Book Search for use by individuals, and we request that you use these files for 
personal, non-commercial purposes. 

+ Refrain from automated querying Do not send automated queries of any sort to Google's system: If you are conducting research on machine 
translation, optical character recognition or other areas where access to a large amount of text is helpful, please contact us. We encourage the 
use of public domain materials for these purposes and may be able to help. 

+ Maintain attribution The Google "watermark" you see on each file is essential for informing people about this project and helping them find 
additional materials through Google Book Search. Please do not remove it. 

+ Keep it legal Whatever your use, remember that you are responsible for ensuring that what you are doing is legal. Do not assume that just 
because we believe a book is in the public domain for users in the United States, that the work is also in the public domain for users in other 
countries. Whether a book is still in copyright varies from country to country, and we can't offer guidance on whether any specific use of 
any specific book is allowed. Please do not assume that a book's appearance in Google Book Search means it can be used in any manner 
anywhere in the world. Copyright infringement liability can be quite severe. 

About Google Book Search 

Google's mission is to organize the world's information and to make it universally accessible and useful. Google Book Search helps readers 
discover the world's books while helping authors and publishers reach new audiences. You can search through the full text of this book on the web 

at http : //books . google . com/| 



JLiS^ 




Congressional serial set § 

United States. Government Printing Office H 



Rg2 




ghtl ■ O ...Google 



Digitized by 



Google 



Digitized by 



Google 



Digitized by 



Google 



mmmmmm 



Digitized by 



Google 



Digitized by 



Google 



57th Congress, ) SENATE. < Document 

1st Session. S ( No. 20. 



APPROPRIATIONS EXPENDED, RESULTS REACHED, AND PRESENT CONDITION 
OF THE WORK OF THE ASTROPHYSICAL OBSERVATORY. 



REPOET 



OF THE 







OF 



ALL APPROPRIATIONS HERETOFORE EXPENDED BY THE 

ASTROPHYSICAL OBSERVATORY, RESULTS REACHED, 

AND PRESENT CONDITION OF THE WORK, 



IN RESPONSE TO 



SENATE RESOLUTION OF FEBRUARY 25, 1901. 



December 4, 1901.— Referred to the Committee on the Library 
and ordered to be printed. 



WASHINGTON: 

GOVEBNMENT PBINTING OFFICE. 
1902. 



Digitized by 



Google 



• •• « • 





• • • 


!*;.v! 


• 


• • • 




• • • 






• 




• • • - • 




••.. 


• • • 


'< 


• 


«.••• 


\y.] 




• • • 


"•• , 


# • 


.•'• 


• • • •• 








•••.*. 


• • 


*•• •• 




*•••• 


•• • 
• • • 


•.vr] 


\v.*! 


• • • 








::^- 


• *. 




• • •• 


• 








• • 


• 




• • • 


••:.. 




•• 


• • 




....• 






• • •• 






• 






....• 






':::.% 






• ••• 






• • 






•••• 





Digitized by 



Google 



LETTER OF TRANSMITTAL. 



Smithsonian Institution, 

Washington, /). C, November 30, 1901, 
To the Congress of the United States: 

In appropriating in the sundry civil act, approved March 3, 1901, the sura of 

$12,000 for the maintenance of the Astrophysical Observatory, under the control of 

the Smithsonian Institution, during the fiscal year ending June 30, 1902, Congress 

has added the following words: 

That the Secretary of the Smithsonian Institution is directed to report to Congress on the 
first day of the next regular session an entire account of all appropriations heretofore expended 
b}' the Astrophysical Observatory, what results have been reached, and what is the present 
condition of the work of said observatory. 

In response to this requirement, I have the honor to submit the following report, 
gi\ang (1) an entire account of all appropriations heretofore expended by the Astro- 
physical Observatory; (2) a statement of the results which have been reached, and 
(3) the present condition of the work of said observatory. 

I have the honor to be, very respectfully, your obedient servant, 

S. P. Langley, Secretary. 
The President pro tempore of the Senate. 



•n \ Vc» C)-^ 



Digitized by 



Google 



Digitized by 



Google 



OOI^TENTS. 



Page. 
Letter of transmittal in 

Report on appropriations, results, and present condition of the Astrophysical Observatory ix 

Exhibit A. Detailed statement of appropriations and expenditures xv 

Exhibit B. Annals of the Astrophysical Observatory, Vol. I xxvii 

Exhibit C. Scientific opinion of the work and publications of the Astrophysical Observatory 267 

Exhibit D. Preliminary report of Astrophysical Observatory Eclipse Expedition of May, 1900 295 

V 



Digitized by 



Google 



Digitized by 



Google 



ILLUSTRATIOXS. 



Page. 

Plate I. — The Astrophysical Observatory 1 

II.— Boloj?raphs of D lines taken in 1893 and 1898, illustratin^r the (Uvrease in accidental disturbances. 33 

III.— Plan of Obser\^atory buildings and lot, MKK) 40 

IV. — Plan of main Observatory building, 1897 41 

v.— Section through main Observatory building, 1897, looking west 41 

VI. — Spectrometer room, 1896, looking south 42 

VII. — (Talvanometer room, 1896, looking west 42 

VIII. — The siderostat, looking east v 45 

IX. — Plan view of the 8i)eetrometer , 46 

X. — Side elevation of the spectrometer 46 

XI. — The bolometer and special rheostat, form use<I 1896 to 1898 47 

XII. — Details of bolometer and special rheostat, form used 1896 to 1898 47 

XII A. — Working drawing for combine<l bolometer and rheostat 52 

XIII. — The driving clock of the spectrobolometer 57 

XI V. — The photographic recording apparatus of the spectrobolometer 58 

XV. — The galvanometer and its accessories 60 

XVI.— The comparator 64 

XVII.— Galvanometer and battery records, 1895 to 1898 106 

XVIII. — Early holographs of the infra-red solar spectrum 127 

XIX. — The infra-red solar spectrum of a 60° rock-salt prism. Composite line spectrum from holographs 

of 1896 127 

XX. — The infra-red solar spectrum of a 60° rock-salt prism. Energy curves and line spectrum from 

holographs of 1898 127 

XX A. — The infra-red solar spectrum of a 60° rock-salt prism. From holographic observations of 1897-98 176 

WT A ^ 

-,' Bolographs of the infra-red solar spec^truni of a 60° glass prism 128 

XXII. — Bolographs of the solar spectrum absorption bands, 00^ and qj^, showing the increase in absorp- 
tion in <»i with declining sun 129 

XXIII. — Bolographs of the visible and infra-red solar spectrum of a 60° rock-salt prism 129 

VXTV ) 

Y vv I ^^'■'^^^ °^*P ^^ *^® inf ra-reil solar spectrum. From holographic investigation 200 

XXVI A. — The relative dispersion of rock salt and fluorite in the infra-red spectrum 220 

XXVI B. — The dispersion curve of fluorite in the infra-red spectrum 222 

XXVII.— Diagram of apparatus used to determine the dispersion of rock salt 225 

XXVIII.— The dispersion of a 60° rock-salt prism 227 

XXIX. — The dispersion curve of rock salt in the visible and infra-red spectrum 235 

XXX A. ) Bolographs of the infra-red solar 8i)ectrum of a 60° rock-salt prism, typifying the yearly varia- 

B. ) tions in absorption in spring, summer, autumn, and winter 207 

XXXI A.) Spectrum energy curves of Welsbach and other heate<i mantles, from bolographs with a 60° 

B. ) rock-salt prism 242 

XXXII. — The dispersion curve of rock salt. Various observers 258 

XXXIII.— The infra-red solar spectrum 292 

XXXIV. — Plan of the eclipse camp at Wadesboro, N. ( - 297 

XXXV. — General view of Smithsonian camp 298 

XXXVI. — Cielostat with equatorial camera and showing the great lens and prism 299 

XXXVII. — Intramercurial planet cameras 300 

XXXVIII.— The bolometric apparatus 301 

XXXIX.— The 5-inch equatorial 302 

XL. — Polar streamers shown by the 12-inch lens 303 

XLI. — Prominences shown by the 12-inch lens 304 

X LII. — Corona with 5-inch lens, eight set'onds exposure 305 

XLIII. — Cteneral view of the corona 306 

XLIV. — The suspecteti intramercurial planets 307 

VII 



Digitized by 



Google 



Digitized by 



Google 



REPORT ON THE OPERATIONS, EXPENDITURES, AND CONDITION OF THE 
ASTROPHYSICAL OBSERVATORY, UNDER THE DIRECTION OF THE 
SMITHSONIAN INSTITUTION, FROM JULY 1, 1891, TO JUNE 30, 1901. 



I. Appropriations and Expenditures. 

(a) appropriations. 

The original building of the Smithsonian Astrophysical Observatory, and a con- 
siderable part of its instrumental equipment, was paid for from the private funds of 
the Institution in the years 1889 and 1890. The Observatory received its first appro- 
priation of $10,000 f^om Congress for the fiscal year commencing July 1, 1891. Not 
including the current appropriation, it has received from Congress a total sum of 
S103,000, of which sum S4,000 was specifically appropriated for observing the total 
solar eclipse of May 28, 1900. 

(b) analysis of expenditures. 

A detailed statement by successive years of the expenditures on account of the 
maintenance of the Astrophysical Observatory is appended (Exhibit A).^ From this 
it appears that §53,723.28 has been expended in salaries and for special services. The 
Director's services have at all times been given without charge. For the purchase of 
apparatus for research, which apparatus is now in good and efficient condition and 
in constant use, there has been expended 826,227.23. For the general expenses of 
the Observatory, including heating, cooling, lighting, electric service, and for the pur- 
chase of books of reference, charts, maps, photographic materials, chemicals, and 
supplies of all kinds, there has been expended $13,585.76. For buildings and repairs 
in accordance with special and general legislation of Congress there has been expended 
$3,302.27. For the publication and illustration of results of researches there has 
been expended 85,263.51. 

'8ee page xv. 
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X REPORT ON THE ASTROPHYSICAL OBSERVATORY. 

* Ri^:suMi!: of expenditures. 

The appropriations from July 1, 1891, to June 30, 1901, inclusive, aggregating 
Sl03,000, have been expended as follows: 



ObjtH't. 



Amount ex- 
pended. 




Salarien and service*? $53, 723. 28 

Apparatus I 26, 227. 23 

General expense-s (including purchase of sup- , 

plies) 13, 585. 70 

Buildings and repairs 3, 302. 27 

Publications I 5, 2^3. 51 

Unexpended balances (897. 95) 

Total i $103, 000. 00 



11. The Results Which Have Been Reached in the Work of the Observatory. 

(a) nature of researches. 

The work of research has been given largely to the investigation of the nature 
and amount of the radiation which is received from the sun, and the effect of the sun's 
and of the earth's atmosphere upon this radiation. It is believed that no subject 
of astronomical investigation more immediately concerns human welfare. Other 
researches of a practical nature, like that on the ** cheapest form of light," have gone 
on, but are not here dwelt upon. 

(b) the methods of research. 

A special apparatus called the spectro-bolometer, capable of instantly perceiving 
and measuring all or any part of the solar radiations, whether visible or invisible, 
photographically active or not, has been perfected and applied with more thorough- 
ness than anywhere else in the world. The bolometer, now employed in nearly 
every physical laboratory in the world, obtained its first acceptance for men of 
science through these researches. 

In connection with this spectro-bolometer, there has been devised and thoroughly 
perfected at the Astrophysical Observatory an apparatus by means of which the indi- 
cations of the bolometer are continuously and automatically recorded, so that results 
are now reached in a day or two which could before be reached by no other method 
whatever, or would require by the old methods years to obtain. 

(c) results achieved. 

Accompanying this report there is submitted (Exhibit B)^ a statement of the 
results reached by the Astrophysical Observatory (uj) to about a year since), com- 

'See page xxvii. 
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REPORT ON THE ASTROPHYSK AL OBSERVATORY. XI 

prising a volume of 266 pages, with illustrations, entitled ** Volume 1 of the Annals 
of the Astrophysical Observatory." This volume contains, in addition to an introduc- 
tory chapter detailing the liistory of its establisment, an account of the development 
of the Observatory and its work, including tables, illustrations and charts descriptive 
of results obtained up to the end of the year 1899. 

These may be sunmiarized by saying that our knowledge of the action of the 
sun, on which all life and movement upon the earth depends, rests in turn chiefly on 
our knowledge of the solar spectrum, due first to Sir Isaac Newton, and that, through 
the researclies of this Observatory as set forth in the volume of its Annals, the New- 
tonian spectrum is extended and accurately mapped in an altogether invisible region 
beyond the reach of photography, a region many times as extensive as that known to 
Sir Isaac Newton. This newly mapped invisible region and others beyond it still 
largely unexplored are of great importance, for they include the site of all terrestrial 
radiation and a majority of the solar radiation on which all plant life depends. 

It is shown by the researches of this Observatory, and set forth in the volume of 
its Annals above referred to, that great variations in the absorption of the earth's 
atmosphere for these rays occur in this invisible region, such that an annual cycle of 
atmospheric conditions not before known is added to our knowledge of meteorology. 
Seven hundred newly discovered absorption lines in the invisible solar spectrum are 
accurately given, with their wave lengths, in the form of charts and tables.^ 

The work, it is believed, bears internal evidence of the constant labor during the 
last ten years wliich has made these results possible; but as the report now presented 
might be considered in some sense an ex parte statement, I desire to submit letters 
from foreign men of science, whose impartiality can not be called in question. I have 
asked these from the president of the Royal Society, from Lord Kelvin, Lord Rayleigh, 
and others, inviting a brief statement as to their opinions of the importance of the 
work in which the Observatory is engaged. I am still awaiting a response to these 
letters, which I ask permission to include with this exhibit when they arrive. 

I have called attention to these, rather than to letters from American astronomers, 
not that the latter are not of equal value or emphasis, but that they may be supposed 
to be colored by partiality in a way which foreign opinion can not be. I beg, how- 
ever, to ask permission to add to the exhibit some expressions of opinion from American 
astronomers also. (Exhibit C )'^ 

I particularly ask attention in this same connection to the remarks made by the 
late president of the Institute of France (Mr. Janssen), accompanying the presentation 
cf a paper by the writer, descriptive of the work set out at large in Volume I of the 
Annals, and on which occasion the Academy of Sciences of the Institute, dej)arting 
from its ordinary usage, voted the introduction into its pages of the plate shown in the 

'See, in particular, Plate XX in the accompanying volume of Annals forming Exhibit B. 
*See page 267. 
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BEPORT ON THE A8TR0PHYSI0AL OBSERVATORY. 



extract from its proceedings, a copy of which is respectfully submitted herewith under 
Exhibit C. 

Very many articles, not here submitted, have appeared in the public press, com- 
menting favorably upon the Observatory and its work. Exception is made in favor of 
notices which have appeared in the American journal. Science, the American Astro- 
physical Journal, and the English journal. Nature. (Exhibit C.) 

There is also added (Exhibit D)^ a preliminary report of the eclipse expedition to 
North Carolina in May, 1900, made in accordance with an act of Congress approved 
on February 9 of the same year, appropriating $4,000 for the expenses of the expedi- 
tion.^ The final report of this expedition is not yet in complete form. It is therein 
set forth, however, that the expedition secured excellent photographs, on an unex- 
ampled scale, of the solar prominences and corona, one of which is respectfully 
submitted with this report (Exhibit D), secured evidence of the probable existence of 
certain new planets in the solar system, and with the bolometer recognized and 
measured the heat emitted from the corona, an observation which has since attracted 
much scientific attention. 

Within the present calendar year two observers have been detached, at the 
expense of the private funds of the Institution, to proceed to Sumatra to observe the 
total eclipse of May 18, 1901, but their observations were unsuccessful owing to the 
cloudy condition of the sky. 

III. Present CoNDmoN of the Work op the Observatory. 

(a) personnel. 

The staff of the Observatory consists at present of the following persons, whose 
duties and annual rate of compensation are here indicated: 



Position. 



Name. 



J_ 



Compensa- 
tion. 



Director 8. P. Langley, Secretar}' Smith- (*) 

sonian Institution. 

Aid acting in charge ' C. G. Ab])ot $2,100 

Junior assistant F. E. Fowle, jr 1, 320 

Instrument maker A. Kramer , ' 960 

I 

Stenographer and typewriter. J. U. Perkins 1, 200 

Fireman P. R. Tavenner 600 

Cleaner Mary Watkins 160 



Total regular annual ex- 
penditure for salaries . 



6,340 



* See page 295. 

''Astrophysical Observatory: Observation of eclii>se of May twenty-eighth, nineteen hundred: For cost of 
apparatu.*», transportation of observers and e(]uipment, subsistence, reduction of obeerv^ations, printing and publishing 
of results, not exceetiing one thousand five hundre<l copies, and employment of such temporary aid as may be 
required, including all necessary field and other expenses, four thousand dollars. — Deficiency act, February 9, 1900. 

'Serving as Director without c()mi>ensation. 
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REPORT ON THE A8TROPHY8I0AL OBSERVATORY. XIII 

(b) INSTALLATION. 

The Observatory occupies three temporary wooden buildings, within an inclosure 
comprising approximately 11,000 square feet, located in the Smithsonian grounds. It 
is here subject to the disturbances of traffic and other tremors incident to an urban site, 
as well as to cramped accommodations and inadequate protection from fluctuations of 
temperature afforded by its flimsy buildings. These were never intended to be perma- 
nent structures, but merely to serve as temporary shelters for the instruments in the 
hope that Congress would see fit to provide more adequate accommodations and a more 
suitable site. 

To obtain the results above enumerated, under such unfavorable conditions, it has 
been necessary to provide a system of constant temperature, including automatically 
regulated heating in winter and similarly regulated cooling in summer; and, furthermore, 
devices of extreme elaborateness have been required to reduce the effects of tremors of 
the ground continually caused by traffic. 

(c) APPARATUS. 

As above indicated, the Observatory has expended from its appropriations approx- 
imately S26,000 for astronomical and physical apparatus, besides which it possesses 
certain other apparatus purchased from the private funds of the Institution. Its equip- 
ment includes, among other pieces, one gi'eat siderostat, one large spectrometer, one 
small spectrometer, one 6-inch visual and photographic refracting telescope, several 
smaller telescopes, one glass prism of 40 square inches aperture, two rock-salt prisms 
of nearly equal aperture, many photographic and simple lenses of from 3 inches to 8 
inches aperture, one large concave grating, numerous bolometers, several galvanometers 
of the highest efficiency, and many other pieces of electrical apparatus, including 
resistance boxes, voltometers, ammeters, storage batteries, etc.; one comparator, one 
microscope, and a large amount of other physical apparatus of great value. No small 
part of the mountings and supports employed with the aforesaid equipment has been 
constructed at the Observatory shop, while the best bolometers and galvanometers have 
been designed and constructed by the members of the scientific staff of the Observatory. 

(d) research. 

The observing staff is constantly employed in original research work, and is 
engaged at this moment in a determination of the true amount and distribution of 
energy in the solar spectrum, including a quantitative study of the absorption of all 
parts of the apparatus employed, of the earth's atmosphere, and of the sun's atmos- 
phere. The observation, which will certainly be completed during the present fiscal 
year, will furnish a basis for future comparison as to the intensity of solai* radiation 
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XIV REPORT ON THE ASTROPHYSICAL OBSERVATORY 

and its distribution, and the effect upon it both of our own and of the sun's atmosphere, 
and of both upon practical meteorology. 

(e) conclusion. 

In conclusion, I' beg to express my conviction that the Astrophysical Observatory 
has in the past obtained results connnensurate with the outlay expended, while becom- 
ing continually more and more efficient, until it is now in a state of efficiency unprece- 
dented in its short history, and is expected to yield a larger and larger return of results; 
that its researches lie in a highly important field, uncultivated by any other institution 
supported by this Government, and are of prospective value to the public welfare. 
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EXHIBIT A 



STATEMENT OF APPROPRIATIONS AND EXPENDITURES FOR THE MAINTE- 
NANCE OF THE ASTROPHYSICAL OBSERVATORY, SMITHSONIAN 
INSTITUTION. FROM JULY 1, 1,S1)1,T0 JUNE 30, 1901. 
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EXHIBIT A. 



STATEMEHT OF APPBOPBIATIOHS AHD EXPEHDITTTBES FOB THE MAIHTEVAHCE OF THE 
ASTBOPHTSICAL OBSEBVATOBT, SMXTHSOHIAH IHSTITXrEIOH, FBOM JTJLT 1, 1891, TO 
JTJHE 30, 1901. 

1892. 
Appropriation (sundry civil act, March 3, 1891) 110,000.00 

EXPENDITUKE8 PROM JULY 1, 1891, TO JUNE 30, 1892. 

Salaries or compensation: 

1 senior assistant, 7i months, at $200 11,600.00 

1 astronomer — 

1 month, at 1180 1180.00 

Hi days, at 1180 66.77 

246. 77 

1 assistant, 10 days, at $166.66 65.65 

1 assistant — 

1 month, at $60 60.00 

17 days, at $60 32.90 

1} months, at $83.33 124.99 

9 days, at $83.33 25.00 

242.89 

laid— 

3 months, at $46 135.00 

30 days, at $46 43.55 

178.56 

1 photo^^pher — 

1 month, at $158.33 158.33 

16 days, at $158.33 81.72 

15 days, at $158.33 76.61 

316.66 

1 photographer, 1 month, at $150 150.00 

1 instrument maker — 

9} days, at $60 17.42 

157J hours, at 25 cents 39.38 

56.80 

1 draftsman, 246 hours, at 60 cents 1. 147.60 

1 carpenter — 

3idays, at $3 10.50 

li months, at $91 136.50 

11} days, at $91 33.76 

170. 26 

1 laborer — 

3 months, at $50 150.00 

4 months, at $60 240.00 

390.00 

Total salaries or compensation 3, 465. 58 

General expenses: 

Apparatus and appliances 4, 476. 18 

Electric work 280.50 

Freight 53.10 

S. Doc. 20 2 ivii 
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XVIII APPROPRIATIONS AND EXPENDITURES OF THE ASTROPHYSICAL OBSERVATORY. 

General expenses— Continued. 

Supplies $503.40 

Oflace furniture 29. 75 

Painting 8.00 

Plumbing and gas fitting 26. 70 

Printing blanks, etc 22. 00 

Reference books and binding 785. 90 

Skylight 145.00 

Traveling expenses 87. 10 

Drawings 38.25 

Tools and implements 41. 51 

$6,497.39 

$9,962.97 

Balance 37. 03 

1893. 
Appropriation (sundry civil act, August 5, 1892) $10, 000. 00 

EXPENDITURES FROM JULY 1, 1892, TO JUNE 30, 1893. 

Salaries or compensation: 

1 senior assistant, 2} months, at $200 $500. 00 

1 senior assistant — 

8 months, at $200 $1, 600. 00 

22 days, at $200 141.94 

1,741.94 

1 assistant — 

15 days, at $166.66 80.64 

15 days, at $166.66 80.64 

10 days, at $166.66 53. 76 

2 months, at $166.66 333. 32 

548.36 

1 assistant — 

10 days, at $166.66 37.63 

I month, at $166.66 116. 66 

154. 29 

1 aid— 

15 days, at $40 19. 35 

15 days, at $40 19.35 

38.70 

1 photographer — 

6 months, at $40 240. 00 

19 days, at $40 24.52 

264. 52 

1 photographer — 

1 } months, at $150 225. 00 

11 days, at $150.: 55.00 

280.00 

1 clerk — 

3 months, at $50 150. 00 

II days, at $50 17.74 

• 167.74 

1 copyist — 

19 days, at $35 21.45 

1 month, at $35 35.00 

56. 4t^'- 

1 instrument maker — 

14 days, at $83. 33 38.34 

7 days, at $83.33 19.44 

4 days, at $83.33 10.75 

5i days, at $83.33 15.27 

. i month, at $83.33 41.67 

125. 47 
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APPE0PBIATI0N8 AKD IBXPBITDITURES OF THE A8TBOPHY8ICAL 0B8ERVAT0BY, XIX 

Salaries or compensation — Continued. 
1 instrument maker — 

15 days, at $60 129.03 

16 days, at $60 30.97 

11 days, at $60 21.29 

$81.29 

1 instrument maker — 

8 months, at $60 480.00 

1 janitor — 

22 days, at $40 28.39 

J month, at $40 20.00 

48.39 

1 stenographer, 10 hours, at 50 cents 5. 00 

1 carpenter — 

5 days, at $91 14.68 

7} days, at $91 22.02 

8 days, at $91 23.48 

2 days, at $91 6.07 

} month, at $91 45. 50 

111.75 

1 carpenter — 

2idays, at $3 7.50 

90 3-10 hours, at $37.50 33.86 

41. 36 

1 carpenter, 16i days, at $3 49.50 

1 carpenter, 19J days, at $3 57.75 

1 laborer, 4i months, at $50 225.00 

Total salaries or compensation 4, 977. 51 

General expenses: 

Apparatus and appliances 3, 071. 51 

Drawings 524. 75 

Freight i 74.94 

Lumber , 63.16 ' 

Supplies 796.86 

Office furniture 48.00 

Postage and telegrams 6. 71 

Flumbing and gas fitting 5. 90 

Reference books and binding 234. 64 

Stationery 57.76 

Traveling expenses 136. 08 

Castings 2.17 

5,022.48 

-^^— ^— -^ $9, 999. 99 

Balance .01 

1894. 
Appropriation (sundry civil act, March 3, 1893) $9,000.00 

BXPENDFTURES FROM JULY 1, 1893, TO JUNE 30, 1894. 

Salaries or compensation: 

1 senior assistant, 11 months, at $200 $2,200.00 

1 assistant, 1 month, at $166.66 116.66 

1 second assistant — 

4} months, at $83.33 $374.98 

4i months, at $83.33 374.98 

1 month, at $125 125.00 

874.96 

1 junior assistant, 1 month, at $66.66 66.66 

1 instrument maker — 

1} days, at $83.33 4.16 

3 days, at $83.33 8.06 

8 days, at $83.33 21.50 

8i days, at $83.33 22.84 

56.56 
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XX AFPR0PRIATI0N8 AND EXPENDITUBBS OF THE A8TB0PHYSI0AL 0B8EBVAT0BY. 

Salaries or compensation — Continued. 

1 instrument maker, 81 J days, at $3.50 $285. 25 

1 assistant instrument maker, 12 months, at $60 720. 00 

1 photographer — 

14 days, at $50 $22.58 

16 days, at $50 25.80 

48. 38 

1 clerk, 1 month, at $90 90.00 

1 derk, 12 months, at $60 720.00 

1 carpenter, 70} days, at $3 212.25 

1 carpenter, 43 days, at $3 129.00 

1 bricklayer, 1} days, at $4 6.00 

1 laborer, 6 days, at $50 10.00 

1 laborer, 3i days, at $1. 75 5. 69 

1 skilled laborer, 1} days, at $2.50 4.38 

Special services, 19 days, at $6.50 123.50 

Total salaries or compensation 5, 669. 29 

General expenses: 

Apparatus and appliances 2, 072. 86 

Books and binding 43. 40 

Castings 61.62 

Drawings and enlargements 30. 37 

Freight 41.35 

Furniture 40.80 

Limiber 68.30 

Stationery 19.78 

Supplies 911.46 

Traveling expenses 34.50 

3,324.44 

$8,993.73 

Balance 6.27 

1895. 
Appropriation (sundry civil act August 18, 1894) . $9, 000. 00 

EXPENDnURES FROM JULY 1, 1894, TO JUNE 30, 1895. 

Salaries or compensation: 

laid, 12 months, at $125 $1,500.00 

1 assistant, 12 days, at $100 40.00 

1 junior assistant, 11 months, at 566. 66; 1 month, at $83. 33 816.59 

1 clerk, 1 month, at $100 100.00 

1 clerk, 12 months, at $60 720.00 

1 instrument maker, 98i days, at $3. 50 344. 31 

1 assistant instrument maker, 9} months, at $60; 25 days, at $60; 2} days, at $65 624. 43 

3 carpenters, 41 J days, at $3 123.75 

1 painter, 1 day, at $50 1.66 

2 steam fitters, lOi days, at $3 31.50 

1 skilled laborer, 2 days, at $2. 50 5.01 

6 laborers, 58i days, at $1.50 87.75 

1 cleaner, 22 days, at $1 22.00 

Total salaries or compensation 4, 417. OC 

General expenses: 

Apparatus $2,658.12 

Books and binding 183.02 

Building 181.80 

Castings 12.15 

Freight 34.00 

Illustrations 23.70 

Lumber 134.64 

Postage and telegrams 4. 71 
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APPR0PB1ATI0N8 AND EXPENDITURES OF THE A8TB0PHYSI0AL 0B8EBVAT0BY. XXI 

General expenses— Continued. 

Stationery $6.72 

Supplies 974.05 

Traveling expenses 94. 77 

Heating apparatus 270. 00 

$4,578.68 

$8,995.68 

Balance 4.42 

1896. 
Appropriation (sundry civil act, March 2, 1896) $9, 000. 03 

DISBUBSEMBNTS FROM JULY 1, 1895, TO JUNE 30, 1896. 

Salaries or compensation : 
laid— 

6 months, at $125 $750.00 

4 months and 7 days, at $100 422.68 

1 assistant — 

10} months, at $100 1,050.00 

27 days, at $100 88.06 

6 days, at $133.34 26.67 

1 junior assistant — 

11 months and 9 days, at $83.33 983.29 

6 days, at $100 20.00 

1 clerk — 

1 month, at $100 100. 00 

5 months and 6 days, at $60 311.61 

1 instrument maker— 

6 months, at $65 390.00 

12U days, at $65 290.00 

5U days, at $3.50 179.38 

1 clerk — 

2 months, at $35 70.0Qt 

2 months, at $40 80.-0^ 

1 computer, 2 months and 6 days, at $50 IIO.TX) 

1 machinist — 

One-half month, at $83.33 41.67 

If days, at $3 4.88 

1 steam fitter— 

Three-fourths of a day, at $3 2.25 * 

5 days, at $3.... 15.00 

1 carpenter — 

30 days, at $3.. 90.00 

20} days, at $3 62.25 

27} days, at $3 82.50 

18} days, at $3 65.50 

1 skilled laborer, 7idays, at$2.50 17.82 

1 laborer — 

Three-fourths of a day, at $2 1. 50 

244} days, at $1.50 366.75 

4 days, at $1.50 6.00 

1 cleaner, 2} days, at$l '. 2.50 

Total salaries or compensation 5, 620. 29 

General expenses: . . 

Apparatus $1,522.67 

Books and binding 178.60 , ^ 

Building 9.00 - 

Castings 26.33 

Freight 50.08 

Heating apparatus 525. 81 

Illustrations 20.00 

Lumber 90.52 

Office furniture 9.00 
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XXII APPB0PBIATI0N8 AND BXPBNDITUBES OF THE A8TBYPHY8I0AL OBSEBVATOBY, 

General expenses — Continued. 

Postage and telegrams $6. 18 

Stationery 1 19.02 

Supplies 799.01 

Traveling expenses 116.95 

$3,372.17 

$8,992.46 

Balance 7.64 

1897. 
Appropriation (sundry civil act, June 11, 1896) $10,000.00 

DISBUB8EHBNT8 FROM JULY 1, 1896, TO JUNB 30, 1897. 

Salaries or compensation: 

laid, 12 months, at $133.34 $1,600.08 

1 junior assistantn- 

12 months, at $100 1,200.00 

4 months, at $75 300.00 

1 clerk — 

1 month, at $100 100.00 

1 month and 8 days, at $40 50. 32 

1 stenographer, 6 months and 18 days, at $60 394.84 

1 instrument maker — 

3 months, at $65 195.00 

9 months, at $70 630.00 

1 carpenter — 

45days,at$3 135.00 J 

6 days, at $3 18.00 ^ ' 

6 days, at $3 18.00 = ' 

1 bricklayer, 5 days, at $4 20.00 ' 

1 painter— 

8 days, at $2 ^ ^ 16.00 

7 days, at $2 14.00 

1 fireman — 

3i months and 20 days, at$45 186.77 

17 days, at $1.50 25.50 

1 skilled laborer, 2} days, at 2. 50 6.88 

1 laborer— 

3 days, at $1.50 4.50 

4 days, at $1. 50 6.00 

8 days, at $1.50 12.00 

Total salaries or compensation - 4,932.89 

Creneral expenses: 

Apparatus $3,900.58 

Books 188.34 

Freight 30.61 

Fuel 101.42 

Illustrations 192.50 

Lumber 78.52 

Stationery 16.46 

Supplies 558.67 

5,067.10 

-^— ^^-^— ~ 9, 999. 99 

Balance .01 



Appropriation (sundry civil act, June 4, 1897) $10,000.00 

DISBUBSBMEMTS FROM JULY 1, 1897, TO JX7NB 30, 1898. 

Salaries or compensation: 

1 aid, Omonths, at $133.34, and 6months, at $166.67 $1,800.09 

1 junior assistant — 

12 months, at $100 1,200.00 

1 month, at $100 100.00 
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APPR0PKIAT10N8 AND EXPENMTUBES OF THE A8TB0PHYSICAL 0B8EBVAT0RY. XXUl 

Salaries or compensation — Continued. 

1 clerk, 1 month, atflOO $100.00 

1 junior assistant, 3 days, at |75 per month 7. 25 

1 instrument maker, 5i months and 7i days, at $75, and 2 months, at $80 591. 25 

1 stenographer, 12 months, at $60 720. 00 

1 copyist, 60 days, at $25 per month 49.17 

1 fireman, 3 months and 46 days, at $45 204. 11 

1 carpenter — 

44idays, at$3 133.60 

3 days, at $3 9.00 

46 days, at $3 138.00 

4 days, at $3 12.00 

1 painter — 

9 days, at $2, and 3 days, at $3 27.00 

9 days, at $2 18.00 

1 skilled laborer — 

li days, at $65 per month 2. 75 

2 days, at $2 ...* 4.00 

Total salaries or compensation 5, 116. 12 

General expenses: 

Apparatus $1,674.92 

Books 233.64 

Freight 42.52 

Fuel 114.96 

Illustrations 56.25 

Lumber 72.71 

Stationery 3.73 

Supplies 443.83 

Miscellaneous 6. 16 

Building 2,235.00 

4,883.71 

$9,999.83 

Balance .17 

1899. 
Appropriation (sundry civil act, July 1, 1898) $10,000.00 

DISBUBSEMBNTS FROM JULY 1, 1898, TO JUNE 30, 1899. 

Salaries or compensation: 

laid, 12 months, at $166.67 $2,000.04 

1 junior assistant — 

12 months, at $110 1,320.00 

2 months, at $100 200.00 

1 instrument maker, 6i months and 22} days, at $80 577. 85 

1 stenographer, 12 months, at $75 900.00 

1 fireman, 12 months, at $45 540.00 

1 clerk, 1 month, at $100 100.00 

1 carpenter — 

14} days, at $3 43.50 

37f days,at$3 112.12 

6} days, at $3 19.50 

53 days, at $3 159.00 

1 steam fittei^ 

6} days, at $3 19.50 

Iday, at$3..: 3.00 

1 bricklayer, 3 days, at $3 9.00 

1 skilled laborer, 12i days, at $2, and tinner, 1 day, at$3 27.50 

1 painter — 

12} days, at $2 25.00 

2 days, at $2.50 5.00 



Digitized by 



Google 



XXIV APPROPRIATIONS AND EXPENDITURES OP THE A8TR0PHYSI0AL OBSERVATORY. 

Salaries or compensation — Continued. 
1 laborer — 

li days, at $1.50 $2.25 

12i days, at $1.50 18.75 

4 days, at $1.50 6.00 

9J days, at $1.50 14.25 

One-half day, at $1.50 .75 

8 days, at $1.50 12.00 

I day, at $1.50 1.50 

One-half day, at $1.50 .75 

3 days, at $1.50 4.50 

Three-fourths day, at $1.50 1.12 

One-half day, at $1.25 .62 

1 cleaner, 115 days, at$l 115.00 

Total salaries or compensation 6, 238. 50 

General expenses: 

Apparatus $2, 151. 74 

Books 233.20 

Illustrations 35.87 

Freight 44.05 

Fuel 116.87 

Furniture 74. 45 

Lumber 115.48 

Postage and telegrams 2. 92 

Stationery 2.25 

Supplies... - 527.40 

Publications 453.30 

3,757.53 

$9,996.03 

Balance.. 3.97 

1900. 
Appropriation (sundry civil act, March 3, 1899) $10,000.00 

DISBUBSBMBNTB. 

Salaries or compensation: 

laid, 12 months, at $166. 67 $2,000.02 

1 junior assistant, 12 months, at $110 1,320.00 

1 instrument-maker, 10} months and 26J days, at $80 908.39 

1 stenographer, 12 months, at $75 900. 00 

1 clerk, 1 month, at $100 100.00 

1 fireman, 12 months, at $46 540.00 

1 cleaner, 169 days, at$l 169.00 

1 draftsman, 45 hours, at 75 cents 33. 75 

1 carpenter — 

26 days, at $3 78.00 

13 days, at $3 39.00 

II days, at $3 33.00 

10 days, at $3 30.00 

1 painter — 

5i days, at $3 17.25 

Iday, at $2. 50 2.50 

1 day, at $2 2.00 

1 electrician, 17 days, at $2. 50 42.50 

1 skilled laborer — 

5 days, at $75 13.13 

2 days, at $2. 25; 2 days, at $60 8.37 

1 laborer — 

5 days, at $1.50 7.50 

2 days, at $1.50 3.00 

Iday, at $1.50 1.50 

1 carpenter, 2 days, at $3 6.00 

Total salaries or compensation 6, 254. 91 
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APFR0PRIATI0N8 AND EXPENDITUBES OF THE ASTBOPHY8I0AL OBSEBVATOBY. XXV 

General expenses: 

Apparatus and tools $1, 806. 65 

Books 153.32 

Drawings 61. 75 

Freight 37.48 

Castings 190.98 

Fuel 54.60 

Furniture / 2.25 

Postage and telegrams 3. 36 

Stationery and supplies 537. 10 

Traveling expenses .• 88. 33 

Publications 704.03 

Lumber 47.66 

Electric power • 54. 59 

$3,742.10 

19,997.01 

Balance 2.99 

1901. 
Appropriation (sundry civil act, June 6, 1900) $12,000.00 

SXPENDFTURBS PROM JULY 1, 1900, TO JUNE 30, 1901. 

Salaries or compensation: 

1 aid, 12 months, at $175 $2,100.00 

1 clerk, 1 month, at $125 125.00 

1 junior assistant, 12 months, at $110 1, 320. 00 

1 stenographer, 12 months, at $100 1 , 200. 00 

1 instrument-maker, 9 months, at $80 720. 00 

1 fireman, 12 months, at $50 600.00 

1 photographer, 29 days, at $4.50 130.50 

5 carpenters, 22 days, at $3 66.00 

2 painters — 

6 days, at $2.80 16.80 

6daya,at$2 12.00 

1 skilled laborer, 4 J days, at $70 per month 10. 16 

1 laborer, 5 days, at $1.75 8.75 

6 laborers, 98^ days, at $1.50 147.75 

1 cleaner, 166 days, at$l 166.00 

Total salaries or compensation 6, 622. 96 

General expenses: 

A{^ratus $1, 417. 43 

Books 98.69 

Electric power 116. 70 

Freight 5.00 

Fuel 61.80 

Drawings 16. 40 

Lumber 19.88 

Publication 3,106.34 

Stationery and supplies 321. 98 

Traveling expenses 133. 02 

5,297.24 

11, 920. 20 

Balance ; 79.80 



Observation of eclipse of May 28 , 1900, 

RECEIPTS. 

Appropriation by Congress '^For cost of apparatus, transportation of observers and equipment, subsist- 
ence, reduction of observations, printing and publishing of results, not exceeding one thousand five 
hundred <jopie8, and employment of such temporary aid as may be required, including all necessary 
field and other expenses, four thousand dollars. ' * ( Deficiency Act, February 9, 1900) $4, 000. 00 
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XXVI APPROPRIATIONS AND EXPENDITURES OF THE ASTROPHYSIOAL OBSERVATORY. 

DI8BUBSBMENT8. 

Salaries or compensation: 
1 carpenter — 

501 days, at $3 $161.50 

37 days, at $3 111.00 

17 days, at $3 '51.00 

1 day, at $3 150 

Do 1.50 

Do..... 1.50 

Do 1.50 

1 painter, 5 days, at $3 15.00 

1 awning-maker, 9 days, at $1. 50 13. 50 

1 skilled laborer, 23 days, at $60 per month 45.23 

1 seamstress, 7 days, at $1 ; 1 cleaner, 8 days, at $1 15. 00 

Total salaries or compensation 408. 23 

General expenses: 

Apparatus $1,139.81 

Freight 91.40 

Supplies 231.27 

Postage and telegrams 33. 48 

Travel and field expenses 1,340.07 

2,836.03 

$3,244.26 

Balance 756.74 



SUMMARY OP APPROPRIATIONS. 

Appropriation 1892, sundry civil act, March 3, 1891 $10,000.00 

Appropriation 1893, sundry civil act, August 6, 1892 10,000.09 

Appropriation 1894, sundry civil act, March 3, 1893 9,000.00 

Appropriation 1895, sundry civil act, August 18, 1894 9, 000. 00 

Appropriation 1896, sundry civil act, March 2, 1896 9, 000. 00 

Appropriation 1897, sundry civil act, June 11*, 1896 10,000.00 

Appropriation 1898, sundry dvil act, June 4, 1897 10,000.00 

Appropriation 1899, sundry civil act, July 1, 1898 10,000.00 

Appropriation 1900, sundry civil act, March 3, 1899 10,000.00 

Appropriation 1901, sundry civil act, June 6, 1900 12,000.00 

Appropriation, deficiency act, February 9, 1900 4, 000. 00 

Total appropriations 103,000.00 

SUMMARY OF EXPENDITURES. 
I 

Salaries or compensation $53, 723. 28 

Apparatus, tools, etc 26,227.23 

Building repairs and improvements 3, 302. 27 

Books and binding ;. 2,332.75 

Drawings, illustrations, etc 999. 84 

Electric work and power : 461. 79 

Freight 504.63 

Furniture ..., 204.25 

Heating apparatus and fuel • 1, 246. 46 

Postage and telegrams 56. 36 

Printing Annals 4,263.67 

Stationery and supplies ^ 6, 769. 80 

Traveling and field expenses ^ 2,030.82 

102,102.06 

Balances carried to surplus fund United States Treasury, section 3090, Revised Statutes $69. 42 

balance to meet outstanding liabilities 838. 53 

897.95 



103,000.00 
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ANNALS OF THE SMITHSONIAN ASTROPHYSICAL OBSERVATORY, 

VOLUME I. 
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PREFACE, 



This book is the result of a research originally due to a discovery, made in the 
year 1881 with the then newly mvented bolometer, in the clear air of an altitude of 
over 12,000 feet, of solar heat m a then unknown spectral region now called the 
"lower infra-red spectrum.'' The bolometer has since been used to explore and to 
map the region in question, through the long succeeding interval, in the latter part of 
which it has reached an accuracy and a sensitiveness greater than I could once have 
hoped for. 

This map is now (June 18, 1900), after years of constant work, finally published 
in the present form; not because this edition is final, but because the long labor must 
come to some term, and because I desire to see its results published while I may hope 
to see them made useful. 

In my early work I was led to notice not only the change of the infra-red absorp- 
tion spectrum at different hours of the day, but at different seasons of the year, without 
my observations in the last respect having attained a precision which seemed to justify 
me in publishing them. Of late, improvements on the early methods seem to be 
at last bringing more conclusive evidence that there are distinguishable effects in 
the different seasons of the year upon the absorption of the solar heat by the 
earth's atmosphere, or perhaps it might be said, evidence that the absorption of 
the earth's atmosphere is directly associated with the seasonal changes of spring, 
summer, autumn, and winter. 

While we are far from looking forward to foretelling by such means the remoter 

changes of weather which affect the harvests, or to results of such importance as the 

power of such a prevision would indicate, still it is hardly too much to say that we 

appear to begin to move in that direction, and it seems to me that my own early hopes 

of making the study of the solar energy not simply an interesting scientific pursuit, 

but one of material usefulness, may one day be justified. 

S. P. Langley. 
June 19, 1900. 
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SUMMARY OF THE WORK. 



There are here presented tables and charts of the invisible infra-red solar 
spectrum extending to 5.3>u and mapping nearly 750 lines, of which most are below 
1.1 jLt and are nearly all new. 

There has been determined in the case of each line the relative absorption of 
solar energy which has produced it, while its place has been fixed from the comparison 
of a large number of independent bolometric observations with a probable error in 
prismatic deviation of less than one second of arc, and for most of the lines with a 
probable error in wave-length of less than 5 Angstrom units. 

The infra-red region is shown to be the seat of the principal telluric absorptions 
of the solar energy, and a discrimination of these absorptions into those which are 
relatively accidental and those which are found to be annual or peculiar to each 
season is indicated. 

XXX 
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ANNALS OF THE ASTROPHYSICAL OBSERVATORY OF THE SMITH- 
SONIAN INSTITUTION. 



INTRODUCTION. 



FOUNDATION AND EARLY ANNALS OF THE ASTROPHYSICAL 

OBSERVATORY. 

In the reports of the Secretary of the Smithsonian Institution for the years end- 
ing June 30, 1888 and 1889, mention is made of the hope then cherished of erecting 
and equipping an observatory for astrophysical research; and in the year following, 
1890, he is at last *' able to say that this object has assumed definite shape in the con- 
struction of a temporar}^ shed," "begun on November 20, 1889, and . . . completed 
about the 1st of March, 1890. This building is of the most inexpensive character, 
and is simply intended to protect the instruments temporarily, though it is also 
arranged so that certain preliminary work can be done here. Its position, however, 
immediately south of the main Smithsonian building, is^ not well suited to refined 
physical investigations, on account of its proximity to city streets and its lack of 
seclusion." 

This "temporary shed" still continues to be the main observatory building. It 
has been slightly modified within, from time to time, to make it more suitable for the 
uses to which' it has been put, and in 1898 the southeastern comer received some 
enlargement to make -a more commodious office. Two smaller buildings have been 
erected north of the original one. The first, dating from 1893, is a single room with- 
out basement, which serves for photographic purposes, and the second, erected in 1898 
and provided with a double-walled basement of brick and a single story above of 
wood, is used for such physical researches as are crowded out of the old building by 
the bolographic apparatus and accessories, which fully occupy it. 

Means for the original construction and for making some preliminary observa- 
tions (fconsisting for the most part of determinations of the constants of apparatus) 
were furnished from the Smithsonian funds, but it was believed that the investigations 
to be undertaken at the observatory were of such a nature that it would be proper for 
the General Government to appropriate a small sum annually for its maintenance. 
This view has been accepted by Congress, and the first such appropriation became 
available in July, 1891.^ 

•Snndry civil appropriation act approved March 3, 1801: **For maintenance of Astropbyaical Observatory 
nnder'tbe direction of the Smitbsonian Institution/' eto. 

1 
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2 ANNALS OF A8TR0PHYSICAL 0B8EBVAT0RY. 

In bringing the matter to the attention of Congress statements of the purposes of 
the observatory were made by the writer, which have been summarized by him in 
the report of the Secretary of the Smithsonian Institution for the year ending June 
30, 1892, as follows: 

The general object of astronomy, the oldest of the sciences, was, until a very late period, to 
stady the places and motions of the heavenly bodies, with little special reference to the wants of 
man in his daily life, other than in the application of the study to the purposes of navigation. 

Within the past generation, and almost coinciden tally with the discovery of the spectroscope, 
a new branch of astronomy has arisen, which is sometimes called astrophysics, and whose purpose 
is distinctly different from that of finding the places of the stars or the moon or the sun, which is 
the principal end in view at such an observatory as that, for instance, at Greenwich. 

The distinct object of astrophysics is, in the case of the sun, for example, not to mark its 
exact place in the sky, but to find out how it affects the earth and the wants of man on it; how 
its heat is distributed, and how it in fact affects not only the seasons and the farmer's crops, but 
the whole system of living things on the earth, for it has lately been proven that in a physical 
sense it, and almost it alone, literally first creates and then modifies them in almost every 
possible way. 

We have, however, arrived at a knowledge that it does so, without yet knowing in most cases 
how it does so, and we are sure of the great importance of this last acquisition, while still largely 
in ignorance how to obtain it. We are, for example, sure that the latter knowledge would form, 
among other things, a scientific basis for meteorology and enable us to predict the years of good 
or bad harvests, so far as these depend on natural causes, independent of man, and yet we are 
still very far fVom being able to make such a prediction, and we can not do so till we have learned 
more by such studies a« those in question. 

Knowledge of the nature of the certain but still imperfectly understood dependence of terres- 
trial events on solar causes is, then, of the greatest practical consequence, and it is with these 
large aims of ultimate utility in view, as well as for the abstract interest of scientific investigation, 
that the Government is asked to recognize such researches as of national importance; for it is to 
such a knowledge of causes with such practical consequences that this class of investigation aims 
and tends. 

Astrophysics by no means confines its investigation to the sun, though that is the most 
important subject of its study and one which has been undertaken by nearly every leading 
government of the civilized world but the United States. France has a great astrophysical 
observatory at Meudon, and Germany one on an equal scale at Potsdam, while England, Italy, 
and other countries have also, at the national expense, maintained for many years institutions 
for the prosecution of astrophysical science. 

The researches of the observatory have from its foundation been under the gen- 
eral direction of the present Secretary of the Smithsonian Institution, and the w^ork to 
be described — that of studying the infra-red spectrum— was begun by him before his 
connection with the Institution while he was Director of the Allegheny Observatory, 
and its results were described in contributions to various scientific journals. 

It was his intention to pei-sonally continue it here, and he has at all times 
endeavored, within the measm-e of his ability, to do so; but of late years the admin- 
istration of the general interests of the Institution has so far occupied his attention 
that the direction of the details of the operations of the observatory, has been increas- 
ingly intrusted to other hands. 

There have been associated with the writer as his immediate assistants in the 
work: Dr. William Hallock, Senior Assistant; ilr. F. L. O. Wadsworth, Senior Assistant; 
Mr. R. C. Child, Aid Acting in Charge, and Mr. C. Gr. Abbot at present Aid Acting 
in Charge, who took charge in January, 1896, and with him Mr. F. E. Fowle, still 
acting as Junior Assistant. 
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The following is a brief account of the early annals of the Astrophysical 
Observatory. In recent years its history has been so far wrapped up in its principal 
investigation, relative to the infra-red spectrum of the sun, that it necessarily must be 
told in connection with the account of that research, which will be found beginning 
with Chapter III. Even the buildings have been altered, and in case of the later 
construction designed especially to facilitate holographic research, so that they can 
best be described as portions of the apparatus appertaining to special research. 

The main building of the observatory, illustrated in Plates I, III, IV, and V, 
was begun November 20, 1889, and completed about March 1, 1890. Its cost was 
defrayed from funds of the Smithsonian Institution. 

The GiTibb siderostat, Grunow spectro-bolometer. White galvanometer, and Elliott 
special resistance box for bolometric purposes were all procured at the cost of the 
Institution, and installed during the year 1890. 

Before the entire completion of the building a research, which may properly be 
called the first to be connected with the Astrophysical Observatory, was conducted.^ 
The purpose of this investigation was a comparison of the light and dark radiations of 
the luminous tropical insect Pyrophorus noctilucus Linn., with those of similar kind 
emitted from the sun and artificial sources of light. Specimens of this tropical insect 
were procured through the Bureau of Exchanges of the Smithsonian Institution, and 
were examined with photometric and bolometric apparatus, partly at Washington and 
partly at Allegheny observatory, where a portion of the work was transferred owing 
to the then incomplete installation of apparatus at the Smithsonian observatory. 

It was shown that the solar spectrum, when reduced to the same total luminous 
intensity, appeared to the eye to extend notably farther both toward the red and 
toward the violet than did the spectrum of the insect. The visible spectrum of the 
latter was practically confined between wave lengths 0.45 >u and 0.65//. Bolometric 
experiments gave slight but unquestionable indications of radiation from the insect; 
but by interposing a sheet of glass opaque to wave lengths greater than 3.0>u it was 
found that these indications then ceased, so that they were due rather to general 
animal heat than to any rays associated with the luminosity. Other sources of light 
when reduced to equal total luminosity, including the solar beam, the Bunsen and 
Argand burners, and the electric light, were all found to expend incomparably more 
energy in invisible radiations than Pyrophorus noctilucits. 

Thus nature produces this cheapest form of light at but an insignificant fraction 
of the cost of the electric light or the most economic light which has yet been devised. 

In June, 1891, Dr. William Hallock came to the observatory as senior assistant, 
and preliminary work in trying and adjusting apparatus was taken up. 

The first appropriation by Congress of Si 0,000 became available, as has been 
said, July 1, 1891. 

*"The cheapest form of light," by S. P. Langley and F. W. Very, Am. Jour. Sci., third series, Vol. XL, p. 97, 1890. 
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4 ANNALS OF ASTROPHYSICAL OBSERVATORY. 

March 2, 1892, the holographic research of mapping the infra-red solar spectrum 
was begun. 

In April, 1892, the position of the siderostat pier of the observatory was deter- 
mined by the United States Coast and Geodetic Survey as follows: 

Latitude 38^ 53' 17.3'' N. 
Longitude 77^ 01' 33.6" W. of Greenwich. 

In the fall of 1892 a dark room was erected closely adjoining the main building, 
holographic work being then well started. 

A small number of instrument maker's tools, including a lathe and small planer, 
were procured in the latter part of 1892, and temporarily used in a shed adjoining the 
Smithsonian building. Two years later they were removed to a room in the Smith- 
sonian stable, and from time to time the number has been added to, so that of recent 
years most of the instrument making for the observatory has been done at this shop, 
where one instrument maker is constantly employed. 

Automatic control of the heating supply was introduced in 1896, as experience 
showed that only by securing a constant temperature could satisfactory holographic 
work be done. 

Cooling by ammonia gas was introduced in 1897, and this cooling system was 
also provided with automatic temperature control. 

A laboratory consisting of one story and basement was erected in the latter part 
of the year 1898, so that at present the observatory has three buildings — the spectro- 
bolometric building, the photographic room, and the new laboratory. 

Further details of an historical and descriptive character will be found in connec-* 
tion with the several researches to be described, for, as already said, the bolographic 
investigations have been of such a nature as to almost wholly shape the development 
of the observatory. 
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PART I 



THE ABSORPTION LINES IN THE INFRA-RED SPECTRUM OF THE SUN. 



Of the Bolar radiations which reach the earth's surface aboat three- fourths are invisible. While the visible 
portion of the 8i>eotram has been explored since the days of Newton and mapped with great minuteness, the great 
and important invisible portion lying beyond the red has remained comparatively unexplored and unknown. The 
object of the main investigation here published is to give for the first time the principal details of this region. 



Digitized by 



Google 



Digitized by 



Google 



Chapter I. 



HISTORICAL ACCOUNT OF CONTRIBUTORY RESEARCHES. 

It will be proper to briefly refer to some of the more important of the earlier and 
contemporary researches which are introductory to those shortly to be described, and 
to mention somewhat particularly the writer's previous bolometric work of which the 
present is a continuation 

These references will be restricted chiefly to investigations oft the distribution of 
heat in the spectrum, the absorption of the atmosphere, and on the infra-red line spectra 
of the sun and of the elements. 

EARLY INVESTIGATIONS. 

Sir William Herschel observed in 1800^ that a thermometer exposed in the solar 
spectrum continued to exhibit heating effects beyond the limit of visible radiations, 
and he concluded that at least one-half of the heat of the spectrum was obscure- 
Though he found these dark rays both refracted by glass and reflected according to 
the ordinary law, yet he was led to the belief that heat and light exist as separate 
constituents of the solar radiations. 

Leslie, in 1 804, using a differential thermometer, found that different substances 
possessed quite unequal powers both for radiating and for absorbing heat. He found 
that nonluminous radiations were greatly absorbed by glass, which strengthened the 
mistaken belief that heat and light were distinct in essence. 

The idea that light, heat, and actinism were entities was opposed in 1843 by 
Melloni, who regarded light as "merely a series of calorific indications sensible to 
organs of sight, and vice versa the radiations of obscure heat are veritable invisible 
radiations of light." This was the foresight of a man of genius, but this truth was 
almost universally rejected when first uttered, and it has won its way slowly to its 
present acceptance. The researches of Melloni and of Seebeck also showed that the 
disposition of the heat in the prismatic spectrum from any source depends on the 
substance of the prism employed, and that this is in part due to the absorption exerted 
by the substance. 



» W. Uersohel, Philosophical Trausactions, vol. 90, p. 284, 1800. 
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8 ANNALS OF A8TROPHYSICAL OBSERVATORY. 

Melloni in the very word ^Hhermochrose," which he invented, indicated tliat there 
were differences in the quahty of heat assimilable to those in the color of light, but it 
was only in 1840 ^ that Sir John Herschel published a thermograph which first showed 
unequal absorption below the red, and which is given in fig. 1. 




FlQ. 1.— sir John HerscUers lnft*a-red Bpeotram. 

The reader may be here reminded that the observations which had preceded, and 

for a long time those which followed this, were made only by the prism, which gives 

entirely different divisions of the spectrum, according to the substance of which it 

is composed, and that there was no means then known of referring these to the 

he 
wave-length scale, except a formula ti=«+T2 + T4 due to the eminent mathematician, 

Cauchy, which was accepted for fifty years as representing a natural law, but whose 
values of the wave-lengths the writer has since shown to be utterly wrong and mis- 
leading, outside of the visible spectrum. 

This may better explain how it was that Dr. J. W. Draper, who observed, in 
1842, by phosphorescence, three wide bands, which were called by him Alpha, Beta, 
Gamma, was entirely deceived as to their position, so much so that, with the ignorance 
of the truth prevailing at even so late a period, he seems to have supposed these bands, 
which are almost at the beginning of the infra-red, to have marked its extretne limit, 
beyond which no radiation could exist.^ 

Foucault and Fizeau, in 1846, appear to have observed the same bands. 

Dr. J. Miiller,^ in 1859, gives a construction by means of which a prismatic spec- 
trum may be transformed into a normal spectrum. He conjectures that the extreme 
infra-red is at a wave-length of about 1.8>u. In his diagram two-thirds of the heat of 
the spectrum appears below the visible portion. 

Tjmdall,* in 1866, assigned the position of maximum heat energy to the infra-red, 
and estimated two-thirds the total solar energy to be distributed in this invisible 
region. 

The publication of Lamansky ^ in 1871 may be considered to represent the extent 
of the knowledge of this region then attained. Lamansky used the thermopile to map 
out the energy in the solar prismatic spectrum, and exhibits a plot, here reproduced 



' J. Herschel, Philosophical Transactions, vol. 130, p. 1, 1840. 

^Speaking of Abney's researches. Dr. Draper remarks, in 1880: ''Do we not encounter the objection that this 
wave-length (1.07) is altogether beyond the thooretical limit of the prismatic spectrum f" 

^J. Milller, London, Edinburgh, and Dublin Philosophical Magazine, fourth series, vol. 17, p. 233, 1859. 

^J.Tyndall, Philosophical Transactions, vol. 156, p. 1, 1806. 

* M. S. Lamansky, Monat«berichte der Koniglichen Akademie der Wissenschafteu zu Berlin, December, 1871. 
Translation in London, Edinburgh, and Dublin Philosophical Magazine, fourth series, vol. 43, p. 282, 1872. 
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(fig. 2)^ which shows three gi'eat gaps in the infra-red radiations. He concm*s in the 
behef (then common) that the infra-red rays are strongly absorbed by the atmosphere. 

E. Becquerel, who in 1842/ had noticed the effect of the infra-red radiations upon 
phosphorescent matter previously exposed to the light so improved his apparatus from 
1873 to 1876^ that he was able to map out a considerable portion of the solar 
spectrum, determining his wave-lengths, however, by extrapolation from Cauchy's dis- 
persion formula, whose indications the writer has since shown to be here untrustworthy. 

In 1883^ H. Becquerel much improved this method, and, using a carbon bisulphide 
prism and Rutherford grating, roughly mapped out the solar spectrum up to about 

o 

14,000 Angstrom units, noting tlie variation of the great absorption bands under 
varying atmospheric conditions. 

He also showed that the various phosphorescent substances behave differently in 
the infra-red, showing absorption, bands of their own, as to which care must be taken 
lest they be mistaken for spectrum bands. 




Fio. 2. — LamaDsky's curve. 

By means of a bromide of silver plate, specially prepared by an elaborate 
process, Captain Abney, prior to 1880,* succeeded in photographing the solar spec- 
trum to a wave-length of 10,000 Angstrom units. Later, with a Rowland concave 
grating,* he photographed the solar spectrum and published a table of absorption 
lines in the extreme red and infra-red, giving 429 from A down to a wave-length of 
about 10,000 Angstrom units. These he regarded as accurate to one-tenth of an 

o 

Angstrom unit. 

In 1881^ J. Draper improved BecquerePs method in that he obtained a permanent 
record by placing a sensitive bromide of silver plate on the fluorescent screen. 
Lommel, in 1890,^ improved the method further, and published a good spectral chart 



• E. Becquerel, Annales de Chimie et de Physique, third series, vol. 9, p. 314, 1843. See also vol. 22, p. 344, 1848. 
'E. Becquerel, Academic des Sciences, Comptes reudus, vol. 69, p. 995, 1869; vol. 77, p. 302, 1873; vol. 83, p. 
249, 1876. Auunlen de Chimie et de Physique, fifth series, vol. 10, p. 5, 1877. 

^H. Becquerel, Aunales de Chimie et de Physique, fifth series, vol. 30, i>. 5, 1883. 

^W. Abuey, Philosophical Trausactions, vol. 171, p. 653, 1880. 

» W. Abuey, Philosophical Transactions, vol. 177, p. 457, 1886. 

*' J. Draper, London, Edingburgh, and Dublin Philosophical Magazine, fifth series, xo\. 11, p. 157, 1881. 

'E. Lommel, Annalen der Physik uud Chemie, ueue Folge, vol.40, p. 681, 1890. 
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made in this manner. He proposed to utilize the process in obtaining photographs 
of the metallic spectra. 

In 1883 ^ E. Pringsheim, using a Crooke's radiometer, studied the distribution of 
energy in the solar spectrum. 

THE WRITER'S EARLY WORK AT ALLEGHENY. 

All of the earlier investigators who attempted to measure the relative heat in 
different parts of the spectrum found themselves unable to obtain results at all com- 
mensurate with the labor involved, because the heat of the spectrum was in detail 
wholly inaccessible to the measuring instruments at their command. It is true that 
progress was made by supplanting the thermometer by the thermopile, yet only those 
who have patiently used this instrument in its old form, as the writer has done for 
many years, can testify how unsatisfactory it was. The immediate need for the acqui- 
sition of a, more sensitive instrument was felt increasingly by him till, upon attempt- 
ing to measure the distribution of heat in the difl&^ction spectrum, a series of pains- 
taking experiments satisfied him that if such a spectrum were ever satisfactorily 
analyzed by heat-indicating apparatus, something which should be an advance over 
the thermopile, as the latter had been over the thermometer, must be devised. The 
thermopile is limited in its action to the current directly generated by a difference 
of potential, which can never exceed a small and definitely limited amount, and its use 
in delicAte research demands unlimited patience. The writer sought to devise an 
mstrumentof (theoretically) unlimited capacity which should act to control the current 
from an unlimited source of potential, and be at once more sensitive than the ther- 
mopile, and be both more exact as a measure, and more exact in pointing, i. e., in 
work of precision. 

After considerable experiment the bolometer was produced, as described at some 
length at the time,^ and its behavior, as compared with the thermopile, was from the 
first exemplary. Since then there has elapsed nearly twenty years, and this instru- 
ment has so recommended itself to physicists as now to be used in many forms and 
for various purposes at research laboratories everywhere. 

The principle upon which it is based finds more and more increasing use as a 
means of heat indication, so that, notwithstanding the extraordinary sensitiveness 
which has of late been obtained by physical chemists from special mercury ther- 
mometers, the Wheatstone's bridge encroaches even in this field. At the same 
time, however, the principle which is the basis of the thermopile is much used in 
pyrometry, and has, through the ingenuity of Boys, furnished us the highly sensi- 
tive radiomicrometer, and still more recently the thermopile itself has been greatly 
improved by Rubens, so that the Wheatstone's bridge method does not hold the 



• K. Pringsheim, Anualen der Phyaik uud Chemie, neue Folge, vol. 18, p. 32, 1883. 

*S. P. Langley, Proceedings of the American Academy of Arts and Sciences, vol. 16, p. 342, 1881. 
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electaical heat-measuring field alone. The bolometer is, however, so well adapted to 
use in the spectrum, not alone because of its sensitiveness, but, as has just been 
observed, also because of its linear form and capacity for being pointed with preci- 
sion, that it is doubtful if it will be easily displaced. 

The first important use to which the bolometer was put was in detennining the 
distribution of energy in the solar heat spectrum, which had hitherto been studied in 
detail only in that of a prism. In a memoir entitled ** Observations du spectre 
solaire,"^ not only the prismatic but the normal energy curves were given extending 
to a wave-length of 2.8 >u. It was shown that the maximum ordinate of the glass pris- 
matic energy curve was at about 1.0 >u, while that of the normal energy curve was 
in the orange. Nearly three-fourths of the solar energy reaching the earth was found 
to be of longer wave-length than that at the A line, but the observations showed that 
the loss in passing through the atmosphere was chiefly confined to the shorter wave- 
lengths, so that it appeared that an analysis of the solar radiations conducted above 
the atmosphere might conceivably show a maximum in the violet of the normal 
spectrum. 

This paper was followed in 1883 by "The selective absorption of solar energy,"^ 
which describes bolometric measurements made directly upon the grating spectrum 
and extending from the violet through the visible spectrum and down to a wave-length 
of 1 /i. 

The bolometric indications observed at five different points in the normal spectrum 
under conditions identical except for the air mass, were compared in order that it might 
be quantitatively determined what the absorption of the atmosphere was for nearly 
homogeneous rays of different wave-lengths. These measurements confirmed the 
earlier conclusion that the maximum ordinate of the normal energy curve was in the 
orange, and showed that the absorption of the earth's atmosphere increased rapidly 
with decreasing wave-lengths, then a novel statement, for strange as it may now appear, 
it was even at this late time very generally supposed to increase most in the lower red, 
though the simple aspect of a sunset might have taught the contrary. Thus it appeared 
probable, from the present writer's conclusion, that the sun would seem bluish to an 
eye outside our atmosphere, and of a lavender tint could it be seen without either solar 
or terrestrial absorption intervening.^ A reduction of the measurements taken indicated 
a value of the solar constant as high as 2.84 calories, which was much higher than any 
previous determination. 

Another portion of the investigation may be regarded as the foreininner of the 
research since undertaken at Washington. This consisted in mapping the infra-red 
solar prismatic spectrum by means of the bolometer, as far as a wave-length of 2.8 >u. 



• S. p. Langley, Acad<5niie des Sciences, Comptes rendns, vol. 95, p. 482, 1882. 
*S. P. Langley, American Journal of Science, vol. 25, p. 169, 1883. 
3 See "Nature,'^ May 26, 1887. 
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For this purpose an instrument called the spectrobolometer was devised, which was 
essentially a gi^eat spectrometer with minimum deviation attachment and anns arranged 
specially for the reception of the bolometer and collimating apparatus. 

Four observers were employed frequently in the measurements. One set the circle 
carrying the bolometer successively on adjacent parts of the spectrum and read it, a 
second read the galvanometer deflections upon the scale, a third recorded the observations, 
and a fourth kept the siderostat beam from wandering and called out the appearance of 
clouds before the sun. * The difficulties of the research lay less with the use of the 
bolometer than with the galvanometer as then constinicted, and especially in the 
tendency of the needle to wander, causing the light spot on the scale to drift with a 
continuous progress to the north or south when no action on the bolometer took place. 
This wandering of the needle, here called the ^^ drift," then averaged much more than a 
centimeter in a minute, and was not only the great obstacle to accuracy, but a gi*eat 
consumer of time. In making the spectrum map it was customary to go over 15' of 
spectrum several times daily, making observations for each separate minute of arc, by 
opening and closing the slit at each observation, as, if it were left open continuously 
while the bolometer strip was carried through the spectrum, the movements of the needle 
caused by spectral heat were confounded with those caused by the *' drift." The gal- 
vanometer reader had the most trying observations, as the '* drift" was sometimes so 
great that the spot of light did not remain upon the meter-long scale even a minute at 
a time. It was recognized that the '^ drift" was largely due to changes of temperature 
in the apartment, and devices for controlling this were made, but the radical change 
necessary, that of installing both galvanometer and bolometer in a special apartment 
within a larger one, itself automatically kept at nearly constant temperature, could not 
be carried out for want of means. 

Under these circumstances more than a thousand readings were required in this 
part of the investigation to fix the position of a single line, and the work of reducing and 
plotting the observations was enormous. The result obtained, after some two years of 
this labor, was to establish nearly twenty deflections in the energy curve (corresponding 
to absorption lines), some of them iVidicating regions of almost complete absorption of 
energy, and showing that the character of the mfra-red spectrum was far different 
from the visual part. The curv^e illustrating these results is reproduced in fig. 3. 

In a research subsidiary to this, entitled ** Experimental determination of wave- 
lengths in the invisible spectrum"^ the deviation and wave-length curve for the glass 
prism used was experimentally determined. The sun was employed as a source of 
heat, and the succession of apparatus was (1) condensing mirror, (2) sHt, (3) concave 
grating, (4) slit, (5) coUimating lens, (6) prism, (7) objective lens, (8) bolometer. 

The results of this research showed that neither Cauchy's formula (then miiver- 
sally trusted) nor any other dispersion formula then extant would apply even approxi- 



• S. p. Lanj^ley, Memoirs of the National Academy of Sciences, vol. 2, p. I49, 1883. 
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mately in the iiifra-red when its constants were determined for points in the visible 
spectrum. It is interesting to note in this connection that Dr. J. W. Praper, in 1880/ 
asks, in speaking of Captain Abney's researches, **Do we not encounter the objection 
that this wave-length, 1.07 // (the limit of Captain Abney's map), is altogether beyond 
the theoretical limit of the prismatic spectrum?" 

The research on the selective absorption of solar energy had shown it to be 
desirable to make observ^ations upon a high elevation, where the air should be both 
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purer and rarer than at Alleghen}'. Tlirough private and ])ublic aid an expedition 
was enabled to proceed to Mount Whitney^ in southern California, in 1883, where a 
great number of observations with actinonieters of various forms and a considerable 
number with the bolometer and with other instruments were made. The bolometric 
observations were naturally conducted under gi-eat difficulties, as the character of the 



' J. Draper. Proceedings of the American Academy of Arts and Sciences, vol. 16, p. 233, 1880. 

- **Res arches on Solar Heat. A report of the Mount Wbltney Expedition." U. S. A. War l)ei>artuient, Profes- 
sional Papers of the Signal Service, No. 15, 1884. 
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instruments employed demands the utmost stability and most careful installation rather 
than transportation across a continent and through a wilderness with temporary 
arrangements of a few weeks' duration. ^ 

It was in the course of these observations, and on this mountain, at an altitude of 
12,000 feet, that the writer, after carrying the bolometer to the end of the then known 
prismatic spectruiyi (near what is now known as /2), was rewarded for all past pains 
by first discerning beyond this "end" a new region of almost indefinite extent, in 
which physicists have subsequently found a fertile field. 

This first discovery of the new region was made in this pure air of Mount Whit- 
ney at an elevation of 12,000 feet with a glass lens. In subsequent determinations no 
energy of consequence could at first be detected below the band called X at wave- 
length about 2.8 )u, even with the rock-salt train, so much more transparent than glass 
to rays of great wave-length. 

The observations showed the higher air to be more transparent than the lower, 
but the earlier results on the progressively increasing transparency for longer wave- 
lengths were confirmed. This result was reconciled with the fact that the earth 
is warmed sensibly and kept at its present temperature by the rays of the sun, by 
remembering that the heat reradiated by the earth's surface into space is apparently 
of longer wave-lengths than any received from the sun and may presumably be to a 
great extent cut off* by special absorbents, as the experiments show that in the infi-a- 
red great absorption bands become increasingly in evidence, but in spite of these 
absorption bands, the principal portion of infra-red solar energy is transmitted more 
freely than the visible. 

^ value of the solar constant much greater than that of previous experimenters 
was obtained with fair agreement between several independent methods in which the 
bolometer had an important part. This value indicates that outside the earth's atmos- 
phere the solar rays, falling vertically, would raise one gram of water at least three 
degrees centigrade in one minute for each square centimeter of exposed surface, or, 
in other terms, that a coating of ice around the planet 54.5 meters thick would be 
melted by the solar heat in each year. 

Rock salt had been shown by Melloni to be invaluable for researches in the lower 
infra-red despite the temporary character of its surfaces by reason of its great trans- 
parency to the heat rays of this little known region. Glass, on the other hand, of the 
thickness needed, was found almost opaque for wave-lengths greater than 2.8 >u. By 
the aid of a rock-salt prismatic train the knowledge of long wave-length radiations was 
extended to include those radiations sent out from terrestrial sources. 

In the paper describing these experiments, entitled *' Invisible heat spectra, and 
the recognition of hitherto unmeasured wave-lengths,"^ it is remarked that for the first 



' 8. P. Langley, Proceedings of the American Association for the Advancement of Science, vol. 34, p. 55, 1886. 
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time prisms of rock salt having good definition had been constructed. The source 
of heat employed in the research was a blackened Leslie cube filled with some liquid 
of known temperature. In front of the cube was an ice screen with a suitable central 
aperture, and a second ice screen was employed as a shutter before the slit. Two rock- 
salt lenses of 3.5 meters focus were used for collimator and objective, and the 60^ 
prism was of rock salt 64 mm. on a side. The bolometer strip, 2 mm. wide, subtended 
20' and the slit the same. 

A test of the selective absorption of rock salt for the rays in question was made 
by inserting a polished flat nearly a centimeter thick in the beam after each deflection, 
but it was found that allowing for the loss by reflection no appreciable change in 
absorption could be observed. 




42^00' 4r-30' 4r-00' 40*-30' 40*-00* 39*-30' 39^00' 38*-30' 38*-00' 37*-30' 

FIG. 5. - ROCK - SALT PRISMATIC SPECTRA . 

ALLEGHENY OBSERVATORY. 



37*00' 36«^30' 



The result of the investigation was to show that the heat from terrestrial sources, 
such as heated soil, is of a much longer wave-length than the major portion of that 
received from the sun, and that rising temperature in the source of heat shifted the 
maximum ordinate of the energy curve toward the shorter wave-lengths. The greater 
portion of the energy was in all energy curves found to be of wave-lengths greater 
than that of the maximum intensity. A reproduction of these curves is given in fig. 5. 

An appendix gives a table of deviations observed for the principal visible Fraun- 
hofer lines and for a number of lines in the infra-red, as determined from the spectrum 
of the rock-salt prism. This table was accompanied by a convenient correction^ deter- 
mined for the reduction of observed deviations to the proper value for a prism of slightly 
different angle. 



S. Doc. 20- 



' Due to Professor Keeler. 



Digitized by 



Google 



16 ANNALS OF A8TB0PHY8I0AL 0B8EKVAT0BY. 

In a following memoir upon ** Hitherto unrecognized wave-lengths/'^ reference 
is made to a former investigation in which the infra-red wave-lengths were determined 
as far as 2.3 >u, but the research was there discontinued on account of the too feeble 
energy received from the grating. The determinations of the wave-lengths of the 
rock-salt prismatic spectrum was now continued to open the field for further researches 
in solar and terrestrial radiation, by enabling one to husband the available energy 
by the use of a prism, and still to know the wave-lengths employed; for it will be 
remembered that even as late as this time the lengths of most of these invisible 
waves were not known by experiment, but inferred by calculation from almost wholly 
untrustworthy formulae. 

, The sun could not here be used as a source of energy, for though it had been 
shown that some of its radiation of wave-lengths greater than 2.3 >u is received at 
the earth, yet this portion was quite too slight to use for this purpose with the means 
then at command. In the place of the sun was therefore substituted an electric arc, 
which was caused to play between carbons 1 inch in diameter by the current of a 
12-horsepower dynamo. Even with this source the deflections obtained were so small 
that the measurements could not be extended beyond 5.3 >u, but this was then far 
beyond where any real measurement had yet been made. The method was to observe 
a ray or rays which had been both reflected from a grating and refracted by a prism, 
and to thus observe what wave-length corresponded to a given index of refraction. 

As the importance of the result may justify a fuller description of the means, it 
may be added that the train of apparatus commenced with the arc light mounted 
immediately before the slit. After considering many devices it was determined to let 
the rays fall first on a grating and then upon the prism. The rays from this first slit 
fell then upon a (Rowland) concave grating, which, by the nature of the interference 
process, necessai'ily formed them into superposed spectra, lines whose wave-lengths 
were multiples of one another, lying upon one another, and becoming confused 
together. Since these lines are of different wave-lengths, however, they are of different 
refrangibility, and if they are caused to pass through a prism this will separate them. 

A second slit was interposed where the grating spectra were formed, and through 
this slit, as appears from what has been said, only radiations having a multiple of some 
determined wave-length could pass. For the purposes of the experiment the wave- 
length of Dgzz 0.58901 /i was chosen. These radiations and their multiples alone passed 
through the second slit and, diverging, fell upon a rock-salt prism. Out of different 
possible positions of the prism, that was chosen where the refracting edge was parallel 
to the lines of the grating, and the prism thus placed refracted the radiations at 
different angles in azimuth, giving distinct images of them. The linear bolometer was 

• 8. p. Langley, American Joarnal of Science, vol. 32, p. 83, 1886. 
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moved until it encountered one of these feeble heat images — ^that due, for instance, to 
the ray whose wave-length was twice Dg, whose indications were recognized when the 
bolometer was in a position corresponding to a certain index of refraction of the prism. 
The bolometer was then moved until it encountered the second heat image, belonging to 
the next higher order of spectra, and so on through nine in succession, when the wave- 
length of 5.3// (nine times that of Dg) was reached. Beyond it the heat was too feeble 
to be recognized, and in tliis way the wave-lengths con'esponding to refraction in a 
prism were first definitely measured in this lower infra-red region. 

The galvanometer employed was of the four-coil Thomson reflecting type. Its 
needle system (constructed by Mr. F. W. Very) was composed of hollow steel magnets 
1 mm. in diameter, 8 mm. long, and with walls ^ mm. thick. The mirror, 9.5 mm. in 
diameter, of platinized glass, was of 1 meter radius. Damping was secured by the 
use of a portion of a dragon-fly wing, a device of the writer, then first used. Suspen- 
sion was made by means of a silk fiber 33 cm. long, and the time of swing of the 
needle without damping magnet was from fifteen to thirty seconds. 

A cylindrical scale was employed, and the position of the spot could be read to 
iVmm. 

The sensitiveness of the galvanometer was at that date stated to be such that, 
with a time of single vibration of twenty seconds, a deflection of 1 mm. on the scale 
at 1 meter is given by a current of 5 X 10""^® amperes through the coils, which were 
each of 20 ohms resistance; but the observation of small deflections was rendered 
very difficult by the drift. ^ Bolometers were then used in connection with this instru- 
ment, such that a deflection of 1 nun. corresponded to loo^ooo degree differential change 
of temperature of the strips. 

It is mentioned that in using the salt prism fourteen months it was necessary to 
refigure its surface and redetermine its angle thirteen times. 

The results obtained (which are given in the appendix to this volume) show the 
refractive indices of rock salt for wave-lengths extending from A=i:0.4>u to A =5.3//. 
On comparison with existing formulae for dispersion none were found which adequately 
represented the observations. The latter part of the curve showing the relation of n 
to A was found to approach a straight line (without becoming one), and an extrapo- 
lation was essayed beyond the point where the observations stopped, though it was 
remai'ked that all such extrapolations are attended with uncertainty, a remark too 
soon justified. By this means it was shown that if the curve continued to approach a 

> If we admit that the deflection is inyeraely ae the square of the time of swing, this gives for a teu-second single 
Tihration a millimeter deflection for a current of 2 x 10-^. That at present (1899) is (for ten-second swing) 5 X 10~'% 
showing a sensitiveness four hundred times as great. With the present galvanometer the needle is so very light 
(2.5 mgr.) that the tremor hecomes too prejudicial with a ten-second swing, aud heing thus restricted to a five-second 
or shorter swing, not more than fifty times the sensitiveness of the Allegheny instrument (which could he employed 
with a twenty-second swing) is actually availahle, but the saving of time is also of great importance. 
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straight line, as appeared probable, the maximum of the spectrum of melting ice 
would be at a wave-length of at least 10/i, and that the lowest heat recognized thus 
far would have a wave-length of something like 30>u. 

It must be here remarked that the later observations of other physicists, while 
they agree well with the observed values determined up to 5.3>u, yet make the results 
of extrapolation probably so far erroneous, that while the progress of the curve from 
5.3 ju still, perhaps, requires further investigation^ it seems certain that the values of 
wave-lengths obtained in the above-mentioned extrapolation are too high. The latest 
values are those obtained by Paschen and Rubens, and some account of their 
researches will be found in the appendix. In Plate XXXII, illustrating this work, the 
values of the writer, of Paschen, and of Rubens, have been plotted and a representa- 
tive curve has been drawn to show the mean result of the three determinations. 

In a memoir upon "The solar and lunar spectrum,"^ which appeared in 1886, 
the solar spectrum was followed far below previous investigations. The arrange- 
ment of apparatus in this research is chiefly distinguished by employing two complete 
spectroscopes, with rock-salt collimating lenses and prisms, of which the first was called 
the "sifting train," and was used in order to guard the more effectually against stray 
radiations from the upper spectrum, which would introduce important errors where so 
little energy existed. Using the extrapolation already discussed, it was found that 
from a little beyond the absorption band, known as Y, until a wave-length of 10// (I) 
is reached no energy could be observed, and beyond this the amount was but trifling. 
In an appendix there is given a table of deviations observed in the rock-salt spectrum. 

Following this, the bolometer was used in a research on the *' Temperature of the 
moon,"* which does not in the main have a direct bearing on the present one, but 
in which some points of interest appear. It is mentioned, in describing the appa- 
ratus, that a battery of 15 gravity cells was employed in the bolometer circuit to 
diminish the irregularities in the current. This multiplication of the number of cells 
is due to Mr. Very, and has been found very useful in subsequent practice. In 
Appendix III of this paper is given a reduction of observations made from time to 
time during the course of two years to determine the change of deviation of a 60° 
rock-salt prism with the temperature. It is remarked that the then only available way 
to estimate the temperature of the prism was by observations of the temperature of the 
air, which could not have failed to be a fruitful source of discrepancy in the results. 
The table of values obtained is reprinted on a subsequent page of the present memoir. 

> S. p. Langley, Memoirs of the National Academy of Sciences, vol. 4, p. 159, 1886. 

> S. P. Langley and F. W. Very, Memoirs of the National Academy of Sciences, vol. 4, p. 107, 1887. 
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RECENT INVESTIGATIONS OF INFRA-RED^ SPECTRA BY OTHERS THAN 

THE WRITER. 

Closing here the summaiy of infra-red researches at Allegheny, we will now turn 
to a consideration of the more recent determinations of the origin of some of the infra- 
red metallic lines. One of the interesting phases of this portion of the infra-red inves- 
tigation is the finding of lines already predicted from the lines now known in the visual 
and ultraviolet portions of the spectrum. Balmer^ showed that the wave-lengths of 
a certain series of lines in the hydrogen spectrum could be represented with surprising 
accuracy by the empirical formula — 



n^-4 



n representing the successive ordinal numbers above 2 and h a constant. Later, Kayser 
and Runge* showed that in the spectra of nearly all the elements there are series of 
lines whose positions may be expressed by empirical formulae of the form 

where A = the wave-length, and thus t is a number proportional to the frequency 

of oscillation, and n represents the successive ordinal numbers. They also found that 

in cases where series of pairs occur the difference of the values of j between the 

members of any one of the pairs is a constant for that element and series. 

In 1892* B. W. Snow, in order to test Kayser and Runge's formula, investigated 
the infra-red spectra of the alkalies. He used a flint-glass prism, calibrated by means 
of interference bands, and a bolometer capable of indicating a difference of temperature 
of 130^000 ^ C. He determined the position of his interference bands to a wave-length 
of 26,680 Angstrom units. His spectra were obtained from the ^salts of the metals 
inserted as a core in the carbons of an arc lamp. 

1 For an account of dispersion and wave>]ength investigations with rocic salt, see Appendix, as well as Chapter 
I of Part II. 

« J. Balmer, Annalen der Physik nnd Chemie, neue Folge, vol. 25, p. 80, 1885. 

3 H. Kayser and C. Runge, Abhandlungen der Koniglichen Akademie der Wissenschaften zu Berlin, III, 1888-1892. 

* B. W. Snow, Annalen der Physik and Chemie, neue Folge, vol. 47, p. 208, 18d2. 
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The following table contains the lines observed by Snow in the infra-red, in which 
A represents the wave-length in thousandths of a millimeter (yu), and I the relative 
intensities of energy as indicated by the galvanometer deflections: 

Tablb 1. — Infra-red metallic lines, (Snow.) 



Lithium. 


Sodium. 


Rubidium. j Ceesinm. 


Wavelength. 


Intensity. 


Ware-length. 


Intensity. 


Wave-length. 


Intensity. 


Wave-length. 


Intensity. 


M 
0.811 
1.800(f) 


296 
f 


M 
0.770 
0.818 
0.855 
0.930 
0.995 
1.075 
1.132 
1.245 
1.800(f) 


22 
660 

18 
8 

10 

13 
419 

30 
(») 


M 
0.775 
0.791 
0.821 
0.845 
0.878 
0.913 
0.945 
0.997 
1.063 
1.090 
1.153 
1.224 
1.318 
1.478 
1.520 


414 

443 

42 

50 

60 

11 

10 

151 

11 

13 

26 

13 

198 

102 

71 


M 
0.775 
0.790 
0.833 
0.865 
0.882 
0.900 
0.995 
1.160 
1.205 
1.323 
1.420(f) 
1.450 
1.520 
1.575 


75 

107 

297 

151 

345 

155 

182 

9 

7 

81 

38 

52 

20 

8 


Potassium. 


0.768 
0.840 
0.885 
0.960 
1.086 
1.155 
1.220 
1.470 
1.600(t) 


1,443 

18 

13 

23 

108 

395 

205 

70 

50 



The lines which had been predicted were for 



Lithium 


0.819;< 








Sodiam 


1.160 


1.148/* 






Potassiam 


1.266 


1.257 


1.263;/ 


IJZUfi 


Babidiom 


1.718 


1.663 






Offisiam 


0.922 


0.877 


0.867 


0.828 



In the case of lithium and sodium the agreement with the empirical formula 
seems to be fair, but with the others Snow thinks no conclusion can be drawn. 

In 1895^ E. P. Lewis undertook the determination of the infra-red metallic spec- 
tra. He used a radiomicrometer in connection with a Rowland grating. The grating 
was ruled with 10,000 lines to the inch, and was of 14 feet focus. He used it as 
in Rowland's well-known method. Its first spectrum was unusually bright and was 
visible beyond the usual limit in the infra-red. He employed an arc light with 
its carbons prepared in the same manner as those used by Snow. 

The following table gives a summary of the lines found by Lewis, together with a 
comparison of the intensities of the lines, the D lines being taken as 60. 

' E. p. Lewis, Astrophysical Journal, vol. 2, pp. 1 and 106, 1895. 
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Element. 



Wave-length. 



Caloiam... 

Silver 

Lithium . . . 
Sodium ... 
Sodium ... 

Silver 

Calcium... 
Calcium... 
Strontium . 
Strontium . 
Sodium ... 
Sodium ... 
Thallium.. 



7, 

7, 

8, 

8, 

8, 

8, 

8, 

8, 

10, 

10, 

11, 

11, 

11, 



663.7 
688.4 
126.3 
183.7 
194.2 
274.0 
541.9 
662.0 
326.8 
915.6 
381.1 
403.9 
511.7 



Intensity. 



30 
25 
40 
60 
60 
25 
50 
50 
40 
45 
35 
35 
40 



The following lines, predicted by Kayser and Runge, were not found: 



Mercury 


9497 






Magnesiam 


13007 


13041 


13111 


Oalciam 


11801 


11874 


12020 


Strontiam 


13022 


13346 


14086 



In closing this extremely succinct account of researches bearing upon the present 
investigation the writer may mention that researches of his own on the diathermancy 
of lampblack and hard rubber have showed lampblack nearly (not wholly) without 
color here. Reference should also be made to an article of E. F. Nichols,^ treating of 
the diathermancy of plate glass, hard rubber, quartz, lampblack, cobalt glass, alcohol, 
and various solutions. The result of chief interest in the present research is that 
lampblack absorbs nonselectively throughout the region studied (to 3/^). 

In connection with these studies of selective absorption the writer calls attention 
to his own observations made in 1881 on the coeflficients of reflection from two surfaces 
of silver.^ The following table embodies these observations. 

Coefficients of reflection from two surfoA^es of silver. 



Ware lengths // 

Percentage reflected from two 

surfaces 

Reduction factor (reciprocal)... 



0.36 

37 
2.70 



0.38 

54 
1.85 



0.40 

63 
1.59 



0.45 0.50 I 0.55 , 0.60 



73 
1.37 



79 
1.27 



82 
1.22 



84.5 
1.18 



0.65 

86 
1.16 



0.70 

87.5 
1.14 



0.75 

88.5 
1.13 



• E. F. Nichols, Physical Review, vol. 1, p. 1, 1893. 

«S. P. Langley, American Journal of Science, Vol. XXXVI, Nov., 1888, p. 9. 
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THE PRESENT RESEARCH. 

ACCOUNT OF THE PROGRESS OF THE INVESTIGATION AT THE 
SMITHSONIAN ASTROPHYSICAL OBSERVATORY. 

From the beginning of regular operations at the observatory in June, 1891, till the 
1st of March, 1892, eflForts were chiefly directed to getting the apparatus in satisfactory 
condition for observations. Much time was spent on the improvement of galvanom- 
eters, in testing bolometers and prisms, and in the determination of their constants. 

At length, on March 2, 1892, a "rehearsal" occurred, in which the procedure 
followed in the bolometric investigations of the infra-red solar spectrum at Allegheny, 
already referred to on a previous page, was gone through with for the first time 
at the observatory. A second rehearsal occurred on the following day, and on 
reviewing it an entry was made by the writer March 4, 1892, in the record book 
in use by Dr. William Hallock, from which the following quotation is taken: 

I think your yesterday's spectral maps were quite saccessful for a first attempt — indeed, 
notably so, and give evidence of the goodness both of the system and of the instramental means. 
The salient defect of the latter is in the << drift " of the galvanometer, which, thongh reduced to 
limits which are insignificant compared to those which it had when I first began the study, is still 
a barrier to the best work. 

My idea (if drift could be eliminated) would be to have a vertical strip of sensitive paper rolled 
perpetually upward by a clockwork in the focus of the galvanometer mirror. The sides of this 
paper are marked in degrees and minutes, corresponding to divisions of the spectrometer circle, 
whose arm is moved by the same clockwork (through electric or other intermediary), so that when 
the circle is turned through n minutes of arc, the paper is moved upward linearly by a quantity 
corresponding to the same angular measure. A light is reflected from the mirror onto the paper, 
on which are traced the movements of the mirror due to the varying heat of the spectrum and to 
passing inequalities of the sky transmission. (The mirror movement has to be dampened so that 
there is no sensible swing.) The whole spectrum could be thus traversed in five minutes or less, 
as many as twelve curves could be taken in an hour, and a composite photograph would eliminate 
the accidental disturbances. 

All this implies that "drift,'' if not eliminated, is to be greatly reduced. Please consider this 
"drift," as well as the little movements of the needle due to changes in the apparatus itself, under 
these three heads: 

(a) Changes due to alterations in the galvanometer. 

(b) Changes due to alterations in the bolometer. 

(c) Changes due to alterations in the battery, and all other sources. 

It seems quite certain that these are due largely to temperature. 

22 
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This is the first enunciation here of a plan long since devised, but not executed, at 
Allegheny. The writer had indeed prepared to experiment in the synchronous move- 
ment of the circle and sensitive film while at Allegheny, but with such impoverished 
mechanical aid that nothing had then been accomplished by this means. The plan 
was, as will be seen later, adhered to in its general conception, but constantly modi- 
fied in detail by practice. 

A more thorough examination of the spectrum by the same method used at 
Allegheny was made on March 19, 1892, and upon looking over the results as plotted 
the present writer made the following comment in the record book, March 20, 1892: 

This has served its immediate object by enabling us to identify £1 and one or two other land- 
marks, but by comparison with the prismatic energy curve in "Mount Whitney Observations" it 
is plain that we have missed the greater part of the lines, and even some bands 5' wide. 

The main object in making this Mount Whitney chart was to get the total amount of energy 
in the spectrum, i. e., the area between the carve and the axis of X^ and the mapping of the lines 
was subordinate to this. 

Our object hereafter is to map the lines. 

In carrying out the purposes thus outlined, steps were immediately taken to procure 
suitable clockwork for synchronously moving the circle and sensitive film, and system- 
atic observations were begun to determine the source of the drift and its remedy. 

The clockwork had been installed and arrangements provided for the photography 
of the spot of light reflected from the galvanometer mirror, and many preliminary 
observations and tests made by July 1, 1892. The following description of the 
arrangements for the work then existing will serve as a basis for comparison with the 
conditions attained at later stages: 

CONDITION OF THE RESEARCH, JULY 1, 1892. 
1. Optical System. 

The great single mirror Foucault siderostat, made under my general design by 
Grubb, of Dublin, was to send a beam of sunlight due south, and was supplied by 
him with his extremely elaborate electrical control for right ascension only, designed to 
accelerate or retard the clock movement. It was very ingenious, but very intricate, 
and so slow as to be for this special service inefficient. What was needed was some 
means of directly taking hold, so to speak, from the observer's seat, of the movement, 
either in right ascension or declination; which implies an external power which will 
not so much modify the clock movement as will temporarily replace it. I had 
experimented on such a control with cords at Allegheny, and had found them very 
inconvenient. Connecting rods are still more so, and I decided to introduce what was 
then, I think, a novelty, the employment of an electric motor, which was to enable the 
observer to alter the movement either in right ascension or declination as promptly 
and as effectively as though he could make the change himself directly at the siderostat. 
The beam of light thus controlled passed through a slit of 50 mm. height placed upon 



Digitized by 



Google 



24 ANNAL8 OF A8TROPHY8ICAL OBSERVATOBY. 

a wooden stand outside the building. Passing from thence the cone of rays traversed a 
glass coUimating lens of 7.5 meters focus, and the parallel beam resulting fell, after 
passing a suitable diaphragm, upon a prism of white flint glass,^ of refracting angle 
60° T 20'', height 11.6 cm., and of 10.5 cm. face. The deviations at 20° C. of several 
prominent visible lines in the spectrum by this prism are given as follows: 

H, 460 45' 10" 

Da 440 10' 4" 

430 47' 19" 

B 430 38' 54" 

The spectrometer was that now in use and shown in Pis. IX and X, except that 
the place of the iron base-casting shown was taken by a wooden framework, that the 
arrangement for minimum deviation was secured by mechanical instead of optical 
means, and that the focal length of the image-forming mirror was limited by the length 
of the arm of the instrument which supported it. This concave mirror of 178 cm. 
focal length brought the spectrum to focus upon the bolometer, the bolometer and the 
spectrum being both in motion. 

From these data may be calculated the following constants: 

Height of slit image 12 mm.^ 

Angular aperture of same for 1 mm. slit 13" 

Angular magnitude of -^ mm. bolometer strip 11.5" 

Optical resolution of prism at A^ 1.5" 

2. Electrical Systkm. 

A four-coil Thompson reflecting galvanometer, by White, of Glasgow, was at first 
employed. The coils were two in series and two in parallel, and had each 20 ohms 
resistance. A needle was in use, composed of two systems of six steel tubes specially 
prepared and magnetized,* weighing in all 144 mgrs., supported upon a glass tube weigh- 
ing 30 mgrs., which carried also a concave platinized glass mirror 9 mm. in diameter, 
of 10 cm. radius of curvature, and weighing 90 mgrs. Damping was provided by the 
use of a " dragon-fly" wing, already introduced by the writer, and also by a vane 
dipping in oil. The time of free swing was twenty-two seconds, but by use of an 
overhead magnet on a frame of latticework supported from the roof, the time of 
swing was reduced to ten seconds. Two weak magnets placed behind the galvanometer 
and moving lengthwise with respect to each other furnished a ready means of adjusting 
the direction of the mirror without perceptibly altering the sensitiveness. With a 
time of single swing of ten seconds, with scale at 1 meter, a deflection of 1 mm. on 

I It will be seen that no condensing lens is employed, the advantage of the use simply of the slit and long focus 
collimator having been recognized by the writer in his previous practice. 

^ A plano-convex glass cylindric lens of about 20 cm. radius of curvature was employed to reduce this height 
to that of the bolometer strip, which was 8 mm. 

3 See London, Edinburgh, and Dublin Philosophical Magazine, fifth series, vol. 8, p. 261, 1879. See also this 
book. Chapter IV. 

* This needle system was made by Mr. F W. Very. 
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the scale corresponded to 0.0000000015 (1.5X10~^) amperes in the external circuit, 
a degree of delicacy considered notable at the time, but which has since been greatly 
exceeded. 

The bolometers employed had -Ar or i^ millimeter strips of lampblack smoked 
platinum exposing a length of 8 mm. and mounted on hard rubber. There were two 
side strips in these early bolometers, connected in series, and in order to make the 
instrument symmetrical, so as to avoid '* drift," only half the length of the middle strip 
was exposed. The bolometer case was a hollow cylinder of hard rubber, with appro- 
priate binding posts to connect with the bolometer, provision for the insertion of 
positive eyepiece for focusing, and metal diaphragms of suitable aperture to admit 
radiation to the central strip alone. 

To complete the bridge a large specially constructed adjustable resistance box, 
situated near the galvanometer and at about 7 meters distance from the bolometer, 
was employed. Connection with the bolometer was through flexible copper wires, 
and a second pair of wires — starting one at the bolometer, the other at the resistance 
box — led down to the battery, which consisted of a number of gravity cells connected 
in series, while the current was graduated by means of suitable resistance to 0.1 
ampere or less. 

3. Early Photographic Arrangements. 

A sensitive film, 60 cm. long and 18 cm. wide, wound upon a drum, received the 
record of the galvanometer needle by means of light from an incandescent electric 
lamp which was focused upon a ground glass placed behind a pin-hole diaphragm, 
acting as the source of light for the galvanometer mirror. Much difficulty was 
experienced in obtaining a satisfactory photographic trace, a difficulty not finally 
overcome till later by the introduction of the sunUght in place of the electric light just 
described. 

The film and its driving arrangements were contained in a light-tight box, 
provided with a wide slit covered by shutter when no exposure was taking place. 
Dependence was made upon the horizontal swing of the galvanometer needle for 
rectangular axes to the holographic curve. 

4. Driving Clocks. , 

The considerable distance between the spectrometer and galvanometer made the 
use of a single clock difficult owing to local conditions, and after many expedients to 
avoid it, finally imposed the necessity of a line of shafting, occupying the center of 
the observatory to the great inconvenience of its work. But this was not till, in spite 
of the inferiority of ^ a double system, from a theoretical point of view, two clocks 
had been essayed — one driving the circle through a tangent screw, the other the drum 
with its photographic film — ^both being electrically controlled and synchronised from 
a time clock. Change gears were provided for a wide range of speeds. 
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5. Surroundings. 

No provision had then been made for isolating any part of the spectrobolometric 
apparatus in special chambers of the observatory, and consequently it was throughout 
subject to temperature changes often amounting to 15^ C. in twenty-four hours. The 
building had been provided with special sliding shutters, both for the windows and 
the skylights, and darkness was obtained during the progress of observations by 
closing them. 

6. Early Results. 

In PI. XVIII is shown a portion of the holograph I of June 14, 1892, extend- 
ing from A to below par. The following notes are copied from the record of that 
date made by Dr. Hallock: 

Stat« of sky, hazy. 

Height and aperture of slit, 50 mm. by 0.5 mm. 

Angle of same at bolometer, 13". 

Prism used, "Great Hilger." 

Galvanometer, White. 

Time of single vibration (not stated, but for Jane 17, 11 seconds). 

Bolometer YI, 0.1 mm. strips, snbtends ll•5^^ 

Current of battery (not stated, but June 13, 0.127 ampere). 

Speeds, V arc of spectrum in one minute of time corresponding to 1 cm. of film. 

Observers, William Hallock and C. T. Child. 

Bemarks by Dr. Hallock: *^ Drift very slight. The setting on A changes several minutes 

during a day. Does the wooden arm warpt " 
Grade of holograph (not taking state of sky into account), "A.'' 

This holograph is, as its grade indicates, one of the best at that time produced. 
The chief defects in the arrangements were: (1) The galvanometer was not sufficiently 
sensitive, so that the slit was necessarily wide and the spectrum impure. (2) The 
" drift" was nevertheless frequently uncontrollable and always troublesome, and acci- 
dental deflections, due to various causes, were not inconsiderable. (3) Inaccuracy in 
the motion of the circle, drum, and minimum deviation mechanism, taken in connection 
with the warping of wooden supports to the optical apparatus, and the shrinking of 
the photographic films, made discrepancies between successive energy curves in the 
same region far too great. (4) Change of temperature, which may be said to be the 
father of evils in such research, was of great magnitude, and owing to the temporary 
character of the building very difficult indeed to overcome. 

The major pa^rt of the work of the observatory from this time on has been devoted 
to the tasks of making the recording apparatus more sensitive, the disturbance of the 
record less serious, and the position of deflections corresponding to absorption lines 
less subject to error. It has been only by the most patient pursuit of these aims that 
it has become possible to obtain satisfying evidence for the reality of the more minute 
absorption deflections now given as real. It will be interesting to note successive 
adyances along these lines. 
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PEOGEES8 OF THE RESEARCH DURING THE YEAR ENPING JULY 1, ISSS. 

The observatory was unfortunate in losing the benefit of Dr. Hallock's services, and 
during about two months in the autumn of 1892, after the close of his connection 
with it, this part of the work was discontinued. 

Upon again taking it up the improvement of the galvanometer was first sought 
Orders were placed for the special winding of new coils in accordance with the theo- 
retical considerations of Maxwell, and in the meantime attempts were made to render 
the galvanometer in use more sensitive by reastaticising and strengthening the magnets. 
In this success was so far attained that the constant was reduced to 0.00000000075 
(7.5 X 10"^^). A storage battery was introduced in the place of the gravity bat- 
tery, as experience showed its discharge to be far more miiform than that of the 
latter. Additional diaphragms were placed in the bolometer case to more effectually 
prevent the circulation of air currents. By winding coils of tubing about the bolom- 
eter case and passing through them a continuous water current, a provisional attempt 
was made to introduce constant temperature conditions at that part of the circuit A 
bolometer case of metal with more adequate provision for a continuous water current 
was ordered. An experimental plant was introduced for the partial cooling and drying 
of the air of the observatory in summer with ice, but this proved unsatisfactory. 

In the interest alike of accuracy and of the appearance of the photographic 
curve, the size of the Hght spot on the sensitive plate was limited by a metal slit 
placed in front of the film at right angles to the direction of motion of the drum. 
The recording apparatus was still further improved by bringing a beam of sunlight 
from the siderostat mirror, which, passing through a vertical slit in the place of the 
pin-hole diaphragm, replaced the electric light before used. This change did away 
at the same time with the proximity of a considerable electric current, a potent source 
of disturbance to the galvanometer. Glass plates provisionally superseded films near 
the close of the year, and the necessary change from circular to rectilinear motion 
was temporarily provided for. 

The driving mechanism was changed by doing away with one clock and causing 
the other, by means of suitable steel shafting, to move both circle and drum, thus 
assuring closer synchronism, though at great local inconvenience. In place of the 
tangent screw at the circle there was procured a very accurate worm and wheel 
segment. 

For the mechanical arrangement for minimum deviation was substituted an 
optical arm. 

Several months were largely devoted to experiments and theoretical considerations 
relative to the availability in the research of the grating in connection with a ** lifting 
prism" for removing the higher-order spectra. It was found inadvisable to replace 
the prism by this arrangement, as the great loss of energy under the most favora 
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ble conditions would make it necessaiy to use a slit of prohibitive width with any 
galvanometer likely to be obtained. 

In order to extend the scope of the investigation a rock-salt prism ^ superseded 
the glass prism toward the close of the year. CoUimation was sometimes omitted, 
sometimes provided by means of a rock-salt lens of 11 cm. aperture and of 9 meters 
focal length. 

The photographic work of the observatory had been carried on in the photographic 
department of the National Museum, but had now become so considerable as to make 
advisable the erection of the small house marked B in PL III. This house was 
finished in June, 1893. 

From the very beginning of the work of mapping the infra-red spectrum it had 
been intended to produce a line spectrum, so as to make the results graphically 
comparable with those in the visible spectrum, and the production of these line 
spectra (called frequently "cylindrics" because of the use of a cylindric lens in making 
them) kept pace with the taking of holographs.^ The processes used for this purpose 
are so distinct from those employed in producing the curves that it has been thought 
best to give a connected account of them in a place by itself, and this will be found 
at another page. 

RECAPITULATION FOR THE YEAR 1893. 
1. Changes in the Optical System. 

Salt had replaced glass to enable observations to be extended beyond a wave- 
length of 2 yu. A silvered plane mirror, fixed parallel to the base of the prism, which 
I had employed only for separating the grating spectra, had, at the suggestion of 
Mr. Wadsworth, most advantageously replaced the mechanical minimum deviation 
arrangement, and given a longer optical arm. 

2. Changes in the Electrical System. 

The galvanometer constant had been reduced to 0.00000000075 and a new 
galvanometer (described later) almost prepared for use. Storage cells had been substi- 

1 1 have already mentioned (American Journal of Scienoei third serieS; vol. 30, p. 477, 1883) that when I 
commenced these researches I was assured by the European optician of most reputed skill in working rock salt that 
no prism of that substance had ever been made which had shown a single Fraunhofer line and that none ever could 
be made. Very shortly, nevertheless, through the skill of Mr. J. A. Brashear, I obtained prisms as perfectly figured 
as any of glass could be and which showed hundreds of lines. A great difficulty was experienced, however, in 
obtaining the salt at once large enough and clear enough for my purpose.' After searching everywhere in Europe 
and in this country, I found the best at the Royal salt mines of Baden. More recently, however, several exception- 
ally fine blocks have been obtained through the courtesy of the Russian Government. These prisms and lenses are 
of exceptional size and have as good definition as can be desired, and, so far as I know, all possess the same index 
of refraction. I am not prepared to state that this is absolutely true, but it is at least probable that a 6(P prism 
of salt, used at a standard temperature, may be used as a standard of reference in preference to one of any 
other substance^certainly to any of glass. (See comparison, at a subsequent page, of the indices of refraction in 
three 6(P prisms— two of Russian salt, the other of German salt.) It remains to add that with a dry room of 
uniform temperature like that in which the rock salt is at present used the hygroscopic qualities of the substance 
are scarcely prejudicial, the surfaces remaining practically perfect for at least several consecutive months. 

^I think the ose ot the cylindric lens for this purpose was suggested to me by Prof. Edward C. Pickeriifg, of 
Harvard, who had already employed it in such eminent success in his stellar spectral work. 
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tuted for a primary battery. Various measures had somewhat reduced the disturbances 
to the galvanometer from accidental causes, but the ''drift" was still most formidable. 

3. Photographic Improvements. 

A beam of sunlight reflected from the siderostat had replaced the electric lamp 
and a slit was now in use at the recording box. Most important of all was the provi- 
sional substitution of glass plates moved by rack and pinion for films moved on a drum. 
For general photographic purposes a dark room had been built witliin the observa- 
tory lot. 

4. Alterations in the Mechanism. 

Under the local conditions it was so inconvenient to drive the mechanism at the 
circle and that at the photographic plate from a single clock that the attempt had 
been made to use two independent ones electrically controlled. The results were, 
however, so unsatisfactory that it was decided to incur the necessary inconvenience, 
and a line of shafting was introduced, transmitting the motion from a single clock. A 
worm and wheel motion replaced the tangent screw at the circle. 

5. Changes in the Surroundings. 

In this respect very little had ^ been accomplished beyond a local provision for 
constant temperature at the bolometer by the use of coik through which water flowed, 
surrounding the bolometer case. 

6. Results Obtained. 

In PI. XVIII is shown the bologi-aph No. II of June 24, 1893, which may be 
regarded as typical of the results thus far attained. The following data are taken 
from the records of that date (the noting of the passage of each wagon on the nearest 
road is significant): 

Station^ Washington. Galvanometer, White, No. II. 

Date, Jane 24, 1893. Time single vibration, 12 seconds. 

State of sky at 11 a. m., fair, blue. Bolometer, No. 5 (0.2 mm.), 11^''. 

Source of heat, sun. Current of battery, 0.12 ampere. 

Height and aperture of slit: 50 mm. by 0.5 mm. Observer, F, L. O. W. 
Prism used, rock salt, S. P. L. T. 

Angle subtended by slit at bolometer, 11^''. 

Eemarks: When started the drift was nearly zero. 

Object: Whole spectrum from A down. 

Circle speed: 1° in 30 minutes. Drum 1 revolution in 60 minutes.' 

A line, 339o 49". 



Start, 3390 47". 




At 1^ 6°» 45»«<> 


Exposed i)late. 


7m 45,ec 


Opened slit. 


12 n» 


Wagon passed 



'Theee speeds are such that 1 cm. of plate corresponds to 2 ininutes of arc in the spectrom and to 1 minate 
of time. ** Dmm" in the notes seems to have been retained from association, though the film had been replaced by 
a glass plate. 
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There is a very considerable amount of vibration of a period of one-foarth or one-fifth of a 
second. Amplitude of vibration about one-half millimeter. 

17 " Set beam south. 

20 "» Plate box fell over (caused defiection of 3 cm.). 
1^ 30 ~ About one-half plate gone. 
Carriage passed. 
Spot began vibrating. 
P 55" Stopped. 
Circle at end, 340© 36^ 56^'. 
Sky very good all through run. 
Instruments also working very welL 
Grade of holograph, 1 to 26.' 

PROGRESS OF THE RESEARCH IN THE YEAR ENDING JULY 1, 1894. 

1. Optical System. 

Acting in the interest of greater accuracy, iron castings were procured, making 
complete metal supports for the slit end of the spectrometer, and iron castings with 
wooden tops were obtained to hold the bolometer and concave mirror. The great salt 
prism and the 10 cm. slit now in use were received in March, 1894. 

After December 6, 1893, collimation was discontinued, and the optical arrange- 
ments at the close of the period under consideration were as shown in the diagram 
(fig. 6). 

I 




e 

Fio. 6.— Diagram of the spectrobolometer aa used from 1893 to 1806. 

a is a bilateral motion slit 10 cm. in height. 

I) is a rock-salt prism 13 cm. face, 19 cm. height. 

c is a plane mirror. 

d is a concave mirror of 312 cm. principal focns. 

a<2= 1,280 cm. 

de=z 412 cm. 

2. Electrical Apparatus. 

The new galvanometer, made with 20 ohm coils according to specifications pre- 
pared at the observatory, was first used July 18, 1893. Unfortunately, no record of its 
sensitiveness under the conditions of use^ other than that furnished by comparison of 

1 The ''grade" is intended to signify the state of sky and instrumental conditions prevailing. Numbers refer 
to sky, 1 being best (and veryunasnal), while letters indicate the iustramental behavior, including freedom of record 
from drift and accidental inflectious, as well as the condition of optical apparatus. With increasing instrumental 
efficiency the highest degree of excellence (which is indicated by the letter A) has constantly advanced. 

'^ Each coil was tested separately on May 4, 1893, with a needle weighing 27 mgs. and only moderately damped. 
For a time of single swing of four seconds each coil gave about equal deflections, and for a deflection of 1 mm. it 
required a current in one coil of 0.00000030097. Whence for four coils connected in series and under a ten-seoondfl 
time of single swing, it was calculated that the constant would be 0.00000000004 (4 by 10-")« 
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bolographs was preserved. It was tested September 24, 1895 (the coils being connected 
in two parallel series), with the same needle and same damping used in 1893 and 1894, 
and for a time of single swing of four seconds required for a deflection of 1 nam. on a 
scale at 1 meter a current in the external circuit of 0.0000000011, which, making the 
supposition that the deflection is proportional to the square of the time of swing, gives 
for a ten-second swing a constant of 0.00000000018 (1.8 by 10"^®). 

The needle system first prepared, of 27 mgs. weight, proved too imstable for 
photographic purposes, and another (that used in the test above mentioned), of 56 mgs. 
weight, was made (by Mr. Wadsworth) of twenty pieces of glass-hard sewing needles, 
fi'om 2 J to 4 mm. long, arranged in circular outline in four groups of five each, symmet- 
rically placed about the glass stem, two at each end. It had midway between the 
magnet systems a concave platinized glass mirror of 3 mm. diameter, weighing 4 mgs. 
When first used no damping other than that fi'om four brass rods in the center of the 
coils was employed. This, however, proved entirely insufficient, and a piece of dragon- 
fly wing, 9 mm. wide and 5 mm. high, was fixed to the back of the mirror. A square 
cast-iron tank with mercury had been for some time in use as a galvanometer support, 
but being found intolerable for magnetic reasons with this new galvanometer, it was 
replaced by four flat stones, set up with rubber blocks between at the corners, which 
system of support continued unchanged till 1896. 

The drift became, July 22, 1893, *'with the new galvanometer and new (^ mm.) 
bolometer, very troublesome indeed." The drift was largely reduced by the introduc- 
tion of a new metal bolometer case with provision for water circulation as now in use. 
In January, 1894, a new pattern for bolometers, substantially that now employed, 
was proposed by Mr. Wadsworth, in which the hard-rubber back was replaced by 
metal and mica, but this fi-ame did not come into use till later. Bolometers were first 
made at the observatory shop in this year. 

3. Mechanism. 

Alterations of considerable value were made in the gearing of the driving clock 
in March, 1894, and its position was changed so that the shafts leading to the spectrom- 
eter and to the plate carrier ran at right angles north and west, respectively, as now. 
At nearly the same time a new plate carrier with rack and pinion motion was prepared 
at the shop. Considerable improvement was also made in the siderostat. 

4. Photographic Operations. 

With the exception of the provision of the improved plate carrier above men- 
tioned no essential change was made in the registering apparatus. Glass plates, 60 
cm. long and 20 cm. wide, were employed throughout the year and have continued in 

use ever since. 

S. Doc. 20 5 
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5. Surroundings. 

Very marked improvement in this respect was made in January, 1894, by the 
long-deferred construction of a double- walled wooden chamber about the spectrometer, 
and the separation of the galvanometer, battery and balancing resistance box from 
the rest of the observatory by means of a tight partition. The constant temperature 
arrangement for the bolometer has been already mentioned. 

6. Results. 

In August, 1893, a research was begun on temperature and radiation, which was 
intended to have consisted in forming and bolometrically examining the spectra of 
bodies emitting radiations at various well-determined temperatures, from bodies under 
ordinary conditions to incandescent ones at the highest temperatures measurable. 
Little progress was, however, made before the work had to be temporarily abandoned. 

With a view to compare the appearance of the bolometric-cylindric spectrum with 
that directly photographed, a spectroscope of the Littrow type was fitted up and some 
photographs prepared of the visible spectrum from a glass prism. 

In the latter part of the year preparation was made for a preliminary communi- 
cation of the results then attained. In that communication, which, though presented 
in the autumn of 1894, was illustrative of the state of the work in the spring of that 
year and should be mentioned in connection with the period of which we are now 
treating, a summary of the writer's investigations in the infra-red solar spectrum prior 
to those at the Astrophysical Observatory was first presented. These were shown to 
have given us an approximate idea of the form of the energy curve representing the 
rock-salt solar spectrum, and the position of about a dozen inflections below 1.5 //, 
representing unknown absorption bands. However meager these early results, it may 
be remarked that they represented years of painstaking labor. 

The new method for carrying on these researches, which had been step by step 
elaborated in the Astrophysical Observatory, was then described, and it was shown 
that in accuracy of result and in rapidity and ease of working it eclipsed all former 
efforts in this direction. In illustration of this great advance, three curves, repre- 
senting a half day's work, were shown supei'posed, which gave evidence of nearly a 
hundred absorption bands, where less than twenty had been known before. 

At this time the amount of disturbance introduced into the record by ground and 
other tremors was inadequately appreciated, and an undue confidence in the number 
of authentic lines discriminable was introduced. The *'cylindric" of the region given 
in a communication to the British Association for the Advancement of Science was, it 
was then stated, exhibited only in illustration, and not to be treated as a criterion of 
the final results to be obtained by the composite process. Indeed, the test of ^* reality" 
to which the lines appearing on this plate was submitted was subsequently found 
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PLATE II. 



BOLOGRAPHS OF THE D LINES TAKEN IN 1893 AND 1898, 

ILLUSTRATING THE DECREASE IN ACCIDENTAL DISTURBANCES. 




Yi 





S 'Doc.AQ. 57 1 
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insufficient, not only because the error in the position of deflections in the holographs 
had not at that time been sufficiently investigated, but especially because the number 
of accidental deflections was not duly recognized. The latter criticism applied 
equally to the curve and cylindric of the D lines. 

The holograph of the D lines is here reproduced (PL II) to give an idea of 
the drift and accidental deflections which were then frequently encoimtered, and the 
following are the notes taken at the time: 

Date, November 28, 1893. 

Source of heat, sun. 

State of sky at 12 M., fair, bine, with clonds. 

Height and aperture of slit, 50 mm. by 0.3 mm. 

Angle of same at bolometer, 6.8". 

Prism, rock salt. No. II, S. P. L. 

Galvanometer, new. No. 2. 

Time single vibration, 4 to 5 seconds. 

Bolometer, No. 6 {-^ mm.), subtends 5.8'^ 

Setting on Di 339o 28' 0". 

Current of battery, 0.065 ampere. 

Observers, F. L. O. W. and E. C. 0. 

(Speeds for Nos. 5, 6, 7, and 8, of which No. 6 was that used in illustration of the 
Oxford report) 

Circle speed,^ 1° in 120 minutes. 

Drum (plate) speed, 1 cm. in 4 minutes (whence 1 cm. = 2^). 

No. 6. Start 339o 2V 35''. 

Start at 2^ 13"» 60-. 

(Shutter open) 14. 

Ds entered bolometer strip. 
Ds passed oif bolometer strip. 
D 1 entered bolometer strip. 
Di passed off bolometer strip. 
(Continual vibration of the D's.) 

Mr. Wads worth remarked at the time: "This gave fairly good record of D lines.^ 
With the present experience in regard to the eflfects of accidental disturbances it 
would seem doubtful if the deflections in the curve No. 6 were really due to the D 
lines and not to fortuitous causes.^ To illustrate the advance made before July 1, 
1894, through the introduction of the improvements already mentioned, the curve 
No. VI of May 10, 1894, PL XVIII, fig. 3, is shown as the best representative then 
attained, so far as instrumental working is concerned, of curves taken at the standard 



15 


36 


15 


46 


15 


58 


16 


12 



' At that time the spectram speed was habitually recorded as ''circle speedi" which is really half that thus 
indicated. 

^ The curves may be compared with those taken March 1, 1898, and presented in the lower left-hand comer of 
PI. II, in which the D lines are undoubtedly indicated. These latter curves were taken with the great glass prism 
and at a speed such that 1 cm. of plate = 1 minute of time. 
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Bolometer, No. 5 (0.2 mm.), subtends 11 j' 
Current of battery, 0.074 ampere. 
Eecorder, A. K. 
Observer, F. L. O. W. 
Remarks: Northeast wind. 



speed 1 cm. of plate to 1' arc of spectrum to 1 minute of time. The following are the 

notes accompanying this holograph: 

Station, Washington, D. G. 
Date, May 10, 1894. 
State of sky, fair bine, grade 1^. 
Source of heat, sun. 

Height and aperture of slit, 100 mm. by 0.5 mm. 
Angle of same at bolometer, 8'^ 
Prism used, rock salt " E. B. I.^ 
Galvanometer, new. No. 2. 
Time of single vibration, 3 seconds. 

Object: Detail holograph. A— /I 
Speeds : Circle' 1° in 60 minutes, 
A Une 1590 3V W. 
No. VI. Circle at start, 169o 36' 30". 



Plate 1 cm. in 1 minute. 



Temi)erature at 12^ 66™ = 22.5o. 



Started, 

Wagon, 
Set beam, 
Wagon, 
Wagon, 
Wag<>n, 
Set beam, 
Set beam, 
Wagon, 



6» 


00«1 
10 / 


Set beam, 


10 
19 


40 
00 


K. C. C. opened side door, 
Set beam, 


22 
23 


30 
15 


Stopped, 


29 


30 


Circle at end, 


31 


10 




40 
45 


00 
16 


Temperature, 

Grade* of bolograpb, IJa. 



1^ 50™ 00« 

2 2 00 

3 30 

2 6 10 

20 

160O 6' 38'^ 

23.50 



DEGREE OF ACCURACY ATTAINED IN 1894. 



It is of interest to note that the degree of accuracy and the sources of error 
which existed in the early part of 1894, were apparently compatible with a variation of 
much more than a millimeter in the absolute position of any line. The following 
abstract is from a discussion of sources of error made in February of that year: 

1. Changes of Temperature. 

JEffect on prism. — The eflfect of a change of temperatare in the prism is to change the devi- 
ation of a line, —11'' at A, and —14" at H for every degree change in temperature. 

If, then, in running from A to /2 the temperatare changes 1^, the lines at D. will be dis- 
placed 14" (viz, with above ratio between circle and plate speed, which we shall hereafter assume 
2^ mm). Now, the actual conditions of running with the new ^ house' around the spectrobolom* 
eter are such that the change of temperature during an hour's run is from 0.1^ to 0.2° only, and 
hence the error from this source will be from 0.23 to 0.45 mm., at a maximum not more than one- 
half the prescribed error. 

This change is so slight that changes in other parts of the apparatus in consequence of 
it are insignificant,^ particularly since the apparatus is now mounted, with the exception of the 
concave mirror, on massive iron supports. 

With the slit, the other essential part of the prismatic train, the case is different. At the 
distance at which this is placed an error of 6" corresponds to a movement of a little less than 
0.4 mm. linearly. The cast-iron tripod on which the slit rests is about 104 cm. high in the center; 
legs about 1.5 meters long; angle of legs 45^. 

1 Should be interpreted *' speotmm speed/' 

^li refers to condition of sky, 1 being best, a Refers to instrumental conditions, a being best. Grading by 
F. L. O. W. 

' It was afterwards found that this was not tbe case, but that a displacement of 10' ' of arc for 1° change of 
temperatare was not anasual, owing largely to tbe use of wood in mounting the concave mirror. 
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Hence tbe lateral displacement by an expansion of one of the legs will be, roughly, 
etl cos 450 = 1,000 X 0.00001 x t = (say) i- 

^ = 0;oi = ^^- 

Hence, to prodace a displacement of one-half millimeter the change of temperature in one 
leg would have to be 50^, and this, though quite possible through the day [t], is not possible or 
probable in the course of an hour. 

2. Stability of Parts of Apparatus. 

All the parts of the apparatus within the <^ house " are without doubt free from any serious 
disturbance of an order of five seconds. In regard to the slit this is not true. On windy or even 
on moderately breezy days the spectrum, when received with a fixed eyepiece, is seen to bo in con- 
tinual lateral vibration, amounting sometimes to more than tbe width of the bolometer strip, 5''. 
This motion is due partly to vibration of the slii itself, but largely to the changes in atmospheric 
refraction going on in the column of air between tbe slit and the prism. Here is, then, a source 
of error of an order of magnitude of that which must be eliminated, and the way to do it is 
evidently to inclose the whole column of air from slit to lens by means of a suitable tube. 

3. The Errors due to the Clockwork. 

These errors are the only important ones left to consider, and in the present state of the 
apparatus are the most important of all. To obt>ain an idea of the accuracy demanded, consider 
what an error of six seconds, viz, 1 mm., means mechanically. 

At the tangent screw 6" of spectrum corresponds to 3'' of motion. The tangent arm is 11 

3x11 1 1 

inches long. Hence 3" corresponds to a movement of QAgAAQ = mqq inches, say ^^q of an inch, a 

quantity measurable even only under the best mechanical conditions. It is unreasonable to 
expect any tangent screw driving such a mass of metal as this is required to drive should do any 
better or even as well as this under average conditions of running. 

The tangent screw is of such pitch that one revolution = 20' of circle = 40' of spectrum; 
6" therefore means jht ^^ * turn, or for 100 teeth one-fourth of a tooth. The teeth of the gear 
are no doubt accurate to this degree. 

The tangent motion shaft tnrns twenty times as fast as the tangent screw. Its motion, 
therefore, must be correct to one- twentieth of a revolution, and this at present is not the case. 

Changes in gearing and position of the clock were recommended, which were 
actually accomplished in March, 1894, with the exception of the provision of a larger 
circle driving shaft, which was delayed several months. Beyond these changes and 
the provision of a single-walled tin tube extending from the slip to about 2 meters 
inside the observatory, which somewhat diminished the "boiling," no changes of 
importance were made between the time of this letter and July 1, 1894. It may, 
therefore, be taken as setting forth, so far as was known, the degree of accuracy to be 
obtained with the apparatus of the time. 

PROGRESS OF THE RESEARCH IN THE YEAR ENDING JULY 1, 1895. 

During this period there was taken a large number of holographs, of which many 
of the best were translated by the "cylindric" process into line spectra with the pur- 
pose of preparing a final composite for publication. But while this was in progress 
some important instrumental ckanges were made with a view to render the apparatus 
more efficient. 
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1. Optical Arrangements. 

No change was made during the year in the arrangement of optical apparatus. 
The only new departure was the introduction of the practice of refiguring the salt 
surfaces at the observatory. This custom was begun after a comparatively trying 
series of experiences with the great salt prism, which fogged several times in succession 
before being used at all, after its reception from a distant optician to whom it was sent 
to be repolished. A local optical instrument maker, Mr. Kahler, was instructed in the 
art of poHshing salt by Mr. Brashear, and since that time he has continued to refigure 
the salt prisms and cylindric lenses as required. 

2. Electrical Arranoembnts. 

A new galvanometer needle was made in duplicate of its predecessor after an 
unsatisfactory attempt to permanently improve the astaticism of the latter. These 
needles were of about equal sensitiveness, and neither retained for very long a suitable 
degree of astaticism, probably because of the excessive temperature changes they 
were subjected to. 

3. Photographic Operations. 

The general arrangements for recording the galvanometer deflections were not 
changed, but improvements were made in the temporary plate carrier, and a new one 
was ordered in which the plate was to be moved by a screw instead of the rack and 
pinion mechanism thus far used. 

4. Mechanism. 

Improvements were made in the driving clock by introducing a larger shaft to 
actuate the circle, and by making some changes in the governor. But as tests showed 
the motion of the plate still not sufficiently regular, an entirely new driving clock (by 
Warner & Swasey) was procured and installed in April, 1895. This instrument will 
be illustrated and described later, as it still remains in use and is eminently satisfactory. 

Considerable improvements were made in the various parts of the siderostat, 
which increased the regularity of its motion. 

5. Various Changes. 

The galvanometer pier was rebuilt in March, 1895, to secure greater steadiness, 
and at the same time the pier was prepared on which the driving clock is now placed. 
Very considerable improvement in the steadiness of the needle resulted from the 
rebuilding of the galvanometer pier. 

A partially successful attempt to secure better control of the ** drift" was made by 
inserting a micrometer valve in the water supply for the jacket of the bolometer case. 
The use of the furnace in the basement was discontinued, owing to its bad effects in 
producing drift and to the dust arising, and steam coils, supplied with steam from the 
main building of the Smithsonian Institution, were introduced. 
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6. Results Obtained during the Tear 1895. 

It was thought at the beginning of this period that the work had then reached 
such a stage that with the exception of the mechanical arrangements, which were, as 
we have seen, greatly improved, no part of the apparatus required changes of impor- 
tance, but that from a large number of holographs it would be possible to deduce final 
results. But after the new galvanometer pier was made many deflections which had 
been in doubt disappeared, and it was at first thought that the absence of detail might 
have resulted fi-om imperfect definition. However, the prism and mirror surfaces 
were improved and carefully adjusted without effect, and it became certain that this 
lack was due to the elimination of spurious detail, and must be attributed to the 
improvement rather than to the degeneracy of instrumental conditions. 

Experiments made about this time limited the confidence heretofore reposed in the 
composite process employed with the **cylindrics" or linear spectra, a process which it 
was shown could not be certainly depended on to eliminate all the smaller false deflec- 
tions without an inordinate number of plates, so that unless it should be determined to 
limit the research to the establishment of the position of about eighty lines, it became 
more important than ever to reduce those occasional deflections in the record, which 
are liable to be confounded with the smaller '*real" ones. 

In PL XVIII, fig. 4, is shown a portion of one of the best holographs of the 
year, and the following is taken from the record accompanying it: 

Station, Washington, D. C. Galvanometer, Ko. 2. 

Date, June 8, 1895. Time single vibration, 3^ to 4 seconds. 

Wet bulb, 64^ in inner chamber. Bolometer, No. 11, (0.1 mm.), subtends 5.7''. 

Dry bulb, 71^ at 8 a. m. Current of battery, 0.076 ampere. 

State of sky at a. m., milky blue. Observers, E. G. G. and F. E. F. 

Source of heat, sun. 

Height and aperture of slit, 100 mm. by 0.40 mm. 
Angle of same at bolometer, 6.4''. 
Prism used, rock salt "R. B. I." 
Object: Bolograph, A— 12. 

Speeds : 1^ spectrum = 60 minutes. 1 cm. plate in 1 minute. 
A line at 9^ 10". 160^ 9' 50". 
Scale, 1 cm. = 1' = 1 minute of time. 

No. IV. Temperature at 12»> 0«» = 24 .0^. 
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PROGRESS OF THE RESEARCH IN THE YEAR ENDING JULY 1, 1896. 

In the fall of 1895 a very considerable number of bolographs were taken under 
conditions not materially different from those of June, 1895. These curves confirmed 
the conclusion that the accidental deflections were more numerous and more consider- 
able in size than had at first been supposed, and showed that very considerable improve- 
ment must be made in these conditions as well as in the control of the "drift." The 
following changes were made in the effort to eliminate accidental deflections from the 
curves and errors in position of the '^real" ones, so that the evidence in favor of the 
latter should become more conclusive by reason both of their greater prominence and 
of their greater fixedness of position. 

1. The number of battery cells employed was increased from four to sixty (storage 
cells). It had been observed from the time of the early work at Allegheny that it was 
advantageous to employ a large number of cells in order to limit the force of local 
changes in any cell by thus making the average of many. The use of sixty cells is 
an extension of this method. 

2 A specially constructed rheostat with water jacket, designed by Mr. Abbot, but 
with the advice and assistance of Mr. R. C. Child and Mr. W. Gaertner, in which there 
are two coils, each of the same resistance as the bolometer strips, and which is provided 
with a slide wire operated from outside the water jacket, was obtained to balance the 
bolometer. This piece of apparatus having been placed close to the bolometer, the 
circuit became very compact, and the disturbances arising from differences of temper- 
ature in the distant resistance box were avoided. 

3; To reduce the effect of gi'ound vibrations at the galvanometer, a system of 
support similar to that employed by Julius^ was constructed at the suggestion of 
Mr. Abbot with some improvements of his own. 

4. The double-walled room which surrounds the spectrobolometer was extended 
to include also the galvanometer. 

5. A system of automatic temperature control was introduced and heat supplied 
at night as well as day through the winter from a steam boiler in a distant building. 

6. A double-walled tube was extended from the slit to the spectrometer room to 
reduce the irregular refraction by air currents. 

7. A new galvanometer needle of greater sensitiveness and also more perfect 
astaticism was constructed. 

It may be added that it was proposed near the end of this period to return to the 
practice of collimating the beam, and that improvements of the circle-motion mechan- 
ism were projected. Both these changes have since been made with advantage. 



' W. H. Jnlius, Annalen der Physik und Chemie, neue Folge, vol. 56, p. 161, 1895. 
Note. — This device was adopted before the publicatiou of his more recent communication (Zeitschrift fUr 
Instrumentenkande, XVI, 267, 1896), in which he describes improvements, but owing to the size of the galvanometer 
and the slight height at command in the galvanometer room it is doubtful if the later form could be used with 
advantage here. 
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During the latter half of the year only a comparatively small number of holo- 
graphs were made, attention being given to perfecting the new apparatus, and to 
devising and executing quantitive tests of the accuracy of the process at all its stages. 

PROGRESS OF THE RESEARCH IN THE YEAR ENDING JULY 1, 1897. 

With the improvements made in the early part of 1896, the holographs taken 
in the fall and early winter months showed wonderful improvement in freedom 
from drift and accidental deflections. Besides this, the optical definition of the 
spectroscope was very materially improved by the introduction of a system of col- 
hmation by two spherical concave min-ors, so that the results of these few months 
of observation far outvalued all that had been previously obtained in years for the 
purpose of discovering the position of absorption lines in the infra-red solar spectrum. 
Hence it was felt desirable to prepare for the immediate publication of the results 
indicated by these holographs. 

In this work the composite "cylindric'' method for eliminating false lines and 
retaining the true was replaced by a method of comparision and measurement, as expe- 
rience had shown that the former method was not entirely trustworthy except with the 
employment of an inordinate number of holographs, and even then likely to eliminate 
some true as well as false lines. The composite process was, however, retained in a 
slightly modified form to prepare a line spectrum for purposes of illustration, to exhibit 
the lines resulting from the comparison. As the method of comparison and measure- 
ment is still in use it will be described in detail later. 

The first six months of the year 1897 were, therefore, almost wholly devoted to 
preparing for the press an account of the work and of the results then obtained. 
These results gave with great accuracy the position of 222 lines in the infra-red spectrum 
between wave-lengths 0.76 >u and 5.3 //, and included besides several minor contribu- 
tions of value. 

Unforeseen complications connected with the relations of the Astrophysical 
Observatory to the Government prevented the funds for the publication of this report 
from being available, so that its issue was unfortunately delayed. However, the delay 
was not wholly unproductive of good result, for improvements made within the next 
year in the apparatus of the observatory, including the construction of a new and 
extraordinarily sensitive galvanometer, and the substitution of cylindric for spherical 
mirrors for coUimation, enabled the repetition of the observations with results far 
richer than before. 

We will here close the historical account of the tedious stages of improvement 
by which the apparatus and processes have been brought practically to their present 
condition, and will proceed in the next chapter to describe the arrangements now 
existing. 
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DESCRIPTION OF THE OBSERVATORY BUILDINGS AND THE 
APPARATUS EMPLOYED IN THE RESEARCH. -ADJUSTMENTS 
OF APPARATUS. 

Recalling again the account given in the Introduction of the construction and 
equipment of the observatory in a manner intended from the first to be only provi- 
sional, the actual conditions under which the work has been carried on will be gathered 
from what follows. It must be remarked at the outset that the greatest difficulty has 
been encountered because of the nearness of streets where considerable traffic, includ- 
ing electric cars, goes on. In comparison with this other obstacles are not formidable, 
though among them may be cited the fact that it is almost impossible to heat a tem- 
porary wooden building of this character with uniformity. 

THE OBSERVATORY.* 

PL III shows a plan of the observatory buildings and lot. A is the main 
building, containing the spectroscopic and bolometric apparatus within the double- 
walled chamber. The photographic work is carried on in the smaller house B,. which 
is provided with a large camera, b, and with suitable sinks c c, and cupboards and 
shelving d. D is a small shelter in which is kept a Newtonian telescope of 50 cm. 
aperture and but 1 meter focus. The great Grubb siderostat, with its movable cov- 
ering, is shown conventionally at C. A platform, E, connects the two buildings, and 
all is inclosed by a high board fence surrounding the lot. 

The main buildifig is shown in greater detail in Pis. IV and V, which are similarly 
lettered, in plan and longitudinal section in elevation. It is, as we have con- 
stantly to remember, not a permanent installation, but one originally intended only 
as a provisional shelter for the instruments. To moderate the intense heat of summer, 
as well as to facilitate heating in winter, the roof is sheathed within, leaving an air 
space as shown. The walls are tightly double boarded. Shutters are provided at all 
the windows, so as to allow the whole building to be used as a dark room during pho- 



' The descriptions which follow treat the observatory as it was up to September, 1898, when the new labora- 
tory and extension to the office were added, as shown in the fk>ontispiece and in PI. III. These new parts have 
been unused in the research here described, and they are reserved to figure in some later publication. 
40 
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tographic operations. Heating is at present accomplished through the steam radiators 
and supplied from the distant Smithsonian building, but formerly through the hot-air 
furnace b in the cellar, which proved to be such a source of dust as well as of local 
heating that it has been advantageously replaced by steam heating. It had at all times 
been plain enough that next to the difficulty introduced by the neighborhood of traffic 
and electricity, the great difficulty of such a research conducted with the galvanometer 
was due to irregular movements of the needle, themselves due in turn to causes which 
were nearly all reducible ultimately to changes of temperature. Attempts to furnish 
a chamber of constant temperature had been made as long ago as the time of the 
writei''s previous researches in Allegheny, but the experience had then and subsequently 
seemed to show that nothing but a complete installation of a chamber of constant 
temperature would do, and this involved some very serious considerations, that of the 
expense being one of them. It was not until 1897 that the writer was able to com- 
pletely carry out his long deferred purpose of establishing such a chamber, which was 
done by building internal rooms in the temporary observatory building, and by bring- 
ing in the De la Vergne system of cooling by ammonia, from engines established at 
some distance in the main building. This was in 1897. 

The primary object of the heating and cooling apparatus is to maintain a constant 
temperature of 20° C. in the inner chambers of the observatory containing the spectro- 
bolometric apparatus. This has been found so absolutely essential to a successful 
prosecution of the research that the greatest pains and much expense have been 
incurred in securing it. The cooling coils, supplied by day with cool compressed 
ammonia from apparatus in the Smithsonian building, are chiefly contained in two 
long tanks of brine running above and on either side of the inner chamber of the 
observatory. These brine tanks are inclosed in boxes open at the top and provided 
with vents at the bottom, through which the cold air falls by its own weight, and thus 
produces an automatic circulation round the spectrobolometer chamber. At night 
the cooling is kept up by the ice in the tanks. For the very hottest weather some 
auxiliary cooling coils exposed to the direct circulation of the air are added to those 
in the two brine tanks. 

But the system of heating and cooling would be wholly incomplete without some 
automatic regulation. The writer had tried this also at Allegheny by the use of 
mercurial thermometers with electrical attachments, but with only partial success, 
due as much to the lack of time to experiment as to lack of means. Since then com- 
mercial demands have introduced systems into certain manufactories in need of 
automatic regulation, and several systems are in employment After considerable 
examination the writer, discarding his own early methods, has found it advantageous 
to adopt one of these systems, the Johnson system of automatic regulation, which 
coiitxolfl both the steam coils and the vents to the cooling tanks, and thus retains the 
S. Doc. 20 6 



Digitized by 



Google 



42 ANNALS OF A8TBOPHY8ICAL 0B8ERVAT0BY, 

temperature of the outer observatory within 1^ C. of that desired in the spectro- 
bolometer chamber. The insulated wall of this latter still further reduces the fluc- 
tuations of temperature within to so great an extent that often twenty-four hours will 
pass with an extreme variation as small as 0.1^ C. The regulating system has been 
recently extended to include the steam coils in all the buildings of the observatory. 

At c is shown a skylight, which may, if desired, be moved off on a track. The 
funnel d is provided for the escape of fumes arising from experirfients with radiating 
substances. Shelving and drawers appear at //, and a tap at g connects with the 
city water mains. 

Piers shown at e, e\ e'\ e'" ^ ^"\ of which that at e!'" is by far the most stable, 
have been constructed especially for the support of the sensitive galvanometer. Inner 
chambers h h\ with double walls and intervening air spg^^ce, inclose the spectrometer 
and bolometer and the clock and galvanometer shown, respectively, at i,y, h^ and I, The 
entrance of the beam from the siderostat is effected through the double-walled tin 
tube m, and ita path within the spectrometer chiamber is shown by dotted lines. An 
auxiliary beam for photographic purposes is shown, passing by the agency of various 
mirrors into the galvanometer room. 

The storage battery of sixty cells, which supplies the bolometer current, is con- 
tained in a box in the basement, shown at n. A suitable copper switch connecting the 
cells all in parallel for use, and in two series of thirty cells each for charging, is placed 
imniediately upoA the battery box, and from its terminals go a pair of heavy copper 
wires to a milliammeter and series resistance in immediate proximity to the bolometer.^ 
Another storage battery of twelve cells, for use on lamp circuits, siderostat control, and 
for other occasional uses, is placed in the little room o, and connections are readily 
made with a dynamo in the Smithsonian building for the charging of this and the 
bolometer battery. The room p is used as an office and for the storage of books for 
frequent reference. 

In Pis. I, VI, and VII are shown photographs of the observatory and of the 
interior of the spectrometer and galvanometer rooms. 

Before going on to describe in detail the various pieces of apparatus employed, let 
us recall (1) that the main object of the present investigations is the mapping out of the 
absorption lines in the infra-red solar spectrum; (2) that the method of discovery of 
these absorption lines is to note depressions in a curve whose ordinates correspond to 
energy of radiation, and whose abscissae correspond to prismatic deviations; (3) that 
such energy curves are produced automatically by causing the spectrum to pass steadily 
over a linear bolometer strip, whose variations in temperature (corresponding to varying 
energy in the spectrum) produce horizontal motion of a spot of light reflected from a 

* For the most oarefal work the milliammeter is osed only temporarily, and a single platinoid coil of suitable 
resistance is soldered into the circuit in place of the variable resistance, thus avoiding extra contacts. 
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Spectrometer Room, 1 896. Looking South. 
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galvanometer mirror upon a vertically moving photographic plate. With this prelim- 
inary remark we may now examine in detail the various parts of the holographic 
apparatus, and the more at length because that the success of the undertaking depends 
on the excellence of devices to secure a pure yet energetic spectrum, sensitive yet not 
unmanageable bolometric apparatus, and accurate synchronism of the motions of the 
spectrum and recording photographic plate. 

APPARATUS. 

Diagrams of the electrical and optical systems are shown in figs. 7 and 8, respec- 
tively. The electrical connections are in the main so familiar that it is superfluous to 
describe them further than to point out the rather unusual device of a coilj e, auxiliary 
to the slide wire dj for making a fine adjustment between the resistance of the bolom- 
eter strips h and V and the balancing coils c and c'. All the circuits are arranged in 
form with special care to avoid induced currents, and are protected by a thick layer of 




Fig. 7.— Diagram of electric circuit of spectrobolometer. 1898 to 1890. 

felt throughout The source of electromotive force at a is the battery of sixty storage 
cells connected in parallel. By means of the resistance i the strength of current (as 
indicated by temporarily interposing the milliammeter K) is adjusted to that value which 
experience has shown to be the most satisfactory for working under the present con- 
ditions. All the apparatus indicated in the diagram, except the battery, is inclosed in 
the isolated chambers of constant temperature, and for the bolometer and balancing 
arrangements still other provisioA for constant temperature is made, as elsewhere 
described. The battery is in the cold basement and protected by a close box, well 

wrapped in cloth. 

Constants of the Electrical System. 

The constants of the electrical system depend on the bolometer in use and are, 
with the two bolometers which were used in 1897 and 1898, as follows: 

Electromotive force of battery, 2 volts. 

Current in battery circuit for bolometer No. 20, 0.083 ampere; for No. 21, 0.028 
ampere. 
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Resistances at 2(P. 



' Bolometer 
No. 20. 


Bolometer 
No. 21. 


OhrM. 


OhrM. 


i 0.0 


26.0 


5 4.23 


41.73 


h 4.23 


41.54 


c 43.54 


43.54 


43.28 


43.28 


rf 0.2 


0.2 


e 8.0 


8.0 


g 30.0 


30.0 



In the diagram of the optical system, fig. 8, a represents the siderostat mirror, h the 
vertical slit, c and d a pair of fixed cylindrical min-ors, of which c is convex and d con- 
cave, which are so adjusted as to collimate the beam. The entire height and about 
one-seventh of the width of the beam from the slit is utilized to fill the curtate face of 
the prism. The prism e and plane mirror f^ mounted as described in another place, 
disperse the beam and reflect the part which passes the prism in minimum deviation in 
a direction parallel to that of the beam when incident upon the prism. This portion of 
tlie beam is brought to a focus upon the bolometer strip at \ by the concave mirror g 
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FiQ. 8.— Diagram of optical arrangements of spectrobolometer, 1897 to 1899. 



A double-convex cylindric lens of salt A with its elements horizontal is interposed at 
such a point as to cut down the height of the spectrum to that of the bolometer strip. 
An auxiliary beam for recording the movements of the galvanometer needle is 
carried into the galvanometer room by means of several plane mirrors. It passes 
through the slit J, and by two other plane mirrors is made to fall upon the concave 
galvanometer mirror at A: under such conditions as to cause the image of the slit j to be 
formed at the photographic plate /, on which the movements of the galvanometer needle 
are recorded. 
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Constants of the Optical System. 

The constants of the optical apparatus are as follows : 





Mirrors. 


1 

1 


Dimensioos. 




Principal 
focal 






Diameter. 


; Height. 


Width. 


Length. 


length. 






Cm, 


Cm. 


Cm. 


Cm. 


Cm. 


a . 
c . . 
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25 
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.25 
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Prisms.— (l) Rock salt ^'R. B. I." Refracting angle (1896-97), 69° 55' 9''; 
(1897-98) 59° 53' 30''; (1898-99) 59° 56' 15". Faces 13 cm. wide, 19 cm. high. 
(2) Fhnt glass. Refracting angle, 59° 59' 50". Faces 13.3 cm. wide, 16 cm. high. 

Lens. — Rock salt cylindric, double convex, diameter 6 cm., thickness 1.5 cm., 
radii of curvature equal and about 40 cm. 

Slit. — Double motion. Height 10 cm. Width elsewhere specified. 
Distances: 

he = 790 cm. eo = 64 cm. 

gi = 468 cm. od = 541 cm. 



11 = 120 cm. 



hi — 25 cm. 



The center of the beam from the siderostat after coUimation is 110 cm. above the 
surface of the pier on which the spectrobolometer rests. 

SIDEROSTAT. 

An illustrated description of this substantial and accurate piece of apparatus as it 
was originally designed, from general indications given by the writer, was furnished 
by Sir Howard Grubb in a paper read before the Royal Dublin Society and reprinted 
in Engineering, May 16, 1890. It is worthy of the maker's well-earned reputation, but 
in the course of its use many changes dictated by experience of local needs have 
been made from the writer's first design. It is a well-made instrument, and as now 
used is shown in the photograph, PL VIII. 

As will be seen, it is of the Foucault type, and very solidly built. The original 
governor has been replaced by one constructed by Messrs. Warner & Swasey. The 
original clockwork (still in use) is of an extremely massive construction, di'iven by a 
weight of nearly a thousand pounds, which rises and falls in a well underneath the 
instrument. The provision for movement in altitude and azimuth is rarely used, but 
that in right ascension and declination is in constant employment, being controlled by 
motors actuated by a keyboard beside the observer within. Thus the solar beam 
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from the plane mirror of 46 cm. diameter is reflected within the observatory and kept 
upon the prism, which it much more than covers, so that the heat upon this is constant, 
except for changing atmospheric conditions. Another beam, as has already been said, 
is taken from the same mirror and carried by means of reflection over the apparatus, 
so that the sunlight is used to form the photographic trace by the small mirror of the 
galvanometer. 

SLIT. 

In the illustration just referred to the slit is shown mounted on its iron stand ii\ 
front of the siderostat mirror. Since the installation of the cylindric coUimating 
mirrors the slit has been moved inside the observatory, as shown in PI. V. 

In the work of 1896-97, when the slit was outside the observatory, its iron 
support was shielded from the wind and sun by a wooden case to guard against 
shaking or periodic motions of the slit, which might be caused, respectively, by the 
wind and by the unequal heating of different parts of the supports by the sun's rays. 
The present arrangement entirely obviates such dangers. The height of the slit is 10 
cm., and its jaws open in both directions, so as to preserve the center in the same 
position. 

SPECTROMETER AND ACCESSORIES. 

The spectrometer is shown in plan and elevation in Pis. IX and X. Upon the 
heavy iron casting a is supported, by means of leveling screws, the three-armed iron 
base 6, which bears a sliding' track, c, for coUimating apparatus, and the moving circle 
and the prism. Provision is of course made for the use of other apparatus than the 
prism, but the present description will be confined to that which has been employed 
in this research. 

The circle rf, 50 cm. in diameter, is divided upon a silver rim, which is let into a 
brass circular casting, e, in a groove upon its lower side. The four verniers, similarly 
cut in silver plates, are carried by the moving circle g and present a plane surface 
continuous with that of the divided circle d. 

The vernier circle and all the movable parts are carried upon a stout upright 
conical steel axis fixed to the base / The weight of the moving parts is chiefly 
supported by a pair of rollers with spring adjustments, one of which devices is shown 
at )i. Motion is imparted through the arm i by means of the segment of worm 
wheel j engaging with the worm A:, which is in turn moved by the system of four 
reducing gears I. The last of the train of gears is carried on the shaft m, which leads 
to the clock shown in another plate. By throwing an eccentric the second and third 
gears of the train may be disengaged at pleasure for hand setting by means of the 
handle n, not shown in the elevation. The value of the train of gears Hs ^ and of 
the worm and wheel hjVtfj so that 1' of arc at the circle corresponds to one turn of 
the shaft m. 
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Plate XI. 
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The Bolometer and Special Rheostat. 
Form used l.s% to 1898. 
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Details of Bolometer and Special Rheostat. 

Form used 1896 to 1898. 
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The cone bearing of the circle also has affixed to it an open frame of brass, o, 
intended for the reception of certain arms to be used in some researches, but which 
are at present not generally in use. One arm is sometimes affixed to support an 
observing telescope for measuring the angle of the prism and the deviation of spectral 
lines. Upon the frame o rests the support for the prism p and minimum deviation 
mirror, of which the back only is shown at r. Three leveling screws, s s s^ resting, 
respectively, on a V groove, a conical hole, and a plane, and the adjusting screw <, 
which rotates the prism holder u about a horizontal axis parallel to the unpolished 
face of the prism, enable the prism and mirror faces to be set truly parallel to the axis 
of rotation, which is adjusted in a vertical plane by the levels v v. 

The prism most used in these researches is of rock salt obtained through the 
courtesy of the Russian Government, and cut to near 60^ by Mr. J. A. Brashear, of 
Allegheny, Pa. The height is 19 cm. and width of faces 13 cm. A prism of flint 
glass of about equal size, also by Brashear, has been used as auxiliary. The plane 
mirror for minimum deviation presents a clear aperture 16 by .25 cm. 

BOLOMETER AND ACCESSORIES. 

The bolometer was first devised by me in the year 1880 (twenty years ago), and 
the earliest instruments were made by my own hands. The case and accessories 
which are about to be described here are the product of a slow development through 
twenty years and of improvements coming from a constant struggle with difficulties; 
but the history of these obstacles overcome can hardly interest the reader. Through 
all this time the essential part of the instrument (what may be called the "bolometer," 
by distinction, and which consists of a center strip or strips and lateral balancing ones) 
has remained unchanged except in minute improvements of detail. 

Views of the bolometer as at present constructed^ and its attending balancing 
coils and slide wire are shown in Pis. XI and XII. 

Fig. 1, PI. XI, gives a general view of the arrangement of the bolometer case 
and cylindric lens as mounted upon a sliding metal track, which, in its turn, is 
supported by an iron casting from the spectrometer pier. Lateral adjustment of the 
bolometer track is provided by means of a pivot and side screws. Immediately below 
the bolometer case is shown the case inclosing the special rheostat. The outer jackets 
of both bolometer and rheostat are traversed by the same continually flowing current 
of water from the city mains. While this current of water does not, to be sure, remain 
at a constant temperature through the year, yet its fluctuations of temperature are so 
slow and uniform that ii has thus far been found unnecessary to provide a more 
constant source. 

For a description of the bolometer in its initial form see S. P. Langley, Proceedings of the American Academy 
of Arts and Sciences, vol. 16, p. 342, 1881. The siibseqnent improvements have turned on matters of detail, on 
methods of balancing (described later), on the use of an eyepiece, on the employment of metal instead of rubber for 
the case (which is now surrounded by a water jacket), on the air-tight construction of the case, etc. 
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Turning, now, to the detail illustrations, fig. 1, PI. XII, shows bolometer No. 20 
itself in perspective. The strips a a', each of about 4 ohms resistance and about 12 
mm. in length, are soldered to the copper pieces h V I". The pieces V and h" have 
provision by means of a screw and slot for slightly changing their distances from fe, thus 
enabling the approximate equalizing of the resistances of the strips a and a'. A circular 
brass plate, c, covered on its front face with a sheet of mica, serves as the frame for 
the bolometer. Through the brass plate, and insulated from it by hard rubber, pass 
three hollow copper cylinders, upon the ends of which are tightly screwed the pieces 
I V V . The whole is supported by four copper posts, which make connection with 
the copper binding posts shown in fig. 1, PI. XI, on the outside of the bolometer 
case. Wedges are inserted in the ends of the copper posts after affixing the bolometer, 
to insm*e good contacts, and it will be seen that from the binding posts to the bolometer 
strips there is a complete copper connection. 

Preparation of Bolometers. 

Bolometers are usually made at the observatory, and it is thought that an account 
of the method employed in preparing and fastening the strips will not be without 
interest. 

Having made use, experimentally, of iron, steel, and carbon without satisfactory 
result, platinum, which was early employed by the writer, has been definitely adopted 
as the best material. Thin platinum sheets have been used in preparing strips for 
many bolometers, but the difficulty in cutting them out with satisfactory regularity in 
form and resistance is a drawback to this means, especially in preparing fine linear 
bolometers. Various methods have been proposed for electrically depositing the strips, 
but none have been successfully used here. 

Linear bolometers, — For linear bolometers, the early method of cutting the strips 
from platinum foil has been followed by the easier method of construction which makes 
use of silver-covered platinum wire (" WoUaston wire") as the raw material, for bolom- 
eters of from 0.05 mm. to 0.20 mm. width of strips. This wire is obtained of an 
exterior diameter 0.004 inch (0.1 mm.), inclosing a platinum core 0.0005 inch (0.0125 
mm.) in diameter. A portion long enough for both strips is flattened between steel 
flats to such a width as will give the desired width of platinum. The silver is then 
dissolved off by nitric acid, the remaining platinum ribbon carefully washed, and all 
is ready to insert the strips in the bolometer frame. This is accomplished with ordinary 
solder, using rosin as a flux. The resistances of the two strips are made equal within 
1 per cent by repeated measurement and resoldering, after which they are carefully 
smoked over burning camphor. When a little skill is attained a bolometer may thus 
be filled and balanced in three hours. 

These bolometers have resistances of only about 4 ohms for each strip. Bolom- 
eters of higher resistance, requiring proportionally smaller wire, are of course more 
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difficult to construct satisfactorily, but the above method has been satisfactorily 
followed here for them. 

Area bolometers, — For bolometers of considerable surface, designed for use with 
radiations of small intensity, sheet platinum is advantageously used. The general 
plan of their construction is the same as that described by the writer in an early 
article on the bolometer* — that is, of making two gridiron-shaped rows of strips 
arranged on two frames in such a manner that when the frames are superposed the 
strips are all connected in series and break joints, appearing, as seen from the front, 
to form a continuous surface. 

Two alterations have been made in details of construction to avoid drift, some- 
times caused by the wai-ping of the vulcanite frames and the '* creeping" or slow 
mcrease of the galvanometer deflection due to the ends of the strips being out of sight, 
and hence receivmg heat only by slow conduction. To obviate these two defects the 
firames are now made of brass, with a number of suitably placed copper pieces 
insulated from the brass by ivory and mica. To these copper pieces the ends are 
soldered, so that all the electrical resistance of the central area is in the surface 
exposed to radiation. 

It has always been observed here that the difficulties from drift arid accidental 
deflections increase largely with decreasing thickness of the platinum strips. Recent 
experience indicates that a thickness of much less than 0.002 mm. is imadvisable. 
Inasmuch as linear strips should not be less than five times as wide as they are thick, 
this sets a fairly definite limit to the resistance of linear bolometers. 

BOLOMBTKR CaSB. 

A horizontal section of the bolometer case appears in fig. 2, PI. XI. The 
bolometer itself, affixed by the four insulated copper posts to the hollow cyHndrical 
support a and connected by insulated copper wires to the copper binding posts b 6, 
h^s already been described. A suitable positive eyepiece, c, for focusing upon the 
spectrum and bolometer strip, slides within the hollow support a. In front of the 
bolometer is placed a series of blackened brass diaphragms, d, with central holes of 
progressively increasing aperture, which serves the triple purpose of preventing circu- 
lation of air currents, of cutting off* stray radiation from the central strip, and of 
hiding the side strip. Until recently it was found by the writer that this series of dia- 
phragms, originally employed by him, was sufficient to prevent prejudicial air cuiTents, 
especially as a strong draft of air blowing at one end of the case would hardly aff*ect 
a candle flame at the other. But as the bolometer as well as the galvanometer was 
perfected by successive improvements, smaller and smaller defects in the record came 
under notice. It was later noticed that the galvanometer always indicated some dis- 



^"The bolometer and radiant energy/' Proceedings of the American Academy of Arts and Sciences, Vol. 
XVI, p. 342, 1881. 
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turbiug cause at work in the circuit when the wind blew outside the observatory, even 

though at so moderate a rate as to barely raise a drooping flag on a neighboring 

building. The opening and shutting of the door to the observatory was also clearly 

noticeable in the new and perfected record. The source of the disturbance was traced 

to the bolometer itself, and it was found that when the case was made air-tight the 

disturbance ceased. Accordingly, a glass plate was cemented in to close the eyepiece 

end of the case, while still allowing the use of the eyepiece, and the salt cylindric 

lens was set in a ball and socket mounting, which forms an air-tight continuation of 

the case. It is now found necessary that the case occupied by the bolometer shall 

be air-tight to a pressure difference of a third of an atmosphere, in order to entirely 

overcome the prejudicial effect of the wind.^ The water jacket, with its outlets, is 

shown at g. 

Rheostat. 

Section views of the special rheostat are shown in fig. 3, PI. XI, and figs. 2 
and 3, PI. XII. Like the bolometer, this instrument is provided with a surroimding 
water jacket, and provision is also made for the circulation of the water within the 
coils, as shown by the arrows, fig. 3, PI. XI. The resistances and mechanical 
arrangements of the slide wire are all firmly framed together, and upon loosening four 
screws at the front can be entirely i-emoved from the surrounding jacket. 

The coils a a' are of well insulated platinoid wire, wound double to avoid 
inductive effects, and are of about the same resistance as the bolometer strips 
employed. Several spools are provided with coils of different resistances for use with 
different bolometers. 

The slide wire is shown in section in fig. 3, PI. XII, and a portion of its length 
in fig. 2 of the same plate. The wire is marked h in each figure. It is obscured by 
other details in fig. 3, PI. XI, but it runs from the coils to the front of the instru- 
ment. At c, fig. 3, PI. XI, are shown two heavy copper wires, which lead from the 
coils without break to the binding posts of the bolometer, but are of sufficient length 
to allow of moderate movement of the latter. Direct contact is made between the 
four ends of the balancing coils and the ends of the slide wire and of these two con- 
necting wires, respectively, by suitable clamping devices. It is a little difficult to 
remove and insert the coils on account of the peculiar disposition of their ends, but 
extra connections are thus avoided. 

An auxiliary coil is shown at d^ fig. 3, PI. XI, of which the ends make contact 
with the slide wire at variable points on each side of the contact between the latter 
and the battery terminal, and by its shunting action this auxiliary coil enables a finer 
adjustment to be made. 



' In consideriDg the effect of local tremors from these outsitle disturbing conditions, it will be borne in mind 
that they exactly resemble the minor tremors introduced from proper solar causes, and as it is from an interpretation 
of these latter tremors that the infra-red spectra are here determined, the elimination of the former class — that is, 
of local tremors— is a matter of the most vitaJ concern. 
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The devices employed for moving the three contacts upon the slide wire are 
clearly shown in fig. 3, PI. XII. A central screw, e, extends through the whole 
length of the slide wire and is moved from without by means of a crank either directly 
or from the shaft /, according as a slow or rapid adjustment is desired. Three sliding 
pieces g g' g" carry the pieces which make contact for the auxiliary coil and for the 
battery terminal, respectively, with the slide wire. The sliders g and g' have half 
nuts h and W actuated by springs which cause them to engage with the central screw 
e when not prevented by the eccentric ^*, and thus provide for the motion of the sliders 
g and g'. No screw is provided for the slider g'\ which is pushed by either g or g\ 
according as it is wished to move it to the right or to the left. According as the 
crank I at the end of the eccentric k is thrown to the right or to the left or remains in 
the central position, so is the slider ^, or ^', or neither, allowed to remain stationary 
on turning the screw e. At m and w' are shown the devices which, through moving 
the eccentric w, clamp and unclamp the auxiliary balancing coil d from the slider. 
By means of pieces of ivory the sliders g and g" are entirely insulated from the slide 
wire. The central slider //" has outside its central brass core a block of hard rubber, 
0, into which are screwed the two pieces of the copper clamping device p. This clamp 
is worked by a third eccentric of copper, g, by means of a third crank, r, into the 
center of which is fastened, by means of set screws, the end of the battery wire. 

A reference to the diagram, fig. 7, page 43, will make the working of this piece 
of apparatus clear. It may be stated of it in general that the sliding contacts work 
satisfactorily as thus constructed and that the use of the apparatus as described is a 
decided improvement over that of the ordinary resistance box. 

A New Form of Apparatus ix which Bolometer and Rheostat are Combined. 

In 1898 a design was prepared at the observatory by Mr. C. G. Abbot ^ which 
brought all the features of the bolometric apparatus just described into a compact 
form. The advantages of this are obvious when they are enumerated. They consist 
in avoiding extra electrical connections and lead wires, in allowing the bolometer to 
be moved without disturbing its electrical balance, in improving the appearance of the 
apparatus, and making it more easy to manage by the less expert. The apparatus 
was constructed as designed and has been used in the research described in Chapter I, 
of Part II, and has justified all expectations in its performance. 

> The bolometer case, as now constructed, is the product of years of slow elimination of undesirable conditions 
rather than of the sudden introduction of any new device; but as it is shown in Plate 12 A it represents an actual 
working case into which several pieces that were formerly distinct have been introduced, and not the least impor- 
tant of these changes is the introduction in the very case of the bolometer itself of what used to occupy a large 
distant resistance box, now practically dispensed with. The form of the mouth with the rock-salt cylindric lens cover 
will also be noticed, and also many minor changes for which the reader may be referred to the drawing. These are 
derived from the suggestions of much past experience, and it is difficult to say in every case to whom they belong, 
but BO many more of them are due to Mr. C. G. Abbot than to any other that it is only just to connect his name in 
this way with the instrument as at present employed. 
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PI. XII A is a reproduction of the working drawing of the instrument, and 
shows incidentally a number of frames for bolometers of different types. Before 
going on to describe the arrangements in detail it may be said that it was desired to 
secure in a single air-tight water-jacketed case (not much larger than that of the 
bolometer case alone, as given in PI. XI) the bolometer, its two balancing coils, and 
the adjusting slide wire, with a mechanical device for operating the adjustment, and to 
provide the bolometer also with a cylindric lens in a ball and socket mounting 
and an eyepiece for focusing the spectrum upon it. All these matters were easily 
accomplished with the exception of providing the adjustable slide wire. It was 
impossible to use the device shown in PI. XII, for this would have made the case 
too long and would besides have prevented the use of an eyepiece. Accordingly, a 
double spiral slide wire was employed, and a contact made to follow this in all its 
convolutions, and to rigidly connect the two spirals wherever desired, thus practically 
removing from the circuit all that i)ortion of slide wire which lay beyond the contact. 
In order to vary the sensitiveness of the adjustment to suit different resistance coils 
a suitable portion of the wire of one of the coils is shunted across the terminals of 
the double slide wire, so that the latter becomes merely a variable shunt to modify 
the resistance of one of the balancing coils. 

Description of Combined Bolometer and Rheostat. 

Figs. 1, 2, 3 show the support to the instrument, fig. 4 a longitudinal section, figs. 
5, 6, 7, 8, 9, 10, 11, 17, 18, and 19 details, and figs. 12, 13, 14, 15, and 16 are views of 
three types of bolometer frame. 

The support. — Fig. 1 is an end view from the left and shows the fonn of the Y and 
a split ring, a, which is clamped by screws to the bolometer case at b (fig. 4), and is 
provided with an adjustment for the rotation of the bolometer case in the Ys. Fig. 2 
is the side elevation and shows an auxiliary support to the water jacket for use in the 
absence of the front Y. Fig. 3, an end view from the nght, shows adjusting screws 
to act upon a lug, c (shown also in fig. 4), and designed to rotate the bolometer without 
moving its water jacket. The front Y is split so that it may be removed at pleasure 
while the water jacket remains supported. Grooves are shown in figs. 1 and 3, which 
fit the track of the stand on which the bolometer is to rest. 

The bolometer case. — It is designed to have the chamber occupied by the bolometer 
air-tight and at constant temperature. This is accomplished by inclosing it in a water 
jacket, d d, closed at the front end (left hand in the drawing) by a circular lens, E, and 
at the back end by a cylinder sliding air-tight inside the water jacket and having an 
air-tight end at/ The bolometer is indicated at ff. The cylinder just mentioned has 
five projecting copper posts, h, which support the bolometer and its balancing resist- 
ance coils (carried on the frame i, figs. 4 and 7), and at the same time these posts are 
the conductors for the passage of electric currents. Within the cylinder is a slide wu'e 
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wound ill a double spiral, j, aiid having an adjustable clamp, k, which is caused by a 
suitable mechanism operated from without to follow the double slide wire, and at any 
point to connect to adjacent turns, thus allowing a fine adjustment to be made between 
the bolometer resistances and those of the two coils wound on the bobbin i. The lens 
E is mounted in a ball and socket mounting so as to allow its adjustment in all direc- 
tions. At the front of the case is a positive eyepiece for viewing the bolometer strip. 

In more detail the apparatus is as follows : The water jacket d d is provided with 
two tubulures, I /, of which one is shown dotted in fig. 4, the other full in fig. 10. 
These tubulures are horizontal and situated on opposite sides of the water jacket and 
with their centers 2 cm. from its opposite ends. The inner wall of the water jacket is 
supported at 190 mm. from the front by a plate, m, which has two concentric rows 
of apertures, through the inner of which the water flows round within the coil bobbins. 
A conical tube, w, completes the inner wall of the water jacket. At its front end the 
conical tube is made cylindrical and upon this cylindrical pai-t slides, air-tight, the 
socket of the ball and socket mounting to the lens. 

This mounting is shown also in cross section from the right in fig. 5.^ (All the 
figures, from No. 5 to No. 11, are views from the right and have the part corresponding 
to the top in fig. 4, on the left.) The ball of the mounting has a shoulder in its cavity, 
against which the lens rests, and at the center is turned out a groove into which 
melted wax is poured tlu-ough the opening p to render the lens air-tight in the ball. 

The socket is in two parts with flanges screwed together by thumbscrews, and 
having an opening cut away for the insertion of a handle, q, to the ball, by means of 
which the position of the lens is adjusted. 

Two series of diaphragms are provided for the conical tube w, and are separated at 
intervals of 4 cm. by short conical tubes, r. A rod, 5, passing through the diaphragm^, 
keeps their apertures in alignment. 

The bolometer and coils are, as already said, supported upon five copper posts, 
h. Fig. 6 shows five copper segments, if t'^ If'' f" il'"\ which are screwed by 
insulated screws to the brass piece w, and are insulated from u by mica and silk and 
from eacli other by air sj^aces. These copper siBgments have holes for the insertion of 
the posts A. There are concentric slots passing through these holes, and all the 
segments except t'" have second slots outside these. The second slots are for the 
insertion of the wires coming from the coils through the holes in the end of the bobbin 
(fig. 7). Two radial screws countersunk in each segment are designed to close up 
both slots simultaneously and thus to clamp the coil wires and the posts li in good 
electrical contact. 

The coil bobbin i has a projecting cylinder, t', which slips into the inside of the 
ring u and thus secures the coil bobbin. 



* An air-tight cock was inserted at the side of the conical tube n as au afterthought. It aids in testing the 
tightness of the apparatus and enables the bolometer to be used in vacno. 



Digitized by 



Google 



54 ANNAL8 OF A8TR0PHYSICAL OBSERVATORY. 

The bolometer is supported on three copper posts, Wj having split ends. These 
posts are 90^ apart on a circle 28 mm. in diameter, and the posts themselves are 25 
mm. in diameter. 

At the front end of the posts h they pass through the brass plate x and are 
insulated from it, and the holes are made air-tight. Copper segments, y' y[' y[" y ' 
y["" ^ fig. 8, are soldered to the front ends of the copper posts and are insulated from 
the brass plate x by mica and silk ribbon and screwed to it by insulated screws. 
Projecting flanges, z^ extend forward from the segments 13 mm., and flanges, /, forming 
a split tube are extended forward clear to the end of the case (138 mm.) from all the 
segments but y\ The four segments z' are fastened by small bolts at their front ends 
to the binding posts, as shown in fig. 11. The ends of the double spiral slide wire are 
soldered to the flanges z of the segments yl and y" , (Note all soldering is done without 
other flux than rosin.) 

The brass plate x has short cylindrical portions projecting forward and forming 
its inside and outside. Within the inner flange is inserted a glass plate, /, and the 
outer flange is soldered into a recess of an interiorly screw-threaded cylinder, a', which 
slides air-tight in the water jacket. Upon the outside of the inner flange of the plate x 
is a brass tube, which extends to the front end of the case and within which the eyepiece 
fits. The front end of this tube has holes provided for the free passage of the heads of 
the small bolts shown in fig. 11. Between this tube and the split tube / of fig. 8 is 
wound a layer of silk insulation, and outside the split tube / is an ebonite tube, &', on 
which is coiled (in very shallow grooves) the double spiral of No. 1 6 (B & S gauge) 
platinoid wire j. The loop of the spiral is soldered to a projection of a copper ring, c\ 
also shown in fig. 19. This projection, being mortised into the ebonite tube, prevents 
the spiral from unwinding. The pitch of the spiral is 8 mm. to a diameter of 52 mm. 

Contact is made between adjacent loops of the spiral by means of a clamp like a 
double monkey wrench carried on a short exteriorly screw-threaded cylinder, ^ , The 
cylinder, dl has interior grooves in which fit projections of the cylinder e', shown in 
perspective in figs. 17 and 18. The cylinder d! also has a copper lug,/', which projects 
down between adjacent turns of the spiral ;. It will be seen that as the cylinder e! is 
turned the cylinder d! is caused to move along and the lug /' will follow the space 
between the wires of the spiral. It therefore only requires the locking device con- 
sisting of two steel jaws, /, sliding in guides on the lug/' and worked by a right and 
left hand steel screw, /*' (which is held by a flange within the lug /', but with some 
end play), in order to connect the adjoining wires of the spiral when desired. The 
screw // is turned by means of a square rod, i', along which it slides. Stops are 
provided on the lug/' to prevent screwing back the jaws g' so far as to touch the wires 
on their outsides. 

The cylinder e! has a bevel gear wheel, /, at its outer end, which is moved by the 
small bevel A' (fig. 10). To clamp the cylinder e' in the desired position an eccentric 
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pushes up a pin against the flange V^ at the same time pulling forward a bolt whose 
head is within a groove in the flange I'. This device is shown at m' , The flange V is 
secured by being screwed onto the piece / and keyed. 

The square rod i' has bearings in interiorly projecting parts of the cylinder ^, as 
shown in fig. 17 and in fig. 4, and has nearly 2 mm. end play. In front the rod i 
bears a gear wheel, n\ engaging with an annular gear wheel cut on the wheel o\ 
The wheel o' turns on the outside of the hub of wheel /, but it is ordinarily constrained 
to rotate with it, by means of an adjustable friction disk fixed to the flange V . When 
V is locked by means of the eccentric m\ o' may be turned by means of the small 
bevel wheel 'p' (fig. 10), which engages with bevel teeth cut on the outside of the 
wheel o' . 

In order then to work the sliding locking device at A:, the crank r' (fig. 10) is 
moved out so as to turn the arbor of the wheel y , thus turning o', w', i', and eventually 
the double-threaded screw A', and unscrewing the jaws g[ , Then the crank / is again 
returned to the position shown in fig. 10, and after loosing ml it may turn the bevels A/ 
and / and the cylinders e! and d', thus moving along the contact lug f to the desired 
position. The eccentric w! is now again thrown over, locking this latter train, and 
the jaws g' are again screwed up. 

The hub of the wheel / rotates on a steel bushing, s\ projecting back from the 
brass piece s" . The piece s" rests on the front Y, and is secured by eight radial 
screws to the end of the interiorly screw-threaded cylinder a' , The four copper seg- 
ments v! having the binding screws (fig. 11) are screwed to the piece s" by insulated 
screws, but are insulated from s" by a sheet of mica. These binding screws are 
connected with the four sections of the split tube / (fig*. 8) by copper bolts whose 
heads are insulated by air spaces from the tube within which the eyepiece slides. 

Bolometer frames, — It has already been observed that the essence of the bolometer 
lies in the immediate arrangements for electrically balancing the thin strips, which 
themselves rest on portions that for lack of a better word we will designate as "bolom- 
eter frames," and which expose them to the radiations they are to register. Figs. 12 
ta 16 show bolometer frames. 

The very earliest bolometers were made with a single frame. Even in the earlier 
construction, however, two frames were employed with every bolometer, one having 
certain holes the other the split pins which passed through them, and held the frames 
together. As at present constructed, only the linear bolometers employ but a single 
frame. 

Figs. 12 and 13 show a frame for an area bolometer 10 mm. square. The bases 
are of brass with raised rims and having a central aperture 10 by 22 mm. Each base is 
covered on the inside by a sheet of mica glued upon it for insulating the connectors. 
These have each insulating cylinders of vulcanite. Copper cylinders just fitting the 
posts w are screwed into two of the vulcanite bushings of fig. 13 and into the third of 
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fig. 12. Thus, upon folding tlie two figures together like a watch case, the three copper 
cylinders pass clear through the combined frame. The electric current entering at a" 
(fig. 12) passes through the thin insulated copper piece and divides. One portion from 
the upper comer of this piece crosses (on the bolometer strips not shown) over to the 
small insulated piece I" and thence similarly back and forth to f'\ thence through 
the split pin to the corresponding cylinder d" of fig. 13; thence to g'\ through the pin 
and cylinder at e", and finally leaves at k'^ (fig. 12). The other branch of the 
current at a" passes back and forth to c'', thence to f\ and finally leaves through 
the copper piece h" at the point i" . All the small copper pieces like I" are fastened 
with a single flush insulated pin. The conductors like h" are to be soldered to their 
cylinders or pins. No screw clamp electrical connections are tolerated. The strips 
are soldered in at the observatory and are each 1 mm. wide. 

Figs. 14 and 15 show similar halves of a frame for bolometer 10 by 5 mm. 

Fig. 16 shows the single frame required for the ordinary linear bolometer. In 
this the side copper piece has a sliding adjustment of about 1 mm., as shown, the cop- 
per piece being screwed down by a nut upon a shoulder of the copper cylinder, but 
when the strip has been inserted this joint also is soldered. The other two copper 
pieces are soldered to their cylinders. Rosin only is used for flux in soldering. 

DRIVING CLOCK. 

The earliest use of the bolometer in the spectrum was effected by letting diff*erent 
portions of the spectrum successively fall upon it, while at least three persons were 
needed to note the effect, one person being seated at the circle which earned the 
prism, and reading aloud the degrees and minutes which indicated the part of the 
spectral heat which fell on the bolometer strips, another j)erson reading the simulta- 
neous deflection of the galvanometer, and a third recording both. There were, in 
fact, usually more than three employed, and the process of measuring the position and 
intensity of an invisible absorption band in the infra-red was excessively slow, owing 
not only to the difficulties of the method of reading, but still more to the fact that tl>e 
galvanometer needle was in incessant movement upon the scale, even when the same 
portion of spectral heat was falling upon the strips, this motion being due to causes 
extraneous to the observation properly in view. This incessant wandering of the 
needle, known technically as '* drift," was the reason why an automatic method of 
registry was not earlier introduced, but its desirability was from the first apparent. 

Some sixteen years since, when the fluctuations of the ''drift," though not elimi- 
nated, had been reduced, the first attempt at automatic registry was made at Allegheny 
by preparing a sheet of sensitive paper which moved vertically in the focus of the 
galvanometer mirror, the vertical movement being rendered synchronous with the 
movement of the circle of the spectrobolometer; but then, and for a considerable 
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Plate XIII. 




The Driving Clock of the Spectrobolometer. 
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time, the difficulties of any exact registry continued to be insuperable. Subsequently 
at Washington, the first attempts at a more perfect control were made, by employing 
a cylinder, like a chronograph cylinder, carrying the sheet of prepared paper, the 
movement of the cylinder and of the distant circle of the spectrobolometer being 
independently controlled by two similar clocks which were synchronized by electricity. 
Even these attempts, however, were crowned with only very partial success, but they 
led to better things. As the other portions of the apparatus were improved and the 
accidental deflections grew less, these methods of synchronizing were definitely 
abandoned, though with great reluctance, in favor of a radical measure which had 
always been postponed on account of its inconvenience, that of connecting the circle 
mechanism and that vertically moving record (now a plate of glass) directly by a 
shaft through the observatory, which insured absolute synchronism, but only at the 
expense of great inconvenience, the disposition of the floor of an observatory not 
being adapted to such an arrangement as that of a machine shop might be. 

I have given here but the most imperfect sketch of the process of a development 
which, like that of the bolometer, went on for many years and which finally resulted 
in the apparatus now described. The method will be imderstood from what has 
preceded, and has been fully described elsewhere. 

Briefly, it is essential that every movement of the great circle carrying the prism 
and sending a ray into the bolometer shall be accompanied by an absolutely 
synchronous motion of the plate which receives the record of the galvanometer swing, 
this swing being actuated by the heat of the spectrum in the part under examination. 
If there be no irregular motion of the galvanometer due to external causes (e. g. to 
the drift or to tremors due to electric influence or to the jarring of the ground 
without), then we shall have with perfect synchronism a perfect record on this plate 
of whatever is transpiring, for there will be once for all established a definite relation- 
ship between the movement of the circle and the movement of the plate. If the circle, 
for instance, moves through one minute of arc in one minute of time, the plate during 
that one minute may move through one centimeter, while, by the use of change 
wheels in the clock, another definite relationship may be set up. This is the essential 
character of the mechanism which is controlled by the driving clock about to be 
described. 

The driving clock, by Warner & Swasey, which moves the spectrometer and 
recording plate synchronously, is shown in plan and elevation in figs. 1 and 2, PI. 
XIII. 

As will be seen on inspection of the illustrations, the shafts m and n, which lead, 
respectively, to the spectrometer and plate-carrier mechanisms — and which appear with 
the same lettering in the illustrations of these instruments — are connected by a con- 
tinuous system of gearing entirely independent of the clock proper. The function of 
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the clock is simply to drive one of the shafts of this connecting system at the proper 
rate of speed; but a failure on its part to regulate the speed of this motion would not 
in the slightest degree afifect the relative movements of the plate and the circle. 

The gears a, b, c, and d can be readily removed and replaced by others of 
different sizes. The speeds thus at command are as follows: 

Table 3. — Plate and spectrum speeds. 



Speotnun speed (=twice circle speed). 


Plate speed. 


1' of arc in i minute time. 
1' of arc in J minute time. 
1' of arc in i minute time. 
1' of arc in 1 minute time. 
1' of arc in 2 minutes time. 


1 om. plate in i minute time. 
1 cm. plate in I minute time. 
1 om. plate in i minute time. 
1 cm. plate iu 1 minute time. 
1 cm. plate In 2 minutes time. 



As these speeds of circle and plate are independent, it follows that there are 
twenty-five possible arrangements of the circle and plate motions. Of these, the ratio 
and speed 1' spectrum z= 1 minute time zz 1 cm. plate has been most used in these 
researches. 

Provision is shown at e in the plan for means of reversing the direction of the circle 
motion. A similar device is shown in the view of the plate carrier for reversing the 
motion of the plate. Thus it is possible to take two exactly similar holographs in 
opposite directions through the spectrum, and hence to have a means of determining 
if any appreciable displacement of the deflections is inherent in the holographic method, 
and to correct the results for such displacements if they exist. 

PLATE CARRIER. 

A plan view and rear elevation of the plate-canying mechanism are shown in PL 
XIV, figs. 1 and 2. This piece of apparatus is supported upright upon the end of the 
galvanometer pier, and is inclosed in a dark box, which has two slides for the adjust- 
ment of the plate. The back of the box is removed in the illustration in order to 
show the mechanism more clearly. 

The plate is held fast between the clamps a a and slides vertically on the guide 
rod. The slider c has affixed to it a piece, d, carrying a tongue, e, which is pressed by 
a spring into the groove of the screw /, of 1 cm. pitch. This screw is moved by a 
reversible arrangement g precisely similar to the one shown more clearly in the 
illustration of the clock. The shaft n, of which the other end is shown in the illustra- 
tion of the clock, is provided with a double Hookers joint to prevent straining of the 
mechanism. 

The parallel-motion slit h at right angles with the motion of the plate furnishes the 
entrance for the beam of light reflected from the galvanometer mirror. 
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The Photographic Recording Apparatus of the Spegtrobolometer. 
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GALVANOMETER AND ACCESSORIES. 

The first galvanometer emploj^ed by the writer antedated the use of the bolom- 
eter itself, having been one of a very early Thomson pattern made by Elliott. The 
mirror was about.a centimeter in diameter, and this, with its magnets and the suspending 
stem, would now be C/Onsidered preposterously heavy, while the mirror was suspended 
by a raw silk fiber of something like an inch in length, which twisted every way, tlirough 
day and night, without ascertainable cause, and produced an amount of exasperating 
irregularities, which only those who remember the use of these early instruments can 
sympathize with. 

My first considerable improvement at Allegheny was due to the introduction of a 
longer fiber. One of over 12 inches in length was employed, I think at the sugges- 
tion of Professor Rowland of Baltimore. The day of Boys' quartz suspension fiber 
had not yet come, and the young physicist of to-day will never know what he owes 
to it The small mirrors of Boys also were still in the future. The needle system in 
use at Allegheny at the time of the improved four-coiled Thomson galvanometer (by 
White, of Glasgow, with the kind oversight of Lord Kelvin, then Sir William Thom- 
son) was considered then to be a marvel of lightness when taking into account its 
elaborate system of magnets. The whole (magnets, mirror, tube, and damper) weighed 
about 300 milligrams, and it owed this lightness in a considerable measure to the 
absence of the heavy metal vane, in place of which the writer introduced a wonder- 
fully light and stiff construction which Nature herself furnished in the shape of the 
wing of the dragon fly. 

Up to the time of the early work of the Smithsonian Observatory, in 1891, the 
arrangements of the galvanometer had been made entirely by the writer. The subse- 
quent improvements in it have been partly due to him, but increasingly to the others 
who have been associated with him in the observatory in subsequent years, and they 
have been so continuous that it is difficult to note any single improvement. Perhaps 
for the most essential ones credit must in fairness be given to Professor Boys, whose 
quartz threads and especially whose small mirrors are so well known for such purposes 
that the writer need only express his acknowledgments for their help in putting an 
end to such troubles as the present generation of electricians engaged in like work no 
longer knows. In the final improvements here represented the writer has had only a 
minor share. 

While that which the writer brought here from Allegheny in 1888 and completed 
the installment of himself in the year 1891 has been the basis on which subsequent 
improvements have been built up, the most considerable changes have been made 
within the past three years. 

The following conditions of sensitiveness of the galvanometer are always to be 
taken with the consideration that they are more or less illusory, unless we can be 
sure of such an immunity from tremor and drift as has only come in the last four years. 
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It is convenient here to note the actual results in progressive years, remembering 
that those given as being actually attained at present are almost incomparably more 
certain than the previous ones. The values given as the galvanometer ** constants" 
are the currents required to give a deflection of 1 mm. on a scale at 1 meter with a 
time of single swing of the needle of 10 seconds. The resistance in each case is about 
20 ohms. 

Comparative sensitiveness of galvanometers. 



Name of galvanometer. Date. 


Galvanometer constant 


Allegheny, No. 2 

Allegheny, No. 3 

Smithsonian, No. 1 


1881 

1885 

1892 


0.000000240000 
0.000000002200 
0.000000001500 
0.000000000200 
0.000000000100 
0.000000000020 
0.000000000005 


Smithsonian, No. 2 


1894 

1896 

1897 

1897 


Smithsonian, No. 2 


Smithsonian, No. 3 


Smithsonian, No. 3, with lighter needle' .. 



' This light needle, of 2.5 mgs. weight, was fonnd somewhat too unsteady for holographic purposes. 

It follows from the above statement that the galvanometer which the writer used 
in his earliest bolometric work at Allegheny was successively improved till the then 
latest form of needle and suspension used by him in the first galvanometer at Wash- 
ington was over two hundred times as sensitive, and that successive improvements 
here have made the one at present used seventy-five times more sensitive still, or that 
the whole increase has been over ten thousand times. 

The present arrangement of apparatus on the galvanometer pier is figured in 
PI. XV. Two Thomson reflecting galvanometers have been employed, both of which 
have been constructed after designs prepared at the observatory. The principal data 
of the earlier of these forms, known here as *'No. 2," are as follows: 

The four coils are wound each in five sections, of such shape and of such wire as 
to exert about equal influence on the needle. The maximum radius is 50 mm., 
minimum radius 2J mm., and extreme thickness 40 mm. A copper rod is inserted in 
the center of each coil for damping purposes, but is supplemented by a damping vane 
on the needle, as later described. The resistances of the coils are about 21 ohms 
each, and they are at present connected in two series of two each in parallel, giving a 
total resistance of about 21 ohms. The case is of brass, with tightly fitting glass 
sides, and with a brass tube to support the suspension and overhead astaticising 
magnet. 

The astaticising magnet a is provided with slow motions, by means of which it 
may be raised or lowered or rotated about a vertical axis. Its function is to reduce 
the time of swing of the astatic needle from about ten seconds to four or five seconds as 
it is employed, and to direct it so that the beam of light reflected by the mirror falls on 
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the scale. A finer adjustment of the spot of light upon the scale is effected by means 
of two very weak magnets placed at b directly behind the galvanometer and pointing 
east and west with their unlike poles together. A slow motion worked from c at the 
east end of the galvanometer pier moves these magnets east and west in opposite 
directions and thus serves to change the direction of the needle as desired. 

Galvanometkr Nekduc. 

The needle is suspended by means of a quartz fiber 55 cm. long hanging within 
the glass tube d, which is itself supported within the larger brass tube by means of 
two rubber rings near the top and bottom. A sketch of the needle is shown in fig. 9, 



B ci^ 

Fig. 9 Galvanometer needle. 1896-97. 

though of course in incorrect proportion, as the stem and other parts are ouite too fine 
for delineation. 

Its distance between the centers of the magnet systems is 120 mm. The two sys- 
tems are of six magnets each, of such length as to make a nearly circular outline 3.5 mm. 
in diameter. These magnets were made from hardened No. 12 sewing needles, mag- 
netized when in place on the needle by means of an electromagnet. They are fastened 
with shellac to thin pieces of mica on one side only, and the glass rod and quartz fiber, 
being fastened similarly on the same side, the moment of inertia is reduced to a mini- 
mum. The concave mirror is of silvered glass, 2.5 mm. in diameter, and was con- 
structed by Mr. J. A. Brashear. Under the usual temperature conditions its definition 
is very good, but if the temperature is allowed to fall below 16^ C. the beeswax with 
which it is fastened to the stem strains the mirror slightly and the focus is appreciably 
changed. Behind the mirror is fixed with beeswax a piece of ''dragon-fly" wing, 7 
mm. wide and 4 mm. high, which completes the damping. The weights of the separate 
parts are as follows: 

Milligrams. 

Magnet systems with mica and shellac, each 11. 3 

Glass stem 6. 

Mirror 2. 

Vane 0. 3 

Total completed weight 31. 3 

Several other needles have been prepared, but only one other as sensitive as this 
one. This latter weighed 40 mgs. and was disposed as follows: 

Magnet systems, each of one large magnet 4 mm. long, composed of Stubb's steel 
wire, and having three additional very small magnets of watch spring used in attain- 
ing sufficient astaticism. Each of the large magnets weighed 13.4 mgs. Weight of 
stem, 4 mgs.; of mirror, 3.8 mgs. 
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All the other needles which have been compared were found only about two-thirds 
as sensitive as these two, and included two weighing 56 mgs. each, and one of 19 mgs. 
weight. Each was composed of twenty magnets, those of the last-mentioned needle 
being of watch spring 2 mm, long and weighing altogether 15 mgs. 

The much more sensitive galvanometer used in 1897, 1898, and 1899, which 
appears in PI. XV, is described more at length in Part II. 

Mounting of the Galvanometer. 

It will be remembered that a great difficulty of the research for which the 
galvanometer is to be used arises from the unsuitable location of the observatory, 
surrounded as it is by streets filled with traffic, the jar from which has introduced in 
previous years such prejudicial irregularities in the galvanometer record that it seemed 
at times that either the site or the research must be abandoned. It has been a matter 
of the very first consequence to diminish these accidental vibrations, but this has 
seemed impossible until a compai'atively recent plan proposed by Mr. Abbot has 
eflfected an almost unhoped for improvement. 

Julius^ has suggested the advantages of suspending the apparatus by wires in 
such a manner that the center of gravity may coincide with the point of support. It 
has been unadvisable here, however, to suspend the apparatus from the ceiling. A 
support of three heavy brass tubes, each about 2 J inches in diameter and about 10 feet 
in length, has been built up from the galvanometer pier, and from these the galvan- 
ometer was suspended. The result was at first disappointing, as no greater steadiness 
was apparent than before, but attention being drawn to the sonority of the supporting 
tubes, the experiment was tried of wrapping them with India rubber until this sonority 
was deadened, when all other vibrations were found to be proportionally extinguished. 
The ground vibrations have not been absolutely eliminated, but they have been 
reduced to a small fraction of tlieir former amount, to the very great improvement of 
the record. Too much, then, can hardly be said of the advantages of this method of 
the suspension in the actual case. 

The galvanometer rests upon a brass plate suspended by three brass wires, 220 cm. 
in length and 3 mm. in diameter, from the summit of the tripod, which is well braced 
by cross wires and rods, and is supported on inibber blocks which rest upon the pier. 
Rubber blocks also support the galvanometer on the suspended table, and rubber 
washers are placed at the joints in the wires to further deaden vibrations. 

Three oil tanks, e e e, filled with heavy mineral oil, in which dip right-angle vanes, 
prevent circular vibrations of tlie galvanometer table. The center of gravity of the 
suspended parts was experimentally adjusted by means of the lead weight /to secure 
the most satisfactory results in the steadiness of the needle. 



' W. H. Julius, Auualeu der Physik und Chemie, neue Folge, vol. 56, p. 161, 1895. 
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Still further efforts to reduce earth vibrations by the expedient of floating the 
galvanometer on mercury were made in December, 1897, and resulted in a slight 
improvement. Two heavy lead pans were made, one fitting within the other, and 
both were covered with hard wax, turned and still again coated with plaster of paris. 
The lower pan rests on the swinging table and the upper, floating in it, carries the gal- 
vanometer. Connection with the galvonometer switch is made through mercury cups, 
so that the galvanometer has now no rigid connection with anything. The demands 
on the observer's patience, when through some mis(5hance the needle sticks or turns 
round, ai'e extraordinary. Before practice was had in dislodging it, an liour's work 
or more was sometimes necessary. It now rarely takes more than five minutes for 
the practiced hand. An idea of the improvement in steadiness resulting from the 
introduction of the Julius suspension and of mercury floating may be gained by an 
examination of PI. XVII. 

At the right of PL XV is shown in side view the plate carrier, which has already 
been described. The com-se of the solar ray is from the small slit g to the plane 
mirror A, interposed to adjust the sftuation of the conjugate focus; thence to the 
plane mirror i; thence to the galvanometer, and finally to the horizontal slit in the 
front of the plate carrier, as shown by the dotted lines and arrows. 

BATTERY. 

To one not experimentally acquainted with the photographic recording of 
bolometric indications, the degree of immunity from the slightest fluctuations required 
of the electric current employed is surprising. The disproportionate deflections of the 
galvanometer, caused by small changes of the battery current, are doubtless to be 
traced to inequalities in the capacity for the radiation and conduction of heat of the 
very small bolometer strips. Former experiments of the writer^ show that such 
small strips sustain the heating effects of a current of 0.05 ampere (about that here 
employed) without being raised in temperature more than 1 or 2 degrees. It might, 
however, readily be that owing to a slight difference in the character of their surfaces 
a change in tlie current in one part in a hundred thousand might effect a difference in 
the temperatures of the two strips of a millionth part of their excess of temperature 
over their surroundings, and such a change would immediately be recorded by the 
galvanometer. At all events, the best constructed bolometers show such effects, and 
it has been necessary to take great pains to secure a constant current. 

A battery of sixty storage cells entirely inclosed in a wooden case, which is well 
wrapped with cloth to avoid sudden temperature fluctuations, supplies the current 
which by external resistance and by that of the bolometer circuit is reduced to 0.1 
ampere. The cells of the battery are placed in three sliding trays, one above the 
other in the case, so that they may be moved out and refilled or inspected. 



' S. p. Langley, Proceedings of Americau Academy of Arte and Sciences, vol. 16, p. 345, 1881. 
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Copper wires are soldered to the lead terminals and pass up to a switch on the top 
of the case, where they are soldered — the positive in one row, the negative in another — 
to copper springs or brushes pressing hard on opposite sides of a wooden cylinder. 
Two copper bars run lengthwise on opposite sides of this cylinder, and thus connect 
all the cells in parallel for discharge. By turning the cylinder a quarter turn, a sys- 
tem of brass bars makes contact with the brushes and connects the cells in two series 
of thirty each for charging from the 110- volt dynamo. No. 16 B. & S. gauge copper 
wire, doubly insulated, runs from the battery (which is, on account of the fumes 
attending its charging, in the basement) to the milliammeter, series resistance, and 
bolometric circuit, all in the spectrometer room at constant temperature. Very 
recently a battery of ten cells of Type I of the so-called '* Cupron element" has been 
employed. This type of cell is a modification of the Lalande cell. The performance 
of the battery has been so far very satisfactory, and is perhaps better than that of the 
sixty cells of storage in freedom from minute irregularities; but the difference, if any, 
is very slight. The Cupron battery has the disadvantage that it is more troublesome 
to maintain, for in reoxidizing the copper oxide plates they must be removed from the 
cell and dried, and the disagreeable task of amalgamating the zincs also has to be 
attended to. This battery has, on the other hand, the advantage that no fumes come 
from it, so that it has been set up in the spectrobolometer room itself, where the 
temperature is constant. 

COMPARATOR. 

Among the recent accessions to the equipment of the observatory is the compar- 
ator by Warner & Swasey, illustrated from a photograph in PI. XVI. This instrument 
was specially constructed for the purpose of making rapid and accurate measurements 
in abscissae and ordinates on glass plates 60 cm. long and 20 cm. wide, and has been 
found very convenient for the purpose. 

The plate to be measured rests at an angle of 45^ in a frame with glass bottom, 
supported through six adjusting screws by the base casting. Upon accurate ways at 
the front and back of the casting slides a carriage containing the reading microscope. 
Cross-ways are provided upon this carriage, accurately at right angles to the ways 
upon which the carriage slides. The motions of the microscope are roughly accom- 
plished by hand, but fine adjustments are perfected by screws parallel to the axes of 
ordinates and abscissae, and which engage in half nuts actuated by springs. Readings 
are made to hundredths of a millimeter by verniers presenting continuous plane sur- 
faces with the scales of ordinates and abscissae, which are graduated to half millimeters. 

By means of four screws the whole surface of the plate is adjusted to be in focus 
for the reading microscope; but the construction of the latter is such that a pair of 
cross wires immediately above the plate are also in fair focus. To facilitate meas- 
urements, still another long wire crosses between the plate and these cross wires 
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exactly parallel to the cross-motion ways. The wire is of great utiUty, as it enables 
the observer to set very closely in abscissae without looking in the microscope, so 
that it takes only a few seconds to set exactly upon any point of a curve. As in the 
measurement of holographs, to which this instrument is put, it is of no impoiiance 
to measure ordinates with very great accuracy, it can bo readily seen that a pair of 
cross wires in the microscope play but a very subordinate part compared with this wire. 
Error from parallax is quite negligible when a small aperture of the eyepiece is used, 
since the length of the microscope is about 20 cm. 

ADJUSTMENT OF APPARATUS 
SIDEROSTAT. 

For the present research it is not of paramoimt importance that the solar beam 
should be quite motionless, nor consequently that the running of the siderostat should 
be of the highest uniformity, for the width of the beam and the focal lengths of the 
mirrors are such that an angular motion east or west of 10' of arc in the position of 
the beam will hardly affect the deflection of the galvanometer, and will, of course, in 
no way whatever affect the position of a spectral line. With the present governor, 
which is similar to that of the circle clock, so great a variation as this need not occur 
in an hour if the siderostat remains imtouched. Yet, for purposes of occasional adjust- 
ment in right ascension (and in declination also at certain seasons of the year), revera- 
ible electric motors, which give a slow motion in these directions, may be operated 
from within the observatory through suitable electric circuits. Such adjustments have 
been made as often as once in twenty minutes, and each such adjustment is recorded, 
together with the instant of its occurrence, in the notes accompanying the experiment. 

SLIT. 

As the slit is accurately at right angles to the upper face of its moimting it 
is sufficient to level the latter to insure that the edge of the slit is in a vertical 
plane. Provision has been made for motion about a vertical axis, so as to bring the 
faces of the slit jaws at right angles with the medial plane of the beam, and this adjust- 
ment is made by one person, while another observes the definition of the spectroscope 
and indicates when the seeing is at its best. In setting the slit for widths under 
0.30 mm. the slit should be always reduced to the width desired to avoid error from 
backlash. 

MIRROR SYSTEM. 

Referring to the diagram, fig. 8, page 44, the mirror c is first turned so as to 
cause the beam to fall in the proper position on the mirror d when the latter is 
roughly adjusted in distance from c for making the beam parallel in a horizontal 
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plane.^ The prism is then turned to the approximate angle of incidence for minimum 
deviation in the part of the spectinim under investigation, and the mirror c adjusted 
so as to cause the beam to cover the prism face. 

To render the prism mirror vertical a carefully adjusted theodolite is next leveled 
at the same height as the prism (being placed for this purpose on the northwest pier), 
and the filament of an electric light is placed in such a position as to form an image 
tangent to the horizontal cross hair of the theodolite and to be visible at the same time 
from the prism table. The latter is now turned about so as to cause the prism miri'or 
/ to reflect the image of the lamp filament upon the theodolite, and the leveling 
screws under the prism table are adjusted so as to bring this image again tangenjt to 
the theodolita horizontal cross hair. The beam is leveled by turning the screw back 
of the mirror d until the center of the light spot falling on the opposite wall of the 
spectrometer house is on a level with the center of the mirror d ^. 

To adjust the mirrors exactly for coUimating the beam d is moved back and 
forward upon its track till the image of the slit is made as sharp as possible at the ^lit 
itself, when the beam from d will be parallel in its horizontal section. To insure a 
minimum of deviation (see discussion below) the prism is for the moment removed, 
and the mirror g and the bolometer are so adjusted that the beam from the mirror dj 
falling directly upon g^ is brought to a focus upon the bolometer strip. 

PRISM. 

Next, putting the prism in place upon its table, the theodolite and lamp filament 
are again brought in use to make its faces vertical. The leveling screw under the 
end of the plane mirror / (see also PI. IX) and the screw t at the back of the 
prism are employed in this adjustment. Owing to the disposition of the three leveling 
screws s the motion of the one indicated does not throw the prism mirror sensibly 
out of a vertical plane. 

Passing next to the consideration of minimum deviation, let / m n in fig. 10 
represent a section of an isosceles prism, with its base parallel to the plane mirror n p^ 
and let ab c d e represent a ray of such refractive index that it emerges in the direc- 
tion d e parallel to its original direction a b. Under these circumstances, since the 
angles p d e, c d n, and m o b are all equal, the angle of incidence of the ray upon the 
prism will equal the angle of emergence, and the ray will pass in minimum deviation. 
Draw fg^ I h^ and k h, respectively, perpendicular to the three faces of the prism. 
Then, since the triangles fg m, I g h, and k g h are similar, the angles / h g and k h g 

^ See discussion of collimation at a later page. 

«With spherical collimating mirrors an easy and accurate way to level the beam was as follows: Having 
thus made the mirror / vertical, it is set so as to be normal to the beam from the slit, and the slit itself is turned 
horizontal in its Ys. The mirror d is then slightly rotated by its adjusting screw about its horizontal axis till the 
slit image falls on the slit, thus insuriug that the collimated beam is horizontal. This method is impossible with 
cylindrical collimating mirrors. 
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will be equal each to each, and equal to (90° — ^ a) where a is the refracting angle 
of the prism, or nf m. 

Applying these considerations to the prism mirror combination of the observatory, 
it is clear that, since the image-forming mirror is adjusted to bring all rays parallel to 
the beam from the mirror d (fig. 8, p. 44) to a focus on the bolometer strip, any ray 
which falls upon the latter will have passed the prism in minimum deviation if the 
bisector of the refracting angle of the prism is perpendicular to the prism mirror. 
This condition is secured by bringing the image of the lamp filament reflected from 
the prism mirror tangent to the vertical cross hair of the theodolite, then turning the 
circle through (90° — J a) and slightly adjusting the prism till the image reflected from 
its face is also tangent to the cross hair. 

It will be later shown that the accuracy of this theodolite adjustment is quite 
suflScient for the purpose. The theodolite and electric light are used in preference to 
a larger telescope and the slit, because it is not possible to use the mirror face to 
reflect an image of the slit when the beam is in adjustment. For measuring the 
refracting angle of the prism, however, the position of the beam is altered, and a 
3-inch telescope is used by the observer. 




P 

Fio. 10.— AdjoBtments of prism in fixed arm Bpeotroacope. ^ 

Referring again to fig. 10, it may be seen that the minimum deviation of the ray 
under consideration is equal to twice the angle m o h; and therefore, if the circle be 
turned from its present position through (90°+ J D), where D is the angle of mini- 
mum deviation, the plane mirror will then be perpendicular to the beam a b. In order, 
therefore, to measure angles of minimum deviation, the circle is turned until the prism 
mirror reflects the -beam back on its own path and forms an image of the slit upon the 
slit. A reading Rq being then made, the minimum deviation of any ray subse- 
quently falling upon the bolometer strip is given from a circle reading Ri by the 
relation: 

D=2(^(Ro— R,) — 90O ^ 

A discussion of the probable error of such observations will subsequently be 
given. 

CYLINDRIC LENS. 

The height of the spectrum, or rather the length of the spectral lines, depends on 
the height of the slit, focal lengths of the mirrors c d and g (fig. 8, p. 44), or, in the case 
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of the cylindric mirror collimatioa, only on the height of the slit, focal length of g^ and 
total distance traversed by the beam in passing from the slit to g. These latter 
conditions are such that the length of the spectral lines would be about 5 cm., or 
some five times the height of the bolometer strip. A rock-salt cylindric lens with 
its elements horizontal is therefore interposed in front of the bolometer to reduce the 
height of the spectrum to that of the bolometer strip. The ball and socket mounting 
of this lens allows of its rotation about a vertical and two horizontal axes. 

At each day of use it is desirable, but usually not indispensable, to perform the 
adjustment now to be described. The observer stations himself at the eyepiece of the 
bolometer and focuses upon the bolometer strip. He then brings a visible spectrum 
line (which we may suppose to be A) into the field, and having removed the cylindric 
lens from the front of the bolometer case, moves the bolometer back and forth to 
obtain good definition, and brings the line imder observation to the edge of the bolom- 
eter strip. He then inserts the cylindric lens again, roughly adjusts it about its 
horizontal axes for fair definition, and if the line does not now coincide with the bolom- 
eter strip, he turns the lens about its vertical axis till it does so, and is then confident 
that in the infra-red, since the deviation of the lens is less there than it is where he is 
observing, no lateral shifting will occur. The lens is now turned about a horizontal 
axis at right angles with the beam till the line appears equally sharp at top and bottom, 
and finally about a horizontal axis parallel with the beam to secure the best definition. 
As the lens has appreciable thickness the bolometer will now require a slight movement 
aloiig its track to bring the strip exactly in the focal plane of the spectral lines. 

As a test of the adjustment of the whole apparatus, the spectrum is now turned 
until the bolometer strip bisects the head of the A line, which is the datum point for 
the investigation. Under constant temperature conditions circle readings on A usually 
agree for several weeks within 30", no change in the permanent adjustments of the 
mirrors and prism having in the meantime been made. 
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Chapter IV. 



METHODS OF PROCEDURE IN PREPARING AND COMPARING 

BOLOGRAPHS. 

THE BOLOGRAPHIC PROCESSES. 

Before entering on the technical description which follows in the next two chapters, 
the reader may recall the very simple theory of the action of the clock-driven spectro- 
bolometer which is so complex in practice. This was devised by the writer fifteen 
years ago at Allegheny, and slowly developed to its present condition. In theory it 
is only needful that the galvanometer mirror should, by means of a ray of light, affect 
a photographic plate before it, which is moved steadily upward or downward at a rate 
proportional to the movement of the clockwork actuating the prism carrying the 
circle, in order that the record of every solar line within the reach of the instrument's 
optical capacity shall be made. This is all that is necessary in theory and all that 
is necessary in practice to obtain the principal and most interesting divisions of the 
infra-red spectrum, and indeed would be for all of those of secondary importance, 
except for the minute tremors of the ground and the piers on which the instruments 
rest, tremors so minute as to be negligible until we have developed the method so 
that all considerable indications of solar or terrestrial absorption of what we may call 
the second order have been secured; we then reach a point where the minute ground or 
magnetic tremors, which exist under every condition, are of such an order of magnitude, 
as compared with those from veritable Spectral causes, that extreij^e precautions become 
necessary both in preparing and in interpreting the curves to avoid the introduction of 
error. The nature of these precautions will be noted by the reader in the following 
description of procedure : 

1. PREPARING THE (CURVES. 

Let us now suppose that the siderostat clock has been started, the beam directed 
so as to fall correctly on the prism, the slit set at the proper width, both the permanent 
and daily adjustments of the optical apparatus perfected, the bolometer circuit bal- 
anced, the spot of Hght reflected from the galvanometer mirror made to fall upon the 
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slit in the plate-exposing apparatus, and that darkness prevails in the apparatus cham- 
bers, so that all is ready to actually make a holograph. Two observ^ers are in general 
employed, though not continuously, and it is possible, though not advantageous, for 
one to do all that is necessary. 

Observer A, by the light of a small incandescent lamp, sets the circle to the 
proper point (e. g., just above the A Hue) for the start, reads the two thermometers 
near the circle, one of which is in air the other being inserted in a great prism of rock 
salt (of nearly the size of that in optical use but of inferior quality), and reads the 
milliammeter in the battery circuit, calling out all these observations to B, who records 
them, along with the width of slit and other data, in the book kept for the purpose 
A then puts a plate in the exposing apparatus, sets its end in front of the exposing 
slit, and marks a line parallel to the axis of ordinates across the plate by causing the 
light spot reflected by the galvanometer mirror to travel back and forth over its width 
several times. 

At a signal from B he starts the clock, and exposes the plate for a run of several 
minutes (but without letting any radiations fall on the bolometer strip) to give a 
record of the amount of local disturbance.^ When this record is closed at another 
signal from B, the plate is set back to its end and the light spot brought to its edge. 
A then, as quickly and at the same time as quietly as may be, throws the eccentric at 
the spectrometer (PI. X), thus putting the circle in gear.^ Returning to the galva- 
nometer room, after two or three minutes which are suffered to elapse that the 
disturbance of temperature about the bolometer may subside, at a signal from B, A 
starts the clock and exposes the plate, and at a second signal, after ten or fifteen 
seconds, drops the shutter from the path of the beam, thus exposing the bolometer. 

A's part is now done till the end of the run, an hour or other interval later 
according to the plate speed, except that it is wise, unless he be absolutely sure of the 
behavior of the apparatus, for him at some critical points in the curve to cautiously 
reenter the galvanometer room, and observing the spot of light from a distance in a 
mirror provided for the purpose, to see that it has not approached too near the edge 
of the plate. If such a state of affairs should be found, A adjusts the spot by 
turning the milled head at the east end of the galvanometer pier, as already described. 

B meanwhile takes care that the beam of the light from the siderostat is properly 
directed, observing for this purpose the auxiliary beam of Hght as it falls on the 
miiTor on the north end of the spectrometer chamber. He also. notes passing clouds 
or other unusual phenomena likely to disturb the curve. At the end of the time alloted 
to the holograph he again gives two signals to A, who closes the shutter and stops the 



' This very important indication of the amount of minute local disturbance, as compared with the deflections 
due to minor solar lines, was not introduced as a part of every holographic record until March, 1896. 

-A recent alteration of the driving clock, described in Chapter I of Part II, gives the observer entire control 
and exact knowledge of the position of the circle without leaving the galvanometer room. 
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clock. Another instrumental record curv^e of two or three minutes is taken, the plate 
is marked, and is then ready for developing. In holographs of the spectrum below fl 
it is usual to open the slit to about four times its first width while passing the absorp- 
tion band X, and again to twice this latter width at Y, so as to give suitable deflections 
in the regions of comparatively little energy. Observer B makes these changes and 
records the instant of their occurrence. 

The holographs are examined and graded as described in the note on page 30. 
Nos. 1, 2, etc., refer to the state of the sky, 1 being very unusual and indicating 
a cloudless dark- blue sky. Letters a, fc, etc., refer to instrumental conditions and are 
now chiefly concerned with accidental deflections in the record curves. In the 
earlier work "drift" played a very important part compared with what it does at 
present, but it is now practically negligible. 

2. METHODS OF IDENTIFICATION OF ABSORPTION LINES. 

It has already been remarked that the great difficulty of these later years of this 
research has lain in the unfavorable site in which it has been carried on, and in the 
consequent introduction of local disturbances which tend to be confused with those 
(caused by absorption in the solar and terrestrial atmosphere) which we are studying.^ 

If there were no such disturbances, the so-called battery record woUld be a smooth 
line, and the smallest inflection of this would denote a genuine case of solar or telluric 
absorption. Let there be, on the other hand, an extremely minute disturbance of this 
battery record (let us suppose, for instance, that an accidental deflection of a tenth of a 
millimeter is as likely to be found as not, but that this accidental deflection never 
exceeds a half millimeter); then it is equally clear that any deflections exceeding half 
a milHmeter are to be set down with confidence as **real." As a matter of fact, in 1896 
the battery record on any but unfavorable occasions had been brought, by the introduc- 
tion of the suspension of the galvanometer and other improvements, to a condition 
where the mean deflections were between one-tenth and two-tenths of a millimeter. 
With the present much more sensitive galvanometer they are somewhat larger, averag- 
ing about four-tenths of a millimeter. The magnitude of these accidental deflections, 
as has been explained, is registered on each plate at the commencement and end of 
each observation. 

There is a familiar empirical rule in use with the application of the doctrine 
of least squares, under which the computer feels authorized to treat any deviation of 
five times or more the amount of the probable accidental error as not due to chance. 
There is then at least a very strong presumption that where the average deviation due 



■ Possible distarbances from passing clouds are not here iu question. Visible clouds are recognized by the 
observer. Others, practically invisible, and which yet obstruct heat radiations, have been long ago referred to by 
the writer. The effect of these is to produce occasional dotlections of a somewhat greater magnitude than those of 
the battery, but which do not appear on every plate, nor, of course, in the same position. 
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to accident lies within one-tenth of a raiUimeter, a deviation exceeding five times that 
amount is not due to chance, and this would be the case if it were observed only on 
a single plate. When, however, we find this exceptional deviation repeated in the 
same position and magnitude on six or more plates, we are justified in considering 
that the presumption amounts to practical certitude and that the deflection is ''real," 
i, e., due to solar or telluric atmospheric disturbance. 

We will then, under the given conditions, decide as a practical rule that deflec- 
tions of five times the amplitude of the average accidental deflection, when identified 
in position and magnitude on several independent plates, are *'real." In pursuance of 
this rule, deflection of 1 millimeter occurring on the plates of 1896-97 and deflections 
of 2 millimeters occurring on those of 1897-98 are, when identified on several plates, 
to be treated as real without examination. Below this magnitude it must be evident 
that very many real ones exist and are identifiable, but these are placed in Class 
D, hereafter described. Of deflections falling below this limit we may, then, have all 
degrees of confidence as to their reality, from a practical certitude, in the case of 
those nearly as great as this and identified on numerous plates, to a condition of 
wholly suspended judgment as to those which are of the exact order of the accidental 
ones, and whose identification on numerous plates is uncertain or impossible. We are 
here concerned only with those which do not fall below this limit, and as to whose ^^reality^^ 
there is no question. 

It has already been stated that it was originally intended to automatically produce 
numerous line spectra corresponding to the holographic curves and then to combine 
these spectra into a final line spectrum, from which the false should be eliminated from 
the true by the well-known process of composite photography. It has been found that 
this procedure, when applied to the class of smaller deflections here described, demands 
so great a number of originals that from this' cause and other difficulties it can not be 
used with advantage as a criterion of the genuineness of these smallest deflections, 
though it is efficient for others. It was, in 1897, therefore, thought best to restrict its 
use to conveying to the eye an approximate idea of what the appearance of the infra- 
red prismatic spectrum would probably be could it be seen, and the results then 
attained were thus illustrated.^ The decision as to the reality of the lines is made to 
rest upon other evidence. 

The actaal application of the composite process is as follows : The carves under consideration, 
which, it will be remembered, consist of a dark line traced photographically on a transparent 
glass plate, are superposed with well-known corresi>onding deflections in alignment one under the 
other, and the observer selects and marks those which seem to him from their size and reappear- 
ance in the same position in the curves to be most certainly not due to accident. From this class 
of deflections, then, where magnitude, position, and verification on independent plates gives 
practical certitude of reality, the composite is to be composed. 



' Od account of the difficulty of the composite process a Unear speotrani has been drawu corresponding to the 
resnlts of 1898, but the composite of 1897 has been reproduced in PI. XIX. 
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CONVERSION OF BOLOMETKIO CURVES TO LINEAR SPECTRA. 

The curves obtained by the bolometer are in one important respect superior to ordinary 
spectra, since they show not only the position of light and dark lines, but also the amount of the 
absorption which produces them, and especially the relative intensity of heat energy at successive 
parts of the spectrum. 

The writer has desired, however, to present in addition, for the convenience of the reader 
linear spectra, especially if these could be obtained from the 
curves by some purely automatic process 5 partly to compare the 
holographic indications with those obtained from photographs 
of the visible spectrum; partly also because linear spectra lend 

themselves better than the curves to that process of composite a 

photography, by means of which (in theory at least) all accidental 
deviations due to tremors of the apparatus or like minor causes 
may be eliminated, while all real ones due to solar and telluric 
absorption may be preserved. 

The difficulty in producing these linear spectra is not a dif- 
ficulty due to the bolometric process, as might at first appear, so 5 
much as to the nature of the sjiecial region which we are study- 
ing, which is quite unlike the visible spectrum in being composed 
of great alterations, corresponding to wide regions of light alter- 
nating with wide regions of shade, while like detail is found in 
each region. 

The difficulty this introduoes is not wholly unlike that which ^ 

a photographer experiences who is called ujwn to photograph a 
tree or some similar object in the fullest sunlight. The tree pre- 
sents large masses in high light and large masses in deep shade, 
and on each of these masses are superposed innumerable minor 
details. If he adjusts his exposure for the high lights, he misses 

all details in the shadow; if he give a sufficiently long exposure d 

to discriminate details in the shadow, he "burns out" all those 
in the high lights. 

In a similar way, if he had to photograph such spectral 
regions as that about the H lines, where the energy is feeble and 
the light, even apart from physiological causes, is weak; if we 
had such essential dark regions not only in immediate juxtapo- 
sition to the most brilliant parts of the spectrum, but alternating ^ 
with them, we could not detect the minuter lines in these two 
juxtaposed regions without altering the conditions of light, as 
we are, indeed, accustomed to do even for the eye in the visible 
spectrum when passing from the brighter to the darker portion 
of it. 

Many methods which have been tried here to i)rocure the / 

linear spectrum directly from the galvanometer curves have been 
frustrated by an analogous difficulty. One method consists in 
"blacking-in" all of the plate below the photographic trace and 

then photographing this through a combination of a spherical no. n.— Photoieraphic producuon of 
and cylindrical lens,* which draws the blacked in portion out into ^^°® '^~^'* ^^'^ boiographs. 

regions of a greater or lesser shade, according to the linear depth of the blacked in portion, as is 
shown in the illustration, fig. 11 {b) and (c). 

In the original curve (a) the great elevations represent regions of the greatest heat, and the 
greatest depressions regions of the greatest cold, and if we fix our attention on these great 



^ The linear Rpectra thus produced have heen termed "cylindrics,'' but as the lens iutroduces a considerable 
distortion, it has been replaced in recent practice by a horizontal slit, to which no such objection applies. 
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regions only they can be adequately rendered as in (e) into bright and dark bands, respectively, 
but the detail is comparatively ill rendered without a special adjustment, which would in turn 
give a false presentation of the great masses of light and shade. 

The difficulty can not perhaps be entirely overcome, but it is otherwise met by fixing the 
attention primarily upon the smaller inflections of the curves. Thus, in (d) and {e) the same curve 
is shown with a treatment calculated to develop the minor inflections. The result is a linear 
spectrum where the lines appear, distinctly, but now the great absorption bands are no more 
adequately indicated than are regions of little energy in ordinary photographs of the visible 
spectrum. If we combine the two treatments, however, by superposing one of these plates upon 
the other, we get perhaps as good a result as is attainable, as is shown in (/), and it is by a 
similar process that the *^ composite^ linear spectrum given in PI. XIX is obtained. 

COMPARISON AND MEASUREMENT OF HOLOGRAPHS TO DISCRIMINATE 
AND FIX THE POSITION OF "REAL" INFLECTIONS. 

The composite process which has just been described is essentially a graphic one, 
and is not used as an independent method of detenninmg the reality of the lines. Let 
us next, then, consider the process which is employed for this latter important purpose. 
We have divided the inflections of the curves into two classes — ^in the first of which are 
those which are unquestionably real, and in the second those of which a large part are 
believed real, but of which a portion is in doubt. 

The first of these classes may be subdivided into three groups, which we may 
call (a), (fc), and (c), which are distinguished by the depth of the deflections in the 
curves, or, in other words, by the relative intensity of the absorption lines they 
represent. 

(a) In (a) appear a number of great deflections which correspond to absorption 
bands extending through whole minutes of arc of the observed regions in the spectrum, 
such as those designated here as ^, ifi, and the like. 

(6) A second series contains deflections of less magnitude, but still of such con- 
siderable importance as to have a depth of 5 mm. or over, and these constitute class b. 

(c) Class c contains deflections identified on all the plates, of a less depth than 
5 mm., but of more than five times the average depth of the accidental deflections. 
This lower limit has been set at 1 mm. for holographs of 1896-97, and 2 mm. for those 
of 1897-98. 

Within the three divisions, (a), (6), (c), are included those deflections whose 
'* reality" is from their magnitude obvious. While the visual resolving 2)ower of the 
prism is consistent with the definition of more than a thousand lines, the actual 
number under the enforced restrictions falling in this first great class of bolometrically 
determined ones is approximately but 300. 

Every line included in the tables given later is marked with the letter (a), (6), or 
(c), whose significance has already been explained, or with the letter (rf), which 
designates a class of deflections which are believed to be real on the evidence which 
follows, and which refers particularly to the detennination of this last class now in 
question. 
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The observer examines all the similar holographs and selects those which are 
by reason of the conditions of sky and of instrumental behavior most trustworthy, 
rejecting, for instance, as a rule, any in which the mean amplitude of accidental inflec- 
tions in the battery records exceeds one-fifth the lower limit of ampHtude in class c, 
as has just been described. These curves, to the number of at least six, but more 
usually twelve, he superposes with good light from beneath, and so that corresponding 
deflections are opposite. He then picks out the coincident deflections and numbers 
them in order, and divides them in the four classes a, 6, c, and d, which indicates to 
which division of the catagory already described they fall. In class rf, with which 
we are at the moment particularly concerned, belong all those which may be regarded 
fi'om their coincidence in position and appearance as apparently genuine, yet which 
are very minute. A subscript is often appended to the designation of deflections of 
class d to indicate on how many of the curves examined the deflections fail to appear. 

Having thus selected and classified the deflections he proceeds to measure their 
positions on each of a number of the best curves with the comparator. In this 
measurement ordinates are read to millimeters, but abscissae (corresponding to pris- 
matic deviations) to hundredths of millimeters to insure accuracy in the tenths place. 
Two independent series of measurements are made on each plate. In the comparison 
presented in the accompanying tables six similar curves were measured. 

Having completed the comparison and measurement the observer's results are 
reduced as follows: The measurement of abscissa corresponding with each deflection 
is subtracted from that corresponding to some sharp deflection agreed upon between 
the observers which appears on each plate and which is thus taken as a reference. 
The mean of these differences for the two observations on each plate is then taken. 
A temperature correction, determined as indicated in another place, is next applied 
(where necessary) to reduce the length of the plate to that for constant temperature. 
All these corrected means of separate plates are now brought together and reduced, 
throwing out such deflections as seem from the divergence of their measured positions 
to be accidental. The other observer having completed the same work independently, 
the mean results of all are now for the first time brought together and compared, as 
shown in Table 18, and doubtful deflections omitted. 

The reader will note that in the procedure just described there are furnished four 

checks on the '^reality" of deflections. These depend upon, first, magnitude; second, 

similarity of form; third, coincident position; fourth, the independent judgment of 

two observers. 

S. Doc. 20 9 
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Chapter V. 



LIMITATIONS OF THE RESEARCH-SOURCES OF ERROR NOW 

EXISTING. 

LIMITATIONS OF THE RESEARCH. 
1. VISUAL RESOLVING POWER OF THE PRISM. 

Lord Rayleigh, ^ in treating of the visual resolving power of prism spectroscopes, 
decides that we must consider a bright double line having equal components to be 
fairly resolved when the brightness midway between the two maxima of the image is 
about eight-tenths that of the maxima themselves. Under these circumstances he finds 
that the components will subtend an angle equal to that subtended by the wave-length 
of light at a distance equal to the horizontal aperture of the prism employed. 

Whether this definition can be adopted without modification for bolometric obser- 
vations will be considered a little later. Assuming its applicability, let us proceed to 
consider the resolving power of the great salt prism whose face is, allowing for defects 
in the edge of the prism, fully 1 20 mm. wide. 

The angle of incidence for minimum deviation at the A line is 50^ 8', and for the 
deviation of the the extreme part of the region studied about 49° 20'. The horizontal 
aperture is therefore equal to or exceeding 

120 cos 50O 8'=77™". 

For A, A = 0.00076"". 

For the lower limit investigated A =0.0063"", approximately. 

Calling ^0 the difierence in deviation of two lines as close as can be fairly 
resolved and a the horizontal aperture, 

a 

n (WW k7A 
Whence at A, J$ (400 200 = -^fj — = 2" nearly; 

0012 

at 1 .2ptj M (390 44') = -^jY — = 3" nearly ; 

and at 5.3//, M (3«o ^.) = -^^^ — = 14" nearly; 



> Lord Rayleigh, London, Edinburgh and Dublin Philosophical Magazine, fifth series, Vol. VIII, p. 266, 1879. 
76 
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I£ we consider the deviation curve of rock salt to be made up of two straight lines 
within the region under consideration, extending 

from ^ =.-. 40O 20',A. =0.00076 
to ^ = 390 44',A. =0.0012 
and from 6 = 39^ 44',\ = 0.0012 
to i9 = 38o38',A. =0.0053 

respectively, and that the mean resolution in these regions is 2.5" and 8.5", respectively, 
we have the number of lines which might, if they existed, be distinguished within the 
whole region as approximately 1300, of which about 450 would be found in the lower 
oi the two divisions, which is not as yet mapped photographically. 

The great glass prism has been employed for auxiliary investigation in the ragion 
between 0.76// and 1.8// on account of its greater dispersion. Having equal resolution, 
it might be expected to discover in this region nearly twice as many lines as the salt 
prism on account of its great dispersion. 

Let us now pass from the question of resolution thus considered to other causes of 
imperfect definition. 

2. SLIT WIDTH. 

It has been found necessary, under the most favorable circumstances yet secured, 
to use a slit image of about 1.2'' angular width together with a bolometer subtending 
1.2'' in the region from A (© = 40^ 20', A = 0.76//) to X (e=39^ 20', A = 2.5//) in order 
to obtain suitable deflections of the galvanometer. From this point to Y (A zz 4.3//) a 
slit width of about 3.6" has been employed together with a bolometer subtending 3.4", 
and beyond this wave-length a slit width of 9" was used with the same bolometer. 

3. COLLIMATION. 

At the time I commenced this research in Allegheny the theory of the collimator 
appears not to have been universally understood. At any rate, rather by practice 
and experiment than by any aid through . theory, I worked out a system (then I 
believe novel, though to-day common) whose merit lay partly in its simplicity. If, 
for instance, a solar image was needed of 3 inches in diameter, I preferred to obtain 
it by using a lens of so long focus that this diameter would be directly given there, 
and not by the magnification of the image of a short-focus lens. 

Applying this system to the collimation of the spectrobolometer, I have never 
made use of a condensing mirror or lens before the slit in solar work, for it can be 
shown that there is no real gain of energy resulting from their employment here. 
My practice has been to use a colHmator of such long focus that the prism or grating 
was entirely covered by the natural divergence of the solar beam. Thus linearly a 
comparatively wide slit may be used for a required small angular aperture, and losses 
of light by diffraction, always attending the use of narrow slits, are avoided. At 
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present this practice of using a long collimator is carried here to an unusual degree in 
the employment of the equivalent focal length of 79 meters. 

The utility of this simple system was not so generally recognized twenty years 
ago, when the writer first began to employ it, as it has now become. 

Character of the Beam op Light from the Sut. 

In treating of the coUimation of the beam care has always been exercised to speak 
of its horizontal section. Owing to the very sensible height of the slit, it acts only as 
a diaphragm in its vertical plane, and the sun is the practical source, not the slit, in 
this plane. Thus the collimated beam, though approximately parallel in the vertical 
plane, since the cylindrical mirrors have their elements vertical and do not aflPect the 
divergence of the rays, yet diverges at the angle of 30', corresponding with the angular 
aperture of the sun. Wheii spherical collimating mirrors were employed, the beam 
was caused to converge rapidly in the vertical plane. However, experiments have not 
indicated that these defects in coUimation are prejudicial. 

It is here, perhaps, more appropriated than elsewhere to discass the effect of dispensing with 
coUimation in the horizontal plane, a condition of affairs which existed in fact at the observatory 
for some time. Let ns in the discussion suppose the optical system then in use (1895), in which the 
distance from slit to prism was 10 meters and width of slit image at the bolometer was about 
one-third that of the slit. 

Discussion ok the Use of an Uncolumated Beam. 

This subject has been treated by Lord Rayleigh/ who shows that on account of the longitu- 
dinal aberration of prisms, a diverging beam emanating from a slit of infinitely small width will, 
after passing through a prism with the central ray of the beam incident at the angle cp of minimum 
deviation, appear to come from a band of width dv • d<p, where 6v is the longitudinal aberration of 
the extreme ray, making the angle of incidence qiJ^dq). Consequently a bright image of the slit 

f" 
at the bolometer strip would be widened by an amount (dt? . 6(p) -j, where/' and/" are the distances 

from this virtual focus to the concave mirror and from the bolometer to the concave mirror, 
respectively. 

A formula for the virtual focal length of the pnsm has been derived at this observatory' which 
has been carried to a closer degree of approximation than that of Lord Eayleigh, and is as follows : 

., I ^ cos^ (D ( ^ /' tan <p' cos q) \ I /cos gj sin gj tan (»' cos^ (p\\jt 

where v and u are the distances from the virtual focus to the center of the second face of the prism, 

and from the slit to the center of the first face of the prism, <p and cp' the angles of incident and 

refraction of the central ray, Sq} as already given, I the thickness of the prism traversed by the 

central ray, and fi the index of refraction. 

( ^ /' tan oj' cos a) \ I / cos w sin w tanoj'cos^ <p\) ^ 
6v^\2 (tan ^ - -y- --^^, )+^-^J^—^^^, _^ _^ J j tf^, 

substituting the values 

n = 1,000 cm. (p = oOo 12' 20" /< = 1.637. 

I = 6.5 cm. (p* == 30O 0' 0" Sep = 12' 3". 
we have 

6v = 6.5 cm. [6v .6<p) = 0.23 mm. 

> Lord Rayleigh, London, Edinburgh, and Dublin Phllosophioal Magazine, fifth series, Vol. IX, p. 44, 1880. 
^C. G. Abbot and F. £. Fowle, jr., American Journal of Science, fourth seriea, Vol. II, p. 255, 1896. 
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f" 

V is nearly equal to ti, and jr ib about one-third. Hence the widening of a bright image of 

the slit at the bolometer is about 0.08 mm. The angular value of this width was o^' ^^ iiearly 
4". Such a broadening is of course now inadmissible. 

Some loss of definition for holographic purposes might be expected in introduciiig collimation, 
dae, first, to the removal of the image-forming mirror to the clock pier, which is less free from 
motion than the spectrometer pier; and second, to the increased number of mirrors liable to 
disturbance. The extent of this disturbance has been measured and will shortly be considered. 

The effect of vibration might be largely avoided by using a salt lens instead of the mirrors for 
coUimation, but here we fall into other difficulties. The first consideration in this connection is 
the great change of focus which would occur in passing through the region from the visible red to 
the limit of the invisible spectrum here investigated. 

Supposing a double convex spherical lens of rock salt with similar surfaces of 9 meters radii 
of curvature, and calculating the principal focal length, /, for indices of refraction, 1.536 and 
1.516, nearly corresponding to those at wave-lengths 0.80/^ and 5.3/i, respectively, we have: 

/= 8.721 meters. 
{X = 0.80//) 
^ = 8.396 meters. 

^(A.=:5.3/i) 

Thus the difference in focal length for this interval is 325 mm., and if the image-forming 
concave mirror have a focal length of 4.7 meters, the change of focus which is thus occasioned 
at the bolometer is about 180 mm. This, it is true, can be provided for by an automatic move- 
ment of the lens, but since added to this difficulty is the further drawback involved in the 
liability of the surface of the lens to become fogged, it has been determined to adopt mirrors 
for coUimation. 

It may be thought that a single mirror could be used as a collimator with a suitable readjust- 
ment of the apparatus if the definition is seriously impaired by the use of two. Before considering 
this proposition it will be desirable to speak of another matter having a bearing upon it. 

Diffraction. 

It may be recalled that in photography, where the exposure may be long and 
the effect is cumulative, a very narrow slit may be used in spite of loss of energy by 
diflfiraction; yet we can not afford to neglect this loss where, as in the use of the 
bolometer, no cumulative effect is possible, and hence an examination of its amount 
becomes necessary. 

In the work of 1896-97,. when spherical coUimating mirrors were employed, it 
became possible to use in the part of the spectrum of wave-length less than 2>u an 
angular width of slit image of about 4'', (corresponding to a linear width of slit of 
0.16 mm.), and an angular width of bolometer strip of 3.4", both as seen from the 
image-forming mirror. With the linear width of slit just mentioned the effect of 
diffraction in reducing the intensity of the beam begins to be noticeable, and experi- 
ments have been made to determine how fast the intensity falls off from this cause 
with decreasing slit width. 

For this purpose the circle was set so that the portion of spectrum falling on the 
bolometer strip was in the region of maximum intensity just above /i. One observer 
read the galvanometer deflection while another recorded the readings and at the same 
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time the corresponding width of slit, which he varied. In the accompanying figur ) 
these results are plotted, together w^ith a straight line showing the deflections which 
would have been observed if they had been throughout proportional to the slit width. 




0.20 0.30 

Fio. 12.— Loss of energy by diffhiction with narrow slit widths. 



0.50 



Two series of measurements were made upon a very clear day and appear in the 
table. Another series in the main substantiated the result of these, but having been 
made on a day when the sky was rapidly growing worse it is not here given. 
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Table 4, — Observations on Diffraction. 
[Date, January 23, 1897. Observers — at slit, F. E. F. ; at galvanometer, C. G. A. ] 



Series I. 


Series H. 

. 1 


Width of 

slit. 

mm. 


Xamberof the 
observation. 


Galvanometer 
defleotiou. 


! Width of 
sUt. 


Nnmberofthe 
observatiou. 


1 
Galvanonieter 
defleciiou. 




mm. 


1 

tnm. 




mm. 


0.30 


1,20 


290,290 


0.30 


1,32 


310,300 


.25 


2 


230 


.25 


2 


250 


.20 


3 


173 


.20 


3 


178 


.17 


4 


137 


.17 


4 


130 


.15 


5 


111 , 


.15 


5 


108 


.14 


7,18 


87,84 


.14 


8,38 


94,92 


.13 


6,20 


88,83 


.13 


6,37 


94,85 


.12 


8,19 


77,75 


.12 


9 


75 


.11 


9 


65 


.11 


7 


64 


.10 


11,22 


44,32 


.10 


10, 31, 36 


56,46,S8 


.09 


10,23 


44,32 


.09 


12,27,35 


45, 32, 32 


.08 


13 


28 


.08 


13,29,34 


37,26,26 


.07 


12 


27 


.07 


14,28,33 


26,26,25 


.06 


14 


19 


.06 


15 


18 


.05 


15 


13 


.05 


22 


12 


.04 


16 


7 


.04 


23 


7 


.03 


17 


2.5 


1 .03 


24 


2.5 


.02 


21 


1.5 


.02 


25 





.01 


24 





.01 


26 





.00 


27, 





.135 


11,39 


92,88 


.50 


25 


490 


.125 


16,40 


65,83 








.115 


17 


75 








.105 


18 


62 








.095 


19 


50 








.085 


19 


40 








.075 


21 


30 








.065 


30 


19 



Remarks. — The second column gives the order in which the observations were 
taken. Circle reading at point of observation, 160^ 30' 10". Circle reading on A line, 
160° 6' 25", whence the distance from A in angular deviation in the spectrum was 
47' 30" corresponding to wave length of about 1.8)U. 

It will be seen by inspection of the plot that the effects of diffraction first became 
noticeable with a slit width of 0.20 mm., and become important at a width somewhat 
less than that which it is customary to use, namely, 0.15 mm.^ 



' Two discontinnons places in the observations are found at slit widths abont 0.09 mm. and 0.13 mm., re8i>ec- 
tively. It was thought that these might have been dne to diffraction bands within the usefnl space on the first 
mirror. If, however, we supply in the formula for the distance (x) of the diffraction band from the center of the 
beam 
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The principal result of these experiments on the loss of energy by diffraction 
may be stated to be that at a slit width somewhat less than in use (0.15 mm.) these 
effects would become very considerable, so that the decrease in the width of the sUt 
could no longer be proportional to the increase in sensitiveness which would render 
such decrease possible. 

Best form op Collimation. 

It became then of interest to inquire whether by another arrangement of coUi- 
mating apparatus the slit might be kept at a width no less than then employed, i. e., 
0.15 mm., while its image should be suitably decreased in angular magnitude, and 
thus this loss by diffraction advantageously avoided. A little consideration will show 
that if a spherical mirror system be used for collimation which shall for the same 
angular width of slit image increase the linear width of the slit n times, the section of 
the beam after collimation will be n^ times as great. If in the first case the entire 

available prism face be used, in the second case the fraction — ^^^ of the beam will 

be lost, so that loss by diffraction by using a narrower slit with the first system 
might often be less. If we suppose, however, that cylindrical instead of spher- 
ical mirrors be employed, so that the beam is made parallel in horizontal section, 
but not altered in its vertical section, evidently the increase in the section of the 
beam becomes simply proportional to w, and the linear width of the slit may be 
increased so far as desirable. This arrangement should, however, be subject to the 
condition that the total travel of the beam oefore reaching the prism be not so great 
that the natural divergence of tlie solar beam shall cause its height to be in excess of 
that of the prism, a condition easily fulfilled if two mirrors are employed for collima- 
tion. Two cylindric mirrors (by Brashear) obtained in accordance with this plan 
have been found excellent in definition and answering every expectation in regard to 
their performance.^ 

4. BOLOMETRIC RESOLUTION. 

It remains to see, in view of the facts already set forth, if we can place a limit 
to the ultimate capacity of the bolometric method of spectrum analysis. 

the data a =13,000 mm., » =0.13 mm., A = 0.0018 mm., corresponding, respectively, to the distance from mirror to slit, 
to the width of slit, and to the wave-length of the radiation, we have 

a: = 180 mm., 

showing that the first dark band is at a very considerable distance farther from the center of the mirror than the 
boundary of the space in question. It will be observed that the earlier observations of the second series do not 
exhibit the irregularity under consideration. These, however, were taken with the beam somewhat farther than 
usual to the east side of the mirror. The too rapid motion of the siderostat had carried the beam to its usual posi- 
tion when the other observations at the same slit widths were made. 

' Single mirror collimation. — Considering the collimation by single mirror proposed on page 79, the focal length 
of such a mirror to replace the present pair would be over 60 meters, and of course would be out of the question. 
Under circumstances when such a small angular width of slit as that now used is not desirable, single mirror 
collimation would recommend itself in several ways. 
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According to the definition of resolution by Lord Rayleigh/ a bright double 
image, having equal components, may be considered to be fairly resolved visually 
(i. e., recognized as double by the eye) when the brightness midway between the two 
positions of maximum brightness is not greater than eight-tenths the brightness at 
these maxima. We make no question as to the limit imposed by this criterion in 
visual observations, but though it may seem almost self-evident that instrumental 
resolution must be determined by instrumental rather than physiological conditions, it 
will not be superfluous to point out more particularly that Lord Rayleigh's criterion 
is not applicable to the bolometer without modification. 

(1) It must first of all be observed that though the eye is highly sensitive to dis- 
tinguish lights of feeble intensity, yet it is less apt than the bolometer to recognize 
slight variations of intensity. For the indications of the bolometric apparatus are 
strictly proportional to the varying amounts of heat from the source of energy which 
fall upon the exposed bolometer strip, whereas, according to Lord Rayleigh, the eye 
fails to recognize a difference with certainty (in the particular case we are now discus- 
sing) unless the difference amoimts to two-tenths the whole intensity. 




Bolographio resolving power. 

(2) We may now consider two cases : 

(a) If there be no noticeable accidental deflections, such a bright double image 
as described may be considered to be fairly resolved bolographically when a holograph 
of the image under consideration consists of two maxima, between which there is a 
visible minimum. 

(6) If there be small accidental deflections, as shown by the battery record, the 
double image may be considered resolved when the depression between the two maxima 
in the holograph of the bright image exceeds in depth any deflection we may expect 
in the battery record. Such a deflection we have already decided (see page 72) must 
be at least five times as deep as the average of those in the battery record. Fig. 13 
(a) shows a holograph of such an image. At A is a deflection of more than five times 
the average magnitude of the deflections in the battery record shown at B. 

> Philosophical Magazine, fifth series, 8, 1879, p. 266. 
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(3) From (I) it follows that if a given instrumental equipment produce a curve 
similar to fig. 13 (a) then a galvanometer n times as sensitive will record ordinates 
always n times as great as in fig. 13 (a), whence the depression observed in the curve 
will then be n times as deep. If meanwhile the battery record remains equally as 
good as at first, the limit of resolution will, according to (26), have been increased. 

(4) Conversely, if without change of sensitiveness the battery record should be 

improved so that the average depth of the accidental deflections becomes - as great as 
before, the limit of resolution would be increased. 

(5) Suppose, now, that the curve of intensity of energy in the bright image were 
a, 6, c, rf, e, fig. 13 (6), if the image were produced under optically perfect conditions, 
but that in practice, owing to imperfect optical arrangements, the real distribution of 
energy in the image is represented by the curve a, 6, fy d, e, in which the minimum is 
less pronounced. Suppose, further, that owing to the width of the bolometer strip the 
actual holograph is represented by a, &, g, rf, e, in which the minimum is still less 
pronounced. It is clear that whatever instrumental changes tend to make the two 
latter curves more like the first will increase the effective holographic "resolution." 

(6) In view of the preceding, it is theoretically possible that holographic '^resolu- 
tion" may exceed the visual.^ For while a difference of brightness of one one-hun- 
dredth between the positions of maximum and minimum brightness would not suffice, 
according to Lord Rayleigh's definition, for visual resolution, yet, by the expedients 
mentioned in (3), (4), and (5), this small difference might be made sufficient for holo- 
graphic resolution as defined in (26). Nevertheless, the inference by no means follows 
that the resolving power would then be ^i (i. e. 20) times as great ; for it can be shown, by 
superposing two theoretical intensity curves corresponding to two bright lines, that when 
the lines are so close as to subtend no more than eight-tenths the angle subtended by 
one wave-length at a distance equal to the horizontal aperture of the optical apparatus 
considered there is absolutely no minimum, and resolution is impossible. Thus the 
holographic resolution can not exceed the visual by more than about 25 per cent 

It appears, then, that the limit of resolution fixed in the investigation by Lord 
Rayleigh depends upon a physiological property of the eye, and requires modification 
in its application to investigation by the bolometer. It appears further that the limit 
possible to be reached by the bolometric method of spectrum analysis is a question of 
the useful working sensitiveness of the recording apparatus which it may be possible to 
attain; but under ideally perfect conditions the holographic resolution can not exceed 

' It is iuteresting to note that in the table giving the results of this investigation there are instances where lines 
are found somewhat nearer than Lord Rayleigh's visible resolution limit would allow. These lines can in some 
instances be compared with those in Higgs's photographs with results strikingly in confirmation of their existence 
with the relative intensities found in the holographs. In other oases holographs with the glass prism substantiate 
the close lines discovered with the salt prism. 
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the visual by more than 25 per cent. The results obtained by a comparison of holo- 
graphs lead to the belief that we have in practice slightly exceeded the maximum 
visual resolution. 

SOURCES OF ERROR. 

From this discussion of limitations let us turn to a quantitive consideration of the 
actual sources of error and confusion now existing. 

It will readily be seen that in order to obtain satisfactory results by the method of 
comparison already discussed it is necessary to produce curves which are exactly 
similar under like conditions, so that corresponding deflections shall lie opposite or 
over one another in the curves compared. It is necessary, in other words, that there 
shall be the least possible variation in the positions of genuine absorption deflections. 
The capacity of accurate determination of the position of the bolometer may be con- 
sidered apart from its sensitiveness, and has led to very great attention being paid to 
the determination of the errors of position still likely to occur. 

About the year 1895 it was decided to attempt to obtain improved instrumental 
conditions which should insure that curves having a length of 60 cm. should be free 
from any probable error of position of a magnitude greater than one-tenth of a mil- 
limeter, a quantity corresponding (under the usual speed ratio) to about six-tenths of 
a second of arc in the spectrum, as measured on the spectrometer circle. It may be 
said in anticipation that after a long struggle with instrumental difficulties these con- 
ditions have been so nearly reached and so high a degree of accuracy has been attained 
that the relative deviation of many of the infra-red absorption lines measured from 
A is known to at least the same order of accuracy that the deviation of any line in the 
visible spectrum is known. 

In the remarks just made the method here followed is considered as a method of 
precision depending on instrumental conditions, but these instrumental conditions are 
themselves intimately connected with those arising from the site in which the instru- 
ments are installed, and it has already been more than once remarked that the greatest 
difficulty — a difficulty which at one time appeared wholly insurmountable — has 
arisen from the tremors set up by the traffic of the streets of the city in which the 
observatory building, designed at first for a temporary use, is still unfortunately 
situated. 

It has been, then, an object of the utmost solicitude to reduce the accidental 
deflections, i. e., such as are shown by the *^ battery record," and the subsequent 
discussion will show how nearly they have been actually eliminated. 

For this purpose I group the sources of error into six principal headings, des- 
ignating each by a large roman numeral, while classifying the minor sources of error 
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under each of the respective lieads by arable subscripts. The general divisions are as 
follows: 

I. Sources of error in the optical apparatus. 

II. Sources of error which introduce accidental deflections in the record curves. 

III. Sources of error from imperfect mechanism. 

IV. Sources of error in preparing linear photographs. 
Y. Sources of error in comparator measurements. 

VI. Sources of error inherent in the bolographic method. 

I.— SOURCES OF ERROR IN THE OPTICAL APPARATUS. 
1. Apparent Displacements of the Slit. 

(a) From refraction by air strata of varying density. 

(6) From jarring or shifting of the apparatus. 

In order to measure the disturbances from these sources a micrometer eyepiece 
was placed on the bolometer support instead of the bolometer, and visual observations 
of the slit image were conducted on several occasions. While it can not always be 
decided with certainty whether momentary displacements belong to the types (a) or 
(6), yet the importance of those of type (a) can be estimated by observing whether 
the slit image appears frequently to be made crooked, which could hardly be caused 
by shaking of the apparatus. In 1896-97, when the slit was outside the observatory, 
there was in this respect much difference in favor of the warmer months, when the 
temperature within and without the observatory is nearly the same, and in favor of 
still days, when gusts of wind do not force theirway through the joints of the double- 
walled tube through wliich the light entered the observ^atory. On the most favorable 
days it could not be observ^ed that such distortion of the image occurred. Observa- 
tiofis of December, 1896, and January, 1897, showed, however, that on cold, windy 
days displacements from air currents of three-tenths to four-tenths of a millimeter at 
the bolometer, corresponding to 8" to 12" arc of spectrum, sometimes occurred. On 
still days, even the coldest, these displacements were much less and not to be distin- 
guished from those due to shaking of the apparatus. Since the slit has been within 
the observatory — that is, since December, 1897 — no displacements of type (a) have 
been observed. 

Displacements of type (b) are much augmented by wind, but on still days are 
mainly caused by the passage of vehicles over the asphalt pavement near the observa- 
tory. Such passages caused, in 1896-97, rapid ^dbrations of the slit image, having an 
amplitude in aggravated cases of ten seconds of arc, and usually as great as two or 
three seconds. As the travel in question is very frequent, thu*ty passages an hour 
being not unusual, and as the distm-bance lasts from a quarter to a full minute, accord- 
ing to the speed of the vehicle, the obstacle wliich was thus presented to the work 
may be understood. Fortunately, the displacements of type (b) have latterly been 



Digitized by 



Google 



ANNALS OF ASTROPHYSICAL OBSERVATORY, 



87 



much reduced on account of some improvements in the mirror mountings. They now 
seldom exceed V\ and average about 0.4". 

The effect on the slit image of air tremors and ground vibrations may be stated 
as follows: In the year 1896-97, on still days during the colder months (which were 
the only days then available for obtaining holographs of high grade, as will be shown 
later), the spectrum by reason largely of passing vehicles was in a state of vibration 
averaging an amplitude of 1.5" of arc during intermittent intervals amounting to half 
the whole time, while during the remainder of the time the average amplitude was 
about 0.5". In 1897-98 these displacements seldom exceeded 1", and averaged 0.4" 
This state of things causes frequent obliteration of small deflections, but merely 
broadens without in general changing the position of those deflections still remaining. 

Periodical shifting of the position of the slit image has been observed. Several 
series of measurements have been made with a micrometer eyepiece in place of the 
bolometer, which have shown that shifting is now chiefly caused by temperature 
changes in supports of the optical apparatus. In the following table is given the gen- 
eral results of some measurements of the shifting: 

Tablk 5. — Sloto movements of the slit image. 



Date of obser- 
vatioD. 


■ 
Kemarkfi relative to apparatus. 


Time observ 


sd. 
id. 


Temperature of 

spectrometer 

chamber. 


Total an- 
gular dis- 
place- 
ment of 

slit 
image. 


Average 
angular 
displace- 
ment for 
V> rise of 
tempera- 
ture. 


Begin- 
ning. 


Ei 


^t^*"*-' End. 
ning. 1 ^°**- 


j May 6.1896 


Eyepiece micronometor on bolometer stand 


A. 


m. 


h. 


m. 


o 


// 


// 




and prism and plane mirror removed 


9 


S7 


12 


22 


20.0 


22.1 


'—22 


—10 




Mirror, slit, and bolometer stand monnted as, 
described on nasre 80..... 


12 


37 


4 


30 


22.1 1 23.1 


+ 6 


+ « 


\ Kay 26,1896 


As on May e 


9 


39 


1 


47 


21.0 i 23.8 


«— 50 


—18 


July 2,1896 


As on May 6, except that concave mirror and 
micrometer eyepiece were now mounted on 










1 








metal entirely instead of part wood 


10 


8 


3 


15 


24.0 ' 26.8 


—0.6 


— 0.2 


Aug. 26. 189C 


CoUiroated beam by introduction of two 




















spherical mirrors. Otherwise as on July 2. 


9 


45 


3 


80 


23.1 


27.0 


+8.5 


+ 2.2 


Dec. 28,1896 


Arrangement described on page 98, differs 
from that of Aug. 26, in that the prism 
mirror and another plane mirror parallel 
to it on the same metal mounting are intro- 












. 








duced , 


10 
9 


30 


12 
3 



10 


19.2 
20.0 


19.1 
22.4 


— 1.2 
-M5.8 


+12.0 
+ 6.4 


Dec. 29,1896 
Dec. 30,1896 
Jan. 6, 1897 
Mar. 10,1807 
Mar. 28, 1898 


As on Dec. 23 


As on Dec. 23 


1 





3 


?0 


22.4 


22.5 


+ 1.2 


+12.0 


As on Dec. 23, 1890 


10 


30 


3 


10 


17.0 


21.0 


+24.6 


+ 6.1 


As on Aug. 26, 1896 


9 


.')f> 


1? 


6 


20.9 


21.4 


+ 8.5 


+ 17.0 


Arrangement described on page 44. Slit 
















1 




moved inside observatory. Twocylindric 




















collimatin g mirrors 


10 


48 


3 


36 


21.4 


21.2 


0,0 


0.0 



1 A i>o8itive sign before an angular displacement indicates that the motion of the beam with rising temperature is 
in the direction to increase the apparent deviation of the prism. 

'Readings taken during the time intervals, but not included iu the table, show that in all cases the temperature 
change and the position change were both continuous iu one direction during the entire interval as given by the table. 

By inspection of the table it will be seen that the substitution of metal for wood 
in the mirror support and bolometer stand practically eliminated the shifting of the 
beam with the uncoUimated arrangement in use prior to August, 1896. 
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Tfie Hilfuduetiutt of the two collimatiug mircora iu. Attgiiat^ 1&96^ aad tW move- 
ment of the image-forming mirror in the clock pier introduced the shifting anew, but 
always in the contrary direction to that which, as we shall later see, is produced by 
a change of temperature in the prism. The mirror shifting was not constant with this 
arrangement of apparatus, or else the temperature conditions at the mirror supports 
were not known accurately enough to determine a constant, but the motion was 
roughly 10'' of arc at the bolometer for 1^ rise of temperature in the spectrometer 
chamber. 

With the apparatus in use in 1897-98 no shifting was observed! 

2. Imperfect Adjustments for Minimum Deviation. 

(a) As affecting the lengths of curves. 

(b) As affecting deviation measurements made as described on page 67. 

(a) Having given a parallel beam, it is required to know how great a departure 
fi*om minimum deviation is allowable in the adjustments, in order that the difference in 
deviation between two points 60' apart in the infra-red spectrum shall not be varied 
fi-om this cause by more than 0.6" of arc. 

From the data appropriate to the beginning and end of a 60 cm. holograph 
starting near A and proceeding 60' of deviation into the infra-red, the following table 
has been calculated by the general formula for the angle of deviation 9 as expressed 
in terms of the angle of incidence t, refi*acting angle of prism or, and refractive index n. 

6 = i + a-}- sin""^ n sin( a — sin""^ < ~ [ ) 

The first values of ti and i^ in the table are thode for minimum deviation, and 
other values are as follows: 

a = 60^ 0' 0.000" 



log Wi = 0.865865969 



log ^2 = 0.1834014166 



Table 6. — Error from imperfect adjustment for minimum deviation. 
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40 24 40. 000 


0.0 


0,0 


\ 49 42 20 


39 24 40.000 


0.0 


0.0 


0.0 


17 


40.402 


5 


.402 


I *^ 


40.390 


5 


.890 


.012 


22 


41.606 


10 


1.606 


52 


41.560 


10 


1.560 


.046 


27 


43.600 


15 


3.609 


57 


43.507 


15 


8.507 


.102 


82 


46.408 


20 


6.408 


50 2 20 


46.228 


20 


6.228 


.180 


37 


50.000 


25 


10.000 


7 


49.720 


25 


9.720 


.280 


42 


54.383 


30 


14.382 


12 


53.P80 


30 


13.980 


.402 


47 


59.551 


35 


19. 551 


17 


59.005 


35 


19.005 


.546 


52 


40 25 5. 504 


40 


25.504 


22 


89 25 4.792 


40 


24.792 


.712 


57 


12.238 


45 


82.238 


27 


11.338 


45 


31.338 


.900 


51 2 20 


19.750 


50 


39.750 


32 


18.640 


50 


88.640 


1.110 


7 


28.037 


55 


48.037 


37 


26.695 


55 


46.695 


1.342 


12 


37.096 


60 


57.096 


42 


35.600 


60 


55.500 


1.506 
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From an inspection of the table it appeal's that for a position of the prism in 
which the angle of incidence is 36' greater than that required for mininmm deviation, 
the angle of deviation for the index of refraction % has increased by- 0.6" more than 
the angle of deviation for the index ^h and that a 60 cm. holograph would therefore 
be increased in length 0.1 mm. It also appears iJtat an inaccuracy of about T in 
the adjustment for minimum deviation would produce V actual increase in the devia- 
tion. While no similar calculation liat been made for decreasing angles of incidence, 
it may be safely assumed that the increase of deviation with decreasing incidence 
follows for some distance a sufficiently similar curve, so that if the minumum deviation 
adjustment of the prism be made with less than 5' inaccuracy, the deviation will 
be sufficiently near a minimum for purposes both of direct measurement and of 
bolographic extrapolation. 

On several occasions a test of the acenracy of the theodolite method of adjusting the prism 
has been made as follows: Having first adjusted the prism mirror vertical and leveled the beam 
as described in the footnote on page 66^ the prism mirror was thrown out of adjustment and 
again made vertical with the theodolite. The mirror was now caused to reflect back as described 
in the footnote on page 60 an image of the horizontal slit: In no case was the image fonnd more 
than 2 mm. from the slit, showing a maximum error of a single theodolite setting of -2oub^=20". 
Thus it will be seen that the prism face may be easily be set to within V of the proper angle with 
the theodolite as described on page 67, so that errors in the length of holographs thns far con- 
sidered are absolutely negligible. 

In what has been said we have supposed the beam incident at the prism to 
be perfectly parallel and the prism faces perfectly flat, so that all the light of a 
given wave-length continued to be parallel after passing the prism. Neither of these 
conditions was exactly fulfilled in practice, for the beam was slightly divergent before 
it reached the prism, and was still more so after it emerged from it, owing to the 
concavity of the prism faces. The eff*ect of these imperfections is discussed in the 
small type which follows, but the general result found is that no appreciable error 
is introduced in the length of the curves, provided they are considered as correspond- 
ing to the prism angle measured at the middle of the prism faces; and it is shown 
that the prism angle actually used in the reduction of the bolographs was sufficiently 
close to this, so that the maximum error was less than 0.5" of arc. 

The effect of concave prism faces and divergent beam on the length of bolographs. 

After all the bolographs of 1897-98 had been compared, measured, and nearly rednced, 
attention was drawn to this matter by the difficnlty experienced in measuring angles and absolute 
deviations. As will be shown a little later, very great care is essential to prevent error in these 
measurements on account of imperfect collimation and the invariable concavity of rock-salt prism 
faces intended to be flat. It appeared worth investigating whether these same canses did not 
produce appreciable inaccuracy in the reduction of the bolographic observations. It was known 
that the beam incident on the prism had been divergent when the bolographs were taken, for the 
focal length of the concave cyliodric mirror used for collimation is sach that there was not quite 
distance enough available in the spectrometer chamber to secure exact collimation and it had not 
been supposed necessary to correct this. But the most serious question was this : If the prism is so 
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concave that its angle at the edge may be 30'' or more less than its angle near the back, what are 
we to assame as the proper angle to use in reducing the measurements f 

As the analysis and numerical solution of the problem would occupy considerable space, and 
as the results would not be of general usefulness, it will be sufficient merely to give here an out- 
line of the method of investigation and its general tesult. 

It was assumed (1) that the beam incident upon the prism came firom a virtual slit at a dis- 
tance u = 20,000 cm. (somewhat exaggerating the actual state of things in 1898) ; (2) that the prism 
faces were of circular concave curvature, so that in a central section the angle at the middle of the 
faces was a mean between those at the edge and at the back, and (3) that the curvature was such 
that after passing the prism the rays came from a virtual slit at a distance u^ = 10,000 cm. 

This was a very large estimate for the curvature, and corresiK)nds, indeed, to a difference of 
angle between edge and back of more than a whole minute of arc. It was further assumed that the 
bolometer track did not point directly at the image-forming mirror, but made an angle with this 
direction y = 100'. This condition of afiairs would be such that if a given spectral line, as A, were 
in the field in focus upon the bolometer strip, a movement of the bolometer either backward or 
forward would not only destroy the focus, but would cause the line to go out of the field, instead 
of remaining on the bolometer strip as long as the imperfect focus admitted of seeing the line. 
The assumption / = 100' is clearly far too great. 

The salt prism, image-forming mirror, and bolometer assumed were those used in 1898. It 
was shown that the ray central in the incident beam would be within 0.02" of central in the slit 
image of a given wave-length at the bolometer. As the bolometer is more than 1" wide, evidently 
no appreciable error is introduced in assuming that when this ray falls upon its center the bolom- 
eter is central in the slit image, and we need consider only the ray incident at the center of the 
prism face in the analysis of the problem. 

If in the absence of the prism the image of the slit falls in focus upon the bolometer strip, 
then, m order to cause the A line to fall in focus upon the bolometer strip after the insertion of 
the prism, the bolometer must be moved backward on'its track and the central ray of the incident 
beam must be at an angle of incidence t\ + dij, slightly greater than that, t\, corresponding to min- 
imum deviation. The small angle of dp^ through which the prism must be turned from a position 
where the incidence is ij, to that where the incidence is i^ + dij^j and the A line falls upon the 
bolometer, was determined, as was also the corresponding angle ^i>(A-ioo ;? corresponding to the 
same conditions for radiations of 100' less deviation than A, which are at the extreme distance 
where absorption lines are found on the holographs. 

These small angles dp,, and </2>(a-ioo ) were found to be so small that the angles of deviation of 
the rays in these positions of the prism were not diflferent from those of minimum deviation by as 
much as 0.01", so that the deviations of the central ray might still be considered minimum, 
though its angle of incidence was slightly greater than its angle of emergence. 

It now remains to determine how far the prism must be turned to pass from one of these 
positions to the other. 

Imagine for the moment a perfect prism of the same size and mean angle, and a perfectly 
collimated beam to be used in connection with it. Then let this prism be set so that the beam 
makes the angle i^. The A line will then fall in focus upon a bolometer strip suitably placed. 
Now turn the prism counter clockwise through an angles? = 50', and rays of deviation 100' less 
than A will fall upon this bolometer strip. Substitute for the ideal prism and beam in the first 
position the concave prism and divergent beam and turn the prism clockwise through the angle dpj, 
and the A line falls upon the real bolometer. Xext turn the real prism counter clockwise dpj^+Jp 
and a beam having a slightly diflferent direction from the beam which was formerly central will 
now be central owing to the motion of the center of the prism face in space. Call this difference 
of direction dpy and turn the prism clockwise dp. The central ray now makes the angle of inci- 
dence dij, — Jp r= (ii(A-ioo)« Now turn the prism clockwise <?i>iA-ioo } aiJd the ray of minimum devia- 
tion /^(A-ioo) will fall upon the real bolometer. 

Therefore the amount through which the clock turns the circle in the c^se of the real prism is 
greater than that in the case of the ideal prism by (Jpj, — <?P(a-ioo j — ' «(p? and the error in the differ- 
ence in minimum deviation is 2 (dpj, — #(a-iooa) — ^p)» 
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Computation showed that this increase in difference in deviation would correspond to a prism 
angle about 5'' greater than that at ijke center of the prism. The prism angle actually used in 
the reductions was, however, measured about halfway between the center of the prism faces and 
the back of the prism. Here the angle may have been as much as 10'' greater than at the center 
of the prism, so that the error was in all probability slightly overcorrected. However, the error 
of overcorrection would not amount to more than 0.6'' in difference in deviation in the whole 100' 
of arc covered by the holographs, and is negligible. 

The general result of the inquiry then is that moderate inaccuracy of collimation and curva- 
ture of prism faces does not affect the accuracy of holographs appreciably, and that the angle to 
be used in reduction is practically that at the center of the prism. 

(h) Error in measurements of absolute deviation by the method of page 67. 

Let us now consider what degree of acuracy may be expected of a single measurement of the 
angle of deviation of a visible spectrum line by the method described on page 67. This measure- 
ment requires, it will be remembered, first to adjust the circle and collimating mirrors so that 
the image of the slit is reflected upon the slit by the plane mirror on the back of the prism; 
second, to adjust the image forming concave mirror so that the slit image is made to fall on 
the bolometer strip in the absence of the prism; and third, to set the circle so that the spectrum 
line falls on the bolometer strip. Two circle readings corresponding to the first and third of 
these adjustments, respectively, give the data for determining one-half the angle of deviation. 

Adjustment (1) accomplishes two things — first, to collimate the beam, and second, to set the 
prism mirror normal to the incident beam. The first of these is the more dififtcult and is highly 
important. For the adjustment (2) presupposes the optical distance of the slit infinite. It will 
be recalled that in passing the prism and its plane mirror the beam is shifted laterally about 14 cm. 
and thus strikes the image-forming mirror as though coming from a source at 14 cm. to one side of 
the real source. If the real source be optically at an infinite distance, i. e., if the beam be accu- 
rately collimated, this lateral shifting of the apparent source is immaterial ; but if not, then the 
adjustment (2) does not insure that the beam which reaches the bolometer strip shall have passed 
the prism in minimum deviation. It has in practice been found difficult to insure collimation so 
exact as to avoid an error as great as 15" from this cause. This would correspond to an optical 
distance of the apparent slit of 2,000 meters, or about 1^ miles, and to an inaccuracy in the longi- 
tudinal position of the slit image at the bolometer of about 1 cm. This degree of accuracy is 
ample to insure correct abscissae in holographs (see page 88), but introduces 30" error in measure- 
ments of absolute deviations. 

The lateral error in adjustment (1) need not exceed 0.5 mm., corresponding to about 1" of arc 
in the setting of the prism mirror. 

Adjustments (2) and (3) may probably be in error by 1" each. In order to obtain an idea of 
the probable acuracy of a circle reading, the following table is given, which consists of readings of 
the four verniers at various parts of the circle : 

Table 7. — Error of circle measurements, 
[Date of observations, May, 1896. Observer, F. E. F.] 
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Columns 1, 2, 3, and 4 are the vernier readings. In columns 5 and 6 the readings of the oppo- 
site verniers are combined to eliminate eccentricity of circle. Subtracting tlie separate readings in 
column 5 from each other in succession we obtain column 7, and column 8 is similarly obtained 
from column G. Thus we have two independent measurements of the same angle as the result in 
each case of readings on two verniers. The diflTerences between these determinations are given in 
column 9, and their mean is 5.5". If now two such angles had been determined with four 

verniers instead of two, it would be expected that they would differ on the average by -jt, X 

6.5"= 3.9", and it thus appears that 3.9" is the average deviation of a single determination of an 
angle by readings from four verniers. 

Summing up and including the several sources of error enumerated, we may assign 16" as a 
fair value for the probable error of a single observation of half the deviation of a spectrum line, 
so that for the whole deviation the probable error of a single observation would be 32". That 
somewhat greater accuracy might be sectfred by more elaborate provision for coUimating the beam 
and for setting at the slit and at the bolometer is not to be doubted, but as the apparatus is 
evidently not well suited for the accurate determinations of absolute deviations (which are not 
immediately in question in taking holographs), no special trouble has been taken to secure extreme 
accuracy by this method, and recource has been had to the ordinary method of measuring twice 
the deviation by a telescope mounted on a movable arm of the spectrometer when accurate 
measurements of this quantity were required. 

3. Error in Determining the Prism Angle and Angles op Minimum Deviation. 

It may seem unnecessary' to here discuss the errors in the ordinary method of 
determining indices of refraction, but several precautions not always observed are 
necessary in order to reach such accurate results as are here aimed at, and some of the^^e 
are here given. It may be said in anticipation of them that the errors to be avoided 
arise from imperfect coUimation of the beam and from imperfectly flat faces upon the 
prism. The latter difficulty is greater vrith rock salt than with prisms of substances 
having less coefficients of thermal expansion, but collimation so perfect that two parts 
of the same beam 5 cm. apart shall have the same direction within five seconds of arc 
is very difficult to secure except from uninterrupted starlight. 

In the ordinary method of measuring refractive indices the prism is placed level upon a 
fixed prism table and the observing telescope is rotated with the circle. The refracting angle is 
determined by observing the reflected image of the slit from each face of the prism and taking 
the half difference of the corresponding circle readings. In these observations we do not use the 
same portion of the supposed collimated beam, and the resulting value of the angle is greater or 
less according as the beam is convergent or divergent. Furthermore, unless two symmetrically 
placed diaphragms are employed we introduce the edge error of the prism faces in our measure- 
ment of the angle. 

Occasionally, however, another method is employed, iti which the telescope remains fixed 
while tlie prism rotates with the circle, and the angle is given by 180^ minus the angle through 
which the prism moves. Unless care is used in placing the prism with reference to the axis of 
rotation this method is liable to both the errors of the other and to a third, namely, that the reflec- 
tion may take place near the edge of one face and near the back of the other, which again requires 
that the faces shall be flat. 

In measuring deviations, the prism is set at minimum deviation first on the one side, then 
on the other, and the half difference of the circle readings between the two corresponding posi- 
tions of the observing telescope gives the deviation. Here again we may readily use the different 
parts of the imperfectly collimated beam and difl'ereut parts of the prism whose flEices are not 
perfectly flat. 
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As an illustration of tbe magnitude of the errors into which we may thus be led, it is difficult, 
using Schuster's well-known method of collimating a beam under the most favorable circumstances, 
to distinguish any difference between cases where the apparent slit is at + 2,000 meters, infinity, 
or — 2,000 meters. Let us supi)ose that to avoid edge error in the prism we use diaphragms with 
apertures 2.5 (curtate) centimeters from the edge of the prism ; then the resulting value of the 
angle is 5 seconds too small in the case where the apparent slit ia at + 2,000 meters. Again, a 
glass prism by the best makers may readily be concave or convex by one sodium wavelength. 
If we suppose its faces to be 5 cm. wide, this would mean that the difference of angle between the 
edge and back might be 15'', provided the curvature was regular and not compensatory. At the 
edge, errors far in excess of this are common. Eock-salt prisms, however, are more difficult to 
figure than glass on account of their great thermal expansion. As the result of this, rock-salt 
prisms are usually concave to a greater amount than that just indicated. 

Hence we may conclude that the ordinary methods of measurement do not suffice to obtain 
results on deviation and angle of rock-salt prisms closer than perhaps 30'' of arc unless special 
precautions are adopted to measure the angle and the deviation at the same place upon the prism, 
and to prevent error from imperfect collimation. Ijet us now consider how these errors may be 
avoided. 

First metJu>d. — ^The angle is measured by moving the telescope. A pair of diaphragms are 
provided with equal apertures, as narrow and small as are consistent with the definition of the 
line whose deviation is to be measured. These are placed symmetrically about the refracting 
angle and near the edge of the prism, but still far enough from the edge to escape the edge 
irregularity of the prism. 

The prism is first set so that the axis of rotation is in the plane bisecting the refracting angle, 
and this is now measured as usual, giving a result too large or too small according as the beam 
converges or diverges. 

The prism is next set for a minimum deviation measurement, so that the axis of rotation is in 
the plane bisecting the refracting angle, and at such a distance from the edge 'that when in 
minimum deviation the same ray which was central in the aperture of the diaphragm on one face 
of the prism for the angle measurement is now central in the aperture of the diaphragm on the 
other face of the prism for the deviation measurement. By this procedure a value of the deviation 
is obtained greater or less than the true deviation by the same amount that the angle is greater or 
less than the true angle. Now reset the prism so that the ray which was central in the aperture 
of the diaphragm of one face during the angle measurement shall be central in the aperture of 
the diaphragm of the same face when the prism is set for minimum deviation, and again measure 
the deviation. This gives a value in error from the true deviation by the same amount as the 
first measurement, but in an opposite direction. The half sum of the two results gives the true 
deviation, and their half difference the proper correction to the measured angle. 

Second method, — The angle is measured by moving the prism. Here the apertures of the 
diaphragms should be placed at the center of the prism faces. In measuring the angle the prism 
is so placed upon the prism table that identically the same ray of the beam falls centrally in 
the aperture, whether the one face of the prism or the other reflects the beam to the observing 
telescope. Thus the result of the measurement gives the true angle of the prism at its center. 

In measuring the deviation the same procedure is followed as in the first method, except that 
the prism is now placed so that identically the same beam is used upon the one side as the other 
fOT the two positions of minimum deviation. Thus the result of a single measurement is the true 
angle of minimum deviation at the center of the prism. 

The second method is to be preferred, especially for large prisms, for the first method can not 
give the angle at the center of the prism faces unless the prism is very small. When measure 
ments are carefully conducted by the second method the angle and deviation may readily be 
established with a probable error not greater than one or two seconds of arc. The results of 
both methods, as applied to the great salt prism B. B. I., will be found at a later page. 
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4. Errors from Temperature Changes op the Prism. 

Even when the long investigation which forms the subject of this volume was in 
its earlier years it grew evidently desirable to take account of the changing temper- 
atm-e of the glass prism, and when the use of rock salt became regulai*, the study of 
temperatin-e changes in the prism could no longer possibly be neglected. My early 
work in this respect will be found at a later page. 

In those early days the prism was subjected to extraordinary changes in temper- 
ature — that between summer and winter reaching at times in extreme cases 70 or 80 
degrees Fahrenheit, for I was obliged often to work in the coldest of winter days 
without artificial warmth of any kind, observations being taken during hours together 
in a temperature of over 20 degrees Fahrenheit below freezing, when it was difficult 
for the observer to maintain the proper physiological and psychological conditions, 
(See table on page 96.) 

Subsequently efforts were made to obtain a more uniform temperatin-e, but the 
crude means at my disposal at Allegheny were wholly insufficient. It was early 
recognized that a uniform temperature was necessary, not only for the prism, but for 
other parts of the apparatus, and notably to cause a diminution of the drift in the 
galvanometer, yet the lowering of the temperature of a building like the observatory 
is an extremely difficult thing without the command of a regular cooling plant, which 
implies large expenditure. * In this as in other respects there has been, however, a 
gradual improvement, culminating in the introduction in 1897 of the permanent 
cooling plant referred to, and what follows is to Ije understood of work conducted 
under almost incomparably more favorable circumstances than that of the early years. 

It may be observed in fiulher anticipation of what follows that where the 
changes of temperature in the apartment have been reduced, as here, to one or two 
tenths of e degree in an hour, or to quantities of that order, their effect on the accu- 
racy of the record is inconsiderable. This somewhat full discussion would hardly 
be justified, then, had not all other errors of observation been reduced to a nearly 
similar degree, so that the temperature changes in the prism, though no longer 
absolutely important, might be considered relatively so. 

We have first to observe that changes are of three kinds: (a) In the dispersion of 
the prism. These are here negligible, so that if, for instance, one holograph were 
taken at a constant temperature of 20°, and another at a constant temperature of 
20.1°, the effect would be inappreciable for the purposes of this research. That which 
we have next to consider (b) is the change in the refractive indices of the prism due to 
change in temperature during an observation, for if the temperature, for instance, were 
20° at the commencement and 20.1° at the end of an hour of observation, the effect 
on a 60 cm. plate, though very minute, would be not entirely negligible. Finally, 
there remains (c) changes in the refracting angle of the prism due to rising or falling 
teraperatin-e. 
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It may here be observed that the temperature of the spectrometer chamber is, in 
general, very uniform, as the annexed thermographic records show; nevertheless it is 
not entirely uninfluenced by outdoor temperature, even with the automatic regulation 
of that of the observator}^, so that the more recent holographs have been taken at 
temperatures constant during the observation within one-tenth of a degree, chosen 
sometimes between 18° and 22°, but mostly between 19° and 21°. 



T aMPCIlATURe. f^ftcoHO In OftSenVATOHY BeroKe ThB U»e Op ^M AuTAMA-rir>. r.»»-ra 



TCI4PCRATURC RecoRo Tn Os&ervatory After Thi? Ubv Oii Am AoT•<^.^ 



TeMiFKRATune R>«co«t> in OtfuoMiCTER. House CoNTerAFORY V/ith ONt Oii*t A^«ove. 

Fig. 14.— Thermographic records. 

Owing to the presence of the observer at intervals in tlie spectrometer room, and 
to the opening of the door for his entrance and departure, the temperature of this 
room (which is customarily lower than that of the observatory) rises gradually on all 
days when holographs are taken. A rise of temperature of from one-tenth to two- 
tenths of a degree in an hour is thus sometimes observ^ed, and treating this minute 
change as having gone on at a constant rate, it becomes necessary to apply the small 
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correction already spoken of to the observed lengths of some curves taken with tiio 
salt prism to reduce them to a constant temperature. No such correction is necessary 
with the glass prism, owing to its small temperature coefficient for refracting indices. 

Chanob ok Deviation of Rock-Salt Prism with Tempbraturk— Allkghbny Observations." 

Data for the reduction just described are to be found, as has already been 
observ^ed, in the writer's publications from the Allegheny Observatory, and the table 
there given is here repeated, although it has never been considered by the writer to 
be as accurate as he could wish to make it: 

Table 8. — Allegheny observations on temperature and deviation of a 60^ rock-salt prism. 



Temperature. 


F 
A = 0.i86lf* 


Temperature. 


A = 0.5183 /I 


Temjieraturo. 


1 

A = 0.5890^ 


o 


o / // 


o 


' // 





O 1 II 


—11.5 


42 00 35 


—11.5 


41 42 42 


—11.5 


41 13 10 


— 6.5 


42 00 24 






— 6.5 


41 10 11 


— 6.7 


41 59 59 


+2L2 


41 36 23 


- 6.7 


41 11 06 


+24.0 


41 54 09 


24.0 


41 35 13 


21.2 
24.0 


41 05 57 
41 05 01 


Temperature. 


A 
A = 0. 7504 fi 


Temperature. 


A = 1. 38 ^ 


Temperature. ' 


o 

A = 1.82^ 


o 


c / // 


c 


t II 





O 1 It 


—11.5 


40 82 38 


— 6.7 


C9 40 03 


-6.5 


39 39 12 


— 6.5 


40 31 07 


+21.2 


39 43 23 


+21.2 


39 33 08 


-6.7 


40 30 52 


+22.2 


39 42 25 


+22.2 


39 31 85 


+21.2 


40 25 20 










+22.2 


40 23 56 


' 








+24.0 


40 24 41 











As a simple method of combining these results, th^ mean of the deviations taken 
at high temperature was adopted as the deviation at the mean high temperature and a 
similar procedure was followed for those taken at low temperatures. This method 
gave for the several lines the following values of the temperature correction per degree 
centigrade between the given limits. The deviation decreases with 1^ rise of temper 
ature by the amount given in the column headed d (d), 

Table 0. — Result of Allegheny observations on temperature and deviation. 



Line. 


Between. 


did). 


""■ 


F 


C 

— 8. 2 and +24. 


H 

n.5 


—0.0000351 


1> 


—11. 5 and +22. 6 


12.1 


371 


D 


— 8. 2 and +22. 6 


13.0 


401 


A 


- 8. 2 and +22. 5 


13.3 


413 


tp 


— G. 7 and +21. 7 


13.1 


409 


n 


— 6. 5 and +21, 7 


14.5 


454 



' S. p. Langley, Mem. Nat. Acad, of Sci., Vol. IV, pt. 2, 1889, p. 211. 
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Experiments at the Astrophysical Obsbrvatort, Washington. 

With the hope of obtainmg results of greater accuracy some experiments have 
been made at this observatory. The simplest method of determining the changes is 
doubtless that pursued at Allegheny, where measurements of the absolute deviation 
are made at two temperatures as nearly constant and as widely different as possible. 
In the Allegheny observations the temperature of the salt was assumed to be that of its 
surroundings, and these were only approximately constant, but the error in temperature 
determinations was eliminated as far as possible by employing a temperature intei'val 
of nearly 30^. The prudence of subjecting the great prism here to such a temperature 
change was doubtful, and other methods were sought. 

In attempting to obtain sufficient accuracy with a moderate temperature interval, 
three methods were tried, but while none proved wholly satisfactory, none seemed to 
be wholly without interest, and they are given here in the smaller type which follows. 
In all these it was intended to measure the diflFerence in deviation of some particular 
line in the spectrum caused by a temperature change in the prism without measuring 
the deviation itself directly. In making these experiments two essential improvements 
over the Allegheny arrangements were possible. First, we have in our possession 
here a second block of salt of nearly the same size as the prism used, cut in the pris- 
matic form and rudely poUshed, which enables the temperatures of the actual working 
prism to be closely inferred by noting those in the thermometer sunk in a Vertical 
hole filled with mercury in the center of its substitute. In the second place the tem- 
perature of the apartment can here be kept constant for hours: 

First method. — The arrangement of apparatus is indicated in the diagram. 

The usual collimated beam falls in part on the prism and in part on a mirror itii, which is at 
right angles to the beam. The apper half of the beam, after passing through the prism, falls 
npon the mirror hh, set at sach an angle with the prism that the ray under investigation after 
passing the prism in minimum deviation, flEdls perpendicularly on the mirror fii2, and thus is 
returned through the prism in minimum deviation, ini and nh are adjusted about their horizontal 
axes so as to cause the slit image and the spectrum line both to fall on a micrometer eyepiece r 
placed on the top of the slit s. 




^2 

Fig. 16.— Determination of temperatnre oorrection to dispersion of rook salt. 

Under these conditions the slit image serves as an origin from which to measure the change 
of deviation of the sjiectrnm line with the temperatnre, and all errors from changes in the position 
of the coliimating mirrors are eliminated. It is only requisite that lit], p, and m^ maintain the 
same relative position. As these were on excellent metallic mountings on the same stand this 
was thought not doubtful. It is apparent that the change of deviation is doubled by a second 
passage through the prism, and that the angular magnitude can be very accurately determined 
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with the micrometer eyepiece, provided the definition is good enough. The temperature was 
intended to be kept (automatically) constant for at least ten hours prior to each reading. 

On trial the device proved unsatisfactory as in the unfavorable conditions of observation at 
the slit (which was then outside the observatory), and with the weak spectrum resulting from two 
passages through the prism and magnification by the micrometer eyepiece the definition was 
quite too bad. 

Second method. — Measurements of August 26, 189G, had shown that the slit image remained 
in a very constant position, so that it might be hoped that it would remain sufficiently so to make 
micrometer measurements at the bolometer stand of value, using the ordinary arrangement of 
apparatus. As a precaution a plane mirror was arranged parallel to the prism mirror to give an 
undispersed image of the slit at the micrometer as well as at tbe spectrum line. The arrangement 
is shown in the diagram (fig. 17). 




r 

Fig. 17.— Determination of temperature correotion to dispersion of rock salt. 

A series of measurements taken with various temperatures at intervals of two weeks, about 
January 1, 1897, while they were quite useless to determine the effect of the temperature to change 
the deviation of the A line owing to movement of the mirror supports, yet furnished part of the 
data of page 87. These results were quite important, therefore, as they first drew attention to the 
eflPect of temperature on the position of the beam. 

Third method. — In considering the results of the second method the idea presented itself that 
if in place of the mirror mi, a second prism and mirror opposite to the first should be inserted, 
then variations of the beam would move both spectra alike in the same direction, but variations 
in the refractive index would produce motions in opposite sense, so that readings on the change 
of linear distance between corresponding lines in minimum deviation in both spectra would. 



^ 



Fig. 18.— Determination of temperalare correction to dispersion of rock salt. 

when reduced to angular measure, give double the change of deviation. In this it is assumed that 
temperature affects the refractive indices of different samj)les of rock salt equally, a supposition 
which is plausible.^ Accordingly a second 60^ prism mirror combination was arranged on an 
adjustable brass mounting rigidly secured to that of the first. The prism employed, in addition 
to the great "II. B. I," described on page 45, was one of 8 cm. face made of Baden salt and 
marked " S, P. L. T.^ A diagram of the apparatus would be exactly like fig. 17, except at the 
prism table, which is as shown in fig. 18. 

^ See later observations, which show that three salt prisms at 2(P C. have equal refractive indices. There is no 
assignable reason why this should be true at 20^ and not true at all other temperatures. 
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A series of observations upon the A line of both spectra is given below. These observations, 
it will be seen, extended oyer an interval of seventeen days, during which time the adjustment of 
apparatus was not altered : 



Table 10. — Ohaervationa at the SmithBonian AitrophyHcal Observatory on changes of deviation of a 6(P rock-salt prism trith 

the temperature. 




Temperature in 
salt prism. 



Difference In posi- 
tion of A lines 
by miorometer. 



Time of obser- 


Mean of 




vation. 


two read- 






ings be- 


Differ- 




fore and 


ence in 




after mi- 


readings. 




crometer 






setUng. 





Mean. 



Jan. 26, 3897. 
Jan. 29 

Jan. 30 

Feb.l 

Feb.3 

Feb.4 

Feb. 12 



h. m, h. m. 
3 20 to 3 37 

9 25 to 9 50 
11 00 to 11 07 
250 to 2 56 
3 58 to 406 

9 30 to 9 45 

2 47 to 3 03 

3 58 to 4 11 



16.55 

15.88 
16.00 
18.36 
18.44 

16.60 
20.70 



1 36 to 1 51 18. 56 

9 17 to 9 32 , 21. 10 

9 39 to 9 46 ! 19. 40 

11 52 to 12 07 20. 96 



0.10 

.07 j 
.05 
.07 I 
.02 



mm. 
0.576 

.240 

.413 

1.642 

1.621 



.00 .695 

.00 2.926 

.08 , 2.962 



.12 , 1.614 



N amber 

of 
settings. 



.00 



2.866 



I 



. 00 2. 331 

.08 3.364 



Remarks. 



Tbe apparatus was set up on tbis dato and the tempera- 
ture waa very slowly rising. 

From thenuograpli record less than 0.2^ temperature 
change had occurred in 20 hours next preceding. 

The temperature of the spectrometer chamber was rap- 
idly raised over 3° C. between IV" and 12^; then kept 
nearly constant, but slightly falling. 

Thermograph record shows falling temperature through 
the night, but only 0.2° fall during the 4 hours next 
preceding the first observation. 

Between 10^ and 11>* the room was rapidly heated 6^ C. ; 
then allowed to cool slowly. 

Temperature constant Arom 8^ to 12i>, but clouds pre- 
vented obsen-ations. Temperature rising in after- 
noon. 

Temperature constant for 10 hours next preoedin;; 
within 0.1°. 

Temperature has fallen steadily in the room, 0.5<3 in 10 
hours next preceding. 

Thermograph record constant within 0.2° for several 
days next preceding. 



These twelve observations were plotted with temperatures as ordinates and differences in position 
as abscissae. A representative straight line was found to pass through the points (terap. = 16.00°, 
position dif. = 0.330 mm.) and (temp. = 21.00O, position dif. = 3.040 mm.), so that the line might be 
represented by the equation 

y = 1.845 a? +15.390, 



where y corresponds to temperatures and x to position differences. Using this equation, the tem- 
peratures were calculated corresponding to the observed differences of position, and the residuals 
of temperature between the observed and calculated values obtained are given in the table 
following. 
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Table 11. — Reduced Washington observations on temperature and deviation. 



N amber of 
observation. 


1 2 

Observed die- /^«i«„i„**j 
the two spectra, corresponding. 


3 

Observed 

temperature. 


4 

ResidoalA, 
column 3- 
colamn 2. 


1 

2 

3 

4 

5 

6 

7 

8 

9 


mm. 

0.576 

.240 

.413 

1.642 

1.621 

.695 

2.926 

2.962 

1.614 




16.45 
15.83 
16.14 
18.42 
18.38 
16.67 
20.67 
20.86 
18.37 
20.68 
19.69 
21.69 




16.55 
15.88 
16.06 
18.36 
18.44 
16.60 
20.70 
20.89 
18.56 
21.10 
19.40 
20.96 




+0.10 
+ .05 

— .08 

— .06 
+ .06 

— .07 
-f .03 
+ .03 
+ .19 
+ .48 

— .19 

— .63 


10 

11 

12 


2.866 
2.331 
3.364 


Mean. 








.16 









Rbduction of Observations. 



If /=r the focal length of the image-forming mirror, (Da — Di) = the interval of position differ- 
enccB, (T2 — Ti) = the interval of temperatare corresponding, and m = the angalar value of 1'' of 
arc, then d6 = the change of deviation per degree centigrade is given by the equation 



Substituting the values 



we have 



2de^ <^L-^!^ 

/=467.0«°> 
(D,-Di)=0.271«°» 
(T2 - Ti) = 5.000 

m = 0.00000485 



2^^ = 23.9" 

de = 12.0'' 



If we regard the temperatures at the beginning and end of the temperature interval to be 
subject to average deviations of 0.16^, as determined in the table, then the temperature interval 
is subject to a probable error of O.I80. From this we obtain the probable error of the determina- 
tion of 2 (20 as 0.85", so that we have — 

For the A line (7.^ = 12.0" db 0.4". 

This result does not vary greatly from that in the table of page 96, but it is more nearly 
like that given in the earlier article of the writer on << Hitherto unrecognized wave-lengths,"' 
namely, 11". 

Relative Cha.vge of Deviation with Change of Temperature at Different Regions of the Spectrum. 

The determination just given of the temperature change at the A line obviously fails to show 
whether holographs taken at constant temperatures of 19^ and 21° ought to vary appreciably in 
length. For this purpose we need to determine whether there is a sensible difference in the 
temperature coefficient at different portions of the infra-red spectrum. 



' S. P. Langley, Amencan Journal of Science, vol. 32, p. 97, 1886. 
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To settle this question fast-speed holographs have been taken at constant temperatures of 
13.4^ and 21.6^, respectively, within a few days of each other in point of time, and under condi- 
tions as nearly identical, except for temperature, as could be attained. These holographs, four in 
number, of which two were taken at each temperature, have been measured upon the comparator 
with the following results: 

Table 12. — Temperature and deviation for salt prism R. B. I, — Observed change of deviation tcith 

temperature in infrorred relative to change at A, 



DistanceB from A line. 



t 



Mean from two 

oorvesat 

13.40. 


Average 

deTiationof 

mean. 


1 ti 


// 


00 00 00 


0.00 


19 51.8 


.48 


32 02.9 


3.36 


32 83.1 


1.44 


33 12.0 


1.92 


35 35.5 


.00 


38 08.2 


.48 


U 13.7 


.24 


54 06.5 


.24 


108 58.8 


.72 


1 34 55.2 


.48 



Mean from two 

curves at 

21.«o. 



00 00 00 
19 53. 
32 05. 

32 36. 

33 15.6 
35 39.6 
38 10.3 
44 17.3 
54 08.2 

1 08 58.8 
1 34 56.4 



Average 

deviation of 

mean. 



0.00 

.00 

1.68 

2.88 

1.36 

1.20 

.72 

1.20 

.24 

.72 

1.44 



Mean dis- 
tance at 
21.60— mean 
at 13.40 



0.0 
1.2 
2.1 
2.9 
3.6 
4.1 
2.1 
3.6 
1.7 
- .2 
1.2 



Difference 
for 10. 



-.-0.00 
.15 
.26 
.36 
.45 
.51 
.26 
.45 
.21 
— .02 
+ .15 



A minute effect of temperature on the length of these holographs appears certain. In order 
to eliminate errors of determination, so far as possible, a plot was made with column 1 of the 
table as abscissfiB and column 6 as ordinates, a smooth curve was drawn fairly representing the 
observations, and the ordinates of this curve were read off at several points. 

The results which have been obtained from this study of the temperature of the 
rock-salt prism will be found summarized in the following table, whence it appears 
that the change of deviation for 1° C. rise of temperature is very sUghtly over 12 sec- 
onds, and that it is nearly constant for all portions of the infra-red spectrum, so that 
holographs taken at constant temperatures between 19^ and 21^ will be of practically 
equal length. 

Tabls 13. — Temperature and deviation for salt prism R. B. I. — Summary of results. 



Desienation 
ofUne 


Approximate 

deviation for 

eXP prism. 


Approximate 

reftractire 

index. 


Deviation 
change for 1° 

C. rine of 
temperature. 


RefhMStive index 

change for PC. 

nee of 

temperature. 


A 


O " 

40 25 


1.5368 


// 
—12.0 


-0.0000373 


p6T..,. 


40 05 


.5350 


12.2 


382 


<P 


39 53 


.5308 


12.3 


388 


^ 


42 


.5287 


12.3 


388 


n 


32 


.5268 


12.3 


385 1 


X 


22 


.5250 


12.2 


384 1 


Y 


39 00 


.5209 


12.1 


382 




38 45 


1.5181 


12.0 


379 
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Experiments on the Thermal Conductivity of Rock Salt. 



To obtain a rough idea of the thermal conductivity of salt and how far the 
Allegheny observations just cited might be in error from imperfect temperature 
determinations the following experiment was tiied: 




Fig. 19.«>ObservatioD8 on relative temperatures of rook*6alt prism and the aurroondiug air. 

The temperature prism, which is a 60^ prism 18 cm. on each edge and 16 cm. high, was car- 
ried from a warm room to the cold basement and readings made at intervals until its temperature 
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had nearly reached that of the sarroanding air. These readings are given in the accompanjring 

JTp 
table, and the results appear also in plot 1, fig. 19, while plot 2 shows the derived fanction —j^ as 

ordinates with the difference of temperatures (Tp — Ta) as abscissae, where Tp is the temperature 
within the salt prism, Ta that of the air, and t the time in hours. 

Table 14. — Observations on heat conductivity ofrodc-salt. 



Time of observa- 


Observations. 


Data for plot 2. From interpolation 
in plot 1. 










1 


tion U 


Tempera. 

tare of 

prism Tp. 


Tempera- 
ture of air, 
Ta. 


At ' ATp. 


ATp 
At ' 


Tp— T«. 


1895. 








Hour. ' o 


o 





D6C.11,11»>10". 


16.8 


7.1 


i 1.3 


5.2 


8.5 


15«. 


16.3 


7.0 


i 1 1.2 


4.8 


7.1 


20". 


15.7 


6.9 


J i 1.1 


4.4 


6.0 


30'". 


14.9 


7.1 


i .7 


2.8 


5.0 


46'°. 


13.6 


7.1 


i .6 


2.4 


4.4 


12h im. 


12.6 


7.2 




.6 1 2.4 


3.8 


30". 


11.3 


7.2 




.5 2.0 


3.3 


IMO-". 


9.9 


7.2 




.5 


2.0 


2.8 


3h 0"'. 


7.9 


6.5 


^ 


.4 


1.6 


2.2 


4h 15m. 


7.3 


6.4 




.6 


1.2 


2.0 


Dec. 12, 10" 40°™. 


6.9 


5.3 




.5 
.4 
.5 
.3 


1.0 
.8 
.5 
.3 


1.7 
1.5 
1.1 

.8 



From plot 2 one may obtain tbe change of temperature at the center of the prism which 
might be expected in one hour corresponding to a given difference of temperature maintained in 
the surrounding air. It will be seen that the change of temperature of the salt in an hour is 
about three-fifths of the (constantly maintained) temperature difference causing it. 

Changes in the Refracting Angle of the Prism due to Rising or Falling Temperature op the 

Surroundings. 

The following successive observations of the angle of the great salt prism, extend- 
ing over about five hours' time, were made on a day when the temperature was rapidly- 
rising: 

[Date, July 18, 1898.] 



Komber Temperature at | nu^^^^A ««i«« 


Value of flu 


1 Not observed . . 

2 do 

3 do 

4 do 


O ' // 

119 49 05.5 
119 49 09 
119 49 12 
119 49 15 


O 1 II 

59 54 33 
59 54 34.5 
59 54 36 
^Q tu in 


5 

6 


25.4^ 


119 49 20 59 54 40 


26. 04° 


119 49 26 f>^ ^ 45t 






1 
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The rise of temperature in the air near the prism, as recorded by the thermo- 
graph, was almost 4° during the five hours occupied by the series. Thus it appears 
that a rise of temperature of 0.8° per hour in the air causes an increase of prism 
angle amounting to 10" of arc. 

That the change of angle could not be attributed to error in measurement, and 
that measurements at constant but differing temperatures would agree was shown by 
seven observations of July 27 and 28. On the latter date, after several observations 
at constant temperature agreeing within an average deviation of 2", the temperature 
was raised quickly, with the result that the angle increased 7", thus confirming the 
observations of July 18. 

The reason for this change of the prism angle lies, doubtless, in the somewhat 
large temperature coefficient of rock salt taken in connection with its slow conduc- 
tivity to heat^ 

This small change of angle would increase the deviation by about the same 
amount. It has been shown that the increase of angle is in the neighborhood of 10'' 
of arc for a rise of temperature of 0.8" per horn*. Hence when, as in taking holo- 
graphs, the rise of temperature is, at most, only 0.1° or 0.2°, the corresponding change 
of deviation would be 1" to 2", a change slightly smaller in amount and of contrary 
sign to that due to the temperature change of refractive index. 

The coefficient of thermal expansion of glass is so much smaller than that for salt 
that no error of this kind would be expected. And, indeed, no change of prism angle 
like that recorded for salt has ever been observed with the great flint prism. 

Summary of bffects of Temperature Changes. 

(a) Different constant temperatures, — The differences between different parts of the 
infi^-red spectrum in temperature coefficient of refractive index are so small that it is 
unnecessary to apply a correction for the reduction of observations fi'om a constant 
temperature of, for instance, 19° or 21° to the standard temperature of 20°. Such a 
correction would in any case not exceed seven-tenths of a second of arc. 

(&) Varying temperature during observations, — As the temperature of the prism not 
infrequently rises from 0.1° to 0.2° during an observation an hour long, the desira- 
bility of a correction of holographs taken with the salt prism, amoimting to fi'om 1' 
to 3'' in deviation, corresponding to 0.2 to 0.5 mm. on the plate, is indicated. This 
correction is, however, counteracted, since the rise of temperature in the room causes 
an increase of the prism angle — i. e., by making the faces convex — and also a shifting 

'As a result of the obseryations recorded, the effect of temperature on the flatness of the prism faces became a 
matter of attention. It was immediately fonnd that though lefb by the polisher very flat, as shown by the Newton's 
rings testy yet upon cooling to the standard temperature of the observing room the faces were considerably conoave. 
In polishing it is now the practice to leave the faces convex to a considerable degree, experience having shown that 
thus plane faces may be secured when the constant temperature is assumed. 
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of the beam, which are found to introduce errors each of slightly less magnitude and 
fortunately in an opposite sense to that from rise of temperature of the prism, so that 
both, taken together, rather more than neutralized the first-mentioned source of error 
in holographs of 1896-97. No separate corrections were judged desirable for these 
causes. In the holographs taken in 1897-98, and measured for the purpose of deter- 
mining the positions of absorption lines, no correction has been found necessary on 
account of the very constant temperature conditions under which most of the holo- 
graphs were taken, and on account of the fact that the opposing sources of error were 
even more nicely balanced than in 1896-97, owing to a decrease in the amount of 
error from shifting of mirrors. 

n.— SOURCES OF ERROR WHICH INTRODUCE ACCIDENTAL DEFLECTIONS IN THE RECORD CURVES. 

We now pass from a compai'atively unimportant discussion (that of the changes 
of temperature in the prism) to a most fundamentally important one, namely, the dis- 
turbances affecting the galvanometer needle. Formerly the most conspicuous efifect 
of these was "drift" of the galvanometer needle, but this being chiefly due to varia- 
tions in the temperature of the observing room has of recent years largely subsided. 

The attempts which the writer had commenced to make years before with most 
insufficient means of obtaining a constant temperature were finally carried out in 1897. 
The effects of the introduction of a perfect system of temperature control were imme- 
diate, and that *^ drift" of the galvanometer which had interfered with the accuracy of 
every observation previously and vitiated them in measurable proportions, and like an 
inherited malady affected everjrthing done for twelve years preceding, was finally 
brought to a practical cessation, for the drift which in 1882 had amounted frequently 
to an average of 100 millimeters in a minute was now reduced to 1 millimeter in ten 
minutes, or a little more than one one-thousandth of what it had been. 

Thus "drift," formerly the greatest difficulty in bolometric research, has now 
become comparatively insignificant. With this preliminary we pass to a detailed con- 
sideration of present conditions. 

1. Disturbances Primarily Affecting the Galvanometer Needle Independent of the Bolometer Circuit. 

These include, first, earth tremors; second, electrical disturbances. These two 
classes of disturbances are not readily separable, and their effects will not be distin- 
guished in what follows. 

In PL XVII are exhibited a series of photographic records, full size, of the 
galvanometer trace when the instrument is not connected with the bolometer circuit. 
In these records, which are generally selected to represent the best results obtained at 
different periods, the conditions of the experiment are quite varied. 
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(a) Taken October 2, 1895, shows the best such curve taken in the daytime with 
the earlier system of galvanometer support when it rested directly on a pile of four 
square flat stones, separated at the comers by rubber, and themselves resting on the 
pier. The speed of the plate is 1 cm. in one minute, and the record is very free from 
small deflections. So excellent a day record was, with this earlier system of galva- 
nometer support, very unusual. 

(b) Taken November 25, 1895, shows a record taken just after midnight at the 
same speed and with the same support for the galvanometer. While the light used 
(a calcium light) was so much less intense than sunlight that the difficulty of repro- 
ducing this record acts somewhat in its favor, yet the irregularities are, in the original 
plate, as in the reproduction, much less than those in (a). 

(c) Taken January 28, 1896, shows a day record similar to (a), but with the gal- 
vanometer supported on the Julius three- wire suspension now used. While not better 
than (fe), it is distinctly better than (a). 

(d) Taken April 16, 1896, is like (c), except that the inner chamber had been 
extended to include the galvanometer. The resulting absence of "drift" is noteworthy. 
All these four records were taken with the galvanometer needle described on page 31, 
and a time of single swing of three to four seconds. The weight of that needle is 
56 mgs. 

(e) Taken November 14, 1896, was made with the needle in use from July, 1896, 
to August, 1897, and described on page 61. The weight of this needle is 31 mgs., 
and the time of single swing was five seconds. This record is in all respects taken 
under the same circumstances as (d). 

(k) Taken December 7, 1897, is with the new galvanometer used in 1897-98, as at 
first constructed with double (but not air-tight) case, and with a needle of 6.5 mgs. 
weight. The support is the Julius suspension, as in (e). 

(I) Taken December 27, 1897, is like (k), except that the mercury floating of the 
galvanometer had been introduced in addition to the Julius suspension. 

(w) Taken March 9, 1898, is like (k), except that the present air-tight galvanometer 
case had replaced the double walled one. 

A comparison of these three records shows clearly that advantage was gained by 
the introduction of the Julius suspension, and that the needle of 31 mgs. weight was 
not too light for an almost perfect record, but that a reduction of the weight to 6.5 mgs. 
was attended with considerable increase in disturbance. Some improvement resulted 
from the introduction of mercury floating, and also from making the galvanometer 
case air-tight I recur to considerations about a constant temperature because this is 
a specific against ''drift," which is associated with these tremors so far as both disturb 
the needle though in very diff'erent ways. 
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GALVANOMETER AND BATTERY RECORDS, 1896 TO 1898. 
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2. Disturbances Secondarily Affecting the Galvanometer Needle through a Primary Disturbance of 

THE Bolometer Circuit. 

(a) Those causing ** drift." ^ 

(6) Those causing accidental deflections in the instinunental records. 

(c) Accidental deflections from clouds. 

(a) As has already been said on page 63, a change in the battery current strength 
is, with all bolometers, productive of more or less *' drift" of the galvanometer needle, 
owing probably to the different capacities for the radiation and convection of heat of 
the strips. By care a bolometer may be prepai'ed relatively undisturbed by such slow 
current changes as occur from a storage battery. Slow change of temperature of the 
surrounding water jacket produces little drift with a bolometer which is unaffected by 
slow current changes. 

The bolometer No. 20, which was used for all the holographs taken in 1896-97, 
as well as all later ones prior to March 31, 1898, is very free from disturbances by either 
of these causes, and with it the **diift" which remains has been shown to be caused by 
the rise of temperature in the galvanometer and spectrometer rooms, always attending 
the taking of holographs, or to a slow fall of electromotive force of the battery when 
the battery has but recently been charged. 

Bolometer No. 21, which has been used since March 31, 1898, while not badly 
affected by drift, is still not so free from it as No. 20, so that alterations of the electro- 
motive force of the battery have produced considerable drift in some holographs. 
The presence of the observer near the bolometer for the purpose of setting the circle 
frequently creates a temporary "drift," lasting perhaps five minutes, and this is shown on 
the records at the beginning and end of holographs when insufficient time is given for 
the apparatus to regain its status. 

The heating of the observatory, while automatically controlled, is necessarily 
irregularly distributed, no steam radiator being allowable near the galvanometer- 
Thus the quite large galvanometer cliamber is usually several degrees colder than the 
sun-ounding air, and the frequent entrance of the observer gradually warms the air 
throughout the day, so that a *^ drift" from the change of temperature of the magnets is 
often observed when the holographs are taken. However, even this exceptional "drift" 
rarely exceeds 2 cm. an hour with the very sensitive apparatus now employed. Often- 
times no "drift" at all will be observed in an hour's run. In the earlier work with the 
bolometer (as at Allegheny), the "drift," even with a comparatively insensitive galva- 
nometer, often exceeded 10 cm. a minute, and even in more recent practice the light-spot 
had to be brought back on the scale by "rebalancing" at the resistance box twice or 
thrice daily. 

'It is significant of the improvements introduced in the last few years that this disturbance caused by "drift," 
once the most important of all, and which would have needed a chapter for its discussion, has chiefly through 
the obtainment of uniform temperatures fallen to such insignificance as to be here designated by this subtitle. 

S. Doc. 20 11 
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Under tha conditions of use prevailing in 1896-97, when a millimeter deflection 
corresponded to 6 X 10~^® amperes in the galvanometer circuit, the spot might be 
expected to appear on the 20 cm. long scale every day without any change of balance 
in the bolometer circuit; and it was very seldom that the apparatus got so far out of 
balance in a week as to give a deflection of 10 cm. on closing the galvanometer 
switch. 

With the galvanometer as employed in 1897-98 at a sensitiveness six or seven 
times as great, it has only occasionally been necessary to rebalance during the day, 
though nearly always to balance before beginning the day's work. Thus it will be 
seen that the ** drift,'' so long the great enemy of the research, is eff'ectually subdued, 
as far as present conditions are concerned. 

(b) Accidental deflections of the galvanometer when the whole circuit is connected 
appear in PI. XVII. 

(/) Taken September 9, 1895, shows the best record of 1895 with a galvanometer 
employed at such sensitiveness that a current of 14 X 10"^^ amperes gave a deflection 
of 1 mm. The battery current was 0.075 ampere. 

(^r) Taken April 16, 1896, shows the performance of the same galvanometer needle 
with the same current after the introduction of the great storage battery, special rheostat, 
and inner chamber about the galvanometer. 

Qi) Taken November 16, 1898, shows a good record taken under the same circum- 
stances as the curves used in preparing the results of 1896-97 here communicated. 
The battery current was 0.075 ampere, and 1 mm. deflection corresponds to 6 X 10~" 
amperes in the galvanometer circuit. 

(i) Is a record taken January 9, 1897, with a battery current of 0.098 ampere and 
the same sensitiveness of galvanometer. The increase of current over that employed 
in (h) is not without some increase in the magnitude of the accidental deflections. 

(o) Is a record taken December 7, 1897, with a battery current from the great 
storage battery of 0.040 ampere, bolometer No. 20 (ifrr nam.), and with the new gal- 
vanometer No. 3. The needle used weighs 6.5 mgs. and the time of swing was 4J 
seconds. A deflection of 1 mm. corresponds to a current of 1 X 10""" amperes. 

(p) Taken May 18, 1898, is similar to (o), except that bolometer No. 21 (j^ mm.) 
was used. The current is 0.030 ampere and the time of swing 3f seconds. 

(q) Taken April 1, 1898, is similar to (jp), except that ten cells of *'Cupron" battery 
were used. The battery current was 0.028 ampere and time of swing 3f seconds. 

Effbct op the Wind. 

(n) Taken Januaiy 24, 1898, under the same conditions as (o), but on a day when 
there was a very moderate breeze, illustrates an eff'ect of the wind. This was noticed 
in former years, but not in so great a degree owing to the inferior degree of sensitive- 
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ness then employed. The galvanometer needle is not aflFected primarily, as might be 
supposed, but only through the bolometer circuit. Nor is the mischief done by 
drafts blowing over lead wires or contacts, or upon the battery, as at one time sur- 
mised. The true method of action and the proper remedy was not discovered here 
until February, 1898, after it had been feared that it would be impossible to use the 
sensitive galvanometer to advantage on this account, for no day was so entirely calm 
as to obviate disturbance from this cause. That the original place of the disturbance, 
the bolometer strips, should have been so long overlooked is due to the fact that they 
had already been so well protected as to seem impregnable to the assaults of moving 
masses of air. As I arranged them at first they were inclosed by a brass tube which 
had a series of diaphragms in front of the bolometer, and the cylinder containing the 
leads and eyepiece closed the rear end of the tube. The cylindric salt lens was con- 
nected by a tight box with the front end of the tube, thus entirely closing that end. 
The leads and eyepiece were wrapped with thick felt. The case, thus protected, was 
inclosed in a double- walled chamber, itself within the main walls of the observatory. 
It was not until February 23, 1898, when the space occupied by the bolometer 
was rendered so thoroughly air-tight that it would preserve for many hours a diflFerence 
of air pressure of one-third of an atmosphere, that the eflfect of the wind ceased to be 
noticeable. There is now no disturbance from this cause, and the strongest winds are 
now no obstacle to successful holographic work. Atmospheric pressure is employed 
about the bolometer strips, though it seems probable that a vacuum would render the 
bolometer more sensitive, but probably would cause some delay of the galvanometer 
needle in returning to the condition of rest after a deflection. 

Mkasurements on Instrumental Records. 

Meaj3urements have been made on "battery records" accompanying holographs 
used in the preparation of final results here published. The following table, prepared 
from such measurements, gives an idea of the magnitude of accidental inflections 
encountered. Of the records embraced in the table, the first and second are the aver- 
age and best of type (h) (see page 108), the third and fourth the worst, and an average 
one of type (i); the fifth an average one of type (o), and the sixth and seventh ones of 
type (q) : 
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Table 15. — Measurements on accidental inflections of battery records. 



No. 


Date of record. 


Length of record. 


Number of 
risible inflec- 
tions of 
various ampii- 
todes. 


Amplitude 

ftom crest to 

trough. 


Total length 
occupied by 
Tisibfe inflec- 
tions. 


Average 
Length. 


Average 
depth. 


1 

2 
3 

4 

5 

6 

7 


Oct. 26,1896 

• 

Oct. 31,1896 

D6C.10,1896 

Dec. 17, 1896 

Mar. 14, 1898. III.. 

April 1,1898. IV... 

April 1,1898. V... 


45 mm. or 4.5 min.. 

60 mm. or 6 min 

54 mm. or 5.4 miD . . 

■ 

50 mm. or 5.4 min.. 

55 mm. or 5.5 min.. 

34 mm. or 3.4 m*Ji.. 

35 mm. or 3.5 min.. 


6 
22 


mm. 
0.1-0.3 
.0-0.1 

.0-0.1 


tnm, 
8 
19 


1.0 
.5 


mm. 
0.1 

.05 


Total.. 28 


Total.. 27 


22 


11 


6 

4 

22 


.3-0.5 
.1-0.3 
.0-0.1 

.3-0.5 
.1-0.3 
.0-0.1 

.8-1.2 
.4-0.8 
.0-0.4 

.8-1.4 
.4-0.8 

.8-1.2 
.4-0.8 
.0-0.4 


11 

7 

80 


1.5 
1.0 
1.0 

1.1 

1.0 


.14 
.14 
.40 
.46 
.37 


Total.. 32 


Total.. 48 


5 
13 
22 


6 
15 
19 


Total.. 40 


Total.. 40 


6 
20 
33 








Total^.59 


Total.. 55 


7 

6 

18 








Total.. 31 


Total.. 34 


6 

6 

26 








Total.. 38 



If there were no such accidental deflections as those indicated in the preceding 
table the battery record would be a smooth line and any displacement in holographs 
would be due to solar or telluric absorption, and would always have a fixed place. 

Such accidental deflections, however, always exist, and being superposed upon the 
^'real" ones corresponding to absorption, they must usually change both the place and 
amplitude of the latter. These **real" ones are many of them distinguished by their 
much greater amplitude and all by their fixity of place, but their magnitudes may have 
the same or even a less value than the average accidental ones, though in the last- 
mentioned case it can not be shown that they are **real" with certainty. In the illus- 
tration which follows we have for clearness supposed the accidental ones to be half as 
great in amplitude as the *'real." We treat, for convenience, all deflections as having 
the same algebraic sign. The superposition is quite fortuitous and an unlimited number 
of combinations may result. We consider in illustration only one usual and typical 
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case, where the accidental minimum, without exactly coinciding with the "real one,^ 
falls so near it as to displace it. 

Fig. 20 is the holographic curve as it would appear were there no accidental 
deflections, but showing one real one. 

Fig. 21 is the ''battery record" curve with its small deflections nearly coinciding 
in one instance with the real one in the ideal record (fig. 20). 

Fig. 22 shows the result of the superposition of the accidental deflections in fig. 
21 on the curve (fig. 20), thus producing the actual efi'ect we are discussing — of 
shifting the position of the ''real" minimum in the holograph. It will be seen that 
fi'om a single curve, like fig. 22, we can never recover the exact place of the "real" 
deflection. 

The maximum possible shifting of the "real" minimum will be half the period of 
the accidental deflection superposed on it. This amount of shifting can only occur 
with "real" deflections of much smaller amplitude than the accidental ones; and as 
very few of the deflections are considered to be probably "real" that are as small as the 

larger of the accidental deflections this case will rarely occur. 

For deflections of equal amplitude the shifting can not exceed Fig. 20. \/ 

one-fourth the period of the accidental deflection superposed; 

but for the comparatively very deep "real" deflections of 

which this class is largely composed the shifting will become f^'S* 21- 

negligible in all cases. 

(c) Accidental deflections from clouds. — I had occasion to ^'^^^^'^"'''^^'^ly^^ 
recognize even in the earlier work that passing clouds which ' ^ 

are distinctly visible were less to be apprehended in their E«^t of accidental disturbances. 

effects than the rapid changes which were due to the invisible clouds (if I may call 
them so); that is, changes of heat transmissibility in what is to the naked eye an 
almost uniformly clear sky, and in this connection only such small invisible clouds 
are here referred to, ap the effect of visible ones is quite too palpable to require 
comment, usually reducing the deflections almost or quite to zero. The effect of 
these invisible disturbers, to which I have long since directed attention, appears in 
the holographs beginning with the A line very clearly. Thus in PI. XX, it will be 
seen that very considerable deflections exist in the first five or six minutes of arc in 
the curve below A, but are never found twice alike, and are clearly greater than the 
battery record would lead us to expect so frequently. Another region, similarly 
barren of "real" deflections, yet much indented in the separate curves, is the portion 
between /> <y r and g>. All that can be said with regard to these irregularities is that 
they exist, but are less uniform in their occurrence than the accidental instrumental 
deflections, and their spurious indications are therefore more easily recognized in a 
comparison of curves. 
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Summing up this discussion of accidental deflections, it may be said (giving 
values referring to holographs of 1896-97 first in brackets and those for 1897-98 
after) that real deflections less than [0.2] 0:4 mm. amplitude are not identifiable among 
them; that '^real" deflections between [0.2] 0.4 and [0.5] 1.0 mm. are rendered more 
or less doubtful, and that certainty as to the ** reality" of deflections between [0.5] 1.0 
and [1.0] 2.0 mm. is attainable only with more pains owing to their presence. **Real" 
deflections of less than 1.0 mm. in amplitude are in the best plates liable to shifting of 
from 0.0 to 0.3 mm. by the superposition of accidental deflections, but their eff^ect on 
the greater **real" deflections is in general negHgible. 



III.— SOURCES OP ERROR FROM IMPERFECT MECHANISM. 
1. Irregularities in the Motion of the Plate. 

Several determinations of the error from this source have been made by the 
method to be immediately described, which, it will be seen, is more rigorous than 
actually required, since it shows whether or not the plate moves at a uniform rate with 
respect to a second's pendulum, not with respect to the circle. 

Method of determination. — An electric current is arranged from a seconds pendulum 
clock, so that at every other second, or at every minute, as may be desired, an electro- 
magnet removes a shutter from before the slit in the front of the plate carrier box. 
(See PI. XIV.) A suitable source of illumination is provided by means of a gas 
lamp and reflecting mirror, so that at the instant the shutter is thus removed a flash of 
light falls on the photographic plate, moved as usual by the driving clock. After the 
plate has received several of these records it is developed and measured on the 
comparator and the deviation of its intervals from equality thus obtained. 

By repeated tests of this kind it has been abundantly proved that no deviations 
from regularity exceeding 0.1 mm. occur in the whole 60 cm. motion of the plate 
running at the usual speed. The accompanying table shows the results obtained from 
one such determination : 
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Table 16.— Test of Plate motion. 

[Observations of May 16, 1896.] 



1 


1 

2 

Distance of 
interval 
Arom start 


3 


4 


5 


1 


2 


! 3 


4 


5 


No. 


Length of in- 
terral, mean 
of two meas- 
urements. 


Deviation of 

intervals 

from their 

mean. 


Algebraic 

sum of 
residuals. 


No. 


Distance of 

interval 
f^om start. 


Length of in- 
terval, mean 
of two meas- 
urements. 


Deviation of 

intervals 

from their 

mean. 


Algebraic 

sura of 
residuals. 




cm. 


cm. 


cm. 


1 

cm. 




cm. 


cm. 


cm. 


cm. 


1 


0.00 


0.998 


-0.0028 


-0.0028 


31 


29.86 


0.997 


-0.0018 


+0.0000 


2 


1.00 


.9975 


— 23 


— 51 


32 


30.85 


— .996 


- 08 


— 08 


3 


1.99 


.997 


— 18 


— 69 


; 33 


31.85 


.995 


+ 02 


— 06 


4 


2.99 


.9965 


— 13 


— 82 


34 


32.84 


.9935 


+ 17 


+ 11 


5 


3.98 


.995 


+ 02 


— 80 


35 


33.84 


.9925 


+ 27 


-f 38 


6 


4.98 


.996 


— 08 


— 88 


36 


34.83 


- .9975 


— 23 


+ 15 


7 


5.97 


.9965 


— 13 


— .0101 


37 


35.83 


.994 


+ 12 


+ 27 


8 


6.97 


.9955 


- 03 


— 104 


38 


36.82 


.9965 


- 13 


+ 14 


9 


7.96 


. 996 


— ■ 08 


— 112 


39 


37.82 


.9945 


+ 07 


+ 21 


10 


8.96 


.993 


-f 22 


— .0090 


40 


38.81 


.9955 


— 03 


+ 18 


11 


9.95 


.995 


+ 02 


- 88 


41 


39.81 


.9925 


+ 27 


+ 45 


12 


10.95 


.991 


+ 42 


— 46 


42 


40.80 


.9945 


+ 07 


-f 52 


13 


1L94 


. 999 


— 38 


— 84 


43 


4L80 


.995 


+ 02 


+ 54 


U 


12.94 


.9935 


+ n 


— 67 


44 


42.79 


.994 


+ 12 


-f 66 


15 


13.93 


.9925 


+ 27 


— 40 


45 


43.79 


.9975 


- 23 


+ 43 


16 


14.93 


.996 


— 08 


— 48 


46 


44.78 


.9935 


+ 17 


-f 60 


17 


15.92 


.9955 


- 03 


— 51 


47 


45.78 


.9975 


— 23 


+ 37 


18 


16.92 


.9945 


+ 07 


- 44 


48 


46.77 


.994 


+ 12 


+ 49 


19 


17.91 


.995 


-h 02 


— 42 


49 


45.77 


.996 


— 08 


-h 41 


20 


18.91 


.9955 


— 03 


- 45 


50 


48.76 


.9955 


- 03 


-h 38 


21 


19.90 


.9925 


+ 27 


- 18 


51 


49.76 


.9945 


+ 07 


+ 46 


22 


20.90 


.993 


+ 22 


H- 04 


52 


50.76 


.998 


- 28 


+ 17 


23 


2L89 


. 995 


-f 02 


+ 06 


53 


51.75 


.9975 


— 23 


— 06 


24 


22.89 


.996 


— 08 


— 02 


54 


62.75 


.9945 


-h 07 


+ 01 


25 


23.88 


.9935 


+ 17 


+ 15 


55 


53.74 


.998 


- 28 


- 27 


26 


24.88 


. «7«n>o 


— 13 


+ 02 


56 


54.74 


.9935 


-f 17 


— 10 


27 


25.88 


.9915- 


+ 37 


+ 39 


57 


55.73 


.995 


-f 02 


— 08 


28 


26.87 


.9945 


+ 07 


+ 46 


58 


56.73 


.995 


+ 02 


- 06 


29 
30 


27.87 
28.86 


.998 
.995 


— 28 
-f 02 


-f 16 1 
+ 18 






'0.9952 




8—0.0112 



1 MeaD. ^ Maximam nnmerical valae of irregalarity. 

2. Irregularities in the Motion op the Circle with Respect to the Plate. 

Several methods of conducting this test have been proposed and tried, but none 
have proved wholly satisfactory, owing to the extreme degree of precision required to 
determine irregularities of one-half second of arc in the rate of a continuously moving 
circle whose total travel in an hour is only thirty minutes. 

Various methods of multiplying the circle motion by increasing the effective 
radius, or even doubling the motion, were tried, but proved to be attended with too 
much error to be useful. Recourse has therefore been had to a less elegant but more 
trustworthy expedient. In the absence of a suitable ligrht grating a small glass plate 
was covered with a very weak solution of hydroquinone and dried, so that its surface 
was thus coated with very minute crystals. This glass plate was affixed in a horizontal 
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position to a brass arm which extended radially slightly beyond the edge of the circle 
and was firmly clamped so as to turn with it. The brass arm was open beneath the 
center of the glass plate so as to allow of good lighting of the latter from beneatL 
A compound microscope was then solidly clamped to the base casting of the circle 
and focused upon the crystals covering the glass plate. In the eyepiece of the 
microscope was a micrometer. 

The system of time flashes upon the photographic plate described on the preceding 
page 112 was made to operate, and a second shutter similar to that there described was 
adjusted to partially cut off the beam of light, except when opened by a second electro- 
magnet in a separate circuit operated at pleasure by the observer at the circle with a 
telegraph key. The part played b}^ the observer was as follows: Having started 
the driving-clock and taken his station at the microscope, he selected a crystal in the 
field and observed and telegraphed upon the moving plafe its transit across a certain 
line of the eyepiece micrometer, and again its transit across a second line after an 
interval of about a minute. A new crystal was then selected and its passage across 
the same pair of lines similarly recorded, and the process was repeated till the end of 
the test. 

So good was the definition, but withal so high the magnification, that it was found 
that an accuracy reaching to one part in a hundred in the intervals thus registered was 
in general attainable, corresponding to something less than one-tenth millimeter 
on the plate. 

By the application of this method it was shown that the motion of the circle was 
so far irregular (in June, 1896) as to give rise to sensible errors in the positions on 
the 60 cm. plate, and further experiment showing that this iiTCgularity was not due 
to the clock work, a new worm and wheel segment by Warner & Swasey was pro- 
cured and installed in September, 1896. This new mechanism moves the circle within 
the limits of accuracy of the means of testing its motion, as is shown by the following 
table. Two tests are presented in the table. The second column gives the distances 
in centimeters from the beginning of the plate to the space intervals determined from 
observed transits as above described and tabulated in column 3. Column 4 gives the 
residuals between the observed space intervals and their mean, and in column 5 is pre- 
sented the algebraic sum of these residuals which would, if the observed intervals 
covered the plates continuously, show the total departure from regularity in the 
motion as in the table of page 113. Under the circumstances, however, as the end of 
one interval is not the beginning of the next, a single faulty determination makes this 
column appear very unsatisfactory for a considerable tlistance. Though the maximum 
value of the variation from uniform motion as given by the table (0.36 mm.) is con- 
siderably above the 0.1 mm. limit aimed for, yet there seems to be great probability 
that the error may be due to inaccuracy of the method of testing rather than to inac- 
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curacy in the circle motion, and the maximum error in the latter, certainly below 0.4 
mm., is probably not greater than 0.1 mm: 

Table 17. — Test of circle motion. 



I. Date, September 18. 1896, F. E. F. and C. G. A. 


II. Date, September 19, 1896, F. E. F. 


1 


2 


3 


4 • 


5 


i 


7 

Mean plate 

distance of 

interval. 


8 


9 


10 


1 No. 

i 


Mean plate 

distance of 

Intenal. 


Interval on 
plate mean of 
two compara- 
tor measure- 
monta. 


Deviation of 

interval from 

mean. 


Alffebraic sum 

of residuals in 

column 4. 

cm. 


No. 


Interval on 
plate ; mean of 
two compara- 
tor measure- 
ments. 


Deviation of 

interval from 

mean. 


Algebraic som 
colamu 9. 




cm. 


cm. 


cm. 




cm. 


cm. 


cw. 


cm. ■ i 


1 


0.00 


0.523 


-0.012 


—0.012 


1 


0.00 


0.625 


—0.002 


0.002 


2 


0.86 


.558 


-f .015 


+ .003 


: 2 


0.90 


.618 


— .005 


— .003 


3 


1.56 


.550 


+ .007 


+ .010 


3 


2.13 


.630 


-1- .007 


-f .004 


4 


2.79 


.540 


— .003 


-f .007 


4 


3.04 


.622 


— .001 


+ .003 


5 


4.04 


.518 


-f .005 


-f .012 


5 


4.40 


.632 


-[..009 


-f .013 


6 


4.94 


.560 


-f .013 


+ .025 


6 


5.37 


.625 


+ .002 


-f .015 


7 


5.80 


.538 


— .005 


+ .020 


7 


7.05 


.612 


— .010 


-f .005 


8 


7.61 


.538 


- .005 


+ .015 


8 


7.69 


.618 


— .005 


+ .000 


9 


9.10 


.532 


— .011 


+ .004 


9 


8.37 


.615 


— .008 


— .008 


10 


10.99 


.535 


— .008 


— .004 


i ^^ 


8.72 


.600 


— .023 


- .031 


11 


10.73 


.553 


+ .010 


-f .006 


11 


9.32 


.632 


-f .009 


— .022 


12 


11.68 


.540 


— .003 


+ .003 


12 


10.42 


.630 


-f .007 


— .015 


13 


12.90 


.555 


-i- .012 


+ .015 


13 


11.68 


.632 


-f .009 


— .006 


14 


14.33 


.548 


-f .005 


+ .020 


1 14 


12.32 


.640 


-f .017 


+ .011 


15 


15.97 


.510 


— .033 


— .013 


; 15 


12.44 


.622 


-.001 


-f .010 


16 


16.67 


.548 


-i- .005 


— .008 


16 


14.63 


.622 


— .001 


-f .009 


17 


17.33 


.568 


+ .025 


-f .017 . 


17 


14.83 


.618 


— .005 


+ .004 


18 


18.07 


.550 


-f .007 


+ .024 


18 


15.62 


.635 


+ .012 


-f .016 


19 


20.35 


.538 


— .005 


+ .019 


19 


15.93 


.628 


-f .005 


+ .021 


20 


21.17 


.552 


-f .009 


+ .028 


20 


16.63 


.610 


— .013 


+ .008 


21 


22.13 


.535 


— .008 


-f .020 


21 


17.48 


.610 


— .013 


— .007 


22 


23.66 


.530 


— .013 


-f .007 


22 


18.04 


.625 


+ .002 


- .005 


23 


24.33 


.535 


— .008 


— .001 


23 


18.78 


.622 


- .001 


— .006 


24 


25.55 


.542 


— .001 


- .002 


24 


19.06 


.636 


-f .012 


-f .006 


25 . 


27,22 


.545 


-f .002 


+ .000 


25 


20.34 


.615 


- .008 


— .002 


26 


27.97 


.535 


— .008 


— .008 


26 


20.85 


.612 


— .011 


— . 013 1 


27 


29.21 


.560 


-f .017 


+ .009 


27 


22.10 


.615 


— .008 


— .021 


28 


30.26 


.535 


-.008 


+ .001 


28 


21.46 


.620 


— .003 


-.024 


29 


31.56 


.545 


-h .002 


-f .003 


29 


22.90 


.618 


— .005 


— .029 ' 






'0..543 
..Fends; C. 






30 


24.11 


.628 


-i- .005 


— .024 




F.E 


G. A. begins. 




31 
32 


24.90 
27.03 


.638 
.612 


+ .015 
— .011 


— .009 

— .020 


30 


36.15 


0.740 


+ .004 


-i- .007 


33 


27.94 


.625 


+ .002 


— .018 


31 


37.95 


.758 


-i- .022 


+ .029 


34 


29.89 


.610 


— .013 


— .031 


32 


39.92 


.722 


— .014 


+ .015 


35 


30.53 


.620 


— .003 


— .034 


33 


40.96 


.738 


-h .002 


-f .017 


36 


31.95 


.622 


— .001 


- .035 


34 


42.11 


.760 


-h .024 


+ .041 


37 


35.75 


.622 


— .001 


— .036 


35 


44.27 


.745 


+ .009 


-h .050 


38 


36.11 


.620 


— .003 


— . 039 


36 


45.14 


.730 


— .006 


+ .044 


39 


37.18 


.620 


— .003 


— .042 


37 


47.32 


.725 


— .011 


-f .033 


40 


38.15 


.628 


- .005 


-f .037 


38 


48.94 


.738 


-f .002 


+ .035 


41 


39.37 


.635 


+ .012 


— .025 


39 


60.14 


.722 


— .016 


+ .019 


42 


39.98 


.645 


+ .022 


— .003 


40 
41 
42 


51.05 
53.90 
56.44 


.718 
.732 
.740 


- .018 

— .004 
-f .004 


+ .001 
— .003 
-f .003 


43 


41.40 


.620 


— .003 


— .006 1 






•0.623 




8—0.036 


'0.736 


2+0.047 



I Mean. 



^Maxininm valne.of the irregalarity. 
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3. A Detbrmination of the Exact Ratio of Plate to Circle Speed. 

The method and result of the determination of this constant are here given, since 
the method comes in a similar category with those just cited. 

The plate is 600 mm. long, and as it is wished to secure an accuracy of 0.1 mm., 
it is necessary that the ratio of x^^ircle to plate motions be known to one part in 6,000. 
While this degree of accuracy of position on the plates was sought primarily for the 
purpose of their comparison, yet it will be desirable to retain it, if possible, in passing 
from linear measurements to angular ones. 

The method employed in measuring the ratio of linear distances, on the plate, to 
corresponding diflferences in prismatic deviation is as follows: The clock gears are 
changed so as to give the most rapid rate of circle motion compared with that of plate. 
A photographic plate is then inserted and the driving part of the clock disconnected, 
so that there is simply a train of gears moving circle and plate simultaneously. With 
these arrangements the observer marks the plate at one end (photographically) through 
the slit in front of the plate carrier, reads the circle with care, turns the gearing till 
the other end of the plate is reached, and again marks it and reads the circle. Thus 
for the usual interval of plate, sixteen times the usual interval of circle, is read, and the 
errors of reading the circle become imimportant. In this way the following values 
have been obtained as the mean of eight determinations on December 22, 1896, and of 
six determinations on January 6, 1898, respectively: 

December 22, 1896: 1 cm. of plate =30.001'' ±0.001 of circle. 
January 6, 1898: 1 cm. of plate =29.999'' ±0.0016 of circle. 
Whence, remembering that 1° of circle motion corresponds to 2^ of spectrum 
motion, we have: 

December 22, 1896, 1 cm. of plate=01' 00.002" ±0.002" of spectrum. 
January 6, 1898, 1 cm. of plate=00' 59.998"± 0.003" of spectrum. 

IV.— SOURCES OF ERROR IN PREPARING LINEAR SPECTRA FROM BOLOGRAPHS. 

While the errors introduced in this process are of less importance since the final data for the 
position of lines are made to rest on comparator measurements on the curves themselves, yet the 
investigations made in the determinations of these errors are perhaps worth a word of allusion. 

1. Errors in Position Formerly Introducbd by the use op a Cylindric Lens. 

As has been remarked, it was found that in <<cylindrics" or linear spectra prepared by the aid 
of a cylindric lens, lines corresponding to deflections near the edge of the plate were somewhat 
curved and at a very considerable angle with those corresponding to deflections at the center of the 
plate. To determine the full amount of distortion a plate 60 cm. long and 20 cm. wide was made 
opaque except at certain dots at measured positions, so situated as to fairly represent all parts of 
the surface. A "cylindric^ was then made with the distance from the original plate to the cylin- 
dric lens and from this lens to the copy, each 100 cm. Upon the film of the copy after development 
were scratched lines parallel to the axis of ordinates at the measured abscissaa of the dots on the 
original plate. 

Comparing the scratched lines with the photographed ones, it was found that if a strip running 
lengthwise through the central portion of the '^ cylindric'' should be cut out, as would be done in 
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making a line spectrum, lines corresponding to dots on the extreme edges of the original plate 
would be out of place from 2 to 3 mm. relative to those representing dots at the center of the plate. 

Besides this, a progressive crowding together of the lines of the copy plate was observed in 
passing from the center of the plate toward the ends, owing to the different thickness of glass in 
the path of the rays of light producing the lines. 

This experiment was conclusive against the use of the cylindric lens even in the production of 
composites for illustration. The remaining discussion will assume the use of the slit as described 
on page 73. 

2. Broadening of thk Lines from the use of the Slit. 

(a) From geometrical considerations. — If a be the width of a spot of light on the original plate, 
b the width of the slit, o and d the distances from the original plate to the slit and to the copy, 
respectively, then the total width of the line corresponding to the original spot will be: 

b d-^a {d — c) 



or, if ^=2 e as is usual, simply: 



a+2h. 



The illumination of this width will not, however, be uniform, but will fall off at the edges. 

(b) Broadening of the lines from diffraction. — The broadening from this source will be less the 
wider the slit we are using in place of the lens. Hence it is clear that the best width of slit to 
employ will be a question of balance between the efifects (a) and (ft), the one increasing, the other 
decreasing, with increasing slit width. Accordingly a series of exposures with various slit widths 
was made, and it was found that the most satisfactory definition was obtained at a width of 0.4 mm. 
The excess of the width of the lines over the width of the original blocked-in deflections was 
scarcely noticeable, since the illumination at the edges was too faint to affect the plate during the 
time of exposure. 

3. Imperfect Adjustments of the Camera. 

Let the figure represent at A the original plate with its blocked-in curve, at A^ the copy 
plate, and midway between them the slit, all represented in side elevation. Jjet a = o^, and let a 
be the maximum value allowable from considerations of length of exposure and rigidity of appa- 
ratus, which is about 120 cm. Let us first see what effect is produced by an angular displacement 
of A'B'. 

Assuming a? = 30 cm., or one-half the length of a 60 cm. plate, and a = a^ = 120 cm., then if 
A' B'=: A B -f 0.1 mm., we have 



J^ = 



a {A' BQ 



= 0.0013 = 4.5' of arc. 



The part below A' will be somewhat shortened. To determine what accuracy will be required 
in the relative lengths a and a', we will assume that the plate copied and the copy plate are 
accurately perpendicular to the line AA', then for an accuracy of 0.1 mm. in the length of the 
copy plate, 

Ja'=^ Jar' = ?f^X 0.05 mm. = 0.2 mm. 
X 30 
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Fio. 23. Adjustments of camera for prodaction of linear spectra. 
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It is clear that if the planes of the two plates and of the slit are not parallel the lines 
appearing upon the copy plate will not be parallel. No analytical investigation of the degree of 
perfection required in this adjustment has been made, since the camera may be so adjusted by 
trial that errors from this son: ce may be minimized. 

From the above considerations it is thought improbable that a greater photographic accuracy 
in linear translation of fulMength plates than 0.2 mm. can be obtained. But as the amount of 
error firom each of the sources enumerated, excepting the want of parallelism between slit and 
plates, decreases with the length of plate employed, it is probable that for short plates of 30 
or 20 cm. the error will not amount to more than 0.1 mm. 

4. Personal Error ix Blocking in. 

The composite process is practically automatic and independent of individual judgment, 
except for the need of "blocking in'' by hand and the introduction of the "personal equation" of 
the person who conducts this part. 

To determine the magnitude of the personal errors arising from this source a curve about 20 
cm. in length, in which deflections occurred typical of all forms which are met with, was blocked 
in successively and independently by three persons who were ignorant of each other's work until 
the respective linear x)otographs were compared. Each observer measured on the comparator 
the positions of the minima on the curve and the corresponding lines on his linear translation, 
making two series of measurements in each case. The average difference between the means of 
these two series of measurements was considered to be the measure of the personal error introduced 
by the observer in blocking in. 

The results obtained are as follows : 



Mean per- 
rki.^..^.. 1 sonal error 
Observer. ! of blocking 

1 '- 1 


1 mm. 

F.E.F ' 0.16 

R.C.C ' .27 


C.G.A ' .32 



SO that the mean of these personal errors is 0.25 mm 

5. Errors in Drawing Line Spectra ky Hand. 

The co;nx)osite process involves so much labor that the linear spectra illustrating the results 
of 1897-98 wer-) drawn to scale from the tabulated values, and appear in Pis. XX, XXIV and 
XXV. Pis. XXIV and XXV are generally accurate to within O.l mm.; that is to say, wave 
lengths of lines read from them by the aid of the annexed scale are usually correct to 1 Angstrom 
unit. PI. XX is accurate to about 0.4 mm., and is to be looked upon rather as an illustration 
than as a standard of reference. 

v.— ERRORS IN COMPARATOR MEASUREMENTS ON THE CURVES. 
1. Errors Due to Inaccuracy in the Graduation of Scales and in Reading them. 

The scales of the comparator were graduated by Messrs. Brown & Sharpe with 
their very accurate dividing engine. This firm reports that no errors greater than 
one two-hundredth millimeter were found in the scales upon comparison. Since all 
measurements are made with the same instrument, it is evident that it is sufficient for 
present purposes that the scale should be accurately divided, which it appears by the 
above report is the case, and its absolute length in terms of the standard meter need 
not be here discussed. 
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The scales are graduated to half millimeters, and are read by verniers to fiftieths 
of a division; that is, to hundredths of a millimeter. The graduations are very fine 
and the vernier surfaces continuous with the scales, so that there is not the slightest 
difficulty in reading with certainty to hundredths of a millimeter. 

2. Errors from Changes of Temperature. 

The coefficient of linear expansion for silver is nearly 0.00002. Hence a change 
of temperature of 1° would produce a change in length of a 600 mm. scale of nearly 
0.012 mm. The coefficient for glass is, however, nearly half as great, and as the 
room temperature is very uniform and not more than 12^ diff*erent from that of the 
observer's body, it is not probable that errors as great as 0.05 ram. are ever introduced 
in the total length of the plate, so that no correction is applied. 

3. Personal Error in Determining the Positions of Minima on Bolographic Curves. 

The inflections in the bolographic curves are of all characters from acute angles 
to slight depressions, with no very definite minimum point. Hence the magnitude of 
the error from differences in personal judgment as to the situation of a minimum point 
is very different for different inflections. However, to gain a general idea of the 
divergence between the opinions of several observers, thirty-four inflections were 
selected upon a certain curve which well represented all cases likely to occur, and three 
observers — F. E. F., R. C. C, and C. G. A. — each measured the positions of these inflec- 
tions, making two separate series of observations in each case. The present very 
accurate comparator was not then available, so that it is presumable that the same 
test if now carried out will show even closer agreement. . However, the results obtained 
were but little divergent, and are as follows: 

Average deviation of the observations of each observer from his mean: F. E. F.'s 
observations, 0.035 mm.; R. C. C.'s, 0.156 mm.; C. G. A.'s, 0.022 mm. 

Average deviation of each observer's mean from the general mean: F. E. F.'s 
observations 0.056 mm.; R. C. C.'s, 0.076 mm.; C. Gr. A's, 0.067 mm. 

Average personal error: 0.066 mm. 

Average probable error of general mean of three observers: 0.031 mm. 

VI.— SOURCES OF ERROR INHERENT IN THE BOLOGRAPHIC METHOD. 

It is evident that the deflection of the galvanometer needle must be subsequent 
to the passage across the bolometer of a point of the spectrum in which there has 
been an increase or dimunition of its energy. Among the causes of such tardiness 
may be mentioned the very slight delay of the bolometer strip in assuming the new 
temperature, the electrostatic capacity of the system, and the inertia of the galvanom- 
eter needle, and these and still other causes may conceivably act with unequal results 
as the change of energy is greater or less. 
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The amount of error from the first two sources can not be well determined a 
priorij but the error, which, as will be presently seen, is in our case always very small, 
may be in general eliminated by taking different holographs with the motion of the 
spectrum across the bolometer strip in opposite directions — in some, from short wave- 
lengths to long, in others from long wave-lengths to short. 

This practice has been followed in the preparation of the results here communi- 
cated, and it appears from a comparison of the measurements on the curves taken 
in opposite directions, that the displacement is chiefly caused by the inertia of the 
galvanometer needle, as the inflections which appear to be shifted are those in 
whose production the galvanometer photographic trace fell swiftly toward its zero 
position through a considerable distance. 

As a special instance the sharp and deep inflection for the absorption line called 
G?i seems, as would be expected from the extreme steepness of the approaches, to be 
more affected than almost any other, and the extreme divergence between its mean 
relative position for holographs in which the motion was from short wave-lengths to 
long, and those with the motion in a contrarj" sense, is found to be about 0.70 mm. 
As this extreme divergence is in this case (where the approach is almost exactly the 
same, whether coming from shorter or from longer wave-lengths) double the shifting 
from the mean position in one holograph of either sort, we have for a maximum value 
of the shifting 0.35 mm. 

We have next to consider a case where only one side of the inflection has a steep 
downward approach, while the other side has a slightly falling, a level, or a rising 
approach. For siich inflections we should expect no shifting when the direction 
of motion was by way of the slow approach, but a shifting of something less than 
0.35 mm. when the approach was from the other side. In consequence, for such inflec- 
tions we may expect the shifting to be not exactly eliminated on taking the mean of 
measurements from holographs in opposed directions, but that an error not probably 
ever exceeding 0.1 mm. will remain. It should be added that the number of such 
inflections is relatively small, not, it is thought, exceeding sixty, and in only a few 
is a displacement of 0.1 to be expected. 

But independent of the motion of the spectrum we have another som'ce of error 
which attends all bolometer measurements, and is due to the fact that the bolometer 
is not infinitely narrow. This source of error has been investigated by Paschen^ and 
Runge, and it will not be out of place to give here an abstract of their theoretical 
examination, as well as the result of its numerical application to the conditions of the 
research we are discussing: 

In a pare spectrum let /(a?) be the intensity of radiation at a place (determined either by 
wavelength or minimum deviation of a prism) x. Then f{x)dx represents the quantity of energy 

* F. Paschen, Annalen der Physik und Chemie, 60, p. 712, 1896. 
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which is contained in a strip of width dwy beginning at x. The energy in a region of the breadth a is 




when its center is at x. A bolometer strip of the breadth a is warmed in proportion to this quan- 
tity when its center is at x. Now let the slit be also of such width that its image subtends a at 
the bolometer, and we have the usual conditions of research. The intensity /(a;) remains no longer 
confined to the infinitely narrow strip at x, but extends to a width a. In continuous spectra the 
images oi* intensity /(or) embrace neighboring regions in a?, and the quantity of energy which then 
warms the bolometer strip may be reckoned as follows, neglecting the constant factor: 

The image of intensity /(or) covers the strip completely, and therefore warms with its com- 
plete intensity. That of intensity /(a?+t?), which corresponds with the place (x+v), falls, however, 
only partially on the strip. The active portion of its intensity is proportional to the fraction of 
the image which falls upon the bolometer strip. This x>ortion is : 

All places r on one side of x give together the energy quantity 

All places on the other side give 

In all, these portions sum up to 

F {x)^j'^ |/(x+r)+/(a?-r) } dv 

The galvanometer defiection i^ proportional to F(d?). 
Solving this expression we have 

n f(^^^ofl^ ^ Az F^>r^J.(l^)' A^ J^i^\ (12)* .6 p/^^ . (14)* a^t^i^\ ^ (-1)" to )' 
a/(a?)=2(^-^ J« F(^)+-[g- ^' F(^)-]§- ^' ^(^)+lio ^ F(^)-+. - . •-2ir+2'~ 

J** ¥(x) ^ 

Here 

J»P(a?)=(F(a?+a)— F(ir))— (F(a?)— F(x— a)) 
J< F(x)=( J* F(a?-f a)- J* F(x))-( J« ¥(x)^J^ F(a?-a)), etc. 
Where the bolometer observations F(ar) are given in such a tabular form that the table interval 
in a? is equal to a, then J* F(a?), etc., can be obtained by successive differences. Where ¥{x) is 
given, on the other hand, as is usual, in the form of a curve, the following series is convenient: 

af{x) =F(ir)-glF,(;r)+jgFt(a?)-+. . . . 
Where 

F,(^)=?:(^±^)+i:(^=^- Y{x) 

F,(ar)=^'('"+«)t^'<^-'*^-F,(x), etc. 

2 
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Ill fig. 24 the ordinate endiog at B is F(a?), that at 0, F{x+a) and that at D, F^^a)* Then 
AB=Pi(a;) where A is the intersection of F^,.) with the chord AC. In a similar way we may obtain 
F-i(a?) from Fi(a?) when the latter is reduced to the form of a curve. If necessary one may extend 

this series to additional terms in which F^ix}^ etc., would be 

obtained in a manner analagous to F2(a7). 

In the writer's earliest work both slit and bolometer 
strip were relatively so wide that such considerations were 
important, but in the recent work of this observatory the 
slit and bolometer have been so very narrow in angular 
measure that but slight corrections were to be expected 
when the procedure indicated by Paschen is followed out 
However, to make sure of the matter, several typical deflec- 
tions in curves of 1897-98 taken with the widest bolometer 
used (3.0") were thus treated. It appeared that while the 
ordinates of the curves were sometimes affected to the extent of a half millimeter or 
less, the positions of minima were shifted in deviation almost imperceptibly, and never 
by as much as 0.1 mm., corresponding to 0.6" of arc. Hence it was concluded that 
the correction for bolometer and slit widths is negligible. 




x-tt X x^a 

Fia. 24.— Correotion of obsenrations for 
width of bolometer strip. 



SUMMARY OF THE RESULTS OF THE PRECEDING DISCUSSION OF THE 

LIMITATIONS OF THE METHOD, AND OF THE ERRORS 

IN ITS APPLICATION. 

A.— LIMITATIONS. 

1. The visual resolution of the great salt prism actually employed is such that 
about 1,300 absorption lines could be discriminated between Az=0.76// and Azz5.3>m, 
if they exist, if the region was visible to the eye, and if the spectrum was sufficiently 
pure. Of the lines, 300 could be found below 1.8//. The resolution of the glass 
prism employed between AzzO.TGyu and Am 1.8// is such that about 2,000 lines would 
be found in this region under the conditions above cited, or twice as many as with 
the salt prism. Thus nearly 2,500 lines are theoretically possible to visual observation 
were the eye sensitive to these radiations. 

2. There is reason to believe that bolographic resolution may under conceivable 
circumstances exceed the visual resolution, and indeed that it has actually slightly 
exceeded it. 

3. The present sensitiveness of the actual bolographic apparatus is so far limited 
that a slit image of 1.2'' width and a bolometer of 1.2" width are employed in order 
that a suitable galvanometer deflection may be obtained when using the salt prism 
between AzzO.76// and A =2.2//. For other regions of the spectrum, and for the glass 
prism in this region, greater widths are necessary. 
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4. Owing to the refraction of air currents, and to vibrations of the optical apparatus 
(the latter mostly caused by the passage of vehicles between the observatory and the 
United States National Museum building), the slit image is nearly always in vibration 
to the extent of fi-om 0.4'' to 1", though at times the confusion is much less and may 
even sensibly disappear. 

5. Electrical and mechanical disturbances of the galvanometer produce a nearly 
continuous series of accidental inflections in the holographic curves. The average 
magnitude of these accidental deflections was in 1896-97 about 0.15 mm. in amplitude 
and 1.0 mm. in length, while with the more sensitive arrangements of 1897-98 the 
average amplitude was 0.4 mm. and the average length 1.0 mm. 

6. Since the spectrum is thus rendered to some extent impure by tremor, and the 
smaller deflections corresponding to absorption hues are obscured by accidental inflec- 
tions of the holographic curve, the bolometer does not attain the results it could reach 
under other local conditions. 

B.— ERRORS. 

1. Temperature changes in the mirror supports produced in 1896-97 slight shift- 
ing of the slit image, but under usually good temperature conditions of the observa- 
tory it appears that such shifting did not exceed in an hour's run 1" to 2". The 
shifting observed in 1898 is negligible. 

2. Rise of temperature in the salt prism produces a change of deviation of — 12" 
of arc per degree due to decrease in refractive indices, and, under ordinary tempera- 
ture conditions (a rise of 0.0^ to 0.2^ per hour), this would give a change in length of 
holographs corresponding to — 0.0" to — 3". 

Such a rising temperature as just mentioned produces the paradoxical effect of an 
increase in aU three angles of the prism, causing a change of deviation of 0.0" to 2". 

3. These temperature errors (1 and 2) counteract each other so exactly as to 
make it imdesirable to apply separate corrections for them. Residual errors between 
the limits 0.0" to 1.0" may be tolerated. 

. 4. Instrumental records taken at various times show that advantage in steadiness 
of the galvanometer record has come, (a) from the use of a Julius suspension with the 
further improvements which Mr. Abbot has introduced in that method; (fe) from the 
system of mercury flotation ; (c) from using an air-tight galvanometer case. The 
usual day record is nevertheless still inferior to the night record by reason of tremors 
set up by neighboring traffic, but how slight the result of these tremors has become 
with the JuHus suspension mercury flotation the illustration in PI. XVII will show. 

5. The present conditions are such that drift, once a most formidable and appar- 
ently most hopeless difficulty, is no longer a serious drawback. Few curves of an 
hour's duration are taken in which the drift is less than 1 cm., but where a drift of 

more than 3 cm. occurs it is unusual, and due either to rise of temperature in the gal- 
S. Doc. 20 12 
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vauometer room, or to a gradual fall in the electromotive force, such as may occur for 
several weeks after the battery has been freshly charged. This latter cause may be 
avoided by a preliminary partial discharge through a suitable resistance. 

6. Among the total instrumental accidental deflections must be included those 
due to the singular effect of the wind upon the battery record (traced to its obscure 
cause and entirely overcome only in February, 1898) as well as to fluctuation of the 
current employed in the circuit and other conditions. In the best bolographs of 
1896-97 the accidental deflections in the battery record averaged in amplitude 0.15 
mm.; in period 1.0 mm. In those of 1897-98, taken with a galvanometer six times 
more sensitive, the average magnitude was in amplitude 0.40 mm.; in period 1.0 mm. 

7. In bolographs of 1896-97 all '*real"^ deflections of less than 0.16 mm. in ampli- 
tude were lost among these false ones, and those of less than 1 mm. amplitude were 
liable, by reason of the superposition of the accidental ones, to a displacement of 
from 0.0 mm. to 0.25 mm. 

The corresponding limits for holographs of 1897-98 are: To be obscured 0.4 mm.; 
displacement for deflections below 2.0 mm. amplitude, from 0.0 mm. to 0.25 mm. 

8. Irregularities in the motion of the plate may be neglected, as experiments show 
they never exceed 0.1 mm. 

9. Irregularities in the motion of the circle are so slight as to be not susceptible 
to certain measurement by either of several methods used, but are shown to be at their 
maximum within 2.0'', and are probably much less. The probable error does not 
exceed 0.5''. 

10. As the so-called **cylindric" or automatic linear translation is only used here 
in illustration, it will be enough to observe that each line of such a translation is sub- 
ject to displacement from "blocking in," the average displacement varying with dif- 
ferent persons, but having a mean value of 0.25 mm. Photographic processes involved 
in the production of linear bologi'aphs may produce displacements at the extremes of a 
20 cm. plate of 0.1 mm. and proportionally greater displacements for longer plates. 

11. In determining the position of minima on bolographs the average deviations 
of the mean of two comparator observations by one observer from the mean of six 
observations on the same curve by three observers was found to vary with different 
persons from 0.022 to 0.16 mm., but to give a mean of about 0.07 mm. With the com- 
parator at present used the agreement of such observations would be without doubt still 
more exact. 

12. Curves have been taken in opposite directions through the spectrum to 
eliminate errors from tardiness of the galvanometer indications, and the error not thus 
eliminated is confined to a comparatively small number of unsymmetrical deflections 
where it may reach 0.1 mm. to 0.2 mm. 



iBy ''reaV deflections are to be understood those due to aotaal tellario or solar absorption. 
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13. Errors from the width of slit and bolometer strip are, as has been shown here, 
negligible, on account of the narrowness of the slit and bolometer strip here actually 
employed. 

From the preceding discussion it may he expected that the relative angular deviation of 
any weU-marked absorption line in tJie infra-red is capable of determination from six bolo- 
graphs with a probable error of less than one second of arc, and an examination of the tabular 
restdts given later will show that this expectation is more than realized. 
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THE ABSORPTION LINES IN THE INFRA-RED SOLAR SPECTRUM- 
RESULTS OF BOLOGRAPHIC SPECTRUM ANALYSIS IN 1897-98. 

In presenting the following results of a bolometric investigation to determine the 
position of absorption bands in the infra-red solar spectrum, it should be remarked at 
the outset that they are not to be regarded as the most complete which can be 
obtained; for tlu'oughout the investigation experience has continually suggested 
improvements in apparatus or methods of procedure which have yielded on trial valu- 
able gains in result. It is a sufficient illustration of this to say that in the last year of 
the investigation, by the construction of a more sensitive galvanometer and by other 
improvements, more lines were discovered than were previously found in all the pre- 
ceding years which have elapsed since bolometric investigation of the infi'a-red solar 
spectrum was inaugurated. It is safe to say that there is reason to suppose that by a 
patient continuance of the research, though preferably in a moi'e undisturbed locality, 
the number of lines discovered in this region beyond the reach of photography might 
be increased several fold. It has, however, been felt desirable to bring this long 
investigation to at least some provisional halt and to proceed to other lines of work 
m which the experience and equipment obtained in the present research may be made 
immediately available. The results already obtained are therefore published in the 
hope that they contain a useful contribution to astrophysical knowledge. 

It has already been said that it had been intended to publish in 1897, but owing 
to reasons connected with the relations of the Astrophysical Observatory to the Gov- 
ernment the necessary funds for the publication were not available. The delay, though 
regretable, has not proved wholly unfortunate, because the results obtained havein the 
me^-ntime been greatly enriched. Nevertheless, inasmuch as the spectrum map prepared 
in 1897 was ready for the press, and as the results of that year were more fairly appli- 
cable than those since obtained for a comparison of the dispersion of fluorite and rock 
salt included in Part II, such of these results of 1896-97 as are of interest are retained 
and will be found at various points where they remain applicable, especially in Part 
II. We will next examine the work of the years 1897 and 1898. 
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EARLY BOLOQRAPH8 OF THE INFRA-BEO SOLAR SPECTRUM. 



PLATE XVIII. 
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ILLUSTRATIONS. 

Plate XIX: To obtain a general idea of these holographs and of their results, PI. 
XIX should be first consulted, which is confined to observations made not later than 
1896 and exhibits for the convenience of the reader in the same view both the linear 
spectrum and the superposed energy spectra from which it is derived. By a com- 
parison, therefore, of PI. XIX with PI. XX, the great gain in detail obtained with the 
latest and most sensitive apparatus will be realized. 

Plate XX : This plate exhibits the final result of a long research originally due 
to a discovery made by the writer upon Mount Whitney at an altitude of 12,000 feet, 
in September, 1881,^ a discovery consisting of a great and hitherto unsuspected region 
since known by the general name of the lower infra-red spectrum, for, I repeat, it was 
at this time (1881) not merely unknown in its details, but not known as ha\dng any 
existence. The discover}^, once made in the clear air of this great elevation, could be 
and was followed at lower altitudes by a prolonged research which was intended to 
map out what may be called this newly discovered country, and the writer commenced 
this work at Allegheny immediately upon his return. One of the earliest graphic 
reports of his results was communicated to the British Association for the Advancement 
of Science, at its Southampton meeting in 1882, and will be found reproduced in 
Nature of September 11 of the same year. 

The present map consists of two parts on the same plate. In the upper part of 
the plate we have a transcript of the energy spectrum formed by the great salt* prism 
as it appeared on two days in 1898 to the bolometer. The more refrangible portion 
extends from the limit of the visible spectrum (A at 0.76//) to the limit of the formerly 
known spectrum^ Q(l at 1.8/i). 

The less refrangible portion is that which includes the lower infra-red spectrum, 
first discovered by the writer in 1881 on Mount Whitney. This lower portion begin- 
ning at /i is extended on this map (to the right) by subsequent observ^ations made 

^ The writer is not now certain of the earliest printed reference to this discovery, but one will be found in a 
letter of September 11, 1882, to 1' Academic des Sciences, and published in the Comptes Rendus des Stances de 
I'Acad^mie des Sciences (vol. 95, p. 482). 

It had been pieviously inferred by the writer that the spectrum would be found continued to a length of as 
much as 3//, but at this time no certain observations appear to have been made below a wave length of 12,000, 
although it seems that M. Mouton had observed a cessation of heat at what is now known as about 1.8/i, being, in 
fact, the approach to ii. The essence of the author*8 discovery on Mount Whitney was that beyond this a great 
till then quite unknown region existed where the spectral heat, whether in that of of a prism or a grating, if less 
than in the upper portion of the infra-red, was of indefinite extent. 

See also Report of the Southampton meeting of the British Association for the Advancemeut of Science, 1882, 
p. 459; Nature, October 12, 1882; Annalen der Physik und Chemie, Neue folge 22, p. 598, 1884 ; American Journal of 
Science, Vol. XXV, March, 1883; Professional Papers of the Signal Service, No. 15, p. 132 ; American Journal of Science, 
XXVII, March, 1884. 

^It will be remembered that in the view of eminent authorities at this time (1881) the utmost theoretical limit 
of the infra-red spectrum would not be greater than 1.2//. So far as is known to the writer, it was his own observa- 
tion with the bolometer iu the prismatic spectrum, used subsequently in connection with the grating, which first 
demonstrated that the point to which the solar heat spectrum extended at least included this wave length of 
1.8/1, and that therefore rays passed through the prism which the formula of Cauchy declared could not do so. 
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with the bolometer to the vicinity of 5.3//. It is well known by the results of 
recent years that some solar heat, though in very limited quantity, is found belo\*' this 
point. The writer has indeed described this in previous writings, but it is insignificant 
in amount and is not included in the present map. 

In the lower part of the same plate and immediately beneath the energy spectrum 
is the linear spectrum. To prevent misapprehension, let it be repeated that it is not 
derived solely from the two just described curves given above it, wliich are direct 
reproductions from observation, given merely in illustration, but is obtained from the 
collective means of very many such curves in the way which is about to be described 
and of which the general features have already been given. Of the nearly 600 lines 
given in the linear spectrum, every one, without exception, has been subject to the com- 
parison already stated, establishing the coincidence of each of the con*esponding 600 
deflections on a great number of independent holographs. It is the result of the entirely 
independent comparison of at least two observers, each using at least six equally inde- 
pendent original records. The linear spectrum on PI. XX may be taken, then, as the 
graphic representation of the results found in the table shortly to be given. It will be 
understood from what has just been said that the energy curves in the upper part of the 
plate have not the same authority as the linear spectrum, as they are only transcripts 
of single observations, given for the convenience of the student, who may wish to get 
an approximate idea of the energy involved in the production of each line of the 
linear lipectrum in the lower portion of the plate. They were taken with the great salt 
prism R. B. I., at the speed ratio 1 cm. of plate = 1' of spectrum =1 minute of time. 

Pis. XXI A and XXI B are a similai' couple of superposed pairs of holographs, taken 
with the great 60^ glass prism at the same speeds, but owing to the greater dispersion 
of the glass these cover only the region between A and il. PI. XXII, also from holo- 
graphs taken with the glass prism, shows the bands co^ and a?2j which were supposed 
until recently to be single lines, but are now found to be similar to the A line, con- 
taining many fine lines, and, like A, much influenced in character by the altitude of 
the sun. 

It may be seen by comparison of Pis. XIX, XX, and XXI both what gain in 
detail was made between the years 1896 and 1897, and what advantage is gained by 
using the glass prism. In all these curves the reader will see that in certain portions 
minute casual deflections appear in which the irregularities of the so-called battery 
record are mingled with minute solar ones. He will, in seeing and comparing these 
latter with the larger undoubtedly solar ones, be better able to judge how large a num- 
ber of lines may be recognized, even at the first inspection, as undoubtedly real ; and 
if he will consider that the discrimination does not depend upon this first visual 
impression from two curves, but, on the contrary, on a systematic study and compari- 
son of at least six such curves, by the aid of the micrometric comparator, as described 
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ill Chapter IV, he will be in a position to form some personal judgment as to the con- 
fidence with which he may accept the lines given as "real." I regret that the com- 
parison will still be unfavorable to the curves, in that these are lithographically printed 
and are unavoidably greatly inferior to the original glass plates in detail, so that they 
by* no means give the impressions that the originals themselves do in regard to the 
reality of the very small deflections. 

Before proceeding to further discuss the results, attention is called to PI. XXIII, 
which gives an idea of the energy curve of the rock-salt prismatic solar spectrum from 
the F line in the green to near Y in the distant infra-red. The two bolographs here 
shown superposed were taken immediately in succession at the speed 1 cm. z= 4' arc m J' 
time. These speeds are quite unsuitable to show detail, but nevertheless the originals 
show above one hundred *'real" deflections between F and A, and about the same 
number below A in the infra-red. The D lines are of course shown as one deflection 
here owing to the rapid speeds. The slit width was altered three times during each 
run in order to vary the height of the curve so as to keep it on the photographic 
plate. Thus the scale of ordinates is 100 from F to near C; 50 from thence to below 
A; 20 from thence to X, and 100 from thence to the end. This has produced several 
marked breaks in the curve which will be immediately recognized. 

Pis. XXIV and XXV give upon the normal or wave-length scale the positions of 
the lines discovered. No attempt has been made to shade this map, but the positions 
of great absorption bands are indicated by brackets, and the relative intensity of lines 
is approximated. 

COMPARISON OF BOLOGRAPHS. 

We here enter on a matter of great importance to the reader who desires to satisfy 
himself of the degree of credibility of the entire record. 

When we approach the limits of vision or audition, or of perception by any other 
of the human senses, no matter how these may be fortified by instrumental aid, we 
finally perceive, and always must perceive, a condition still beyond, where certitude 
becomes incertitude, although we may not be able to designate precisely where one 
ceases and the other begins. 

This is always the case, it would seem, on the boundaries of our knowledge in 
every department, and it is so here. 

It is impossible, for instance, to look at the great and notable deflection of a Hne 
such as ^, or to the deflections corresponding to yet larger bands below it, and to see 
these in exactly the same place on scores of plates taken for years together without 
feeling an absolute certitude of their real existence as regions of special absorption in 
the solar or terrestrial atmosphere. After longer study it is foimd that as absolute a 
certainty exists as to many hundred smaller lines seen in the same conditions, and yet 
as we improve our apparatus and 'recognize still minuter solar deflections, we finally 
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come to a conditiou where these are reduced to the same order of magnitude as those 
which may be due to earth tremors and to similar accidental distubances, which are 
here represented by the irregular hue which is called the "battery record." 

But, it may be asked, are we not entitled to demand that these last should somehow 
be eliminated altogether and the '* battery record" become a perfectly smooth line? 
The answer is, that this can never be. 

As seismography improves, it becomes more clear that there is no part of the earth's 
surface free from constant tremor; as the refinements of electrical science advance we 
constantly discover earth currents where they were not perceived before; as we mul- 
tiply the sensitiveness of our measuring apparatus, till it comes to what seems almost 
indefinite delicacy, we find that the most massive apparatus and the most refined pre- 
cautions which we may take, do not prevent the existence of all but infinitesimally 
small accidental disturbances, nor of the notation of their sensible effects if the record 
itself be only minute enough, for this record is a testimony, in fact, to the sensitive- 
ness of the apparatus itself, and minute disturbances are always to be found if the 
observation itself which deals with them provides in itself the means of detecting them. 

It fell to the writer once to establish a permanent meridian instrument whose 
supports he desired to build up with every condition of stability which experience and 
caution could suggest. He personally looked to the obtaining of the required blocks 
of granite at the quarry and to laying them in the same way in the foundation of the 
observatory on its bed rock as they lay in the original bed, and he superintended the 
placing of those, one upon the other, until the foundation was laid for the piers which 
finally supported the instrument, and which were chosen with the same care. He 
believed that this instiniment was as solidly mounted as anything on the earth could 
be. He used it for many years in his observations with a confidence justified by the 
results; but these observations required a powerful telescope, and there was no time 
at which a tap of the fingers on the side of the monolithic piers which carried the tele- 
scope would not be accompanied by an apparent leap in the heavens of the star on 
which it was directed — a statement which will not surprise any professional astronomer. 
It is made here to emphasize the like statement that there is, then, no limit to our power 
of perception of tremors. These are, it will be remembered, instances which may be 
paralleled in illustrations drawn from the use of other senses, and not peculiar to the 
present observation. 

Clearly, we may never distinguish the entire number of solar lines which exist 
here more than we could in visible spectra by the use of the eye or by photography. 
In every case there must finally come a time when we must stop our investigations 
because we have reached a degree of minuteness in the solar lines corresponding to 
the intervoiing disturbances due to teiTestrial causes, which we can never eliminate. 

These considerations, it is hoped, will be present with the reader in connection 
with the method which is here given of determining which of the smaller lines are due 
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to solar or telluric disturbances and which to the tremors and disturbances shown in 
the battery record. 

Twenty-one holographs, all taken at the usual speed, 1 cm. z= I'zz 1', have been 
measured upon the comparator to determine the ordinates and abscissae of the deflec- 
tions judged ''real" in preparing the results that follow. Each curve was thus twice 
measured by each of two observers — F. E. F. and C. G. A. — making in all some 
44,000 observations. Besides the curves actually measured in both ordinates and 
abscissae, the measures of F. E. F. on the ordinates of two other holographs are 
included m the tables, and some twenty additional holographs were examined in fixing 
the opinions of the observers as to the ''reality" of the deflections whose positions 
were measured upon the twenty-one holographs above mentioned. By this means 
they assured themselves of the reality of minor lines otherwise in some doubt. These 
facts, and the fact that the holographs inevitably lose in detail in reproduction, must 
be kept in mind by the reader who finds this or that line included in the tables, but not, 
in his opinion, clearly indicated by the holographs here given as illustrations. 

The method of comparison and measurement of holographs has been already 
given at page 74, but it will be well perhaps to give a brief review of it here. Two 
observers — F. E. F. and C. G. A. — each examined the holographs and together selected 
some which seemed the most suitable for measurement to the number of 21. The 
grounds of selection were the excellence of sky conditions and the freedom of the 
"battery records" accompanying the holographs from accidental deflections.^ Curves 
taken when the battery record had an average accidental deflection (measured from 
crest to trough) greater than 0.5 mm. would be rejected. Of these 21 excellent holo- 
graphs, 13 were taken with the great salt prism "R. B. I." and 8 with the great glass 
prism. Of the 13 of the first lot 6 covered the region A — il, and 7 that from D. to the 
region beyond 5.3 >u, where the solar radiation reaching the earth is too feeble for holo- 
graphic spectrum analysis with the present apparatus. The 8 holographs with the glass 
prism were equally divided between the upper and lower half of the region A — /2. 
Each observer independently superposed and carefully examined these holographs, 
together with others as good and perhaps in some parts even better than some meas- 
ured, such as holographs which have been locally spoiled for measurement by a cloud 
or an accident which would leave the most of the curv^e uninjured. About twenty of 
these auxiliaries were employed. When satisfied by the evidence of magnitude, sim- 
ilar form, and corresponding position and universal or frequent occurrence that any 
deflection is certainly or very probably "real," i. e., caused by an absorption band in 
the spectrum, the observer placed a dot of ink opposite to it on each of the holographs 
to be measured, together with its number. No deflections were included as probably 



' Thene " battery records " accompany all the holographs, and nn^ taken under the sauio couditums as the 
curves themselves, except for the absence of solar radiations. 
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'^real" which were smaller than the average accidental deflection in the record curves or 
'* battery records." This lower limit for the amplitude of "real" deflections is 0.4 mm. 

Each of the 21 holographs first mentioned was twice independently measured 
upon the comparator (verifying in the second measurement all discordant measures), 
and the positions of the selected **real" deflections were determined both in abscissae 
(corresponding to prismatic deviations) and ordinates (corresponding to intensity of 
radiation). The position read in both ordinates and abscissae is at the minimum ordi- 
nate or bottom of each deflection. In recording these measures there was annexed 
to the characteristic number a subscript, either a, fe, c, or c?, whose significance is as 
follows: Class a includes about a dozen great depressions like /i, places where 
for whole minutes of arc in deviation the energy is largely absorbed. Class 6 
includes deflections less marked than these, but still so prominent as to be above 
5 mm. in depth. Class c includes deflections between 2 and 5 mm. in depth. Classes 
a, 6, and c include all those where the depth is more than five times the average depth 
of the accidental deflections of the record curves, and thus, by the ordinary conven- 
tion of probability, all those assumed to be certainly real on the evidence of their 
amplitude alone. Class d includes deflections between 0.4 and 2.0 mm. in depth, 
which are judged to be real because of their universal or nearly universal occurrence 
with a similar form, and in the same position in the spectrum. 

When the first observer has completed his measurements on the four series of 
plates already described, the duplicate measures on each holograph are first averaged 
and the distances in abscissae all expressed as so many centimeters from some well- 
marked symmetrical deflection of class h chosen as a reference for the series of similar 
holographs. The observer now compares his results for all the holographs, rejecting 
or questioning such deflections as seem from divergence in measured position to be 
spurious or doubtful. The second observer, having independently gone through the 
same steps (all traces of personal marks on the holographs used by his predecessor 
being first removed), the results of the two are compared and all deflections which 
they both agree to be questionable are eliminated. Some few small deflections are 
estimated to be real by one obsei'ver, but not by the other, and such are designated 
in the final tables, for the readers notice, as in some degree doubtful. Deflections 
upon which both observers imite after independently completing all the long proce- 
dure of comparison and measurement as described above have, it will be conceded, 
very strong claims to "reality." The reader will note that in the procedure just 
described there are furnished four checks on the "reality" of deflections. These depend 
upon, first, magnitude; second, similarity of form; third, coincidence of position on 
many holographs, and fourth, upon the independent judgment of two observers. The 
reader will clearly bear in mind that the question of "reality" thus decided only arises 
in case of a comparatively few of the lines here given. 
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NOTES ACCOMPANYING HOLOGRAPHS. 

Passing now to the results, we have first the notes recorded when the measured 
holographs were taken. These are given in somewhat abbreviated form in the small 
type which follows. They are given thus fully so that the conditions may be known 
under which every holograph used in these results was taken, if desired. 

Bolographs of the region A to 12 taken with rock-salt prism. 
[Date, April 1, 1898. Observers, C. G. A. and F. E. F.] 

Apparatus. — Slit aperture, 100 mm, by 0.60 mm. Angular width at bolometer, 1J3'^ Prism, 
"E. B.I." System of coUimatiou, cylindric. Galvanometer N'o. 3. Time of single vibration, 3| 
seconds. Bolometer No. 21, 12 mm. by 0.3 mm. Angular width, 1.3". Current of battery, 0.028 
amx>ere. Spectrum speed 1' in 1 minute. Plate speed, 1 cm in 1 minute. 1' =1 cm. 

Bolograph II. A — ^2. 

Temperatures, | ^," ^"'^=1^-?^ \ at 9^ 30-. 
^ ' ( In air =20.5© J 

Start 10»» 2*" 15*. High wind. 

Close 11»» 2« 30-. 

Temperatures, \ ^"^ Pri8m=20.10o > 

Grade of bolograph, 2^.* 
Bolograph XI. A — g^. 

Temperatures, \ ^^ Pri8°^=20.30o ) 

^ ' ( In air =20.45o P'' 

Start 2^ 41"" 0«. 
Close 3>» 41"» 40-. 

Temperatures, \ ^"^ Pri8m=20.30o ) 
P« ^''M In air =20.30o J 
Grade of bolograph, ly,. 

[Date, April 2, 1898. Obserrers and apparatus as on April 1, except that time of single swing of galvanometer Is 

foar seconds.] 

Bolograph II. A— av 

Temperatures, J^ P^™=iJ-?^ \ at 9^ 40~. 
^ M In air =20.5© ( 

Start 10»» 10™ 0\ 
Close 11»» 12™ 0*. 

Grade, lb. 

' It may be recalled that the figures 1, 2, etc., in "Grade of holograph'' refer to the state of the sky, the 
snbfigures b, etc., to instmuiental conditions such as the battery records, and that "Temperatures 16. prism" are 
obtained by a thermometer sunk in a neighboring prism of salt similar in size to that used for forming the spectrum. 
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[Date, April 6, 1898. Observers and apparatus as on April 1, except that spectrum now passes over the bolemeter 

from long wave radiations to short.] 

Bolograph II. o^— A. 

Temperatures, \ ]'' ^1^"^=^^^^ \ at 9- 45-. 
^ M In air =19.3o ) 

Start 9^ 66™ 30-. 
Close 10^ 56™ 40». 

Temperatures, \ l'' ^^''^'^^^I'l'l \ at IV^ 0-. 
^ ' ( In air =19.8o J 

Grade, 1^. 

[Date, May 18, 1898. Observers and apparatus as on April 6.] 
Bolograph II. cc2—A. 

Temperatures, \ l'' P"«'«=20.4o ) ^^ ^, ^.^^ 

^ ' ( In air =21.4° ) 

Start 10^ 0"^ 0\ 
Close 11*^ 0". 
Temperatures, \ J^ PnBm=20.7o ) ^^ ^^, ^^^ 

^ M In air =21.5o ) 

Grade, lb. 

Bolograph IV. arj—A. 

Slit width, 6.45 mm. Subtends 1.1". 

Temperatures as above. 

Start 11»^ 26™ 45». 

Close 12^ 27™. 

Temperatures, \ J" P"««^=20.9o . ^^ ^^^^^ 

^ M In air =21.1o ) 

Grade, lb. 

Bolographs of region H to 7 /x taken with salt prism, 

[Date, December 7, 1897. Observers, C. G. A. and F. E. F.] 

Apparatus. — Slit aperture, 100 mm. by high. Width and angular width at bolometer given 
below. Prism No. 3. Time of single vibration, 4J seconds. Bolometer No. 20, 10 mm. by 0.08 
mm. Angular width, 3.4". Current of battery, 0.040 ampere. Spectrum speed, V in 1 minute. 
Plate speed, 1 cm. in 1 minute. l'=l cm. 

Bolograph Y. /2-7 /u. 

Temperatures, \ l"" Pri8m=20.2o . ^^ ^^ ^^ 

( In air = ) 

Start 1'^ 21™ 0«. 

Slit width, n-X 0.10 mm. Subtends 2.5". 

Slit width, X-7 jx 0.40 mm. Subtends 10.0". 

Close 2^* 2l°» 35«. 

Temi)erature in prism, 20.4^. 

Grade of bolograph, l-2i,. 

[Date, December 9, 1897. Observers and apparatus as on December 7, except tbat battery current is now 0.075 
ampere, and time of single vibration of galvanometer needle 5 set-onds.] 

Bolograph II. H-l //. 

Temperature in prism, 20.4° at 9'' 40'". 
Start 10»» 0™ 0\ 

Slit width, 0.10 mm. n-X, Subtends 2.5" 
0.20 mm. X-Y. 5.0" 

0.40 mm. Y-end. 10.0" 

Close 11^ O*" 15". 
' Temperature in prism, 20.5o at 11^ 2'". 

Grade, l-2c. 
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Bolograph IX. n-7 /^. 

Temperature in prism, 20.55^ at 11 *» 2™. 

Start 0^ 57°» 50«. 

Slit width, 0.10 mm. Subtends 2.5" 

0.30 mm. 7.5'' 

0.40 mm. 10.0" 

Close 1^ 58" 5\ 

Temperature iu pi ism, 20.55o at 2^ 0". 
Grade, 1-2^. 

[Date, March 14, 1898. High wind. Observers and apparatus as on December 7, except as follows : Collimating 
system cylindric. Time of single swing of galvanometer needle, 3^ seconds. Current of battery, 0.080 am}>ere.] 

Bolograph II. 12-7 /^. 

Temperatures, \ l"" ^^^'^^^i'l \ at 9^ 20» 
^ ^ ( In air =20.7© 3 

Start 9^ 29™ 45«. 

Slit width, /2-X 0.40 mm. Subtends LO". 

X-T 1.60 mm. 3.7'^ 

Y-end 3.00 mm. 7.5''. 

Close 10»» 30°» 30-. 

Temperatures, \ J^ ^^'^"^^^Sn \ »* 1^' ^"• 
'^ ' ( In air =20.7© ) 

Grade, 1-2^. 

Bolograph VIII. /2-7 //. 

Temperatures, as above, at 12^ 6". 

Start, 12^ 24™ 0«. 

Slits, as above. 

Close 1^ 24'" 25«. 

Temperatures, \ J^ Prism=20.7o ) ^, 

^ M In air =21 .Oo ) 

Grade, 1-2^. 

[Date, Aprils, 1898. High wind. Observers and apparatus as on March 14, except as follows: Time of single 
vibration of galvanometer needle, 3| seconds. Bolometer No. 21. 12 mm. by 0.03 mm. Subtends 1.3^'. Current 
of battery, 0.028 ampere. Direction of spectrum motion from long wave radiations to short.] 

Bolograph Y. 6/J'W. 

Temperatures, \ l"" P"«"^=^;-r \ at 11^ 0". 
^ ' ( In air =19.8o ) 

Start 11^ 30«" 0*. 

Slit width, 6 /i-Y 4.00 mm. Subtends 10.0". 



Y-X 2.00 mm. 


5.0". 


X-end 0.60 mm. 


1.5". 


Close 0^ 41™ 0«. 





Temperatures, I I" P"^°^=j;-;^ I 
* ' ( In air =19.70 J 

Grade, 1-2^. 

Bolograph XI. dpi^W. 

Temperatures, | ]"" P^'^'^i?'!^ \ at 2^ 7-. 
^ V( In air =20.7° ) 

Start 2^ 25°» 30«. 

Slit as above, except X-end 0.50 mm. Subtends 1.2'' 

Close S^ 26«» 40«. 

Temperatures, \ J^ P"^"'^!?-!^ \ at 3^ 29-. 
^ M In air =19.8o 5 

Grade, l-2|^b. 
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Bolographs of region Aio g> with glass prism. 

[Date, May 9, 1898. Observers and apparatus as on April 6, except: Prism, great glass. Time of single vibration of * 

galvanometer needle, 3i seconds.] 

Bolograph X. <p-A. 

Temperatures, \ ^^ ^^^'^^f'l'l \ at 12'» 60-. 
^ M In air =20.7o ) 

Start 1^ 11™ 15«. 

Slit width 1.0 mm. Subtends 2.6". 

Close 2^ 11« 15«. 

Grade, Ib-c- 

[Date, May 13, 1898. Observers and apparatus as on May 9.] 
Bolograph I. ^A. 

Temperatures, \ J^ ^f ^"°^=?l-f I at 3^ 30-. 
^ ' ( In air =22.0o ) 

Start 3»» 34- 45«. 

Close 4*» 34- 45«. 

Grade, 1-2^^. 

[ Date, May 16, 1898. Observers and apparatus as on May 9, except spectrum moves from short wave radiationa 

to long.] 

Holograph II. A-cp. 

Temperatures, \ J^ pri8m=21.3o ) ^^ ^^, ^„ 

(In air =21.7o ) 
Start 10*^ 32- 0«. 
Close 11»» 32-. 

Temperatures, \ J^ r'"'=S-f \ at 11^ 39-. 
^ M In air =21,6o ) 

Grade, l,_i,. 

[Date, May 17, 1898. Observers and apparatus as on May 15.] 

Holograph VIII. A-^. 

Temperatures, \ J° ^'"'"'^^J-^L \ at 11^ 69-. 
^ ^ ( In air =21.35o ) 

Start 0^ 25- 30'. 

Close 1^ 26- 30«. 

Temperatures, \ J^ P'^'"'=Sf ?^ \ at 1^ 30-. 
^ ' ( In air =2l.l0o ) 

Grade, l».i,. 

Bolographs of the region (ptoD, with glass prism. 

[Da te, April 13, 1898. Observers and apparatus as on May 9, except as follows : Slit width, 0.70 mm. Subtends at the 

bolometer 2.1''. Current of battery, 0.025 ampere.] 

Holograph VIII. n-cp. 

Start !»• 5- 20«. 
Close 2^» 6- 20«. 

Grade, 1-2|>^. 
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[Dato, May 14, 1898. Observers and apparatus as on May 9, except : Time of single vibration, 3f seoonds. Current 

of battery, 0.030 ampere.] 

Bolograpli VIII. fl-cp. 

Start 0»» 50" 30«. 
Close V 50™ 30«, 

Grade, l-2|^b. 

[Date, May 17, 1898. Observers and apparatus as on May 14, except spectrum moves from short wave radiations 

to long.] 
Bolograpli V. (p-£l. 

Temperatures, \ ^ PP"°^=^;-^^ \ at IV^ 35™. 
^ M lu air =21.5o ) 

Start 11»» 58™ 0-. 

Close 0»» 58™ 55«. 

Temperatures, \ J^ ^^"^=1^-?^ \ 
^ ' ( In air =21.55o ) 

Grade, l^b- 

Bolograpli XI. q}~fl. 

Temperatures, \ ^^ P™m=21.20o ) 
^ ^( In air =21.10o ) 

Start !»> 55™ 15*. 
Close 2^ 50™ 0«. 

Temperatures, \ J^ P™"'=^)-:^ \ at ^^ 10™. 
^ M In air =21.4o ) 

Grade, 1 ».!,. 

It will be observed from these notes that two bolometers having different angular 
widths have been employed; that the angular width of the slit has been varied to suit 
the intensity of energy, and that about half the holographs were taken with the spec- 
trum passing from long wave-lengths to short and the remainder in the contrary 
direction. The speed ratio has been constant throughout, and is such that 1 cm. in 
abscissae zz 1' arc of spectrum •=. 1 minute time. 

MEASUREMENTS ON HOLOGRAPHS. 

The three following tables contain the results of measurements upon the holo- 
graphs. Tables 18 and 19 give the abscissae, corresponding to differences of deviation 
of the lines discovered. Table 18 contains the results obtained by the use of the salt 
prism, and table 19 those from the glass prism. No reduction has been made except 
that indicated on page 75 ; that is, the pair of check observations made by each 
observer (rarely differing more than 0.03 mm.) have been averaged and the resulting 
mean measurements on all the holographs reduced to a common origin of abscissae. 
The system of numbering to designate the lines in the glass prism is wholly independent 
of that for the salt prism, but in the final tables of reduced results the lines in the 
glass spectrum may be connected through their wave-lengths with corresponding ones 
in the salt spectrum : 
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Table 18. — Bolographs of roek'Salt prismatic solar spectrum — Observed positions of minima. 

[Initials refer to observers.] 



DesigBation. 



idn 




2d 






3d 


b 




4d 






5d? 






6dN 






7d 






8d 






9d 
10 d 




A 


lid 






12 d 






13 d 


b 




Ud 






15 d 






16 d 






17 d 






18 d 






19 d 






20 d J 




21 df 


22 d 


23d? 


24 d? 


25 d? 


26 d] 




27 d 




28 d 




29d 




30 c 




31 d 


b 


32 d? 


330 




34d? 




35 d 




36 d 




37 c> 




38d 


39 d 


40 c 


41 d 


42 d 


43 d 


44d 


45 d 


46 d 


47 d 


48d7 


49d? 


50d? 


51 d 


52 d? 


53 d? 


54 d? 


55 c 


56 d 


57 d 


58 d 


59 b 







32 



31 



24 



20 



-11 2, 1898. 
graph II. 



i 



Bol 



C.G.A. 



706 
644 
560 



356 
295 



762 
649 



569 



297 
205 



206 
126 
052 
918 
834 



648 
602 
545 
450 



245 



102 
003 
900 
830 
757 
658 
608 
534 
504 
408 
361 



663 
613 



738 
658 



546 



469 
355 
292 
250 



466 
332 



249 



057 
923 



752 



635 



244 
010 



156 
104 
029 
940 
^ 
776 
692 
626' 
526 
430 



216 



190 

} •« { 

895 
839 
751 

657 

535 



056 
988 
895 
826 

744 

658 



030 



777 



625 



999 
218 
954 
322 
291 
178 



621 
545 



451 



266 



160 
081 
931 
873 
763 
657 
616 
501 
452 I 



253 



} 0^ { Z) "'' { 



419 



074 
015 
844 



499 
414 
288 
020 
878 



666 

} ^ { 

291 
061 

877 



732 



846 
726 
554 
475 



019 



512 
420 
388 
189 
062 
008 
886 



824 



656 
514 



113 
027 
906 
810 
724 
621 
583 
544 



I 583 / 



} *^ { 



HI 



191 
015 
845 
665 
542 



388 



443 
380 
280 
082 
902 



010 



791 



852 
700 
577 
484 
385 



675 



079 
911 



415 '. 

373 

177 

065 

013 

851 



{ :n } - { 



407 
087 



184 
022 
850 
685 
576 
480 
383 



435 
371 
267 
001 



F.E.F. C.G.A. F.E.F. C. G. A. F. E. F. C. G. A, ' 



734 



622 
546 



641 
593 



442 



509 



369 
263 

218 



198 



078 
930 



765 



610 



080 
254 
988 
306 
202 
192 



150 
'085 
017 
892 
857 
751 
639 



519 



825 
748 

622 



075 
980 
925 
839 
769 
653 



722 



506 



510 



362 
260 



150 



017 



864 
752 



646 



254 



808 



206 

074 



718 
648 
606 
548 
504 



723 



292 
230 
192 
132 
102 
046 
942 
832 
742 
680 



422 



604 
550 
506 
461 



289 



108 



052 
992 



750 



866 
264 

030 



717 



616 
556 



712 
658 



554 



471 
847 
296 
237 
189 
149 
065 
Oil 
933 
859 
794 
685 
616 



} «^ { 



014 
851 
680 



579 
565 
479 
403 
165 
073 
023 
829 



\ 036 ,/ 



768 
656 



\ 030 ,/ 



} ^ ,{ 



404 



I *'' ] 376 ( ''' I 
I 370 ,/ \ 395 / 



271 
060 



769 



728 
565 



404 
102 



032 



664 



070 
924 



170 
060 
870 
738 
566 



683 
567 
507 



395 I 



396 



076 
926 



710 



118 



004 



641 



036 
952 
843 
743 
677 
630 
594 
532 
440 
370 
220 
128 



208 

054 

952 
844 
748 

629 



207 

103 

933 
828 
751 
661 
625 
587 
533 
451 
395 



828 
666 
465 



990 
843 



460 



105 

015 



916 
802 



974 
877 



530 



918 
800 
691 
398 
138 



405 
289 



949 

81S 



212 
976 
878 
696 
526 



395 



390 



468 
836 



234 

183 



060 
975 
856 
794 

616 



990 
968 



335 

204 

102 



749 
1} 022 



416 



010 



{""ml «« 



948 

726 
380 
168 



211 
080 
875 
730 
558 
460 
390 
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Table 18. — Bolographs of rock-salt prismaHo solar spectrum — Observed positions 0/ minima— Continned. 

[Initials refer to observers.] 



Designation. 


Dis- 
tauoe. 


AprU 1,1898. 
Boiograph 11. 


AprU 1,1898. 
Boiograph XI. 


April 2, 1898. 
1 Boiograph 11. 


April 6, 1898. 
Boiograph II. 


May 18, 1898. 
Boiograph 11. 


May 18, 1898. 
Boiograph IV. 




F.E.F. 


C.G.A. 


F.E.F. 


C.G.A. 


F.E.F. 


C.G.A. 


F.E.F. 


C.G.A. 


F.E.F. 


C.G.A. 


F.E.F. 


C.G.A. 


OOd? 

Old 

62df 

63d7 

64d? 

65d 

66d7 

67d? 

68d 

69b 

70 d? 

71 d 
72d 

73 df 

74 d 
76 d 

*76d 

77d 

78 d 
*79d 

80c 

81 d? 

82df 

83d? 

84df 
*86d 

86d? 

87d 

88d? 

89d \ 


etn, 
19 

18 
17 
16 

15 

15 
14 

13 










J 








328 
280 




842 
251 




260 
196 


205 


250 
136 


250 


283 
151 


288 


297 


218 


290 


266 




928 
804 
660 


960 
777 
678 
358 
244 




942 








908 
806 














846 




672 


668 


650 


679 












380 
236 








378 
256 


284 
199 
098 


271 


302 
211 
094 


203 






278 
208 
112 
021 
926 
834 


271 




200 
003 
002 
957 

857 


240 
103 
024 


267 
116 
016 
965 
839 


m 


094 
961 


096 
004 


110 
921 


112 
024 


114 
974 


963 

870 




956 
828 


852 
736 
521 
813 
189 
045 
964 


826 
736 
512 
854 
163 


860 
698 
494 
844 
186 
071 
944 
798 
620 




822 


835 
732 
688 

816 


834 

785 
598 
328 












487 

312 

216 

078 

934 • 

786 

636 






311 


352 






































946 
774 
624 








978 
770 
628 




940 
777 
640 












612 
442 
332 


611 


626 
430 
309 


617 




626 


639 






806 
116 
006 




264 
129 
036 
912 








816 




294 

158 
063 
926 




























049 
950 
















950 


928 


860 
778 
602 




878 
781 
672 
464 












784 
674 
469 




744 
605 
420 






766 
674 
432 
281 
187 
080 
018 
864 
730 


764 
675 
426 




774 


554 
411 












453 


467 


431 
293 
213 
106 
008 
881 
738 
696 
629 
642 
888 
296 
162 
103 


424 


90 dl 

91 
92d 
93p 
940 
95d 
96d 
97 d 
98d ^ 


b 








231 
075 
974 
857 
729 
069 


178 
090 
967 
864 
712 
052 
602 
539 
826 
230 
141 
064 


160 
082 
964 
851 

670 
600 






191 
121 
959 
861 
738 
657 
609 
521 
349 
253 
160 
083 


193 
122 
956 
864 
738 
666 


184 
072 
017 
864 
726 


212 
102 
010 
876 
732 


077 

978 

858 

722 

678 

622 

538 

346 

284f 

122 

070 














696 
649 
589 
633 
339 
237 
155 
090 








616 
550 
881 
258 
174 
106 


618 
555 
380 
248 
162 
101 
086 
950 
875 
796 


626 
544 
380 
274 
168 
104 
014 


503 
343 




527 
351 


90d 
100 d 


327 
228 
137 


339 
226 
152 


101 d 

102 df 

103 d 

104 d 

105 d 

106 d 

107 d? 

108 c 
100 c 
110 d 
lllo 

112 d 

113 i 

114 d 


b 


127 


156 




060 
976 
894 

824 i 


088 
985 
923 
838 


036 
934 
870 
798 


996 
909 
832 
757 
666 
524 
392 
.324 
202 
156 
122 
061 
978 
849 


995 
915 
759 


979 
892 
823 
727 
640 
582 
422 
337 


090 
921 
835 
763 
660 
528 
407 
329 
201 
151 


935 
866 
799 
735 
693 
669 
417 
339 
217 
172 
103 


958 
862 
792 


964 
869 
789 


870 
790 


667 
523 


730 
631 


662 
630 


682 
671 


676 
534 


677 
635 


681 
561 


678 
652 


322 


836 


329 


342 


352 
234! 

182 
098 


350 


365 


364 


154 
057 


167 


166 


154 


188 
106 


182 


184 

113 

006 
837 


183 

118 

008 
836 


115 d 

116 

117 






072 
986 




037 ) ^^ 1 


977 
844 


961 


962 
793 ^ 


992 
796 


987 
828 


938 
833 


983? 
820 


044 
819 




1 













• Note by F. E. F. : Band from 17.868 to 18.708. Band in II, April 1, 16.852-17.402. 
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Tablb 18. — Bolographa of rook-tali prismatic $olar spectrum — Obserred positions of minima — Continaed. 

[Initials refer to observer*.] 



Designatioii. 


Dis- 


April 1, 1898. 
Bolograph II. 


April 1. 1898. 
Bolograph XI. 


April 2. 1898. 
Bolograph II. 


April 6. 1898. 
Bolograph II. 


May 18. 1898. 
Bolograph IL 


May 18, 1898. 
Bolograph IV. 






F.E.F. 


C.G.A. 


F.B.F. 


C.G.A. 


F.E.F. 


C.G.A. 


F.E.F. 


C.G.A 


F.B.F. 


C.G.A. 


F.E.F. 


C.G.A. 


118 d 

119 d 


e%n. 


763 
642 




784 
676 




795 
658 




719 
665 








728 
686 




640 


680 


660 


664 


678 


674 


683 


*120d 
121 d 




562 

507 




592 
536 


586 
472 


557 
480 


660 
480 


594 
633 




618? 
660 


618 
668 


619 
485 




527 


638 




122 d\ 








412 


417 


400 


894 


871 


868 


444 


448 


430 


432 


436 


437 


123 d 

124 d 

125 d 

126 d 








229 
139 
084 
031 


217 


204 
124 


198 
115 


229 
161 


214 
160 


806 
170 
075 




230 


220 


261 
188 
087 
021 


248 


168 
064 


094 
022 


078 
019 


081 
010 


084 
015 


041 




039 


032 


127 d 


b 


P 


12 


913 


909 


926 


918 


907 


016 


921 


924 


980 


831 


831 


934 


128 d 








852 


848 


848 


844 


831 


826 


848 


843 


871 


865 


885 


882 


129 d? 
180 c 








721 
694 








721 
686 








776 
739 








705 


' 729 


728 


720 


727 


728 


740 


745 


744 


131c 








570 


566 


592 


590 


576 


676 


621 


624 


614 


614 


617 


618 


132 c / 

133 d' 

134 d 








467 
404 
182 


466 
306 
181 


472 
410 
176 


472 


468 
41i 
191 


470 




602 
441 
249 


618 
436 
232 


616 
450 
234 


607 
448 
236 


510 
442 
234 


438 
240 


172 


181 


135 d? 

136 d 

137 c 






11 


128 
070 
982 


098 


,077 
984 


054 




090 


133 
100 
017 


114 


192 
156 
027 


154 


181? 

131 

033 


170 


100 
977 


981 


982 


076 


020 


026 


032 


138 c 








883 


883 


886 


884 


877 


876 


918 


018 


920 


920 


826 


923 


139 c 








748 


751 


750 


752 


747 


746 


769 


772 


791 


792 


790 


789 


140 d 
141c 








671 
569 


674 
569 


634 


040 
660 


664 
572 




678 


678 


698 




661? 




b 


6 




680 


674 


685 


600 


616 


616 


611 


610 


142 b 








432 


431 


431 


428 


428 


427 


456 


452 


466 


467 


409 


467 


143 b 








231 


231 


250 


261 


251 


252 


249 


251 


289 


290 


296 


284 


144 c 








046 


049 


070 


067 


062 


061 


071 


074 


104 


105 


099 


086 


145 c 




a 


10 


960 


057 


972 


975 


967 


968 


002 


002 


016 


019 


016 


014 


146 c 

147 d 

*148c 








900 




900 


900 


916 
772 
701 


922 

774 
703 


907 
793 
716 


911 


936 
792 
721 


888 
804 
734 


927 
806 
738 


028 
802 
731 




702 


701 


708 


721 


720 


149 d 








530 


628 


602 


606 


574 


578 


590 


591 


636 


642 


684 


638 


150 






458 


457 


468 


466 


465 


466 


460 


475 


488 


490 


489 


484 


161c 




10 


328 


323 


332 


330 


331 


332 


349 


332 


857 


859 


875 


870 


162 d? 
153 c 






246 
162 




244 
172 




275 
149 




201 
191 




800 
178 




814 
197 




155 


170 


150 


190 


181 


196 


154 d 






032 


035 


042 


048 


015 


016 


035 


036 


044 


060 


054 


056 


155 c 




9 


852 


859 


859 


858 


875 


878 


901 


904 


888 


894 


906 


806 


n56d» 
157 d 
15«tc 














664 




664 


714 
659 
579 


680 


714 


712 


705 


088 






668 
570 


676 
689 


598 


597 


672 


590 


681 


688 


601 


613 


616 


150 c 




r 




450 


445 


454 


462 


484 


464 


441 


443 


486 


482 


462 


461 


16Jd 
*161 d) 

162 df 

163 d 

164 d 

165 d 


b 






400 
264 
212 
126 
967 
830 




394 




430 




885 
















250 


251 
200 


224 


270 


273 


241 


229 




248 


801 


211 










206 




178 




249 




218 












121 




136 




111 








168 








8 


927 
829 


902 f 
822? 


900 


967? 
819? 


960 


945? 


949 




872 


979 


872 




818 


824 


825? 


822 


873 


828 


813 


810 


166 d 

167 d 

168 d 

169 d 

170 df 

171 d 

172 






676 




695 








701 
631 




747 
602 




644 
510 
















7 


973 
830 


971 
827 


941 


944 




023 


908 


960 




082 




024 


822 


822 
611 
539 






755 


757 




















600 


598 


640 
631 


638 
532 


544 
384 


534 
381 


547 






517? 


528 




349 


352 


369 


372 


891 


894 


382 


.382 


401 


888 



♦ Notes by F. E. F.: Linea 120-121, triple in II April 1 and II April 2; possibly line 120 double. Headings on II, April 1, 13.540, 
13.678; mean= 18.662 used. Readings on II, April 2, 13.544, 13.671; mean = 13.567 used. Line 148 double in XI, April 1. Readings, 
10.690, 10.725; mean = 10.708 used. Line 148 double in IV, May 18. Readings, 10.706, 10.736; mean = 10.721 used. Line 166 and 167 possibly 
the same line. Lines 161-162 triple in II, April 1. 
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Table 18. — BolographB of rook-Bali pritmaiio solar spectrum — Observed positions of minima — Continned. 

[InitiaU refer to observers.] 



Designation. 


1 

April 1. 1898. 
^^ Bolograph II. 


April 1,1898. 
Bolograph XI. 


April 2, 1898. 
Bolograph II. 


^ 




|f.E.F. C.G.A. 

' 1 


F.E.F. 


C.G.A. 


F.B.F. 


C.G.A. 


] 




cm. 


' 










178 d 




216 


207 


170 


172 


244 






174 d 
176 d 


6 








898 




868 
746 




710 f 


721" 


706? 


705 


747 f 




176 df 
' 177 d 

178 df 

179 df 

180 d 
181c 

182 d 

183 d 

184 d 
n85d 

186 c 


5 
4 
4 








552 
404 
950 
490 
351 
110 
966 
778 
282 
140 
000 




553 
394 
976 
586 
290 
096 
987 
759 
230 
104 
998 




































297 






































291 
















022f , 019 


001 


994 




1870 
188 d 
18»d 
190 d 


3 




891 




878 




850 














728 
549 




664 
553 




704 
548 




552 


551 


543 




191 df 

192 c 




470 
410 








443 « 
393 






412 


406 


405 


401 




1930 




167 166 


168 


162 


181 


189 


1940 




050 050 


052 


050 


051 


067 1 


W5c 
196 c 


2 






018 
• 739 




858 ' 


696 695 


744 


693 


700 




197 c 




586 589 


624 


628 


621 


626 




196 c 




409 409 


437 


436 


449 


451 




199 c 
200d 
t201c 


2 




221 


286 


284 


263 


262 








024 021 


042 


040 


015 


016 




202d 
203d 
204c 


1 


948 O^*^ 


976 
875 
757 




955 

820 
718 


057 
820 
709 




848 
783 




870 
754 




781 




205 c 




608 601 


612 


610 




588 




206d 




501 501 


503 


502 


491 


478 


2070 y 






360 359 


394 


392 


391 


404 


208 df 






1 












209 d 






2AS 239 


275 


272 


263 


252 




1210 d 






116 110 


136 


121 


149 


145 




211 d 






004 005 


.014 


014 


031 


031 1 


212 d 







906 






931 





218 c 








845 843 


880 


876 


874 


872 




214 








717 , 713 


737 


734 


729 


732 




215 b 


b 






567 567 


594 


692 


597 


597 




216 c 








424 ' 423 


431 


432 


431 


431 




217 c 




9* 




290 290 


304 304 


302 


304 




218 c 












267 
000 






219 b 


000 000 


000 : 000 


000 




220d 




*tk 





194 ! 196 


182 188 


169 


172 




221c 








322 325 


324 328 


318 


320 




222c 


h 






496 499 


524 513 


515 


516 




223c 








602 603 


586 > 586 


577 


574 




224c 








726 729 


727 726 


727 


726 




:226 c 








858 857 


852 852 


838 


831 




226d 
227d 






914 
983 




910 

988 




913 






975 


973 


915 















* Note by C. G. A. : Carves at line 185 d bad in April 1, II, and April 6, II ; bence measures omitted. 

t Notes by F. E. F. : Lines 201-202 ; note change in interval between these two lines, five first to last. Line 210 possibly doable in II, 
April 1-1.101,1.129. 

: Note by C. G. A. : Line 225 doable in II and IV of May 18. Readings on II, 0.883, 0.811 ; means = 0.847 used. Readings on IV, 0.884, 
0.815; mean =0.850 used. 
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Table 18. — Bolographs of rock-$alt pristnatio solar Bpectrum — Observed positions of minima — Continued. 

[Initiala refer to obserrers.J 



Desigoati 


OD. 


Dis- 
tance. 


April 1, 1898. 
Bolograph II. 


April 1, 1898. 
Bolograph XI. 


April 2, 1898. 
Bolograph II. 


April 6. 1898. 
Bolograph 11. 


May 18. 1896. 
Bolograph II. 


May 18,1898. 
Bolograph IV. 




F.E.F. 


C.G.A. 


F.E.F. 


C.G.A. 


F.E.F. C.G.A. 


F.E.F. C.G.A. 


F.E. F.I C.G.A. 


F.E.F. 


C.G.A. 


228d 
229d 
230 d 
*281c 
232 d 
283d 




cm, 
1 


127 
206 
378 
460 
560 
608 
652 
822 
994 
186 
292 
421 
522 
571 
671 
748 
880 
962 
080 
254 
392 
528 


117 
215 
382 
463 


087 
168 
359 
432 
593 


085 
169 
356 
436 


069 
157 

} 416 

560 f 


060 
157 

{•■•;;;•• 


155 
218 
871 
445 
593 


152 
206 


157 128 

: 190 

1 


163 
217 
373 


162 
208 


438 
590 


426 
562 
610 




426 


423 
521 


427 




619 


592 


677 


614 


608 


234d 


708 
813 
970 
178 
269 
480 


637 
817 
985 
179 
261 
421 




659 
815 
974 
142 
246 
412 
506 
557 
621 
716 
869 
918 
050 
246 
342 
503 
662 
698 
792 
870 
005 




616 
799 
961 




2350 


825 
999 
185 
292 
425 
545 


818 
970 
180 
272 
432 
537 

640 
767 
886 


811 
981 
172 
257 
418 
520 


829 
975 
149 
254 
409 




812 
972 
142 
243 
410 
498 


800 


236c 

2370 2 


965 
146 
250 
404 
538 


964 
140 


2380 
2390 

240 d 

241 d 

242 d 

243 
2440 
245d 
2460 
2470 

*248d 
249 d 
250d 

251 d 

252 d 
253d 
254c 
255d? 

256 d 

257 d 
258d 
259d 
260d? 
281 df 

' 262 d 
263d ] 


3 

4 

5 

6 
7 


241 

402 

497 

647 

663 

708 

861 

901 r 

053 

247 

SliO 


240 
412 
488 


545 


539 
680 
737 
872 
017 
067 
264 
392 
508 


549 




673 
751 
879 


683 
742 
870 


644 
726 

878 


620 
712 
864 


698 


736 
886 
001 
076 
250 
351 


729 
877 
953 
063 
233 
317 
472 


708 
866 


093 
257 
386 
534 


078 
251 


066 
263 
383 
500 


061 
231 
832 
474 


060 
286 
836 
494 


064 
248 

fUt9 




471 A7SI 1 






684 
709 




606 


699 

847 




712 
801 




730 
816 


697 
795 


700 
790 




AA2 




813 


794 


793 7fl0 1 


843 
008 




849 
977 




056 


010 




009 


005 
116 
212 
362 
522 
626 
770 


985 


977 


004 
100 
252 
391 
463 
604 
777 
862 
954 


981 






071 
228 
356 
506 
696 




174 
348 
447 
647 
725 
854 
951 
061 
143 


206 
410 
560 


259 
408 
559 
638 
803 
862 
980 
996 
142 


199 


215 
348 
487 
669 
813 


212 
345 
508 
657 




228 
366 


346 
480 
640 




527 
627 

777 




606 

777 


686 

818 








816 


826 
988 


947 
047 
127 
202 
246 
314 
384 
487 
550 
697 
879 
946 
018 
206 
340 


988 


927 
049 


921 
049 
188 


944 
039 
123 


961 


971 


043 
130 


264d 
265d 
266d 
267d 
268c 
269d 

270 b 

271 d 

272 d? 

273 d 

274 

275 d 

276 d 

277 df 


b 


138 


102 


102 




193 


178 


185 
248 
347 
899 










246 
277 
391 


' 


282 






318 
387 
489 
552 
701 
887 


343 
392 
472 
538 
699 
862 




327 
397 
467 
565 
692 


330 
400 


272 
390 


348 


816 


307 
400 




393 
486 
538 
702 
861 


401 


399 


558 


537 
655 
883 
927 
027 
269 
391 
481 
559 
597 


536 
650 
880 


548 
722 
826 


548 
658 


543 
677 
863 


541 
678 
862 




949 
019 
183 
324 






021 
211 
341 
404 


014 
176 

288 


014 
141 
283 
522 


016 
169 
274 
556 


025 
270 
390 

487 


020 
268 
376 


018 
269 
880 
542 


991 
233 
857 
505 


996 
186 
410 
528 


278 d 

279 d 
280d 
281 d 
282d 
283d 
284df 


492 
615 
684 
788 


522 


551 
653 


544 
608 
646 
752 
852 
959 


543 




623 




654 


596 


646 


639 






633 
766 






818 




761 
873 
983 


760 
874 
982 


769 
847 
988 


769 
848 
992 


752 
852 
960 


764 


793 
951 
064 
129 


821 
986 


839 838 
947 , 960 
049 1 052 


944 

054 
128 


980 


2850 








095 


096 


091 


091 




137 1 136 


096 


094 


097 


100 



" Notes by F. E, F. : Line 248 doable in H, April 8-8.335, 3. 297. 
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Table 18. — Bolographs of rook^ealt pr%$matic iolar apecirum — Oh$erved poHtions of minima — Continaed. 

[Initials refer to observers.] 



Designation. 


IHs. 
tanoe. 


April 1.1898. 
Bofograph II. 


April 1.1898. 
Bofograph XI. 


April 2. 1896. 
Bolograpb II. 


AprU6,1898. 
Bofograph n. 


Hay 18. 1898. 
Bolograpb II. 


May 18. 1898. 
Bolograpb IV. 




r.B.F. 


C.G.A. 


F.E.F. 


C.G.A. 


F.E.F. 


C.G.A. 


F.E,F. 


C.G.A. 


F.E.F. 


C.G.A. 


F.B.F. 


C.G.A. 


286d 
287c 


cm. 


















180 
272 




180 
258 




260 


262 


268 


266 


287 


286 


267 


316 


273 


265 


288 




420 


427 


882 


386 


409 : 408 


411 


408 


400 


400 


894 


894 


289d ^ 






579 


677 


581 


555 


589 1 566 


568 


566 


600 


604 


589 


598 


290c 






667 


669 


650 


651 


671 1 672 


673 


674 


663 


682 


670 


674 


291 d 






888 


889 


858 


864 


857 


853 


859 


870 


835 


838 


818 


825 


292d 






928 


959 


962 


965 


977 


972 


967 


962 


940 


940 


935 


988 


298a 




8 


100 


105 


076 


082 


097 


095 


091 


093 


082 


080 


009 


078 


294d 






212 


209 


208 


206 


208 


218 


186 


190 


194 


182 


179 


181 


296d 

29«d 
297 d 






298 
406 
516 


296 
412 
519 


354 
452 
506 


828 
450 
508 


313 
422 
589 








294 
388 
594 


298 
888 
592 


271 


880 
424 


422 

517 


368 
576 




584 


555 


29ed 
290d 
800d 

aoid 






618 
748 
796 
858 


623 
752 


582 
688 
803 
856 


583 

682 


687 
763 


588 

690 


659 
789 
8U 


660 
740 










707 
810 


706 










856 


852 


831 


831 


848 


868 


884 


855 


802d 
803d 
804d 




9 


996 

118 
200 


002 
121 
203 


974 
110 
219 


974 
129 
224 


945 
070 
194 


945 
070 
192 


967 


026 




965 
180 
212 


963 
090 
179 


962 
088 
171 




195 


191 


210 


806d 






830 


831 


364 


800 


331 


325 


849 


849 


814 


312 


855 


858 


808d 










461 


467 


491 


488 


501 


506 




470 




493 


807c 






581 


534 


512 


510 


541 


637 


588 


580 


548 


548 


511 


526 


808c 






701 


708 


676 


681 


692 


692 


715 


714 


680 


683 


656 


659 


809c 
810 
8110 


4^ 


10 


826 
948 
076 


828 
951 
077 


826 
944 
080 


824 
942 
076 


821 
938 
088 


822 
940 
084 


842 
947 
097 


840 
945 
096 


810 
927 
088 


816 
970 
089 




788 
929 
072 




071 


312 c 


a 




204 


204 


204 


208 


215 


217 


218 


218 


206 


206 


187 


190 


313 d 






327 


325 


328 


326 


388 


340 


352 


350 


294 


298 


322 


320 


314 c 






434 


434 


440 


438 


451 


450 


468 


470 


432 


432 


429 


428 


315 






570 


569 


565 


665 


569 


570 


580 


576 


574 


575 


664 


567 


816 d 






692 


692 


684 


678 


685 


682 


7U 


708 


714 


672 


689 


684 


817 d 






782 


781 


792 


787 


789 


784 


798 


789 


785 


782 


775 


774 


818 c 






924 


921 


898 


886 


901 


900 


915 


916 


902 


900 


,892 


891 


319 c 




11 


038 


088 


038 


037 


029 


030 


051 


050 


040 


040 


041 


042 


820d 






189 
832 


185 
835 


150 
816 


149 
320 


153 
821 


150 
320 


165 
340 


160 
342 


154 
311 


150 
312 




152 
312 


821c 




809 


822c 








468 


469 


446 


444 


461 


464 


471 


466 


454 


454 


445 


446 


8280 


b 


r 




567 


568 


548 


545 


556 


554 


566 


564 


560 


560 


553 


554 


-824 








728 


729 


706 


707 


718 


715 


729 


758 


720 


755 


713 i 738 1 


32Sd 








794 
934 




794 
982 




773 
927 




787 
961 




789 
948 




768 
931 




828c 


933 


932 


924 


958 


946 


933 


827d 




12 


045 


037 


068 


066 


073 


074 


054 


042 


092 


081 


058 045 


828 d 




118 


120 




150 


164 


152 


135 


131 


146 


138 


126 122 


829b 






362 


352 


344 


344 


355 


352 


359 


356 


352 


350 


845 345 


330d 






504 


501 


459 


465 


483 


482 


475 


471 


444 


432 


452 442 


331 d 

332 d / 












566 
653 






677 
663 


575 
660 


566 
671 


561 
662 


549 ! 554 

663 1 664 


660 


662 


656 


654 


648 


333 a 
' 334d? 
335 d 
336dr 
337 il 
338dr 
339dr 
340d 


13 


736 
840 
953 
104 
212 
310 
378 
532 












728 
855 
993 
165 




716 




1 


849 
961 
103 
213 
313 
383 
533 


847 
986 


882 
978 


865 
951 
088 
177 
307 
419 
515 




850 
989 


879 


821 1 819 


942 
085 
180 






078 
184 
299 

368 
504 


053 042 

156 ! 147 


182 
278 
409 
480 


186 
288 
418 
486 


156 


184 


398 


368 
508 


388 
474 


367 
512 


351 ! 350 
509 508 


557 


341 d 

342 d? 




667 
799 


669 






656 
819 


644 1 


637 


606 


716 
835 

t 


684 


679 ' ftR7 




1 


822 '■ 
822 1 








1 






1 


1 1 









*Note by C. G. A. : Line 324 double in II and IV of May 18. 
11.713; niean= 11.738 used. 



Readings on II, 11.789, 11.722 ; mean = 11.755 usejl. Reading on IV, 11.763, 



Digitized by 



Google 



144 



ANNALS OF A8TEOPHY8ICAL 0B8EBVAT0EY. 



Tablb 18. — Bolographs of rock-sali prismaiio solar spectrum — Observed positions of miniwM — ContiDued. 

[Initials refer to obaervent.] 



DeeignAtion. 


Dis- 
tance. 


April 1, 1898. 
Bolograph II. 


April 1, 1808. 
Bolograph XI. 


April 2, 1898. 
Bolograph II. 


April 6, 1898. 
Bolograph II. 


May 18, 1808. 
Bolograph II. 


May 18,1808. 
Bolograph IV. 




P.E.P. 


C.G.A. 


P.E.F. 


C.G.A. 


F.E.F. 


C.G.A. 


F.B.F. 


C.G.A. 


F,E.F. 


C.G.A. 


F.E.F. 


C.G.A. 


343 d ^ 


em. 


859 


1 
842 , 


840 


847 


898 


806 


864 


866 


884 


886 


861 


857 


344 d? 
845 c 






054 
088 




028 
972 




954 
001 








080 036 
004 002 


065 
002 


021 
065 


070 1 


950 


098 


991 


989 


346 d ? 


h 


14 




113 




122 




150 




150 


122 KO 


101 


004 


847 d? 

848 






115 
242 




126 
259 




267 




158 
273 




168 
272 




140 
240 




243 


259 


263 


270 


270 


250 


340df 






823 




328 
420 












872 
421 




871 
426 




^50 d\ 




432 


411 


447 


435 


483 


896 


414 


851c 






524 


623 


525 


526 


529 


526 


633 


547 


538 588 


513 


517 


852clb 






672 


C73 


678 


676 


675 


670 


682 


681 


682 1 680 


667 


672 


853d 
354d 




16 


815 
010 
078 
077 
166 
278 
374 
432 
502 


823 
019 


880 


882 


841 
900 
063 
076 
165 
273 


836 
010 


883 
912 
955 
020 
150 
242 
847 
405 
602 


828 


862 


856 


871 
016 
065 
067 
171 
200 




020 


855df 
356d 
357 d 
358d 
359 d 
360dr 
861 df 


078 
075 
194 
266 
824 
480 
512 


982 




064 


956 
152 










171 
280 




152 
285 


166 
244 
845 
406 
602 


141 
805 


181 
200 


271 
834 
438 
512 


806 
402 
510 




471 

677 


466 
574 


402 
60S{ 
708 


411 
547 


414 
548 




862df 




687 




600 


664 


706 


714 


703 


701 


Tin 


667 


636 


863c 




700 


788 


787 


794 


787 


700 


821 


820 


820 822 


780 


805 


364 d 
8650 




OOO 

088 












901 
027 


024 


872 




042 
016 




904 


067 


968 


077 


070 


006 


992 


018 


8660 


16 


100 


101 


104 


106 


131 


132 


140 


143 


134 


138 


140 


148 


867d 




237 


283 


284 


286 


240 


242 


297 


349 


280 


278 


275 ' 270 


868 d 




382 


887 


410 


418 


405 


424 


456 


458 


425 


423 


416 , 402 


369d 

870 d 

871 d 




468 
582 
744 




446 
613 
722 




515 
500 
603 












482 
610 






610 
724 


508 
602 


656 
756 


651 
756 


685 

702 


686 

702 


626 


751 


713 1 714 


872df 




















857 




821 


373c 




884 


885 


846 


846 


868 


866 


906 


898 


800 


004 


870 i 882 


874 d 
375 d 


17 


004 
088 




067 
072 




005 
058 




014 
089 










076 


108 


058 


086 


008 


074 


075 


080 


•376 d 




136 


188 


111 


100 


110 


135 


169 


202 


147 


168 


158 


132 


877d 
878 




210 
200 




192 




100 
251 




222 
317 




184 
207 




220 




285 


/ 276 


274 


314 


298 


205 


206 


*37»d 
•380 d. 

381 dr 

382d? 




390 




/ *^^ ;\ 


285 




861 




327 
457 




^ 1 


451 


408 


440 


476 


498 


406 


442 


460 




452 
564 

684 




442 
546 
605 




477 




497 




404 




470 


















383c 




637 


606 


618 


614 


633 


640 


666 


668 


620 


631 


384d 
385d 






746 
860 


765 
861 


778 
865 


778 
858 


706 
850 


707 
872 


778 
866 








802 


748 


866 


868 


864 


847 1 858 


886 c 






061 


061 


948 


948 


072 


070 


987 


986 


977 


076 


058 055 


887 d 




18 


102 


100 


113 


115 


152 


112 


127 


131 


.80 


134 


111 115 


888d 






250 


245 


237 239 


240 


240 


823 


326 


277 


282 


272 ; 277 


389d 






406 


418 


426 i 898 


425 


428 


447 


446 


462 


463 


445 1 453 


3iX)c 






610 


521 


546 


548 


522 


522 


538 


590 


553 


550 


581 I 582 


sold 
302d? 
303d? 
804 d 
305 d 
896 d 
807 d 




10 


700 
792 
878 
077 
112 
801 
386 


711 
707 


711 


711 
814 


700 
837 


731 
838 


737 
775 
869 
959 


736 
870 




726 


' 708 






808 








823 




070 
113 
305 
384 




986 


075 
173 
267 
363 


002 
122 
277 
374 


964 
215 
886 

430 






061 
147 
S05 
390 


958 
148 
206 
802 




138 

90A 






298 


335 
428 






411 ' 409 


429 


430 


308d 






526 


527 


508 508 


544 


501 


524 


520 




501 


508 


404 


300 d 
400 d 


A 




662 . 
837 


663 
838 


646 650 
864 ftAA 


660 
830 


668 
882 


700 
910 


702 
850 


708 
848 


704 
861 




643 


885 













* Notes by F. E. F. : Lines 376-377. 378-370, 380-881, seto of doubles. 



Digitized by 



Google 



ANNALS OF ASTBOPHY8ICAL OBSERVATORY. 



145 



Table 18. — Bolographs of rook'9alt prismatic aolar spectrum — Observed positions of minima — Continaed. 

[Initials refer to observers.] 



Designation. 


Dis- 


April 1, 1898. 
Bolograpli II. 


April 1, 1898. 
Bofograph XI. 


April 2, 1898. 
Bolograph II. 


April 6, 1898. 
Bolograph II. 


May 18, 1898. 
Bolograph II. 


May 18, 1898. 
Bolograph IV. 






F.E.F. 


C.G.A. 


F.E.F. 


C.G.A. 


F.E.F. 


C.G.A. 


F.E.F. 


C.G.A. 


F.E.F. 


C.G.A. 


F.B.F. 


C.G.A. 


401 d 1/2 


em. 
19 


972 


971 


964 




964 


986 


977 


010 


Oil 




989 




986 


999 


084 


402d 




20 


080 


078 


008 




092 


080 


089 


126 


132 










117 


118 


403d? 
404 d 






128 










141 




















197 


201 


238 




238 


230 


226 


211 


283 




244 




246 


249 


253 


406o 






347 


349 


356 




352 


371 


364 


400 


400 




382 




883 


867 


367 


406d 






m 


481 


495 




486 


503 


496 


511 


498 




400 




492 


472 


475 


407 c 






630 


628 


636 




633 


644 


644 


633 


636 




646 




645 


641 


642 


408d 






738 




746 




738 


764 




711 


708 




72R 




720 


724 


721 


409 d 






852 


854 


866 




866 


875 


883 


873 


872 




872 




871 


876 


874 


410 d 






956 


955 


956 




956 


005 


998 


009 


008 




986 




983 


960 


978 


411 dt 




21 


119 


127 


080 




084 


131 


131 


187 


195 




138 




139 


147 


152 


412 b 




•»i 




348 


337 


311 




314 


335 


333 


375 


383 




371 




370 


851 


356 


413 c 


b 






444 


443 


446 




444 


460 


465 


539 


536 




510 




509 


484 


496 


414 d 








710 


707 


725 




716 


736 


717 


804 


806 




736 




730 


708 


703 


•415 d. 






854 


863 


870 




882 


889 


908 


935 


930 




916 




919 


868 


866 


416 b 






22 


026 


029 


062 




053 


059 


059 


089 


090 




098 




096 


067 


072 


417 c 


b 


•^ 




191 


191 


196 




196 


207 


204 


263 


264 




241 




242 


228 


225 


418 d 








280 


275 


310 




310 


326 


320 


369 


366 








852 


872 


368 






Designatioii. 


Dis- 
tanoe. 


December 7, 

1897. 
BolographV. 


December 9, 

1897. 
Bolograph H. 


December 9, 

1897. 

Bolograph IX. 


March 14, 1898. 
Bolograph U. 


March 14. 1898. 
Bologjph 


April 6, 1898. 
Bolograph Y. 


April 6. 1898. 
Bofograph XI. 




F.B.F. 


C.GJL. 


F.E.F. 


C.G.A. 


F.E.F. 


C.G.A. 


F.E.F. 


C.G.A. 


F.E.F. 


C.G.A. 


F.E.F. 


C.G.A. 


F.B.F. 


C.G.A. 


412 b Ml 


cm» 



000 


000 


000 


000 


000 


000 


000 


000 


000 


000 


000 


000 


000 


000 


413 d 






096 






092 


088 


137 


116 


124 


116 


124 


182 


094 


122 


414 d 
416 d> 












394 
530 








370 
548 




886 
640 




432 

648 


664 




560 






562 


623 


538 


558 


554 


416 b 






720 


710 


719 


716 


740 


741 


718 


715 


700 


700 


716 


713 


728 


720 


417 c 


b-. 






821 


824 


820 


847 


836 


894 


889 


846 


849 


846 


846 


850 


846 


418 d 




















956 




943 




936 




942 


419 d 
420d 
421 df 
4^d? 


1 




074 


170 




182 


133 


107 


006 


070 


060 


118 


110 


148 


146 






223 


279 


266 




304 


185 


184 


192 


182 


233 


223 


250 


249 






371 
502 


}m 


,392 
V489 


}u. 


\460 


}m 


,386 
U70 


}«» 


,834 
1465 


}UT 


{ ^ 
^ 496 


}«« 


{.r... 


423 






600 


576 


568 


684 


586 




614 




561 


660 


658 


631 


640 


424d 
425d 
4260 


2 








678 
051 
252 


681 
086 
228 


681 
098 
280 


697 
008 
236 


608 
098 
232 




738 
088 
210 


692 
046 
237 


700 
043 
334 


082 
S20 


610 
048 
218 






046 
256 


Ob7 
209 




228 


427d 
428 d 






456 


442 
529 


446 
534 


396 

480 


407 
488 


440 
505 


442 

509 


466 
528 


462 
525 


306 
486 


896 

477 






489 


484 


429d 
480d 
481 df 
433dr 


8 




666 




668 






683 
609 
898 


678 
921 


662 


AS7 


664 
737 
898 
174 


674 


052 
748 


710 


670 
870 
122 


722 
944 
140 


720 
886 
153 


718 i 717 






' 




873 
122 


898 




130 






172 


110 


109 


483d 

434d 

435d? 

436df 

437d 








520 
601 




596 
734 
816 
920 
982 


606 
750 
831 
924 
986 


611 
778 
850 
921 


607 
780 


609 
722 
866 


609 
716 
865 


599 
724 
884 


596 
728 
882 










769 




702 








920 
908 


930 


929 






978 


994 


992 


984 


980 


990 


990 


438 


4 




216 


285 


234 


258 


260 


247 


241 


196 


198 


220 


216 


218 


219 


439d 










354 






331 


836 


296 


302 


360 


865 


330 


330 


440d 






482 


502 


508 


541 1 552 


467 


485 


473 


486 


494 


488 


466 


468 


442 dT 






624 


602 






632 


630 


626 


622 


586 


686 


610 


606 








668 


666 


663 


662 






fiftO 


6SA 


65K 


654 






































" 















•Note by F. E F.: Line 415 triple in II, AprU 2; 21.889. 21.923, 21.855. 
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Table 18. — Bolographs of rock-salt prismatic solar spectrum — Observed positions of minima — Continued. 

[Initials refer to observers.] 



Designation. 


Dis- 
tance. 


December 7, 

1897. 
Bolograph V. 


December 9, 

1897. 
Bolograph II. 


December 9, 

1897. 

Bolograph IX. 


March 14, 1898. 
Bolograph II. 


March 14, 1898. 
Bolograph 


April 6, 1898. 
Bolograph Y. 


April 6. 1898. 
Bolograph XI. 




F.E.P. 


C.G.A. 


F.E.F. 


C.G.A. 


F.E.F. 


C.G.A. 


F.E.F. 


C.G.A. 


F.E.F. C.G.A. 


F. E. F. 


C.G.A. 


F.E.F. 


C.G.A. 


448 d 


em. 




902 


890 


892 


920 


924 


899 


894 


851 


872 


878 


868 


836 


885 


444 d^ 

445 dV 


5 


023 


1 020 


f 012 
\ 078 


1 012 


036 


038 


f 035 
\ 105 


} 032 


r 032 
I 098 


\ 028 


\ 046 


}.ie 


I 085 


}«« 


446d 






322 


290 


290 


318 




332 


:jo2 




300 


304 


306 


296 


295 


•447 






423 


431 


434 


430 


428 


421 


417 


396 


393 


399 


394 


413 


^ 412 


448d 






695 






696 


708 


675 


666 


632 


628 


636 


633 


622 


620 


449 




835 


830 


844 


850 


840 


836 


824 


810 


814 


805 


803 


799 


813 


814 


450d7 
451 d? 


6 
6 
















057 


016 


010 


086 


010 










108 




068 




059 


049 




452d? 
453d? 
454d 
455 c 






102 




115 








132 

240 
305 


140 
256 
314 


134 

260 
312 


196 
814 


106 

198 
312 


184 
814 


188 

252 
816 


176 




132 
247 
306 




260 


247 
338 


m 

350 


:i40 


311 


308 


456d 

457 d 

458 d? 

459 a X 


\ 10 




509 
646 




522 






519 
619 
683 
824 


526 
6M 

782 


516 
638 
754 
800 


508 
642 

766 


482 
624 
708 
875 


490 
626 

785 


602 
612 
684 
800 


610 
638 

741 
















646 


484 


577 


795 


622 




952 


878 


845 


696 


721 


684 


592 


600 


578 


566 


602 


550 


601 


400 d 
461 d 


10 
10 
















592 

824 


840 


578 
822 


829 


602 
816 


804 


601 
786 








845 


866 


857 


845 


462 d 


10 




952 




968 




968 


983 


984 


989 


983 


999 


987 


020 


018 


463 


11 




224 


250 


256 


262 


252 


229 


224 


206 


203 


288 


231 


242 


242 


464d 






388 


380 


398 


402 


396 


435 


404 


416 


865 


486 


433 


481 


434 


465 d 












480 




499 


492 






498 




630 


626 


466 




734 


726 


744 


753 


748 


746 


719 


714 


698 


694 


726 


722 


744 


744 


467 d 








860 


869 


856 
042 
114 


845 


817 


810 


810 


812 


813 


809 


840 


845 


468d? 
469 b 


12 








986 
100 








028 
074 






004 
060 


012 
081 


076 


070 


090 


111 


044 


041 


080 


086 


082 


470 d 

471 d! 








175 


179 






187 
349 
489 


177 
351 
438 


191 
394 


184 
322 
892 


















423 


368 
486 


836 
444 


338 
448 


472 0^ 






454 


393 


401 


449 


440 


473 d 

474 










490 
638 












490 
612 


610 


506 
632 










615 


650 


680 


678 


614 


609 


628 


626 


634 


475 








860 


920 


934 


930 


926 


861 


857 


828 


820 


866 


857 


874 


886 


476 c 




13 


007 


000 


048 


062 


040 


086 


989 


985 


995 


992 


013 


010 


007 


008 


477 


X| 




194 


188 


256 


266 


240 


287 


223 


216 


197 


180 


203 


202 


213 


211 


478 d 


a 








477 




468 




488 


422 


414 


413 


438 


435 


484 


487 


479 c 








479 




488 




468 




482 


480 


476 


502 


612 


624 


626 


480 d? 
4810 














564 
702 


704 


561 
670 


558 
650 


592 
659 


690 
657 


598 
665 


658 


606 
678 


676 


1 «W 


656 


716 


4820 








898 


870 


865 


946 


930 


891 


886 


886 


882 


898 


895 


900 


902 


483 fl 




14 


130 


125 


165 


174 


176 ^ 174 


125 


118 


114 


112 


146 


137 


132 


131 


484d 










331 


265 


306 




295 


293 


344 


263 


245 


244 


256 


216 


485 d \ 






}4«, 


{•■.44- 


}553 








}478 


\ 630 


} 476 


I 518 


} 604 


I 500 


} 500 


486d 




i 556 




481 


487 d 
488d 
489 c 
400 d 
491 d 




15 






624 


642 






565 
802 
903 
981 
081 


569 
795 
900 

068 


620 
791 
869 
948 
058 


616 
868 


632 
828 
918 


624 
834 
912 










835 


830 
911 

094 


792 
900 


793 
903 


012 


905 






975 
125 




986 
104 




045 


054 


090 


087 


077 


075 


492 d 7 

493 


Xj 










133 
386 
















138 
362 


350 


136 
350 


350 


342 


378 


384 


385 


362 


359 


329 


328 


367 


494 b 


> 




636 


630 


642 


650 


662 


661 


605 


600 


590 


586 


616 


614 


589 


593 


495 d 

496 d? 

497 


a 


16 






743 
1 083 


753 

} 090 






756 

( 000 
{ 053 


650 
} 996 


698 
f 003 
i 041 


691 

}016 


674 
I 042 


686 
1 038 


720 
I 032 


724 
} 034 




} 052 


I 115 


1 110 


498 b 






234 


236 


266 


276 


294 


289 


234 


227 


230 


225 


252 


244 


251 


254 


499 c 








590 


672 


682 


645 


640 


603 


596 


600 590 


610 


.n 


632 


582 



♦Note by F.E.F.: Line 447 double in XI, April 6; 6.441, 6.385. 
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Table 18. — Bolographs of roek'Salt prismatic solar spectrum — Observed positions of minima — Continaed. 

[Initials refer to observers.] 



Designation. 


Dis- 
tance. 


December 7, 

1897. 
Bolograph V. 


December 9, 

1897. 
Bolograph II. 


December 9, 

1897. 
Bolograph IX. 


March 14, 1898. 
Bolograph 11. 

F.E.F. C.G.A. 


March 14, 1898. 
Bologph 

* 


April 6. 1898. 


April 6, 1898. 
Bolograph XI. 




F.E.F. 


C.G.A. 


F.E.F. 


C.G.A. 


F.E.F. 


C.G.A. 


F.E.F. 


C.G.A. 


F. E. F. 


C.G.A. 


F.E.F. 


C.G.A. 


500o 
601 d 
502d 
603b 
*504 c 




cm. 
17 

18 
19 

20 
21 

22 
23 

24 

25 

|27 

I 82 




721 


811 
929 


815 


788 
934 
048 
418 
778 
985 

} 368 

028 
150 
290 
558 
721 
009 
306 
548 
060 
874 
110 
344 
416 
684 
020 
146 
404 
694 
064 
146 
256 
386 
492 
576 
686 
747 
174 

884 

670 

28. 
148 

435 
127 

533 
033 
359 
895 


785 

042 
420 
764 
986 
,232 
1528 
037 
150 
288 
558 
716 
006 
307 


747 
961 
069 
369 


740 
958 
053 
3*61 


759 
962 
043 
368 

} 746 


751 
930 
031 
852 


800 
943 
062 
861 


769 
930 
056 
362 


765 


742 


398 


020 
390 


048 [ 064 
406 , 414 
728 734 
943 032 


382 


062 
374 


605 
5061 
507d 
5081 
509c 
610 df 
*611o 
512 

613 c 

614 

616 df 
516 df 

617 b 

618 df 
*519d ^ 

520d}^ 

6210 

6220 

523 df 

524 
6250 

526 d 

527 df 

528 d 

529 df 
630df 
5310 
532df 
533 df 
584c 

535d 
636d 

537 a r 

538o 


} "^ Co*;" 






{ 








} 256 

022 
107 
270 
524 
698 
994 
232 
520 
640 
842 
062 
828 
409 
653 
962 
122 
410 
600 
012 
169 
274 
386 
504 
592 
688 
760 
166 

776 
439 


026 
092 








402 








} 380 
132 


i 524 
008 
102 
212 
,660 
I 723 
002 
302 






{ 


















086 


086 


220 

c... 

932 


074 . 090 




136 


516 
686 
984 
222 


} 616 
284 


} 350 



001 


} 508 


961 
252 
400 




605 































1 












834 
010 
326 
404 
656 
976 
114 
364 
682 
078 


865 

069 
382 
422 
670 
904 


863 
062 
338 
426 
678 
934 


874 
.072 
846 
41. 
680 
016 
140 
398 
699 
054 


793 

622 
927 


799 
030 

638 
936 


784 

}2«, 

686 
948 


782 
040 

586 
950 


794 

271 

588 
001 


804 
002 


816 


817 




347 


644 
Oil 














387 
661 
004 


372 
710 
062 


1 






348 
694 
932 








701 
008 


689 
040 






680 
948 








026 










276 




310 


268 





254 




302 










































590 


606 


608 


641 


550 


566 


482 




664 


689 


616 


618 








• 


















200 

898 
562 


258 

730 

574 
202 


270 

892 
642 

208 

33. 
811 

924 

698 

398 


176 

984 
706 

868 

33. 
808 

884 

678 

432 

034 

338 

892 

256 
463 
741 
074 
532 
654 


083 


108 

26. 
132 


172 

825 
584 

625 

425 
754 


192 

25. 
048 


180 


310 


078 

782 
682 

875 

876 


220 

688 

83. 
a/to 






834 

424 
968 

394 


745 

33. 
210 

858 

632 

387 


556 

762 
762 


824 

425 
992 


390 

33. 
926 

962 

549 

890 

857 

286 










026 930 


539 d 1 33 
540d 34 

541 d 34 

542 85 
f 543 c ! 






j 683 : 


438 

842 ' 

286 800 

758 

} - 1!" 


394 


390 
912 
238 

784 

}m 

332 


385 

237 
790 
f 936 
I 142 
282 
362 


268 


1 ■ 


866 ft76 


■"".":i::.;;... 


806 
832 

} 098 


316 
899 
004 
199 


...... 

237 
729 


312 
771 
f 970 
I 168 
287 
400 


289 1 272 


544d ^ 
545d}^ 
546 d 
647 d 
548d 

549 c 

550 c 

551 d 


86 

87 

38 


790 




«" i 

1 












298 ' 


876 


376 


403 

040 
500 


414 
628 
050 
514 
634 


472 

081 
565 




358 




i 


! 703 


I 


050 
450 


026 
449 
622 


913 
419 


952 
422 


959 
450 


962 
442 


900 

379 




960 
477 
581 


990 ! 992 

402 450 

fla« 



























♦Notes by F. E. F. : Lines 504 and 505 single in VIII, March 14. and V, December 7; 
and 19.541. Lines 519 and 520 single in last one ; mean — 21.278. 

t Notes by F.E.F.: Lines 543, 644, and 646. single in V, April 6 ; XI, April 6; 85.80g 



mean = 17.760. Lines 511 c and 512 c double at 19.710 
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Table lB,Solograpk8 of rook-salt prismatic solar speetrum^Ohserved positions 0/ minima— Continued. 

[Initials refer to observers.] 



DesignatioD. 



*552d^ 
553 d/ 
454df 
555b 
556 d 

567 b 

i 558d? 

I 550df 
560o 
5«ld 
5<2dr 
568o 
564 df 
565d 
56«d 
567d 

568 df 
560d 
570 df 
5710 
572 d 
578 
574 d 
576 d 

576 

577 

578 d 
679 d 



Dis- 
tonoe. 



39 



40 



41 



Deoember 7, 

1897. 
Bolograph V. 



December 9, , Deoember 9, 

1897. I 1897, 

Bolograph II. | Bolograpb IX. 



P. E. F. C.G.AJ F. E. F.C.G.A. F. E. F.|C.G.A. 



609 
428 
804 



164 



} ^ { 



400 



175 



824 
519 
759 



206 



640 



002 



976 
126 
254 
832 
426 
770 
861 
970 
140 
216 
526 



852 
931 
026 
202 
488 



780 
922 
404 
881 



118 



213 



892 
491 
874 



192 



718 



081 



608 



086 



958 



854 
490 
718 
839 
014 
186 
288 
504 
680 
830 
918 
026 
176 
430 
549 



March 14. 1898. 
Bolograph II. 



F.E.F.'C.G.A. 



} «^* V. 



717 
419 
787 



129 



959 
956 



524 



455 



830 
895 
419 
949 
608 
882 
881 



747 
445 
784 
796 
964 
112 
282 
534 
677 
794 
888 
022 
141 



March 14. 1898. 
Bolograph 



F.E. F.C.G.A. 



876 
982 



702 
428 
706 



116 



514 



852 



483 
788 
884 

347 
920 

412 



417 



}288 { 



411 



066 



939 
830 
925 
884 
004 
650 
884 
482 



905 
198 



726 
819 
014 
110 
220 
496 
590 
817 
894 
056 



766 
924 

816 



} 192 

462 
412 



Aoril 6. 1898. 
Bolograph Y. 



F.E. F.C.G.A 



} 936 



754 
844 
744 



119 



490 



864 



420 



908 
830 
948 
404 
990 
548 
494 
764 



866 
023 
196 
824 



April 6. 1898. 
Bolograph XI. 



F.E.F. C.G.A. 



988 



718 
807 
984 
097 
284 
448 
676 
756 
870 
929 
186 
833 
586 
740 
940 
887 
950 



752 
868 
724 



884 

990 
208 
769 



168 



670 
790 
986 
172 



478 



} 244 
542 



006 



788 
827 
922 



528 



816 



404 



884 
081 
600 
478 
500 



974 
470 
978 



{Si}- 



656 

470 
006 



•KoteabyF.S.F.: Liiies662aDd658slogleiiiU.Marohl4: Y.AprilO; n,Deoeinber9; mMm = 87.961. 
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Table 19. — Bolographa of glass prismatic solar spectrum — Observed positions of minima, 

[Initials refer to observers.] 



Designation. 


Dls. 
tanoe. 


May 16, 1898. 
Bolograpb II. 


May 17, 1898. 
Bolograph VIII. 


May 9, 1898. 
Bolograph X 


May 18. 1898. 
Bolograph I. 




F.B.F. 


C. G. A. 


F. E. F. 


|C.G.A. 


F.R F. 


C. G. A. 


F. E. F. 


C. G. A. 




em. 




















81 


742 




788 


742 


751 




703 


699 


Id 
2c 






666 


660 


652 


650 


688 


679 


644 


642 


8d 






608 
568 




598 
554 




606 
554 








564 




554 


502 


584 


4d 
5d 
6d 
7d 
8d 
9d 
10 d 






581 
474 




509 
456 




502 
446 




506 




478 




446 


408 






400 




418 
366 








415 








338 










180 
094 


178 
090 


170 
089 


165 
086 






189 
095 




102 


100 


093 


lid 
12d 










054 




030 


027 


089 


038 


A 


80 


966 


986 


977 


978 


956 


954 


943 


940 


18 d 






903 


901 


884 


882 


876 


874 


890 


892 


14 c 


a 




797 


792 


799 


792 


770 


768 


778 


780 


15 






692 


693 


692 


689 


656 


656 


650 


650 


16c . 






579 


576 


596 


584 


566 


562 


544 


541 


b 
17 c 






458 


456 


466 


422 


446 


440 


482 


430 


18 c 






858 


851 


351 


851 


843 


836 


828 


821 


19 c 






241 


238 


223 


222 


206 


204 


190 


190 


20d 
21c 






151 
102 




} «« 




} 073 




090 
044 




112 


I 090 


{ «8 


064 


22o 




29 


978 


972 


946 


943 


910 


908 


934 


934 


23c 






850 


846 


838 


839 


794 


780 


800 


798 








715 


709 


714 




673 


669 


671 


667 


24oJ / 

25d 

S6d7 

27d? 

28df 

29df 

80o 

81c 

82dr 

83dt 

84d 

85 


28 


472 


460 


482 


418 


453 


885 


362 




25 




616 




640 




644 




665 


24 




845 




825 




816 










589 




621 




578 




586 






322 




306 




282 




250 


28 


980 


000 






994 


987 


944 


968 






212 




194 




196 




180 






066 




078 




984 




046 


22 




680 




620 




620 










488 




514 




490 




478 




298 


800 


316 


292 


816 


813 


261 


268 


8«dt 
37df 
88d 

no H '^ 


21 




146 




120 








114 






066 




038 




::::::::''''::: 


032 


20 




972 




934 




014 




936 






804 




778 
688 




822 
642 




789 


ov a 

40d?f 

410 
















596 


630 


592 


594 


554 


558 


575 


571 


42 






440 


440 


448 


449 


458 


458 


418 


412 


480 






314 


812 


294 


296 


820 


817 


298 


286 


44o 






198 


197 


180 


180 


210 


209 


219 


211 


460 


b 




084 


085 


055 


054 


036 


032 


084 


028 


46 




19 


908 


911 


916 


920 


904 


906 


911 


908 


47 c 






762 


760 


747 


750 


748 


748 


756 


754 


48d 
40 d 






648 




655 




650 




674 








550 




536 


538 


538 


535 


579 


578 


50 d 

51 d 






452 




447 


446 


474 


470 








19 
19 


880 




388 


892 


876 


873 


885 


884 


52 d 

*53 A \ 


810 




318 








319 














230 


230 


210 


810 


54dt 
55 d 
56d 
57 df 
58b 






196 




1C8 
















109 




085 


MM 


110 


105 


094 


098 


b 


18 


960 




— 1 
960 1 OAO 




964 


951 


943 






906 
824 




880 1 
818 


! 


872 
818 












824 


819 


814 


811 


806 



* Kote by F. E. F. : Lines 58 and 54 possibly same line. 
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Table 19. — Bolograph§ of glas$ prismatic $olar spectrum — Observed positions of minima — Continaed. 

[Initials refer to observers.] 



Designation. 


Dis- 
tance. 


Hay 16, 1898. 
Holograph 11. 


May 17. 1898. 
Bolograpb VIII. 


May 9. 1898. 
Bolograph X. 


May 13. 1898. 
Bolograpb I. 




F.E.F. 

666 
552 


C.G.A. 


F.E.F. 


C.G.A. 


F.E-F. 


C.G.A. 


F.E.F. i C.G.A. 


59 d 

60 c 


em. 




672 
554 




672 




660 
540 




554 


556 


556 


557 


544 


61 d 

62 c 




375 
300 


376 
300 


442 
321 


444 

320 


372 
296 




388 


3M) 


288 


291 ' 290 I 


63c 




182 


186 


160 


162 


179 


174 


174 176 ' 


*64d ^ 
66d 


17 


994 


982 


994 


994 




965 


004 950 1 


960 
£55 




930 
849 




968 
886 


885 


950 


; 


856 


858 


852 


856 


67o 




722 1 723 


716 718 


740 > 735 


726 


728 


68c 




612 612 


606 


609 


606 606 


630 


630 


69d ^ 
70d^ 




496 !^ 


\ 435 


} «8 




} 434 


r 510 




434 


\ '^ 


{ .«. 


{ L I ***] 


71 d? 

72 c 




302 
205 


306 
204 


290 
186 


287 
188 








336 


134 


130 


135 


186 


73d 
74 c 


16 


000 
914 


006 
914 


014 
937 


014 
940 




954 
894 




982 


8S6 


923 


926 ' 


75 df 






585 




564 




486 


526 1 


76 d» 
^*|b 

78 b r 


14 




368 
198 




341 




368 


i 1 


143 


190 


200 


10A 


188 ! ! 




036 


058 


064 


062 


060 058 


050 


05. 1 


7»c 


13 


793 


800 


766 


760 


792 788 


797 


800 , 


80df 




652 
563 


656 
568 


654 
566 






670 


630 
511 




81 d 




559 


566 


662 


507 1 


82d 






456 




452 




456 




426 




83b 


b 




832 


335 


825 


326 


328 


824 


812 


. 311 i 


84d7 
85d 






192 
102 


106 


188 
095 




206 
065 




132 
057 




103 


090 


1 


86d? 


12 




836 








804 




832 


87d» 
88d? 
89d? 




645 
382 
802 




646 
440 
775 




614 




681 ; 










393 , 








798 




824 


90d ] 


11 


544 


542 


548 


544 


518 


521 


556 


554 


Wdf b 
02b J 




438 
352 




438 
340 








460 
342 




854 


840 


838 


835 


841 


93d 
94d 




220 
142 




219 
124 








235 

158 




149 


125 


150 


150 


134 


95d 
96d 


10 


026 
904 


032 
905 


023 
914 • 


018 
911 


066 
928 


068 
926 




934 1 970 


97df7 
98d 


9 




550 
900 




606 
939 








520 


898 


940 


895 


896 


882 


884 


99o 




734 


738 


686 


688 


714 714 


728 729 1 


100 d 




672 


583 


577 


676 


570 


568 


556 


566 


101 d I 

102 d 






430 
290 




389 
276 




404 
254 






286 


277 


256 


268 


273 


103 dr 
101c 




134 
056 




156 
046 


150 
049 




188 
008 


072 
992 


069 
993 i 


058 


008 


105 dr 

106 df 


8 


880 1 872 
776 1 784 


918 

785 


912 

780 










786 


784 




750 


107 d 




574 581 


1 586 


582 


580 






108 d 

109 c 




480 
235 


473 
237 


432 
206 


431 
204 


448 
188 


446 

190 






202 




110 c 




138 


140 


110 


110 


108 


107 


152 


160 , 


Hid 


7 


912 


914 




948 


891 


894 




950 


112 df 

113 df 

114 d 
ll5df 




662 651 
463 460 
361 360 
290 2d4 




662 
436 
358 
268 

168 


592 
446 
374 


591 
438 
368 




630 




500 






276 
171 






116 c 




184 


186 


174 


144 


.33 


144 



*Note by F. £. F. : Lines 64 and 65 possibly a single line. 
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Tablb 19. — Bolographs of gltua pri$matio iolar spectrum — Ohierved po8ition$ 0/ minima—ContiDaed. 

[Initials refer to observers.] 



i 
Designation. 


Dis. 
tance 


May 16, 1898. 
Bolograph II. 


May 17, 1898. 
Bolograpb VIU. 


May 9. 1898. 
Bolograph X. 


May 13, 1898. 
Bolograph I. 




1 


F.E.F. C.G.A. 


F.E.F. 


C.G.A. 


F.B.F. 


C.G.A. 


F.E.F. 


C.G.A. 




em. 


1 






' 






117 d 




6 


939 


936 


969 


966 


951 


950 


916 


918 


118 d 






881 


880 


913 




910 


910 


836 


882 


110 c 


b 




799 


798 


847 


850 


808 


810 


727 


726 


1 120 c 






621 


619 


692 


692 


660 


664 


580 


686 


j 121 c 






475 


477 


546 


548 


642 


542 


480 


484 


' 122 d 1 




315 
262 




396 
300 


396 
303 


410 
298 


416 
292 


381 
268 


380 
212 


1 123b 




269 


> 124 c 




105 


110 


118 


120 


090 


100 


065 




125 


b 




010 


012 


006 


007 


021 


024 


983 


094 


120 




5 


874 


877 


874 


871" 


846 


860 


902 


897 


127 . 






768 


778 


748 


720 


,716 


716 


786 


786 


128 d?> 




664 

518 


676 
618 


628 
495 




624 

477 




681 
523 


687 
528 


12»c 




490 


474 


180 






359 


362 


338 


342 


361 


861 


866 


366 


131 






228 


224 


228 


228 


222 


220 


188 


180 


182 b 


b 




099 


099 


100 


102 


099 


099 


048 


042 


188 


4 


969 


965 


964 


965 


976 


975 


911 


906 


184 






848 


850 


822 


822 


866 


867 






185d 
*l36d 






752 


758 
696 




786 
710 








665 664 


708 


713 


602 


604 


137 c 






522 1 524 


616 


615 


696 


696 


518 


618 


138 b' 






352 1 358 


428 


425 


436 


484 


878 


378 


189 b 






208 1 210 


248 


250 


194 


192 


194 


198 


140 d? 

141 d 




8 


160 




181 
002 












997 


.......... 

000 


988 


058 


068 


040 


036 


142 b 


1 






918 


919 


895 


892 


843 


844 


924 


921 


143 d? 

144 b 




741 
620 




721 
574 




704 
648 




791 
628 




620 


576 




660 


618 


145 d 






479 


430 


452 


448 


440 


448 


514 


514 


14«o, 






333 


838 


320 


320 


316 


816 


847 


360 


147d^ 1 1 


158 


162 


154 


149 


100 


161 


109 


106 


148 


p* 




042 


044 


046 


042 


046 


046 


008 


006 


149 d 


g 


2 839 


840 


892 


884 


898 


900 


82] 




150 d 


bS 




718 


718 


782 


732 


766 


766 


736 


731' 


151 


a 

■3 




606 


606 


592 


590 


644 


645 


666 


664 


152 d? 


S , 


488 
410 




493 
412 


483 
410 


521 
450 


522 
460 


463 
391 




153 







411 


388 


154 d? \ 




260 
130 




236 

142 


140 


269 

154 




225 
142 




156 d \ 




128 


156 


136 


166 d 








086 


030 


042 


038 


082 


081 


047 


043 


' 167 d 






1 


900 


904 


914 


908 


930 


934 


953 


953 


158 d 








888 


841 


862 


856 


882 


834 


862 


858 


159 d 








721 


716 


723 


722 


092 


690 


746 


742 


100 d 








628 


628 


612 


614 


504 


563 


643 


642 


* 101 


b 


p 




634 


531 


520 


524 


497 


500 


557 


556 


j 1020 








390 


394 


391 


391 


300 


358 


398 


396 


1 163 








324 


328 


286 


280 


294 1 294 


818 


316 


1 164b 








131 


134 


122 


130 


180 - 134 


132 


128 


165 b 









960 


962 


962 


052 


954 1 954 


930 927 , 


166 








830 


831 


809 


808 


820 , 824 


777 


776 1 


167 d ; 

168 c 








700 
505 




718 
516 


715 
514 


737 
523 




702 
481 


1 


505 




622 


479 


169 








384 


382 


396 


394 


405 ! 402 


883 


880 


170 d 








244 


244 


271 


208 


336 338 


278 


278 


171b 








160 


160 


164 


104 


174 174 


170 


168 


172 b 









000 


000 


000 


000 


000 


000 


000 


000 


173 b 








214 


210 


215 


212 


258 


257 


221 


224 



*Note by F. E. F. Lines ] 86-139 difficult to identify on account of change in character. 
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Table 19.^ Bolcgraphs of gla$8 prinuitio iolar Bpeotrum-^Ohierved poHiioM of minima.— Continued. 

[Initials refer to oliserven.] 



Deaignation. 


Dl«. 
tanoe. 


May 16, 1898. 
Bolofcraph II. 


May 17, 1808. 
Holograph VIII. 


May 0, 1808. 
Bolograph X. 


May 18, 1808. 






















F.B.F. 


C.G.A. 


F.E.F. 


C.G.A. 


F.B.F. 


C.G.A. 


F.E.F. 1 C.G.A. 




oni. 














, 


174 df 








267 




262 













175 








377 


874 


370 


383 


888 


384 


341 


841 


176 








401 


488 


526 


528 


546 


648 


618 


514 


177 b 




a 




714 


716 


728 


726 


748 


746 


725 


730 


178 b 

179 d? 

180 d 
181b 






1 






021 
124 
266 
340 


022 


022 
131 
226 
827 


026 


016 
147 
262 
866 


020 










266 
844 




272 
868 


845 


350 


327 


182 b 


b 


9 




488 


404 


473 


477 


460 


462 


400 


600 


188 b 








620 


626 


612 


613 


585 


588 


616 


620 


184 c 








820 


822 


813 


814 


704 


706 


804 


808 


l%6b 








036 


040 


034 


036 


012 


014 


020 


024 


186 d 

187 c 






2 


034 
136 




040 
138 




010 
114 




012 




134 


134 


110 


122 


124 


188 b 








318 


322 


320 


320 


848 


848 


800 1 811 


189 b 








528 


528 


526 530 


524 


528 


620 , 610 


100 c 








634 636 


643 


642 


602 


608 


616 ; 616 


101 d 








764 


766 


702 




727 731 


748 744 


102 








825 


826 


838 


835 


818 


820 


884 1 831 


193 df 

194 

195 






3 


013 
070 
208 




034 
060 
200 








018 
061 
228 




060 
208 


071 
202 






060 
213 


1 


106o J 
107 ] 








316 
612 


814 
512 


309 
470 


312 

478 






810 
402 


300 
404 


456 


4S6 


198 c 








636 


636 


626 


632 


004 


606 


631 


620 


100 c 


b 


T 




763 


763 


762 


766 


736 


788 


754 


764 


200 d 

201 


i 




4 


878 
012 


870 
008 


850 
084 




836 832 


882 
008 


858 
003 


082 


078 


078 


202d 




078 


082 


082 


080 


048 


052 


056 




203d 




355 


248 


244 


250 


106 


206 


247 




204 




816 


316 


326 


332 


204 


203 


815 


316 


205 




446 


445 


432 


440 


422 1 421 


434 


436 


206c 




551 


548 


565 


560 


528 


624 


550 


646 


207 c 




701 


000 


722 


726 




764 


715 


718 


208df 
200c 




751 
838 








760 

847 








836 


884 


887 


848 


827 


828 


210dff 
211 d 




800 
058 




872 
040 










048 


050 


020 ! 021 


o:6 


020 


212 


5 


060 062 


065 


072 


112 


111 


082 


082 


213 d?7 




204 








282 




188 




214 




410 


404 


364 


856 


404 


400 


305 


404 


215 c 




626 


626 


624 


626 


637 


616 






21Gd 




728 


722 


736 


750 










217 


6 


068 


072 




026 


050 


055 


037 


036 


218 d 

210df? 

220d 


7 




262 




256 
862 
137 




204 




284 




877 








145 


136 


114 


106 


216 


163 


165 


221 d 
222c 




378 


356 


820 
464 




336 
474 


842 
476 


328 
480 


326 

478 


478 472 


472 


223d 
224 c 




634 524 

666 1 660 


654 
648 






610 
642 


535 
664 




656 


645 


644 


226d 
226 d 




870 858 
081 


845 850 
023 




704 
014 










084 


227df 
228d?? 


8 




303 
657 




352 

006 

101 

1 400 

1 




302 
506 
103 
880 
















220c 9 
230c 




122 
837 










302 


398 


380 
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Table 19.-~Bolograpk9 of gla9$ pri$nMHo solar spectrum—Obiorved poHtions of minima — Continaed. 

[Initials refer to observers.] 



Designation. 


Die. 


May 16. 1896. 
Bolograph II. 


May 17, 1898. 
Bolograph VIII. 


May 0.1898. 
Bolograph X. 


May 18. 1898. 
Bolograph I. 


* uuioe. 






















F.E.F. 


C.G.A. 


F.E.F. 


C.G.A. 


F.E.F. 


C.G.A. 


F.B.F. 


C.G.A. 




cm. 


















231 dff 


11 
12 




328 




226 




172 






♦232 c 




026 


988 


982 


982 


984 






238df? 
2840 


13 








055 




062 






892 


886 


303 


850 


359 


856 






285c 




553 


568 


570 


568 


620 


522 






236d?f 

287d 

238c 










717 




784 






14 


060 




044 


046 




046 






179 


174 


170 


175 


156 


156 






239d 




296 297 


848 


346 


364 


868 






240o 




439 421 


432 


484 


447 


448 






241 d 




634 630 


635 


644 


642 


618 






242 

243 c 
244d 
245 c 
24«c 
247 d 
248c 
249 c 
250d 

251 d 

252 d 
2530 

254 c 

255 c 
256df 

257 c 

258 c 




820 


816 




840 


816 


816 






15 


036 
two 


AM 


074 


076 


026 


060 






180 17« 


124 




169 


166 








800 


298 


226 


229 


272 


274 








450 


444 


425 


430 


400 


400 








616 


A1A 


578 


586 


547 


682 








760 694 


681 


682 


678 


674 








896 892 
9g8 


862 


862 


854 


853 








962 




945 


942 






16 


085 
194 
282 
454 


086 


071 


064 




024 






190 


204 


198 


152 


164 








270 


279 


280 


248 


248 








456 


434 


439 


422 


420 








594 
750 


586 


608 


612 


577 


674 










720 




756 










824 1 823 
978 ! 977 
152 1 150 
856 855 


832 


831 


806 


811 








968 


966 


946 


945 






17 


144 


144 


118 


120 






260 c 




852 


845 


366 


854 


886 


878 


261 d 
2620 






470 1 


448 
















522 1 523 


498 


497 


470 


472 


526 


618 


263d 






676 ' 679 


612 


614 


678 


684 


646 


644 


2640 






776 1 777 


740 


744 


724 


724 


766 


767 


265 d 






907 912 


646 


840 


822 


815 


845 


838 


266c 






994 994 


980 


084 


945 


946 


982 


974 


267b 




18 


152 J 150 


186 


138 


112 


116 


1S9 


186 


208c 






843 1 340 


342 


343 


829 


832 


840 


888 


209d 






488 


498 


468 


464 


493 


492 


482 


489 


270 d» 
2710 






604 




604 
















640 


607 


654 


650 


606 


607 


628 


683 


272 b 






836 


885 


832 


832 


814 


816 


836 


886 


273 d| 






19 


047 


054 


037 


036 


016 


016 


041 


042 


274 b 








150 


154 


140 


140 


140 


140 


148 


146 


275 c 








409 


408 


882 


378 


365 


366 


398 


396 


276 d 








490 


498 


488 


484 


462 


461 


483 


481 


277 b 


b 






668 


• 662 


671 


667 


656 


666 


699 


604 


278 c 








832 


838 


824 


820 


797 


796 


826 


820 


279b 






20 


004 


006 


987 


987 


978 


960 


009 


006 


280c 








211 


214 


198 


191 


178 


179 


204 


200 


281 oj 




<P 




318 


320 


821 


839 


854 


852 


820 


824 


282df 






359 




871 








373 




283d? 
284 d? 






539 
638 




546 
670 








661 








608 






285df 
t286b 






769 
856 








756 
824 




783 
843 




776 


812 


808 


824 


832 


287d 






927 




968 




944 


942 


960 


954 















• Note by F. B. F. : Line 232 double in II, May 16, and VIII. May 17. at 12.029 and 11.950. 
t Note by F. £. F. : Lines 285 and 286 off plate in VIII, May 17. 
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Table 19,— Bolographa of glass prismatic solar spectrum— Observed positions of minima— Continued. 

[Initials refer to observers.] 



DesifnuhtioD. 


Dis. 
t-anc^. 


May 16, 1898. 
Bolograph II. 


May 17, 1898. 
Bolograph Vlll. 


May 9, 1898. 
Bolograph X. 


' May 13, 1896. 
1 Bolograph I. 






P.E.F. 


C.G.A. 


F.E.F. 


C.G.A. 


F.E.F. 


C.G.A. 


F.E.F. 


C.G.A. 




cm. 
















288 c|c 

289 iV 
290d 
291c 




21 


14.1 


146 


129 


124 




I 168 


168 


202 


fl 




202 
374 
460 


204 
875 
462 


190 
840 
434 


190 
340 
430 


163 

356 
412 




201 
877 
479 






378 
475 


414 


2920 

293d? 

29id 


b 




746 
776 
854 


760 


728 
782 
868 


726 


728 
780 
880 


731 




762 


767 
880 


869 


866 


832 


826 


296 






950 


952 


950 


948 


961 


962 


989 


986 


296d 




22 


200 


206 


194 


176 


185 


161 


188 


190 


297 b 






260 


260 


247 


244 


224 


222 


268 


264 


298d 






377 


382 


388 


886 


340 


838 


877 


880 


299 b 






476 


480 


484 


479 


457 


468 


489 


486 


800b 






620 


620 


628 


621 


616 


616 


637 


688 


801c 






766 


768 


774 


772 


750 


760 


786 


783 


802o 




967 


966 


964 


966 


933 


934 


976 


973 


8080 
804c 


28 


094 

178 


094 
176 


084 
179 


084 
174 


074 
144 


073 

148 


137 
192 




180 


805d 
306d? 
307 d 
808o 






298 


262 
814 
370 
504 


310 




808 


809 
819 
396 
676 




306 
367 
626 






368 
630 


862 

506 


316 
482 




848 
678 


484 


300 b 




662 


662 


629 


631 


645 


646 


711 


710 


310 d 




792 


786 


783 


786 


799 


749 


798 


794 


Slid 




910 


908 


1 957 
110 


f 912 

^ 004 

112 


946 


947 


930 


923 


312 d» 
318 


24 


018 
123 


013 
123 


076 
148 




028 
148 




080 


148 


314 d 




262 


255 


218 


219 


213 


278 


284 


284 


315 d 




334 


840 


328 


332 


312 




363 


876 


316 b 




418 


418 


410 


412 


404 


406 


452 


463 


317 c 




544 


540 


546 


545 


554 


666 


571 


570 


318 b 




740 


738 


750 


749 


773 


773 


783 


784 


819 c 




924 


924 


914 


916 


952 


056 


991 


997 


820 b 


25 


118 


117 


104 


105 


188 


188 


205 


206 


821 d? 
822o 




285 
343 




228 
330 




316 
444 




334 
474 




346 


331 


448 


469 


323 d 




550 


660 


535 


639 




639 






324d7 
325 b 


25 


646 
756 




626 
726 












644 


630 








848 








Designation. 


Dis- 

tanoe. 


May 17, 1898. 
Bolograph XI. 


May 17, 1898. 
Bolograph V. 


April 30, 1898. 
Bolograph Yin. 


May 14, 1898. 
Bolograph VHI. 




F.E.F. 


C.G.A. 


F.E.F. 


C.G.A. 


F.E.F. 


C.G.A. 


F.K.F. ' C.G.A. 




cm. 


















318 b 


21 


410 


416 


558 


562 






402 


406 


319 c 




244 


244 


362 


339 


270 




ri6 


220 


320 b 
321 
822 


20 


036 


034 


122 


124 


052 




033 








816 


815 


866 


880 


834 




801 


806 


323 d? 

324 

325b 

326 d 

327© 

328o 


19 




626 




664 






















602 503 
290 : 286 
040 037 
865 867 


550 
285 
988 
878 


554 
292 
990 
880 


529 
304 
010 
895 




491 
274 
025 
864 


492 
286 
025 
864 
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Table 19.— Bolographg of glass prismatic solar spectrum — Observed positions of minima — CoDtinued. 

[Initials refer to observers.] 



Designation. 


Dis. 


May 17,1898. 
Bolograph XI. 


May 17, 1898. 
Bolograph V. 


ApriU 
Bologra 


m,1898. 

ph vin. 

C.G.A. 


May 14, 1K98. 
Bolograph VIII. 


" ittuue. 

1 


F.E.F. 


C.G.A. 


F.E.F. 


C.G.A. 


F.E.F. 


F.E.F. C.G.A. 


329dr 
330 d 
831b 
332d 
8380 
334b 
335 d 
3360 

837 

838 3 

839 df 
3400 
841 d 
342 d 
8430 
844cf 
3450 
846 d 
347 d 

848 d 

849 df 


cm. 

18 

17 

16 
14 

13 

12 
11 
10 

9 






770 
660 
564 


774 
664 
566 
401 
302 
158 
050 
887 
710 
490 
410 
264 


1 

1 


785 
672 
558 




665 

548 


660 
546 
410 
282 
145 
002 
864 
712 
503 
382 
232 


682 
588 




673 
560 






292 
146 
000 
863 
706 
498 


808 
152 
038 
886 
703 
483 


352 
169 
042 
880 




336 
141 
086 
800 
727 
486 


338 
142 
040 
796 
730 
488 


048 


782 
509 


7B9 

507 


240 
010 
892 
636 


258 
036 


268 
013 
856 
643 
488 
202 
966 

\ 


266 


236 
027 
826 
616 


240 
035 
886 
618 








680 


655 
472 
154 
064 

} 756 


662 






159 
988 

} 649 

480 
872 
823 
240 
090 
944 
822 
745 
628 
431 
282 
158 
066 
877 
768 
662 


159 

988 

f 756 

\ 652 


160 
970 

\ 686 
554 


196 
970 


140 
966 

688 

498 
372 
322 
238 
127 
076 
858 
760 
624 


142 
068 

{ •" 


/ 

536 
488 
890 
268 
106 
001 




497 


850dr 
851 d? 
352 d 
853d 

854 d 

855 d? 
856b 
857 d 


b 




















274 
079 
974 


271 
136 
986 


266 


230 
180 


088 
946 


074 




748 


744 
606 
422 
296 
145 
008 
878 
816 
700 
486 
076 


750 


778 
650 


777 


762 


358 df 
859 
360d 
861d 
862d 
363d 
364 b 
865d 
866d 
867 d 
868d 
3690 
370 d 
3710 
872 d 
378 b 

374 

375 d 

376 
877 d 

378 

379 d 

380 d 

381 d 

382 
*383d 










274 
160 
059 
874 
764 
664 
476 
093 
707 
563 
460 


304 
144 
004 
878 
822 
702 
493 
085 
759 
592 
472 






























826 
760 
679 
480 
042 
656 
552 
428 
166 
083 
960 
897 
710 
615 
479 
229 
179 
102 
034 
801 
717 
586 










697 
524 


696 
530 
086 


678 
490 
046 
660 
554 
435 

















216 
154 
996 
916 
710 


453 
252 
174 
024 
954 
733 
634 
464 
216 
141 
036 
914 
798 
607 
571 


498 
202 


497 


152 




190 


082 






914 
712 


962 


920 
742 
650 
492 
300 
218 
116 
980 
828 
740 
643 


918 
738 


896 
716 


474 


473 

262 

194 

084 

907 

780 j 

702 


460 j 

219 

150 

044 

915 

802 

706 


492 


476 


211 
076 
906 
788 
700 
566 


220 
117 


170 

105 
935 
802 

716 


831 
739 




1 


1 









-» Note by F. E. F. : Linos 383 to 891 displaced in V, May 17. 
S. Doc. 20 14 
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Tablb 19. — Bolographs of glass prismatic solar spectrum— Observed positions of minima — ContinQed. 

[Taitials refer to observers.] 



Desifpiation. 


May 17, 1898. 
Bolograph XI. 


May 17, 1898. 
Bolograph V. 


April 80, 1896. 
Bolograph VIII. 


May 14. 1898. 

Boio^ipL vm. 






F. E. F. 


C.G.A. 


F.B.F. 


C.G.A. 


F.E.F. 


G.A. 


F.E.F. 


C.G.A. 




em. 


















884b 






457 


462 


477 


481 


474 


478 


428 


482 


885d 
SMd 






374 
182 




896 
236 








888 
160 


846 

164 


188 


242 


168 


164 


387d 
388 C| 




8 


079 
982 


076 
980 


140 
038 


140 
042 






070 
964 


072 
964 


960 


957 


389 b 






806 


814 


824 


880 


784 


782 


800 


799 


390 dP 

391 J 






720 
635 




742 
653 








782 
644 




636 


654 


658 


656 


644 


392 c 






457 


460 


470 


474 


499 


498 


480 


478 


393 c 






853 


850 


847 


850 


879 


875 


870 


370 


394d 
395 c 






226 
142 




241 
130 




237 




261 
146 




144 


135 


158 


164 


146 


896 c 




7 


842 


842 


846 


844 


865 862 


856 


856 


397d 
398c 






681 
544 




689 
562 




712 
568 




692 
646 




542 


560 


666 


548 


399 d 
400d? 
401 0? 
402or 
403 df 




5 

4 

3 
2 




337 


856 
017 
418 
220 
028 
668 
861 
170 
980 


358 
014 
419 
226 
016 
678 
866 
174 
981 






827 
972 




1 








1 




165 



218 
102 
662 
350 










1 




404c 


655 
355 


694 1 690 
800 1 800 
172 161 
979 ' 982 




666 

362 


405c 




406 c 




122 


407c 




^ 


922 


091 


408d 








854 


884 


884 


888 


w» — 1 

fQA 1 


409d 
410 b 






801 
625 




836 
623 


816 
617 




834 
616 




626 


625 


614 


626 


4110 






376 380 


379 


874 


406 890 


894 I 388 


412 






260 262 


260 


266 


262 264 


274 1 274 


413 d 

414 b 


i> 


1 


174 
956 




115 
968 




170 
986 




176 


. 


958 


970 




984 


972 


973 


415 


g 




797 800 


790 


791 


834 1 828 


804 


804 


416 b 






638 636 


638 


640 


658 


654 


640 


642 


417 d 

418 b 


\ 


1 




494 
851 


501 
852 


518 




499 
833 


603 
840 


286 


288 


858 


354 


419 






156 160 


172 


172 


188 166 


162 


162 


420 df 
4210 







994 022 
924 928 




966 
940 




012 026 
936 , 934 


936 


956 1 950 


4220 






768 768 


773 


776 


799 798 


782 1 782 


4230 






641 642 


654 


634 


647 650 


661 1 660 


424 d 






657 ' 558 


596 


600 


662 


440 


591 596 


425b 






358 358 


344 


850 


347 


345 


356 


855 


426 d 
427b 







251 
000 




249 
000 






276 
000 




000 


000 


000 


000 


000 


428d 
429b 






106 100 


126 
349 


114 
344 


063 
331 




132 
843 


126 
344 


342 


342 


336 


430d 






533 


534 


524 


520 


470 


471 


492 


482 


431 df 

432 c. 

433 ci 










610 
716 




676 
746 




598 
750 




731 


734 


712 


746 


744 






936 


934 


919 


915 


905 


908 


914 


915 


434 b 




1 


173 


186 


122 


128 


136 


186 


168 


164 


435d' K 






454 


••• 


418 




450 




421 




436 b 






502 


454 


•mt.%3 

464 


450 


486 


457 


460 


460 


437 d ■' 






699 




584 


572 


586 


589 


566 &5A 1 


438d? 






662 
855 








079 
858 




650 
866 




4390 




856 


8G8 


866 


862 


866 


4400 


b 






952 


957 


970 


964 


918 , 919 


926 926 1 


441b 






2 


130 


183 


146 


143 


130 132 


126 


129 


442d J 








256 


256 


274 


263 


229 


230 


237 


232 
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Table 19. — Bolographs of glass prismatic solar spectrvm — Observed posiHons of minima — Continned. 

[Initials refer to observers.] 



Designation. .???: 


May 17, 1898. 
Bolograph XI. 


May 17. 1898, 
Bolograph V. 


April 30, 1898. 
Bolograph VIII. 


May 14, 1898. 
Bolograph VIII. 






P.E.F. 


C.G.A. 


r.E.F. 


C.G.A. 


F.E.F. 


C.G.A. 


F.E.F. 


C.G.A. 




em. 


















z> 






469 


471 


486 


488 


454 


465 


452 


446 






624 


624 


629 


624 


614 


612 


605 


604 


445d 
446 b 






828 
994 


822 
991 


805 
968 


796 
964 


798 
960 




800 792 
064 , 960 


958 


447 dr 

448 c 




3 


088 
231 


083 
232 


062 
233 








058 
198 




236 


204 


213 


192 


449 






450 


453 


430 


427 


391 


397 


408 i 410 1 


450 dr 






530 
700 
814 




490 
712 
824 




548 
675 
810 




526 
678 




491 d 
452 b 


704 

817 


718 
820 




688 


813 


836 


829 


453 d7 

454 b 


4 




104 
196 




121 
190 











198 


194 


166 


167 


166 139 


455 




629 


526 


525 


510 






514 499 


456 c 




776 


788 


766 


758 


733 


738 


766 \ 760 


457 d 




906 


908 


873 863 


875 


874 


952 944 


458 d 


5 


088 


036 


128 


122 


060 


056 


131 1 128 


4590 
460 c 






338 
686 


896 
714 


364 
698 


325 
668 


328 
670 


408 1 346 
714 710 


677 


4610 


6 


044 


044 


004 


002 


990 


006 


001 ' 998 


462 of 
463d7 
464d 
465 d? 
466c 

467 c 

468 d 


7 
8 

9 




170 
427 
528 




194 


1 




146 







402 
526 






454 


502 
729 
894 
044 
.......... 


526 
725 
909 
026 
424 




496 
684 
830 




502 
744 
866 
033 


500 






892 
044 


898 


f»1 




006 ou 


0!U) 


413 


396 


396 


447 445 


460 b 




902 


902 


914 


909 


882 


879 


808 1 914 


470 c 


10 


396 


404 


402 


380 


354 


362 


427 431 


471 d 

472 c 




532 

747 


636 

750 


570 
749 


580 
743 






590 1 593 
792 796 


806 


812 


473 d 

474 c 


11 


931 
205 


948 
204 


856 
200 


860 
226 






948 934 
212 216 


250 200 


475 c 




323 322 


370 : 365 


441 406 


374 ; 


476 d 


12 


090 


088 


108 


106 


116 078 


074 1 080 


477 d 




887 


959 


914 


922 


946 I 942 


914 912 


478 d 

479 d? 
480dl 
481 d? 
482d? 
483 c 


13 
14 

15 


420 


448 
547 


433 


352 
510 
300 
400 
668 
270 


507 




496 i SOO 






616 




308 
406 
675 
272 


319 
428 




287 
888 


289 
afuk 












635 
281 




643 1 638 
292 1 290 


264 


264 


816 


484d} 
485 d 








470 
705 




486 




475 

750 






716 


706 


709 


741 


748 


486d? 


16 







000 




978 




010 1 


487d? 

488 c 

489 d? 

490 d 

491 d 

492 c 

493 


17 

18 






280 
477 
658 
771 
332 
478 




323 
490 




801 
482 




462 
662 
751 
396 
489 
713 


458 


464 






ITT 




692 692 
781 j 778 
820 316 
464 464 
730 728 


752 
300 
484 
716 


764 
368 


768 
265 

458 
688 








702 695 




494 d 




840 


842 


848 842 






852 854 


495 c 


19 


204 


202 


217 


209 


188 


194 


217 1 212 


496 




386 


886 


372 


362 


386 


397 


897 392 


497 d 

498 d 




574 
694 


572 
694 


562 

700 


556 
694 


594 
731 




620 , 616 
722 1 726 


758 


499 d 






768 
953 


814 
974 


806 
970 


876 
990 




874 ' 877 


500 c 




945 


997 


978 


975 
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Table 19.—Bolograph8 of glass pri9maiio solar spectrum^Observed positions of minima— Continned. 

[Initials refer to obserren.] 



I>eBignation. 


Dis- 
tanoe. 


May 17, 1898. 
Bolograph XI. 


May 17, 1888. 
Bolograph V. 


April 30. 1898. 
Bolograph VIII. 


May 14. 1898. 
Bolograph VIII. 






r.B.F. 


C.G.A. 


F.E.F. 


C.G.A. 


F.E.F. 


C.G.A. 


F.E.r. 


C.G.A. 




cm. 


















601c 


20 


236 


233 


275 


270 


260 


266 


266 ; 264 1 


502d 
ft03d 
604 c 




328 




937 
975 
636 




364 
486 
570 




362 
539 
632 




642 


544 


461 
630 




536 
628 


632 626 


574 


606d 




902 ; 908 


888 


888 


832 


816 


801 < 898 


506b 


21 


012 010 


002 


000 


993 


998 


028 i 028 


607 d 




188 1 186 


202 


198 


205 


218 


201 


201 


508 c 




324 


314 


330 


326 


347 


344 


368 


362 


509c 




596 


596 


606 


611 


612 


666 


618 


617 


610 




719 


712 


732 


730 


736 


740 


764 


756 


511 df 

512 c 
613 b 


22 






036 




006 
087 
849 




030 




098 
337 


129 
334 




088 
348 


135 
364 






362 


302 


514 d 




537 


536 


494 


494 


568 


543 


.•568 , 578 1 


515 c 




655 


658 


598 


598 


672 


678 


686 


686 


51«c 




750 


749 


687 


684 


864 


868 


770 


762 


517 




946 


947 


940 


938 


947 


949 


966 


968 


518 c 


23 


062 


062 


072 


072 


104 


107 


106 


104 


519 




266 


264 


257 


258 


269 


260 


288 


290 


620 




454 


452 


441 


437 


461 


451 


462 


460 


6210 




700 t 694 


728 


728 


728 


724 


784 


726 


622 d 




810 806 


850 


842 


854 


852 


842 


839 


623 d 

624 df 
525 


24 


958 




972 
132 
298 




970 




990 
148 
312 




144 
290 


140 
297 


155 
333 




801 


328 


820 


526 dr 

527 






434 
680 




438 
569 


570 


419 
668 




509 516 


526 


568 


628 b 




850 


849 


880 


822 


893 


899 


988 


988 


629d 
530d 
5310 


26 


916 
044 
251 




920 
017 
211 




968 




986 
078 
296 






027 




079 
285 


246 


207 


258 


260 


632 d? 
533 d 




398 
588 




445 
603 




424 
603 




478 
594 


488 

606 


586 


690 


696 


634d 




708 699 


706 


701 


698 


699 


715 


702 


635 




894 ; 890 


916 


916 


924 


922 


948 


956 


636 c^N 


26 


200 S 


236 




311 -IIT 


I 360 




687 c/ 

538or 

5390 

640o 

641c 

642 c 

543c 

644c 


1 
33 

j 84 

n 

35 


310 


1 212 




426 
922 
192 
425 

I 780 
200 




481 
010 
274 
444 

f 670 

I 844 

236 


408 
026 
194 
422 




' 
















. ^. _ _ _ 








1 


} 716 
202 


} ,« 

264 


} 790 
242 


1 


1 


246 


545 


a 


i 


486 470 


452 


450 


585 


476 


546 b 


36 


1 


031 029 


014 


070 


080 


079 


547 




' 


664 600 


614 


612 


498 


659 


548b 
549 b. 




37 
37 


1 










288 
860 





1 



























Table 20 contains the ordinates of the minima in the rock-salt holographs. Natu- 
rally the ordinates of minima of classes a and b are of little value as showing the 
trend of the curve, but those for the slighter deflections of classes c and d will be use- 
ful for this purpose, and it will be interesting to compare the relative intensity of 
energy in the diflPerent holographs. It has been found more convenient to include in 
this table a second part, in which a very important reduction, described on a later page, 
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has been introduced, but attention is now called only to the first part, to which the 
following description applies: 

The measures in ordinates are, of course, subject to far greater error from "drift" 
than would arise from imperfect observations of positions upon the comparator. 
Accordingly, the observations of ordinates were recorded only to the nearest milli- 
meter, and only one observer's results are included in the tables, as the diflPerences 
between the two observers' measurements were nowhere appreciable. The results here 
recorded are the vertical distances between the minima of the holograph and a base line 
determined as well as possible for each holograph separately by the position of start 
and close, the bottom of the great absorption bands, and the drift observed in the bat- 
tery records taken just before and after the holograph itself, and allowing, finally, for 
the discontinuities in the curve. If the *' drift" were zero, or throughout uniform, there 
would, of course, be no inaccuracy in the position of the base line as thus determined, 
and the vertical distances between it and the curve would give the true ordinates of 
the latter. But as the drift is not necessarily constant, it is presumable that at some 
places on the curve, notably at p o- t, which is a long way from any point of reference, 
errors as great as 5 mm may occur. There are included in the table of ordinates 
indications from two holographs whose abscissae are not recorded. 

Table 20. — Belative intensities of radiation from holographs of rock-salt prismatic solar speotrum. 

[Initials refer to observers.] 









Observed ordinates of minima. 


Beduced ordinates of minima. 


Designation. 


Apr.l 
Bolo- 


'.»««■ i^iSs'j^i'Si,'- 


May 18, 1898. 


Mar.l, 
1898. 

Bolo- 
graph 


"■&'■ 


Apr. 1,1898. 


I 
Apr. ' Apr. 
2, 1898 6, 1898 


May 18,1898. ,^ 


1,1898. 


Bolo- Bolo' Bolo- 
graph graph graph 


1 
Bolo- Bolo- 
graph 1 graph 


Bolo- 
graph 


Bolo- 
gnjph 


Bolo- 


Bolo- 1 Bolo- 


Bolo- 
graph 


Bolo • 1 Bolo- 


Bolo- 
graph 




Corrected ordii 




F.E.F. 


F.E.F. 


Correctc 
7.58 I 8.20 


>d ordinates multiplied by factor - 


C.G.A. 

2.2 

1.8 


C.G.A. 


1 
C.G.A. C.G.A. 


1 
C.G.A. C.G.A. 

1 


6.25 ! 7.80 6.00 ; 6.94 

1 1 


5.78 I 7.14 


1 d?^ « 


2.4 
1.8 


1. 5 2. 1 


2.0 1.7 
' 1.4 






16.7 19.7 fl-i 1 15- .'I 1 13r.8 1 11.8 


1 


2d 

3d 

4dr 

5d ^ 

6d 

7d^ 

dd 

9d 
10 d 
lid 

12 d 

13 d 

14 d 

15 d 

16 d 

17 d 

18 d 

19 d 

20 d 


b 
b 


a 


2.0 
2.1 



2.8 


1.4 
1.3 
1.8 


13.6 14.8 


11 


9.7 
9.0 


11.6 10.0 

12.1 9.3 

1^^-* 

16.2 


1.1 ' 1.5 

»-2 

1.8 


1.4 1 1.3 

1.3 1.4 

1.4 1 

1.7 1.7 

2.0 

2. 2. 
1 1.9 


6.9 11.0 1 9-7 


2.2 


2.2 


16.7 18.0 


7.5 

13.1 


9.0 [ 9.7 
9.7 ' 




2.6 
2.6 


2.7 

2.6. 

2.4 


1.8 

2.3; 

2.1 2.2 






22.1 11 9 1 


11 7 


11.8 




3.0 



2.9 

3.1 


2.2 
1.9 


19.7 
19.7 


21.3 
19.7 


16.8 

13.1 1 16.1 1 13.8 


13.9 
13.9 
13.2 
13.2 


17.3 15.7 
Il3.6 

16.8 

17.9 13.6 


2.1 2.4 


1.9 1 1.9 


1.9 


13.1 ' 17.5 1 13.1 


1 


' 


1 




:::*7:;:::; :::::::::: 




2.2 

2.3 ' 
2.7! 
2.9 


i ' 






16.4 
19.3 : 
20.7 ' 


3.0 
3.5 
3.7 
4.0 


3.0 
3.5 


2.5 2.7 
3.1 


2.1 2.1 
2. 3 2. 3 
2. 7 2. 5 
3. 2. 6 


3.7 
4.2 
4.5 
5.1 
5.5 


22.7 
26.5 
28.0 


24. 6 15. C 1 19. 7 

28.7 19.4 1 

1 24.1 


14.5 
15.9 
18. 6 


14.6 
16.0 
17.4 


21.4 
24.3 
26.0 


3.9 3.6 3.5 


3.3 30.3 1 


32. 22. 5 1 25. 6 [ 


20.7 18.0 


29.5 23.6 
31.8 


4.4 


4.3 . 4.0 4.0 


1 


3.8 1 


33.4 1 ^5.3 1 25.0 29.2 ^ | 20.8 




25.7 
26.4 


( 


" " • 1 


1 [ 


6.1 


I 1 1 1 


35.3 


27.1 










1 




1 ■ 1 1 





Digitized by 



Google 



160 



ANNALS OF A8TEOPHY8I0AL 0B8EBVAT0EY. 



Tablb 20. — Relative intensities of radiation from holographs of rook'Salt prismatic solar speotrum — Continued. 

[Initials refer to observers.] 



Obserred ordinateii of minima. 



Apr. 1. 1898. l^iSJi^/Apr. 6, j ^^y ,^ ,^^ ,MaJ^ 1 



Apr. 1, 
1898. 



^ , ^, Bolo- 
Designation.; ^al, 

lit 



Bolo. . Bolo- 

^1 



graph ■ graph 



Bolo- I Bolo- 

7i' 



graph I graph 



Bolo- 



gr^h 



Bolo- 
graph 



Reduced ordiuates of minima. 



Apr. 1, 1898. li^i^'eflSi'^^y >*'*«*®- 



Bolo- Bolo- Bolo- i Bolo- 1 Bolo- 1 Bolo- 1 Bolo- 

graph Igrapb graph graph 'graoh graph graph 

V. I ir Xjf. I II. I ir if. lY. 



Mar. Apr. 
1. 1898 1, im. 



Bolo- Bolo- 1 

graph graph 

V. V. 



I 












Corrected ordinates 


multiplied by factor— 

i 




C.G.A. 


C.G.A. 

5.5 
5.9 
6.6 
6.8 


C.G.A. 


C.G.A. 


C.G.A. 


C.G.A. 


F.E.F. 


F.E.F. 


7.68 


8.20 


6.i5 7.80 6.00 


0.94 


6.78 7.14 1 


21 dr 

22d 

23d7 

24d7 

25d? 

26d 


5.8 
6.3 


5.1 
5.2 
5.5 

5 7 


4.7 
5.1 

6 2 


4.3 
4.5 
6.2 


3.8 


6.8 






1 1 
46. 1 1 31.9 • 34.8 


29. 7 26. 4 


36.4 


1 




44.0 
47.8 


48.4 
54.1 
55.8 


32.5 
31.4 
35.6 


37.2 
45.8 


31.0 


'. 


4.6 






35.9 


31.2 






" 










6.8 


5.7 
5.7 




5 5 


4 6 








56.8 


35.6 




38.0 


31 9 






6.5 


6.7 


6.2 


5.4 


4.6 




4.9 


49.3 


54.9 


36.6 


46.3 


87.3 


31.2 




36.0 


27 d 
28d 




} 6.5 


6.6 


5.3 


6.1 


5.3 


4.6 


\ 7.9 


4.9 
4.9 


|49.3 


54.1 


83.1 


44.5 


36.6 


31.9 


r46.8 
\46.7 


85.0 
86.0 


29d 




6.4 




5.3 




5.2 


4.5 




4.8 


48.6 




33.1 




36.9 


31.2 


'34.3 


80 




6.3 


6.5 


5.1 


5.9 


5.1 


4.4 


7.8 


4.7 


47.8 


53.3 


31.9 


48.1 


85.2 


30.6 


45.1 83.e 


aid 




6.6 




6.3 


5.8 


6.2 


.4.5 


7.8 


4.7 


49.3 


.* . . • 


33.1 


42.3 


85.9 


81.2 


45.1 88.6 


82dr 
88 c 


b 


} 6.5 


6.6 


5.3 


5.8 


5.1 


4.4 


^ 7.8 


4.7 


h» 


54.1 


88.1 


42.3 


86.2 


80.5 


;45.7 , 83.6 


84dr 
85d 




}.., 


6.7 




5.8 






{••7:9' 


4.7 


}.9.3 


54.9 




42.8 






t,.".*.. 














36d 
37 c 




} 6.6 


6.7 


6.4 


5.9 


5.4 


4.6 


8.0 
\ 8.0 


4.8 
4.9 


}50.0 


54.9 


33.8 


48.1 37.8 


81.9 


(46.2 


84.8 
85.0 


88d 
39d 
40c 














8.1 
7.9 
7.6 


6.1 
5.0 
4.7 













....J 


46.8 
45.7 
43.9 


36.4 
85.7 
83.6 


























6.3 


6.4 


5.3 


5.0 


5.1 


4.8 


47.8 


52.5 


53.1 


43.1 


85.2 


29.8 


41 d 

42 d 

43 d 
44d 






6.0 
0.0 

6.0 


6.5 


6.9 

5.7 

5.9 


5.0 
4.9 


8.3 


5.8 






87.6 
37.5 

87.6 


47.4 


40.7 
89.8 

40.7 


84.7 
84.0 


48.0 


37.8 


7.0 
}7.. 


7.2 
7.2 


63.1 
}63.1 


59.0 
69.0 




CI 




c... 


45d 
46 d 
47d 
48dr 
49 dr 
50dr 

51 d 

52 d? 
53dF 

1 54d? 
1 56c 


7.1 
7.2 
7.2 


7.2 
7.8 
7.4 


6.0 
6.0 










5.2 
5.3 


63.8 
64.6 
54.6 


59.0 
59.9 
60.7 


37.5 
37.5 










37.1 

37.8 


5.8 
5.8 
5.9 
5.9 

6.2 








42.3 
42.8 
43.1 








6.1 
6.2 
6.3 
6.6 
6.8 


5 1 




42.1 
42.8 


85.4 












1 




6.3 
5.7 
5.8 












48. 1 1 43. 5 
45.5 


36.8 
39.6 
40.8 






7.8 


7.7 
7.9 


6.3 
6.5 








63.1 
64.8 


39.4 
40.6 


1 






69.1 


46.3 


40.0 










8.1 
8.2 
7.8 


8.3 
8.2 
7.8 


6.9 
7.0 
6.7 


0.3 
6.1 


7.3 
7.3 
7.0 


6.2 
6.3 
6.0 






61.4 i 08. 1 
62. 2 67. 2 


48.1 
43.8 
41.9 


46.0 
44.5 


60.4 ; 43.0 
50.4 43.7 










>.2 


5.7 


59.1 


64.0 


48.3 


41.6 


53.2 40.7 


1 56d 


8.1 


8.1 


7.0 


6.3 


7.2 


6.2 




0.0 


61.4 


66.4 


43.8 46.0 


49.7 


43.0 




42.8 


57 a 


8.0 


7.8 


6.9 


0.3 


7.3 


6.2 




0.1 


60.6 


64.0 


43.1 46.0 


50.4 


48.0 




43.6 


58 d 

59 b 


7.4 


7.7 
7.5 








6.0 
5.6 


9.7 


5 


63.1 
61.5 






41.6 
38.9 


56.1 


40.0 


6.0 


5.5 


6.6 




56.1 


37. 6 40. 2 


46.5 


1 1 


aod? 

Old 

62d? 

63dr 

64dr 

65d 


8.9 
0.5 


5.4 
6.0 


51.4 
54.0 


38.6 
42.8 


"*8:2* 


8.1 


6.9 


5.5 


7.2 


6.2 


62.2 


66.4 


43.1 


40.2 


49.7 


43.0 




8.4 
8.5 
8.5 


7.4 
7.4 
7.4 
7.5 

7.3 


6 6 




6 5 




.... 1 


68.9 


46.2 


48.2 




46.1 


1 






7 7 


6 5 




1 


69.7 


46.2 




53.1 


46.1 


... j .... 


8.3 










62.9 


69.7 


46.2 








1 


6.9 
0.8 




6 8 








46.9 


60.4 




«.Ti 1 1 


68d J 


8.5 


7.8 


6.7 


{"•" 


'i:V- 


69.7 


45.6 


49.7 


53.8 1 46.5 


.57. 2 1 47. 1 
\ 45.7 


09b 7.8 


7.9 


6.7 


0.0 


7.1 


6.2 


8.9 


5. 7 59. 1 


64.8 41.0 


43.8 


49.0 


43.0 


51.4 40.7 


17A ^ } 


8.5 


7.1 


6 


7 6 


6 


8.8 




69.7 1 44.4 


50.4 


52.4 


45.8 


50.9 


71 A 










9.1 


6.4 












52.6 1 45.7 



















1 


1 1 




1 



Digitized by 



Google 



ANNALS OF ASTROPHYSICAL OBSEEVATORY. 



161 



Table 20. — Belative %nt€n8itie9 of radiation from holographs of rock-salt prismatic solar spSGtrum—Continued. 

[Initials refer to obserrers.] 







Observed ordiiiates of minima. 


1 
Reduced ordlnates of minima. 


Designation. 


Apr.] 


.1898. 


Ysfc^- 


YsSs'- 


May 18. 1898. ^j|5g|' 
Bolo- Bolo- Bolo- 


Bolo- 


Apr. 1, 1898. '^APgii eflSk M«y 18. '^'Xim l.liw. ' 


Bolo- 


Bolo- 


Bolo- 


Bolo- 


Bolo- 1 Bolo- i Bolo- Bolo- , Bolo- 1 Bolo- 


Bolo- 


Bolo- 


gra^b 


gg^h 


gra^h 


g^ph 


K^ph 


T^" 


grapb 


graph 


gryhjgraoh graph grophjgra^h 


Tr 


graph 


1 


Corrected ordinate measures. 


Corrected ordinates ranltiplled by factor — 

1 


C.G.A. 


C.G.A. 


C.G.A. 


C.G.A.jCG.A. 


C.G.A. 
6.7 


P.E.F. 


F.E.F. 


7.58 


8.20 6.25 


7.80 


6.90 6.04 5.78 


7.14 


72 a 


' 8.5 


8.5 


7.5 


6.9 


8.0 


10.1 




64.4 


69.7 


46.9 


50.4 


55. 2 46. 5 


58.4 




73dr 
74d 

75 d 

76 d 
77d 

78 d 

79 d 
8O0 


8.6 
8.6 
8.6 
8.7 
8.8 
8.8 

8.9 


8.5 
8.4 
8.8 
8.9 

8.8 
8.9 
8.9 


7.6 
7.8 
7.9 
7.9 
8.0 
8.0 
8.1 
8.0 


7.1 
7.1 
7.0 
7.0 
7.0 
7.0 
7.1 


8.1 
8.2 
8.2 


7.0 
7.0 
6.9 






65.2 
65.2 
65.2 


69.7 
68.9 
72.2 
73.0 

72.2 
73.0 
78.0 


47.5 
48.8 
49.4 
49.4 
50.0 
50.0 
50.6 
50.0 


51.8 
51.8 
51.1 
51.1 
51.1 
51.1 
51.8 


55.9 48.6 
56.6 48.6 
56.6 47.9 


! 






















65.9 
66.7 















I 






8.3 
8.3 
8.3 


7.1 
7.8 
7.2 






66.7 


57.3 49.3 
57.3 50.7 
67.3 50.0 
















6.5 


67.5 




48.6 


81 df 

82d7 

83dr 

84d? 

85d 

8«d? 

87d 


































9.0 
9.0 
9.1 


8.2 
8.1 
8.0 




8.5 


7.5 
7.5 

7.4 
7.4 








73.8 
73.8 
74.6 


51.2 
50.6 
50.0 




58. 6 52. 














52.0 
51.1 








8.4 
8.4 










58.0 






11.0 






58.0 ' 61.4 


63.6 




' 


















9.2 


8.4 




85 


7.7 




7.0 


75.4 


52.5 




58.6 , 53.4 




50.0 


88dr 


9.3 
9.2 


9.2 
9.0 


8.4 
8.3 


6.8 


8.5 
8.4 








70.5 
69.7 


75.4 
73.8 


52.5 
61.« 


49.7 


58.6 
58.0 








89d. 




7.4 




6.9 


61.4 




49.3 


90df 
91 d 




















' 












9.1 


8.6 




6.4 


7.9 


7.0 


10.7 


6.8 


69.0 70.5 




46.7 


54.5 48.6 


61.8 


48.6 


92d 




8.8 


8.4 




6.3 


7.6 


6.9 


10.6 


6.6 


66.7 68.9 




46.0 


52. 4 47. 9 


61.8 


47.1 


98c 


b 


8.7 


8.3 




6.4 


7.3 


6.8 


10.8 


6.5 


65.9 


68.1 




46.7 


50.4 . 47.2 


69.5 


48.6 


940 


8.8 


7.9 




6.8 


7.1 


6.3 


9.8 


6.2 


62.9 


64.8 





46.0 


49.0 43.7 


56.6 


44.3 


95d 
9«d 




8.3 
8.3 






6.4 
6.3 


7.2 


6.6 


9.9 
9.7 


6.2 
6.8 


62.9 
62.9 






46.7 
46.0 


48.0 45.1 


57.2 
5C.1 


44.3 
45.0 


8.1 




66.4 




97d 
98d 




8.6 
9.0 


8.2 






7.3 
7.4 
8.3 


6.6 
6.8 
7.5 


9.8 
10.8 


6.2 
6.3 


65.2 
68.2 


67.2 






50.4 ' 45.8 
61.0 47.2 
57.3 52.0 


56.6 
62.4 


44.8 
45.0 




6.6 
7.0 




48.2 
51.1 


99d 


9.0 


9.5 


73.8 


59.4 


100 d 




7.8 


9.4 




8.3 


7.5 


10.8 


6.9 




64.0 


58.8 




57.3 52.0 


62.4 


49.3 


101 d ] 




8.7 


8.5 


9.0 


6.7 


7.9 


7.1 




6.8 


65.9 


69.7 


56.2 


48.9 


54.5 , 49.3 




48.6 


102 dr 

103 d 












7.6 
7.4 


6.9 
6.7 


10.4 


6.5 
6.4 


1 






52.4 47.9 
51.1 ' 46.5 


60.1 


46.4 
45.7 




8.3 


8.8 


6.3 





68.0 


55.0 


46.0 


104 d 




8.6 


8.2 


8.5 


6.5 


7.4 




10.3 


6.3 


65.2 


67.2 


53.1 


47.4 


51.1 




59.5 


45.0 


105 d 




8.6 


8.3 


8.7 


6.5 


7.5 


6.7 


10.3 


6.2 


65.2 


68.1 


54.4 


47.4 


51.8 


46.5 


69.5 


44.3 


106 d 




8.9 


8.3 


8.8 


6.7 


7.7 


6.8 


10.5 


6.3 


67.5 


68.1 


55.0 


48.9 


63.1 


47.2 


60.7 j 45.0 


107 df 

108 


b 














10.7 
10.7 


6.4 
6.6 














61.8 45.7 


8.9 


8.5 


9.0 


6.8 


7.7 


6.9 


67.5 


69.7 


56.2 


49.6 


63.1 


47.9 


61.8 ' 46.4 


100 




8.7 


8.2 


8.8 


6.6 


7.3 


6.6 


10.5 


6.4 


66.9 


67.2 


55.0 


48.2 


50.4 


45.8 ; 60.7 45.7 ] 


nod 

lUc 


















6.6 
6.3 
















47.1 


8.8 


8.3 


8.8 


6.5 


7.4 


6.7 


10.7 


66.7 


68.1 


55.0 


47.4 


51.1 


46.5 


61.8 


45.0 


112 d 

113 c 


















6.6 
6.5 
















47.1 


8.9 


8.6 


9.1 


6.6 


7.6 


6.9 




67.5 


70.5 


56.9 


48.2 


52.4 


47.9 





46.4 


114 d 

115 d 


} ^'^ 




....... 


6.8 


8.1 


7. J 


r 10.3 


6.9 


}69.0 






49.6 


55.9 


50.0 


r59.5 ' 

\ , 49.3 










116 c 


9.2 


9.0 


9.6 


6.9 


8.3 


7.5 


11.3 


6.9 


69.7 78.8 


60.0 


50.4 


57.3 


52.0 


65.3 


49.3 


117 c 


9.1 


9.0 


9.5 


6.8 


8.3 


7.5 


10.8 


6.8 


69.0 73.8 


59.4 


49.6 


57.3 


52.0 


62.4 1 48.6 


118 d 

119 d 














11.0 
11.1 


6.8 
6.7 












68.6 48.6 
64.2 47.8 


8.9 


8.8 


9.5 


e.9 


8.3 


7.4 


67.5 


72.2 1 59.4 


50.4 


57.3 


51.4 


120d 


8.8 


9.5 




8.3 




11.2 


6.7 




72.2 59.4 




57.3 




64.7 1 47.8 


191 d 




9.1 


8.9 


9.6 


7.1 


8.3 




11.0 


6.8 


69.0 


72. 60. 


51.8 


57.3 




63.6 48.6 
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Table 20. — Relative inteneiiies of radiation from holographs of rook-salt priemaiic solar spectrum — Continaed. 

[InitUls refer to observers.] 









Obseri'ed ordinates of minima. 


Beduoed ordinates of minima. 


Designation. 


Apr.] 
Bolo- 


,1808. 


Apr. 2, 
1898. 


^&'' 


May 18, 1898. 


Mar. 1, 
1898. 


Apr. 1, 
1808. 

Bolo- 
graph 


Apr. 1. 1808. 


i^/£8 6^?58'M»y !«.!««•' 

1 t 


Mar. Apr. 1 
1,18081,1808. 


Bolo- 


Bolo- 


Bolo- 

g«ph 


Bolo- 
grapb 

ir. 


Bolo- 
gra^h 


Bolo- 
graph 


Bolo- Bolo- 


Bolo-; Bolo- Bolo- Bolo- Bolo- Bolo- 
graph graph graph granh graph graph 






Corrected ordinate measures. 






Corrected ordinates multiplied by factor— 


C.G.A. 
9.2 


C.G.A. 


C.G.A. 


C.G.A.'c.G.A. 


C.GA. 


F.E.F. 


F.E.F. 

6.7 


7.58 


8.20 


6.26 


7.80 


6.90 


6.94 


6.78 


7.14 


122 d \ 




8.8 


9.7 


7.0 


8.4 


7.6 


11.1 


60.7 


72.2 


60.6 


51.1 


58.0 , 52,7 


64.2 


47.8 


123 d 






8.9 


8.2 


8.0 




7.5 


6.0 


11.2 


6.5 


67.5 


07.2 


55.6 


' 51.8 


47. 9 64. 7 


46.4 


124 d 








7.8 


8.0 


6.4 






10.3 


6.3 




64.0 


53.8 


46.7 


59.5 


45.0 


125 d 






8.3 






5.8 


6.5 


.'>.8 


9.4 


6.0 


62.9 






42.3 


44.8 


40. 2 54. 3 


42.8 


126 d 






7.8 




7.6 





6.1 


5.3 


. 


5.5 


59.1 


47.5 




42.1 


36.8 


39.8 


127 d 


b 


6.9 


6.3 


7.0 


4.7 


5.2 


4.7 


8.5 


4.8 


52.3 


51. 7 43. 8 


34.3 


35.0 1 32.6 40.1 


34.8 


128 d 




6.6 


5.8 


6.0 


4.5 


4.9 


4.4 


7.7 


4.4 


50.0 


47.6 1 37.5 


32.8 


33.8 30.5 44.5 


8L4 


129 dr 




a 













7.1 










41.0 




130 c 




5.0 


5.3 


5.4 


3.9 


4.2 


3.8 


6.5 


3.9 


44.7 


43. 5 33. 8 


28.5 


20.0 26.4 37.6 


27.8 


131c 






6.1 


5.3 


5.7 


4.0 


4.6 


4.1 




4.0 


46.2 


43.5 35.6 


20.2 


31.7 1 28.4 


28.6 


132 c J 






6.1 


5.3 


5.7 


4.3 


4.6 


4.1 


6.8 


4.0 


46.2 


43.5 35.6 


31.4 


31.7 


28.4 39.3 


28.6 


133 d ^ 1 




6.4 






4.5 


4.8 


4.4 


7.2 


4.3 


48.5 




32.8 


33.1 


30.5 j 41.6 


80.7 


134 d 






7.4 


6.6 


7.3 


5.8 


5.1 


5.5 




5.1 


56.1 


54.1 ' 45.6 


42.8 


35.2 


38.2 , 


86.4 


135 d 

136 d 






}7.. 


6.4 


7.0 


5.4 


6.1 


5.4 


I 8.2 


5.0 
4.8 


}M.« 


52.5 43.8 


39.4 42.1 


-All 


.35.7 
34.3 


137 






6.6 


6.0 


6.3 


5.0 


5.5 


4.8 


7.9 


4.4 


50.0 


49.2 39.4 


36.5 


38.0 


33.3 45.7 


81.4 


138 c 






6.5 


5.8 


6.1 


4.6 


5.0 


4.5 


7.7 


4.3 


49.3 


47.6 38.1 


33.6 


34.5 


31.2 44.5 


30.7 


130 c 






6.7 


6.1 


6.4 


5.1 


5.3 


4.8 


7.9 


4.6 


50.8 


50. 40. 


37.2 


86.6 


33.3 45.7 


32,8 


140 d 


b 




71 


6.5 




5.4 






8.4 


3.0 


53.8 


53.3 




39.4 




48.6 


27.8 


1410 






7.1 


6.4 


6.7 


5.2 


5.8 


5.0 


8.4 


3.6 


5.3.8 


52.5 


41.9 


88.0 


40.0 


34. 7 48. 6 


25.7 


142 b 




d 


7.0 


6.3 


6.6 


5.1 


5.7 


4.8 


8.2 


4.8 


58.0 


51.7 


41.2 


37.2 30.3 


33.3 47.4 


34.3 


143 b 






7.3 


6.6 


6.8 


6.2 


5.8 


5.2 


8.6 


5.3 


55.3 


54.1 


42.5 


38.0 ' 40.0 


36.1 49.7 


37.8 


144 






7.4 


6.0 


7.2 


5.3 


6.2 


5.6 


8.0 


5.7 


56.1 


56.0 


46.0 


38.7 42.8 


38.9 51.4 


40.7 


145 






7.7 


6.0 


7.3 


5.5 


6.3 


5.7 


0.0 


5.7 


58.4 


66.6 


45.6 


40.2 


43.5 


39.6 52.0 


40.7 


146 c 




a 




7.1 


7.5 


5.4 


6.4 


5.7 


0.1 


5.0 




58.2 


46.9 


30.4 


44.2 


39.6 52.6 


42.1 


147 d 

148 










7.8 
7.9 


5.7 


7.0 
6.6 


6.3 
5.9 


0.8 
0.5 








48.8 
49.4 




4fi 9 


43. 7 56. 6 
40.9 54.9 


45.0 


7.8 


7.1 


6.3 


59.1 


58.2 


41.6 j 45.5 


149 d ' 




8.4 


7.6 


8.3 


5.8 


7.2 


6.4 


11.0 


6.5 


63.7 


62.3 


51.9 


42.3 40.7 


44. 4 63. 6 


48.6 


150 c 




8.4 


7.7 


8.5 


5.8 


7.4 


6.6 


10.3 


6.4 


63.7 


63.1 


53.1 


42.3 1 51.1 


45.8 50.5 


45.7 


151c 




8.6 


8.0 


8.7 


6.1 


7.8 


7.1 


10.7 


6.7 


65. 1 1 65. 6 


54.4 


44.5 ; 53.8 


40.3 


61.8 


47.8 


152 d? 

153 c 
















10.0 
















63.0 






9.0 


8.4 


9.3 


6.4 


7.2 


7.4 


11.0 


6.0 


68.2 


68.9 


58.1 


46.7 


49.7 


51.4 


63.6 


49.8 


154 d 




9.6 


0.1 


10.3 


6.8 


9.3 


8.4 


11.0 


7.6 


72.8 


74.6 


64.4 


40.6 


64.2 


58.3 


68.8 54.3 1 


155 c 




9.0 


0.3 


10.4 


7.5 


9.6 


8.9 


12.3 


7.8 


75.0 


76.3 


65.0 


54.8 66.2 


61.8 71.1 55.7 


156 d? 

157 d 






} 


0.3 


10.3 


7.4 


0.6 


8.9 


f 12.1 


8.0 
7.7 


} 


76.3 


64.4 


54.0 66.2 1 61.8 (^'^ ^^'^ 
' 1 65.0 


158 c 




T 


0.7 


9.0 


10. 1 


7.0 


0.3 


8.6 


11.8 


7.5 


78.5 1 73.8 


63.1 51.1 ! 64.2 50.7 1 68.2 58.6 


150 c 






0.7 


9.1 


10.3 


7.3 


9.4 


8.6 


11.7 


7.6 73.5 74.6 


64.4 53.3 64.0 50.7 1 67.6 54.3 


160 d 


















12.0 


7.6; 1 


1 60.4 54.8 


161 d, 

162 d/ 


r 


I 10.1 


9.5 


10.6 


7.6 


9.7 


9.1 


f 12.3 
^ 12.3 


7-8j}76.6 
1 


77.9 


66.2 55.5 '66.9 63. 2 Z^^' ^ ^- "^ 
1 171.1 1 


163 d 


















12.6 


7.8 1 




72.8 55.^ 


164 d 


^ 




10.6 


9.9 


11.5 


8.1 


9.7 


9.7 


12.0 


8.1 


80.3 81.2 


71.0 ' 50.1 66.0 67.3 


74.6 1 57.8 


165 d 


10.7 


10.2 


11.6 


8.2 


9.9 


10.1 




8.3 


81.1 83.6 


72. 5 50. 68. 3 70. 1 


' 59.3 


166 d 

167 d 

168 d 


10.7 


10.3 




8.2 
8.3 
8.4 


9.9 
10.1 
10.4 


10.3 
10.3 
10.7 






81.1 1 84.5 


MO AR 3 71 R 








1 


60.6 «a 7 71 fi 




10.0 


10.6 


12.0 


13.3 




82. 6 86. 9 


75.0 


61.3 


71.8 74.3 


76.9 


160 d 


11. 


10.6 




8.6 






13.3 




83.4 86.9 


62.8 




76.9 


170 d? 




10.7 
10.6 






10.4 


10.7 
10. tf 




0.2 


87.7 




71. 8 74. 3 




171 d [ 11.0 




8.7 


83. 4 86. 9 


63.5 


73.6 


65.7 


172 c 


10.6 


10.3 


11.8 


8.5 


10.3 


10.5 


13.3 


0.1 


80.3 84.5 


73.7 62.0 ' 71.1 1 72.0 76.9 65.0 | 


173 d 


10.0 


10.6 






10.5 


10.8 




9.3 


82.6 1 86.0 




72.4 1 75.0 1 66.4 1 
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Table 20,^BelaHve intensities of radiation from holographs of rock-salt prismaiio solar spectrum— Continixed. 

[Initials refer to observers.] 



Desij^ation. 



174 d 

175 d 

176 d? 

177 d 

178 d? 

179 d? 

180 d 
181c 

182 d 

183 d 

184 d 
186 d 

186 c 

187 c 

188 d 

189 d 

190 d 

191 d 7 

192 c 
198 c 
194 3 
196 c 

196 c 

197 

198 
1990 
200 d 
201c 

202 j 

203 d 

204 c 
206 
206 1 
207c 
208 df 
209d 

210 d 

211 d 

212 d 

213 0^ 

214 

215 b 

216 c 

217 c 

218 c' 

219 b 
220d 
221 cl 
222c 
233c 
224c 
225 0. 



Observed ordinates of minima. 



Apr. 1, 1898. 



Bolo- I Holo- 
graph ; graph 
U. XI. 



Apr. 2, 



Bolo- 
ra 



graph 



Apr. 6, 
1898. 



May 18. 1898. 



Rednced ordinates of minima. 



Mar. 1, Apr. 1, a^- i iqoq Apr. Apr. 
1M« iRflft- -AP^- *• ^^^- 2. 1898 6. 189f 



M.yl8,l««.|i%l,^JSi. 



Bolo- Bolo- Bolo- j Bolo- Bolo- 
graph 1 graph | graph ! graph graph 



Bolo- , Bolo- 1 Bolo- ' Bolo- 1 Bolo- 
graph' graph Igraph graph graph 

It. I xf. , ir. I ir. I ir. 



Bolo- , Bolo- 
ra 



graph graph 



Bolo- 1 
graph, 



Corrected ordinate measures. 



Corrected ordinates mnltiplied by factor— 



C.G.A. C.G.A.C.G.A.C.GJL C.GA.IC.G.A.lF.E.F. F.E.F. 7.68 ' 8.20 , 6.26 7.80 ' 6.90 | 6.04 \ 6.78 7.14 



11.3 



11.8 



11.2 



11.1 
11.2 



11.3 
11.2 



11.0 
11.3 
11.4 



11.4 
11.3 
11.3 
11.6 



11.0 
11.1 



10.6 

10.5 j 

10.6 I 
10.6 I 
10.8 i 
10.' 5 
10.6 
10.4 
10.6 
10.8 
10.7 
10.8 
10.7 
10.8 



10.8 
10.8 



12.3 
12.3 
12.4 
12.5 
12.6 
12.6 
12.6 
12.8 
12.8 
12.7 
12.9 
12.7 
12.7 
12.7 



8.7 



9.4 
9.6 
9.5 
9.5 
9.5 
9.1 



10.5 
10.6 
10.7 
10.7 



10.6 
10.7 
10.7 
10.7 
10.7 
10.6 
10.6 
10.8 



12.6 
12.6 



10.2 



11.0 
10.8 
10.7 
10. tt 



10.3 
10.2 
10.0 
10.1 
9.9 



10.3 
9.5 
8.5 



6.9 
6.6 
5.9 
5.9 
6.2 



5.6 
8.2 
8.1 
7.0 
7.1 
7.9 
8.3 



9.5 
9.0 
7.9 



6.2 
5.8 
5.1 
5.1 
6.2 



4.7 
7.0 
7.0 
6.0 
6.0 
6.0 
7.2 



12.4 
12.7 
12.6 
12.6 
12.5 
12.4 
12.3 
12.4 



9.3 
9.4 
9.3 
9.4 
9.4 



11.8 
11.8 
11.7 
11.6 
11.4 
11.2 
10.9 



10.5 
9.7 
8.5 



6.2 
5.6 
4.6 
4.6 
5.0 



9.4 
9.7 
9.8 
9.9 
9.8 
9.7 
9.8 
10.0 
9.9 
9.4 
9.4 
9.5 
9.5 
9.4 
9.4 
9.3 



11.1 
11.1 
11.1 
11.2 
11.3 
11.3 
11.4 
11.2 
11.3 
11.4 
1L5 
11.4 



9.1 
8.8 
7.7 



4.2 I 
7.2 I 
6.9 I 
5.5 j 

5.4 I 

6.5 I 
7.2 , 



6.9 
5.6 
4.8 
4.8 
5.1 
5.1 
4.4 
6.7 
6.7 
5.8 
5.5 
6.3 
6.9 



11.2 
11.4 
11.5 
11.4 
11.3 
11.4 
11.8 
11.4 
11.1 
10.8 
10.9 



10.7 
10.6 
10.5 
10.1 



10.0 
10.9 
11.0 
11.1 
11.1 
11.3 
11.3 
11.4 
11.6 
11.5 



11.6 
11.4 
11.5 
11.6 



86.9 

14. 4 9. 5 j 85. 6 1 86. 1 
86.9 
86.9 
86.6 
86.1 
86.9 
85.3 
86.9 
88.6 
87.7 
88.0 
87.7 



11.5 



9.5 



11.4 
11.7 
11.7 
11.8 
11.6 
11.5 
11.4 
11.6 
11.1 
11.0 
10.9 
10.8 
10.6 
10.4 
10.4 
10.1 



14.1 
14.5 



9.5 
9.5 
9.2 
9.3 
9.6 



84.9 



84.1 
84.9 



85.6 
84.9 



83.4 
85.6 
86.4 



76.9 
76.9 
77.5 
78.1 
78.7 
78.7 
78.7 
80.0 
80.0 
79.4 
80.6 
79.4 
79.4 
79.4 



63.5 



68.6 
70.1 
69.4 
69.4 
60.4 
66.4 



72.4 
73.1 
73.8 
73.8 



88.6 



78.7 
78.7 



67.9 
68.6 
67.9 
68.6 
68.6 



76.6 
76.6 
76.6 
77.3 
78.0 
78.0 
78.7 
77.3 
78.0 
78.7 
79.4 
78.7 



75.6 
75.6 
76.3 
77.0 
77.0 
78.4 
78.4 
79.1 
80.5 
79.8 



83.2 



80.5 
79.1 
79.8 
80.5 



79.8 



I 



9.8 

9.0 I 



7.8 



9.7 
9.0 
7.5 



5.8 I 
5.3 

4.6 I 

4.7 I 
4.9 

4.8 , 

4.4 I 
6.7 
6.7! 
5.7! 
5.4 

6.5 I 
7.1 , 



5.4 
4.9 
4.3 
4.4 
4.7 
4.0 
4.0 
6.4 
6.4 
5.4 
4.9 
6.0 
6.6 



14.4 

14.4 I 

13.9 j 

14.0 

14.0 

18.7 

13.6 

13.6 

13.6 

13.4 j 

12.9 ! 

11.9 , 

10.3 I 



9.4 
9.6 
9.7 



10.1 
9.5 
9.6 
9.6 
9.4 
9.4 
9.4 
9.3 



86.4 
85.0 
85.6 
87.2 



86.9 
87.7 
87.7 
87.7 
87.7 
86.9 
86.9 
88.6 



77.5 
79.4 
78.7 
78.7 
78.1 
77.5 
76.9 
77.5 



83.4 
84.1 I 



83.4 
81.9 
81.1 
80.3 



84.5 
83.6 
82.0 
82.8 
81.2 



9. 2 78. 1 
8.7 I 72.0 
i 64.4 



8.4 
7.5 
6.4 



6.9 



6.3 
9.2 
9.3 
7.9 

■■..Tl 

10.0 ! 



7.6 

6.0 

5.0 

4.6 

4.6 I 

5.0 



77.9 
73.8 
64.8 



I 



52.3 
50.0 
44.7 
44.7 
47.0 



4.0 I 42.4 



6.7 
6.4 
5.5 
5.5 
6.2 
6.5 



62.2 
61.4 
53.1 
53.8 
59.9 
62.9 



50.8 
47.6 
41.8 
41.8 
42.6 



38.5 
57.4 
57.4 
49.2 
49.2 
56.6 
59.0 



73.7 
73.7 
73.1 
72.5 
71.2 
70.0 
68.1 



68.6 

70.8 ' 

71.5 

72.3 I 

71.5 

70.8 

71.5 

73.0 

72.3 

68.6 

68.6 

69.4 

69.4 

68.6 

G8.6 



67.9 



77.3 
78.7 
79.4 
78.7 
78.0 
78.7 
78.0 
78.7 
76.6 
74.5 
75.2 

73.8 
72.4 
72.4 
70.0 



J . 



79.1 
81.2 
81.2 
81.9 
80.5 
79.8 
79.1 
80.5 
77.0 
76.3 
75.6 
75.0 
73.6 
72.2 
72.2 
70.1 



67.8 



67.8 



81.5 



83.8 



67.8 
67.8 
65.7 
66.4 
68.5 



j 67.1 

83.2 68.5 
I 69.3 



60.4 
64.2 
53.1 56.2 



38.7 
35.0 
28.7 
28.7 
31.2 



67.6 
62.1 
53.8 



26.2 
45.0 
48.1 
34.4 
33.7 
40.6 
45.0 



43.1 
40.9 
35.0 
35.0 
37.2 
37.2 
32.1 
48.9 
48.9 
42.3 
40.2 
46.0 
50.4 



40.0 
36.6 
31.7 
32.4 
33.8 
33.1 
30.4 
46.2 
46.2 
39.3 
37.3 
44.8 
49.0 



67.3 
62.5 
52.0 



80.3 
80.9 
80.9 
79.2 
78.6 
78.6 
78.6 
77.5 
74.6 
68.8 
59.5 



72.1 
67.8 
68.5 
68.5 
67.1 
67.1 
67.1 
66.4 



65.7 
62.1 



37.5 
34.0 
29.8 
30.5 
32.6 
31.9 
27.8 
44.4 
44.4 
37,6 
34.0 
41.6 
45.8 



48.6 
43.4 
37.0 



54.8 
42.8 
40.0 
82.8 
32.8 
35.7 



36.4 
53.2 
53.8 
45.7 



63.8 
.57.8 



! 



28.6 
47.8 
45.7 
39.3 
39.3 
44.3 
46.4 
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Table 20. — Relative intensities of radiation from holographs of rock^ali prismatic solar spectrum — Continaed. 

[Initials refer to observera.] 



Observed ordinates of minima. 



Apr.M898. \^^^t^^': 



Mayl8,18M. ^Ug^' 



Bolo- I Bolo- I Bolo- Bolo- Bolo- Bolo- I Bolo- 



Apr. 1, 
18d8. 



Bolo- 



Bedaced ordinates of minima. 



Apr.l. 1898. 2% 8^i'Si!M.y 18.1898. M^I,;*iS^ 



Designation, fcraph graph ' graph ' graph i graph I graph ' graph I graph 



Bolo- Bolo- Bolo-lBolo- Bolo- Bolo- Bolo- j Bolo- 
graph graph graph graph graphtgrnph graph, graph 
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Tablb 20. — Relative intenHHei of radiation from holographs of rook-salt prismatic solar spectmm — Continaed. 

[Tnitlalt refer to observers.] 











( 


)bserve 


dordin 

Bolo. 
ed ordij 


atesof 


minima 




I 1 
Redaoed ordinatea of minima. | 

1 


Designation. 


Apr.l 


, 1898. 


Maylfi 


.1898. 


Mar.l, 
1898. 


^1^> Apr. 1. 1898. 


2,l& 

Bolo. 
g^jph 


et^^jiSAm. 


Mar. Apr. 
1.18981,189& 


Bolo- 
gryh 


Bolo- 


1 
Bolo- 


Bolo- ' 
graph 


Bolo. 
gr.^h 


Bolo- 
graph 


Bolo- ' Bolo- Bolo- 

1 1 


Bolo- Bolo. Bolo- 

1 


Bolo- 
graph 


Bolo. 
graph 




Correct 


Date measares. 




' Corrected ordinates multiplied by factor— | 


C.G.A. 


C.G.A.C.G.A.'c.G.A. 


C.G.A. 


C.G.A. 


F.E.F. 


F.E.F. 7.68 


8.20 


6.26 ! 7.80 ! 6.00 


6.04 


6.78 


7.14 


277df 
278 d 


} 12.8 


12.2 


14.» 


10.6 


13.1 


... 


17.9 
\ 17.8 


13.2 
13.1 


}97.0 


100.0 


93.1 


77.4 


90.4 


90. 9{ 


103.5 
102.9 


94.2 
93.5 


279 d 
2dOd 


} 12.9 




14.7 


10.6 


12.9 


12.7 


. 17.7 
\ 17.5 


13.1 


}97.8 




91.9 


77.4 89.0 


102.3 
*^H'101.2 


93.5 


281 d 
282d 






14.1 
14.1 


10.3 
10.3 


12.5 
12.3 


12.3 
12.2 


17.2 
16.9 


12.8 
12.8 






88. 1 7R- 2 Rfl. 2 


85.4 
84.7 


99.4 01 ^ 1 


12.4 


11.8 


94.0 


96.8 


88.1 


75.2 84.9 


97.7 


91.4 


283d 


12.1 


11.4 


13.7 


10.2 


12.0 


11.8 


16.5 


12.8 


91.7 


93.5 


85.6 


74.5 


82.8 


81.9 95.4 


91.4 


284df 


11.8 










11.4 




12 4 


80.4 








79.1 


88.5 


2850 


11.7 


10.8 


13.2 


9.5 


11.3 


U.O 


15.9 


12.4 


88.7 


88.6 


82.5 


69.4 1 78.0 


76.3 91.9 


88.5 


388d 
2870 






























11.4 


10.4 


12.7 


9.1 


10.9 


10.7 


16.4 


12.1 


86.4 


85.8 


79.4 


66.4 


75.2 


74.8 89.0 


86.4 


2880 


11.3 


10.3 


12.6 


9.0 


10.8 


10.3 


14.1 


12.2 


85.7 


84.5 


78.1 


65.7 


74.5 


71.5 81.6 


87.1 


289d \ 


10.3 


9.0 


10.9 


8.1 


9.1 


8.5 


18.8 


10.8 


78.1 


73.8 


68.1 


59.1 62.8 


59.0 76.9 


77.1 


2900 




9.5 


8.2 


10.0 


7.3 


8.3 


7.6 


12.5 


11.1 


72.0 


67.2 


62.5 


58.3 ! 67.3 


62.7 1 72.2 


79.2 


291 d 




9.6 


8.3 


10.1 


7.1 


8.6 


7.8 


12.6 


10.2 


72.8 


68.1 


63.1 


51.8 50.3 


61.1 1 72.2 


72.8 


292d 




9.3 


7.8 


9.3 


6.8 


8.1 


7.8 


12.0 


9.6 


70.5 


64.0 


58.1 


49.6 


55.9 


60.7 60.4 


68.5 


293d 




7.0 


6.6 


6.7 


5.4 


6.0 


5.2 


8.8 


6.8 


53.0 


46.9 


41.9 


39.4 


41.4 


36.1 


50.9 


48.6 


294d 




4.7 


3.4 


4.0 


3.1 


4.0 


8.3 


5.1 


4.6 


85.6 


27.9 


25.0 


22.6 


27.6 


22.9 1 29.6 


82.8 


295d 
296d 




3.3 
2.0 


1.9 
1.3 






2.5 
2.0 


1.9 
1.5 


1.9 


3.2 
1.6 


25.0 
15.6 


16.6 
10.7 






17.2 
18.8 


13.2 
10.4 


11.0 


22.8 
11.4 


1.5 




9.4 




297 d 




1.4 


1.2 


1.1 


0.9 


1.6 




1.3 


1.1 


10.6 


9.8 


6.9 


6.6 


ILO 





7.6 


7.9 


298d 
299d 




1.3 
1.2 


1.1 
0.9 


1.1 
0.9 


0.8 
0.7 






1.2 
1.1 


0.9 
0.9 


9.9 
9.1 


9.0 
7.4 


6.9 
5.6 


6 8 
6.1 






6.9 
6.4 


6.4 
6.4 


1.6 




11.0 




300d 
sold 
















1.1 
1.1 


0.7 
0.9 














6.4 
6.4 


6.0 
6.4 


1.1 


0.9 


0.8 


0.8 


1.5 


1.1 


8.3 


7.4 


6.0 


5.8 


10.4 


7.6 


302d 




1.6 


1.0 


0.9 


1.4 


1.6 


1.1 


1.4 


1.8 


12.1 


8.2 


6.6 


10.2 


11.0 


7.6 


8.1 


9.3 


303 d 




1.3 


0.9 


0.9 




1.5 




1.4 


0.8 


9.9 


7.4 


6.6 





10.4 




8.1 


6.7 


304d 




1.1 


0.8 


0.6 


1.3 


1.5 


1.0 


1.1 


0.7 


8.8 


6.6 


3.7 


9.5 


10.4 


6.9 


6.4 


6.0 


305 d 




1.5 


0.8 


0.8 


1.6 


1.4 


0.9 


1.4 


1.3 


11.4 


6.6 


5.0 


11.7 


9.7 


6.2 


8.1 


9.3 


306 d 






0.8 


0.8 


1.9 


1.6 


0.9 


1.5 


1.1 




6.6 


5.0 


13.9 


11.0 


6.2 


8.7 


7.9 


307 




1.4 


0.7 


0.8 


1.7 


1.6 


0.9 


1.5 


1.1 


10.6 


6.7 


6.0 


12.4 


11.0 


6.2 


8.7 


7.9 


308o 




1.6 


0.8 


0.9 


1.9 


• 1.6 


1.0 


1.7 


1.8 


12.1 


6.6 


5.6 


13 9 


11.0 


6.9 


9.8 


9.8 


300o 


^ 1.8 


0.9 


1.2 


2.8 


1.8 


1.2 


2.0 


1.6 


13.6 


7.4 


7.5 


16.8 


12.4 


8.8 


11.6 


11.4 


310** 


2.2 


1.0 


1.3 


2.4 


1.8 


1.3 


2.3 


2.0 


16.7 


8.2 


8.1 


17.5 


12.4 


9.0 


13.8 


14.8 


3110 


^ 3.0 


1.6 


2.0 


3.3 


2.8 


1.5 


3.3 


2.9 


22.7 


13.1 


12.5 


24.1 


15.9 


10.4 


19.1 


20.7 


813 ^^ 


A 3.3 


1.8 


2.1 


3.7 


2.5 


1.7 


8.9 


3. 2 I 25. 


14.8 


13.1 


27.0 


17.2 


1L8 


22.6 


22.8 


818 d 




4.2 


2.6 


3.2 


4.7 


8.0 


2.3 


4.9 


4.3 i 31.8 


21.3 


20.0 


84.8 


20.7 


16.0 


28. 3 30. 7 


814 




4.4 


2.7 


3.4 


6.0 


8.3 


2.2 


6.1 


4.6 


33.4 


22.1 


21.2 


36.5 


22.8 


16.3 


29.5 j 32.8 


815 




4.8 


2.6 


8.4 


4.9 


3.4 


2.6 


6.0 


4.6 


32.6 


21.3 


21.2 


86.8 


23.5 


18.0 


28. 9 32. 8 


816 d 




6.7 


3.0 


3.8 


6.1 


3.8 


2.8 


5.6 


5.0 


43.2 


24.6 


23.7 


87.2 


26.2 


19.4 


31. 8 , 35. 7 


817 d 




5.1 


3.8 


4.2 


5.5 


4.0 


2.9 


6.3 


6.3 


38.7 


27.1 


26.2 


40.2 


27.6 


20.1 


36. 4 ' 37. 8 


818 




5.6 


8.7 


4.6 


5.9 


4.2 


3.2 


6.8 


5.9 


41.7 


80.8 


28.7 


43.1 


29.0 


22.2 


39. 3 1 42. 1 


819 




5.9 


4.0 


4.9 


6.3 


4.7 


8.7 


7.5 


6.2 


44.7 


82.8 


30.6 


46.0 


32.4 


25.7 


43.4 ' 44.3 


320 d 




8.0 


5.7 


7.3 


8.0 


6.4 


5.2 


9.8 


8.6 


60.6 


46.7 


45.6 I 58.4 


44.2 


36.1 


56.6 61.4 


321 






7.8 


5.6 


7.4 


8.2 


6.7 


5.9 


9.2 


8.1 


60.1 


46.9 


46.2 ! 59.9 


46.2 


40. 9 1 53. 2 1 57. 8 | 


822 






7.0 


4.6 


6.3 


7.3 


5.9 


5.0 


8.3 


7.3 


53.1 


87.7 


89.4 53.3 


40.7 


34.7 


48.0 '52.1 1 


323 


b 


^i 


6.7 


4.4 


6.0 


7.0 


5.2 


4.3 


8.4 


6.9 


60.8 


36.1 


37. 5 51. 1 


35.9 


29.8 


48.6 


49.8 


8240 






7.8 


6.6 


7.5 


&2 


6.3 


5.7 


9.7 


ai 


69.1 


45.9 


46.9 


69.9 


43.5 


39.6 


56.1 


57.8 


325d 


















10.1 
11.5 
















58.4 
66.5 


67.1 


326 


9.0 


6.0 


9.1 


9.3 


7.7 


6.9 


9.4 


68.2 


56.6 


56.9 1 67.9 


53.1 


47.9 


827d 




10.6 


8.0 


11.6 


10.7 


10.0 


9.1 




11.0 


80.3 


73.0 


72.5 i 78.1 ' 69.0 


63.2 




78.5 


328d 


10.9 


9.3 


12.0 


11.1 


10.4 


9.8 


13.7 


11.6 


82.6 


76.3 


76.0 j 81.0 


71.8 


68.0 


79.2 


82.8 
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Table 20. — Relative intensitiea of radiation from holographe of rook-ealt prismatic solar spectrum — CoDtinued. 

[Initials refer to observers.] 









Obseri'ed ordinates of minima. 


Rednced ordinates of minima. 


Designation. 


Apr.l 


.1898. 

1 


Apr. 2,1 
1898. 1 


X«- 


May 18, 1898. ' 

i 


Mar.l, 


Apr. 1, 
1898. 


Apr. 1, 18>«.'2^?!;ia^iS8|M.,18.ia«.| M«i ifilJi,. 


Bolo-' 


Bolo- 


Bolo- 

g«ph 


Bolo. 
graph 


Bolo- 
gr.^h 


Bolo- 
gra^h 


Bolo 
graph 


Bolo 
graph 


Bolo- 

c< 


Bolo. 

g«j,h 


Bolo- 
gn.^h 

idordi 


Bolo- 
g«pL 


Bolo- 
gra^b 

maltip 


1 
Bolo- Bolo- Bolo- 
g^l» graph graph 


Corrected ordinate mcasnres. 


3rrect€ 


nates 


lied by factor— 


C.G.A.'c.G.A. 


c.g.aJc.g.a.' 

1 


C.G.A. 
12.0 


C.G.A.F.E.F. 


F.E.F. 
11.7 


7.68 ; 8.20 

I 

84.9 79.5 


A.S6 i 7.80 

78. 1 , 84. 


6.90 


«.»4 

72.9 


6.78 7.14 


329 b 




11.2 


0.7 


12.5 ' 


11.5 


10.5 


14.8 


82.8 


85. 5 83. 5 


330 d 




12.3 


11. 1 


14.0 


12.5 


12.1 


12.0 


16.2 


12.9 


93.2 


01.0 


87.5 ' 91.2 


83.5 


83.3 93.6 1 02.1 | 


331 d 






11.4 




12.8 


12.8 


12.5 


16.5 






93.5 


93.4 


88.3 


86.8 95.4 




332 d 1 




12.6 


11.4 


14.6 


12.9 


13.1 


12.7 


16.9 


13.4 


95.5 


93.5 


91. 2 94. 2 


90.4 


88.1 97.7 


95.7 


333 d 














17.0 


13.6 






' 




. ...I 98.3 


97.8 


334dl 


13.0 


12.0 





13.2 


13.8 


12.4 


17.2 


13.7 


98.5 


98.4 




&6.4 


95.2 


86.1 99.4 


335 d 

336 d? 


13.0 
13.1 


12.1 


15.3 
15.4 


13.1 






17.2 
17.3 


13.9 
18.9 


98.5 
99.3 


99.2 


95.6 95.6 

06.2 ; 






99.4 
100.0 


99.2 
99.2 


14.1 


13.9 


97.3 


96.5 


337 d 


13.0 


12.2 


15.6 


13.2 


14.1 


14.0 


17.3 


18.9 


98.5 


100.0 


97.5 96.4 


97.8 


97.2 100.0 


99.2 


338 d? 


13.2 


12.3 






14.3 




17.3 


14 


100.1 


100.9 




98.7 


iftft n 


100 


339d? 


18.2 


12.3 


15.7 


13.4 


14.3 


14.2 


16.1 


14.0 


100.1 


100.9 


98.1 


97.8 


98.7 


9<.5 


93.1 


100.0 


340 d 


18.0 


12.3 


15.8 


13.4 


14.2 


14.2 


17.1 


13.9 


98.5 


100.9 


98.7 


97.8 


98.0 


98.5 


98.8 


99.2 


841 d 


12.9 




15.6 


18.4 


14.0 


13.9 


16.6 


18.8 


97.7 




97.6 


97.8 


96.6 


96.5 


95.9 


98.5 


842 d? 














16.2 














1 93.8 




843 d 




12.4 


11.6 


14.7 


12.5 


13.5 


13.5 


15.9 


13.2 


94.0 


95.1 


91.9 


91.2 


93.2 


93.7 1 91.9 


94.2 


344df 
345c 












13.4 
13.2 


13.2 
13.2 


15.6 


12.9 
12.9 










92.5 
91.1 


91.6 
91.6 


90.2 


92.1 
92.1 


12.1 


1J.4 


14.4 


12.2 


91.7 


93.6 


90.0 


89.1 


346dr 
347 df 


,b 


},2.« 


11.7 


15.0 


12.6 


13.5 


13.6 


\ 15.5 


13.0 


}95.5 


95.9 


93.7 


91.2 


93.2 


94.4 


{«;.•.• 


92.8 


3480 




12.5 


11.7 


14.7 


12.3 


13.4 


13.5 


15.5 


13.2 


94.8 


95.9 


91.9 


89.8 


92.5 


93.7 . 89.6 


94.2 


849d? 


































350d 




11.7 


14.8 


12.3 


13.7 


13.8 


15.5 


13.5 




95.9 


92.6 


89.8 


94.6 


95.8 89.6 


96.4 


351 c^ 


12.2 


11.3 


14.5 


11.7 


13.2 


13.3 


15.5 


13.2 


92.5 


92.7 


90.6 


85.4 


91.1 


92.3 89.6 


94.2 


352 0,, 


12.2 


11.4 


14.6 


11.7 


13.2 


13.3 


15.4 


13.1 


92.5 


93.5 


91.2 


85.4 


91.1 ' 92.3 i 89.0 


93.5 


853d 


12.6 


11.8 


15.1 


11.9 


13.5 




15.9 


13.4 


95.5 


96.8 


94.4 


86.9 


93.2 


91.9 


95.7 


354 d 


12.6 




15.4 






13.7 


16.0 


13.5 


95 5 




96 2 






95 1 99 5 QA A 


355d 

356 d 

357 d 




12.0 






13.7 






13.6 
13.8 
13.6 




<«. 






91.5 




97 1 






16.2 
15.9 










93 6 


na >( 


12.6 




15.1 


12.3 


13.0 


13 8 


95.5 i 


94.4 


89.8 


93.8 


96.8 


91.9 97.1 ' 


358d . 


12.3 


11.5 


14.8 


12.1 




13.4 


15.8 


13.2 


93.2 , 94.3 


92.5 


88.3 




93.0 91.3 94.2 


859 d 




11.5 




11.7 


13.2 




15.6 


13.2 


iW-3 




85.4 


91.1 


90.2 94.2 


860 d? 




11.6 


14.8 


11.7 


13.2 


13.5 


15.7 


13.3 


' 95.1 1 92.5 


85.4 


91.1 


93.7 1 90.7 95.0 


361 d? 




11.5 


14.9 


11.6 


13.2 


13.5 


15.8 


13.2 


i 0;.3 ' 93.1 ! 84.7 


91.1 


93.7 '91.3 94.2 


362 d? 




11.7 


14.9 


11.9 


13.3 


13.7 


15.8 


13.5 




95.9 


93. 1 ! 86. 9 


91.8 


95.1 91.3 96.4 


363 c 1 12.1 


11.4 


14.0 


11.7 


12.9 


13.4 


15.5 


13.1 


91.7 


93.5 


91.2 


85.4 


89.0 


93.0 89. C 93.5 


364d 
















13.3 
13.2 














95.0 


365 


12.0 


11.4 


11.4 


11.4 


12.8 


13.1 


15.4 


01.0 


93.5 


90.0 


83.2 


88.3 


90. 9 89. 


94.2 


366 c 


11.8 


11.3 


14.4 


11.3 


12.7 


12.9 


15.1 


13. 1 89. 4 


92.7 


90.0 


82.4 


87.6 


89.5 87.3 


93.6 


367 d 


11.8 


11.2 


14.3 


11.3 


12.6 


12.9 


14.1 


13.1 1 89.4 


91.8 


89.4 


82.4 


86.9 


89.5 ' 81.5 


93.6 


368d 


11.7 


11.1 


14.0 


11.3 


12.5 


12.8 


14.9 


13.1 88.7 , 01.0 87.5 , 82.4 


86.2 


88.8 86.1 


98.6 


369 d 

370 d 














14.9 
14.5 


13.0 
13,0 








86.1 
83.8 


92.8 
92.8 




10.8 


13.7 


11.1 


12.2 


12.3 


SS.6 85.6 1 81.0 I 84.2 1 85/4 


371 d 


11.3 


10.8 


13.6 


11. 1 


12.0 


12.2 


14.3 


12.8 85.6 88.6 I 85.0 ' 81.0 1 82.8 ' 84.7 82.7 


91.4 


372 df 
873 c 
















' 1 




11.0 


10.4 


13.0 


10.6 


11.5 


11.6 


13.8 


12.4 


83.4 


85.3 81.2 


77.3 


79.4 


80.5 1 79.8 


88.6 


874 d 















13.5 


12.2 







1 


1 78.0 87.1 


375 d 


10.6 


9.9 


12.4 


10.2 


11.0 


11.1 


13.2 


11.9 


80.3 ' 81.2 77.5 


74.4 ' 75.9 


77.0 76.3 85.0 


376 d 

377 d 


I 10.6 


9.8 


12.5 


10.1 


10.8 


10.9 


r 13.0 
I 13.0 


12.0 
11.7 


}80.3 


80. 4 . 78. 1 


73. 7 74. 5 


75.6 C'-' ''•' 
^75.1 83.5 ( 


378 c 
879 d 






I 10.4 


9.6 


12.1 


10.0 


10.4 


10.6 


r 13.0 
\ 12.6 


}78.8 

1 


78.7 


75.6 


73.0 


71.8 


-•{;::; 
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Table 20.— -BeZatire intensities of radiation from holographs of rock-salt prismatic solar spectrum — Continaed. 

[Initials refer to observers.] 











Observed ordinates of minima 




1 


Reduced ordinates of minima. 




Designation. 


Apr. 


1,1898. 


Apr. 2, 
1898. 

Bolo. 
graph 


Apr. 6, 
1898. 


May 18, 1898. 
Bolo- Bolo- 

1 


Mar. 1, 
1898. 

Bolo- 
giuph 


^&s': 


Apr. 


1, 1898. 


2.1?98 
Bolo- 


6, 1?98 


May 18, 1898. 1^ 


1,1898. 


Bolo- 


Bolo 


Bolo- 


Bolo- 
graph 


Bolo- 

g«ph 


Bolo- 


Bolo- 
gr^h 


Bolo- 
grj5,h 


Bolo- Bolo. 
gw^hgr^b 


Bolo- 
araph 


Corrected ordinate measnres. 




C.G.A. 


C.G.A. 
9.4 


C.G.A. 


C.G.A. 


C.G.A. 


C.G.A. 


F.E.F. 


F.E.F. 


7.o8 


8.20 


6.26 


7.80 


6.00 


6.94 


«.78 


7.14 


380 d) 

381 dl^ 


} 10.2 


11.7 


9.5 


10.1 


10.4 


i 12.3 


11.8 
11.6 


};t.3 


77.1 


73.1 


68.3 


69.7 


72.2 


/ 

171.1 


84.8 
82.8 


382 d? 
















11.2 
11.0 
















80.0 
78.6 


383c \ 


9.7 


8.7 


11.0 


9.4 


9.5 


9.5 


11.6 


73.5 


71.3 


68.7 


68.6 


65.6 


65.9 


67.0 


38id 
385d 




9.1 
8.5 


8.0 
7.5 


9.8 
9.3 






8.9 

7.8 


11.6 
10.1 


8.9 


69.0 
64.4 


65.6 
61.5 


61.2 
58.1 






61.8 
54.1 


66.5 
58.1 


63.6 


8.1 


8.0 


50.1 


52.2 


386 c 




7.9 


6.8 


8.3 


7.3 


7.0 


6.7 


9.0 


9.2 


50.9 


55.8 


51.9 


53.3 


48.3 


46.5 


52.0 


65.7 


387d 




6.5 


6.4 


6.5 


6.8 


5.5 


6.2 


6.8 


7.8 


49.8 


44.3 


40.6 


46.0 


38.0 


36.1 


39.8 


56.7 


388d 




4.5 


3.4 


3.9 


4.2 


3.4 


3.1 


4.5 


5.4 


34.1 


27.9 


24.4 


30.7 


28.5 


21.5 


26.0 


38.6 


380d 




8.3 


2.5 


2.4 


2.8 


2.0 


1.9 


2.9 


8.8 


25.0 


20.6 


15.0 


20.4 


13.8 


13.2 


16.8 


27.1 


390 c 




8.2 


1.7 


1.7 


1.9 


1.6 


1.4 


1.9 


8.0 


16.7 


13.9 


10.6 


18.9 


11.0 


9.7 


11.0 


21.4 


891 d 




1.1 


1.1 


0.7 


1.0 


1.1 


1.1 


1.1 


2.0 


8.3 


9.0 


4.4 


7.8 


7.6 


7.6 


6.4 


14.3 


392d? 
893dr 




} 0.9 


1.1 


0.6 


0.6 




0.9 


i 0.9 


1.7 
1.7 


}6.8 


9.0 


8.7 


4.4 




6.2 


{.V 


12.1 
12.1 


394d 


0.8 


1.0 


0.6 


0.7 




0.9 


0.8 


1.7 


6.1 


8.2 


8.7 


5.1 




6.2 


4.6 


12.1 


395 d 


a 


0.7 


0.7 


0.4 


0.5 




0.7 


0.7 


1.5 


5.3 


5.7 


2.5 


3.6 




4.9 


4.0 


10.7 


396d 




0.6 


0.6 


0.4 


0.5 




0.6 


0.8 


1.4 


4.5 


4.9 


2.5 


8.6 




4.2 


4.6 


10.0 


897 d 




0.5 


0.7 


0.8 


0.3 


0.6 


0.6 


0.8 


1.5 


3.8 


5.7 


1.9 


2.2 


4.1 


4.2 


4.6 


10.7 


398 d 


a 


0.9 


0.6 


0.6 


0.5 


0.5 


0.6 


LO 


1.7 


6.8 


4.9 


3.1 


3.6 


3.4 


4.2 


5.8 


12.1 


399d 




0.8 


0.6 


0.5 


0.5 


0.7 


0.6 


0.9 


1.6 


6.1 


4.9 


3.1 


3.6 


4.8 


4.2 


6.2 


11.4 


400 d 




0.5 


0.6 


0.3 


0.3 


0.5 




0.6 


1.4 


3.8 


4.9 


1.9 


2.2 


3.4 




3.5 


10.0 


401 d 




0.7 


0.7 


0.* 


0.4 


0.5 


0.6 


0.9 


1.6 


5.3 


5.7 


2.5 


2.9 


8.4 


4.2 


5.2 


11.4 


402 d 




1.3 


0.8 


0.8 


0.9 




0.7 


1.3 


2.2 


9.9 


6.6 


5.0 


6.6 




4.9 


7.5 


15.7 


403df 
404d 






. 










1.5 
















8.7 






1.5 


1.0 


1.0 


1.8 


0.8 


0.8 


1.9 


2.4 


11.4 


8.2 


...... 

6.2 


9.5 


5.5 


5.6 


11.0 


17.1 


405 c 




2.1 


1.2 


1.6 


1.7 


1.0 


1.2 


2.6 


8.1 


15.9 


9.8 


10.0 


12.4 


6.9 


8.3 


15.0 


22.1 


406d 




2.8 


1.8 


2.4 


2.2 


1.5 


1.6 


3.2 


8.6 


21.2 


14.8 


15.0 


16.1 


10.4 


11.1 


18.5 


25.7 


407c 




2.5 


1.8 


2.5 


2.2 


2.1 


8.0 




3.7 


18.9 


14.8 15.6 


16.1 


14.5 


20.8 




26.4 


408 d 






2.7 





2.3 


2.5 


2.9 


4.8 


4.9 




22.1 


16.8 


17.2 


20.1 


27.7 


35.0 


409d 




4.9 


4.0 


5.9 


3.7 


4.3 


4.6 


5.9 


6.2 


37.1 


82.8 1 36.9 


27.0 


29.7 


31.9 


84.1 


44.3 


410 d 




5.8 


4.9 


7.0 


6.1 


5.4 


5.6 


7.0 


7.2 


44.0 


40.2 


43.7 


37.2 


37.3 


38.9 


40.5 


51.4 


411 d 




' 6.1 


5.4 


7.1 


5.3 


6.6 


6.1 


6.9 


7.3 


46.2 


44.3 


44.4 


38.7 


38.6 


42.3 


39.9 


52.1 


412 b 


lb 


-. i 2.8 


2.2 


3.2 


2.3 


2.9 


3.3 


8.4 


3.9 


21.2 


18.0 20.0 ! 16.8 


20.0 


22.9 19.7 


27.8 


413 c 




1 3.1 


2.5 


8.8 


2.7 


3.3 


4.0 


3.7 


4.4 


23.5 


20.5 j 23.7 19.7 


22.8 


27.8 21.4 


31.4 


414 d 




6.1 


6.1 


7.7 


6.0 


6.1 


6.9 


7.4 


7.9 


46.2 


50.0 48.1 43.8 


42.1 


47.9 1 42.8 


56.4 


415 d 




1 6.5 


6.5 


7.7 


5.9 


6.5 


7.4 


7.4 


7.8 49.3 


53.3 48.1 1 43.1 


44.8 


51.4 1 42.8 


65.7 


416 b 


b 


..' 4.9 


5.0 


6.2 


4.7 


5.2 


5.1 


5.9 


6.4 


37.1 


41.0 


38.7 


34.3 


85.9 


35.4 34.1 


45.7 


417 c 




, 5.8 


5.4 


6.5 


4.9 


5.4 


4.9 


6.0 


6.6 


40.2 


44.3 


40.63 


5.8 


37.3 


34.0 


34.7 


47.1 


418 dj 


J 


5.7 


6.0 


7.3 


5.5 


6.0 


5.5 


6.7 


7.3 


43.2 


49.2 


45.6 


40.2 


41.4 


38.2 


38.7 


,52.1 
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Table 20. — Relative inteneities of radiation from holographs of rock-ealt prismatic solar «peofrtffli— CoDtinued. 

[Initials refer to observers. J 



Designation. 


Deo. 7. 
1897. 


Deo. 9, 1897. 


Mar. 14, 1898. 


Apr. 6 


,1898. 


Dec 7, 
1897. 

Bolo. 


Dec. 9 
Bolo- 


,1897. 


Mar. 14, 1898. 


Apr. 6, 1898. 


Bolo- 


Bolo. 


Bolo- 


Bolo- 


B.10. 


Bolo. 


Bolo- 


Bolo- 


Bolo- 


Bolo- 


Bolo. 


1 
Bolo- 1 


graph 


gnjph 
C.G.A. 


g«ph 

C.G.A. 


graph 


^fl 


g«ph 


gr^jb 


g«ph 


ggpb 


gra^b 


g»ph 


^i"! 


graph 


^.' 


C.G.A. 


C.G.A. 


C.G.A. 


C.G.A. 


C.G.A. 


Corrected ordinates multiplied by a factor. 


412 b «•, 


1.8 


8.4 


4.8 


4.0 


4.8 


8.8 


2.4 


1L8 


9.6 


11.6 


14.9 


18.1 


22.0 


18.6 


418 d 


2.2 




4.8 


4.8 


6.5 


4.5 


8.6 


14.4 





13.0 


17.9 


20.6 


26.1 


27.7 


414 d 

415 d 






























5.8 




18.1 


ILl 


10.9 


8.8 


6.2 


37.9 





85.4 


4L4 


4L0 


6L0 


47.7 


416 b w, 


4.3 


9.1 


9.8 


8.5 


8.7 


7.0 


4.7 


28.1 


25.4 


26.5 


3L7 


82.6 


40.6 


36.1 


417 c ^ 


4.5 


9.7 


10.4 


8.9 


9.2 


7.8 


4.9 


29.4 


27.1 


28.1 


83.2 


84.6 


42.8 


87.7 


418 d 

419 d 








9.5 
ILO 


9.7 
ILl 


7.7 
9.1 


6.4 
6.6 








35.4 
4L0 


86.6 
41.8 


44.6 
62.7 


4L6 
60.8 


6.1 




14.0 


39.9 




87.8 


420 d 


6.3 


13.8 


14.4 


1L8 


1L4 


9.8 


6.7 


4L2 


3a5 


88.9 


42.1 


42.9 


63.8 


6L5 


421 d? 


6.4 


14.2 




1L6 


1L7 


9.4 


6.7 


4L9 


39.6 




43.3 


44.0 


54.4 


6L6 


422dr 


6.4 


14.2 


14.5 


1L7 


1L6 


9.3 




41.9 


89.6 


39.2 


48.6 


48.7 


53.8 




423 


6.3 


14.0 


14.4 


1L7 


11.7 


9.2 


6.8 


4L2 


89.1 


38.9 


43.6 


44.0 


53.8 


62.8 


424 d 




14.2 


14.6 


1L8 


11.5 


9.2 


6.7 





89.6 


39.4 


44.0 


43.2 


63.3 


5L6 


425 d 




13.4 


13.8 


ILl 


10.7 


8.9 


6.5 




87.4 


87.3 


4L4 


40.2 


5L5 


50.0 


426 


5.7 


12.9 


13.2 


10.7 


10.3 


8.4 


6.1 


87.8 


36.0 


85.6 


39.9 


88.7 


48.6 


46.9 


427d 


5.6 


12.7 


13.2 


10.6 


10.8 


8.6 




86.6 


35.4 


85.6 


89.5 


88.7 


49.8 




428 d 




12.5 


12.8 


10.6 


10.2 


8.5 


6.1 




34.9 


34.6 


39.2 


38.4 


49.2 


46.9 


429d 


5.4 


12.2 




10.3 


10.0 


8.2 




86.8 


84.0 




88.4 


87.6 


47.5 




430d 
431 d? 
432d? 

433 d 

434 d 






12.4 
12.8 
12.5 
ILl 
10.8 


10.4 


9.9 


8.2 
7.8 
7.1 
7.0 


6.1 






83.5 
34.6 
83.8 
30.0 
29.2 


38.8 


85.7 


47.5 
45.2 
41.1 
40.5 


46.9 
45.4 
4L5 


5.3 


12.7 
12.3 




85.4 
34.3 


5.9 


84.7 


10.2 
8.8 


8.9 

8.8 


88.0 
82.8 


83.4 
33.1 




10.4 


5.4 




29.0 


435d? 
486 d? 
437 d 






10.6 
10.1 
10.2 




8.6 


6.8 








28.6 
27.3 
27.5 




82.3 


89.4 




4.4 
4.4 


9.9 




28.8 
28.8 


27.6 


8.5 


8.4 


6.6 


5.1 


3L7 


3L5 


88.2 


89.3 


438 


4.1 


9.1 


8.9 


9.9 


8.0 


6.3 


4.8 


26.8 


25.4 


24.0 


86.9 


30.1 


36.6 


36.9 


439 d 




9.1 




9.9 


7.9 


6.3 


4.8 




25.4 




36.9 


29.8 


86.6 


36.9 


440 d 


8.7 


7.8 


7.8 


7.4 


7.4 


6.0 


4.5 


24.2 


2L8 


2L1 


27.6 


27.9 


84.7 


34.6 


442 d/ 

443 d 


3.5 
8.0 






7.0 
6.3 


7.0 
7.0 
6.3 


5.7 
5.7 
6.2 


4.8 


22.9 






26.1 
*23.'5' 


26.2 
26.2 
23.7 


33.3 
88.3 
30.1 


83.1 
80.8 


7.4 
6.1 


7.4 
6.4 


20.6 
17.0 


20.0 
17.8 


4.0 


19.6 


444 d, 

445 d/ 


2.8 


5.7 


6.0 


6.0 


6.0 


5.1 


3.9 


18.8 


15.9 


16.2 


22.4 


22.6 


29.5 


80.0 


446 d 


2.4 


4.8 




5.5 


5.8 


4.6 


8.6 


15.7 


1.3.4 


....... 


20.5 


20.0 


26.6 


27.7 


447 


2.1 


8.9 


4.8 


4.9 


4.8 


4.2 


3.3 


13.7 


10.9 


11.6 


18.3 


16.1 


24.3 


26.4 


448 d 


2.1 




4.1 


4.6 


4.5 


4.1 


3.2 


13.7 




n.i 


17.2 


17.0 


23.7 


24.6 


449 c 


1.5 


2.9 


8.1 


8.7 


3.8 


3.4 


2.6 


9.8 


8.1 


8.4 


18.8 


14.2 


19.7 


20.0 


450d7 

451 dr 

452 d? 








8.4 


3.8 


8.5 










12.7 


14.2 


20.8 



















2.1 


LI 




2.9 


8.0 


8.0 


2.1 


7.8 


8.1 




10.8 


ILl 


17.4 


16.1 


453 d? 

454 d 






























0.0 


L4 




L8 


L9 


2.4 


L6 


3.9 


3.9 




6.7 


7.2 


18.9 


12.8 


455 


0.5 


L2 


LI 


L6 


1.8 


L9 


L4 


3.8 


3.3 


8.0 


6.0 


6.7 


ILO 


10.8 


456d 


0.4 


1.1 




L2 


L3 


1.6 


L2 


2.6 


3.1 





4.5 


6.0 


9.3 


9.2 


457 d 

458 d? 

459 a X 
460d 


0.2 






0.7 


0.8 


L9 


0.8 


L3 







2.6 


8.0 


ILO 


6.2 


1 






{ 


LO 


0.3 


0.3 
0.6 
0.5 
0.9 














0.3 
0.5 
0.5 
0.9 








•-0.7 

0.4 
LO 










0.5 


0.2 
0.4 
LO 










0.8 
L4 


0.8 
LI 






L4 
2.2 


L6 
2.1 


1 461 d 




0.2 


LI 




0.2 


0.6 


1 462d 


10 


0.4 


LI 


L3 


L3 


2.1 


L6 


LO 


0.4 


0.6 


L8 


L3 


3.7 


3.1 


463 c 


1.3 


0.7 


L4 


L6 


L8 


2.4 


L9 


L3 


0.6 


0.7 


L6 


L8 


4.2 


3.6 


464 d 


2.0 


0.8 


L7 


3.5 


2,7 


3.2 


2.5 


2.0 


0.7 


0.9 


2.5 


2.7 


5.6 


4.8 


465d 
4660 








3.0 
2.8 






3.1 
2.9 








3.0 
2.8 






6.0 
5.6 


2.2 


0.8 


2.1 


3.1 


3.6 


2.2 


0.7 


LI 


8.1 


6.3 


467 d 




LO 


2.5 


3.2 


3.4 


3.6 


3.0 




0.8 


L3 


3.2 


3.5 


6.3 


6.8 
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Table 20. — Belaiive inieMitie$ of radiation from holographs of rock-iali prismatic solar spectrum — Continaed. 

[Initials refer to observer.] 







Deo. 7, 
1897. 

Bolo- 


Dec 9, 1897.. 


Mar. 14, 1896. 


Apr. 6, 1898. 


Dec. 7, 
1897. 


Dec 9, 1897. 


Mar. 14, 1898. 


Apr. 6, 1898. 


Designation. 


Bolo. 


Bolo. 


Bolo* 


Bolo- 


Bolo. 


Bolo- 


Bolo- 


Bolo- 


Bolo. 


Bolo- 


Bolo. 


Bolo- 


Bolo- 


graph 


g™ph 


^iT 


graph 


^1 


graph 


^h 


Rraph 


irr^ph 


|gr^h 


graph 


^ffi^ 


graph 

* 


^!' 


C.G.A. 


C.G.A. C.G.A. 


C.G.A. 


C.G.A. 


C.G.A. 


C.G.A. 


Corrected ordinates multiplied by a Uotor. 


1 468df 
460 b 


1.8 


1.1 

0.9 






2.6 
2.4 


2.8 


2.7 
2.3 


1.7 


0.9 
0.8 






2.6 
2.4 


4.9 


5.2 
4.4 


2.3 


2.3 


1.8 


2.3 


470 d 

471 df 




L4 




4.0 
4.0 
3.8 


4.2 
4.8 
3.9 








1.2 


I 

1 


4.0 
4.0 
3.8 


4.2 
4.4 

8.8 






4.2 

4.0 


8.7 
3.4 




7.3 
7.0 


7.1 
6.5 


472 c> 




8.6 


1.6 


3.9 


8.5 


1.8 


2.1 


473 d 

474 






















1 










3.2 


1.4 


8.7 


8.5 


8.5 


3.8 


8.2 


3.1 


1.2 


1 «-0 


3.6 


3.6 


6.6 


6 1 


475 




2.2 


l.O 


2.4 


2.7 


2.8 


8.1 


2.7 


2.2 


0.8 


1.8 


, 2,7 


2.8 


6.4 


6.3 


476 




1.9 


0.0 


2.2 


2.4 


2.4 


2.8 


2.8 


1.9 


0.7 


1.2 


i ^* 


2.4 


4.9 


4.4 


477 c 




2.8 


1.1 


2.5 


2.9 


3.0 


3.3 


2.8 


1 2.2 


0.9 


1.3 


3.9 


2.9 


6.7 


5.4 


478 d 

479 c 


a 








2^6 
2.4 


2.6 
2.5 


8.0 
2.0 


2.5 
2.5 








2.0 
2.4 


2.6 
2.6 


5.2 
6.0 


4.8 

4.8 


1.7 


0.8 


2.0 


1.7 


0.7 


1.1 


480d? 
481 c 










3.5 
2.4 


2.6 
2.5 












2.6 
2,4 


2.6 
2.6 






1.8 


0.0 


2.2 


2.8 


2.5 


1.7 


0.8 


1.2 


4.9 


4.8 


482c 




3.7 


1.4 


4.2 


3.9 


8.9 


3.9 


3.4 


3.6 


1.2 


2.8 


8.9 


8.8 


6.8 


6.6 


4830 




1.3 


X.4 


3.8 


4.0 


8.9 


4.1 


3.6 


1.8 


1.2 


2.0 


1 4.0 


8.8 


7.1 


6.9 


484d J 






2.0 




5.8 


5.6 


4.6 


3.8 




1.7 




1 5.8 


5.6 


8.0 


7.3 


485 d> 

486 d 


• 


} 7.0 


8.2 





5.7 


5.8 


6.3 


4.6 


6.8 


2.7 




5.7 


5.8 


9.2 


8.8 


487 d 






2.7 




5.2 


4.4 


4.6 






2.B 




62 


4.4 


8.0 
8.7 
8.3 




488d 
489c 








2.3 
1.7 


2.1 
1.0 


1.5 


2.1 
1.9 


2.1 
1.7 






1.8 
0.9 


2.1 
1.6 


1.6 



4.0 
8.8 


x« 


1.1 




1.1 




400 d 

401 d 






























1.3 




1.7 


2.0 


1.7 


2.0 


1.8 


1.8 





0.9 




2.0 


1.7 


3.5 


3.6 


492d? 
493 c 


2.7 


0.9 
1.5 








2.2 

2.8 


2.0 
2.5 


2.6 


0.8 
1.3 








3.8 
4.9 


3.8 
4.8 


3.4 


2.9 


2.7 


1.9 


2.9 


2.7 


404 b 


a 2.1 


1.1 


2.0 


2.8 


2.6 


2.9 


2.6 


2.0 


0.0 


1.6 


2.8 


2.6 


5.0 


5.0 


405d 


1 


1.7 




3.1 


3.3 


3.8 


3.0 




1.4 





8.1 


8.3 


5.7 


5.8 


496 df 

497 c 


} 2.3 


1.1 


3.0 


2.7 


2.5 


2.7 


2.4 


2.2 


0.9 


1.6 


2.7 


2.6 


4.7 


4.6 


408 b 


1.8 


1.2 


2.7 


2,1 


2.0 


2.4 


2.0 


1.7 


1.0 


1.4 


2.1 


2.0 


4.2 


3.8 


490 c 


3.8 


1.9 


5.0 


3.7 


3.4 


3.8 


8.2 


8.7 


1.6 


2.7 


3.7 


8.4 


6.6 


6.1 


500c 


3.9 


1.9 


5.1 


3.9 


3.5 


2.9 


3.2 


3.8 


1.6 


2.8 


3.9 


3.5 


6.0 


6.1 


501 d 

502 d 










4.5 

4.8 


4.1 
4.4 


4.8 

4.4 










4.5 

4.8 


4.1 
4.4 


7.6 

7.7 


7.1 


5.4 


3.0 


7.3 


3.7 


5.8 


2.5 


4.0 


503 b J 5.4 


3.2 


7.9 


4.8 


4.3 


4.3 


8.7 


5.3 


2.7 


4.3 


4.8 


4.8 


7.5 


7.1 


504c 

505 1 7.3 

506 d 7. 6 
507d 


4.3 
4.4 
4.5 
4.7 
4.0 
3.9 


10.8 
10.8 
11.2 
11.4 
10.0 
9.5 












3.6 
8.7 
3.8 
4.0 
3.4 
3.3 


5.8 
5.8 
6.1. 


















7.1 
7.4 


































6.2 
5.4 
6.2 










508d 
509 c 


6.6 
6.6 










6.6 
6.5 










5.4 




4.7 


4.0 


5.4 




8.2 


7.7 


510 d? 
511c 

512 c 

513 c 

514 c 


6.3 
6.3 
6.6 
6.7 


3.9 
3.7 
3.8 
4.0 
4.0 
1 


9.8 
9.2 
9.2 
9.6 
9.8 


5.2 


5.0 
5.0 








3.3 
3.1 
3.2 
3.4 
3.4 


5.3 
5.0 
5.0 
5.2 
5.3 



5.2 


6.0 
5.0 










6.2 
6.2 
6.5 
6.5 














5.8 


4.0 






6.3 


4.0 








- 






515 d? 




















516 dr 




' 



















1 


617 b 


5.2 


2.9 1 


7.0 


4.5 


4.2 


4.1 


3.5 


6.1 


2.5 


3.8 


4.5 


4.2 


7.1 


6.7 


618 d? 6.1 


3.7 


9.0 


4.8 


4.5 


4.2 




5.0 


3.1 


4.9 


4.8 


4.5 


7.8 




610 d\ 6. 
520dr 1 6.0 
521c ' 6.6 


3.7 r 


8.8 


4.7 




4.1 


3.6 


5.9 


3.1 


4.7 


4.7 




7.1 


6.7 1 


8.7 
3.3 


8.8 

8.8 1 










5.9 
6.5 


3.1 
2.8 


4.7 
4.6 










4.3 


4.3 


3.9 




4.8 


4.3 


6.8 




522 c 1 5.5 


3.3 j 


7.0 


4.1 


4.0 


3.7 




6.4 1 


2.8 


4.8 


4.1 


4.0 , 


6.4 




523 d? 5.6 

524 1 Si 


3.2 


8.1 
7.7 






j 




5.5 1 

5.3 1 


2.7 


4.4 
4.1 














... ' 












1 


1 






. |. . . 
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Table 20,'^Belative intensitiea of radiation from holographs of rock-ialt prismaito solar spectrum— Continned, 

[Initials refer to observers.] 



Designation. 


Dec. 7, 
1897. 


Dec. 9, 1897. 


Mar. 14, 1808. 


Apr. 6, 1898. 


Dec. 7, 
1897. 

Bolo- 
grapb 


Dec. 9, 1897. 


Mar. 14, 1898. 


Apr. 6. 1898. 


Bolo- 
g«pb 


Bolo- 


Bolo- 
gn.^b 


Bolo. 
graph 


Bolo. 


Bolo. 
g~pb 


Bolo- 
C.G.A. 


Bolo- 
grapb 


Bolo. 


Bolo. 
g«^h 


Bolo. 


Bolo. 
gr^ph 


Bolo. 


C.G.A. 


C.G.A. 


C.G.A. 


C.G.A. 


C.G.A. 


C.G.A. 




525 


5.2 


8.1 


7.5 


3.8 





3.4 




5.1 : 2.6 


4.1 


3.8 




5.9 




526 d 


5.1 


3.2 


7.5 


8.7 


3.4 


3.8 




5.0 


2.7 


4.1 


8.7 


8.4 


5.7 




527 d? 

528 d 

529 d? 

530 d? 
531c 






























4.6 


2.9 


7.1 


8.4 


8.1 






4.5 


2.5 


8.8 


3.4 


3.1 






































8.8 


2.5 


5.9 


2.9 




2.8 


2.4 


8.7 


2.1 


8.2 


2.9 




4.9 


4.6 


532 dt 

533 d? 

534 




































1 


















8.8 


2.5 


5.9 


2.7 


2.8 


2.7 


2.2 


3.7 


2.1 


3.2 


2.7 


2.8 


4.7 


4.2 


585d 

536 d 

537 a Y 

538 c 


8.9 
3.1 


2.6 
1.9 


6.0 
4.6 


2.7 


2.6 






3.8 
3.1 


2.2 

1.6 


8.2 
2.5 


2.7 


2.6 














0.8 
0.6 
0.6 








0.8 
0.8 
0.8 






{ 


















.......(-- 






1.0 


0.6 


0.4 


0.8 


0.7 




0.4 


0.2 


0.2 


0.7 


0.7 


539d 




1.5 


1.1 


1.4 




1.4 


1.2 




0.6 


0.4 


0.7 




1.2 


1.2 


540 d 

541 d 

542 c 




2.6 
2.8 
2.3 


2.6 
2.6 
2.1 


2.2 


1.9 


2.0 
2.2 
1.9 






1.1 
1.2 
1.0 


1.1 
1.1 
0.8 


1.1 


1.0 


1.7 
1.9 
1.6 


1.7 






2.2 


1.4 


L8 




1.1 


0.6 


543 c 

544 d^ 

545 d/<* 

546 d 

547 d 

548 d 

549 




2.0 
2.1 
2.2 


1.8 
1.9 

2.2 
2.0 
1.9 
1.2 


1.9 
1.9 
2.0 
2.0 
2.0 


1.0 
0.9 
1.0 
1.0 
1.0 








0.8 
0.9 
0.9 


0.7 
0.8 

0.9 
0.8 
0.8 
0.5 


0.9 
0.9 
1.0 
1.0 
1.0 



0.5 
0.5 
0.5 
0.5 
0.5 


























1.7 


1.5 




1.5 


1.4 




2.2 
2.3 
1.8 




0.9 
1.0 
0.8 






1.5 


0.5 


1.5 


1.4 




0.7 


0.3 


1.8 


1.8 


550 c 




1.6 


1.3 


1.4 


0.2 


1.3 


1.2 




0.7 


0.5 


0.7 


0.2 


1.1 


1.2 


551 d 




1.7 
1.2 


1.3 
1.1 






1.3 
1.1 


1.8 
1.0 




0.7 
0.5 


0.5 
0.4 






1.1 
1.0 


1.8 
1.0 


552d^ ' 

558d/*^ 


1.3 


0.2 


0.6 


0.2 


1.4 
1.8 
1.3 








1.2 
1.4 
1.3 


1.0 
1.2 
1.0 




0.6 
0.8 
9.5 








1.0 
1.2 
1.1 


1.0 
1.2 
1.0 


' 554d 









0.6 
0.1 






0.8 
0.05 


555b 




0.7 


1.8 


0.3 


a6 


556d 
557 b 


;;::;::: 


1.8 
0.8 


1.1 
0.7 


L6 
1.1 


0.4 
0.0 








0.7 
0.4 


0.4 
0.3 


0.8 
0.5 


0.2 
0.05 






1.1 


1.0 




1.0 


1.0 


558d? 




0.9 


0.5 


1.2 


0.2 


1.1 


1.0 




0.4 


0.2 


0.6 


0.2 


1.0 


1.0 


559 d? 




1.1 


0.7 


1.6 


0.5 


1.4 


1.2 




0.5 


0.3 


0.8 


0.3 


1.2 


1.2 


560c 


1.2 


0.7 


1.5 


0.4 


1.3 


1.1 




0.5 


0.3 


0.7 


0.2 


1.1 


1.1 


561 d 


1.1 


0.7 


1 7 


0.5 


1.4 







0.5 


0.3 


0.8 


0.3 


1.2 




562 d? 


1.2 


1.0 


1.4 


0.5 


1.2 


1.1 




0.5 


0.4 


0.7 


0.3 


1.0 


1.1 


5630 




1.0 


0.6 


1.1 


0.3 


1.2 






0.4 


0.2 


0.5 


0.2 


1.0 




564d? 





0.8 


0.5 


0.9 


0.0 


0.7 


0.7 




0.4 


0.2 


0.4 


0.05 


0.6 


0.7 


565d 




0.8 


0.5 


0.8 


0.0 


0.7 


0.6 





0.4 


0.2 


0.4 


0.05 


0.6 


0.6 


566d ^ 




0.7 


0.4 


1.2 


0.6 


0.8 


0.7 





0.8 


0.2 


0.6 


0.3 


0.7 


0.7 


567 d 




1.0 


0.6 


1 6 




1.2 






0.4 


0.2 


0.8 




1.0 




568d7 




1.1 


0.9 




0.7 


1.3 


1.1 




0.5 


0.4 




0.8 


1.1 


1.1 


569 d 

570 dr 






0.9 


1.7 
1.2 


0.4 


1.3 
1.0 








0.4 


0.8 
0.6 


0.2 


1.1 
0.9 







0.8 






0.4 


5710 





0.8 


0.5 


1.0 


0.1 


0.8 


0.7 




0.4 


0.2 


0.5 


0.05 


0.7 


0.7 


572 d 




0.5 




1.0 


0.8 


0.8 


0.6 




0.2 




0.5 


0.3 


0.7 


0.6 


573 c 




0.5 


0.4 


0.5 


0.0 


0.4 


0.3 




0.2 


0.2 


0.2 


0.05 


0.8 


0.8 


574 d 

575 d 

576 








0.7 
0.5 


0.2 
0.0 












0.3 
0.2 










} 0.1 




0.4 


0.1 




0.1 




0.05 


0.3 


0.1 


577 

578 d 

579 d 








0.6 
0.8 
0.5 


0.0 
0.0 
0.0 


0.2 
0.2 


0.1 
0.0 
0.0 








0.3 
0.1 
0.2 


0.0 
0.0 
0.0 


0.2 
0.2 


0.1 
0.0 
0.0 
















0.1 


0.2 




0.1 


0.1 



Digitized by 



Google 



ANNALS OF A8TB0PHYSICAL OBSERVATORY. 17 1 

REDUCTION OF OBSERVATIONS. _. • 

1. Reduction op Measurkments in AitscisSiE. 

(a) Temperature correction. — The temperatures at which the holographs were taken 
were so constant and so near 20° C. that no correction has been necessary for either of 
the four classes of errors which, as has been shown on page 105, are introduced by 
changes of temperature. 

(6) Elimination of holographic or speed error. — In taking the mean of the measure- 
ments on the various holographs, attention was paid to the elimination of displacements 
of deflections introduced by the fact that the spectrum steadily moved across the 
bolometer strip, instead of remaining stationary throughout the time during which the 
galvanometer needle is adjusting itself. This error is nearly eliminated, as has been 
shown on page 120, by taking some holographs with motion in one direction and others 
in the reverse. Accordingly, this was done. In reducing the observations all the 
measurements of both observers on plates taken from short to long wave-lengths were 
placed in one group, and all those in the contrary direction in another, and the two 
corresponding means taken. The final mean of these two preliminary means gave the 
most probable value for the position of the lines. In determining its probable error 
it is obvious that the separate observ^ations should be subtracted from the appropriate 
preliminary means to obtain the residuals, and not from the final mean. Otherwise 
there would be introduced in the probable error (which is a measure of accidental or 
unknown errors) that known error in the separate holographs which is eliminated by 
taking the mean of the two preUminary means, and which therefore no longer affects 
the result. In this procedure it is assumed that the qpeed error is entirely eliminated 
by the device of taking half the holographs in one direction and the remainder in the 
opposite. This, as has been shown, is true only where the approaches to a deflection 
are alike, whether one goes from short wave-lengths to long or vice versa. But there 
are comparatively few deflections where this is not the case, and the error remaining 
for the unsymmetrical deflections will rarely amount to 0.1 mm., or 0.6" arc, 

(c) Bediiction to a constant reference point — As has been stated, several different 
sharp deflections, convenient to the purpose, were chosen on the several different 
types of holographs as zero p'oints for the measurements, and have been preserved as 
such as far as reduction (fc). The results in the final mean obtained in (b) were next 
reduced to the middle of the head of the A line as a common zero point, so that they 
might be joined onto visual observations 6f the absolute minimum deviation of A. 

(d) Reditction to angular ^ distance from A. — It has been shown that 1 cm. in 
abscissa of the holographs corres})onds at the speed ratio employed to 59.998" db* 
0.003" of spectrum. Accordiiigly, the final mean distances from A as obtained in (c) 
Wjpre. inuljdpli^d .by this, number and reduced to degrees, minutes, and seconds.. The 
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probable error in the speed ratio is so small as to be negligible in the 100 cm. of 
abscissae covered by the observations. 

(e) Reduction of angular distances from A to absolute deviations and refractive 
indices. — For this reduction we require to know the minimum deviation of A for the 
prism. The measurements of the deviation of A took place when the prism had a 
slightly diflferent angle from that which it had when the holographs were made, owing 
to its having been "fogged" and therefore repolished. Nevertheless, as its refracting 
angle at the time the holographs were taken was known by measurements accurate to 
within 10" of arc causing in any case an uncertainty of less than J" of arc in the 
greatest angular distances from A, no error of consequence is thereby introduced. 
The deviation of A at a different well-determined angle being accurately known, its 
deviation has been calculated for the angle at which the holographs were made. From 
this value were subtracted the angular distances obtained in (d) giving the absolute 
minimum deviations of the lines determined, and from these and the angle at which 
the holographs were assumed to be taken, the refractive indices were computed. 

The three angles used in these computations were determined as follows: 

Angle of the salt prism as used for bolograpbs from November 18, 1897, to July, 1898. 

Date of measurement, July 9, 1898. Observers, C. G. A. and 0. B. M. 

Method of measurement — Image of slit reflected alternately from two faces of movable 
prism to cross hairs of fixed 3-inch telescope of 3 feet focal length. Angle given by sub- 
tracting the difference of vernier readings from 180^. Four verniers read at each setting. 

Observations of vernier differences. 



No. 


Moasarement. 


1 


O / 1' 

120 6 18.2 
120 6 16.8 
120 6 17.8 


2 


3... 


Mean 


120 6 17.6 





Mean augle of prism 59^ 53' 42.4". 

Bbmarks.— The axis of rotation of the prism passed through the center of its rear face. Hence the angle was measnred, not at the 
center of prism faces, but halfway between the center and the back edges of the faces. As noted on page 103, rook-salt prisms are partico- 
larl3 likely to become concave, owing to their large temperature coefficient of expansion, and had the measurement of the angle been made 
at constant temperature it is probable that, having been taken thus 3.3 cm. below the center of the prism faces, it would have been larger 
than the mean angle by perhaps 10" or 15". But the temperature was rising during the observations at a rate, as given by the thermograph 
near the prism, of about 0.2<3 per hour. Consequently the prism faces tended to approach convexity, but probably not to such a degree as 
that the effect jast mentioned should be wholly counteracted. Hence we may suppose the observations to have been probably too large, but 
by an amount of not more than 10" of arc. However, the angle was assumed to bo 60° 53' 80" in the reductions. Should the angle really 
have been greater or less than 59° 53' 30" by as much as 10" an error ranging gradually from 0.0" of arc at A to ± 0.6" at the extremity of the 
region of the spectrum examined would be introduced in the deviations. 

Observations fob DETEBMiNiNa the Rbpbaotivb Index of A. 

To determine the absolute deviation and refractive index of the A line in the salt prism the 
following observations were made, in which special precautions were taken to eliminate error 
either from deflective coUimation or incomplete flatness of prism faces. The nature of these pre- 
cautions has been fully explained at a previous page, but a brief restatement may not be out. 
of place here. In each of the two methods employed the prism was provided with a pair of • 
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diaphragms as narrow as consistent with suitable visuRl resolution of A and adjusted symmetric- 
ally upon the two faces of the prism. By this means the refractive angle was necessarily measured 
for the same place upon the prism as the deviation, and thus error from imperfect flatness of faces 
was avoided. In the first method the angle was measured with the prism fixed and telescope 
movable, and with a pair of diaphragms whose centers were 2 cm. from the apex. The deviation 
was measured twice in this method, once when the prism was so placed that the divergency of 
the beam decreased the deviation as much as it did the angle, and once when it increased the 
deviation as much as it decreased the angle. The half sum of these two results gave the proper 
deviation, and their Lalf difference gave the proper correction to the angle. In the second method 
the an§^e was measured with telescope fixed and prism movable. The centers of the diaphragms 
were 6.5 cm. from the edge. The position of the prism was such that identically the same beam 
was reflected from each face, and thus the angle measured required no correction.^ In measuring 
the deviation the same procedure was used as in the first method, except that the prism was so 
placed that identically the same beam was used on the one side as on the other, and thus the 
deviations as measured required no correction. 

The table of measurements which follows, requires some explanation of the temperatures 
recorded. By << prism temperature" is indicated the temperature of a second large prism already 
mentioned, which has a thermometer bulb at its center, and gives as nearly as may be the 
temperature of the center of the similar large prism actually used optically. This temperature 
(corrected of course for thermometer error) was taken as the temperature of the prism used in the 
actual observations by the second method, and a temperature two-thirds the interval between 
this and the temperature of the air was taken as that of the observations by the first method. 
The latter procedure was followed on account of the nearness of the diaphragms to the edge 
of the prism in the first method and the nearer approach of that part of the prism to the air 
temperature. The deviations were corrected to 20^ 0. and a barometric pressure of 760 mm. 

Measurements of the refractive index for A in the rock-salt prism **B. B, L" Beduoed to temperature S(P C, barometric 

pressure 76 cm. 





Date. 


Time 

of 

day. 


Observed. 


Corrected. 


It 


1 


Observed 

deviation 

of A. 


Corrections 

todevia- 

tion. 


1 

Corrected 
' deviation 
of A. 


1 


Distance of axis of 
rotation fh>m apex. 




No. of 
obser- 
yation. 


H 

il 


li 

< 


1^ 


II 

< 


1 


1 


Remarks. 


1898. 


h. m. 


o 


o 


o 


o 


o 


em. 


Of '/ 


•// 


* 


O 1 II 


/, 


cm. 




1 1 Oct. 19 


940 


19.4 


19.6 


19.18 


19.56 


19.44 


76.3 


40 11 57.1 


-6.7 


+0.6 


40 21 51.0 


-2.7 


0.5 


First method. 
Meaaiii«d with 


2 
8 




50 
12 


19.39 
19.70 


19.76 
19.84 


19. 17 19. 72 
19.48 19.80 


19.53 
19.70 


76.4 
76.4 


58.2 
66.6 


—5.6 
—8.6 


+0.8 
+0.8 


53.4 
53.8 


-0.8 
+0.1 




diaphragms 4 
cm. nigh, 2 cm. 
wide, center be^ 
inff 2.0 cm. fh>m 
refracting angle. 


4 




M 


19.74 


19.96 


19.52 19.92 


19.78 


76.4 


58.4 


—2.6 


+0.8 


56.6 


+2.9 










9'= mean deviation A, =: 


40^21' 53.7",= 


= p.e.r 


=0.7". 


6 


Oot. 19 


2 15 


19.76 


19.82 


19.54 


19.78 


19.70 


76.4 


40 21 16.7 —3.6 ;+0.8 


40 21 13.9 


-2.7 


2.5 









30 


19.77 


19.82 


19.55 


19.78 


19.71 


76.4 


18.1 


-3.5 1+0.8 


15.4 


-1.2 






7 




325 


19.67 


19.60 


19.45 19.56 


19.58 


76.4 


24.5 


-5.6 1+0.8 


19.7 


+3.1 




Do. 


8 




35 


19.68 


19.80 


19.46 


19.76 


19.06 


76.4 


20.7 -4.1 1+0.8 
$" = mean deviation A, = 


17.4 


+0.8 








40O21'16.6",= 


=p.e.= 


=0.9". 






















0' + 0" 
2 ~ 


40O21'35.1' 


,p.e.=l.l. 






















"-/■= - 


0° 0' 18.6 


'. 





> The prism was speciaUy polished before the measarements with a design to avoid the usual concavity. Both 
surfaces were afterwards found to be somewhat convex, owing to overcorrection, and especially near the edges. 
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Mea$uremenU of the rtfraotive ind$xfor A in ike roek^ealt prism '*R, B, /." — Continaed. 



No. of 
obaer- . 
▼ation. 



Date. 



Time of 
day. 



Observed. 


Prism 
tempera- 
ture. 


Air 
tempera- 
lure. 








19.50 


19.14 


19.00 


20.00 


19.65 


19.74 


19.09 


19.80 


19.68 


19.84 



Angle of 
pnsm. 



Residu- 
als. 



Distance 
of axis 
of rota- 
tion fttnn 
apex. 



Bemarks. 



1898. 
Oct. 19 



h. m. 

10 70 
40 

11 25 
30 

8 46 



59 50 12.0 
16.5 
17.6 
18.1 
23.2 



-4.5 
-1.0 
+0.1 
-fC.6 

+4.7 



Same diaphragm used as in observations 1 to 8. 
fixed. Telescope moved. 



Prism 



Mean angle 59o 96" 17.5", p. e. = 0.9" 



18.6, = 



-= correction for divergence of light, p. e. = 1. 1". 



a = prUm angle = 60o 50' 86.1", p. e. = 1.4". 



Ko.of 
obser- 
ration. 



Date. 



Time 
of 
day. 



1898. 
Oct. 20 



h, m. 

050 

10 00 

40 

60 



Observed. 



A 



li 



Corrected. 



It 



19.26 
19.29 
19.37 
19.42 



19.56 
19.62 
19.72 
19.94 



19.04 19.52 
19.07 ' 19.58 
19.15 19.68 
19.20 19.90 



ft 



em. 
19.04 77.0 
19. 07 77. 
19.15 i 77.0 
19. 20 77. 



Observed 

deviation 

of A. . 



40 21 31. 6 
31.0 
29.2 
25.0 



Corrections 
to devia- 
tion. 



I 
I 



-11.5 
—11.2 
—10.2 
— 9.6 



+1.9 
+1.9 
+1.9 
+1.9 



Corrected 

deviation 

of A. 



40 21 22. 
22.6 
20.9 



^1 



St 



Remarks. 



+1.3 ! 
+1.9 I 
+0.2 



4.5 



17.3 -8.4 



Mean deviation 40^ 21' 20.7", p. e. = 0.8' 



Second method. 
Measured with 
diaphragms 4 cm. 
high, 2 cm. wide, 
center being 
6.6 cm. fh>m re- 
fracting angle. 



No. of 
obser- 
vation. 



Observed. 



Date. 



Time of I 
day. ' Prism 
, tempera- 
ture. 



Air 
tempera- 
tore. 



Angle of 
pnsm. 



1898. 
Oct 20 



m. 

1 10 
25 
83 

2 00 



19.98 


20.06 1 


19.77 


20.16 


19.72 


20.24 


19.86 


20.32 



Residu- 
aU. 



Distance 
of axis 
of rota- 
tion ftrom 
apex. 



Remarks. 



I 



59 56 16. 5 
17.1 I 
14.6 , 
12.4 i 



+0.6 
+2.3 
—0.3 
—2.5 1 



5.7 



Same diaphragm used as in observation 14 to 17. 
moved. Telescope fixed. 



Prism 



a = mean angle = 69° 66' 14.9", p. e. = 0.7" 



First method. 



Second method. 



= 40° 21' 35.1" p. e. = 1.1. ^(f 2V 20.7" p. e. = 0.8". 

a = 590 56' 36.1" p. e. = 1.4. 59^ 56' 14.9" p. e. = 0.7". 

u = 1.536800 p. e. 0.0000056, w't = 1. | 1.536827, p. e. = 0.0000033, w't 2. 
n (weighted mean) = 1.536818 ± 0.0000087. 



Computing from the value of n just obtained the deviation of A for a prism of 
refracting angle 59° 53' 30", as used in obtaining the holographs, we have designating 
the absolute (1< vintion by <9^, <9^zz40° 18' 20.6". 

Tliis aU>«»lir(^ (1< vintion is used in connection with the results taken from the 
l>ol<i. .jnlis to (»l)t;i!)i t!j(^ (1* \i<itions of the infra-red spectral lines and their refractive 
indice^. 
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(/) Reduction of angular deviations to 60^ prism angle for the salt prism, — ^While 
the refractive indices are, in default of wave-lengths, naturally the standard references 
for the lines determined, since they are independent of the prism angle and depend only 
on the substance of the prism and the temperature, yet, as they are the result of a 
somewhat tedious calculation, it has been thought best to give also the position of the 
lines in terms of minimum deviation of a 60"^ rock-salt prism at 20° C. tp facilitate the 
use of the tables. To do this we require to correct the observed deviations for the 
sUght diflference in the prism angle. An approximate differential formula for this 
reduction has been derived,^ but it has been thought better to use another method of 
approximation which is somewhat closer, but not so general. This is to compute from 
the refractive indices at A and at the end of the spectrum region covered by the 
holographs, i. e. at about 5.3// the deviations for a 60° prism. Subtracting from these 
values the deviations for a prism of 59° 53' 30" we have the corrections at A and 
at 5.3//. Taking the second difference of the deviations and dividing it by the dis- 
tance in centimeters of abscissae between the two points selected we obtain a mean 
coefficient for the interval, from which, with the observed distances of the lines from A, 
the correction for the angular distance from A of each is to be determined. The 
coefficient as thus computed, corresponding to an angle of 59° 53' 30", was —0.236, so 
that if X be the abscissa of any line, its minimum deviation for a 60° prism is obtained 
by adding to the deviation given in {e) the correction computed for the A line and 
subtracting 0.236a:. 

(^) Reduction to wave-lengths. — As stated on another page, it has been felt to be so 
desirable to obtain accurate wave-lengths for the infra-red lines, that a new determination 
of the dispersion curve for rock salt has been made with the great prism R B. I. An 
account of this research will be found in Part II. As it was done by the holographic 
method, the maxima due to the radiations of known wave-lengths were primai-ily found, 
not at such and such absolute deviations of the prism, as in the earlier investigation of 
the writer, and of Paschen, Rubens, and others, but at such and such distances from the 
A line, so that the wave-lengths of absorption lines may be determined wholly independ- 
ently of their absolute deviation, and dependent only on differences of deviation from 
A. This eliminates a large source of error, and enables us to get the wave-lengths 
of the absorption lines in the rock-salt spectrum with an accuracy nearly correspond- 
ing to the accuracy of the determinations of their positions on the holographs. To 
do this it is merely necessary to plot on a large scale the wave-lengths and corre- 
sponding distances from A and then to find upon the curve best representing these 
observations, the wave-lengths corresponding to the measured positions of the absorp- 
tion lines as given in Column VI, Table 21. This procedure has been followed, and 
the wave-lengths given in Table 21 are the result. 



' By J. E. Keeler. See Am. Jour, of Sci., third series, Vol. xxx, p. 450, 1885. 
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To obtain the wave-lengths of the lines discovered in the spectrum of the glass 
prism a number of the more prominent lines were identified between the rock-salt 
holographs and glass holographs. The wave-lengths being known from the former, it 
was merely necessary to make a plot in which the wave-lengths of these lines should 
determine ordinates, and their distances from A in the glass prism spectrum the 
abscissae. By interpolation in this plot the wave-lengths of all the remaining absorp- 
tion lines were determined. 

2. Reductions of Measures in Ordinates. 

(a) Reduction to a common scale throughout the region of spectrum, — Since at several 
points in the curves the slit width was changed, and with it the scale of ordinates, it 
becomes necessaiy to introduce a multiplier to reduce to a constant slit width.i While 
the use of tliis multiplier is self-evident in different parts of the same holograph, some 
explanation is necessary concerning the procedure in joining on the fl to Y holographs 
with the A to /i holographs. The ordinates found in the short region common to both 
sets of holographs should be the same for curves of the same dates. Accordingly, 
the ordinates of the /i to Y holographs have all been multiplied by such a quantity as 
to bring these common ordinates in agreement with those of the A to /i holographs 
nearest to them in point of time. 

(&) Reduction of holographs of different dates to a common scale. — In order to compare 
the ordinates to detect the occurrence of relative variation in the energy at different 
parts of the spectrum it is necessary that the holographs taken at different times shall 
all be reduced to the same scale of relative ordinates. This has been done by calling 
the energy at a point near /2, usually of maximimi energy, 100, and multiplying the 
the ordinates of every holograph by a factor obtained by dividing 100 by the measured 
ordinate of this point on the holograph in question. 

TABLES OF FINAL VALUES. 

In the following tables we have the final result of all these reductions. The 
absorption Unes discovered in the rock-salt prismatic spectrum will be found in Table 
21, while those from the glass prismatic spectrum appear in Table 22. Finally, in 
order to facilitate the use of the results by those who are concerned only with the 
wave-lengths and character of the lines, a third table is annexed from which all data 
relating to the prisms is eUminated, and in which all the lines discovered are arranged 
in regular order. In this table the results from the glass prism, so much fuller than 
those from the salt prism on account of greater dispersion, have been used exclusively 
as far as they go,^ and the salt prism results begin at /i. 

I In a few bolographs it was necessary to take accoant of the loss of energy by difiraotion owing to narrow 
slit widths. 

^ In W and £1 some lines were inserted taken from the results with rock salt, for, as will be seen later, at 
certain seasons of the year the general absorption here is much increased, so as to obscure entirely minute lines, 
and this was the case when the glass bolographs were t^ikeu. 
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Tablk 21. — Absorption line$ in the infra-red solar spectrum, from holographs of the rock-^alt prismatic spectrum.^ 









Number of ob- nr*Hn«t«« 
servations by- ' Ordio«t«»- 


Differences 

of 
deviation. 


Whole 
deviation. 


Whole 
deviation 
redaced to 
60^ prism. 


Probable error. 

Cols. VI VII, 

VIII. 


„_8ini(«+«) 


Probable 
error 
of ». 


Wave- 
length. 


Deaignatlon. 

(Explained 
on p. 132.) 




1 • 


Aver- 
age de- 
vUtion 
from 
mean. 


F.KF. 


C.G.A. 


Mean 
of re. 
daced. 


"" sinicu 


I. 


II. 


ni. 


IV. 


V. 


VI. 


VII. 


VIII. 


IX. 


X. 


XI. 


XII. 


XIII. 












' /« 


' /' 


O * n 


„ 


„ 






M 


idr 






2 




14.4 


2.8 


-0 7.1 


40 18 27. 7 


40 25 28.0 


0.12 


2.40 


1.536840 


.0000086 


0.7596 


2d 










11.9 


1.8 


- 2.9 


23.5 


23.8 


.24 


2.41 


827 


080 


.7600 


3d 


b 




6 




0.7 


1.3 


±0 0.0 


20.6 


20.9 


.12 


2.40 


818 


086 


.7604 


4d 










12.0 


3.5 


+0 3.7 


16.9 


17.2 


.12 


2.40 


807 


086 


.7609 


6df 










13.0 


2.2 


6.8 


13.8 


14.1 


.32 


2.44 


797 


087 


.7612 


6d 










14.2 


4.0 


9.1 


11.5 


11.8 


.18 


2.41 


790 


086 


.7614 


7d 










17.0 


1.8 


15.9 


4.7 


4.9 


.24 


2.41 


768 


086 


.7621 . 


8d 










15.0 


1.9' 


19.1 


1.5 


1.7 


.30 


2.42 


753 


086 


.7624 


9d 










17.4 


2.4 


22.3 


17 58.3 


24 58.5 


.24 


2.41 


749 


086 


.7620 


10 d 










14.7 


2.0 


25.4 


55.2 


55.4 


.24 


2.41 


789 


086 


.7631 


lid 




^A 










27.1 


53.5 


53.7 


.36 


2.43 


734 


087 


.7634 


12 d 




a 






15.7 


0.0 


30.4 


50.2 


50.4 


.36 


2.48 


723 


087 


.7688 


13 d 










1H.7 


3.4 


34.2 


46.4 


46.6 


.30 


2.42 


711 


086 


.7641 


lid 


b 








21.4 


4.8 


40.8 


89.8 


39.9 


.36 


2.48 


691 


087 


.7650 


15 d 










22.5 


3.6 


45.7 


84.9 


35.0 


.30 


2.42 


676 


086 


.7653 


16 d 










25.8 


i.1 


50.9 


29.7 


29.8 


.24 


2.41 


660 


086 


.7660 


17 d 










81.8 


0.0 


' 56.8 


23.8 


23,9 


.42 


2.44 


641 


087 


.7666 


18 d 










28.2 


4.4 


50.5 


21.1 


21.2 


.18 


2.41 


633 


066 


.7668 


19 d 










26.4 


0.0 


1 6.5 


15.1 


15.1 


.36 


2.48 


614 


087 


.7676 


20d J 










31.2 


4.1 


10.9 


9.7 


9.7 


.18 


2.41 


601 


086 


.7680 


21 d t 






84.0 


4.6 


2 36.2 


15 44.4 


22 44.1 


.54 


2.46 


832 


088 


.7772 


22d 






88.6 


6.1 


822.0 


14 58.6 


2158.1 


.24 


2.41 


189 


086 


.7826 


23df 






40.7 


8.2 


5 87.3 


12 48.3 


19 42.3 


.60 


2.47 


1.535767 


088 


.7987 


24 df 






45.6 


6.8 


6 18.2 


2.4 


1.2 


.18 


2.41 


680 


086 


.8030 


2Sd? 






40.8 


7.7 


7 18.4 


11 2.2 


18 0.8 


.18 


2.41 


452 


086 


.8119 


96d] 








41.2 


7.5 


25.0 


10 55.6 


17 54.2 


.54 


2.46 


431 


068 


.8126 


27d 






} • 


r 40.9 
\ 40.4 


5.9 


31.4 


40.2 


47.7 


.48 


2.45 


411 


087 


.8136 


28d 






5.4 


86.4 


44.2 


42.7 


.48 


2.45 


306 


087 


.8148 


20d 








86.6 


4.8 


41.6 


80.0 


87.6 


.18 


2.41 


879 


066 


.8150 


80 c 








40.1 


7.3 


47.0 


83.6 


32.1 


.12 


2.40 


368 


086 


.8160 


81 d 


^b 






38.6 


6.9 


51.8 


28.8 


27.2 


.12 


2.40 


847 


066 


.8164 


33df 






} • 


i 80.6 
145.1 


6.0 


57.6 


23.0 


21.4 


.24 


2,41 


829 


086 


.8173 


33o 






0.0 


8 0.1 


20.5 


18.9 


.24 


2.41 


822 


086 


.8178 


34df 




5 


} 3 


r 33.6 
t 45.7 


0.0 


8.2 


17.4 


15.8 


.12 


2.40 


813 


086 


.8181 


35d 






0.0 


5.3 


15.3 


13.7 


.24 


2.41 


806 


066 


.8183 


30 d 






} • 


I 40.2 
i 40.6 


6.0 


10.7 


0.9 


8.8 


.24 


2.41 


280 


086 


.8190 


87c ^ 




5.6 


18.9 


6.7 


5.1 


.24 


2.41 


279 


086 


.8196 


88d 






41.6 


5.2 


25.5 


9 55.1 


16 58.4 


.48 


2.45 


243 


087 


.8211 


80d 






40.7 


5.0 


31.8 


48.8 


47.1 


.30 


2.42 


223 


086 


.8221 


40 c 






42.4 


7.1 


36.0 


44.6 


42.9 


.12 


2.40 


210 


086 


.8228 


41 d 






41.0 


3.5 


46.1 


34.5 


82.7 


.18 


2.41 


178 


086 


.8240 


42d 






45.2 


8.0 


56.7 


23.9 


22.1 


.06 


2.40 


145 


086 


.8257 


43d 




} » 


t 37.1 
L 


0.0 


9 9.1 


11.5 


9.6 


.60 


2.48 


106 


089 


.8274 


44 d 






18.1 


7.5 


5.6 


.36 


2.43 


093 


087 


.8280 


45 d 






46.8 


9.5 


19.8 


0.8 


15 58.9 


.12 


2.40 


. 073 


086 


.8290 


46 d 






46.4 


8.7 


82.9 


8 47.7 


45.7 


.42 


2.44 


032 


087 


.8308 


47 d 






47.0 


8.5 


42.2 


38.4 


86.4 


.18 


2.41 


003 


086 


.8321 


48d7 




2 


43.0 


0.2 


48.5 


32.1 


30.1 


.18 


2.41 


1.534984 


086 


.8331 


40 d? 






41.1 


2.9 


54.3 


26.3 


24.8 


.42 


2.44 


965 


087 


.8340 


sod? 






46.9 


8.1 


10 12.9 


7.7 


5.6 


.18 


2.41 


907 


086 


.8366 


51 d 






49.5 


8.3 


29.6 


7 51.0 


14 48.8 


.30 


2.42 


855 


086 


.8389 


52dr 
53dr 




Q 

5 






51.0 
11 25.0 


29.6 
6 55.6 


27.8 
13 53.2 


.78 
.12 


2.52 
2.40 


788 
682 


090 
086 


.8420 
.8468 


53.2 


9.2 


54df 






52.2 


8.3 


36.3 


44.3 


41.9 


.24 


2.41 


647 


086 


.8484 


55c 




6 40.2 


7.2 


44.6 


36.0 


33.5 


.18 


2.41 


621 


086 


.8496 



I Table 21 is represented in Plates 
have been added to the table, which has 



XX 

579 



and XX A, except that since these plates were printed abont thirty lines belonging to Class D 
lines. 
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Tablb 21. — Absorption lines in the infra-red solar spectrum, from holographs of the rook-salt prismatic spectrum — Cont'd. 







Kamber of ob- 
servations by— 


Ordinates. 


Differences 

of 
deviation. 


Whole 
deviation. 


Whole 
deviation 
reduced to 
60^ prism. 


Probable error. 

Cols. VI. VII. 

VIII. 


«_Mni(fl+«) 


Probable 
error 
of n. 


Wave- 
length. 


DeafgnatioD. 


F.E.F. 


C.G.A. 


Meau 
of re- 
duced. 


Aver. 

viation 
from 


sini«. 






III. 




mean. 


















I. 


n. 


IV. 


V. 


YL 


vn. 


vm. 


IX. 


X. 


XI. 


xn. 


XIII. 












O 1 tl 


1 II 


o / // 


,, 






1*- 


Md 


6 


6 


50.4 


7.7 


54.7 


25.9 


23.4 


0.24 


2.41 


690 


C88 


0.8510 


57 d 


5 




50.1 


7.1 


12 8.6 


17.0 


14.5 


.18 


2.41 


562 


086 


.8.^23 


58d 


4 




50.2 


9.4 


8.0 


12.6 


10.0 


.24 


2.41 


548 


086 


8530 


50 b 


6 




46.6 


8.1 


13.3 


7.3 


4.7 


.06 


2.40 


532 


086 


.8638 


60df 


2 




45.0 


6.4 


16.7 


3.9 


1.3 


.36 


2.43 


521 


087 


.8642 


61 d 


6 




50.3 


8.2 


21.1 


5 69.5 


12 56.9 


.30 


2.42 


507 


086 


.8549 


02df 


8 








27.2 


53.4 


50.8 


.84 


2.64 


488 
446 


091 
087 


.8558 
.•577 


63d? 







52.1 


8.4 


40.8 


39.8 


87.1 


.48 


2.45 


64dr 







53.5 


8.1 


48.3 


32.4 


29.6 


.48 


2.45 


422 


087 


.8588 


65d 


3 




59.6 


8.9 


56.9 


28.7 


20.9 


.24 


2.41 


805 


086 


.8601 


66df 







48.2 


1.5 


13 14. 7 


5.9 


3.1 


.00 


2.40 


840 


086 


.8628 


67 df 


3 


} « 


t 52.2 
145.7 


5.0 


19.7 


0.9 


11 58.1 


.24 


2.41 


825 


086 


.8684 


68 d 


6 


0.0 


23.6 


4 57.0 


64.1 


.30 


2.42 


812 


086 


.8640 


60b 


6 




49.2 


6.9 


30.6 


50.0 


47.1 


.36 


143 


290 


087 


.8662 


70 df 


4 




52.3 


5.9 


37.3 


43.3 


40.4 


.48 


2.46 


269 


087 


.8661 


71 d 


5 




49.2 


3.4 


89.7 


40.9 


38.0 


.24 


2.41 


262 


086 


.8666 


72 d 


5 
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Table 21. — Absorption lines in the infrared solar spectrum^ from holographs of the rock-salt prismatic spectrum — Cont'd. 
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Table 21. — Abearptian lines in the infra-red solar spectrumj from holographs of the rock'Salt prismatic spectrum— Cont'd, 
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2.42 


448 


080 


.1681 


231c 








73.0 


0.4 


34 2.9 


17.7 


10.0 


.18 


2.42 


430 


080 


.1046 


232 d 








88.8 


0.0 


10.7 


9.9 


2.1 


.48 


2.46 


411 


008 


.1074 


233d J 








70.9 


0.1 


12.9 


7.7 


60 69.9 


.24 


2.42 


406 


080 


.1088 


234d 






07.1 


0.0 


15.9 


4.7 


50.9 


.00 


2.60 


806 


080 


.1004 


aao 


6 




77.0 


0.7 


25.0 


48 56.0 


47.2 


.12 


2.42 


806 


080 


.1731 


2300 






79.0 


7.0 


85.3 


46.3 


87.4 


.12 


2.42 


884 


080 


.1707 


237c 






78.0 


0.9 


40.5 


34.1 


20.2 


.00 


2.41 


200 


086 


.1800 


238c 






79.8 


7.0 


52.4 


28.2 


20.8 


.12 


2.42 


281 


060 


.1882 


239 c 






79.0 


0.9 


85 1.7 


18.9 


10.9 


.00 


2.41 


262 


086 


.1808 


240d 






83.7 


0.9 


7.8 


12.8 


4.8 


.24 


2.42 


283 


080 


.1800 


241 d 






95.9 


0.0 


9.9 


10.7 


2.7 


.18 


2.42 


220 


080 


.1000 


242 d 






84.7 


7.0 


15.7 


4.9 


40 60.0 


.24 


2.42 


208 


080 


.1921 


248 c 






84.0 


0.4 


20.7 


42 69.9 


61.0 


.12 


2.42 


• 102 


080 


.1042 


244c 






79.9 


5.8 


29.2 


61.4 


48.8 


.00 


2.41 


160 


086 


.1074 


245d 






82.5 


7.5 


34.2 


40.4 


88.3 


.48 


2.40 


160 


008 


.1006 


2400 






80.8 


0.5 


40.7 


80.9 


81.8 


.12 


2.42 


120 


080 


.2021 


247 c 






84.8 


5.4 


61.0 


20.0 


20.8 


.00 


2.41 


006 


060 


.2066 


248d 






85.3 


6.5 


68.4 


22.2 


14.0 


.18 


2.42 


074 


000 


.2002 


24»d 






87.2 


5.2 


80 0.8 


18.8 


6.0 


.18 


2.42 


048 


080 


.2126 


250d 






90.0 


0.0 


15.0 


6.0 


48 60.7 


.72 


2.62 


020 


000 


.2161 


231 d 






90.4 


5.9 


18.8 


1.8 


63.5 


.24 


2.43 


010 


087 


.2174 


'2S2d 






90.4 


5.8 


25.1 


4165.5 


47.2 


.12 


2.42 


L620000 


080 


.2200 


253d 










27.9 


52.7 
43.7 


44.4 

85.4 


.24 

.18 


2.43 
2.42 


082 
053 


087 
086 


.2212 
.2260 


2540 




90.3 


5.4 


86.0 


256dr 






92.1 


4.4 


42.8 


.17.8 


29.4 


.30 


2.44 


086 


087 


.2274 


250d 






91.9 


5.4 


49.8 


30.8 


22.4 


.24 


2.48 


018 


087 


.2808 


257 d 






93.8 


5.5 


58.8 


21.8 


13.4 


.80 


2.44 


886 


087 


.8841 


258d 






93.8 


5.4 


87 7.0 


18.0 


5.1 


.48 


2.40 


869 


088 


.2878 


259d 






93.2 


0.2 


14.4 


0.2 


47 57.7 


.80 


2.48 


886 


087 


.2410 


i 260dr 






92.7 


5.5 


28.7 


40 60.0 


48.4 


.42 


2.45 


807 


087 


.2460 


201 df 







93.9 


5.9 


27.5 


63.1 


44.0 


.30 


2.48 


705 


. 087 


.2466 


202d 







94.4 


4.1 


34.0 


40.0 


38.0 


.24 


2.43 


774 


087 


.2405 


2e3d 




3 




90.3 


8.2 


39.2 


41.4 


32.8 


.30 


2.48 


768 


087 


.2518 


2e4d 






} « 


r 03.8 
^ 87.8 


3.8 


44.1 


30.5 


27.0 


.24 


2.43 


748 


087 


.2640 


2G5d 






0.0 


48.0 


82.0 


24.0 


.30 


2.43 


730 


087 


.2660 


200d 








94.2 


0.0 


61.4 


29.2 


20.6 


.12 


2.42 


720 


086 


.2672 


267 d 








82.0 


6.1 


55.8 


24.8 


16.2 


.30 


2.43 


700 


087 


.2604 


208O 








80.0 


0.1 


38 0.4 


20.2 


11.5 


.00 


2.42 


001 


086 


.2615 


209d 


b 






82.8 


2.0 


5.0 


15.0 


6.3 


.24 


2.43 


075 


087 


.2689 


270 b 








75.5 


5.5 


9.5 


11.1 


2.4 


.12 


2.42 


003 


066 


.2657 


271d 








85.6 


4.8 


17.9 


2.7 


46 54.0 


.18 


2.42 


037 


086 


.2698 


272df 








89.7 


5.8 


28.8 


39 51.8 


43.0 


.24 


2.43 


002 


087 


.2750 


273 d 








03.4 


4.2 


33.0 


47.0 


38.8 


.00 


2.42 


580 


086 


.2770 


2740 








88.5 


4.2 


37.7 


42.9 


34.1 


.12 


2.42 


576 


086 


.2793 


275 d 






6 


03.7 


4.0 


49.7 


30.9 


22.0 


.36 


2.44 


637 


087 


.2850 


27ed; 






6 


94.4 


4.9 


57.5 


23.1 


14.2 


.30 


2.43 


513 


087 


.2889 
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Numl>er of ob- 
servations by— 


! 

Ordinates. 






Whole 
deviation 
reduced to 
00° prism. 










' 


Designation. 






Mean 


Aver- 
age de- 
viation 


Differences 

of 
deviation. 


Whole 
deviation. 


Cols. VI, VII. 
VIII. 


^slni«»+a^ 
sin i a. 


Probable 
error 
ofn. 


Wave- 
length. 




F. E. F. 


C.G.A. 


of rii- 
















1 




daced. 


from 
mean. 


















I. 


II. 


III. 


IV. 


V. 


VI. 


VII. 


VIII. 


IX. 


X. 


XI. 


XTT. 


XIII. 




1 






/ '/ 


' /' 


' 


,, 


„ 






M 


277 df 


:} • 


1 98.8 
^ 98.2 


4,6 


39 6.3 


14.3 


5.4 


0.60 


2.49 


485 


088 


1.2982 


278 (T 


4.7 


8.9 


11.7 


2.8 


.30 


2.43 


477 


087 


.2940 


d 


3} ^ 


ri02. 3 
^ 97.4 


0.0 


13.2 


7.4 


45 58.4 


.12 


2.42 


403 


086 


.2908 


280 d 


3.8 


16.5 


4.1 


55.1 


.18 


2.42 


458 


080 


.2983 


281 d 


6 4 


87.6 


5.4 


23.1 


38 57.5 


48.5 


.18 


2.42 


432 


080 


.8018 


282 d 


4 6 


89.1 


5.9 


27.3 


53.3 


44.3 


.30 


2.43 


419 


067 


.8039 


2*^3 d 


6 


6 


87.1 


5.9 


35.0 


45.6 


36.6 


.24 


2.43 


895 


087 


.8079 


284 tlf 


2 


2 


85.7 


4.4 


40.0 


40.6 


31.5 


.12 


2.42 


379 


080 


.3104 


285 <j 


6 


6 


83.0 


6.4 


43.2 


37.4 


28.3 


.24 


2.43 


809 


087 


.8120 


286^ 


2 









44.6 


30.0 


26.9 


.00 


2.42 


305 


080 


.3120 


287 c 




6 


80.3 


6.5 


53.1 


27.5 


18.4 


.18 


2.42 


838 


080 


. 3172 


288 






78.6 


6.1 


40 0.9 


- 19.7 


10.6 


.18 


2.42 


314 


080 


.8212 


289d V 






09.4 


7.1 


11.6 


9.0 


44 59.8 


.18 


2.42 


280 


080 


.3209 


200c 








64.6 


8.1 


17.0 


3.6 


54.4 


.12 


2.42 


203 


060 


.3290 


291 d 








64.3 


7.2 


27.5 


37 53.1 


43.9 


.18 


2.42 


230 


080 


.8354 


292 d 








60.8 


7.3 


33.9 


46.7 


37.4 


.18 


2.42 


210 


080 


.8300 


293d 








44.6 


5.0 


42.0 


38.6 


29.3 


.12 


2.42 


185 


080 


.8434 


294 d 








28.0 


3.5 


48.5 


32.1 


22.8 


.06 


2.42 


104 


080 


.8471 


295d 








18.8 


4.1 


55.2 


25.4 


16.0 


.30 


2.44 


143 


087 


.8510 


296d 








U.8 


1.7 


41 1.4 


19.2 


9.8 


.24 


2.43 


124 


087 


.8542 


297d 








8.6 


1.6 


9.9 


10.7 


1.3 


.24 


2.43 


097 


087 


.8500 


298d 






^ 


7.6 


1.3 


15.0 


5.6 


43 56.2 


.42 


2.45 


081 


087 


.3018 


299d 








7.8 


1.6 


20.1 


0.5 


51.0 


.42 


2.45 


065 


087 


.3047 


300 d 








5.7 


0.7 


25.5 


36 55.1 


45.0 


.30 


2.44 


048 


087 


.8079 


sold 








7.2 


1.3 


27.7 


52.9 


43.4 


.18 


2.42 


041 


080 


.3091 


302 d 








9.0 


1.6 


35.3 


45.3 


35.8 


.30 


2.44 


017 


087 


.3734 


303d 








7.8 


1.6 


42.9 


37.7 


28.2 


.36 


2.44 


1.528094 


087 


.3780 


304d 








7.1 


1.7 


48.7 


31.9 


22.3 


.18 


2.43 


976 


087 


.8815 


305 d 








8.5 


2.0 


56.9 


2.3.7 


14.1 


.24 


2.43 


950 


087 


.3803 


306d 


a 






8.5 


2.3 


42 5.8 


14.8 


5.2 


.24 


2.43 


922 


087 


.8915 


307 c 








8.4 


2.2 


9.0 


11.6 


2.0 


.24 


2.43 


912 


087 


.8085 


308 c 








9.4 


2.3 


18.0 


2.6 


42 52.9 


.24 


2.43 


888 


087 


.3990 


309 c 








11.1 


2.5 


26.1 


35 54. 5 


44.8 


.12 


2.42 


858 


080 


.4038 


310 c 


-¥ 






12.4 


3.0 


33.4 


47.2 


37.5 


.12 


2.42 


835 


080 


.4082 


311c 








17.3 


4.3 


41.7 


38.9 


29.1 


.12 


2.42 


809 


080 


.4132 


312 c 








19.3 


5.0 


49.1 


31.5 


21.7 


.12 


2.42 


786 


080 


.4180 


213 d 








25.4 


5.9 


56.4 


24.2 


14.4 


.18 


2.48 


703 


087 


.4224 


314 c 




6 




26.7 


6.4 


43 3.3 


17.3 


7.4 


.18 


2.43 


741 


087 


.4268 


315 c 




6 




26.8 


5.8 


11.0 


9.0 


41 59.7 


.06 


2.42 


717 


080 


.4317 


316 d 




6 




30.2 


6.8 


18.2 


2.4 


52. 5 


.12 


2.42 


095 


080 


.4302 


317 d 








31.8 


6.5 


23.9 


34 56.7 


46.8 


.06 


2.42 


077 


086 


.4398 


318 c 








34.6 


7.0 


31 


49.6 


39.6 


.18 


2.43 


054 


087 


.4444 


319 c ^ 






6 


37.5 


7.1 


39.1 


41.6 


31.5 


.06 


2.42 


029 


086 


.4490 


320 d* 








51.2 


8.0 


46.4 


84.2 


24.2 


.18 


2.43 


006 


087 


.4545 


321c) 








51.2 


6.4 


56.1 


21.6 


14.4 


.18 


2.43 


576 


087 


.4008 


822 










44.9 


6.8 


44 4.2 


16.4 


6.3 


.12 


2.42 


550 


086 


.4063 


323 


ih 


¥ 






42.4 


7.6 


10.2 


10.4 


0.3 


.06 


2.42 


532 


080 


.4702 


324c 










51.1 


7.1 


20.3 


0.3 


40 50. 1 


.18 


2.43 


500 


087 


.4770 


325 d] 










58.4 


0.0 


23.8 


33 56.8 


46.6 


.24 


2.43 


489 


087 


.4792 


326 c 








60.5 


6.9 


33.0 


47.6 


37.4 


.12 


2.42 


400 


080 


.4855 


327 d 








73.5 


4.7 


40.4 


40.2 


30.0 


.24 


2.43 


437 


087 


.4905 


828 d 








77.1 


4.3 


45.0 


35.0 


25.3 


.18 


2.43 


422 


087 


.4930 


329b 








81.4 


3.4 


57.8 


22.8 


12.5 


.06 


2.42 


882 


080 


.5024 


330 d 








89.4 


3.5 


45 4.8 


15.8 


5.5 


.18 


2.43 


360 


087 


.5071 


331 d 


3 




91.5 


3.1 


10.0 


10.0 


39 59.6 


.18 


2.43 


842 


087 


.5111 


332d 


6 




93.3 


2.5 


16.3 


4.3 


53.9 


.06 


2.42 


324 


080 


.5150 
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Table 21.— Ah$orption lines in the infra-red solar speotrumj from holographs of the roek-sali prismatic speotrum—ContUl. 





Number of ob- 
servations by— 


Ordinates. 






Whole 
deviation 
reduced to 
60O prism. 












Designation. 


' 


Mean 
of re- 
duced. 


Aver- 
age de- 
viation 
from 
mean. 


Differences 

of 
deviation. 


Whole 
deviation. 


Probable error. 

Cols. VI. VII, 

VIII. 


sinj(«+ft) 


Probable 
error 
ofn. 


Wave- 
length. 


F.E.F. 


C.G.A. 


"- sin (a. 


I. 


II. 


III. 


IV. 


V. 


VI. 


VII. 


VIII. 


IX. 


X. 


XI. 


XII. 


XIII. 


333d 


3 





97.7 


0.6 


O 1 II 

20.5 


« n 
0.1 


o / /' 

49.7 


// 
O.TJ 


2.42 


311 


086 


1.5180 


334df 




5 


96.0 


8.0 


27.8 


32 52.8 


42.4 


.:ii) 


2.44 


288 


087 


.5230 


385d 




4 


97.9 


1.6 


35.3 


45.3 


34.8 


. 18 


2.43 


264 


087 


.6281 


330 d? 




4 


98.1 


1.4 


42.1 


38.6 


28.0 


.4S 


2.47 


243 


088 


.5330 


337d 




6 


98.3 


. 1.2 


47.5 


33.1 


22.0 


.24 


2. 43 


220 


087 


.5366 


338df 




3 


99.9 


0.5 


56.2 


' 24.4 


13.0 


.48 


2.47 


190 


088 


.5426 


839df 




6 


08.4 


1.6 


59.5 


21.1 


10. -) 


.24 


2.43 


180 


087 


.5451 


340 d 




6 


98.8 


0.6 


46 7.3 


13.3 


2.7 


.24 


2. 43 


lot 


087 


.5506 1 


341 d 




5 


97.2 


0.7 


16.6 


4.0 


38 r>3. 4 


.3'-. 


2.4.3 


135 


0B7 


.5572 


342d? 







93.6 


0.0 


25.8 


8154.8 


4t.i 


.24 


2.43 


100 


087 


..in 10 


343 d ^ 




6 


93.2 


1.1 


28.8 


51.8 


41.1 


.24 


2.43 


096 


0S7 


-, , ■) 1 


344^7 






2 


92.1 


0.3 


33.3 


47.3 


36.0 


.24 


2. 43 


082 


087 


.5tiyo ' 


8450 




6 ' 6 


91.2 


1.1 


35.9 


44.7 


34. Of .U 


2.43 


074 


087 


.5715 


346df 


b 




1 


,92.8 
V 89.6 


0.0 


43.5 


87.1 


26.4 


.54 


2.48 


050 


080 


.5771 


847 d? 




6|/ 


0.0 


45.5 


35.1 


. 24.4 


.24 


2.43 


044 


087 


.6786 


848c 






6 


92.8 


1.8 


52.3 


28.3 


17.5 


.12 


2.43 


022 


087 


.5886 


84»d? 
350d 







5 






67.7 
47 2.2 


22.9 

18.4 


12.1 
7.0 


.06 
.18 


2.42 
2.43 


006 
1.527991 


086 
087 


.5879 
.5910 


93.5 


2.5 


351c 




6 ' 6 


91.0 


1.9 


8.4 


12.2 


1.4 


.12 


2.43 


972 


087 


.5060 


352 c 


b 




6 


91.1 


1.9 


17.8 


3.3 


37 52.4 


.06 


2.42 


944 


086 


.6028 


353d 






5 


93.5 


2.7 


27.6 


30 53.0 


42.1 


.30 


2.44 


912 


087 


.6110 


354df 






3 


95.1 


1.1 


31.6 


49.0 


38.1 


.06 


2.42 


899 


086 


.0141 


355 d? 




2 


96.7 


1.4 


34.8 


45.8 


34.9 


.12 


2.43 


889 


087 


.6166 


356d 







96.0 


2.4 


40.5 


40.1 


29.2 


.18 


2.43 


871 


087 


.6211 


357 d 




5 


94.0 


1.9 


46.6 


34.0 


23.0 


.18 


2.43 


862 


087 


.6262 


358d 




5 


92.4 


1:5 


53.2 


27.4 


16.4 


.24 


2.44 


832 


087 


.6316 


359 d 


8 


3 


91.0 


2.6 


57.0 


23.6 


12.6 


.42 


2.46 


820 


088 


.6348 


360 d? 


6 


5 


91.9 


2.5 


48 2.4 


18.2 


7.^ 


.12 


2.43 


808 


087 


.6391 


361 df 


6 


5 


91.8 


2.3 


8.3 


12.3 


1.2 


.42 


2.46 


784 


088 


.6441 


362d? 


6 


5 


92.9 


2.5 


18.1 


2.5 


86 51. 4 


.30 


2.44 


753 


087 


.6522 


363 c 


6 


6 


90.9 


2.1 


21.8 


29 5&g 


47.7 


.12 


2.43 


742 


087 


.6554 


364 d 







96.0 


0.0 


30.9 


49.7 


38.6 


.54 


2.48 


713 


089 


.6633 


365 c 




6 


90.0 


2.4 


36.4 


44.2 


33.0 


.18 


2.43 


696 


087 


.6682 


366 c 




6 


80.0 


2.5 


44.4 


36.2 


25.0 


.12 


2.43 


671 


087 


.6762 


867d 




6 


88.0 


3.4 


53.2 


27.4 


16.2 


.30 


2.44 


643 


087 




368d 




6 


88.0 


2.5 


49 1.7 


18.9 


7.6 


.24 


2.44 


616 


087 


.6910 


369 d 







89.4 


3.4 


5.5 


15.1 


3.8 


.54 


2.48 


604 


089 


.6942 


370 d 




5 


85.9 


2.7 


13.8 


6.8 


85 55.5 


.18 


2.43 


578 


087 


.7021 


371 d 




6 


85.2 


2.5 


2ai 


0.5 


49.2 


.30 


2.44 


559 


087 


.7080 


372 d? 
373c 





6 






27.1 
29.5 


28 53.5 
51.1 


41.1 
39.7 


.90 
.18 


2.59 
2.43 


536 
529 


092 

087 


.7147 
.7170 


81.9 


2.8 


374 d 







82.6 


4.6 


36.7 


43.9 


32.5 


.30 


2.44 


507 


087 


.7241 


375 d 




6 


78.4 


2.8 


41.5 


39.1 


27.7 


.18 


2.43 


491 


087 


.7287 


376 d 




} . 


|80.4 
\ 79.3 


5.3 


45.1 


35.5 


34.1 


.18 


2.43 


480 


087 


.7324 


377 d 




4.2 


49.1 


31.5 


20.0 


.30 


2.44 


467 


087 


.7364 


378 c 




( . 


t 75.1 


0.0 


53.5 


27.1 


15.6 


.18 


2.43 


453 


087 


.7410 


379 d 




\72.8 


0.0 


56.1 


24.5 


13.0 


.48 


2.47 


445 


088 


.7438 


380 d^ 

381 d/*^ 




^ 


r 84.3 
I 77.0 


0.0 


50 2.5 


18.1 


6.6 


.18 


2.43 


425 


087 


.7505 


'./ • 


5.8 


5.1 


15.5 


4.0 


.30 


2.44 


417 


087 


.7533 


382 d? 


2 


80.0 


0.0 


10.0 


10.6 


34 59. 1 


.48 


2.47 


. 402 


088 


.7587 


383c 




6 6 


69.9 


3.4 


14. C 


6.0 


54.4 


.18 


2.43 


387 


087 


.7637 


384 d 




5 


4 


64.8 


2.7 


23.3 


27 57.3 


45. l 


.30 


2.44 


360 


087 


.7650 


385 d 







C 


^»•^. ;» 


?' 2 


28.5 


52.1 


40.5 


.06 


2.43 


344 


087 


.7700 


3860 




6 


:.4. 2 


■•7 


34.7 


45.0 


34.3 


.18 


2.43 


324 


087 


.7762 


387 d 




6 6 

1 


43.7 


5. 2 


44.0 


36.6 


24.9 


.12 


2.43 


295 


087 


.7854 
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Table 21,— Jheorpiion Hne8 in the infra-red solar spectrumf from holographs of the rock-salt prismatic spectrum—ConVd. 







Number of ob- 
aervatione by— 


Ordlnates. 


Differences 

of 
deviation. 


Whole 
deviation. 


Whole 
deviation 
reduced to 
60® prism. 


Probable error. 
Cols. VI, VII. 

vni. 


1 

8ln4(d+«) 
•*=- sin^A. 

i 

1 
1 


Probable 
error 
of n. 


Wave- 
length. 


Deeignation. 


P.E.P. 


C.G.A. 


Mean 
of re- 
duced. 


Aver- 
afce de- 
viation 

Irom 
meau. 


I. 


11. 


in. 


IV. 


V. 


VI. 


VII. 


VIII. 


IX. 


X 


XI. 


XII. 


XIII. 


888d 









2a 3 


4.6 


O ' II 

62.9 


27.7 


16.0 


0.18 


II 
2.43 


267 


087 


ft 
1.7046 


889d 








19.0 


4.8 


61 2.8 


17.8 


6.1 


.12 


2.48 


235 


087 


.8040 


300c 








13.5 


3.0 


9.6 


11.0 


38 59.2 


.24 


2.44 


214 


087 


.8116 


891 d 








8.1 


1.8 


19.9 


0.7 


48.9 


.12 


2.43 


182 


087 


.8220 1 


892df 






} « 


f 12.1 
{ 8.6 


0.0 


23.8 


26 56.8 


45.0 


.00 


2.43 


170 


087 


.8262 


893dr 






3.6 


28.3 


52.8 


40.5 


.54 


2.49 


166 


080 


.8816 


804 d 








6.6 


2.1 


35.0 


45.6 


88.7 


.06 


2.43 


135 


087 


.8380 


805d 








5.2 


1.7 


45.8 


34.8 


22.9 


.42 


2.46 


101 


088 


.8500 


396 d 








4.9 


1.6 


55.0 


25.6 


13.7 


.24 


2.44 


072 


087 


.8500 


897 d 








4.6 


1.8 


52 0.9 


19.7 


7.7 


.24 


2.44 


063 


087 


.8661 


308 d 








5.5 


2.1 


7.6 


13.0 


1.0 


.18 


2.43 


032 


087 


.8735 


800d 


n 






5.4 


1.7 


17.3 


3.3 


82 51.8 


.18 


2.48 


001 


087 


.8840 


400 d 






4.2 


1.8 


28.5 


25 62.1 


40.0 


.30 


2.45 


1.626966 


087 


.8062 


401 d 






6 


5.1 


1.8 


35.8 


44.8 


32.7 


.12 


2.43 


943 


087 


.0040 


402 d 


a 






8.0 


2.7 


43.1 


37.5 


25.4 


.12 


2.43 


921 


087 


.0122 


403dr 








8.7 


0.0 


44.8 


85.8 


23.7 


.30 


2.45 


915 


087 


.0146 


404d 








9.3 


2.9 


50.8 


29.8 


17.6 


.24 


2.44 


896 


087 


.0211 


405c 








12.6 


3.8 


58.9 


21.7 


9.5 


.12 


2.43 


871 


087 


.0200 


406 d 








16.6 


3.9 


53 6.1 


14.5 


2.3 


.12 


2.43 


848 


087 


.0388 


407 c 








18.2 


3.3 


15.0 


5.6 


31 53.3 


.06 


2.43 


820 


087 


.0500 


408 d 








23.2 


5.5 


20.7 


24 59.9 


47.6 


.12 


2.43 


802 


087 


.0546 


400d 








34.2 


3.9 


28.9 


51.7 


39.4 


.06 


2.43 


777 


087 


.0640 


410 d 








41.6 


3.5 


35.6 


45.0 


82.7 


.24 


2.44 


756 


087 


.9720 


411 d 








43.3 


3.4 


44.9 


85.7 


23.3 


.30 


2.45 


726 


087 


.0825 


412 bh 

413 c 








20.8 


2.4 


57.7 


22.9 


10.5 


.18 


2.44 


686 


087 


.0080 








23.8 


2.8 


54 5.7 


14.9 


2.4 


.18 


2.44 


661 


087 


2.0070 


414 d 








47.2 


3.4 


20.7 


23 50.9 


80 47.4 


.36 


2.46 


614 


088 


.0250 


415 d| 








48.0 


3.9 


30.3 


50.3 


37.7 


.30 


2.45 


583 


087 


.0364 


416 b «t 

417 cf 






6 


37.8 


3.0 


40.7 


39.9 


27.3 


.18 


2.44 


651 


087 


.0400 






6 


39.2 


3.8 


49.9 


30.7 


lai 


.12 


2.43 


522 


087 


.0604 


418 d) 




6 


43.6 


4.0 


54 56.8 


39 23 23.8 


39 80 11. 1 


0.18 


2.44 


1.626500 


.0000087 


2.0686 


412 b1 






14.2 


3.6 


















413 d L 






18.7 


5.5 


















414 d j 

415 d 


























89.8 


6.9 


410 b "* 






29.8 


5.4 


















417 < ^ 






31.3 


5.5 


















418 a 

419 d 






86.1 
41.4 


7.0 
6.9 

















2.0686 
.0818 


55 7. 2 


39 23 13.4 


39 30 0.7 


0.42 


2.47 


1.626467 


.0000088 


420 a 






41.8 


6.3 


14.1 


6.5 


29 53.8 


.48 


2.48 


446 


080 


.0000 


421 df 


} « 


{ : 


43.0 


6.7 


22^4 


22 58.2 


45.4 


.48 


2.48 


420 


080 


.1006 


422dl 


40.9 


5.5 


29.3 


51.3 


38.5 


.30 


2.45 


898 


087 


.1000 


423 c 






42.3 


6.4 


34.1 


46.5 


33.7 


.18 


2.44 


388 


087 


.1150 


424 d 






42.5 


7.1 


41.8 


88.8 


26.0 


.24 


2.44 


359 


087 


.1246 


425d 






40.5 


7.2 


56 .3.8 


16.8 


8.9 


.18 


2.44 


280 


087 


.1510 


426 c 




7 


38.4 


6.8 


13.9 


6.7 


28 53.7 


.18 


2.44 


258 


087 


.1645 


427 d 






36.8 


5.2 


25.2 


21 55.4 


42.4 


.24 


2.44 


222 


087 


.1700 


428d 




6 


38.1 


7.0 


30.0 


50.6 


37.6 


.18 


2.44 


207 


087 


.1855 


420 d 






85.7 


5.8 


40.1 


40.5 


27.4 


.12 


2.44 


175 


087 


.1074 


430 d 






84.6 


8.2 


43.3 


37.3 


24.2 


.24 


2.45 


166 


087 


.2018 


431 df 






39.1 


4.2 


54.0 


26.6 


13.5 


.30 


2.45 


182 


087. 


.2151 


432 d 7 






38.7 


5.3 


57 8.3 


12.3 


27 59.1 


.36 


2.46 


087 


088 


.2338 


433d 


5 




32.5 


7.0 


35.9 


20 44.7 


31.4 


.30 


2.45 


000 


087 


.2605 


434d 


5 




32.3 


6.0 


43.9 


36.7 


23.4 


.36 


2.46 


1.625075 


088 


.2706 
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Table 21. — Ah$orpHan lines in the it^fra-red solar speotrumf from holographs of the rock-salt prismatic spectrum — Cont'd. 









l^nmberof ob- 
servationa by— 


Ordlnates. 


Dlffeienoea 

of 
deviation. 


Whole 
deviation. 


Whole 
deviation 
reduced to 
60° prism. 


Probable error. 

Cole. VI, vn, 


,^8inK«+a) 
sinia. 


Probable 
error 
ofn. 


Wave- 
length. 




Designation. 


F.E.F. 


C.G.A. 


Mean 
of re- 
duced. 


Aver- 
age de- 
viation 
from 












mean. 




















I. 


U. 


III. 


IV. 


1 
T. 


VI. 


vn. 


vin. 


IX. 


X. 


XI. 


xn. 


xm. 














/ // 


O / II 


o / // 


„ 








M 




435d7 




3 


20.4 


6.7 


62.0 


28.6 


15.2 


0.80 


2.45 


040 


087 


2.2003 




436d? 




3 


27.0 


0.6 


65.6 


25.0 


11.6 


.06 


2.44 


038 


087 


.2050 




437 d 






30.8 


5.5 


50.3 


21.3 


7.0 


.12 


2.44 


026 


087 


.2000 




4380 






20.3 


6.4 


58 13.6 


7.0 


26 53.6 


.18 


2.44 


881 


087 


.3180 




430d 






30.0 


7.1 


20,2 


0.4 


46.0 


.30 


2.45 


860 


087 


.3268 




440 d 






25.0 


5.5 


20.5 


10 61. 1 


37.6 


.30 


2.45 


831 


087 


.3380 




441 d) 

442 dT 






26.3 


5.4 


86.7 


43.0 


80.4 


.12 


2.44 


808 


087 


.3488 








22.5 


4.2 


30.8 


40.8 


27.3 


.12 


2.44 


700 


087 


.3520 




443 d 






21.0 


5.4 


52.6 


28.0 


14.4 


.24 


2.45 


750 


087 


.3600 




444 d) 

445 dr 




} ; 


20.0 


5.6 


50.6 
1 60 4.4 


21.0 


7.4 


.54 


?.50 


736 


080 


.8780 




6 


16.2 


2.6 


.54 


2.50 


721 


080 


.3860 




446 d 


5 




10.4 


5.5 


18.4 


2.2 


25 48.5 


.18 


2.44 


678 


087 


.4030 




447 c 






16.5 


5.3 


24.8 


18 53.8 


42.1 


.18 


2.44 


667 


087 


.4115 




44Bd 






16.8 


5.0 


30.1 


41.5 


27.7 


.30 


2.46 


612 


088 


.4300 




440o 






12.7 


4.4 


40.2 


31.4 


17.6 


.12 


2.44 


581 


087 


.4446 




450df 






14.0 


4.2 


1 1.4 


10.2 


5.3 


.54 


2.50 


642 


080 


.4610 




451 df 










4.1 


16.5 


2.6 


.54 


2.50 


534 


089 


.4660 




452 df 






10.4 


4.4 


7.4 


13.2 


24 50.3 


.80 


2.46 


523 


088 


.4600- 




453df 










0.5 


11.1 


57.2 


.60 


'2.51 


516 


000 


.4718 




454d 






7.6 


3.7 


14.5 


6.1 


52.2 


.24 


2.46 


501 


087 


.4782 




456 






5.0 


2.8 


10.1 


1.5 


47.6 


^ .18 


2.44 


486 


087 


.4850 




456d 






6.3 


2.6 


30.5 


17 60.1 


86.1 


.12 


2.44 


451 


087 


.5000 




457 d 






4.6 


3.2 


38.0 


42.6 


28.6 


.12 


2.44 


427 


087 


.5100 




46edf 










42.6 


38.1 


24.1 


.72 


2.54 


413 


001 


.6162 




450a X 


{ : 




1.1 


1.2 


44.8 


35.8 


21.8 


1.32 


2.78 


405 


000 


.5200 


1 




0.5 


0.2 


4 30.4 


13 41. 2 


20 26.2 


1.20 


2.72 


1.524667 


007 


.8442 


1 


460d 






0.0 


0.5 


35.8 


44.8 


20.0 


0.12 


2.45 


678 


087 


.8300 


l 


461 d 






1.2 


0.6 


40.7 


30.0 


15.0 


.18 


2.45 


634 


087 


.8586 


1 


462d 






1.8 


1.0 


50.5 


21.1 


6.1 


.18 


2.46 


603 


087 


.8716 




463 






2.2 


1.0 


5 14.3 


6.3 


10 51. 2 


.24 


2.46 


557 


088 


.8830 : 




464d 






8.0 


1.4 


24.0 


12 65.7 


40.6 


.18 


2.45 


523 


087 


.0075 




466d 






4.5 


1.6 


80.3 


50.3 


35.1 


.24 


2.46 


506 


088 


.0158 ! 




466 






3.4 


1.5 


44.0 


36.6 


21.4 


.24 


2.46 


463 


088 


.0342 1 




467d 






3.0 


1.6 


50.0 


80.6 


15.4 


.30 


2.46 


445 


088 


.0430 




468dr 






2.0 


1.5 


6 0.0 


10.7 


4.4 


.36 


2.47 


410 


088 


.0586 




460 b 


7 




2.8 


1.1 


5.0 


15.6 


0.3 


.18 


2.45 


307 


087 


.9640 




470 d 






3.1 


0.7 


11.0 


0.6 


18 54.3 


.12 


2.45 


378 


087 


.0728 




471 df 


2 




5.4 


1.8 


20.7 


11 60.0 


44.5 


.30 


2.46 


848 


088 


.0861 




472 >| 


d 




4.6 


1.7 


26.3 


54.3 


38.0 


.30 


2.46 


330 


088 


.9042 




473 d 








....... 




30.0 


50.6 


35.2 


.00 


2.45 


310 


087 


3.0000 




474 








4.2 


1.5 


38.0 


42.0 


27.2 


.24 


2.46 


203 


088 


.0108 




475 








3.2 


1.3 


52.7 


27.0 


12.4 


.42 


2.48 


247 


080 


.0316 




476 


Xi 






2.0 


1.1 


7 0.8 


10.8 


4.3 


.34 


2.46 


228 


088 


.0432 




477 


a 






8.4 


1.3 


12.0 


7.7 


17 62. 1 


.24 


2.46 


183 


088 


.0605 




478 d 








3.6 


1.4 


26.6 


10 54.0 


38.4 


.80 


2.47 


140 


088 


.0708 




470 c 








2.8 


1.2 


30.0 


50.6 


35.0 


.12 


2.45 


120 


087 


.0856 




480d? 








2.2 


0.2 


86.4 


45.2 


20.6 


.24 


2.46 


112 


088 


.0020 




4810 








2.0 


1.1 


40.4 


40.2 


24.5 


.24 


2.46 


• 006 


088 


.0008 




482o 








4.6 


1.6 


63.0 


26.7 


11.0 


.24 


2.46 


054 


088 


.1100 




483 








4.1 


1.7 


8 8.4 


12.2 


16 66.4 


.24 


2.46 


008 


088 


.1301 




484d 1 






5.6 


1.2 


16.3 


4.3 


48.5 


.30 


2.47 


1.623083 


088 


.1500 




485 d 
486d 






} • 


7.4 


2.4 


f ^ 27.3 
^ ' 31.2 


53.3 
40.4 


37.4 
23.6 


.06 
.42 


2.63 
2.48 


048 
036 


004 
080 


.1650 
.1710 




487d 








5.1 


1.5 


37.1 


43.5 


• 27.6 


.42 


2.48 


021 


089 


.1706 




488d 








2.6 

1 


1. 40. 1 


31.5 


15.6 


.36 


2.48 


880 


080 


.1056 
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Table 21. — Ah»orption lines in the infra-red 86lar spectrum, from holographs of the rook-aalt priematio spectrum — Cont'd. 







Nainberofob- 
serratioDS by— 


Ordinates. 


Differencen 

of 
deviation. 


Whole 
deviation. 


Whole 
deviation 
rbdaced to 
60O priam. 


Probable error. 

Cola. VI, VII, 

VIII. 


SnTa~ 


Probable 
error 
of n. 


Wave- 
length. 


Deaignation. 


F. E. F. 


C.G.A. 


Mean 
of re- 
duced. 


Aver, 
agede* 
vlation 
from 
mean. 


I. 


II. 


III. 


IV. 


V. 


VI. 


VII. 


VIU,: 


IX. 


X. 


XI. 


XII. 


XIU. 


489 c 




5 


5 


2.3 


0.8 


54.3 


O / '* 

26.3 


/ u 
10.8 


6.18 


2.46 


863 


088 


8.2032 


490 a 

491 <l 




4 
6 



6 






58.4 
9 4.9 


22.2 
15.7 


6.2 
15 69.7 


.80 
.24 


2.48 
2.46 


851 
830 


089 

088 


.2092 
.2180 


2.3 


0.8 


492 <l 1 







3 


3.0 


1.1 


8.2 


12.4 


56.4 


.00 


2.45 


820 


087 


.2228 


493 c 


x» 


7 


7 


3.5 


1.1 


21.6 


8 59.0 


42.9 


.24 


2.46 


778 


088 


.2410 


494 b 




7 


7 


3.2 


1.1 


36.9 


43.7 


27.0 


.30 


2.47 


729 


088 


.2620 


495 a 


a 


5 


5 


3.9 


1.5 


^ 42.6 


38.0 


21.9 


.66 


2.54 


711 


091 


.2702 


496d? 
497 c 




2 
6 


} ^ 


3.1 


i.O 


1 10 0.2 
i 3.4 


20.4 
17.2 


4.2 

1.0 


.06 
.42 


2.45 
2.49 


656 
646 


087 

089 


.2942 
.2990 


498 b 




7 


7 


2.7 


0.8 


15.1 


6.5 


14 49.2 


.24 


2.40 


600 


088 


.3150 


499 c 




6 


7 


4.6 


1.4 


36.8 


7 438 


27.4 


.42 


2.49 


540 


08'» 


.3430 


500 




6 


7 


4.5 


1.2 


46.2 


34.4 


18.0 


.36 


2.48 


511 


080 


.8559 


501 d 




5 


3 


5.1 


1.6 


56.6 


24.0 


7.6 


.24 


2.40 


478 


088 


.8699 


502 d 




6 


7 


6.1 


1.7 


11 3.3 


17.3 


0.8 


.12 


2.40 


457 


088 


.8796 


503 b J 




7 


7 


6.2 


1.7 


22.9 


6 67.7 


13 41.2 


.24 


2.46 


895 


088 


.4051 


504 


2 


2 


7.8 


1.8 


45.2 


35.4 


18.8 


.60 


2.68 


825 


090 


.4350 


505c 


2 


3 


9.3 


2.0 


59.0 


21.6 


4.9 


.60 


2.63 


281 


090 


.4580 


506 d 
507d 


} * 


( ; 


9.6 
8.4 


2.2 

1.8 


12 18.4 
31.7 


7.2 
5 48.9 


12 50.5 
32.1 


.66 

.12 


2.54 
2.40 


236 
178 


091 
088 


.4724 
.4960 


508d 


2 


3 


8.5 


1.9 


13 1.5 


19.1 


2.2 


.18 


2.46 


084 


088 


.5346 


509c 


5 


6 


7.7 


1.5 


6.5 


14.1 


11 57. 2 


.86 


2.48 


068 


089 


.6406 


501 d? 


2 


3 


6.1 


1.8 


15.5 


6.1 


48.1 


.84 


2.60 


040 


093 


.5512 


511 c 


2 


5 


6.6 


2.0 


33.0 


4 47.6 


30.6 


.42 


2.49 


1.522985 


089 


.6704 


512 c 


2 


8 


8.0 


1.8 


42.6 


38.0 


20.9 


.36 


2.48 


955 


089 


.6866 


513 c 


3 


5 


6.8 


2.3 


58.7 


21.9 


4.7 


.30 


2.48 


904 


089 


.6072 


514 c 


4 


3 


8.4 


1.9 


14 15.9 


4.7 


10 47.5 


.60 


2.53 


849 


090 


,6300 


515 dr 


3 









28.1 


3 52.5 


85.2 


.36 


2.48 


811 


089 


.6450 


516 dr 


2 







39.1 


41.5 


24.2 


.48 


2.50 


776 


089 

089 


.6590 


517 b 


7 


7 


5.8 


1.6 


49.2 


31.4 


14.0 


.86 


2.48 


744 


.6716 


518 dr 


3 


6 


6.5 


2.0 


16 1.8 


18.8 


1.4 


.86 


2.48 


705 


089 


.6880 


519 d^ 

520 ar 


3 


6 


6.9 


1.4 


21.0 


2 59.6 


9 42.1 


.18 


2.47 


644 


088 


.7138 


3 


3 


7.6 


1.6 


25.0 


55.6 


38.1 


.12 


2.46 


632 


088 


.7178 


521c 


6 


6 


6.2 


2.1 


37.9 


42.7 


25.2 


.48 


2.51 


691 


090 


.7336 


522 c 


6 


6 


5.7 


1.8 


59.0 


21.6 


4.0 


.86 


2.49 


524 


089 


.7696 


523 d/ 


2 


2 


8.2 


0.9 


16 7.9 


12.7 


8 55.0 


.36 


2.49 


496 


089 


.7708 


, 524 c 


4 


3 


6.7 


1.5 


22.2 


1 58.4 


40.7 


.24 


2.47 


451 


088 


.7886 


1 525 


5 


5 


5.9 


1.4 


41.4 


39.2 


21.4 


.18 


2.47 


390 


088 


.8122 


520 d 


5 


6 


5.3 


1.6 


59.5 


21.1 


3.2 


.30 


2.48 


333 


089 


.8345 


527 d? 

528 d 


2 









17 9.2 


11.4 


7 53.5 


.80 


2.48 


803 


089 
089 


.8465 


2 


5 




4.8 


1.8 


16.6 


4.0 


46.1 


.86 


2.49 


279 


.8555 


529 d ? 


2 










23.2 


57.4 


39.4 


.00 


2.46 


258 


088 
089 
090 


.8642 


5;{0d/ 


2 





1 


30.0 


50.6 


32.6 


.80 


2.48 


237 


.8722 


531c 


7 


6 


4.6 


0.9 


34.2 


46.4 


28.4 


.48 


2.51 


224 


.8771 


532 d 1 

533 dl 
; 534 c 


2 









41.3 


39.3 


21.3 


.06 


2.46 


201 


088 
080 
091 


.8858 


2 







1 


45.3 


35.3 


17.3 


.30 


2.48 


189 


.8909 


7 


7 


4.1 


1.1 


18 11.4 


9.2 


6 51.1 


.60 


2.55 


106 


.9222 


535 d 


4 


5 


4.0 


1.5 


19 32. 7 


38 58 47.9 


6 29.4 


6.24 


6.71 


1.521850 


240 


4.0211 


536 d 


4 


3 


4.0 


0.8 


20 21.6 


57 59.0 


4 40.8 


7.98 


8.35 


695 


298 


.0810 


537 a Y 


{ : 


6 
6 


0.3 
0.3 


0.0 
0.0 


21 42.8 
27 2.4 


56 37.8 
51 18.2 


3 18.8 
38 57 58. 


2.58 
9.00 


3.57 
9.33 


439 
1.520429 


127 
833 


.1790 
.4988 


538 c 


6 


6 


0.5 


0.2 


26 57.4 


23.2 


58 3.0 


1.44 


2.87 


444 


102 


.4939 


539 d 





5 


1.0 


0.2 


27 38.6 


50 42.0 


57 21. C 


1.08 


2.71 


314 


097 


.6368 


540 d 


4 


6 


1.4 


0.4 


28 24.3 


49 56.3 


56 35.7 


0.54 


2.54 


170 


091 


.6845 


541 d 


4 


3 


1.9 


0.1 


53.6 


27.0 


6.3 


1.26 


2.78 


077 


099 


.6156 


542 c 


7 


7 


1.3 


0.4 


29 17.2 


3.4 


55 42.6 


0.36 


2.61 


002 


090 


.6402 
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Number of ob- 
seryatioDs by— 


Ordinates. 


1 

Differenceii 

of 
deviation. 


Whole 
deviation. 


Whole 
deviation 
reduced to 
60<3 prism. 






,^8inJ(tf+a) 
sin 1 a. 


Probable 
error 
ofn. 


Wave- 
lenicth. 


Deeiffnation. 






Mean 


Aver- 
age de- 
viation 


Probable error. 

Cole. VI, VII, 

VUI. 




F.E.P. 


C.G.A. 


of re- 


















\ 


duced. 


from 
mean. 






VIII. 










I. 


n. 


in. 


IV. 


V. 


VI. 


VII. 


IX. 


X. 


XI. 


xn. 


XIII. 












o / // 


o » /» 


« " 


„ 


„ 






M 


6480 


5 


4 


1.0 


0.4 


40.1 


48 31.5 


10.6 


1.02 


2.60 


1. 519901 


096 


4.6789 


544 d^ 
645 d^ 


} » 


( ; 


I.O 


0.4 


57.7 


22.9 


2.0 


0.72 


2.59 


874 


092 


.6829 


0.9 


0.4 


30 10.3 


10.3 


54 49.3 


.72 


2.50 


834 


092 


.6960 


646 d 







1.0 


0.4 


17.2 


3.4 


42.4 


.30 


2.50 


813 


089 


.7026 


647 d 


4 




1.1 


0.4 


22.8 


47 57.8 


36.8 


.54 


■ 2.54 


795 


091 


.7087 


548d 







1.4 


0.2 


41.5 


39.1 


18.0 


1.50 


2.90 


786 


104 


.7284 


649c 


7 




0.9 


0.4 


59.2 


21.4 


0.2 


0.66 


2.57 


645 


092 


.7682 


560c 


7 




0.8 


0.3 


31 27.1 


46 63.5 


53 32.2 


.60 


2.56 


591 


091 


.7759 


651 d 







1.1 


0.1 


87.4 


43.2 


21.9 


.48 


2.58 


558 


090 


.7866 


662 d^ 

663 dr 


3 




0.7 


0.2 


54.2 


26.4 


5.0 


.48 


2.58 


506 


090 


.8089 


3 




1.0 


0.0 


32 3.3 


17.3 


52 55. 9 


1.14 


2.74 


477 


008 


.8139 


664dr 







1.0 


0.4 


119 


7.7 


46.2 


.48 


2.68 


447 


090 


.8288 


565b 


7 




0.7 


0.3 


46.9 


45 38.7 


12.1 


0.72 


2.59 


339 


092 


.8590 


656d 


7 




0.7 


0.8 


33 24.1 


44 66.5 


5134.8 


.48 


2.54 


221 


091 


.8978 


567 b 


7 




0.6 


0.3 


44.2 


36.4 


14.6 


.48 


2.64 


168 


091 


.9185 


668dr 







0.6 


0.3 


48.9 


31.7 


9.9 


.36 


2.52 


142 


090 


.9239 


659dr 







0.8 


0.3 


59.8 


21.8 


50 59.4 


.36 


2.52 


110 


090 


.9345 


seoo 


7 




0.7 


0.8 


34 8.6 


12.0 


50.1 


.42 


2.68 


080 


090 


.9440 


561 d 







0.7 


0.3 


13.9 


6.7 


44.8 


.64 


2.66 


063 


091 


.9495 


662d? 







0.8 


0.2 


29.4 


43 51.2 


29.2 


.36 


2.62 


014 


090 


.9664 


5«3o 


5 




0.5 


0.2 


36.0 


45.6 


23.6 


1.02 


2.69 


1.618997 


006 


.9714 


6e4d? 




f ^ 


0.4 


0.2 


47.2 


38.4 


11.3 


1.86 


2.52 


958 


090 


.9836 


5«6d 


b 


6 




0.4 


0.2 


52.7 


27.9 


5.8 


.42 


2.58 


941 


090 


.9888 


56«d 


« 


0.6 


0.2 


58.8 


21.8 


49 59.7 


.18 


2.50 


921 


089 


.9955 


6e7d i 






( 4 


0.7 


0.2 


35 9.3 


11.3 


49.1 


.48 


2.64 


888 


091 


5.0068 


6«8d7 







0.8 


0.3 


22.4 


42 58.2 


36.0 


.42 


2.58 


847 


090 


.0195 


669d 


6 




0.8 


0.2 


29.9 


50.7 


28.5 


1.08 


2.72 


823 


097 


.0268 


570 df 







0.6 


0.2 


45.6 


35.1 


12.8 


0.30 


2.51 


774 


090 


.0422 


571 c 


6 




0.5 


0.2 


56.3 


24.3 


2.0 


.48 


2.64 


789 


091 


.0537 


572 d 


4 




0.4 


0.2 


36 21.9 


4168.7 


48 86.3 


.66 


2.68 


658 


092 


.0784 


573 c 


4 




0.2 


0. 1 


56.0 


24.6 


2.0 


.30 


2.51 


560 


090 


.1000 


574 d 


4 




0.3 


0.0 


37 23.8 


40 56.8 


47 84.1 


.30 


2.52 


462 


090 


.1381 


575 d 


4 


} * 


0.1 


0.1 


f 69.8 
\ 38 34. 5 


20.8 


46 58.0 


.66 


2.58 


848 


092 


.1725 


576 c 


4 


39 46. 1 


23.1 


.78 


2.62 


238 


094 


.2050 


577 c 


4 




0.2 


0.1 


39 27. 5 


38 53.1 


46 29.9 


.66 


2.59 


070 


002 


.2537 


578 d 


4 


3 


0.0 


0.0 


40 29.0 


o7 51.6 


44 28.2 


1.74 


8.06 


1.517875 


109 


.3084 


579 d 







0.1 


0.1 


1 41 2.7 


38 87 17.9 


38 48 54.4 


0.80 


2.52 


1.517768 


.0000090 


6.8386 
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Table 22,^Abaorpiion lines in the i^fra-red $olar epectrumf from bolograph$ of the glaee priematic epeoirum. 



Designation. 


Number of obser- 


Ordlnates, 
May 16, 1898. 
Bolograph n. 


Differences 
of deviation. 


Whole 
deviation. 


Probable 
error 
of VI. 


8in4(« + a) 


Wave- 
length. 


(Explained 
on p. 132.) 


Tations. 


~- elnja. 


I. 


II. 


lU. 
C.G.A. 


IV. 


V. 


VI. 


VII. 


VIII. 


IX. 




r.E.F. 


o » « 


O 1 II 


" 




M 


1 f1 V 




2 






—0 4. 2 


46 46 16.2 


0.30 


1.605265 


0.7601 


X Q 

2o 








3.8 


28.6 


±0 0.0 


11.0 


.24 


243 


.7604 


8d 
4d 












+0 8.4 
5.8 


7.6 


.12 


233 


.7006 








8.4 


29.6 


6.2 


.24 


226 


.7607 


6d^ 












8.9 


2.1 


.18 


217 


.7610 


6d 








8.9 


33.8 


12.6 


46 68.5 


.80 


206 


.7612 


7d 
8d 
9d 


A 










14.9 
18.5 
8a2 


66.1 
52.6 
40.8 


.24 
.00 
.12 


300 
189 
166 


.7614 
.7616 
.7626 






4.2 


86.4 


10 d 






4.2 


86.4 


84.0 


37.0 


.06 


144 


.7628 


lid 
12 d 












87.0 
41.8 


84.0 
29.2 


.12 
.12 


136 
122 


.7630 
.7634 


'i'i" 


38.1 


18 d 


» 






4.6 


89.9 


46.3 


24.7 


.18 


109 


.7636 


14 








4.9 42.6 


62.6 


ia4 


.06 


091 


.7641 


15 c 








5.1 44.2 


60.8 


11.7 


.06 


071 


.7646 


16oL 
17 








6.8 


46.0 


1 6.5 


5.6 


.18 


054 


.7650 








5.6 


47.7 


13.0 


44 68.0 


.18 


032 


.7666 


18 c 








5.8 


50.8 


19.1 


51.0 


.00 


014 


.7661 


19 c 








6.0 


62.0 


26.8 


44.2 


.18 


1.604992 


.7666 


20d 
21 c 












32.4 
40.9 


88.6 
80.1 


.00 
.18 


976 
961 


.7670 
.7677 


6.8 


64.6 


22c 








6.4 


66.5 


48.2 


27.8 


.24 


944 


.7679 


23c 








6.4 


56.5 


60.5 


20.5 


.12 


928 


.7684 


240 


; 






6.5 


56.4 


58.1 


12.9 


.06 


901 


.7690 


25d 






7.0 


60.7 


3 13.9 


42 57.1 


.54 


682 


.7748 


26 d? 






7.8 


67.6 


6 1.1 


40 9.9 


.30 


108 


.7880 


27df 







8.0 


69.4 


60.0 


89 21.0 


.24 


067 


.7919 


28d? 







8.0 


69.4 


7 4.1 


6.9 


.30 


016 


.7931 


29df 







8.1 


70.2 


22.2 


38 48.8 


.36 


1.603963 


.7945 


30 


3 




8.1 


70.2 


40.7 


30.3 


.36 


910 


.7960 


31c 







8.3 


72.0 


8 27.8 


87 43.2 


.24 


773 


.8000 


82df 







8.3 


72.0 


36.0 


34.1 


.54 


747 


.8008 


33d? 







8.2 


71.1 


9 1.5 


9.5 


.72 


676 


.8028 


34d 







&4 


72.8 


10.1 


0.9 


.30 


651 


.8036 


35c 


4 




8.4 


72,8 


21.0 


86 49. 1 


.30 


617 


.8046 


36d? 







8.4 


72.8 


10 32. 1 


85 88.9 


.80 


413 


.8106 


87 d? 







8.2 


71.1 


87.1 


83.9 


.36 


399 


.8110 


88d 







8.1 


70.2 


41.7 


29.3 


.84 


886 


.8115 


39 d 









7.9 


68.5 


51.7 


19.3 


.42 


867 


.8123 


40d?l 
41c 






4 








59.7 
11 4.7 


11.3 
6.3 


.00 
.18 


834 
319 


.8130 
.8136 


7.6 


66.9 


42c 




4 




7.6 


65.9 


13.2 


34 57.8 


.24 


294 


.8141 


43c 




4 




7.8 


68.8 


21.3 


49.7 


.24 


271 


.8150 


44c 




• 4 




7.4 


64.2 


27.6 


48.4 


.12 


253 


.8155 


. 45 c 


b 


4 




7.0 


60,7 


86.'9 


34.1 


.18 


226 


.8162 


46 c 




4 




7.4 


64.2 


45.0 


26.0 


.06 


202 


.8170 


'■ 47c 




4 




7.2 


62.4 


64.8 


16.7 


.12 


175 


.8178 


48 d 
49d 
60d 
61 d 




4 
4 
3 
4 


3 
2 






12 0.2 
6.6 
12.0 
16.6 
20.6 
20. 4 
28.7 
33.7 
42.2 
46.7 
50.6 


10.8 
4.4 

83 59.0 
54.4 
60.4 
44.6 
42.3 
87.3 
28.8 
24.3 
20.4 


.24 
.30 
.06 
.12 
.12 
.80 
.72 
.18 
.06 
.80 
.06 


158 
140 
124 
111 
009 
082 
076 
061 
037 
024 
012 


.8184 
.8189 
.8194 
.8198 
.8201 
.8206 
.8209 
.8213 
.8221 
.8225 
.8228 














62 d ^ 
68 d 


2 9! 










64d? 
65d 
5«d 
67 d? 
68b 


b 


2 

4 
8 
3 

4 



3 
8 

4 


















7.0 


60.7 
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Number of obser- 


Ordinates, 
May 16, 1898. 
Bolograph II. 


Differences 
of deviation. 


Whole 
deviation. 


Probable 
error 
of VI. 


„_Bln4(«+a) 


! 
1 
1 


Deftignauon. 


vationa. 


Bin i a. 


Wave- 
length. 


I. 


II. ! III. 

1 


IV. 


V. 


VI. 


VII. 


VIII. 


rx. 




F.RF. 1 C.G.A. 






O ' " 


O / '' 


II 




M 


50d 
60o 











59.4 
13 6.5 


11.6 
4.5 


0.06 
.06 


1.602967 
966 


0.8236 
.8243 


8.5 


73.7 


61 d 






8.6 


74.6 


15.9 


32 55.1 


.42 


939 


.8251 


62 






8.4 


72.8 


21.6 


49.4 


.12 


922 


.8256 


63c 






8.8 


76.3 


29.1 


41.9 


.12 


900 


.8263 


64 d\ 

65 d/^ 




} * 


8.3 


72.0 


r 39.6 
I 42.6 


31.4 
28.5 


.00 
.86 


870 
802 


.8278 
.8275 


66d 






8.5 


73.7 


47.9 


23.1 


.18 


846 


.8280 


67o 






8.5 


73.7 


56.0 


16.0 


.06 


823 


.8288 


680 






8.7 


76.4 


14 2.7 


8.3 


.12 


803 


.8294 


61) d) 
70 d)^ 




} * 


8.8 


76.8 


\ 18.6 


1.7 
31 57. 5 


.06 
.12 


784 
772 


.8300 
.8804 


71 df 






9.0 


78.0 


20.6 


50.4 


.18 


751 


.8810 


72 






8.9 


77.2 


29.7 


41.3 


.12 


726 


.8319 


78 d 






9.1 


78.9 


40.2 


30.8 


.18 


694 




74 c 






9.1 


78.9 


44.5 


26.5 


.24 


682 


.8333 


75 df 






10.6 


91.9 


17 7.2 


29 3.8 


.42 


268 


.8467 


76 d? 






10.6 


91.9 


17.9 


28 63.1 


.30 


237 


.8477 


78 b/** 






10.6 


91.9 


28.6 


42.4 


.42 


206 


.8488 






10.1 


87.6 


36.0 


35.0 


.06 


186 


.8495 


79c 






10.6 


91.9 


52.3 


18.7 


.18 


137 


.8611 


80 df^ 








10.8 


93.6 


18 0.4 


10.6 


.24 


114 


.8519 


81 d 








10.6 


91.9 


6.6 


4.4 


.30 


096 


.8525 


82 d 
88b 


b 










12.7 
20.1 


27 68.3 
50.9 


.24 
.12 


078 
056 


.8531 
.8538 


9.4 


81.5 


84d? 
85 d J 












28.8 
34.4 


42.2 
36.6 


.60 

.18 


031 
015 


.8546 
.8552 


10.8 


93.6 


86 dl 






11.1 


96.2 


49.9 


21.1 


.36 


L 601970 


.8567 


87 df 






11.2 


97.1 


19 0.7 


10.3 


.48 


939 


.8578 


88d7 






11.2 


97.1 


15.4 


26 55.6 


.72 


896 


.8592 


89df 






11.4 


98.8 


51.6 


19.4 


.86 


791 


.8630 


90d ] 






11.8 


98.0 


20 7.2 


3.8 


.18 


746 


.8645 


91 d fib 










12.6 


25 58.4 


.00 


780 


.8650 


92b j 






10.5 


91.0 


19.0 


62.0 


.06 


711 


.8657 


93d 










25.9 


45.1 


.00 


691 


.8664 


94d 






11.1 


96.2 


31.0 


40.0 


.18 


676 


.8670 


95d 






11.8 


102.3 


36.8 


34.2 


.06 


659 


.8676 


96d 






11.8 


102.3 


44.1 


26.9 


.18 


638 


.8683 


97dff 






12.0 


104.0 


21 8.1 


2.9 


.64 


669 


.8708 


98d 






12.0 


104.0 


45.3 


24 25.7 


.24 


•461 


.8748 


99o 






12.2 


106.8 


56.6 


14.4 


.30 


428 


.8760 


100 d 






12.3 


106.6 


22 5.4 


5.6 


.12 


403 


.8769 


101 df 






12.3 


106.6 


15.1 


23 55.9 


.48 


876 


.8780 


102 d 






12.3 106.6 


23.2 


47.8 


.12 


361 


.8788 


103 df 






! 


31.9 


39.1 


.66 


326 
308 


.8708 


104 c 






12. 1 104. 9 


38.0 


33.0 


.12 


.8804 


105 df 






12.5 108.4 


45.8 


25.2 


.60 


285 


.8812 


106 df 






12.4 107.6 


52.9 


18.1 


.18 


266 


.8820 


107 d 




3 


12.4 107.5 


23 4.9 


6.1 


.06 


230 


.8833 


108 d 




3 


12.5 108.4 


12.6 


22 58.4 


.36 


207 


.8842 


109 




8 


12.3 106.6 


27.2 


43.8 


.24 


165 


.8858 


110 c 




4 


12.4 i 107.5 


31.9 


39.1 


.36 


151 


.8863 


Uld 




4 


12.5 108.4 


44.6 


26.5 


.48 


114 


.8877 


112df 




4 


12.6 108.4 


24 1.7 


9.3 


.24 


065 


.8887 


113 df 




3 


12.3 106.6 


12.1 


2168.9 


.42 


035 


.8909 


114 d 


2 I 3 


12.1 104.9 


17.6 


63.4 


.06 


019 


.8915 


116 df 




2 


12.0 ; 104.0 


22.6 


48.4 


.30 


004 


.8920 


116 




4 


11.6 100.6 


29.7 


41.3 


.18 


L600983 


.8982 
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Table 22,-— Ah$orption lines in ike infra-red solar spectrum, from holographs of the glass prismaUo spectrum —Cont'd. 



BeeignatioD. 


Number of obser- 


Ordioates, 
May 16, 1898. 
Bolo^aph 11. 


Differences 
of deviation. 


Whole 
deviation. 


Probable 
error 
of VI. 


„_8ini(«+'a) 


Wave- 


vatioDS. 


am \ a. 
















length. 


I. 


n. 

F.E.F. 


III. 


IV. 


V. 


VI. 


vn. 


VIII. 


IX. 




C.G.A. 




O 1 n 


o . . 


" 




M 


117 d 






4 


11.1 ' 


96.2 


43.0 


28.0 


0.86 


945 


0.8944 


118 d 






3 


10.8 


93.6 


46.6 


24.4 


.60 


934 


.8948 


119 


b 




4 


10.6 


91.9 


51.8 


19.2 


.66 


919 


.8854 


120 c 




4 i 4 


10.1 


87.6 


25 1.1 


9.9 


.72 


892 


.8965 


121c 




4 4 


10.1 


87.6 


8.8 


2.2 


.60 


b70 


.8974 


122 dn 


4 3 






16.5 


20 64.6 
47.9 


.54 
.48 


848 
828 


.8882 
.8890 


123 b 




4 4 


9.1 


78.9 


23.1 


124 


b 


4 3 


9.7 


84.1 


33.5 


37.5 


.18 


798 


.9003 


125 


* 1 * 


10.0 


86.7 


38.3 


32.7 


.30 


784 


.9006 


12«o 




4 • 4 


10.2 


88.4 


47.1 


93.9 


.24 


759 


.9019 


127 ; 




4 4 


10.4 


90.2 


54.4 


16.6 


.48 


738 


.9028 


128 dt 






2 


11.0 


95.4 


59.9 


11.1 


.64 


722 


.9085 


129 








11.8 


98.0 


26 9.4 


1.6 


.86 


094 


.9040 


180 








11.0 


95.4 


18.3 


19 52.7 


.18 


668 


.9056 


1810 








10.3 


89.8 


26.7 


44.3 


.24 


644 


.9066 


132 b 


b 






9.9 


85.8 


34.4 


86.6 


.30 


021 


.9075 


188 






9.8 


85.0 


42.4 


28.6 


.36 


596 


.9085 


134 c 




3 ; 3 


10.0 


86.7 


48.5 


22.5 


.18 


580 


.9092 


185 d 




3 1 


10.2 


88.4 


53.3 


17.7 


.06 


666 


.9098 


136 d 




4 : 4 


10.1 


87.6 


59.5 


11.6 


.72 


648 


.9105 


187 




4 4 


10.0 


86.7 


27 5.8 


6.2 


.84 


530 


.9114 


188b 








10.0 


86.7 


16.7 


18 66.3 


.60 


501 


.9126 


139 b 








9.4 


81.5 


26.9 


44.1 


.18 


468 


.9139 


140df 












29.3 
38.2 


41.7 




461 
430 


.9141 
.9152 


141 d 


p* 






10.4 


90.2 


32.8 


.54 
.18 


142 b 


O 






9.6 


83.2 


45.9 


25.1 


.48 


418 


.9102 


143 d 










65.1 
28 4.0 


15.9 




387 
361 


.9172 
.9183 


144 b 






10.0 


86.7 


7.0 


.78 
.54 


145 d 








11.0 


95.4 


11.6 


17 59.4 


.48 


338 


.9192 


1460 . 






. 


11.1 


96.2 


19.7 


51.3 


.24 


315 


.9201 


147 d 








11.0 


95.4 


30.8 


40.2 


.80 


283 


.9215 


148 









10.7 


92.8 


37.4 


83.6 


.18 


263 


.9223 


149 d 


1 






10.6 1 91.9 


46.9 


24.1 


.60 


236 


.9235 


ISOd 






10.3 


89.3 


65.3 


15.7 


.24 


211 


.9244 


1510 


B 






10.4 


90.2 


29 2.0 


9.0 


.18 


192 


.9253 


152 d 
158 


i 










9.8 
14.5 


1.2 
16 56.5 


. .86 
.36 


169 
156 


.9262 
.6208 


10.1 


87.6 


154 df 










24.7 


46.3 
^9.9 


.48 
.12 


126 
107 


.9281 
.9289 


155 d y 


\ 






8.4 


72,8 


81.1 


156 d 










8.1 1 70.2 


36.5 


34.5 


.18 


092 


.9296 


167 d 










7.3 


63.3 


44.1 


26.9 


.12 


070 


.9305 


158 d 










7.2 


62.4 


48.7 


22.3 


.24 


056 


.9310 


159 d 










6.6 


57.2 


56.4 


14.6 


.80 


034 


.9320 


160 d 




P 






5.9 


51.2 


30 2.8 


8.2 


.48 


015 


.7827 


1610 


b 








5.7 


49.4 


7.9 


3.1 


.30 


000 


.9334 


182 










5.3 


46.0 


16.4 


15 54.6 


.18 


1.599976 


.9345 


183 










5.6 


48.6 


21.2 


49.8 


.30 


962 


.9351 


164 b 










5.7 


49.4 


31.7 


39.3 


.06 


931 


.9363 


165 b 










5.7 


49.4 


42.7 


28.3 


.18 


900 


.9316 


166 










6.8 


54.6 


50.0 


20.1 


.36 


876 


.9387 


167 d 














56.6 


14.4 
1.8 


.30 
.24 


859 
822 


.9394 
.9410 


168 c 










7.0 




60.7 


31 9.2 


169 c 










7.0 


60.7 


16.1 


14 54.9 


.18 


802 


.9420 


170 d 










6.8 


59.0 


22.6 


48.4 


.42 


783 


.9427 


171b 










6.4 


55.5 


29.5 


41.5 


.06 


763 


.9435 


172 b 










5.9 


51.2 


39.5 


31.5 


.00 


734 


.9450 


173 b 










6.4 


55.5 


63,2 


17.8 


.18 


694 


.9466 


174 df 






2 








55.4 


15.6 


.12 


688 


.9409 
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Table 22. — Absorption lines in the infra-red solar spectrvm, from holographs of the glass prismatic spectrum — Cont'd. 



Desigiifttion. 


Number of obaer- 
vaUoiis. 


OrdiiiAtes, 
May 16. 1898. 
Bolograpb II. 


Differences 
of deviation. 


Whole, 
deviation. 


ProbabU 
error 
of VI. 


„_»liiM« + «) 


Wave- 
length. 


sin (a. 


I. 


n. 


in. 


rv. 


V. 


VI. 


vn. 


vni. 


IX. 






F.B.r. 


CG.A. 






O t II 


O / " 


" 




M 


175 c 










7.1 


6L6 


32 1.8 


9.2 


0.24 


669 


0.9476 


176 c 










6.9 


59.8 


10.7 


0.3 


.36 


643 


.9488 


177 b 










6.4 


55.5 


23.3 


13 47.7 


.18 


607 


.9504 


178 b 




!^ 










40.8 


30.2 


.06 


556 


.9527 


179 d? 












47.5 


23.5 


.18 


536 


.9535 


180 d 




6 










55.1 


15.9 


.30 


514 


.9546 


181b 










5.4 


46.8 


33 0.3 


10.7 


.24 


499 


.9562 


182 b 










5.6 


48.6 


8.5 


2.5 


.24 


475 


.9568 


183 b 


b 








5.8 


50.3 


16.1 


12 54.9 


.18 


458 


.9574 


184 










6.2 


53.8 


28.0 


43.0 


.06 


418 


.9589 


186 b 










5.8 


50.3 


35.2 


35.8 


.06 


897 


.9598 


186 d 














41.1 


29.9 


.12 


880 


.9606 


187 








. 


7.1 


61.6 


47.2 


23.8 


.06 


368 


.9614 


188 b 










7.2 


62.4 


59.0 


12.0 


.18 


328 


.9630 


189 b 










7.6 


65.9 


84 11.1 


11 69.9 


.06 


293 


.9646 


190 c 










8.1 


70.2 


17.0 


64.0 


.12 


276 


.9654 


191 d 










8.4 72.8 


24.8 


46.2 


.18 


263 


.9665 


192 o 








4 


8.8 


72.0 


29.2 


41.8 


.12 


240 


.9670 


193 df 
1940 














34.8 


86.2 


.24 


224 
199 


.9678 
.9690 










9.8 


85.0 


43.4 


27.6 


.00 


195c 










10.2 


88.4 


62.3 


18.7 


.12 


178 


.9701 


I96 










10.2 ' 88.4 


58.8 


12.7 


.06 


156 


.9709 


197 








* 


10.2 


88.4 


85 8.6 


2.4 


.36 


125 


.9724 


1980 










9.9 


85.8 


17.0 


10 64.0 


.18 


101 


.9786 


199 










9.8 


80.6 


24.8 


46.2 


.12 


078 


.9746 


200d 


^b 


r 






10.0 


86.7 


81.1 


89.9 


.30 


060 


.9755 


201 J 










9.7 


84.1 


39.0 


82.0 


.18 


087 


.9766 


202d 






10.2 


88.4 


48.5 


27.5 


.06 


024 


.9771 


203d 






10.8 


98.6 


68.4 


17.6 


.24 


1.696995 


.9784 


204o 






10.6 


9L9 


58.8 


12.7 


.18 


981 


.9791 


205c 






10.7 


92.8 


86 5.6 


5.4 


.12 


960 


.9900 


206c 






11.8 


98.0 


12.4 


968.6 


.18 


940 


.9611 


207 c 






11.8 


102.8 


22.8 


48.2 


.30 


910 


.9825 


208d} 
209c 










24.9 


46.1 


.00 


903 
889 


.9827 
.9884 






11.8 


102.8 


29.7 


41.3 


.12 


210 df 7 

211 d 










32.7 


88.8 
88.8 


.66 


881 
868 


.9888 
.9845 






12.5 


108.4 


87.2 


.48 


212 






114 


107.5 


44.4 


26.6 


.18 


847 


.9854 


218 dff 
214 c 










51.9 


19.1 


.54 


825 
793 


.9865 
.9880 






12.8 


111.0 


37 3.0 


8.0 


.24 


215 c 






13.1 


118.6 


17.1 


8 58.9 


.06 


751 


.9899 


216 d 






13.1 


113.6 


23.6 


47.4 


.24 


732 


.9909 


217 c 






13.3 


115.3 


42.5 


28.5 


.30 


677 


.9985 


218 d 






13.5 j 117.0 


53.9 


17.1 


.24 


614 


.9950 


219 dff 






13.5 j 117.0 


38 31.7 


7 39.3 


.36 


534 


1.0005 


220d 






13.4 1 116.2 


49.1 


21.0 


.80 


483 


1.0030 


221 d 






13.8 115.3 


39 0.2 


10.8 


.24 


451 


1.0046 


222c 






13.1 , 118.6 


8.0 


3.0 


.06 


428 


1.0056 


223d 






13.2 114.4 


11.4 


6 59.6 


.24 


418 


1.0062 


224c 






13.6 117.9 


18.6 


52.4 


.06 


897 


L0072 


225d 






13.6 117.9 


29.0 


42.0 


.18 


867 


1.0087 


226d 






13.7 118.8 


38.1 


32.9 


.84 


841 


1.0100 


227df 






13. 9 120. 5 


58.4 


12.6 


..60 


282 


1.0180 


228d?f 






13.8 1 119.0 


40 34.9 


5 56.1 


.60 


233 


1.0155 


229c 






13.9 120.5 


46.0 


25.0 


.24 


143 


1.0202 


230c 






13. 9 120. 5 


41 2.9 


8.1 


.12 


093 


1.0226 


231 dn 







13.9 120.5 


42 51.5 


3 19.5 


.00 


1.597777 


1.0391 1 


232c 


2 




13. 7 118. 8 


43 39.0 


2 32.0 


.30 


638 


1.0465 ' 

1 
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Table 22,— Absorption lines in ike infra-red aolar spectrum, from holographs of ike glass pritmatie spectmm— Cont'd 





1^ 




yninber of obser- 
vationa. 


Ordinatea, 
May 16, 1808. 
Bolograph II. 


Differencco 
ofdeyiatlon. 


Whole 
deviation. 


Probable 
error 
of VI. 


«_«iii *(• + «) 


Wave- 
length. 


JJOU|cuAw«vu . 


Bin i a. 


L 


n. 


m. 


IV. 


V. 


VI. 


VII. 


vin. 


IX. 




F.E.F. 


C.G-A. 






/ K 


O ' n 


" 




M- 


233dff 










44 48.0 


1 28.0 


0.00 


451 
890 


1.0566 


2340 






18.8 


115.8 


45 1.0 


10.0 


.48 


1.0504 


236 






18.6 


117.0 


12.1 


o5ao 


.13 


867 


1.0612 


236df} 










24.5 


46.6 


.00 


881 


1.0632 


237 d 










42.4 


28.6 


.12 


278 


1.0661 


2380 






13.4 


116.2 


40.4 


21.6 


.06 


258 


1.0671 


230 d 






13.4 


116.2 


46 0.1 


10.0 


.42 


227 


1.0688 


2400 






13.1 


113.6 


5.0 


5.1 


.06 


210 


1.0608 


241 d 






18.6 


117.0 


17.5 


50 53.5 


.18 


176 


1.07:6 


243 






13.6 


117.0 


28.7 


42.3 


.12 


148 


1.0734 


2430 






18.5 


117.0 


42.4 


28.6 


.48 


108 


1.0756 


244 d 


3 




13.8 


118.8 


40.8 


21.7 


.36 


088 


1.0768 


246 






13.6 


117.0 


65.6 


15.4 


.54 


065 


1.0778 


246 c 






18.5 


117.0 


47 4.6 


6.4 


.12 


030 


1.0792 


247 d 






13.4 


116.2 


13.6 


58 57.4 


.30 


012 


1.0807 


2480 






13.3 


115.3 


20.4 


50.6 


.12 


1.506008 


1.0818 


240 






13.2 


114.4 


81.5 


30.5 


.24 


060 


1.0886 


250d 










86.0 


34.1 


.80 


044 


1.0845 


251 d 






13.8 


115.8 


415 


38.5 


.13 


020 


1.0856 


253d 






117 


110.1 


50.1 


30.0 


.12 


906 


1.0866 


2530 






18.0 


112.7 


55.3 


15.7 


.06 


801 


1.0875 


3540 






12.0 


m.8 


48 5.5 


6.5 


.12 


861 


1.0803 


2560 






13.8 


IILO 


14.8 


57 56.2 


.18 


834 


1.0908 


266dt 










24.8 


46.7 


.86 


806 


L0024 


2570 






12.0 


104.0 


28.6 


42.4 


.06 


704 


L0980 


2580 






11.0 


108.2 


87.0 


84.0 


.06 


760 


1.0045 


2500 \ 






11.7 


101.4 


47.5 


28.5 


.06 


789 


1.0968 


260o 








11.8 


08.0 


40 1.1 


0.0 


.18 


699 


1.0986 


261d 












7.0 


4.0 


.54 


683 


1.0066 


262c 








11.0 


05.4 


0.7 


1.8 


.86 


674 


1.1000 


263d 






* 


10.0 


04.0 


17.2 


56 58.8 


.60 


653 


1.1013 


264c 






4 


10.3 


88.4 


34.6 


46.4 


.86 


681 


1.1035 


265d 








10.3 


88.4 


80.7 


40.8 


.43 


613 


1.1086 


266c 








0.6 


88.2 


88.0 


88.0 


.24 


591 


1.1048 


367 b 








0.0 


78.0 


47.6 


28.4 


.18 


568 


1.1064 


3680 








ao 


77.2 


50.8 


1L3 


.06 


538 


1.1085 


360d 








0.0 


78.0 


50 8.3 


2.8 


.80 


508 


1.1009 


370 dt 












15.7 


55 55.8 


.00 


481 


1.1113 


371c 








7.0 


68.6 


17.3 


58.8 


.24 


477 


1.1115 


273b 








6.1 


52.0 


30.8 


41.7 


.12 


443 


1.1185 


378d \ 








5.2 


45.1 


41.7 


20.3 


.18 


406 


1.1156 


274 b 










4.4 


88.1 


48.1 


22.0 


.06 


886 


1.1168 


275 










4.3 


87.8 


51 2.8 


8.2 


.80 


843 


1.1193 


276 d 










4.4 


88.1 


&3 


2.8 


.18 


838 


1.1208 


277b 


b 








3.8 


32.0 


10.8 


54 51.2 


.34 


394 


1.1338 


2780 






. 




4.4 


88.1 


28.6 


42.4 


.18 


368 


1.1288 


270b 










3.0 


88.8 


80.1 


81.0 


.24 


388 


1.1256 


280c 










4.0 


84.7 


51.8 


10.7 


.18 


303 


1.1276 


2810 j 










4.3 


36.4 


50.4 


11.6 


.24 


178 


1.1290 


282df 
288dr 


fp 










62 1.6 
12.6 


0.4 
53 58.4 


.13 
.06 


173 
140 


1.1204 
1. 1314 






284dr 
286df 
286b 












17.4 
25.7 
28.8 


53.6 
45.8 
43.2 


.86 
.30 
.30 


126 
101 
002 


1.1322 
1.1336 
1.'1341 






3.0 


' "m's" 


287d 












86.4 


84.6 


.24 


070 


1.1856 


288 0^ y 
280 d^ 










6.0 


52.0 


48.8 


22.2 


.30 


034 


1.1376 










6.2 


53.8 


51.4 


10.6 


.12 


026 


1.1381 


200d 




a 






6.8 


50.8 


63 1.3 


0.7 


.30 


1.505907 


1.1897 
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Tabije 22,^Ab$orptian lines in the infra-red solar speetrum, from holographs of the gUi$$ prismatic spectrum— Cont'd, 







Namber of obser- 


Ordinate*, 
May 16, 1896. 
Bolograpb II. 


Differences 
of deviation. 


Whole 
deviation. 


Probable 
error 
of VI. 


^_8in4(« + «) 


Wave- 
length. 


Designation. 


vations. 


sin J *. 


I. 


n. 


III. 


IV. 


V- 


VI. 


Wll. 


vin. 


IX. 




F.B.r. 


CG-A. 






o / «/ 


O 1 II 


" 




M 


2910 




4 




5.6 


48.6 


6.3 


4.7 


0.48 


983 


L1406 


202o 




3 


* 


4.5 


39.0 


23.8 


52 47. 2 


.24 


932 


1.1436 


293d' 


b 










26.1 


44.9 


.12 


925 


1.1440 
1.1448 


294d 






^.7 


40.7 


30.3 


40.7 


.06 


913 


2950 




4 




4.8 


41.6 


37.2 


83.8 


.12 


893 


1.1400 


296d 








6.0 


52.0 


50.4 


20.6 


.30 


854 


1.1488 


297 b 








5.8 


5a8 


54.3 


16.7 


.24 


848 


1.1490 


298d 








6.5 


56.4 


54 1.8 


9.2 


.24 


822 


1.1508 


299b 








6.8 


54.6 


8.1 


2.9 


.18 


802 


1.1514 


800b 








6.6 


57.2 


16.9 


5154.1 


.12 


777 


1.1530 


sole J 








7.8 


67.6 


25.6 


45.4 


.18 


751 


1.1545 


302 






a4 


72.8 


86.9 


84.1 


.84 


718 


1.1566 


803o 






8.7 


75.4 


45.0 


26.0 


.30 


696 


1.1680 


304o 






8.8 


76.3 


49.8 


2L2 


.18 


681 


1.1687 


806d 






9.8 


65.0 


57.4 


13.6 


.30 


658 


1.1601 


806dr 
807d 










59.3 
55 1.0 


11.7 
10.0 


.12 
.30 


663 

648 


1.1604 
1.1607 


10.2 


88.4 


806 






10.5 


9L0 


10.9 


0.1 


.54 


619 


1.16S6 


8oeb 






10.1 


87.6 


19.1 


50 51.9 


.42 


595 


1.1689 


310 d 






10.8 


98.6 


26.6 


44.4 


.18 


573 


1.1651 


Slid 






11.2 


97.1 


34.9 


86.1 


.12 


549 


L1666 


812 d? 






11.5 


99.7 


41.4 


29.6 


.80 


529 


1.1678 


813 






11.5 


99.7 


46.9 


24.1 


.30 


514 


1.1688 


814 d 






11.7 


101.4 


54.6 


16.4 


.42 


499 


1.1702 


?15d 






11.8 


98.0 


56 0.0 


11.0 


.80 


475 


1.1712 


810 b 






11.7 


101.4 


4.7 


6.8 


.24 


461 


1.1720 


817 


4 




11.7 


101.4 


12.7 


49 68.8 


.12 


438 


1.1786 


318 b 


4 




11.1 


96.2 


25.1 


45.9 


.12 


402 


1.1768 


319 






ii.8 


102.8 


36.2 


84.8 


.24 


809 


1.1778 


820b 






10.7 


92.8 


48.7 


22.8 


.12 


888 


1.1801 


821 df 










68.9 


17.1 


.54 


818 


1. 1810 


8220 






11.4 


96.8 


57 0.4 


10.6 


.18 


299 


1.1822 


328d 






11.9 


108.8 


12.0 


48 59.0 


.12 


265 


L1844 


824df 
826b 





3 






17.6 
67 26.4 


58.4 
46 48 45.6 


.48 
1.02 


249 
1.596 226 


1.1868 
1.1868 


U.1 


96.2 


DMignatioii. 


N amber of obser- 
vations. 


Ordinate*, 
May 17, 1898. 
UolographV. 


of deviation. 


Whole 
deviation. 


Probable 
error. 


„_»iii4(« + a) 


Wave- 
lengths. 


sinia. 


I. 


n. 


in. 


IV. 


V. 


VI. 


VII. 


VUI. 


IX. 




P.B.F. 


C.G.A. 






* II 


O ' II 


- 




M 


318 b 




3 


18.0 


10&3 












819 




8 


13.5 


112.5 












820b 




2 


12.6 


105.0 












321 





















322c 




3 


13.0 


loas 












823 df 




2 


18.4 


111.6 












324 
325b 





3 






57 26.4 


45 48 45.6 


0.42 


L596226 


1.1868 


12.9 


107.5 


326 d 




8 


13.9 


115.8 


39.1 


31.9 


.12 


186 


1.1894 


327 




3 


13.6 


118.3 


56.4 


15.6 


.36 


188 


1.1924 


328 




3 


13.5 


112.5 


58 4.0 


7.0 


.18 


112 


1.1940 


329df 




1 


13.6 


113.3 


9.7 


1.3 


.06 


096 


1.1950 


330 d 




8 


18.2 


110.0 


16.8 


47 54.7 


.06 


077 


L1963 
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Table 22. — Absorption lines in the infra-red solar speotrumf from holographs of the glass prismatic spectrum — Cout'd. 



Design atic 


in. 


Number of obser- 


Ordinates, 
May 17, 1898. 
Bolbgraph V. 


Differences 
of deviation. 


Whole 
deviation. 


Probable 
error. 


«_sii»K« + «) 


Wave- 
lengths. 




vations. 


sinja. 


I. 


n. 


ni. 


IV. V. 


VI. 


VII. 


vm. 


IX. 




F.B.F. 


C.G.A. 






o / // 


o / // 


*/ 




p- 


831b 


4 ; 3 


12.9 


107.5 


22.7 


48.3 


..24 


068 


1.1075 


339d 





2 


13.6 


112.5 


32.0 


89.0 


.24 


031 


1.1902 


333 




3 


13.3 


110.8 


37.3 


33.7 


.18 


015 


1.2002 


834b 




3 


12.5 


104.1 


47.4 


23.6 


.18 


1.694086 


1.2021 


385 d 




4 


13.3 


110.8 


54.6 


16.5 


.24 


965 


1.2036 


386c 


* 


3 


13.5 ; 112.5 


59 5.4 


5.6 


.48 


933 


1.2065 


337 




4 


13.4 


111.6 


13.1 


46 57.9 


.06 


910 


1.2070 


3380 




4 


13.5 


112.5 


26.6 


44.4 


.18 


871 


1.2096 


330 dt 


** 


2 


13.7 


114.1 


32.6 


88.4 


.72 


863 


1.2106 


340 




13.8 


115.0 


41.4 


29.6 


.24 


828 


1.2124 


841 d 








65.0 


16.0 


.24 


788 


L2150 


342 d 
848 c 


4 ' 3 






1 4.4 

17.9 


6.6 
45 63.1 


.24 
.24 


761 
721 


1.2167 
1.2104 


14.3 


119.1 


844cr 
346 c 


1 
4 4 






27.7 
46.6 


48.8 
24.4 


.00 
.30 


602 

637 


1.2212 
1.2240 


14.3 


119.1 


846 d 




14.6 


121.6 


67.9 


13.1 


.18 


604 


1.2271 


847 d 


> •:( i 


14.5 


120.8 


1 10.1 


0.9 


.06 


568 


1.2204 


848d 


14.6 


121.6 


16.3 


44 64.7 


.84 


661 


1.2806 


849 df 


3 2 


13.9 


115.8 


3 26.6 


42 46.4 


.66 


172 


1.2666 


360df 













33.1 


87.9 


.78 


160 
142 


1.2681 


851 df 













86.0 


86.0 


.84 


1.2587 


852 d 






3 


13.4 


111.6 


41.0 


80.0 


.86 


127 


1.2506 


853d 




4 


3 


13.1 


109.1 


49.8 


21.2 


.30 


101 


1.2616 


354d 




4 


3 


18.0 


108.3 


67.0 


14.0 


.64 


080 


1.2630 


855d! 













4 6.0 


6.0 


.00 


064 


1.2660 


356b 






4 


12.1 


100.8 


10.9 


0.1 


.18 


040 


1.2668 


367 d 


4 









18.8 


41 62.2 


.36 


016 


1.2675 


858d? 











30.8 


40.2 


.24 


1.608061 


1.2700 


359 




2 


14.2 


118.3 


39.1 


81.0 


.30 


067 


1.2717 


360d 




2 


14.3 


119.1 


47.8 


23.7 


.24 


033 


1.2734 


861 d 




2 


14.3 


119.1 


64.4 


16.6 


.84 


. 012 


1.2750 


862d 




2 


14.1 


117.6 


5 5.3 


6.7 


.00 


880 


1.2771 


863 d 


3 ' 2 


14.0 


116.6 


9.8 


1.2 


.54 


867 


1.2782 


364b 


* 


4 


13.7 


114.1 


16.8 


40 55.7 


.24 


861 


1.2704 


865 d 




4 


14.6 


121.6 


26.6 


44.4 


.84 


818 


1.2816 


866d 




4 


14.7 


122.5 


52.1 


18.9 


.80 


743 


1.2870 


867 d 


1 ! 3 


14.6 


121.6 


6 14.6 


89 66.4 


.42 


677 


1.2018 


368 d 


1 3 


14.4 


120.0 


22.4 


48.6 


.24 


664 


1.2035 


3690 




4 


14.1 


117.6 


28.6 


42.4 


.48 


636 


1.2948 


370 d 
3710 
372 d 
378b 





3 






43.8 

48.0 

67.8 

7 1.1 


27.2 

23.0 

13.7 

9.9 


.64 
.66 
.36 
.30 


502 
570 
662 
641 


1.2980 
1.2990 
1.3010 
1.3018 






3 

1 t . 






13.3 


110.8 


374 




13.6 


112.5 


12.9 


38 58.1 


.24 


506 


1.3044 


375 d 

376 c 








18.4 
27.8 


52.6 
43.2 


.42 
.12 


400 
463 


1.3065 
1.3076 


13.2 


110.0 


377 d 




12.8 


106.6 


41.6 


29.4 


.60 


426 


1.3105 


378 




12.7 


106.8 


45.2 


25.8 


.48 


412 


1.3115 


379 d 




12.9 


107.5 


51.3 


19.7 


.24 


304 


1.3126 


880 d 




12.8 


106.6 


8 0.6 


10.4 


.24 


367 


1.3147 


881 d 




12.4 


103.3 


8.1 


2.9 


.24 


844 


1.3164 


882c 




12.2 


101.6 


13.5 


37 57. 6 


.12 


320 


1.3176 


383d 
384b \ 








20.9 
28.7 


60.1 
42.8 


.48 
.30 


307 
284 


1.3192 
1.8200 


11.9 99.1 


385d 
386 d 




i 


1 


34.6 
45.2 


36.5 
25.8 


.24 
.30 


267 
236 


1.3222 
1.8246 


12. 100. 


387 d 






11.3 94.1 


51.0 


20.0 


.48 


219 


1.3260 
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Table 22. — Abaorptian lines in the infra-red $olar apeotruntf from holographs of the glass pr%9matio spectrum — Cont'd. 



DesiguAtion. 


N amber of obser- 
Yfttions. 


Ordinatee, 
May 17, 1898. 
Bolograph V. 


Differences 
of deviatiou. 


Wbole 
deviation. 

VII. 


Probable 
error. 


sin \ a. 


Wave- 
lenf^ha. 


I. 


II. in. 


IV. 


V. 


VI. 


VIII. 


IX. 




P.E.F. 


C.G.A. 






O ' '' 


O » /' , II 




/A 


388c " 








10.5 


87.5 


57.4 


13.6 


0.30 


200 


1.3274 


889b 








9.8 


81.6 


9 8.1 


2.9 


.18 


169 


1.3299 


8»0d ^ 
8910 












12.5 
17.6 


36 58.5 
53.4 


.24 
.12 


156 
141 


1.3308 
1.3320 


10.4 


86.6 


392c 








10.0 , 83.3 


27.8 


43.2 


.18 


111 


1.3342 


393 c 








9.6 


80.0 


34.7 


36.3 


.06 


091 


1.3367 


394d 
8950 












42.0 
47.7 


29.0 
23.8 


.24 
.12 


070 
053 


1.3874 
1.3385 


8.8 


73.3 


3960 








6.3 


52.5 


10 5.3 


5.7 


.06 


001 


L3425 


397d 












14.7 


35 56.8 


.18 


1.592974 


1.8445 


898c 








3.8 


31.7 


23.1 


47.9 


.18 


949 


1.3464 


899 d 








2.9 


24.2 


36.1 


34.9 


.18 


911 


1.3498 


400d? 








1.9 


15.8 


56.7 


14.3 


.06 


861 


1.8538 


401c? 








2.0 


16.7 


12 81.3 


33 39.7 


.00 


674 


1.8760 


402 0? 








2.0 


16.7 


13 44.0 


32 27.0 


.60 


360 


1.3916 


408 d? 








2.0 


16.7 


53.4 


17.6 


1.26 


833 


1.3988 


404 








2.1 


17.5 


14 15. 9 


31 55.1 


0.18 


267 


1.3990 


40So 


i> 






2.8 


19.2 


86.0 


35.0 


.80 


208 


1.4036 


406c 








2.5 


20.8 


46.7 


24.3 


.30 


176 


1.4060 


407c 








2.4 


20.0 


58.4 


12.6 


.42 


142 


1.4087 


408 d 






3 


8.0 


25.0 


15 4.5 


6.5 


.48 


124 


1.4101 


409d 












7.0 


4.0 


.86 


117 


1.4107 


410 b 








2.8 


23.3 


19.0 


30 52.0 


.06 


082 


1.4186 


4110 








3.5 


29.2 


83.2 


37.8 


.06 


040 


1.4167 


4120 








3.1 


25.8 


40.5 


30.5 


.06 


018 


1.4184 


418 d 












46.9 


24.1 


.48 


000 


1.4199 


414 b 






4 


4.0 


83.3 


58.1 


12.9 


.12 


1.601967 


1.4225 


415 


a 






4.5 


87.5 


16 8.0 


3.0 


.18 


938 


1.4248 


416 b 








4.1 


34.2 


17.8 


29 58.2 


.06 


909 


1.4270 


417 d 






2 


5.5 


45.8 


26.2 


44.8 


.18 


884 


1.4289 


418 b 








4.1 


34.2 


36.4 


34.6 


.42 


855 


1. 4313 


419 








4.8 


40.0 


46.3 


24.7 


.18 


825 


1.4336 


420 df 








4.8 


40.0 


55.8 


16.2 


.30 


797 


1.4866 


4210 








4.7 


80.2 


17 0.1 


10.9 


.12 


785 


1.4367 


4220 








6.4 


45.0 


9.6 


1.4 


.12 


757 


1.4388 


4230 








5.5 


45.8 


17.5 


28 53.5 


.12 


734 


1.4406 


424 d 








5.8 


48.8 


22.6 


48.4 


.72 


719 


1.4418 


425b 








5.4 


45.0 


85.2 


85.8 


.12 


682 


1.4447 


426 d 
427b 












49.6 
56.4 


21.4 
14.6 


.00 
.00 


640 
620 


1.4459 
1.4495 


5.4 


45.0 


428 d 








7.1 


59.1 


18 3.0 


8.0 


.86 


600 


1.4510 


429 b 








7.6 


62.5 


16.8 


27 54.2 


.06 


560 


1.4542 


430 d 








8.3 


60.1 


26.6 


44.4 


.12 


681 


1.4664 


431 d? 












32.2 


88.8 


.24 


515 


1.4676 


482 0. 

483 c/ 








7.4 


61.6 


40.4 


80.6 


.12 


490 


1.4596 








7.3 


60.8 


51.4 


19.6 


.12 


458 


1.4621 


434b ^ 








6.5 


54.1 


19 5.4 


5.6 


.42 


415 


1.4663 


435dfl 













22.5 


26 48.5 


.48 


367 


1.4692 


486b P 








6.1 


50.8 


24.4 


46.6 


.24 


361 


1.4696 


437 d ) 








7.0 


58.3 


31.2 


39.8 


.24 


341 


1.4712 


488df| 












36.1 


34.9 


.36 


327 


1.4724 


489c 










7.3 


60.8 


48.1 


22.9 


.06 


292 


1.4751 


4400 


b 








7.3 


60.8 


52.9 


18.1 


.12 


278 


1.4762 


441b 










7.6 


62.5 


20 4.4 


6.6 


.06 


244 


1.4789 


442d J 








4 


8.4 : 70.0 


11.2 . 


25 59.8 


.06 


223 


1.4804 


4430. 
444 b^ 




4 4 


8.7 


72.5 


24.3 


46.7 


.12 


185 


1.4836 




4 ^ 


8.4 70.0 


33.4 ; 


37.6 


.06 


159 


1.4855 


445 d 




4 3 


9.9 82.5 


44.7 


26.8 


.18 


125 


L4880 


446b 




*l * 


10.0 . 83.3 


54.6 

1 


16.4 


.12 


096 


1.4904 
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Table 22. — Ab$orption lines in the infra-red solar spectrum, from holographs of the glass prismatic spectrum—Cont'd, 



TUkaitmtttin 




Namber of obfter- 


OrdiDfttes, 
May 17.1898. 
Bolograph V. 


Differences 
of deviation. 


Whole 
deviation. 


Probable 
error. 


„_«iii J (• + a) 


! 


J-KWlKUKUviA. 


vatiODB. 


Sinia. 


Wave- 
lengths. 


I. 


II. 


III. 


IV. 


V. 


VI. 


vn. 


vin. 


IX. 






F.E.P. 


C.G.A. 






O * If 


O 1 W 


// 




1 


447 d? 




3 








21 0.4 


10.6 


0.24 


079 


1 
1.4916 


448c 








10.5 


87.5 


9.4 


1.6 


.06 


053 


1.4938 


449c 








10.9 


90.8 


21.6 


24 49.4 


.18 


017 


1.4966 


450df J 












27.8 


43.2 


.48 


1.690990 


• 1.4080 


451 d 






10.7 


89.1 


38.0 


33.0 


.12 


969 


1.5003 


452 b 






10.2 


85.0 


45.6 


25.4 


.12 


947 


1.5021 


458d? 






11.4 


95.0 


22 3.1 


7.9 


.42 


896 


1.5061 


454 b 






11.2 


93.3 


7.1 


3.9 


.06 


888 


1.6070 


455 






11.6 


06.6 


27.2 


28 43.8 


.18 


824 


1. 5117 


458 






11.6 


96.6 


42.0 


29.0 


.24 


781 


1.5161 


457 d 






11.7 


97.5 


50.4 


20.6 


.54 


766 


1. 6170 


458 d 






11.9 


99.1 


23 1.6 


9.4 


.78 


728 


1.6196 


460 






11.9 


99.1 


17.9 


22 63.1 


.54 


675 


1.5234 


480o 






11.8 \ 98.3 


37.9 


33.1 


.80 


616 


1.6270 


4810 


. 




11.8 


98.8 


67.0 


14.0 


.24 


560 


1.5324 


482ot 







11.6 


96.6 


25 6.2 


4.8 


. -^ 


588 


1.5482 


483df 






11.6 


06.6 


22.4 


20 48.6 


.30 


810 


1.6510 


464d 






10.9 


90.8 


26 26.9 


19 44.1 


.12 


120 


1.5668 


4e5dl 










39.5 


81.6 


.48 


088 


L5606 


4660 






10.7 


89.1 


48.5 


22.5 


.18 


067 


1.5716 


467 










58.1 


12.9 


.18 
.42 


029 


1.5740 


468 d 






10.9 


90.8 


27 21. 6 


18 49.5 


L589950 


1.6703 


468 b 






10.0 


88.8 


50.3 


20.7 


.18 


875 


1.6860 


470 






10.8 


90.0 


28 20.0 


17 51.0 


.42 


788 


1.5028 


471 d 






10.8 


90.0 


81.5 


30.5 


.42 


768 


1.6065 


472 






10.4 


86.6 


42.8 


28.2 


.12 


721 


L50ei 


473 d 






10.5 


87.5 


51.6 


10.5 


.66 


605 


1.6001 


474 






10.4 


86.6 


29 9.2 


1.8 


.24 


642 


1.6042 


475 






10.4 


86.6 


18.9 


16 52.1 


.48 


614 


1.6065 


476 d 






10.5 


87.5 


80 1.0 


9.1 


.24 


488 


1.6161 


477 d 






10.2 


85.0 


51.8 


16 19.2 


.86 


341 


1.6277 


478 d 






0.9 


82.5 


3123.8 


14 47.2 


.42 


247 


1.6850 


47»df 






9.9 


82.5 


30.7 


40.3 


.42 


226 


1.6367 


480 dt 






9.8 


81.6 


82 14.4 


18 66.6 


.24 


101 


1.6468 


481 df 






9.7 


80.8 


20.4 


60.6 


.80 


080 


1.6482 


482 df 






9.7 


80.8 


85.6 


35.4 


.12 


086 


1.6516 


483c 






9.4 


78.8 


88 13.3 


12 57.7 


.12 


1.588024 


1.6606 


484df 










24.8 


46.2 


.12 


801 


1.6681 


485 d 






9.4 


78.3 


39.7 


81.3 


.18 


847 


1.6665 


486dr 
487d? 
488c 










56.2 

34 14.1 

35 24.8 


14.8 
11 56.9 
10 46.2 


.86 
.24 
.12 


796 
745 
587 


1.670? 
1.6744 
1.6010 






8.8 


73.3 


488df 
400 d 










36.9 
42.4 


34.1 
28.6 


.00 
.12 


502 
486 


1.6037 
1.6050 


8.7 


72.5 


491 d 






8.4 


70.0 


36 15.0 


966.0 


.64 


880 


1.7025 


4920 






8.8 


69.1 


24.6 


46.4 


.06 


861 


L7046 


498c 






8.3 


69.1 


38.9 


32.1 


.24 


810 


1.7080 


494 d 






8.2 


68.3 


47.2 


23.8 


.06 


205 


1.7000 


496 






7.9 


65.8 


37 8.7 


2.3 


.18 


232 


1.7161 


4960 






7.9 


6^8 


19.4 


8 51.6 


.12 


200 


1.7176 


497 d 






8.0 


66.6 


31.6 


39.4 


.18 


164 


1.7206 


498 d 






7.9 


65.8 


39.2 


31.8 


.12 


142 


1.7222 


499 d 






7.9 


65.8 


46.5 


24.5 


.24 


120 


1.7280 


500O 






7.5 


62.5 


54.6 


16.4 


.18 


006 


1.7258 


501 






7.6 


63.3 


38 11.8 


7 59.2 


.24 


046 


1.7200 


502d 











17.0 


54.0 


.12 


030 


1.7310 


503d 




3 


7.7 


64.1 


27.8 


43.2 


.60 


1.587008 


1.7385 


504O 




4 


7.5 


62.5 


33.3 


37.7 


.80 


982 


1.7348 
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Tablx 22,^Ah$orption lines in the infra-red solar spectrum, from holographs of the glass prismatic spectrum — Cont'd. 







Number of obaer* 


Ordinatet, 
May 17. 1808. 
Bolograph V. 


Differences 
of deviation. 


TVbole 
deviation. 


Probable 
error. 


„_8in|(« + a) 


Wave- 
lengths. 


Detignaaon. 


rations. 


sin^a. 


I. 


II. in. 


IV. 


V. 


VI. 


vn. 


vm. 


IX. 




F.B.F. 


C.G.A. 






o » '/ 


O • t' 






M 


505d 


4 1 4 


7.4 


61.6 


49.2 


21.8 


0.86 


935 


1.7885 


50«b 


4 4 


7.1 


50.1 


56.9 


14.1 


.18 


913 


1.7404 


507 d 


4 4 


7.6 


68.8 


39 &3 


2.7 


.12 


879 


1.7430 


508 






7.8 


60.8 


16.7 


6 54.3 


.12 


854. 


1.7450 


509o 






7.0 , 58.8 


82.4 


88.6 


.24 


808 


1.7486 


510 






7.0 


58.3 


40.5 


80.5 


.18 


784 


1.7506 


Slid? 
512 










67.8 
40 2.8 


13.2 
8.2 


.30 

.48 


738 
718 


1.7546 
1.7565 






613 b 






4.9 


40.8 


17.3 


5 58.7 


.18 


675 


1.7590 


5Ud 






5.7 


47.5 


28.5 


42.5 


.30 


642 


1.7615 


515 






6.4 


45.0 


85.6 


35.4 


.36 


622 


1.7681 


516 c 






6.4 


45.0 


89.2 


31.8 


.72 


611 


1.7641 


517© 






6.0 


4L6 


58.8 


17.7 


.12 


560 


1.7674 


518 






4.8 


40.0 


41 1.5 


9.5 


.06 


645 


L7686 


516 






4.5 


87.6 


12.4 


458.6 


.18 


513 


L7718 


520 






4.4 


86.7 


28.4 


47.6 


.12 


481 


1.7744 


5210 






8.9 


82.5 


88.6 


31.5 


.18 


488 


1.7782 


522 d 






4.8 


85.8 


46.5 


24.5 


.24 


418 


1.7798 


538d 
524df 










54.6 
42 5.1 


16.4 
5.9 


.24 
.12 


889 
868 


1.7818 
1.7842 


8.6 


80.0 


525 






3.2 


26.7 


14.9 


856.1 


.12 


829 


1.7866 


520 d? 
527 










22.2 
29.0 


48.8 
42.0 


.24 
.06 


807 
287 


1.7882 
1.7897 


8.2 


26.7 


528b 






1.9 


15.8 


46.0 


25.0 


.80 


287 


1.7987 


S2Qd 
680d 
5810 










58.1 

59.1 

48 11.4 


17.9 

11.9 

2 59.6 


.18 
.48 
.86 


216 
108 
162 


1.7961 
L7966 
L7W6 






1.8 


16.0 


532df 
538d 










22.8 
82.0 


48.2 
38.0 


.66 
.06 


128 
101 


1.8022 
1.8044 


L4 


11.7 


584d 






1.4 


11.7 


48.6 


82.4 


.12 


082 


1.8068 


5850 






LI 


9.2 


51.6 


19.4 


.24 


044 


1.6000 


588 c^x 




} ^ 






/ 44 8.9 

\ 16.1 


2.1 
154.9 


.00 
.00 


971 


1.8180 
1.8147 


587 c/ 








538or 








0.8 


2.5 


5122.4 


44 64 48.6 


.90 


1.686718 


1.9148 


5390 








0.3 : ^5 


54.5 


16.5 


.18 


618 


1.9219 


5400 








0.3 


2.6 


52 9.1 


1.9 


.96 


676 


1.9252 


5410 


n 


. 




0.6 


5.0 


22.0 


53 49.0 


.24 


687 


1.9288 


5420 








0.3 


2.5 


35.3 


35.7 


.12 


498 


1.9314 


543 


a 






0.8 


2.5 


45.0 


26.0 


.00 


469 


1.9886 


5440 






• 


0.5 


4.2 


58 9.7 


1.3 


.12 


896 


1.8896 


5450 






3 


0.7 


5.8 


26.0 


62 46.0 


.48 


361 


L9480 


546 b 








0.5 


4.2 


59.1 


11.9 


.36 


260 


1.9610 


547 c 








0.9 


7.5 


54 31.6 


51 89.5 


.90 


164 


1.9586 


548b 












55 10.6 


0.4 


.00 


088 


1.9677 


548b < 












1 55 47.8 


44 50 28.7 


.00 


1.684980 


1.9768 
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Table 23. — Absorption lines in the infra-red solar spreotrumf from holographs. 



Deaignation. 
(Explained 


Wave- 
lengths. 


Designation. 


"Wave- 
lengths. 


Designation. 


Wave- 
lengths. 


Designation. 


Wave- 
lengths. 


Designation. 


Wave- 
lengths. 


on p. 132.) 


M 




M. 




M 




M 




/* 


Id 




0.7601 


64 d^ 

65 d}^ 


0.8273 


128 d? 




0.9035 


190 






0.9654 


2530 


1.0875 


2c 




.7604 


.8275 


129 




.9046 


191 d 






.9665 


2540 


1.0892 


3d 




.7606 


66d 


.8280 


130 


.9056 


192 






.9670 


2550 


L0906 


5d 




.7607 


67 c 


.8288 


131c 


.9066 


193 dl 






.9678 


256 df 


1.0924 




.7610 


68c 


.8294 


132 b 




194 c 






.9090 


257 


1.0980 


6d 




.7612 


69 d^ 

70 d/^ 


.8300 


133 c 




.9085 


195 






.9701 


2580 


1.0945 


7d 




.7614 


.8304 


134 c 




.9092 


I96 






.9709 


' 2590 




1.0963 


8d 




.7616 ' 


71 df 


.8310 


135 d 




.9098 


197 c 






.9724 


; 260c 




1.0980 


9d 




.7625 


72 c 


.8319 


136 d 




.9105 


198 c 


r 




.9735 


261 d 




1.0996 


10 d 




.7628 


73 d 


.8329 


137 c 




.9114 


199 c 


b 




.9746 


262 c 




1.1000 


11 d 




.7630 , 


74 c 


.8333 


138 b^ 


.9126 


200d 






.9755 


263d 




1.1012 


12 d 


>A 


.7634 


75 dl 


.8467 


139 b 




.9189 < 


201 


^ 




.9765 


264 




1.1025 


13 d 


..7636 


76 df 


.8477 


140df 




. 9141 


202 d 


.9771 


265 d 




1.1030 


14 c 




.7641 


77 d* 

78 b^ 


.8488 


141 d 




.9152 


208 d 


.9784 


266 




1.1048 


15 c 




.7646 


.8495 


142 b 


.9162 


3040 


.9791 


\ 267 b 




1.1004 


''i 




.7650 


79 c 


.8511 


143 d 


.9172 


205 


.9800 


|268c 




1.1085 


17 or 




.7656 


80df 




.8519 


144 b 




.9183 


206c 


.9811 


! 269 d 




1.1099 


18 c 




.7661 


81 d 




.8525 


145 d 




.9192 


207 


.9825 


270 df 




1. 1112 


19 c 




.7666 


82 d 


b 


.8531 


146 c 




.9201 


208 df 


.9827 


2710 




1.1115 


20d 




.7670 


83b 


.8538 






209 


.9834 


, 272 b 




1.1136 


21 c 
22c 




.7677 
.7679 


84df 
85d 




.8546 
.8552 


147 d 

148 c 

149 d 

150 d 
151c 
152 d 
158 c 




.9215 
.9223 


210 dff 

211 d 


.9838 
.9845 


' 273 d 
274 b 






1.1150 
1.1108 


23c 




.7684 1 


86 df 


.8567 


.9235 


212 


.9854 


275 c 






1.1193 


24 e 
25d 




.7690 1 
.7748 , 


87 df 
88df 


.8578 
.8592 


• 


.92M 
.9253 


218dff 
214 


.9865 
.9680 


276 d 

277 bib 




1.1203 
1.1223 


26df 


.7880 


89 df 


.8630 


S 


.9262 


215 


.9699 


278 c 






1.1238 


27df 


.7919 


90d 


.8645 




.9268 


216 d 


.9909 


279 b 






1.1250 


28df 


.7931 


91 df ^ 
92b " 


.8650 


154 df 


.9281 


217 c 


.9935 


280c 






1.1276 


29d? 


.7945 


.8657 


155 d 






.9289 


218 d 


.9950 


281 oj 






1.1290 


80 


.7960 


93d ) 


.8664 


156 d 






.9296 


2l9dff 


1.0005 


282 df 




1.1294 


81c 


.8000 


94d 


.8670 


157 d 






.9805 


220d 


1.0030 


283df 




1. 1314 


32 d? 


.8008 


95d 


.8678 


158 d 






.9310 


221 d 


1.0046 


284 df 




1.1822 


33d} 


.8028 


96d 


.8683 


159 d 






.9320 


222 c 


1.0056 


285df 




1.1330 


84 d 


.8036 


97dff 


.8708 


160 d 


P 




.9327 


223d 


1.0002 


286b 




1.1341 


35 c 


.8046 


98 d 


.8748 


161 c 






.9334 


224 


1.0072 


287 d 


# 


1.1356 


36d? 
37df 


.8106 
.8110 


99c 
100 d 


.8760 
.8769 


162 c 

163 c 


b 




.9345 
.9351 


22-. d 
2:6 d 


1.0087 
1.0100 


288 c X 




a 


L1370 
1.1381 


38 d 


.8116 


101 df 


.8780 


164 b 






.9363 


227 df 


1. 0130 


2'.W «l 






1.1397 


39 d 




.8123 


102 d 


.8788 


' 165 b 






.9376 


22idff 


1.0155 


291 c 






1.1406 


40d?f 




.8130 


103df 


.8798 


166 






.9387 


229 c 


1. 02U2 


292 c 






1.1436 


41c 




.8135 


104 c 


.8804 


167 d 






.9394 


230 


1.0226 


293 df 






1.1440 


42 c 




.8141 


105 df 


.8812 


168 c 






.9410 


23ldff 


1.0391 


291 d 


'b 




1.1448 


43c 


. 


.8150 


106df 


.8820 ' 


169 c 






.9420 


232 c 


1.0465 


295 c 




1.1460 


44c 




.8155 


107 d 


.8833 


170 d 






.9427 


2J3dff 


1.0566 


296 d 






1.1483 


45c 


b 


.8162 


108 d 


.8842 


171b 






.9435 


234c 


1.0594 


297 b 






1.1490 


40 c 




.8170 


109 c 


.8858 


172 b 






.9450 


235 c 


1.0612 


298 d 






1.1503 


47 c 




.8178 


110 c 


.8863 


173 b 






.9466 


2 :6 d f 7 


1.0632 


299 b 






1.1514 


48 d 




.8184 


Hid 


.8877 


174 df 






.9469 


237 d 


1.0661 


300 b 






1.1530 


49 d 




.8189 


112 df 


.8897 


175 c 






.9476 


238 c 


1.0671 


801c J 






1.1545 


50d 




.8194 


113 df 


.8909 


176 c 






.9488 


239 d 


1.0688 


302 c 




1.1565 


51 d 




.8198 


114 d 


.8915 


177 b 






.9504 


210 c 


1.0698 


303 c 


1.1580 


52 d 


.8201 


115 df 


.8920 


178 b 




a 


.9527 


241 d 


1.0716 


304 c 


1.1587 


53d 




.8206 


116 c 


.8928 


179 df 






.9535 


2i2 


1.0734 


305 d 




1.1601 


54d7 




.8209 


117 d] 




.8944 


180 d 






.9546 


2410 


1.0756 


.306 df 




1.1604 


65d 


b 


.8213 


U8d 




.8948 


181b 






.9552 


244 d 


1.0768 


3(»7 d 




1.1607 


56 d 


.8221 


119 c 


b 


.8954 


182 b 


6 




.9563 


245 c 


1. 0778 


:i08c 


1.1625 ' 


57d? 




.8225 


120 c 




.8965 


183 b 






.9574 


216 c 


1 0792 


309 b i 1.1639 1 


58b 




.8228 


121 c 




.8974 


184 c 


b 




.9589 


247 d 


1.0807 


310 d 


1.1661 


59 d 


.8236 


122 df 




.8982 


185 b 






.9598 


218 c 


1.0818 


311 d 


1.1666 


60c 
61 d 


.8243 
.8251 


123 b 

124 c 

125 c 


b 


.8990 
.9003 
.9008 


186 d 

187 c 






.9606 
.9614 


249 c 

250 d 


1. 0836 
1.1815 


312 df 
: 313 c 


1. 1678 
1.1688 


62c 


.8256 


126 c 




.9019 


188 b 




; .9630 


251 d 


1.(8 '.5 


^ 314 d 


i.ro2 


63c 


.8263 


127 c 




.9028 


189 b 






.9046 


252 d 


i. ()>««; 


315 d 


1. 1712 
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Table 2S,'^Ab8orpiion lines in the infra-red Bolar apeotr urn , from holographs — Continued. 



Wave- 
Deaignation. lengths. 


Wave- 
Designation, lengths. 


Designation. 


Ware. 

lengths. 

M 


1 Wave- 
Designation, lengthn. 

1 " 


Debignation. 


Wave- 
lengths. 


316 b 1.1720 , 


370 d 


1. 3126 


442 c^ 

443 cK 




1.4596 


1 
505 1. 7151 


5C8b 




1.9610 


317 c 


1. 1736 


380 d 


1. 3147 




1.4621 


506 c 


1. 7176 


569 c 




1.9586 


318 b 


i.l758 1 


881 d 


1.3164 


444 b j 






1.4653 


507 d 


1.7205 


570 b 




1.9677 


319 


1.1778 


382 


1.3175 


445 d? 


b 




1.4692 


; 508d 


1.7222 


571b 




1.9763 


320b 


1.1801 


883d 


1.3^92 


' 446 b 




1.4696 


509d 


1.7239 


672 d^ 




1.9826 


321 df 


1. 1810 


384b y 




1.3209 


447 d ^ 




1.4712 


510 


1.7258 


573 bL, 




1.9980 


322 


1. 1822 


385d 




1.3222 


448 an 






1.4724 


511 c 


1.7299 


674 o| ^ 




2.0070 


323d 


1.1844 , 


386d 




1.3246 


440 c 






1.4751 


512 d 


1.7310 


575 d" 




2.0250 


324 d? 


1.1853 


387 d 




1.326b 


450 c 


b 




1.4762 


513 d 


1.7335 


576 d. 




2.3364 


S25b 


1.1868 


388 Ox 




1.3274 


451 b 






1.4789 


514 


1.7348 


577 b 




2.0490 


326 d 


1.1894 


389 bl 

390 dr 




1.3299 


1 452 d J 






1.4804 


515 d 


1.7385 


678 0^ 
579 dJ j 




2.0604 


3270 


1.1924 ] 




1.3308 


ZO^ 




1.4835 


516 b 


1.7404 




2.0686 


3280 


1.1940 ' 


3910 ) 




1.3320 




1.4855 


517 d 


1.7480 


680d 


2.0818 


329 d? 1.1950 1 


3920 




1.3342 


455 d 




1.4880 


618 


1.7450 


581 d 


2.0900 


380 d 


1.1963 


3930 




1.3357 


456 b 




1.4904 


519 


1.7485 


682d? 


2.1006 


831b 


1.1975 


394d 




1.3374 


457 df 




1.4916 


520 


1.7506 


683 df 


2.1090 


332 d 


1.1992 


395o 




1.3385 


4580 




1.4938 


521 d? 


1.7645 


6840 


2.1160 


3330 


1.2002 


396o 




1.8425 


450 




1.4966 


522 


1.7656 


686d 


2.1246 


834b 


1.2021 


397d 




1.3445 


460 d? 




1.4980 


523 b 


1.7590 


686d 


2.1519 


885d 


1.2086 


898 




1.3464 


461 d 


L5003 


524 d 


1.7616 


5870 


2.1646 


8360 


1.2055 


399d 




1.3403 


462 b 


1.5021 


525 


1.7631 


688d 


2.1790 


887 


1.2070 


400 d 




1.3510 


463 d? 


1.5061 


526 


1.7641 ; 


689d 


2.1853 


3880 


1.2095 1 


401 d? 




1.3538 


464 b 


1.5070 


627 c* 


1.7674 


590d 


2.1974 


339df 


1.2106 


402 d 




1.3590 


465 c 


1. 5117 


528 


1.7693 


sold 


2.2018 


840 


1.2124 


403 d 




1.3618 


466 


1.5151 


529 


1.7718 


502 df 


2.2151 


341d 


1.2150 


404 d 




1.3647 


467 d 


1. 5170 


630 c 


1.7744 


593 df 


2.2338 


342 d 


1. 2167 


405 d 




1.3679 


468 d 


1.5196 


, 5310 


1.7782 


594d 


2.2695 


343c 


1.2194 


406 d 




1.3691 


4690 


1.5234 


532 d 


1.7798 


595d 


2.2796 


C44c7 


1.2212 


407 d 




1.3734 


470 


1.5279 


533d 


1.7818 


596 d? 


2.2905 


345 


1.2249 


408 c? 




1.3750 


471 


1.5324 


534d? 


1.7842 


697 df 


2.2960 


346 d 


1.2271 


409 d 




1.3780 i 


472 c? 


1.5482 


6350 


1.7866 


598d 


2.2999 


847 d 


1.2294 


410 d 




1. 3815 


473 d? 


1.6519 


636d? 


1.7882 


599 c 


2. 8180 


348 d 


1.2306 


411 d 


W 


1.3863 


474 d 


1.5668 


537 


1.7897 


000 d 


2.8268 


349 d?v 


1.2565 


412 d 




1.3915 


475 dl 


1.5696 


' 538 b 


1.7937 


601 d 


2.3390 


350d? 




1.2581 


413 d? 




1.3938 


476 c 


1.5716 


539d 


1. 7951 


602 dx 

603 dr 


2.3488 


851 d? 




1.2587 


414 c 




1.3990 


477 c 


1.5740 


540 d 


1.7966 


2.3620 


352 d 




1.2596 


415 




1.4036 


1 478 d 


1.5793 


641c 


1.7995 


604 d 


2.3690 


353 d/" 


1.2615 


416 


a 


1.4060 


, 479 b 


1.5859 


542 d? 


1.8022 ' 


605 d^ 

606 dr 


2.3780 


354d 




1.2630 


417 c 




1.4087 


480o 


1.5928 


543 d 


1.8044 


2.8850 


355 d? 




1.2650 


418 d 




1. 4101 


481 d 


1.5965 


544 d 


1.8058 


607d 


2.4030 


356 b 




1.2658 


419 d 




1.4107 


482 


1.5981 


545 c 


1.8090 


608c 


2.4115 


357 d 


1.2675 


420 b 




1.4135 


483 d 


1.6001 


546 cl ] 

547 c^ 




1.8130 


600d 


2.4309 


358 df 


1.2700 


4210 




1.4167 


4840 


1.6042 




1.8147 


610 


2.4446 


359 


1.2717 


422 c 




1.4184 


485 


1.6005 


648 d 




1.8220 


611 df 


2.4610 


360d 


1.2734 


423 d 




1.4199 


486d 


1.6161 


549 d? 




1.8262 


612 df 


2.4650 


361 d 


1.2750 


424 b 




1.4225 


487 d 


1.6277 


550d? 




1.8315 


618 df 


2.4090 


362 d 


1.2771 


425 c 




1.4248 


488 d 


1.6350 


551 d 




1.8380 


614 df 


2.4718 


363d 


1.2782 


426 b 




1.4270 


, 489 d? 


1.6367 


552 d 




1.8500 


615 d 


2.4782 


364 b 


1.2794 


427 d 




1.4289 


! 490 d? 


1.6468 


553 d 




1.8599 


616 c 


2.4850 


365 d 


1.2816 


428 b 




1.4313 


1 491 d? 


1.6482 


554d 




1.8661 


617 d 


2.5000 


366 d 


1. 2870 


429 c 




1.4335 


' 492 d? 


1.6516 


555d 




1.8736 


618 d 


2.5100 


3«7d 


1.2918 


430d? 




1.4356 


4930 


1.6605 


556d 




1.8840 


619 d? 


2.5162 


368 d 


1.2935 


431 




1.4367 


494d? 


1.6631 


557 d 




1.8962 


620a X 


i 2. 5200 
I 2.8442 


8690 


1.2948 


482 




1.4388 


495 d 


1.6666 


558d 




1.9040 


370 d 


1.2980 


433 c 




1.4406 


496d? 


1.6703 


559 d 




1.9122 


621 d 


2.8390 


871c 


1.2990 


; 434 d 




1.4418 


497 d? 


1.6744 


560 c? 




1. 9143 


622 d 


2.8585 


372 d 


1.3010 


1 435 b 




1.4447 


498 c 


1.6910 , 


561c 




1.9219 


623 d 


2.8710 


373 b 


1.3018 


436d 




1.4459 


, 499 d? 


1.6937 


6620 




1.9252 


624 


2.8930 


374 


1.3044 


' 437 b 




1.4495 


500d 


1.0950 


5630 




1.9283 


625 d 


2.9075 


376 d 


1.3055 


438d 




1. 4510 


501 d 


1.7025 


5640 




1.9314 


626d 


2. 9158 


376 c 


1.3076 


439 b 




1.4542 


502c 


1.7046 


5650 


n 


1.9336 


627c 


2.9342 


377 d 


1.3105 


440 d 




1.4564 


503 c 


1.7080 


566c 


a 


1.9395 , 


628 d 


2.9430 


378 c 


1.3115 i 


441 d? 




1.4576 


504d 


1.7099 


567 c 


1.9430 


629df 


2.9686 
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Tablr 23. — AbBorption lines in the tn/ro-retJ solar spectrum, from holographs — Continaed. 



Designation. 


Wave- 
lengths. 


1 
t 
; Designation. 

1 


Wave- 
lengths. 


Designation. 


Wave- 
lengths. 


Designation. 


Wave- 
lengths. 




Wave- 
lengths. 

M 


630b 


2.9640 


653d/ 




3.2228 


676 df 


3.6450 


698aY 


f 4.1790 
14.4968 


720 df 1 4.9345 


631 d 


2.9728 


6540 




3.2410 


677d? 


8.6590 


721c 


4.9440 


682df 


2.9661 


655 b 


3.2620 


678 b 


3.6716 


1 6990 


4.4989 


728 d 


4.9495 


6330 


2.9942 


656 d 




8.2702 


679 d? 


8.6880 


' 700 d 


4.5868 


723dl 


4.9654 


634d 




3.0000 


657 d? 




3.2942 


680 dl 

681 dr 


8.7188 


' 701 d 


4.5845 


724c 


4.9714 


635c 




3.0108 


658o 




3.2990 


8.7178 


702 d 


4.6156 


726 dfx 


4.9636 


636c 




3.0316 


659b 




3.3150 


082 c 


8.7336 


708 


4.6402 


726 d 


b 


4.9888 


637 c 




8.0432 


660o 




3.3430 


683c 


3.7596 


704 c 


4.6789 


1 727d 


4.9056 


6880 




3.0605 


661c 




3.3559 


684d7 


3.7708 


70ft d^ 
706 d}^ 


4.6829 


' 728d 




5.0068 


639d 


*• 


3.0798 


662d 




8.8690 


685c 


3.7886 


4.6960 


' 729df 


5.0195 


640 


a 


8.0856 


1 663d 




3.3795 


6860 


3.8122 


' 707 d 


4.7026 


j 780d 


5.0268 


641 dl 




3.0020 


664b 




8.4051 


687d 


3.8345 


708 d 


4.7087 


731 df 


6.0422 


642 c 




3.0998 


665c 


8.4350 ' 


688d? 


8.8465 


709d 


4.7284 


782 c 


5.0587 


6430 




3.1190 


666c 


8.4530 ; 


689d 


8.8555 


' 710 c 


4.7582 


733d 


6.0784 


'644c 




3.1391 


667d 


3.-4724 


690dr 


8.8642 


1 7110 
712 d 


4.7759 


784 c 


5.1000 


645d 


3.1500 


668d 


3.4960 


691 dl 


8.8722 


4.7866 


735 d 


5.1881 


646 d^ 




3.1659 


669d 


3.5346 


6920 


8.8771 


713 d, 

714 dr 


4.8089 


736 d 


5.1725 


647 d 




3.1710 


j 670 c 


3.5406 


698d? 


8.8858 


4.8189 


787 


5.20B0 


648 d 




'3.1796 


671 df 


8.5512 


604d? 


3.8909 


715 df 


4.8288 


788c 


5.2637 


6;od 




3.1965 


672 c 


3.5704 


716 b 


4.8500 


789 d 


5.8084 


6500 




8.2032 


673c 


3.5865 


695 


8.9222 


717 d 


4.8978 


740 d 


5.8886 


6.'Id 




3.2002 


674 c 


3.6072 


696d 


4.0211 


718 b 


4.0185 






652 d 




3.2180 


675 c 


8.6800 


697d 


4.0810 


719 df 


4.9239 







The final results of the preceding tables are, as the reader has already been 
reminded, graphically depicted in Plates XX and XXI. 

The work on the infra-red (bolometric) prismatic spectrum, commenced at Alle- 
gheny in 1881, was renewed at this observatory in 1892, and now, July, 1900, is 
published in the present form. It may conveniently be considered in two parts. The 
first extends from the limits of the visible spectrum to the extreme limits of the **heat" 
spectrum as known or suspected in 1881, i. e., to ^Ti, then vaguely known as the end of 
the spectrum. The second part is the region whose existence was first discovered in 
that year by the writer, witli the bolometer, upon Mount Whitney at an elevation of 
12,000 feet. In PI. XX these di\dsions may be readily distinguished. 

COMPARISON OF THE PRECEDING RESULTS WITH THE SOLAR SPEC- 
TRUM MAPS OF HIGGS AND ABNEY AND WITH INFRA-RED METALLIC 
LINES OF SNOW, LEWIS, AND OTHERS. 

Taking the work of Abney and Higgs as subjects of comparison, the observation 
is that the present method extends to great spectral regions wholly inaccessible to 
photography. In the very upper portions of the infra-red, e. g., from 0.8 to 1.0, pho- 
tography doubtless is more convenient and complete than bolometry. There is a region 
in this upper portion where the two processes arc fairly comparable; below this 
photographic processes almost wholly fail, and the further region belongs at present to 
the bolometer ahme. 

The reader may care to compare the resulti^ of the bolographic analysis of the 
solar spectrum with the maps of grating spectra prepared photographically by Higgs 
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and by Abney. As he can readily do this, either by means of the table or of the 
normal spectrum map, what is said here will merely call attention to some points 
where injustice might inadvertently be done to the bolographic results in such a com- 
parison. 

In the first place, it need hardly be recalled that more lines have been found in a 
given space by the photographic than by the bolographic processes, because with their 
capacity for long exposures with cumulative effects, the spectrum photographed may 
be far more extended and the slit much narrower than is at present possible with the 
bolometer. In consequence of this greater richness of detail, some faint lines are 
found in the photographs where none at all are discovered in the holographs, and 
frequently two or more lines of the photographs correspond to one in the holographs. 

In the second place the system of designating intensities employed in the tables 
is different from that of Abney, and gives at first glance a different impression from 
the direct photographs of Higgs. Thus in Abney's tables we find several lines in suc- 
cession to which he has assigned the intensity 4 or 6 (that is very strong), while in the 
holographs they would be called d, that is, of very little prominence separately; but 
a bracket marked b would be placed against the whole group in the table, showing 
that these separate mmute deflections were found m the bottom and sides of one great 
deflection. Abney and Higgs each used so great dispersion that bright strips show in 
such places between the dark lines, so that the latter appear very strong. In the 
holographs, on the other hand, the width of the bolometer and the relatively slight 
dispersion prevent the corresponding appearance on the plate. The reader may 
therefore consider m his comparison that all lines included in a bracket marked b are 
possibly separately of intensity 6, though designated otherwise. 

In the third place, the wave-lengths assigned to the lines in the tables are, as has 
been already said, liable to inaccuracy to the extent of one or two Angstrom units, on 
account of the errors of wave-length determination, plotting, and interpolation in the 
plot. Further, as the smgle deflections of the holographs corresponding to two or 
more lines in the Higgs photographs are often 1 or 2 nun. wide, it is by no means 
certain that the minimum as determined in the rediiction of the holographs should 
correspond within one or two Angstrom units to the mean position of the several lines 
it represents, especially if these lines are of unequal intensity. Finally, it is universally 
found by observers that errors of detennination may not infrequently amount to two 
or three times the probable error deduced in the usual manner from the residuals of 
the separate observations from the mean; so that, in case of the holographs, errors of 
position of a half or two-thirds of a second of arc may be occasionally expected, and 
such would correspond to nearly one Angstrom unit. Thus, when we take all these 
factors together, occasional variations from Higgs's map of three or four Angstrom imits 
are possible. 

As an example of what may be expected from the holographs the following table 
gives a comparison of the results with the rock-salt prism and Higgs's map as far as the 
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latter extends, which includes the first 49 lines in the rock-salt table. On the whole, 
the agreement is excellent. The wave-lengths seldom diflfer by more than two Ang- 
strom units, and the relative prominence of the lines is about as we should expect. The 
chief discrepancies which occur are the following: One of the doubles in the A series 
is absent, and the presence of several lines marked doubtful in the holographs and one 
marked d with no question mark, seem hardly substantiated : 

Table 24. — Comparison of results of holographs with the salt prism and Higgs's photographic map. 



Smithsonian Observatory 
observations. 


Higgs's map 


of the solar spectrum. 


Renuurks. 


1 

TlAal<rno«^</\«i WaVe- 


Wave-lengths. 


Number 
of lines. 


Intensity. » 


uesiKQauon. 


length. 














0. 


d. 






f* 


M 










Idf 






0.7596 


r 0.7594 
I 98 


) « 


4 


2 




2d 






.7600 


.7599 










3d 
4d 


b 




.7604 
.7609 




11 


11 




Relatively open spaces at 7597 to 
7600, at 7611.5, and at 7615. 


.7611 


5df 






.7612 


f .7612 
I 14 


} ^ 


2 






6d> 






.7614 


r .7615 
I 165 


1 > 


2 






7d 






.7621 


.7621 


1 


1 






8d 






.7624 


I .7623 
1 25 


I 2 


2 






9d 






.7629 


r .7627 
29 


} 2 


2 






10 d 






.7631 


f .7631 

L 33 


1 


2 






lid 




A -"^^^ 


r .7635 
I 37 


) ' 


2 






12 d 




.7638 












13 d 


b 


.7641 


r .76395 

I 4:12 

r .7649 


] . 


2 




) 
Doable between these omitted. 


14 d 




.7650 


1 51 


} 2 


2 




) 


15 d 




.7653 


r .7654 
1 553 


} 2 


2 






16 d 




.7660 


( .7659 
I 61 


} ^ 


2 






17 d 






.7666 


f .7665 
1 66 


} ^ 


2 


1 




18 d 






.7668 


f .76708 
I 719 


} 2 




2 




19 d 




.7676 

1 


r .76768 
I 779 


} 2 




2 




20d 






.7680 


f .76805 
1 84 


} 3 




3 


^ 






f . 7772 


} 3 






ll7 faint lines between these. 


21 df 


.7772 


I 76 

1 




3 


J 



1 The scale of intensities annexed roaghly corresponds with that adopted for the holographs. Thas, corre- 
sponding with line 40 c, we find in Higg^s map 4 lines of intensity c and 1 of intensity d ; in all, 5 lines. 
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Table 24, — Comparison of results of holographs with the salt prism, etc. — Continued. 



Smithsonian Observatory 
olMer vat ions. 




Bigg's map of the solar spectmm. 


Kemarks. 




.,__ , Wave- 


Wave-lengths. 


Number 
oflines. 


Intensity. 


Designaciou. 


length. 


0. 


d. 


22d 


.7826 




.7832 


1 




1 


5 faint lines between these. 




23df 


.7987 




.7999(f) 


3 




.3 






24 df 
25df 


.8039 
.8119 




.8046(f) 
.8115(f) 


3 
2 




3 
2 


Sparcely filled with faint 
coincidences doubtful. 


lines; 


9A rl > 


.8126 
















27 d 




.8136 


r 


.8134 
36 


1 2 

J 


1 


1 






28d 




.8143 


r 
1 


.8141 
424 


1 ^ 




2 






29d 




.8150 


r 
I 


.8147 
50 


1 5 
J 




5 


Last two strongest. 




30c 




.8160 


. 


.8155 
585 


1 ^ 


2 




First stronger. 




31 d 


b 


.8164 


^ 


.8162 
65 


\ 3 

J 


3 




First two close. 




32df 




.8173 


r 
I 


.8169 
706 


\ 3 


1 


2 


Last strongest. 




33c 




.8178 


{ 


.8177 
795 


] 4 


1 


3 


First strongest. 




34 df 




.8181 


- 


.8182 
838 


\ 2 

J 


1 


1 


Do. 




35d 




.8183 
















36 d 




.8190 




.81896 


1 


1 








37c , 




.8196 


r 
I 


.81934 
98 


} » 


2 


1 


Middle weakest. 




38d 


.8211 


r 
I 


.8212 
14 


1 ^ 





2 






39d 


.8221 


r 
I 


.82185 
22 


} ^ 


1 


2 


First strongest. 




40c 


.8228 




.8227) 
32}"' 


5" 5 


4 


1 


Strongest at 8228. 




41 d 


.8240 




.82438 


1 


1 








42 d 


.8257 




.8257 


1 


1 








43 d 


.8274 


f 
1 


.8272 

77 


} ^ 


2 


1 


First weakest. 




44d 


.8280 


r 
I 


.8280 
824 


}. ' 


1 


1 


First weaker. 




45d 


.8290 


\ 


.8288 
90 


} ^ 


1 


1 


First stronger. 




46d 


.8308 




.8305 


2 


1 


1 


First weaker. 




47 d 


^8321 


I 


.8317 
22 


} . 


2 


1 


Do. 




48df 


.8331 


\ 


.8327 
36 


1 
J 




5 


Strongest at 8330. 




49 df 


0.8340 




0.83395 


1 


1 
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Infra-red Mxtaluc Lines. 

Lists containing in all about eighty metallic lines, either observed or predicted to 
occur in the infra-red, have been cited in Chapter I, and very probably there may be 
other observations or predictions of this kind which have been overlooked, as there 
was no attempt at an exhaustive search of the literature of the subject. 

A partial comparison made here of these results with the infra-red solar spectrum 
has led to the conclusion that it is not yet the time to announce coincidences between 
metallic and infra-red solar lines. 
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Chapter VII 



THE VARIATIONS OF ABSORPTION IN THE INFRA-RED SOLAR 

SPECTRUM. 

The most casual observer of such solar energy curves as are shown in Pis. XIX 
to XXIII can not fail to notice the steady increase in the importance of the great 
absorption bands as he looks through the visible spectrum down to the red and infra- 
red. Another most prominent feature is seen to be, that beginning with a there is a 
striking similarity between the larger bands. Each is abrupt on the short wave-length 
side, but gradually fades away toward the longer waves. There appears also a marked 
"head" and **tail". Such a similarity of appearance suggests a similarity of cause, and 
this can be indeed at least partially affinned.^ For the bands a B and A have long 
been known to be mainly of terrestrial origin, and to be partly caused by the absorp- 
tion of the aqueous vapor in the earth's atmosphere, and partly by the absorption of' 
its oxygen. Within recent years it has been shown that the bands called here ^ at 
1.4 jd, /2 at 1.8 //, and X at 2.6 ju are coincident with regions of strong water vapor 
absoi'ption, and hence are presumably of terrestrial origin. Carbon dioxide vapor is 
similarly active in absorption at 4.4 //, so that the band Y is also to be regarded as 
probably terrestrial. The general appearance of the bands pOT and is so similar to 
that of these terrestrial ones just named as to lead one to suspect that they, too, are 
telluric, and this has been proved by Abney.' Thus the nine great bands, a, B, A, 
pdT^ *, !P", /i, X and Y are doubtless largely of terrestrial origin. 

Since the absorption of the earth's atmosphere thus plays so important a part in 
decreasing our supply of radiation from the sun, it is interesting to study its effect 
more thoroughly. The present investigations, while not primarily designed for this 
purpose, have furnished much material for such study. There have been taken since 
1893 hundreds of bolographs, or solar energy curves, extending from A to X, a lesser 
number taken since 1895 extending as far as 6/^, and within the last years some of 
fast speed covering the whole solar spectrum from 0.4 // to 6 >u. Besides these, there 



> See the author's remarks in Am. Jour. Sci., third series Vol. XXXVI, p. 397, 1888. 
2 Royal Society Proceedings, vol. 35, p. 80, 1883. 
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have been taken a number of fast-speed bolographs with terrestrial energy sources 
extending from A to near S/u. 

An examination of these many curves has been made for the purpose of detecting 
variations of their form, and of following out such variations to see if they were periodic 
or irregular, gradual or sudden, and whether they are connected with meteorological 
conditions or not. It is not, of course, certain that all changes in the form of the 
energy curve of the solar radiation are due to terrestrial causes, for we are well aware 
that there are changes in the sun itself, and these may, for all that we know, produce 
analagous though probably smaller effects. Yet the presumption is strongly in favor 
of a telluric origin of many of the infra-red bands, especially when we consider that the 
earth's atmosphei*e is subject to such enormous local changes in humidity, temperature, 
and composition, and that the mass of it to be penetrated by the solar rays changes 
during each day and with each season. 

Unfortunately for the value and completeness of the holographic records just 
alluded to, they have these several shortcomings. First, they must necessarily be 
lacking in cloudy and rainy weather like any other solar records. Second, there have 
been a number of intervals of one or more months when the apparatus was in use for 
other investigations or was undergoing improvements so radical that no bolographs 
were attempted. Third, many of the bolographs, especially of the earlier years, are 
so inferior to later ones as hardly to be proper for comparison. Fourth, mirrors may 
have tarnished more or less, and salt prisms "fogged" slightly; the slit and bolometer 
strip may have subtended more or less, the adjustments may have been more or less 
perfect, and the minor disturbances due to magnetic, mechanical and electrical causes 
may have been little or much — all these things exerting their influence on the form 
of the curve. Thus it can not be claimed that the results to be given are absolute, but 
it is believed that they contain facts of interest. 

TYPICAL ENERGY CURVES. 

Superposed curves^ are shown in Pis. XXX A and XXX B, which will serve 
to give preliminary ideas relative to the seasonal changes to be observed. In the first 
group we have typical spring, summer, autumn, and winter bolographs of the spectrum 
from A to near X. For convenience in examination they have been placed on a back- 
ground of parallel lines of equal intensity of radiation, with a scale of ordinates such 
that the height of the maximum between W and il is 100 on the scale for each good 
curve, i. e., they are all reduced to the same vertical scale for this place. The reader 
will note that these bolographs have been selected for their general form rather than for 
accuracy of position or richness of detail. 

> It has been thonght best to take some of these carves from earlier observations when, however, the progres- 
sive "drift" was stiU evident. This progressive movement of the needle "drift" causes a regular lifting of the 
carve as a whole without disturbing its parts, and its results are indicated here by the inclination of the base lines 
of the curves in these two plates. 
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ANNALS OF ASTK0PHY8ICAL OBSERVATORY. 207 

A more general similarity will be found between numbers I and III, the spring 
and autumn representatives, than between any other pair. The general direction of 
the changes in form is somewhat as follows: 

Spring: Radiation relatively very great from A to *, * of medium depth, V 
narrow, showing absorption moderate on its long wave-length side, and thus ^' high 
up on the curve, «fi narrow, absorption moderate on long-wave side, g:>i g:>2 moderately 
deep, and with the sharp maxima just preceding them very high, thus indicating both 
fairly great absorption in odi and odj and slight absorption immediately preceding each 
of them. 

Summer: The relative energy in the region from A to * is much reduced, while 
W and fi have become very broad, owing to a great increase of absorption on theu* 
long wave-length sides, aoi and odj have become less prominent partly because of this 
increase of absorption below fl and partly because of actual increase in the height of 
their minima. 

Autumn: Beginning usually in September, the relative amount of energy from A 
to <I> gradually grows and attains its maximum, as already noted, in the spring months. 
V and fl become much narrower usually in the latter part of September and remain 
so until some time in November. a>i and ojj increase steadily hi depth, beginning in 
August, and their prominence reaches its maximum in October and retains it little 
altered until the next summer comes on. 

Winter : It is usually but not universally the case, in the months of December 
and January, that the bands V and fl have the broad, flat bottom shown in the illus- 
tration. In other respects the cui-ve is very like those of autumn and spring. 

The second group of curves contains typical examples of spring, autumn, and 
winter holographs of the region from fl to beyond Y. A representative of summer is 
absent because holographs of this region have not been taken in summer in sufficient 
number to lead to any general idea of the conditions which then prevail in this region. 
Scales of ordinates have been annexed on which, as in the A-/i illustrations, 100 is 
the height of the maximum between W and /2. In the present illustrations the scales 
change s ^ddenly at several points owing to alterations of the slit width. It will be 
seen that in this region we have on the whole less seasonal variation than in the 
region from A-/2. 

From what has been said it will be seen that the principal changes to be observed 
between different seasons are in the relative amounts of energy from A-*, and in the 
changes of absorption in W and fl. 

IRREGULAR VARIATIONS OF ABSORPTION. 

We turn now to changes more in-egular and rapid in character. The variation 
of V and /i has been included among those of a seasonal character, yet while V 
and n are never seen broad and flat in spring, still, in the transition from winter to 
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spring, from spring to summer, from summer to autumn, and even in midwinter, their 
character may change from narrow to broad and back again several times in a week. 
Fiirthermore, an evidence of the telluric character of the absorption which produces 
them is found in the fact that the absorption increases with the declining sun. Examples 
of these changes are furnished by curves of the following dates, and many others 
could be cited: 

December 18, 1893, several curves, W and fi very narrow; height of ^, 50 

December 20, 1*^ 40°^ p. m., broad; height of tp', 10 to 20. 

December 21, 10^ a. m., narrow again; height of tp\ 50. 

December .2, 9^ 40°^ a. m., very broad; height of i/^', 20. 

December 23, 10^ 30*" a. m., still more broad. 

December 27, curves bad, but indicate decidedly less absorption. 

February 9, 1898. Three curves taken at about noon, at 2^ 30" p. m., and at S^ 
40" p. m., respectively, show a very striking change from moderate absorption to great 
absorption in the regions 5^ and fl. 

Another region where the energy is greatly decreased with declining sun, as long 
since noticed by the writer, is that between X and X2> A marked example of this is 
furnished by the bolometric curves of December 10, 1896. One which was begun 
at 3 o'clock reaching X neai' 3^ 20" hardly indicates any energy at all between X 
and X2^ and only half as much between Xi and X2 ss a curve started a half hour 
after noon of the same date, which was normal at these points, and taken imder 
precisely the same conditions except as regards the position of the sun. 

Our atmospheres absorption in the infra-red is on the whole much less than in 
the visible spectrum, as was shown by the writer nearly* twenty years ago. Indeed, 
low sun, thougli accompanied by the local effects above mentioned, produces little 
general diminution of energy at wave-lengths greater than lyu, while its effect through 
the visible spectrum and up to a wave-length of 0.9>u is very marked. 

In some holographs the absorption band ^ contains three very deep indenta- 
tions in its bottom, while in others the third, and especially the second, are much less 
prominent. This is not the effect of poor definition, for the change in character has 
repeatedly been observed in a single day, with no intermediate alteration of the spec- 
troscope. Moreover, some holographs taken with wide bolometers and wide slits show 
deeper deflections in * than other curves where the apparatus was arranged for greater 
detail. No particular time of the year is attended by these variations, nor are they 
associated with any of the changes heretofore noted. 

Just after the curve has risen from the long-wave side of (p we come upon a strip 
covering about 2' of (rocksalt prism) spectrum which varies considerably in character. 
A good idea of the change in appearance is given by saying that some curves here 
approximately follow the base and perpendicular side of a right triangle, while others 
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follow its hypotenuse. Of course we find intermediate characters between these two 
extremes. There appears to be no association between the variations in this region 
and those heretofore noted. 

Near the middle of the maximum between <t> and W will be seen a deep deflec- 
tion, quite unique in its appearance. The depth of this depression varies considerably, 
and generally at the same time with a)i and a?2. Its changes are not, however, so 
marked as those of go^ and co^^ and sometimes take place partially independently. 
Nevertheless, the behavior of the three deflections is on the 'whole so similar that one 
is inclined to believe them all due to the same cause, acting, however, perhaps in dif- 
ferent degree. 

The bottoms of the great absorption bands W and fl are usually either raggedly 
broken into minor deflections, or broad and flat, or slightly rounded, according as the 
condition of little or great absorption in these bands is present Occasionally, how- 
ever, three nicely rounded deflections appear in the bottom of /2, and either three or 
five at the same time in V. At one such occasion, March 24, 1896, these deflections were 
5 to 8 mm. in depth, and were accompanied by a most unusual narrowness of W and 
fl. This condition remained, with slight modifications, until March 28, when the 
absorption was far greater, though still very moderate, and the deflections in question 
had disappeared. April 8 brought a partial return to the condition of March 24, but 
on April 13 the absorption became very great, and all deflections in the bottoms of V 
and fl disappeared. The absorption, however, had decreased again before April 22, but 
it is not known how long it remained slight. 

Several holographs of March 28, 1899, seemed to indicate sharp maxima in Y, 
but as there was considerable disturbance of the galvanometer at that time not too 
implicit trust should be given these observations. 

Many minor changes have been noted in certain of the smaller deflections, such a^ 
two deflections appearing where there were three, variations in depth in different holo- 
graphs and the like; but these minor variations have not been so often observed as to 
make it certain that they are not due to accidental disturbances of the apparatus rather 
than to changes in absorption, so that they will not here be enumerated. Enough has 
been said, however, to indicate the great modifications which take place in the infra-red 
from time to time. For a more elaborate record, though less extended in point of time 
than that given above, the following table of relative ordinates of holographs of 
1896-97 is inserted, and the reader may, "if he chooses, compare it with Table 20 of 
Part I, containing similar results for 1897-98. The ordinates given are at the minima 
of certain absorption deflections. The depth of these deflections somewhat exceeds 
5 mm., 1 mm., or 0.1 mm., according as they are marked b, c, or d. The numbers desig- 
nating the deflections agree with those in Tables 18 and 21. Should it appear desir- 
able the many holographs of former years may at some future time be measured in 
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ordinates to make the record more complete. Indeed, a rough set of measures abeady 
made have been compared with meteorological data for the same period by means of 
plots. However, nothing certain could be determined through this comparison, and it 
is not here given. 

Table 31. — Relative ordinates j holographs of 1896. 



Designation. 


Oct 26. 
Bolomph 


Oct. 31. 
Bolomph 


Oct. 31. 
Bolo||mph 


Nov. 2. 
Bol<Mrraph 


Deo. 10. 
Bologaph 


Dec. 10. 
Holograph 




12JM|V 


10 "-ll*. 


l»«-2fc. 


lOMl^ 


11 M2^ 


1*^-21^ 


3b^A 

9cJa 
23c 


12 


10 


6 


6 






16 
40 


13 

29 




9 
24 






23 


34 


26 


26 d] 
28d 






26 
25 


22 

20 


25 

24 


33 
30 




36 


22 


30d 


b 


34 


24 


20 


23 


30 


20 


33d 
36 dj 




35 
36 
38 
34 




20 






20 
19 
20 
17 


25 






38d 
40b 


23 
21 




33 
29 


24 


22 


41 d 
42d 














39 


29 


25 


27 


34 


21 


44c 


38 


29 


24 


26 


34 


20 


45d 


38 


30 


24 


27 




20 


47-«d 


39 


32 


26 


28 


36 


22 


d 


45 


35 


29 


32 


49 


29 


53 d 


46 


36 


30 


32 


49 


31 


55c 


44 


36 


29 


32 


36 


29 


56-7 d 


46 


36 


29 


32 


38 


30 


59 b 


41 


34 


28 


30 


34 


28 


64-6d 
69b 


48 
45 


38 
38 


32 
29 


34 
32 




35 
36 


42 


70-1 d 
80d 


46 
50 




31 
33 


34 
37 




38 
44 


42 


48 


84d 


51 


42 


35 


37 


46 


43 


89d 




50 


41 


33 


36 


48 


42 


90-1 d 
92-3 c 


b 


47 
44 




30 
28 




47 
43 


40 
38 


36 


32 


94c 




41 


. 34 


26 


29 


42 


36 


9&-6o 




41 
42 


34 
35 


27 

29 




43 
45 


37 
38 


97d 


30 


100 d 


46 


39 


31 


34 


49 


44 


103 d 


43 


36 


38 


30 


43 


41 


104 d 


42 


35 


26 


29 


43 


39 


105-6 d 


43 


35 


27 


30 


43 


40 


109 c 


43 


35 


26 


30 


43 


38 


111c 


43 


35 


25 


30 


45 


38 


112 c 


43 


36 


27 


30 


47 


38 


116 d 
118-9 d 














48 


39 


30 


34 


52 


44 


120 


48 


^38 


29 


33 


51 


43 
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Designat 


Ion. 




Oct. 26. 
Bolnmph 


Oct. 31. 
Boloffrapb 


Oct. 81. 
Bolompb 


Nov. 2. 
Bolomph 


D60.10. 
Bolosraph 


Dec. 10. 
Bolomph 




12|M4*. 


lOMl^ 


lfc-2fc. 


lOMl*. 


11M2»'. 


1|^2|«'. 


1300 . 
131-2 c J 


P 


20 


17 


7 


11 


23 


9 

19 




21 


17 


7 


12 


25 


19 


134-5 d 






29 


24 


13 


17 


33 


26 


137-8 






25 


22 


11 


15 


29 


22 


139 c 






26 


22 


12 


16 


30 


23 


140-1 d 






28 


24 




' 




24 


142 c 






28 


24 


13 


18 


33 


24 


143 c 






29 


25 


15 


18 


33 


24 


144 c 


b 


6 


31 


26 


17 


20 


35 


26 


145-6 
148 




a 


32 
34 




17 
19 


21 
22 


35 
38 


26 
26 


29 


149-50 d 






37 


33 


23 


26 


43 


31 


151 d 






39 


36 


25 


28 


46 


34 


152-3 d 






43 


38 


27 


30 


49 


35 


154-5 d^* 




55 


47 


35 


32 


57 


45 


158 d K 

159 d J 


r 


53 


45 


34 


37 


56 


45 




53 


44 


35 


37 


56 


45 


161-2 ^ 
163-4 d J 




57 


48 


38 


39 


57 


48 




61 


53 


42 


45 


62 


53 


165 d J 




63 
69 


57 
59 


46 
49 


49 




59 
70 


169 d 


68 


170 d 
172 


69 
68 


60 
61 


49 
49 






69 
69 


58 


67 


173 d 


70 


62 


51 




70 


72 


I86 


72 


68 


58 


63 


75 


78 


191-2 


71 


69 


57 


62 


75 


76 


197 d 

198 


74 
72 


68 
67 


56 
56 


60 
59 




76 
76 


76 


2010 


69 


63 


54 


55 


73 


70 


205d 


64 


57 


47 


52 


69 


64 


206-7 d 


62 


53 


40 


50 


67 


60 


208-9 d 
213-4 d 














28 


24 


19 


18 


35 


23 


215 0^ 
217 J 




22 


18 


14 


' 13 


28 


19 




20 


18 


14 


12 


27 


18 


219 b 




21 


19 


16 


13 


24 


20 


221 d 


d> 


35 


30 


27 


26 


37 


31 


222-3b 


a 


26 


23 


20 


19 


27 


23 


224d 




33 


30 


27 


26 


34 


30 


225d 
227-«d 




36 
50 




29 
41 




39 

48 


32 
41 


43 


41 


2290 ) 




62 


57 


53 


53 


65 


61 


235c 


68 


64 


60 


59 


72. 


68 


2360 
237 


69 
69 


66 
65 


61 
61 




74 
73 


71 
68 


59 


2390 
242-3 d 


71 
69 


66 
72 


63 




75 
80 


71 
76 








J 
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Tablb 31. — Relative ordinateSj holographs of 1896 — Gontinned. 



Designati 


on. 


Oct.2«. 
Bolomph 


Oct. 31. 
Bolomph 


Oct. 81. 
Bolomph 


Nov. 2. 
Bolomph 


Deo. 10. 
fiolograph 


Dec. 10. 
Bolomph 




12|M4fc. 


10^-11 »•. 


l»^2k. 


lOMlfc. 


llM2k. 

77 
76 


ll•^2^^ 


244 c 
247 c 


73 
73 


69 
69 


«7 1 
68 




74 
75 




248d 
249 d 
260-1 d 
254d 
259 d 


76 

77 

78 ' 
81 
83 
88 


73 
74 

77 
80 
81 
86 


71 
72 
73 
79 
81 
85 




80 
82 
83 
86 
89 
93 


77 
78 
81 
84 
86 
89 










80 


268 d] 




75 


76 


72 




77 


71 


270 b 


b 


71 


72 


71 


65 


74 


67 


271 d 


80 




79 


76 


82 


83 


273 cj 




83 


83 


84 


79 


88 


83 


276 d 


88 


86 


86 ' 


83 


92 


92 


279d 

281 d 1 




88 

77 
71 
63 


82 


81 
75 
64 
59 


90 
84 
76 
70 


86 
82 
75 
68 




2850 
2b8d 






75 
64 


60 


290o 




46 


45 


47 


52 


52 


47 


311-12 d 


W 


7 


3 


9 




7 


6 


315 




15 


9 


13 


8 


13 


9 


319 d 
323b 


a 


24 
29 




21 
26 


15 
21 


22 
27 


16 
20 


24 


324 




38 


31 


34 


28 


35 


27 


326d 
3290 




46 
75 






3a 

69 


45 
73 


36 
72 


71 


72 


331 d 
333 




% 




84 
94 


86 
94 


89 


88 
96 


96 


94 


339d 


100 


100 


100 


100 


loa 


100 


345 b 


93 


94 


93 


93 


92 


92 


351b 


94 


96 


93 


94 


88 


87 


354d 


97 


100 


96 


98 


91 


98 


359 


94 


98 


92 


97 


90 


95 


3610 


94 


98 


93 


98 


90 


95 


363-40 


93 


97 


92 


98 


89 


94 


371 d 


87 


88 


85 


90 


83 


88 


373 d 


83 


84 


81 


84 


79 


82 


376 d XI 


78 


78 


76 


78 


74 


77 


379 


75 


76 


71 


76 


72 


74 


407 d 


a 


13 


6 


9 


7 


10 


5 


410-11 d 




40 




35 




35 


34 


412-3 b ooi 


20 


20 


17 


16 


17 


1 1* 


416 b) 

417 di"^ 


37 

38 


39 
40 


35 
36 


37 
39 


34 
35 


1 34 
36 
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Table 31. — Relative ordinatcsj holographs ofl89& — Continued. 
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Deftignation. 


OctM. 
Bolosrapb 


Oct 27. 
Bolomph 


Nov. 2. 
Bolognph 


Deo. 10. 
Boloflraph 


Dec. 10. 
Bolomph 




llM2fc. 


ll|»«-12|k. 


i\\^n\\ 


IZiMiV 


3Mk. 


412 b 07, 


18 


20 


17 


16 


14 


416 b) 

417 dh 
420-1 d 


37 


39 


37 


34 


34 


40 
50 






35 
48 


37 
67 


52 


51 


423 c 


50 


52 


51 


49 


69 


425 d 


48 


50 


50 


47 


69 


426 c 


46 


49 


47 


45 


59 


428 c 


45 


47 


46 


44 


54 


430 


45 


47 


45 


43 


50 


432 d 
433-4d 


43 
40 


45 
43 




42 
39 


45 
39 


41 


437 c 


37 


39 


38 


35 


34 


438c 


34 


36 


36 


32 


31 


441c 


29 


31 


29 


27 


25 


443 d 
444-5 c 


27 
25 






25 
22 


21 
19 


25 


24 


447 c 


20 


20 


. 18 


17 


15 


448 d 

449 c 








17 
13 


14 
10 


15 


11 


14 


455c 


5 


5 


4 


5 


5 


459 aX 


L2 


L4 


1.2 


2.5 




463 d 
464d 
466 d 
469 c' 


1 

1.3 
2.6 
2.1 




LI 
L4 


L2 
L5 
2.2 
2.2 


L5 
L8 
L8 
L8 






2.6 


2 


472 


3 


3 


2.7 


3 


3 


474 d 
476 c 


a 


3 
2.3 


3 
2.2 




3 
L8 


3 
L8 


L9 


479 c 




2 


2 


L6 


L5 


L5 


482-30 




4 


4 


3.4 


3 


3 


489-0 b 




L3 


L7 


1 


0.9 


L5 


492 d 
494 b 






2.2 
3 




2.4 
2.4 


2.7 
3 


3 


2.7 


498 b 


xa 1 2.3 


3 


2 


2 


2.4 


499 c 


a 


4 


2.4 


4.1 


2.4 


4 


500d 
502 d 
503c 




4 
5 
6 






4 
5 
6 


5 

7 
8 


6 

7 




6 


505d 




8 
8 


7 
8 


7 
7 


11 
12 


506d 


7 


509c 6 


7 


7 


6 


10 


511-12 c i 6 


. 7 


7 


6 


10 


513 d 




7 


7 
6 


6 

7 


10 
11 


514 d 




517 b j 5 


8 


6 


5 


8 


519 c ^ 






6 
6 


10 
10 


521c 
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Table 31, — Relative ordinates, holographs of 1896 — Continued. 



Designation. 


Oct 26. 
Bolocraph 


Oct. 27. 
Bologrftpb 


Nov. 2. 
Boloaraph 


Dec.lO. 
Bot^aph 


Doc. 10. 
Boloffraph 


11 MX". 


ll|M2lfc. 


1UM2^^ 


12ifc-Hk. 

5 
5 
5 

5 
4 


8Mfc. 


522 c 
524c 

525 

526 d 
531c 




6 


9 
9 
9 
9 
6 




6 






5 
4 


5 
5 




5 


5340 


4 


4 


5 


4 


6 


535 d 


3 


4 


3 


2 


3 


536 d 

537 a Y 








2 

0.7 


L8 
0.8 


0.7 


0.7 


0.5 


540 d 

542 c 

543 d 
545 d 
549 c 
550c 


1. I 

0.8 
0.5 






1.4 
L2 
0.9 
0.9 
0.8 
0.6 


L5 

1.8 
1.5 
L2 
1.2 
1.2 




0.3 






0.0 


0.3 
0.1 


0.0 
0.0 


0.1 


552 c 


0.1 


0.0 


0.3 


0.4 


1.2 


555c 


0.3 


0.0 


0.5 


0.2 


1.5 


557 c 


0.5 


0.0 


0.3 


0.4 


0.9 


560c 
565c 








0.4 

0.8 


1.2 
0.6 


0.3 


0.0 


0.1 


5710 


0.1 


0.2 


0.1 


0.3 


0.6 


573 d 




0.0 


0.1 


0.4 


0.3 


576 d 




0.2 




0.6 


0.3 







Reasoning from our knowledge of the visible solar spectrum, it appears probable 
that the smaller deflections in the holographs are generally due to metallic vapors in 
the sun, and if such will be usually invariable in magnitude. The broad, deep deflec- 
tions will, on the other hand, be due to atmospheric absorption, and will be subject 
to vai-iations with air mass and changes in the constitution of the atmosphere. In 
accordance with this, it is well known that A is due partially to oxygen and partially 
to water vapor in the earth's atmosphere, and Paschen and others have shown that 
there are strong water vapor bands at W, fl^ and X, and a strong band due to carbon 
dioxide at Y. As already noted Abney attributes the bands ptxr and <f to water or 
water vapor. 

From the observations which have been made here and described above it may 
be assumed as probable that the lines numbered 219, 222, 223, 270, 412, 416, and 619 
to 579 in Tables 20 and 31, and which are graphically indicated on Plate XX, are 
atmospheric, and that many others are so is not improbable. 
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EMISSION AND ABSORPTION EXPERIMENTS. 

In several recent experiments at this observatory some additional light is thrown 
on the subject. Certain emission experiments, which consisted of taking energy 
curves of the spectrum of the incandescent mantle of the Welsbach light (composed of 
impure thorium oxide), and of several other mantles, among them pure thorium oxide 
and iron oxide, are more fully discussed at a subsequent page. In this connection it is 
sufficient to call attention to three results: First, the two mantles, composed largely 
or wholly of thorium oxide, gave very strong maxima at 86' below A, corresponding to 
a wave-length of 4.6 >u, which is near the middle of Y, and no such maxima were 
found with the iron mantles. Hence it appeared probable at first glance that thorium 
has a line at 4.6 yu; but as this occurs in the great carbon dioxide band Y, it seemed 
possible that this strong maximum referred to was due to the emission of carbon 
dioxide vapor in the lamp, which failed for some reason to be completely absorbed 
away or "reversed" with the thorium oxide mantles, but was so "reversed"' with 
iron oxide mantles. Second, the curves all showed moderate absorption bands at 
V and n and strong ones at X and Y. Third, a long series of at least fifty 
absorption bands, beginning just beyond Y, extended down about 10' of arc, or, in 
other words, between wave-lengths of about 4.5 >u and 7.5 yu. Lines 549, 550, 552, 
553, 555, 557, 564-567, 571, 573, 575, 577, and 578 of Table 21 could be identified 
with some of these, and, very probably, had the purity of the lamp spectrum equaled 
that of the sun, still other of the solar lines would have been found. All the absorp- 
tion bands mentioned occurred with all the mantles. The mantles were heated by 
the flame of the Kitson lamp, which bums vaporized petroleum oil, with strong air 
draft. It is probable, therefore, that the bands in question were due to gases liber- 
ated in burning the lamp, and such would consist chiefly of water vapor and carbon 
dioxide. This is rendered the more certain by the fact that the spectrum of an 
incandescent platinum strip showed none of them with certainty. 

The absorptive eftect of liquid water upon the changeable portion of the spec- 
trum, including *, W. and H, was investigated On April 1, 1899, the absorption in W 
and fl being unusually small, a holograph of this region beginning just before ^ was 
taken, with width of slit 0.50 mm. A dry, empty cell, having two thin glass sides, 
was then interposed in the beam before it had reached the slit, 'and a second bologi'aph 
was taken. The width of slit required to give about the same ordinates as in the 
first holograph was 0.70. mm. Several different thicknesses of water were now used 
in the cell with the following absorption efi'ects. 

Thickness of water film, 0.025 mm.: Absorption zero from start (about three 
minutes above ^) to finish beyond /2. 
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Thickness 1.0 mm.: Absorption zero from start to just beyond line 219 (see Table 
21, Part I) in * ; 0.2 on the maximum between * and W ; total in the bottom of V up 
to the deflection ^' ; 0.4 between this point and fl ; total to beyond a?2 ; 0.8 from a?2 
to X. 

Thickness 6 mm.: Absorption zero to beyond line 219, 0.5 from this point to V; 
total beyond. 

Thickness 13 mm.: Absorption zero to beyond line 219, 0.7 from (f-F; total 
beyond. 

As the result of these absorption experiments, as well as of the emission experi- 
ments, it appears that the band * is littie influenced by thin layers of water. The 
absorption of water becomes evident at the long-wave side of *, is moderate up to W, 
very great for a strip about 2' wide on the long- wave side of V, moderate between W 
and /i, but still greater than between <P and W, very great for a little distance below 
/2, and very considerable from here on. It was remarkable in these absorption exper- 
iments that W and D. were broadened out on their long wave-length sides, but not at 
all on their short wave-length sides, and in general that the strongest absorption is on 
the short wave-length side of the great bands, just as has been observed and noted 
above in examination of the holographs. 

SUMMARY OF CHAPTER VII. 

The infra-red is the seat of great terrestrial atmospheric absorption. Certain 
bands, notably *, W, and fij are found to vary greatly between different holographs 
of the solar spectrum, and the relative intensities of energy at different parts of the 
spectrum, notably A-* and X-Y, change very appreciably. Some of these changes 
are found to be annual, others irregular. Of the former class the most conspicuous 
are the decrease in the relative intensity from A to <P, and the broadening out on 
the long wave-length sides of W and fl in summer, and the increased prominence of 
absorption lines between X and Y, with frequent broadening of IP" and /i, in winter. 
Of the latter class the most conspicuous are the alterations 4n prominence of certain 
indentations in * and in the amount of absorption in a narrow region on the long- 
wave side of <P. The regions of spectrum from A-* and that from go^ to X remain 
generally constant in appearance, if we except from consideration the relatively 
greater intensity of energy general from A-* during the winter and spring as com- 
pared with summer. 
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Chapter I. 



THE DISPERSION OF ROCK SALT AND FLUORITE. 

In the appendix will be found a r^snm^ of determinations by various observers of 
the dispersion of rock salt. These results (I speak of them more freely because I 
am myself one of the obseryers) are necessarily based in most cases on studies made 
with apparatus of less delicacy and precision than that now used, and may lead to 
error of considerable magnitude when it is attempted to interpolate between them for 
the wave-lengths corresponding to the infra-red absorption lines included in the tables 
here published, and inasmuch as it is the wave-lengths of these lines which have 
perhaps the greatest interest, and in consideration of the special facihties of this 
observatory, it has been thought best to redetermine by a direct method the dis- 
persion of rock salt, and also to make a comparison between rock salt and fluorite — a 
substance frequently used for infra-red work. This investigation was carried through 
in 1899. 

THE RELATIVE DISPERSION OF ROCK SALT AND FLUORITE. 

The latter part of this investigation is the easier, and was first undertaken. The 
method employed consisted simply in taking a number of holographs with a fluorite 
prism, comparing these with holographs taken with rock salt, picking out common 
absorption lines, measuring the position of these lines in the fluorite holographs, and, 
after reduction of these measures, comparing their results with those obtained for 
the salt. 

A fluorite prism with faces about 30 mm. wide and 38 mm. high, and with a refract- 
ing angle of approximately 60°, was the only one available. As its resolution was only 
about one-fourth as great as that of the great salt prism R. B., in consequence of its 
small aperture, and as m further consequence of its small size the amoimt of radiation 
passing through it was reduced to about one-tenth that transmitted by the salt prism, 
which necessitated the use of wider slits and a wider bolometer, the detail in the fluonte 
holographs fell far short of that obtained in 1 897-98 with salt. It was therefore thought 
more accurate to compare these with salt prism holographs of 1896-97, which had been 
measured and reduced, as has been said, but which were less full of detail than the 

later ones. 

S. Doc. 20 18 219 
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Fifteen holographs were taken with this fluorite prism, of which eight covered the 
region of spectrum 0.76>u to 2.4>u, and seven the region from 1.8>u to 4.4>u. 

As in the salt holographs, some were taken in the direction from short wave- 
lengths to long and others in the reverse. All precautions observed in taking the salt 
holographs and described in Part I were observed here, except that the temperature 
was somewhat more variable, as the work was done in June and July of 1898, when 
the cooling apparatus was inadequate to preserve a constant temperature at 20°. 
However, as the fluorite prism was so small, it is not probable that its angle varied 
appreciably with the temperature, and as the deviation of fluorite is, relatively to rock 
salt, far less influenced by the temperature, it is probable that the results are not 
much inferior to those obtained with rock salt in respect to accuracy of positions. 

About fifty deflections common to the two kinds of holographs were measured 
upon the fluorite holographs. These were fairly uniformly distributed between wave- 
lengths 0.76yu and 4//. Beyond the latter point the fluorite dispersion becomes so 
great and the solar radiation so small that further progress was barred. The results 
appear in the following table. In reducing to absolute deviation, there arose occasion 
for knowing the angle of the fluorite prism and the minimum deviation of the A line. 
These constants were determined with all the precautions described on page 173 of 
Part I in connection with the salt-prism work. Without including details it may be 
said simply that as a result of five determinations the angle of the fluorite prism was 
foimd to be 59° 58' 0.4'' dh 0.7", and as the result of eight determinations the deviation 
of A for this prism was found to be 31° 20' 39.4" ±0.2". Temperature, 20° C; 
barometer, 76 cm. 

Corresponding constants for the salt prism R. B. I. as used in the comparison were 

590 65' 9.0''± 1.6" 
and 40O W 7. 2" ± 1. 6" 
Temperature, 20° C. ; barometer, 76 cm. 

In the following table appear the results of the comparison. The three columns 
succeeding that giving the number of the lines contain the difference of deviation from 
A, absolute deviations and indices of refraction of the lines in the spectrum of the 
rock-salt prism. As the probable error for these quantities does not vary much between 
the different lines, the average probable error in each column is placed at its foot, and 
not given for each line separately. The next three columns give the similar values for 
the fluorite prism, and, as there is here considerably more variation in accuracy of 
determination, the probable errors are annexed to each colunm. 

A plot is given in PL XXVI A in which the indices of refraction for rock salt 
are the ordinates and the indices for fluorite are the abscissae. The original scale of 
plotting was so large that the sixth decimal place in n could be retained. It will be 
seen how closely the points lie to the curve, especially in the upper portion, where the 
absoi-ption lines are sharp and narrow. 
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In the last column of the table are given the wave-lengths of the various lines 
as obtained from researches at this observatory on the dispersion of rock salt described 
upon a later page. 

Tablr 25. — Comparative diepersion of rock salt andfluorite. 



Kamber. 



Bock salt. 



Difference 
of devia- 
tion. 



Whole 
deviation. 



Index of 
refraction. 



Fluorite. 



Difference 
of devia- 
tion. 
A0. 



Probable 

error of 

A0. 



Whole 

deviation. 

0. 



Probable 

error of 

9, 



I 



Index of 

refraction. 

n. 



Probable 
error of 



Wave- 
length. 



n 

3 

8 

4 

5 

6 

7 

8 

9 

10 

11.. 

12 

18 

U 

15 

16 

17 

18 

19 

20 

21 

22 

23 

24 

25 

26 

27 

28 

29 

86 

37 

28 

29 

30 

81 

82 

83 

84 

35 

86 , 

37 

38 

39 

40 

41 

42 

43 

44 

45 

Mean probable 
error 



0.0 
22 9 

7 48.8 

8 38.1 

12 16.0 

13 32.4 

16 4^5 

17 38.3 

18 ia2 
18 57.2 
20 0.8 
20 44.2 
23 7.0 
25 7.8 
29 11.7 

32 9.8 
82 66.'7 

33 20.7 

34 55.8 

35 42.2 
38 10.7 
40 20.1 

43 16.2 

44 11.4 

46 38.7 

47 17. 5 

48 1.2 
54 6.8 
54 49.9 
59 28.8 
59 53.4 

54 6.8 

54 48.9 

55 89.7 

56 18. 1 
56 46.3 
58 1.3 

58 40.2 

59 5.7 
59 28.8 
59 53.4 

1 6 3.8 
7 3.2 

7 37.7 

8 7.9 

9 1.6 
9 37.8 

10 14. 2 
1 11 25.8 



I 



40 20 

19 

12 

11 

7 

6 

3 

2 

1 

1 



89 SO 

57 

54 

50 

47 

47 

46 

45 

44 

41 



35 
33 
32 
32 
26 
25 
20 
20 

39 26 
25 
24 



23 
22 
21 
21 
20 
20 
14 
13 
12 
11 
11 
10 
9 
39 8 



7.2 
43.3 
18.9 
29.1 
51.2 
84.8 
18.7 
28.9 
49.0 
10.0 

6.4 
23.0 

0.2 
59.4 
55.5 
57.4 
10.5 
46.5 
11.4 
25.0 
56.5 
47.1 
51.0 
55.8 
28.5 
49.7 

6.0 

0.4 
17.8 
38.4 
18.8 

0.4 
18.8 
27.6 
40.1 
20.9 

5.9 
27.0 

1.5 
38.4 
13.8 

3.4 

4.0 
29.5 
59.3 

5.6 
29.4 
5.3.0 
41.4 



00.3 



01.7 



1.536818 
1. 536747 
1.535360 
1.535206 
1.534526 
1.534287 
1.538676 
1.533520 
1.533427 
1.683274 
1.533075 
1.532940 
1.532494 
1.532116 
1.531319 
1.530796 
1.530649 
1. 530574 
1.530277 
1.530132 
1.529666 
1.529261 
1.528709 
1.528536 
1. 52(i074 
1.527953 
1. 527815 
1.526667 
1.526532 
1.525656 
1.5255t8 



1. 

1.526535 

1. 526375 

1.526256 

1. 526166 

1.525980 

1.525808 

1.525729 

1.525656 

1. 525578 

1. 524413 

1.524226 

1. 524118 

1.524022 

1.523853 

1.523739 

1.523625 

1.523399 



0.00 
7.26 

2 55.80 

3 15.60 

4 89.54 

5 11.82 

6 36.96 

6 58.44 

7 11.88 
7 28.20 

7 58.82 

8 18.90 

9 20.52 
10 18. 60 

12 18. 00 

13 58.08 

14 9.00 

14 31. 20 

15 28.08 
15 57.90 

17 38.04 
19 12. 48 

21 36.84 

22 22.92 

24 51.60 

25 33.24 

26 24.78 

85 8.72 

86 22.32 

45 54.48 

46 57.72 

O35 3.72 
86 24. 12 I 
37 54.42 I 
89 8.28 I 
40 2.04 
42 35. 52 

44 8.82 

45 4.44 

46 1.80 

47 1.44 

1 2 49.00 
5 48.00 
7 34.00 
9 24.00 

1142.00 

18 45.00 
15 16.00 

1 10 8.00 



0.00 

.66 

.80 

1.32 

0.66 

.54 

.60 

.80 

.54 

.60 

.42 

.86 

.42 

.42 

1.20 

0.60 

1.20 

0.42 

.60 

1.88 

0.86 

.60 

L32 

0.66 

.96 

1.26 

1.26 

0.78 

.42 

.90 

1.62 

0.78 
.78 
.84 
1.20 
0.96 
1.02 
0.84 
.72 
1.38 
1.20 
2.40 
8.00 
5.00 
2.70 
2.70 
2.50 
5.00 
8.00 



0.0000088 



01.1 



81 20 89.4 
20 82.1 
17 48.6 
17 23.8 
15 59.9 
15 27.6 
14 02.4 
13 41.0 
13 27. 5 

13 11.2 
12 41. 1 

12 20.5 

11 ia9 

10 20.8 
8 21.4 
6 41.3 
6 80.4 
6 8.2 

5 11.3 

4 41.5 
8 1.4 
1 26.9 

30 59 2.6 
58 16.5 
55 47. 8 
55 6.2 
54 14.6 
45 35.7 
44 17.1 

34 44.9 
83 41.7 

30 45 35.7 
44 15.8 
42 45.0 
41 31. 1 
40 87.4 
38 8.9 
36 80.6 

35 35.0' 
34 37.6 
83 38.0 
17 50.0 

14 52.0 

13 5.0 

11 15.0 
8 57.0 

6 54.0 

5 28.0 
80 1 32.0 



0.2 



1.3 
0.7 
1.0 
1.8 
1.3 
0.8 
.5 
.9 
1.6 

0.8 
0.8 

.9 
1.2 
1.0 
1.0 
0.9 

.7 
1.4 
1.2 
2.4 
8.0 
5.0 
2.7 
2.7 
2.5 
5.0 
3.0 



1.431020 
1.480996 
1.480425 
1.430357 
1.430072 
1.429963 
1.429674 
1.429601 
1.429555 
1.429500 
1.429398 
1.429328 
1.429119 
1.428922 
1.428516 
1.428175 
1.428138 
1.428063 
1.427870 
1.427768 
1.427428 
1.427107 
1.426616 
1.426459 
1.425953 
1.425812 
1.425687 
1.428869 
1.428601 
1.421649 
1.421433 

L 423869 
1.423595 
1.423287 
1.423035 
1.422851 
1.422328 
1.422009 
1. 421819 
1.421625 
1.421421 
1.418182 
1.417569 
1.417205 
1.416829 
1.416356 
1.415935 
1.415621 
1.414827 



0.000003 
3 
2 
5 
8 
8 
8 
2 
3 
8 
8 
2 
8 
8 
5 
8 
5 
8 
8 
5 
2 
3 
5 
8 
4 
5 
6 
8 
8 
4 
6 

8 
3 

4 

5 

4 

4 

4 

3 

5 

5 

10 

13 

20 

11 

11 

10 

20 

13 



0L2 



0.000005 



0.7604 

.7627 

.8162 

.8227 

.8538 

.8658 

.8903 

.9090 

.9185 

.9232 

.9357 

.9448 

.9759 

1.0041 

1.0728 

1.1240 

1 1390 

1.1481 

1.1833 

1.2016 

1.2656 

1.3306 

1.4338 

1.4692 

1.5734 

1.6017 

1.6362 

2.0000 

3.0556 

2.4160 

2.4496 

2.0000 
3.0536 
2. 1172 
2.1658 
2.2016 
2.9900 
2.3508 
2.8846 
2.4160 
2.4496 
2.9575 
8.0430 
3.0900 
3.1340 
8.2100 
8.2610 
3.8000 
8.4090 



*Aline. 
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PL XXVI B gives the dispersion curve for fluorite as thus determined. A small 
plot in the lower part of the plate shows the general form of the curve, while the full: 
accuracy of the data is retained in the other curves plotted on a large scale. 

Table 26 gives a comparison between the results of Paschen^ and those here 
obtained on the dispersion of fluorite. 

Table 26. — CamparUon with remdta of F, Paschen an the disperBUm of fluorite. 



Wave- 
length, 
Paschen. 


Refractive 

Index, 
Paschen. 


Refractive 
index, 
A. P.O. 


Differences 

ia refractive 

index. 


Corre- 
sponding 
differencoB 
in wave- 
lengths. 


M 








M 


0.76040 


*1. 43101 


1.431021 


—0.000011 


0.0010 


0.8840 


1.42082 


1.429805 


+ .000015 


— .0018 


1.1788 


1.42787 


1.427892 


— .000022 


+ .0037 


1.3756 


1.42690 


1.426892 


+ .000008 


-.0016 


1.4738 


1.42641 


1.426421 


- .000011 


+ .0022 


1.5715 


1.42596 


1.425048 


+ .000012 


-.0024 


1.7680 


1.42507 


1.425020 


+ .000050 


— .0100 


1.9153 


1.42437 


1.424307 


+ .000063 


- .0120 


1.9644 


1.42413 


1.424066 


+ .000064 


-.0130 


2,0626 


1.42359 


1.423558 


+ .000032 


-.0064 


2.1608 


1.42308 


1.428054 


+ .000026 


- .0053 


2.3673 


1.42199 


1.421975 


+ .000015 


— .0028 


2.6637 


1.42088 


1.420801 


+ .000079 


— .0116 


2.6519 


1.42016 


1.420182 


— .000022 


+ .0034 


2.9466 


1.41826 


1.418224 


+ .000036 


— .0050 


3.2413 


1.41612 


1.416099 


+ .000021 


-.0029 



* Sarasin's value of n. 



It will be understood, in comparing the work by Paschen with the subsequent 
work at Washington, that these have proceeded on somewhat diflferent lines. Paschen 
has taken a fluorite prism, and by means of the bolometer compared it directly with 
a grating. In Washington a similar fluorite prism has been compared with a rock-salt 
prism of very much greater size, the determinations of whose wave-length in comparison 
with a large Rowland grating had been made with a possibility of very much higher 
degree of precision, owing, if to no other reason, to the far greater size of the apparatus 
employed, where size is a most important element of accuracy. 

It is also to be remarked that the comparison between the fluorite and the salt in 
Washington was made by direct identification of absorption lines in bolographs of 
the solar spectrum. 

THE DISPERSION OF ROCK SALT. 

In the determination of the relation between refractive indices and wave-lengths 
for the rock-salt prismatic spectrum the general method first employed by me in 1885 
has been made use of This method, which was only adopted after the trial and 
rejection of a large number of others, consists in the form first employed by me^ in 

1 Annalen der Physik tmd Chemie, 56, 765, 1895. 
sAmeriean-Joamalof Science, third series, Vol. XXXII, p. 83, 1886. 
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mounting a large spectrobolometer upon a massive turntable. Its revolutions include 
a circle in whose circumference was the first slit, through which passed the rays of 
the electric arc or other source of heat, onto the concave grating, placed also in the 
circumference, from which grating they were diffracted to the second slit, which was 
that of the spectrobolometer, and which, though a large instrument, was here bodily 
movable about the common center. By the well-known law of the grating, its super- 
imposed spectra fell upon this second slit, which, like the first, was parallel both to 
the lines of the grating and to the refracting angle of the prism. 

This prism finally disentangled, so to speak, these (mostly invisible) superimposed 
spectra and distributed them at different angles, according to their wave-lengths, to 
separate positions, where they were finally recognized by the Unear bolometer. 

These were the early methods employed by the writer (1885) but to the reader 
of this volume it need hardly be said that such progress has been made in the use of 
the bolometer in the last fifteen years, not only in its delicacy, but in its preciseness 
of measurement; and that the sensitiveness, position, size, and scale of use in the 
present apparatus have all so grown since the early one that it has seemed advisable 
to repeat these important determinations, particularly as the prism can now be kept 
at a constant and well-known temperature, and any serious "drift" is no longer to be 
apprehended at the galvanometer. 

Moreover, by the adoption of what appears to be an improved method (due to 
Mr. Abbot's suggestion), the number of circle readings described in the early memoir 
has been greatly reduced, none being necessary in the improved method except for 
the determination of the refracting angle of the prism. As already given, this was 
59^ 56' 14.9''±0.7''. The index of refraction of "A" is 1.536818 ±0.0000087. All 
other angular distances were determined with an accuracy which is believed to 
exceed that of any ordinary method of circle reading, by the employment of the 
system of special clockwork already described as in use in this holographic work. 
The modified procedure, briefly outlined and as used here in 1899, is as follows: 

The beam (here a solar beam) is reflected through the slit of the spectrobolometer, 
and a short holograph of the A line or some other well-known region of the infra-red 
is taken. Next, the beam is directed upon the slit of the grating spectroscope; the 
grating is adjusted so that some readily identifiable visible solar line (like 6, of the 
third spectrum, for instance) falls upon the spectrobolometer sHt. Now, upon letting 
the clock nm till the prism spectrum has passed through about forty minutes from 
where it was stopped after taking the holograph of A, sharp maxima will be found 
corresponding to wave-lengths of fX 0.5 184// and 3X0.5184//, and will appear upon 
the photographic plate upon which the galvanometer trace is recorded. The prismatic 
deviation of these maxima can be accurately determined with respect to the A line 
by measuring the plate upon the comparator, just as the holographs were measured. 
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To avoid, however, the prejudicial delay incident to running the clockwork all the 
way from A to the maxima in question a simple device was added to the clock by 
means of which the shaft marked c in PL XIII of Part I could be rigidly clamped, 
while a cone friction clutch in that marked e was undamped. The circle could thus be 
turned by a crank on the shaft b while the clock and the plate in the plate carrier stood 
absolutely still. By means of a rotation counter geared to the shaft m and a divided 
circle upon the same shaft reading by estimation of tenths to one six-hundredth of a 
rotation the prism could be set at any desired angular position without any motion of 
the plate, and (when due regard was paid to backlash) with no more inaccuracy than 
there would have been had the clock driven it as usual. 

It was found best (excepting in the region between 0.76 ju and 0.92 >u, where the 
second order was necessarily employed) to use only the maxima found in the radia- 
tions of the first order spectrum ; for these maxima were always so much richer in 
energy as to allow of slit widths five or ten times as narrow as could be used with 
the higher orders. 

Thb Apparatus for Dbterminixg the Dispbrsiox of Rock Salt. 

Having given in brief the scheme of operations, a more detailed description of the 
arrangements employed will now be readily understood. 

The source of radiation employed was for the most part the sun ; but beyond a 
wave-length of 5/i it was found that the solar radiations remaining were less energetic 
than those from terrestrial heated bodies. From this point on the source employed 
was a Kitson vaporized petroleum lamp.^ This Kitson lamp was kindly placed at the 
writer's disposal by the makers, and served very satisfactorily in these as well as in 
other experiments, which will be described in another chapter. In the description of 
apparatus which follows the solar beam is treated as the source of radiation. No 
change was made where the lamp was substituted except to dispense with the con- 
densing mirror. 

PI. XXVII shows diagramatically the disposition of the apparatus. The sider- 
ostat mirror a sends a beam of light beneath tlie grating mounting to the plane mir- 
rors b and c (c not shown), of which b reflects a portion of the beam back to c? to be 
analyzed by the spectroscopic apparatus, and c reflects tlie remainder upward and by 
a circuitous path to the galvanometer mirror to form the photographic trace on the 
recording plate. The grating spectroscope is mounted upon a heavy stand of seasoned 
wood and cast iron which rests upon the north pier of the observatory. 

rf, e, / is a right-angled iron track upon which the grating and sUt carriages 
move. 

^Tbis so-called Kiteon yaporized petroleum lamp vra» tested photometrically and gave over 600 candle power, 
a really remarkable photometric result. It was for n and X provided with a slotted brass chimney in place of 
the usual glass one. 
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^ is a plane mirror which reflects the beam from b nearly vertical upon the 
spherical concave mirror A, whose solar focus is halfway between the 10 cm. sht t 
and the concave grating A, and hence at the principal focus of the grating.^ 

The grating is the same employed by the author in liis earlier research of this 
kind, and is that designated as "Grating No. 1" in his publication entitled, **0n hith- 
erto unrecognized wave-lengths"^ and it is one for which he has already acknowledged 
his obligation to Professor Rowland. 

Its constants are as follows: 

Badias of curvature ' millimeters. . 1626 

Number of lines to millimeter 142. 1 

Height of ruled portion millimeters. . 102 

Width of ruled portion do 146 

Distance corresponding to 10,000 of Angstrom's units on the line of slits do. . . . 231 

Between the grating k and the second slit Z is a plane mirror, w, not in use at the 
same time as the grating, but which may be interposed when the prism spectroscope 
alone is desired, as iu taking the short holographs already mentioned for referring the 
position of the wave-length maxima to known lines in the spectrum. When using 
the mirror m the mirror b is adjusted so as to send the solar beam directly to m instead 
of to g. Thence it is reflected through the slit L 

All the arrangements of the spectrobolometer were as described in Part I, except 
as follows: Two different systems of mirrors were used, both of which were different 
from those figuring in Part I. The first of these consisted of two collimating mirrors 
of 102 cm. focus and of 178 cm. focus, respectively, and an image-forming mirror of 
230 cm. focus. This arrangement satisfied the energy conditions existing between 
wave-lengths 0.76 // and 4.4 >u. Beyond this point colUmation was dispensed with 
and the mirror of 102 cm. focus was used to form the image, so that the arrangement 
was as illustrated on page 30 of Part I. With this second arrangement no cylindric 
lens was required in front of the bolometer and a flat salt plate served instead to 
make the bolometer case air-tight 

The following bolometers have been used: 

Number 20. Linear bolometer, 0.08 mm. wide, 10 mm. high. Resistance, 4 ohms. 

Number 23. Area bolometer. Exposed area composed of five strips in series. 
Total width, 1.2 mm.; height, 17 mm. Resistance, 34 ohms. 

For the remaining parts of the apparatus the reader is referred to the description 
in the earlier chapters of this volume. 

1 By thus employing the concave mirror the height of the grating speotmm as it comes to a focus at the sec- 
ond slit I is made eqaal to that of the first slit t whateyer be the position of the grating on the arm dl; for the ar- 
rangement is such as to render the pencil of rays from any single point on the san parallel in a vertical plane after 
leaving the grating, and the divergence of the whole beam is only that caused by the sun's comparatively slight 
angular aperture. The advantage of this disposition is obvious, for without it the beam would spread out verticaUy 
after passing through the solar focus of the grating at the rate of 5 cm. for every 80 om. traveled, and the mi^or 
part of the radiations would never reach the bolometer. 

* American Journal of Science, third series, Vol. XXXII, p. 83, 1886. 
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PROCKDURE. 



All the bolographic apparatus having been adjusted as described in Chapter III 
of Part I, the solar beam was reflected upon the second slit by means of the mirror 
m, and a short holograph was taken either of the A line or of the great band *, which 
has sharp deflections even better suited than A for a reference mark. Readings of the 
counter and graduated circle of the clock were made by the observer at the galvanometer 
both before and after this run. This completed, the beam was caused to fall upon the 
first slit, and by the aid of an eyepiece, temporarily set up, the grating and first slit 
were so adjusted that a well-known line of the visible spectrum — as, for instance, that 
of wave-length 0.5616// in the third order— fell centrally in the second sUt This 
caused radiations of wave-length 1.685 >u in the first order spectrum to pass through 
the center of the second slit. The eyepiece was now removed^ and an observer at 
the galvanometer clamped the plate as described on page 224, undamped the circle, 
and turned it by the crank on shaft b until the deflection of the galvanometer needle 
warned him that the prism was at the proper position. The observer noted the magni- 
tude of this deflection, called it out to the one at the grating, who modified slits one 
and two till the deflection was reduced to about 1 cm. The circle was now set back a 
couple of minutes of arc and clamped, the reading of its position made, the plate 
undamped, the clock started, and the observer retired from the room. 

At the end of four iiinutes the clock was stopped and the position of the circle again 
read. An observation by the eyepiece at the second slit assured that the grating appa- 
ratus had remained in adjustment, and a new line was brought upon the second slit and 
a new deflection obtained. After the lapse of an hour or so of this harvesting of accu- 
rately determined maxima a new short reference holograph was taken lest there should 
have occurred some disturbance in the adjustment of the spectrobolometer. 

To more clearly show the course of the work, a short extract from the original 
recorded observations is here inserted: 

Station, Astropbysical Observatory, Washington, D. 0. 

Date, January 11, 1899. 

Sonrce of heat, sun. 

Height of slit, 100 mm. 

Prism, EB]. 

Grating, No. 1. 

Galvanometer, No. 3. 

Time single vibration, 3^ seconds. 

Bolometer, No. 20, 0.08 mm., subtend 7.0^'. 

Observer at grating, C. G. A. 

Observer at galvanometer, F. E. F. 

Remarks: Some disturbance from the movements of workmen employed near the 

Observatory. 
Immediate object of observation: Determination of relation of n to A for certain heat 

maxima. 
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ASTROPHYSICAL OBSERVATORY ANNAL8» VOLUME I. 

THE DISPERSION OF A 60° ROCK-SALT PRISM. 

OSSCRVATIONS OF 8. P. LANOLEY WITH THE A88I8TANCE OF C. 0. ABBOT. 



PLATE XXVIII. 



7t QW^ 'X. ob^ervrvtcorvs C^xru Jl^ JS&9, 
Scale: y^i^ -J^'r«^-y: J^ism. R.B.I. 




sUt '^ j[ OO X 0.20 






B ZX.B€>09 
^Uts'^ Ofi CLTUL 0.3S 



S Doc__it^-— 57 1 



Digitized by 



Google 



ANNAL6 OF ASTBOPHYSICAL OBSERVATORY. 



227 



Spectrum speed, V in 1 minute; plate speed, 1 cm, in 1 minute. Vz^ 1 cm. = 1 minute. 

Spectrum thrown east. 
Temperature in prism, 18.0Oj temperature in air, 17.7o (at 9>» 30"). 



Time. 


Circle. 


Sllta. 




Region. 


Grade. 


1 
1 


2 


A. m. ». 

Start 9 56 45 
End 10 2 30 
Start 30 30 
End 37 30 
Start 56 15 
End 11 1 

Start 11 42 
End 47 


1 II 
1199 0.1 
1204 33.9 
31 0.1 
37 57.2 
35 0.0 
39 39.9 

1199 2.1 
1204 6.4 


mm. 


mm. 
0.20 


Uline 

|2x0.5710>ii .. 
|2x0.6008;i .. 

JAline 


Or-h 

a 
a-b 


' 


1.0 


0.65 


0.8 1 


0.35 


1 


0.20 









The complement of these observations is of course the comparator measurements 
upon the plate. These are as follows: 



[Observer F. E. F.] 



Start. Middle. 


Haxixnam. 


End. 


Height. 


Width. 


Region. 


.lllP-"^ I .0(b}21.066 






em. 


cm. 


A 

2 x0.5710 a 
2X0.6008;* 

A 


{">« 
{">■« 


2.3 
2.0 


0.8 
0.7 









PI. XXVIII shows the first three of these observations reproduced on the 
original scale 1 cm. zz 1' z= 1 minute. The reader will remark the narrowness and 
sharpness 6{ the deflections. If he will compare them with those recorded in the 
paper '*0n hitherto unrecognized wave-lengths," already referred to, he will see what 
advance has been made since that date in the application of the bolometer. 

In the reduction of these observations a choice is possible as to which read- 
ings shall be taken. Where no choice was indicated by the appearance of the plate 
the readings of circle and plate at the end of each run were made use of. As 
some of the maxima were slightly unsymmetrical (see differences of 0.017 cm. and 
0.030 cm. above, between *' middle" and ** maximum") it was made a rule to use the 
"middle" as indicating the position of tlie deflection rather than the point of "maxi- 
mum," hoping thus to avoid error from nonsymmetry. As there were several 
reference points on each plate a question might arise which should be used. In 
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general it was found that the distances of maxima from A as reduced separately from 
these several reference holographs would vary slightly but progressively in the same 
direction, owing very probably to the use of wood in the mounting of the grating and 
slits. Hence, it was made the rule to determine the shift of the two successive refer- 
ence lines by their circle readings, and, treating this shift as a linear function of the 
time, to correct each distance of a maximum from the reference mark preceding it by 
the proper proportion of the total shift between the two reference marks preceding 
and following the maximum, taking into account the relative times elapsed between 
observations. 

As an example the reduction of the preceding observations is here given. In 
the reduction lcm.zz 1.000' of arc: 



A line taken at 9^ 56". 


A line taken at 11« 46-. 


Reading at end of run ... . 12. 158«^"» 
Reading at bottom of A . . 8. 800 

Diflference 3.358 

Circle at end 1204.565' 


Reading at end of rnn.... 
Reading at bottom of A. . . 

Difference 

Circle at end... 


40.054«« 
37.231 


2.823 
1204. 107' 




Poeition of A 


Poeitionof A 1201.207' 


1201.284' 


Position difference = 0. 077'. 
Time difference = llO"". 


Shift for 10"» =0.007'. 





%Maximnm, 
2xO.S710fi 
at lOfc 36-. 


Maximunt, 
2 < 0.6008^ 
at 10^66-. 


Plate reading at end of this run 


19. Ill 
15.430 


23.780 
21.066 


Plate reading at middle of deflection i.. ........ 


Difference 


3.681 


2.714 


Circle at end of this run 


1237.953' 
4.565 


1239.665 
4.565 


Circle at end of A run 


Difference 

Distance A to end of its run 


33.388 
3.358 


35.100 
3.358 


Sum 


36.746 
3.681 


38.458 
2.714 


Subtracting 

Distance A to middle of deflection 


33.065 
—0.028 


35.744 
-0.042 


Correction for shift during elapsed time 

Corrected distance from A 


33. 037c'« 


35.702^" 





The number of different wave-lengths at wliich the prismatic deviation was thus 
determined was 38. Nearly all were four times observed. That is, two check obsen-a- 
tioiis, usually on different days, were made with spectrum thrown east, and two with 
spectrum thrown west. These four determinations were tlius wholly independent 

Results. 

In the tables wliicli follow the results of the investigation are given. Consider- 
able data, which are not indispensable but may be useful, are mcluded in Table 27, 
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such as the slit widths, heights and widths of maxima, position of the maximum point of 
the deflection, and the line set on in the visible spectrum. What immediately concerns 
us, however, is the column of wave-lengths, the column "Spectrum thrown east or 
west," and the columns of positions of middle of the deflection, which in Table 27 is 
given in centimeters from line 219 of Table 18, Part I. 

Table 27. — Observations on the dUperston of rock salt, made with the diffraction grating. 











Slit widthfl 


. • 






Deflections. 






Orders 

of 
8p«ctra. 


Line 
set on. 


Bolograph 
and date. 


Spec- 
trum 
thrown. 

\ 








Bolom- 
eter 
subtends. 










Wave- 
length. 


Grating. 


Priam. 


Prism. 


Height. 


Width. 


Maxi. 
mum at— 


Middle 
at— 




/* 








mm. 


' II 


// 


em. 


em. 


cm. 


cm. 


M 


8/2 


0.5328 


11. Jan. 8,1899 


£. 


2.5 


1.25 


3L2 


7 


0.3 


1.5 


27.019 


27.048 


0.799 






I, Jan. 20,1890 
I, Jan. 20,1899 




3.5 

4.0 


2.0 
3.0 


50.0 
75.0 




.4 

.5 


2.0 
3.0 




26.55 
26.25 










II, Mar. 16,1899 


W, 


10.0 


10.0 


250.0 




.7 


2.5 




26.63 




3/2 


.5616 


II,Mar. 16,U99 
n.Jan. 8,1899 


B. 


lao 

2.2 


lOiO 
1.25 


250.0 
3L2 


7 


.6 
.5 


2.0 
L5 




26.48 
2L731 




2L769 






I, Jan. 25,1899 
n, Mar. 16,1899 
II, Mar. 16,1899 


W. 


4.0 
7.0 
7.0 


2.5 
5.0 
5.0 


62.5 
125.0 
123.0 




L5 
L5 
L5 


2.5 
2.5 
2.5 




21.605 

2L93 

2L50 


.842 






8/2 


.5890 


II, Jan. 3,1899 


E. 


2.2 


1.0 


25.0 


7 


LI 


L3 


17.268 


17.246 


.888 






11, Jan. 3,1899 




2.5 


LO 


25^0 




.6 


L8 


17.859 


17.279 






l,Jan. 20,1899 




3.0 


L5 


37.5 




L8 


2.8 




17. 157 








I, Jan. 25,1899 


•w. 


3.0 


L5 


87.5 




L2 


L8 




17.354 








n, Mar. 16, 1809 




5.0 


2.5 


62.5 




L2 


2.0 




17.264 








n. Mar. 16, 1899 




5.0 


2.5 


62.5 




L3 


2.0 




17.39 




8/2 


.6022 


n.Jan. 3,1899 


E. 


2.5 


LO 


25.0 


7 


.6 


L3 


15.519 


15.440 


.903 






n,Jan. 3,1899 




2.5 


LO 


25.0 




.6 


L3 


15.421 


15.458 








I, Jan. 25,1899 


W. 


2.5 


L5 


37.5 




.7 


1.0 




15.589 




2/1 


.4862 


II, Mar. 16,1899 
I, Jan. 7,1899 


£. 


3.0 
LO 


2.0 
.45 


50.0 
1L2 


7 


L5 
2.8 


1.5 
LO 




15.419 
9.691 


.972 


9.709 






II, Jan. 7,1899 




1.0 


.45 


1L2 




13 


.8 


9.744 


9.712 








II, Jan. 7,1899 




1.0 


.45 


1L2 




3.0 


1.0 


9.709 


9.689 








I. Jan. 23,1899 


W. 


.8 


.4 


10.0 




L2 


.6 


9.724 


9.092 








I, Mar. 11,1899 




1.2 


• .75 


18.7 




L5 


.6 


9.701 


9.706 




2A 


.4058 


l,Jan. 7,1899 


E. 


LO 


.45 


1L2 


7 


2.3 


.8 




8.316 


.992 






II, Jan. 7,1899 




1.0 


.45 


1L2 




2.0 


.6 


8.408 


8.386 








I, Jan. 23,1899 


W. 


.8 


.4 


10.0 




L6 


.8 


8.464 


8.429 








I, Mar. 11,1899 




1.25 


.80 


20.0 




2.4 


.6 


8.264 


8.251 




2/1 


.6042 


I, Jan. 7,1899 


E. 


.8 


.45 


1L2 


7 


3.0 


.8 


7.211 


7.188 


LOOS 






II, Jan. 7,1899 




1.0 


.45 


1L2 




2.2 


.8 


7.201 


7.170 








l,Jan. 23,1899 


W. 


.8 


.4 


10.0 




L7 


.7 


7.196 


7.187 








I, Mar. 13, 1899 




1.0 


.5 


12.5 




L5 


.7 


7.118 


7.109 




2/1 


.5184 


l.Dec. 30,1808 


E. 


1.5 


.75 


18.7 


7 


2.7 


1.0 


5.193 


5.179 


1.037 






I, Jan. 3,1899 




1.5 


.75 


18.7 




3.5 


1.3 


5.226 


5.216 








I, Jan. 23,1899 


W. 


2.8 


.4 


10.0 




L7 


.6 


5.352 


5.337 








I, Mar. 11,1899 




1.25 


.70 


17.5 




2.0 


.7 


5.242 


5.194 




2/1 


.5270 


I, Jan. 7,1899 


E. 


1.0 


.45 


1L2 


7 


2.8 


.8 


4.298 


4.304 


L054 






II, Jan. 7,1899 




1.0 


.45 


1L2 




3.2 


.7 


4.392 


4.870 








I, Jan. 23,1899 


W. 


2.6 


.3 


7.5 




L5 


.6 


4.326 


4.320 








I. Mar. 11,1899 




1.0 


.5 


10.0 




L6 


.7 


4.261 


4.217 




2/1 


.5405 


I.Jan. 7,1890 


E. 


1.0 


.45 


1L2 


7 


2.5 


.8 


2.774 


2.744 


1.081 






II, Jan. 7,1899 




1.0 


.45 


1L2 




2.5 


.6 


2.794 


2.768 








I.Jan. 23,1899 


w. 


.6 


.3 


7.5 




.9 


.6 


2.912 


2.935 








I, Mar. 11,1899 




1.0 


.5 


10.0 




L8 


.7 


2.652 


2.647 




2/1 


.5520 


I, Jan. 7,1899 


£. 


1.2 


.5 


10.0 


7 


8.3 


.9 


L494 


L404 


L106 






n,Jan. 7,1899 




1.0 


.45 


1L2 




3.4 


.8 


L462 


L408 








I.Jan. 23,1890 


W. 


.9 


.3 


7.5 




LO 


.6 


L443 


L431 








I, Mar. 11, 1899 




1.0 


.5 


10.0 




.8 


.5 


L331 


L313 








I, Mar. 13, 1899 




1.0 


.5 


10.0 




1.5 


.6 


L436 


L427 




2/1 


.5710 


l.Jan. 11,1899 


E. 


1.0 


.05 


16.2 


7 


2.3 


.8 


.428 


.411 


L143 






I, Jan. 10,1899 




1.0 


.65 


16.2 




L7 


LO 


.512 


.589 








I. Mar. 13,1899 


W. 


1.3 


.8 


20.0 




L2 


.6 


.371 


.410 
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Tablb 27. — OhBervati&m on the disper»ion of rock salt, made witk the diffraotioH grating — Continued. 



Orders 

of 
spectra. 


Line 
set on. 


Bolograph 
and date. 


Spec. 

tram 

thrown. 


Slit widths. 


Bolom. 

eter 

sabtends. 




Deflections. 


Middle 
at- 


! 

"Wave- 
length. 


Orating. 


Prism. 


Prism. 


Height. 




M 








mm. 


// 


// 


cm. 


! «». 


em. 


0m. 


M 






I, Jan. 23,1899 




0.0 


0.3 


7.5 




0.5 


0.7 


0.855 


0.308 




VI 


0.5890 


I. Dec. 29,1898 
n,Dec. 29,1898 


S. 


1.60 
1.60 


.75 
.75 


18.7 
18.7 


7 


2.6 
2.8 


1.2 
LO 


2.174 
2.158 


2.197 
2.188 


L178 






I, Jan. 19,1899 




1.0 


.5 


12.5 




1.9 


.8 


2.147 


2.215 








II,Jan. 21,1899 


W. 


1.0 


.5 


12.5 




1.4 


.5 


2.088 


2.096 








I, Mar. 11,1899 




LO 


.6 


15.0 




1.4 


.8 


2.008 


2-087 




2A 


.0008 


I, Jan. 11,1899 


E. 


.8 


.35 


B.7 


7 


2.0 


.7 


3.047 


8.070 


L908 


2/1 


.0802 


I, Jan. 19,1899 
II,Jan. 21,1899 
I, Mar. 11,1899 
I, Jan. 11,1899 
l,Jan- 19,1899 




LO 
.0 
.9 
.8 

1.0 


.5 

.3 

.4 

.35 

.5 


12.5 
7.5 

10.0 
8.7 

18.5 


7 


2.4 
1.0 
1.0 
1.5 
2.5 


.7 
.5 
.4 

.0 
.8 


3.084 


3.173 

2.948tf 

3.045 

5.383 

6.441 


L200 


8.038 
5.387 
5.377 






II,Jan. 21,1899 


•w. 


.0 


.3 


7.5 




L2 


.5 


6.392 


6.424 








I. Mar. 11,1899 




1.0 


.5 


12.5 




L5 


.« 


5.294 


5.888 




2/1 


.8508 


I, Jan. 11,1899 
I, Jan. 19,1899 


S. 


.8 
1.0 


.35 

.5 


8.7 
12.5 


7 


2.0 
2.5 


.0 
.8 


7.118 
7.218 


7.148 
7.300 


L313 






I, Jan. 25.1899 
I, Jan. 23,1890 
I. Mar. 11,1899 


W. 


.55 
.0 
1.0 


.25 

.3 

.5 


0.2 
7.5 
12.5 




.5 

.8 
1.0 


.5! 

.5 

.5 




8.978 
7.130 
7.237 




7.128 
7.196 


m 


.4958 


I. Jan. 19.1899 
n,Jan. 19,1899 


E. 


.8 
1.0 


.45 

.5 


11.2 
12.5 


7 


1.8 
1.8 


.0 


12.077 
1L038 


12.118 
12.008 


L487 






I, Mar. 18,1899 


W. 


1.3 


.3 


20.0 




1.2 


.7 


1L996 


12.011 








I, Jan. 23,1899 




1.1 


.6 


15.0 




1.4 


.7 


lL9e8 


1L978 








II, Jan. 25,1899 




1.5 


.75 


18.7 




2.4 


.8 


12.027 


12.087 




3/1 


.5184 


I, Deo. 80,1898 
' I.Jan. 3,1899 


E. 


1.5 
1.5 


.75 
.75 


18.7 
18.7 


7 


2.7 
3,7 


.7 
.9 


13.718 
13.740 


18.738 
13.758 


L555 






I, Mar. 11,1899 


W. 


1.0 


.5 


12.5 




1.3 


.5 


13.599 


13.033 








I, Jan. 23,1899 




.0 


.3 


7.5 




.7 , 


.5 


13.522 


13.630 








n.Jan. 25,1899 




.9 


.4 


10.0 




1.2 


.5 


13.808 


13.878 




8/1 


.5450 


II, Jan. 20.1890 


E. 


1.0 


.5 


12.5 


7 


1.1 


1.2 


15.408 


15.490 


L637 






II, Jan. 20,1899 




1.0 


.5 


12.5 




.7 


.7 


15.524 


15.645 








I, Jan. 25.1899 


W. 


.6 


.3 


7.5 




.8 


.8 


15.298 


15.332 








I, Jan. 23,1899 




.7 


.4 


10.0 




.9 


.5 


15.358 


15.378 








II, Jan. 25,1899 




1.0 


.5 


12.5 




L8 


.0 


15.320 


15.394 




3A 


.5018 


I, Jan. 19,1809 


K. 


.8 


.45 


11.2 


7 


3.0 


.7 


18.319 


10.857 


L685 






II, Jan. 19,1899 




1.0 


.5 


12.5 




1.9 


.7 


18.322 


18.392 








n,Jan. 19,1899 




1.0 


.5 


12.5 




1.0 


.5 


10.342 


18.384 




3/ J 


.5890 


I, Deo. 29,1898 


w. 


1.5 


.75 


18.7 


7 


8.0 


L2 


17.771 


17.893 


L707 






II, Dec. 29,1898 




1.5 


.75 


18.7 




4.0 


LO 


17.841 


17.883 








I, Jan. 2.5,1899 


E. 


.7 


.3 


7.5 




.8 


.5 


17.894 


17.700 








I. Jan. 25.1899 




.7 


.3 


7.5 




.7 


.f 


17.082 


17.708 




VI 


.5184 


I, Doc. 30,18»8 
I, Jan. 3,1899 


"VT. 


1.5 
1.5 


.75 
.75 


18.7 
18.7 


7 


.7- 
3.0 


.8 
.8 




22.5a 
22.407 


2.074 


22.498 






I. Jan. 25.1899 


E. 


1.0 


.4 


10.0 




.8 


.0 


22.411 


22.434 








II, Jan. 25,1899 




1.2 


.5 


12.5 


^ 


1.1 


.0 


22.421 


22.450 




4/1 


.5450 


I, Jan. 19.1809 


E. 


1.0 


.5 


12.5 


^ 


LO 


.7 


28.913 


23.982 


2.182 






II, Jan. 19.1899 




1.0 


.5 


12.5 




2.0 


.5 


23.931 


23.948 








I, Jan. 25.1890 


W. 


1.0 


.4 


10.0 




LO 


.5 


23.829 


23.888 








II. Jan. 25.1899 




1.2 


.5 


12.5 




L3 


.0 


23.894 


23.981 




4/1 


.5010 


I, Jan. 10.1899 


E. 


1.0 


.5 


12.5 


7 


2.5 


.8 


24.798 


24.846 


2.246 






II, Jan. 19,1899 




1.0 


.5 


12.5 




2.0 


.5 


24.784 


24.744 








I, Jan. 25.1899 


W. 


1.0 


.5 


12.5 




L2 


.5 


24.090 


24.726 








II,Jan. 25.1899 




1.3 


.0 


15.0 




L2 


.7 


24.704 


24.741 




4 1 


.5890 


I. Dec. 29.1898 


E. 


1.5 


.75 


18.7 


7 


L8 


LO 


20.135 


28.219 


2.856 






II, Dec. 29.1898 




2.0 


.75 


18.7 




L8 


1 + 


28.202 


26.863 




1 




I, Jan. 25,1899 


W. 


1.0 


.5 


12.5 




.8 


.5 


20.143 


28.184 








II, Jan. 25,1899 




1.5 


.0 


15.0 




L3 


.5 


20.138 


26.148 




8/2 


.5890 


I. Feb. 28,1899 




1.0 


4.0 


120.0 


210 


2.5 


9.2 


*20.92 


*26.84 








n,Mar. 1,1899 
I. Feb. 28. 1899 








1 


2.5 


10.0 




♦27.01 




9/2 


.5890 


w. 


10.0 


....„..., 


240.0 ' 


210 


8.0 


12.0 


30.24 


80.92 


2.660 



*Omit these from mean. 
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Tablb ^l.-^ObtervaHons on the dispersion of roek salt, made with the diffraction ffraHmg^-ConUaued* 



Orders 

of 
spectra. 



5A 

5/1 
10/2 
9/1 



7/1 

7/1 

7/1 

8/1 

9/1 
10/1 
11/1 



Line 
set on. 



0.5616 

.5890 
.5800 
.5184 



.5456 



.5616 



.5184 



.5456 



.5890 



.5800 



.6890 



.6800 



Holograph 
anddate. 



Speo- 

triua 

thrown. 



II,Jan. 
II, Jan. 
n,Dec. 

I, Feb. 

I, Jan. 

I.Jan. 

I, Jan. 

I, Jan. 
II,Jan. 

I, Jan: 

I, Jan. 

I, Jan. 
II, Jan. 

I, Jan. 
n,Jan. 

I, Jan. 

I, Jan. 

I, Jan. 
II. Jan. 

I, Jan. 
II.Jan. 
II,Jan. 

I. Jan. 

I, Dec. 
II, Jan. 
II, Jan. 

I, Mar. 

I, Dec. 

I, Dec. 

I. Mar. 

I, Mar. 

I, Feb. 
II,Mar. 

I, Mar. 

I, Mar. 

I, Mar. 

I. Mar. 

l,Feb. 

I, Feb. 

I. Mar. 

I, Mar. 

n, Mar. 

II,Mar. 

Mar. 



20,1800 

20,1809 

29,1898 

28,1899 

8,1890 

3,1890 

26,1899 

25,1899 

19,1899 

20,1880 

25,1899 

26.1890 

19,1890 

20,1899 

25,1899 

26,1890 

8.1800 

3,1800 

23,1800 

26,1809 

20,1800 

25.1899 

26,1899 

29,1808 

20,1800 

20,1800 

6.1830 

29,1898 

30.1898 

6,1809 

8,1800 

28,1800 

1,1890 

6,1809 

C.1800 

8,1899 

8.1899 

28,1899 

28,1899 

1,1899 

1,1899 

1,1899 

1,1899 

1,1899 



X. 

B. 

W. 

E. 

W. 

£. 

W. 

£. 

W. 

E. 
W. 

E. 



E. 






SUt widths. 



Gratiiig. 



10.0 
10.0 
5.0 
10.0 
8.0 
8.0 
7.0 
7.0 
4.0 
4.0 
7.0 
7.0 
4.0 
4.0 
5.5 
5.5 
3.0 
3.0 
3.0 
3.0 
4.0 
3.5 
3.5 
4.0 
5.0 
8.0 
6.0 
4.0 

10 i: 

10.0 
10.0 
10.0 
6.0 
10.0 
10.0 
10.0 
10.0 
10.0 
10.0 
10.0 
10.0 
10.0 
10.0 

(») 



Prism. 



5.0 

5.0 

5.0 

2.5 

5.0 

5.0 

4.0 

4.0 

2.0 

2.0 

4.0 

4.0 

2.0 

2.5 

3.5 

3.5 

1.5 

1.5 

1.5 

1.5 

2.0 

2.0 

2.0 

3.0 

3.0 

5.0 

4.0 

3.0 

10 ± 

8.0 

10.0 

8.0 

3.0? 

12.0 

12.0 

10.0 

10.0 

8.0 

10.0 

12.0 

12.0 

12.0 

12.0 

(») 



Prism. 



125 

125 

125 

75 

125 

125 

100 

100 

50 

50 

100 

100 

50 

50 

87 

87 

37 

37 

37 

37 

50 

50 

50 

75 

75 

125 

120 

75 

250 

240 

300 

240 

00? 

360 

360 

300 

300 

240 

800 

360 

860 

860 

360 



Bolom- 
eter 
subtends. 



(?) 



7 
210 

7 



210 
7 



210 



210 



210 



Deflections. 



Height. 



0.5 

.5 

.2 

2.8 

.8 

.3 

1.0 

1.0 

.5 

2.0 

1.0 

1.1 

.7 

1.0 

1.0 

1.0 

1 5 

1.4 

1.2 

1.3 

1.2 

1.9 

1.5 

.4 

.5 

.6 

1.0 

.4 

.3 

.8 

3.0 

2.0 

8.0 

.5 

.3 

1.2 

.8 

2.3 

.8 

.7 

.7 

1.0 

.8 



"Width. 



Maxi 
mum 



'■^ 



Middle 



•Way*- 
length. 



om. 

2.2 

1.5 

2.5 

10.0 

1.5 

.8 

2.5 

2.0 

.7 

.5 

2.5 

2.0 

1.5 

2.0 

2.8 

1.7 

1.0 

1.0 

.8 

.9 

,1.5 

1.5 

1.4 

2.0 

2.5 

3.0 

10.0 

2.0 

5.2 

8.0 

12.0 

8.0 

9.2 

14.0 

10.8 

12.0 

10.0 

10.0 

10.0 

12.0 

12.0 

16.0 

16.0 



Eye observation. 



34.46 
86.41 



87.476 
88.532 



8&568 
38.384 



41.730 
41.743 
44.880 
44 234 
44.421 



49.07 
48.64 



58.72 
58.21 



66.78 
67.82 
68.84 



82.697 

32.756? 

83.00? 

34.54 

35.84 

36.27 

35.188 

85.282 

37.165 

37.86 

87.092 

37.184 

38.508 

88.486 

88.292 

88.401 

41.715 

41.74 

41.729 

41. 741 

44.863 

44.176 

44.289 

48.32 

48.68 

-48.51 
48.74 
57.2 
57.62 
57.68 
58.02 
58.76 
57.73 

*62.88 
66.81 
66.86 
68.02 
68.84 
80.00 
80.65 
81.29 
79.97 
80.82 
01.49 



2.808 



2.946 
3.110 



8.274 



3.370 



3.629 



8.819 



4.123 



4.712 



5.301 



6.800 



6.479 



* Omit these from mean. 
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Further reduction was effected in the following manner: Corresponding to each 
wave-length the observed linear deviations with spectrum thrown east and spectrum 
thrown west were averaged separately, and the mean of these two separate averages 
was taken. A number of observations gave the mean distance from A to line 219, 
above mentioned, as 32.626 cm., and the mean was thus reduced to the A line as refer- 
ence point. A correction to this mean, obtained as described at page 175 of Part I, 
was then applied to make the distances from A (determined for a prism angle of 59^ 
56' 20.7'') correspond to a prism angle of 59^ 53' 30", the angle used in reduction 
of the holographs of 1897-98. 

It will be noted that the results of these experiments as thus far reduced are quite 
sufficient to give the wave-lengths of the infra-red absorption lines given in Part L 
For we have the distances of various wave-lengths from A in terms of the deviation of 
a salt prism of known angle and the distances of the absorption lines measured in the 
same way. All that is necessary, therefore, in order to get the wave-lengths of the 
absorption line, is merely to plot differences of deviation and wave-lengths on a sufficient 
scale and to interpolate upon this plot for the differences of deviation found for the 
absorption bands in Table 18 of Part I. 

This has accordingly been done, and the wave-lengths of Table 21 of Part I are 
the result. They are independent of the absolute deviations of A, and are subject to 
scarcely greater errors than correspond to the probable errors of the differences of 
deviation from A. 

It should be noted that in addition to the points determined by Table 28 five others w^re 
used between 0.7604 /x and 0.8424 /x in the above-mentioned plot, which were obtained by comparing 
holographs with Higgs's photographs. Of these five points, two (i. e., those corresponding to the A 
line and the **Z line") have greater weight than our grating determinations (the second-order spec- 
trum was used here) and the curve has been made to pass exactly through them. 

The scale of the plot from A to .Q was such that linear deviations could be read to 0.002 cm. 
and wave-lengths to 0.0001 ;^ From £1 to the end of the region covered by holographs a somewhat 
less open scale was used upon which the deviations could be read to 0.005 cm. and the wave lengths 
to 0.0002 ^. It will indicate the high degree of accuracy attained merely to say that the average 
deviation in wave-lengths from the curve of the 26 points on the first part of the plot was only 
0.0007 /4 and that of the 17 points on the second part was 0.0209 jj. If, however, we leave out 
three x>oiut8 from the first part and four points from the second, which in drawing the curve had 
to be practically neglected, the average deviations remaining would be only 0.0002 /.• and 0.0078 
//,^ respectively. 

The imcorrected mean was further treated by multiplication by the factor 59.998'' 
to reduce to angular deviation from A. The probable error of the angular deviation 
from A was obtained as follows : The separate observations with spectrum thrown 
west were subtracted from their mean, and the same procedure was followed with the 
observations with spectrum thrown east These residuals from the separate means 
were then treated in the usual manner and the result reduced to seconds of arc. 



iThe deviations remain almost as small as in the first part till we come to a waye-length of 4.14//. 
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Table 28. — Reduced observations on the dispersion of rock salt. 
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Wave- 
length. 


Distance 
fVom A line. 


Correction 
to redaoe to 
prism angle 
of holo- 
graphs. 


Linear devi- 
ation cor- 
rected to 

prism angle 
of holo- 
graphs. 


An gnlar devi- 
ation from 
Aline. 


Prohahle 
error of 

deviation 
from 
Aline. 


Angular 
dev&tion. 




M 


cm. 


em. 


cm. 


O 1 II 


II 


/ It 




0.7992 


6.040 


0.010 


6.030 


6 2.4 


5.2 


40 15 22.0 




.8424 


10.922 


.019 


10.903 


10 55.3 


3.7 


10 29.1 




.8885 


15.344 


.026 


15.318 


15 20.6 


LI 


6 3.8 




.9033 


17.150 


.029 


17. 121 


17 9.0 


1.4 


4 15.4 




.9724 


22.928 


.039 


22.889 


22 55. 6 


0.2 


39 58 28. 8 




.9916 


24. 280 


.041 


24.239 


24 16. 8 


1.8 


57 7.6 




1.0084 


25.462 


.043 


25. 419 


25 27.7 


0.7 


55 56.7 




.0368 


27.394 


.047 


27.347 


27 23.6 


1.3 


54 0.8 




.0540 


28. 321 


.048 


28.273 


28 19.2 


1.3 


53 5.2 




.0810 


29.852 


.051 


29.801 


29 51. 1 


2.3 


51 33. 3 




.1058 


31. 213 


.053 


31.160 


31 12.7 


1.1 


50 11.7 




.1420 


33.058 


.056 


33.002 


33 3.4 


L3 


48 2L0 




.1780 


34. 768 


.059 


34.709 


34 46.0 


0.3 


46 38.4 




.2016 


35.686 


.061 


35. 625 


35 4L1 


1.4 


45 43. 3 




.2604 


38. 030 


.064 


37.966 


38 1.7 


0.8 


43 22. 7 




.3126 


39.796 


.068 


39. 728 


39 47.7 


2.2 


41 36. 7 




.4874 


44. 670 


.076 


44.594 


44 40. 1 


L2 


36 44. 3 




.5552 


46. 307 


.079 


46.228 


46 18.3 


1.0 


35 6.1 




.6368 


48. 069 


.082 


47.987 


48 4.0 


0.7 


33 20. 4 




.6848 


48.997 


.083 


48.914 


48 59.7 


0.5 


32 24.7 




.7670 


50.382 


.086 


50.296 


50 22.8 


2.0 


31 L6 




2.0736 


55. 108 


.094 


55. 014 


55 6.4 


0.5 


26 18.6 




.1824 


56.566 


.097 


56.469 


56 33.8 


0.7 


24 50.6 




.2464 


57. 390 


.098 


57. 292 


57 23. 3 


0.8 


24 1.1 




.3560 


58.839 


.100 


58. 739 


58 50.2 


1.1 


22 34.2 




.6505 
.8080 


63.546 
65.302 


.108 
.112 


63.438 
65. 190 


1 3 32.6 
5 18.0 




17 51. 8 
16 6.4 




4.0 


1 . 9450 


66.396 
68.258 


.113 
.117 


66.283 
68.141 


6 23. 6 
8 15. J 




15 0.8 
13 9.1 




3. 1104 




4.2 




.2736 


69. 826 


.119 


69. 707 


9 4t). 4 


2.1 


11 35.0 




.3696 


71.017 


.121 


70. 926 


11 2.7 


1.0 


10 2L 7 




.6288 


74. 358 


.127 


74. 231 


14 2L3 


0.3 


7 3.1 




.8192 


76.918 


.134 


76. 784 


k; 54. 9 


1.4 


4 29. 5 




4. 1230 


81.188 


.139 


. 81.049 


21 11. 1 


4.3 


13.3 




.7120 


90. 564 


.155 


90.409 


'M) 33. 7 


7.3 


38 50 50. 7 




5.3009 


100.661 


.173 


100. 488 


40 ;I9. 5 


11.6 


40 44.9 




.8900 


113. 172 


.193 


112. 979 


53 10.1 


11.4 


28 14.3 


Pris 


6.4790 


124. 116 


0.212 


123.901 


2 4 6.7 


20.0 


38 17 17.7 


im angle := 


59- 56' 20. ^ 


'"; deviati 


on of A=4 


0^21' 24.4''; r< 


jfractive in 


dex of A = 1.53 




S. I 


)()C. '20— 


— 19 
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Tablb 29. — The dispersion of rock salt Summary of results. 



Wave 
length. 


Index of 
refraction. 


I*robable error of n. 


M 


n 




0.4861 


1.553339 




.4920 


2646 




.4937 


2456 




.4983 


1940 




.5173 


0006 




.5184 


.549862 




.5273 


9081 




.5372 


8175 




.5530 


6855 




.5660 


. 5800 , 




.5710 


5546 ! 


Average, 0. 000009. 


.5758 


5194 




.5786 


5002 




.5860 


4505 




.5893 


4273 ' 




.6105 


3000 




.6400 


1405 




.6563 


0635 




.6874 


.539307 1 




.7190 


8150 




0.7604 


1.536818 





The above values are derived fVom bolo^aphs of the visible spectrum taken March 1, 1898, and com])ared wi th 
Rowland's map. 



Wave- 
length. 


Index of 
refraction. 


Probable 
error of n. 


Wave- 
lengtli. 


Index of 
refraction. 


Probable 
error of n. 


H- 


n 




M 


n 




0.7992 


1.535691 


0.000020 


1.6848 


1.527638 


0.000009 


.8424 


4778 


16 


.7670 


7377 


11 


.8835 


3952 


09 


1 2.0736 


6487 


09 


.9033 


3613 


10 


.1824 


6213 


09 


.9724 


2532 


09 


.2464 


6058 


09 


.9916 


2278 


11 


.3560 


5785 


09 


1.0084 
.0368 


2057 
1695 


09 
10 


.6505 
.8080 


4897 
4566 




17 


.0540 
.0810 


1521 
1234 


10 
12 


.9450 
3.1104 


4359 

4008 




17 


.1058 


0979 


09 


.2736 


3712 


11 


.1420 


0633 


10 


.3696 


3481 


09 


.1780 


0312 


09 


.6288 


2856 


09 


.2016 


0139 


10 


.8192 


2372 


10 


.2604 


1.529699 


09 


4.1230 


1564 


18 


.3126 


9368 


12 


.7120 


1.519789 


27 


.4874 


8452 


10 


5.3009 


7874 


42 


.5552 


8144 


09 


.8900 


5497 


42 


1.6368 


1.527813 


0.000009 


6.4790 


1.513413 


0.000069 



The above values were obtained through the n and X experiments. 
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The absolute deviation of the raaximacorresponding to the wave-lengths observed 
was obtained as follows. In Part I it was shown that the index of refraction at A is 
1.536818. From this value we obtain the deviation of A for a prism of refracting angle 
69^ 56' 20.7'' to be 40^ 21' 24.4". Subtracting from this the values of angular devia- 
tions from A, we have the last colunm of Table 28. 

Indices of refraction have been computed corresponding to the absolute deviations 
of Table 28, and they appear in Table 29 with their probable errors, which here, of 
course, include the probable error in determining the index of refraction for A as given 
in Part I. 

In order to extend the table toward the violet end of the spectrum two very fine 
holographs of the whole solar spectrum, taken March 1, 1898, have been measured at 
several points. These holographs show about one hundred deflections corresponding 
to lines in the visible spectrum, but were taken at fast speeds for totally other purposes, 
else they might very likely have shown several times as many. All the spectrum from 
0.4 /i to 6.5 ^l is, therefore, mapped by the holographic method, and the table depends 
upon visual observations for its absolute refractive indices only in so far that the angle 
of the prism and the minimum deviation of the A line were thus determined. 

In PI. XXIX is plotted the dispersion curve of rock salt on a scale adequate to 
retain the accuracy of the data. 

In view of the great importance of the investigation just made, and in view also 
(what appears from the immediately following discussion) of its generality of applica- 
tion, I desire to reproduce the tables just given in a slightly different and perhaps more 
convenient form, in which is obtained by a proper interpolation the wave-lengths cor* 
responding to successive even deviations in every rock-salt prism whatsoever, whose 
temperature is 20^ and whose angle is 60^, and in a second part the deviation of 
any rock-salt prism corresponding under these conditions to successive even wave- 
lengths. 
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The dispersion of a rook-salt prism of 6(P 00' 00" angle at 20^ C, and 76 cm. barometric pressure. 



Deviation. 


Wave- 
length. 


Wave- 
length. 


Deviation. 
9 


C i 






O 1 II 


41 50 


0.4938 


0.50 


41 45 42 


40 


.5111 


.75 


40 27 4 


30 


.5301 


1.00 


00 28 


20 


.5519 


.25 


39 47 38 


10 


.5772 


.50 


40 16 


00 


.6062 


.75 


35 00 


40 50 


.6402 


2.00 


31 8 


40 


.6819 


.25 


27 46 


30 


.7324 


.50 


24 40 


20 


.7979 


.75 


. 21 36 


10 


.8834 


3.00 


18 38 


00 


i.ooes 


1 .25 


15 40 


39 50 


1. 1903 


.50 


12 32 


40 


1.5094 


.75 


9 14 


30 


2.0800 


4.00 


5 43 


20 


2.885 


.25 


2 8 


10 


3.692 


.50 


38 58 12 


00 


4.385 


.75 


53 58 


38 50 


4.996 


5.00 


49 56 


40 


5.536 


.25 


45 36 


30 


6.041 


.50 


40 44 


20 


6.500 


.75 


35 38 






6.00 


30 20 






.25 


25 6 






.50 


20 



HAVE ALL ROCK-SALT PRISMS THE SAME INDICES OF REFRACTION? 

In what has just been said I have anticipated the results of the statement now 
made and which it is hoped is of general interest to all spectrographers. Fifteen 
years ago my attention was drawn to what then seemed a probability that there was 
material of frequent use in lecture experiments but to which very little capacity of 
precision was then accorded — I mean to rock salt, which, nevertheless, in the author's 
view, was capable not only of almost the highest precision in working but which had 
the precious quality which glass has not of being everywhere the same, and always 
for a given temperature and refracting angle, giving the same index for the same wave- 
length, wholly contrary in this to the well-known behavior of the glass prism. If the 
writer's anticipations were correct, then prismatic determination of wave-length might 
become quite comparable in constancy and in accuracy to those of the grating itself. 
He hesitated, however, for years to make this assertion, until the examination by the 
latter method of numerous specimens of salt obtained from all over the world, but 
notably from the Royal Salt Mines at Haden and from the mines in Russia, has con- 
vinced him that this anticipation is sup})orted by the results. 
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The question is one of considerable interest to investigators working on the 
infra-red radiations, for it is ahnost necessary to use prismatic specti'oscopes in this 
region to economize energy, and it has been shown that rock salt, by reason of its far- 
reaching transparency and plentiful occurrence in nature, is a substance well suited 
for the construction of prisms for this work. Could it be shown that all specimens 
of rock salt have the same indices of refraction throughout the spectrum at any given 
temperature and barometric pressure, then radiations might be as certainly specified 
by giving their refractive indices, or their minimum deviations for a 60^ prism as by 
giving their wave-lengths, and with this advantage, that the observations might 
be repeated by others without the necessity of first consulting a plot or dispersion 
formula and then computing the prismatic deviation from the value of n thus found. 

With a view to determine this matter three rock-salt prisms, two of which came 
from salt mines in Russia and the third from those of Baden, have been carefully com- 
pared at this observatory. The method of comparison was as follows: 

Bolographs of the solar spectrum from F at 0.48// to about 5// were taken with 
each of the prisms and compared to see if they indicated equal dispersion. The index of 
refraction of the A line was measured with all the precautions described at page 173, 
Part I, for each of the prisms, and the other refractive indices depend upon these 
values for A. In the following table is given a summary of these results : 

Table 30.— Compamon of different rook-edlt priems. 



Designation 
of prisro. 


Observed 

refhtcting 

angle. 


Observed 
deviation 
of Aline. 


Indices of 

refraction 

at A. 


Probable 

error of 

column 4. 


Designa- 
tion of 
line. 


Eefractive indices. 


Prism 
R.B.I. 


Prism 
R.B.II. 


Prism 
8.P.L.T. 


B.B.I 

R.B.n 

S.P.L.T.... 


o / // 
,S9 66 36. 1 
159 56 14.9 

59 58 57.5 

60 1 58.4 


o / " 

40 21 35. 1 
40 21 20.7 

40 24 22.1 
40 27 26. 7 


} 1.536818 
1.586844 

1.536812 


0.0000087 
0.000006 

0.000005 


D 
C 
A 


1.544273 
1.540635 
1.536818 
1.629663 
1.526686 
1. 519339 
1. 518739 




1.544289 
1.540639 
1.536812 
1.529675 
1.526677 
1.519361 
1.518749 


1.540680 
1.536844 
1.529694 
1.526691 
1.519364 
1.518765 


«i 







It will be observed that the agreement is exact as far as the fourth decimal place 
in n, and that the variations from the mean may in all cases be reasonably accounted 
for by assuming them to be due to experimental error. We may then conclude with 
considerable certainty that all salt prisms at the same temperature and air pressure 
have equal refractive indices. 
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MISCELLANEOUS OBSERVATIONS. 

1. THE ACCURACY OF THE BOLOMETER. 

By the '* accuracy of the bolometer" is to be understood iu what follows, first, its 
capacity to repeat observations of the intensity of radiation from a constant source 
with unvarying results, and second, the exactness of the proportionality between the 
intensity of radiation and the throw of the galvanometer.^ The following experiments 
may be regarded as supplementary to earlier ones given in a contribution of the 
writer on the Pritchard wedge photometer.^ 

Date, February 12, 1898. 

Object. — To test the accuracy of the bolometer in repeating observations with a 
constant source of radiation. 

Method. — The source of radiation was alternately a lamp and a screen filled 
with water at a constant temperature. The times of separate exposures to the lamp 
were uniform with each other, and so were these to the water screen, though the two 
were not equal. With the cold screen the time of exposure was as short as was con- 
sistent with the galvanometers attaining a constant deflection, while with the lamp the 
time of exposure was only ten seconds, which was as short as consistent with the 
single swing of the needle. An observer stationed at the galvanometer scale read the 
constant deflection due to the cold screen and the first swing of the needle due to the 
lamp. If the source of radiation were constant the difference between these readings 
should be equal. 

Apparattis. — Lamp: A common *' student lamp," having an Argand burner, used 
with ^^S05^ test" petroleum oil. This lamp was protected from drafts of air by 
inclosing it in a box with glass window. 

Bolometer: Linear bolometer, having two platinum strips, each 1 mm. wide, and 
blackened with camphor smoke. The resistance of the strips was about 0.5 ohms each 
The bolomoter balancing coils (of 40. ohms resistance) and slide wire were contained 
in water jackets similar to those pictured in PL XI of Part I. Battery current, 0.2 
ampere. 

' See Am. Jour, of Science, third Beries, vol. 21, No. 123, 1881, also fourth series, vol. 5, p. 242, 1898. 
• Memoirs of the Academy of Arts and Sciences, vol. 11, pt. 5, No. 6, p. 305, 1887. 
238 
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Galvanometer: ** White'' galvanometer. Resistance, 0.5 ohms. Deflections of 
1 mm. on scale at 2 meters corresponded at the time of swing used (six seconds) to 
4.2 X 10""* amperes. 

Diaphragms: Between the bolometer and lamp was a diaphragm of hlackenea 
brass plate, having a circular aperature of 1 cm. diameter. Between this and the lamp, 
and suspended by a string, was a blackened copper water jacket containing a thickness 
of water of 2 J cm., maintained at the room temperature. The exposure was eflfected 
by pulling aside the water screen. 

Distances. — From bolometer to lamp, 35 cm.; from bolometer to first diaphragm, 
30 cm.; from bolometer to second diaphragm, 31 cm. 

Observations. 



Series I. 

• 


Series II. 


Xnmber. 


Scale readings. 


Deflections. 

em. 
49.45 
.53 
.38 
.44 
.44 
.48 
.50 
.46 
.50 


Scale readings. 


Deflections. 


Cold screen. 


Lamp. 


Cold screen. 


Lamp. 


1 


em. 
13.20 
13.20 
13.17 
13.19 
13.18 
13.20 
13.23 
13.24 
13.27 
13.27 


em. 
62.65 
62.73 
62.55 
62.63 
62.62 
62.68 
62.73 
62.70 
62.77 
62.71 


em. 
13.33 
13.31 
13.31 
13.29 
13.29 
13.28 
13.27 
13.27 
13.26 
13.25 


em. 
62.65 
62.74 
62.72 
62.69 
62.67 
62.68 
62.64 
62.66 
62.64 
62.61 


em. 
49.32 
.43 
.41 
.40 
.38 
.35 
.37 
.39 
.38 
.36 


2 


3 


4 


5 


6 


7 


8 


9 


10 


Me&D 




49.464 
.008 
.028 


1 


49.380 
.006 
.020 


p. E 


1 






T>. e 


1 






•^ f- '— ■ 







The two series were separated by about ten minutes, and between them there was, 
as will be noticed, a slight decrease in the intensity of the radiations from the lamp. 
But if we assume that the lamp remained perfectly constant throughout each series of 
ten observations, the probable error of a single bolometric observation comes out less 
than one-twentieth of 1 per cent. It is quite improbable that the lamp was per- 
fectly constant in its radiation, so that a quite indefinite part of this extremely small 
variation must be attributed to the lamp. The accuracy of the bolometric observations 
becomes, indeed, notable when we admit this consideration, for it is at any rate a far 
more accurate measurer of radiation than the best photometer. 

Turning now to the question whether the bolometric indications are truly pro- 
portional to the intensity of radiations falling upon the bolometer, it may be observed, 
first of all, that this matter might be pursued a great deal further than it is the pres- 
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ent purpose to go. Thus it might be inquired if the proportionality held for diflferent 
wave-lengths irrespective o£ the temperature of the source, and the answer to the 
inquiry would then necessarily show, among other things, how far the bolometer 
approached the condition of the theoretical '* absolutely black body." The observa- 
tions here presented, however, will merely show that the bolometer, as actually used 
with the solar radiation, gave at a single wave-length deflections proportional to the 
intensity of radiation. 

The reader will find these observations among a number maxie for another pur- 
pose and given in the table at page 81 of Part I. The spectrometer circle was set 
so that solar radiations of a wave-length about 1.7// fell upon the bolometer, and the 
slit width was varied from 0.50 mm. down to zero, while an observer at the galvanom- 
eter read the deflection corresponding with each slit width. It was found that diflfrac- 
tion materially affected the results when the slit was narrower than 0.20 nun., so that 
only those slit widths greater than 0.20 mm. will here be given, with the exception of 
zero slit width, which, of course, should correspond with zero deflection : 



Slii width. 


Deflection obserred. 


Deflection 
oompated. 


Differences. 


First series. 


Second series. 


mm. 


mm. 


mm. 


mm. 


%. 


0.000 


0.0 


0.0 


0.0 


0.0 


.250 


230 


250 


247 


7.3-1.2 


.300 


290 


300 


296 


2.0-1.3 


.500 


490 




494 


0.8- 





The column, ** Deflection computed," is filled in on a basis of strict proportionality. 
The differences given in the last column average, with the exception of that for the 
first observation at 0.25 mm. slit width, only 1.3 per cent. When we take into 
account the very probable variation of the sky between these observations it appears 
that here again the bolometer is as accurate as the observations. 

The general result, then, of the observations given here is to show that the bolom- 
eter may be depended upon to accurately repeat observations on the intensity of 
radiations from a constant source with far more accuracy than any photometer, and 
to give indications accurately proportional to the intensity of radiations of a given 
wave-length from a single high-temperature source. 

2. RADIATION FROM TERRESTIAL SOURCES. 

The primary object of these experiments was to determine the form of the energy 
curve of the Welsbach mantle. The author is indebted to Dr. Shapleigh, chemist of 
the Welsbach Light Company, for valuable information and material made use of in 
the investigation. 
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One of the most remarkable things about heated mantles of these rare oxides is 
the fact that while a mantle of ordinary impure thorium oxide gives the familiar 
brilliant light, perfectly pure thorium oxide heated by the same lamp gives far less 
light. This fact was strikingly illustrated at the observatory by Dr. Shapleigh. A 
pure thorium mantle was placed over the flame, and its light was but little brighter 
than that of the flame itself The impression of it remaining is of a dull reddish-yellow 
light, certainly not so bright as an equal area of a hard-wood fire. After the mantle 
had been allowed to cool, a few spots upon it were soaked by a very weak solution 
of cerium nitrate, and as thus treated it was again placed over the flame. The parts 
treated now shone out dazzling bright, while the remainder was dull as ever. Dr. 
Shapleigh stated that a pure cerium oxide mantle was equally as dull as a pure tho- 
rium oxide mantle, and that the maximum brightness was to be secured by the mixture 
of 2 or 3 per cent of one of the oxides with 97 or 98 per cent of the other. 

It appeared interesting to try the experiment of shifting from a pure thorium 
oxide to an ordinary mantle with the bolometer as the observer. Accordingly holo- 
graphs of the rock-salt prismatic spectrum were taken as shown in PI. XXXI A.* A is 
a curve of pui'e thorium oxide, B that of the ordinary mantle. Lines of zero radiation 
have been placed beneath each with as much care to eliminate "drift" as possible, and 
scales of equal radiation have been annexed, i. e., radiation with equal slit widths. 
This scale has been taken the same as that employed in Part I, i. e., the maximum 
deflection in the solar spectrum would be 100 upon it, with identical instrumental 
conditions. 

The most striking thing about the curves A and B is the high sharp maxima at 
4.6/i and smaller maxima on each side of 2.6//. These at first appeared to be the 
energy maxima proper to thorium, for later holographs with iron oxide mantles and 
with an electrically heated platinum strip do not show them. But their position is 
such as to lead to the suspicion that they may be due, on the other hand, to the emission 
of carbon dioxide and water vapor, and this explanation is accepted here. The phenom- 
enon is in striking analogy to the partial reversal of lines in solar and stellar spectra. 

Another interesting feature of the curves is the presence of absorption bands at 
y, n, X, and Y. The three former are due to water vapor, and the last to carbon 
dioxide, as has already been observed. These gases are the principal products of 
combustion of the vaporized petroleum, so that their presence is not surprising. The 
absorption bands in question did not appear in a later curve of the radiation of an 
electrically heated platinum strip. 

A group of about fifty absorption bands, tliickly packed together, extending from 
the curious maximum at 4.6//, already mentioned, to the end of the region at which 

> These bolographs were taken on rainy days, when it was necessary to depend on an incandescent electric light 
for the photographic trace. As this trace was very faint in the originals they were blackened for reproduction. 
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radiations remained distinguishable, may very probably be carbon dioxide bands. T 
am not aware that their presence has been noted by other observers, though such 
notice may have escaped my attention. 

By transforming the curves from the prismatic to a wave-length scale the ordinarj^ 
maximum (if we may speak, of the one conunon to all the mantles and to the platinum 
strip as ** ordinary" in contradistinction to the "extraordinary" sharp maximum already 
mentioned) is found to be at wave-lengths of about 1.6 yu and 2.2 yu. with the Welsbach 
and iron oxide mantles, respectively. This places the temperature of these sources at 
1,357° C. and 887° C, according to the results of Paschen,^ assuming impure thorium 
oxide to be as nearly a "black body" as iron and copper oxides. 

Holographs were taken with mantles composed of other substances. Curve C of 
PI. XXXI A is taken with a mantle made of fine iron-wire gauze. The iron quickly 
turns to oxide in the fierce flame to which it is subjected, so that we have practically 
the curve of iron oxide. Its form is seen to be nearly identical with those of the two 
thorium oxide mantles, but it is richer in energy and its maximum is at a somewhat 
longer wave-length, indicating a lower temperature. One notable difference is seen 
in the absence of the "extraordinary^" maximum already noted. AH the absorption 
bands find place in this curve as in the others, and some additional ones obscured in 
the previously given curves by the "extraordinary" maximum are found here. 
Attention has been called in Part I to the fact that absorption bands occur in the 
solar spectrum corresponding to some of these. 

Curve D is from an incandescent platinum strip. The current from a dynamo 
was used in heating it, and this caused the very unsteady record. The curve is given 
here merely to show the absence of the bands iP", »fi, X, and Y, at least in any appre- 
ciable extent as compared with their appearance in curves A, B, and C. 

In E there are superposed portions of curves to show the "reality" of the long 
series of absorption bands already spoken of. 

SUPPLEMENTARY NOTE. 

An opportunity offered itself to further investigate the visible spectra of various 
mantles shortly before this volume went to press, and as results of some interest were 
obtained it was thought best to add an account of them. 

Owing to the small intensity of energy available it was found necessary to use 
a wider bolometer and slit, each subtending about 15' of arc. Preliminary experi- 
ments with apparatus similar to that already described showed that diffuse radiation 
of long wave-length vitiated the results in the visible spectnim. Hence it was neces- 
sary to employ two spectroscopes, one acting as a "sifting ti-ain"^ to exclude the long 



»F. Paschen, Annalen der Physik und Chemie, 60, p. 707, 1897. 

2 S. P. Langley, Memoirs of the National Academy of Sciences, vol. 4, p. 159, 1886. 
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Plate XXXIa. 





Spectrum Energy Curves of Welsbach and other Heated Mantles, from Bolographs with a 60° 

Rock-Salt Prism. 



Observations of S. P. LoDgley, with the assistance of C. G. Abbot. 
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Plate XXXIb. 




Visible Spectrum Energy Curves of Welsbach and other Heated Mantles, from Bolometric 
Examination with 60° Rock-Salt Prisms. 

Observations cf S. P. Langley, with the assistance of C. G. Abbot. 
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wave-length radiations from the slit of the second. Under these circumstances the 
curves given in PI. XXXI B were obtained as the result of eye observations at the 
bolometer. They are given just as observ^ed, without correction for slit width, and are 
on the scale of dispersion of a 60^ rock-salt prism. 

It will be noted how rich, relatively, the Welsbach mantle is in the visible spec- 
trum as compai'ed with the others examined, but how little energy any of them give 
in the visible spectrum as compared with the infra-red.^ Thus we see how wasteful 
the best lamps are as sources of light. With the Welsbach mantle the lamp in ques- 
tion rivaled the electric arc in brilliancy, yet the energy of its visible radiations was 
almost insensible in comparison with that which it expended in the infra-red. 



' S. p. Langley, American Joarnal of Science^ third series, vol. XL, p. 97, 1890. 
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Chapter III. 



CONSTRUCTION OF A SENSITIVE GALVANOMETER. 

PURPOSES FOR WHICH IT WAS CONSTRUCTED. 

The writer's own work on the bolometer and on the galvanometer brought the 
latter instrument, in the year 1892, up to a condition of sensitiveness and precision 
which it is believed had never before been reached, but, as he has already stated, its 
subsequent improvement has nevertheless been continuous and has been largely and 
indeed increasingly due to those gentlemen who have assisted him. This is particu- 
larly the case with regard to the matters considered in the present chapter, and it 
seems proper to say that these recent improvements, and especially the theoretical 
discussion, are almost entirely due to Mr. Abbot. 

The bolographic investigation to discover and determine the position of lines in 
the infra-red solar spectrum, begun in 1892, had been continued with successive alter- 
ations and improvements in instrumental equipment till the close of 1896, when the 
results obtained in the last three months of that year, and forming the basis of the 
most complete and accurate map of the infra-red solar spectrum that could then be 
produced, were collected and reduced for publication. The inflections of the curves 
then adjudged to be **real," i. e., corresponding to solar or atmospheric absorption lines 
and bands, numbered 222. 

The obstacle to further progress was shown by critical examination to be the 
impm-ity of the spectinam, resulting largely from the necessary use of a slit of the pre- 
judicially great angular width, 4f\ in the region from A to X, and of four times this 
width from X to beyond Y. On December 10, 1896, a reaiTangement of apparatus 
had been made for the purpose of economy of energy, and tlie battery cun-ent was 
increased from 0.075 to 0.095 ampere. These alterations caused such increase in the 
galvanometer deflections that it became possible to decrease tlie width of the slit 
nearly one-half (from 8" to 4f' in the upper part of the infra-red, and from 27" to 
15" in the lower), and it was found that a great gain in detail resulted. Further prog- 
ress in this direction by the means already cited could not be made, and the sensitive- 
ness of the galvanometer was at the maximum value that could be employed without 
unduly increasing the time of swing. 

It thus became necessary, if additional detail was to be sought, that a galvanom- 
eter of greater sensitiveness should be procured. With this acquisition it would 

244 
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become possible to reduce the width of the slit, the width of the bolometer, aiir; 
perhaps also the battery current, with accompanying gains in purity of the spectrum 
and in freedom from disturbances of the circuit. As the effect of earth tremors would 
be, it was hoped, no more injurious for the proposed galvanometer than for the old, 
and as with proper astaticism it was probable that magnetic fluctuations in the earth's 
field would also be of slight importance, and as improvements in the sheltering of the 
circuit from drafts and changes of temperature were possible, it seemed probable that 
the accidental deflections of a galvanometer of considerably greater sensitiveness 
could be kept within about the old bounds, and that thus the added sensitiveness might 
be made useful. 

In other researches with the bolometer this additional sensitiveness would also be 
of value. Thus it was proposed to attempt to detect the heat from the brighter stars; 
to examine the spectrum of the Welsbach lamp; to determine with all possible accu- 
racy the dispersion curve for rock salt, and to examine the reflecting powers of surfaces 
of various kinds, as, for example, the metals and various paints, in all of which great 
sensitiveness was to be desired. 

CONSIDERATIONS GOVERNING THE CONSTRUCTION. 

(a) The Coils. 

From Maxwell's Electricity and Magnetism, Vol. II, paragraph 718, we have for 
the magnetic force along the axis of a coil of wire at any point on the axis 

^ I sin /4\ 

f^y—,^ (^) 

where r is the distance from the circumference of the coil in question to the point; / 
the length of the coil; B the angle between the axis and a line joining the circumference 
with the aforesaid point, and y is the current. 

From this it follows that the most favorable form of coil section for a galvanom- 
eter is given by the expression 

r^zzH^sinO (2) 

in which H is the extreme radius of the coil. 

Maxwell proceeds to show in the two next following articles that for a given value 
of the electromotive force in a circuit containing an external resistance besides that of 
the galvanometer, the diameter of the wire of which the coils of the galvanometer are 
composed should increase, proceeding from the center outward, according to one or 
other of certain laws depending on the insulation of the wire. 

This case is not that of the bolometric circuit, however, so that it is necessary to 
consider the best resistance of the galvanometer as governed by the purpose for which 
it is designed, and then to decide with regard to the most suitable sizes of wire to be 
employed in constructing its coils. 
S. Doc. 20 20 
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(b) Best Resistance for Bolometer Circuit. 

It appears that the resistance of the galvanometer will be fixed by that most desir- 
able for the bolometer, and that this latter, for the proposed analysis of the infra-red 
spectrum, is not far from 25 ohms. In setting this figure it is supposed that the width 
of the bolometer to be employed will be about 0.02 mm., and for this width a platinum 
strip of about 25 ohms resistance per centimeter is the best suited. As our bolometer 
frames take strips about a centimeter long, the resistance is thus fixed. 

Let the resistance of the two bolometer arms be a and a^ S a (where <Ja is a 
small fractional increase of a, caused by a given small rise in temperature of one strip, so 

that S a-=z -, m being a very large number). 

Let the resistance of each of the balancing coils 
be wa, n being a multiplier as yet undetermined, and 
let the current in the bolometer arm be C; that in the 
galvanometer circuit be g^ the resistance of the galva- 
Fio.26.-wheat«tonea bridge. nomctcr being G. The battery and galvanometer con- 

nections are as represented in the figure. Then by the application of Kirchoflfs laws 
(see Maxwell's Electricity and Magnetism, second edition. Vol. I, paragragh 347): 

r^ n 6 a .V 

^"^^na + Gii + n) ^^^ 

But since <5 a z= — 
m 




9'=' 



>2 G(l + n) (4) 

a n 

It is required to know what values of Gr and n will make the galvanometer 

deflection a maximum for given values of C, m and a. Let A z= the deflection of the 

galvanometer. Then : 

A = kgf(G) 

where A; is a constant peculiar to the galvanometer and /(G) is a function of G, which, 
as we shall later find, is between the square and cube root of G, but nearest to the 
square root. Let us suppose, then, that 

A=kg^G, 

Substituting for g the value as given above we find that A is a maximum with 
respect to G when 

^ = 2^-.. : (5) 

a 1+n ^ ^ 

and with respect to n when n is infinitely great. 

As n can not, however, actually be made infinite, it becomes interesting to see 

how fast the deflection increases with n, providing that the relation — =:r- ^ be 
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continually retained. Under these circumstances for the following values of n the 
deflections are proportional to the numbers below: 



44 



1.5 



71 i 77 



87 



ov 100 I 



Thus it appears that about 40 per cent is gained by increasing n from 1 to oc. 
Of this nearly one-fourth is gained by making wzz 1.5, and over one-third is gained 
when n z= 2. As the increase of n means proportionally increased heating of the coils, 
with attendant unsteadiness of the galvanometer, it is doubtful if n can profitably be 
greater than 2. As a matter of fact a pair of coils of 44 ohms resistance were ready 
prepared, which would thus go nicely with the bolometer of the proposed resistance 
25 ohms, and it was decided to use them. 

Corresponding to coils of 44 ohms and a bolometer of 25 ohms, the best resist- 
ance of the galvanometer would be 33 ohms. Computations were, however, made for 
a galvanometer of 25 ohms resistance, as a more round number, so to speak, and of 
more general usefulness to others who might be able to use the computations In the 
winding the resistance was brought up to about 30 ohms, and the resistance of the 
bolometer actually constructed is 28 ohms, so that the actual arrangement nearly ful- 
fills the requirement^ 

G_ 2n 
a ~ 1+ n 

Having thus settled upon a suitable resistance for the galvanometer, we have next 

to inquire whether the resistance of the separate coils should be 7-, G, or 4 G, i. e., 

whether the galvanometer should be connected in one series, in two parallel series, or 
all in parallel. 

In these three cases the current in each coil would be ^, ^ and^ and the deflec- 

tions due to one coil for a given current being assumed proportional to the square root 

of the resistance, would be as —^ : VG : 2\/G, so that the whole deflection for the 

four coils would be the same in each case (i. e., 2^ VG), and there is no choice on this 
score. But the possible combinations of four 25-ohm coils would be those more gen- 
erally useful, and this would lead to the selection of the second arrangement.^ 



^ If the supposition is made that the deflection is proportional to ^-^^instead of yi/G, then A is a maximum 
with respect to G when 

a— 1+n 

But as here remarked, the latter assumption is the more nearly true for coils of the form oonstmcted. 

' If we suppose the deflection proportional to the cube root of G the first arrangement will be superior, the 
relative efficiency being as 62:50:40. But even in this case the more general nsefalnesa of the galvanometer of 
25 ohms over om; with 6-ohm coils would lead to its selection. 
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BEST CONSTRUCTION FOR COILS. 

It now remains to decide as to the best sizes of wire to use in constructing coils 
of about 25 ohms each of the cross section determined by the equation (2) of page 245, 

r" = IP sin e 

except as modified by conditions of practical importance. These conditions are, that 
space must be left to allow the needle to hang between the coils and to turn through 
30° or more, and that coils can not be wound to the centre, even 
if, by reason of the appreciable length of the magnets, the space 
at the very center were not rendered ineffective. 
^ It was therefore determined to wind the coils so that the 

* interior radius should be one millimeter, and so that a space 2 

millimeters wide would be left between the coils. The accom- 
panying figure shows in full lines the coil section as thus modified, 
and in dotted lines the section determined by the equation 

r" = H^sin 0, 

Let the radius of the vacant space at the center be a and the 

half width of the space between the coils be b. Let the diameter 

of the wire of which the coil is composed be (d + t), of which d 

"c^iu^u^n!*"*^"* "" is the diameter of the bare wire and t the gain by insulation. Let 

L be the length of this wire, which may be wound within a coil of the proposed form 

and of exterior radius H, and let F be the force exerted at the center by a given 

current. Then 







^co8- ^ - ^'^ " i 



a 



and from (1), page 245, 



/ r^siu Hdrdff ... 



r'smffdrde+ / / r^ »iu (f dr d d \. . . . (7) 



2w 



,y H»tt /^co8-' * 




- / / 8iu2 ti drdO 



siD^ e^drde-^ / I sill' ^ dr d 6 I .... (8) 



The expressions for L and F are approximate, but are correct to within one part 
ill 200, where H is not less than 3 6. 
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Inteofrating these expressions by means of series, and neglecting powers of 



XT and tj higher than the third, we have: 



^-T^f^b-M-oK^y-" (i)'-'-^+'-' a)"] 



(9) 






(l a' . 1 «* ) « AOQ^j.^/^*V ^ *'l (10) 

~ ( 3 ^TF + 20 (i'T ft^)* ( g— «.o» gi + 7 y^j —3 jg-3j V ; 

If we put a = 6 in these expressions, substitute common logarithms and call 

(h) ~ Ch) ^® ^*^'® 

and 

^ = >- fiH [' - I ••'^-»-" "«« H ! H + «•« (h)'+ 0-^ (h)'] <"'' 

These expressions hold with sufficient accuracy when H is greater than 3 fe. 

In practice we have L, not H, given, since we know the desired resistance of the 
coil and the diameter of the wire of which it is composed. Hence it is necessary to 
revert the series (11). This may be done by regarding (11) as a cubic equation and 
solving for H. In this way we obtain 

H=.0.868L*(d+t)«[l + 1.4(i^|:^,)-0.92(i;j^,)Vl.3(j^^ • • .(13) 

Expressions (12) and (13) enable one to compute the radius H and the force F 
exerted at the centre for a coil of given resistance composed of one size of wire of 
known diameter. For from the resistance the value of L may be obtained by the use 
of wire tables. Substituting this value in (13) gives the value of H to be used in 
equation (12) to determine F. 

When coils containing several sizes of wire are under investigation such a compu- 
tation as has just been described suffices for the inmost coil. Substituting the value of 
H, thus obtained in equation (11), along with the values of d and t coiTesponding to the 
wire to be used in the next layer, the length of wire of this diameter which would 
replace the inmost coil is found. The force which this wire would exert is next cal- 
culated by equation (12). Now, adding the length which would be required to wind 
a coil of the dimensions of the inmost coil with the wire to be used in the second to 
that length which is actually to be used in the second layer, an I substituting in equa- 
tion (13), we obtain the extreme radius of the second coil, and from equation (12) we 
may compute the force which a coil wound to this radius with wire of uniform diam- 
eter would exert. Subtracting from this value the force already determined which 
would result from winding the inmost coil with wire of the same size as used in the 
second layer, we have the force actually exerted by the second layer. A similar 
procedure is to be followed with other layers. 
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In order to determine what size of wire should be used in the coils, and also how 
the force varies with the resistance, a series of such computations were performed for 
coils composed of a single size of wire and others composed of three sections. The 
computations included coils of 5, 25, 50, 250, and 500 ohms resistance, and the value 
of L and d made use of were those given in the Smithsonian Physical Tables for 
copper wire. The wire used was procured of A. F. Moore, of Philadelphia, Pa., for 
which the value of t was 0.0015 inch or 0.004 cm. The result of these computations 
appear in Table 32. 

Table 32. — Relative efficiency of galvanometer coila. 



Total 
re■i8^ 
ance. 


Divi- 
tiiOb of 

reiiiat 
ance 

be- 
tween 

aeo 
tions. 


No. 

of 
coil. 


Diameters of wire in 
sections. 


Gain of diameter by 
insolation. 


Length of wire in 
sections. 


External radii of 
sections. 


Force at center 
from sections. 


Total 
force. 


Ohms. 






d. 


dt 


d. 


tt 


tt 


t» 
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H, 


H, 
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em. 
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em. 
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0.0202 


0.0405 


0.0038 


0.0088 


0.0038 


81 
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1.318 


0.823 


0.508 


L297 


298 
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*920 






2 


.0101 


.0255 


.0644 


.0038 


.0038 


.0038 


81 


621 
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.323 


.758 


2.257 


298 
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5 


(') 


3 


.0127 


.0255 


.0611 


.0038 


.0038 


.0038 


180 


521 


2,095 


.382 


.762 


L827 
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9.0 


" 


4 


.0160 


.0405 
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.0038 


.0038 


.0038 
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1,.318 


8,423 


.466 


L279 


8.467 


377 
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8il9 


1 


1 


f ^ 
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0.0080 


0.0127 


0.0058 


0.0038 


0.0038 
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.0038 


.0038 
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7 
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.0321 
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.0038 
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.0038 


.0038 
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.463 
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11 


.0101 






.0038 
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.620 


! 

1 


i 1 


L351 




(«) 


}?, 


.0100 






.0038 
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' 1 
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.0255 






.0038 






• 7,817 
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' 
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0.0050 


0.0080 
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0.0038 


0.0038 
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•*■ 1 -• •- 
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.0101 


.0202 


.0058 


.0038 


.0038 
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815 


3,278 .350 


. 577 1. 182 ' 634 


797 
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2,304 
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16 


.0050 


.0127 


.0321 
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.0038 


.0038 
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8,288 .350 


.709 2.006 


634 


935 


894 
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.0080 
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.0038 


.0038 


.0038 
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.0038 
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23 


0.0050 


0.0080 
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0.0038 


0.0038 


0.0038 
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0.740 L205 1,871 
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24 


.0050 
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.0038 
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.0038 


1,017 
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.0050 
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.0038 


.0038 


.0038 
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41, 442 . 463 
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26 
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.0038 


.0038 
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65,892 .879 


L957 4.569 12,433 
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250 


5:8:12 


28 


.0050 


.0101 
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.0038 


.0038 


610 
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.408 
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29 
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9.835 
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1 
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.0038 
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1 
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0.0050 
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0.0038 


.0038 
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.0038 
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1 
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34 


0.0080 
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5,133 
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35 
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3C 
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.0321 
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37 
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.0038 
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.0405 


.0038 


.0038 


.0038 


8, 150 32, 783 


131, 783 


L085 2.444 5.738 


3,343 


2,161 |l.619 


7,123 




Lso 


.0050 






.0038 






6 100 






.756 








4,751 
5.398 




,.. 40 


.0101 






.0038 






24,450 






1.530 










< 41 


.0160 






0038 






61,850 
156,350 






^ t 1 

2.584 --- ' 








5,162 
4.512 




42 


.0255 






.0038 










4.512 












'• 
















i 


1 





' Three sections of equal resistance. 
* Numbers distinguished by an asterisk show 



' All in single section, 
the best arrangements of coils fonnd. 
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From these results it appears: First, that a considerable advantage is gained by 
using several sizes of wire ; second, that the resistance may be advantageously dis- 
tributed equally between the sections ; third, that the force varies nearly proportionally 
to the square root of the resistance,^ and finally, that giving due weight to the 
advantage of having the coils as small as possible, so as to decrease the length, weight, 
and moment of inertia of the needle, the best 25-ohm coil is that designated as No. 
8, composed of Nos. 40, 34, and 28 B. & S. gauge wire. Accordingly, the coils were 
thus made. 

THE 'NEEDLE SYSTEM. 

Two needles have been tried with this galvanometer, one of 6.5 mgs. weight and 
the other weighing only 2.4 rags. Each has six flat needles of about 1.2 mm. length. 
The disposition of these six needles is as follows: Two groups of three each are 
fastened with shellac to a glass stem with their centers 38 mm. apart, so that one 
needle at each end of the stem is on the same side of the stem as the mirror at its 
center, and the other pair at each end are on the other side of the stem and a little 
above and below the single needle in front. This gives a very well-balanced system 
and a very open arrangement of the magnets. 

In preparing the magnets for the lighter system tungsten steel was used. The 
weight of the six was altogether 1.6 mgs., and that of the stem, mirror, and shellac 0,H 
mgs. A selected silvered fragment of microscope cover glass was used for the mirror. 
It was found that the miiTor gave rather poor definition for holographic work and that 
this very light needle was more unsteady than allowable, so that all the holographs 
and other records up to April 15, 1899, were taken with the needle of 6.5 mgs. weight, 
constructed exactly similar, except that the magnets weighed in all 3.8 mgs. and that 
a mirror of 2 mgs. weight, by Brashear, was employed. No damping vane was needed 
for either needle. 

From observations made, with the first needle at 2 seconds single swing and 
assuming the proportionality between deflections and squares of time of swing,^ it was 
computed that a current of 0.000,000,000,005 ampere would give a deflection of 1 mm. 
on a scale of 1 meter with a time of single swing 10 seconds when the coils were con- 
nected hi two series of two each in parallel. Observations with the heavier needle, at 
a time of swing 'of 3.5 seconds, gave a value similarly computed of 0.000,000,000,023. 



^ It appeared of some interest to know more exactly how the foice varied with the resistance. Accordingly, the 
expression F = C R* wa« assumed and its constants were determined from the data F = 947, R=5 ; F =1,971, R = 25 ; 
F= 2,710, R = 50; F = 5,505, R = 250; F='i,476, R = 500, which are the best values given by the table. As thus 
determined we have F = 457 R" **, showing that the exponent is between one-half and two-fifths. From this formula 
we have the following values of F, corresponding to the five values of R, above given: 944, 1,955, 2,670. 5,525, 
and 7,544. 

^ While this proportionality does not hold in practice owing to the excessive damping of this very light needle 
by the resistance of the air to its magnets and mirror, yet if the air were exhausted from the case it would hold; 
and it is probable that an even smaller '^ constant'' would then be obtained than that given above, for even at 2 
seconds single swing the damping of the air is considerable, so that observation gives too great a time of swing. 
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SUMMARY. 



For boloraetric purposes the resistance of the bolometer strips should be small in 
comparison with that of the balancing coils. 

The resistance of the galvanometer under these circumstances should be between 
one and two times that of the bolometer strips, but is more exactly specified by the 
expression given on page 246. 

Where the deflection due to the galvanometer coils is nearly proportional to the 
square root of their resistance, as with the form of coils here employed, it is imma- 
terial whether the best galvanometer resistance is secured by coils all in a series, all 
in parallel, or two in series, two in parallel. 

The efficiency of coils of equal resistance varies largely with the sizes of wire 
used in their construction. 

For a galvanometer of about 25 ohms resistance the coils may well be wound in 
three sections of equal resistance, using No. 40, No. 34, and No. 28 B. & S. gauge 
wire, gaining in diameter by the insulation 0.004 cm. 

The sensitiveness of a galvanometer increases rapidly with decreasing weight of 
the needle, providing that the most advantageous distribution of weights is adopted 

The galvanometer constructed after these indications has justified expectatious of 
great sensitiveness. 
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THE DETERMINATION OF WAVE LENGTHS IN THE INFRA-RED 

SPECTRUM OF ROCK SALT. 

It would be very desirable if, when we knew the deviation of any line in a pris- 
matic spectrum, we could by the use of some simple rule determine the corresponding 
wave-length, as we can do in the case of grating spectra. Unfortunately, the connec- 
tion between wave-length and prismatic deviation is so obscure that no such simple 
formula as supposed above exists. Yet, from time to time there have been given, 
as the result of theoretical investigations, interpolation formulae which professed to 
establish a connection between the wave-length and index of refraction through the 
employment of several constant coefficients to be determined for any particular 
prism by experiments with known wave-lengths. 

DISPERSION FORMULA. 

At the time the writer commenced his observations at Allegheny the formula of 
this kind most generally employed was Cauchy's, which is usually written: 

n = A + j2 + ji 

where n is the index of refraction, A the corresponding wave-length, and A, B, and C 
constants. If in this formula we assume A to become infinite, then the terms 

p and ^ disappear and n becomes equal to A, which is its minimum value. The 

writer's earlier researches,^ however, showed that for prisms, both of glass and rock 
salt, much smaller values of n were to be actually observed than were allowable 
according to this formula, so that, however well it might represent the facts in the 
visible spectrum, it failed completely for the long wave-lengths beyond the red. 
Among other dispersion formulae current at that period, Redtenbaclier's, Wullner's, 
and Briot's were found by the writer ^ to imperfectly express the results of measure- 

' S. p. Langley, Amerioan Joamal of Science, third series, vol. 27, p. 169, 1884. 
« Ibid., vol. 32, p. 83, 1886. 
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ments in the infra-red when their constants were determined from visual observations. 
It appeared that the formulae of Wiillner and Briot would nevertheless fairly well 
serve for interpolation in the infra-red, provided their constants were determined from 
observations in that region. 

More recently the dispersion formula of Ketteler,^ deduced from theoretical 
considerations more general than those on which Briot's formula is based, has become 
the most accepted among physicists. The formula of Ketteler in its most extended 
form is capable of representing a very wide range of dispersion phenomena, but for 
the case of substances like rock salt, which retains a very high degree of transparency 
uniformly thi'ough a long series of wave-lengths, the formula may be much simplified, 
and takes the following form: 

„2_„. I M, M, (1) 



or still more simply, 



«' = *' + F^j-*^' (2) 



in which n is the index of refraction corresponding to the wave-length A, and a^, 6*, Mi, 
M2, A, Af , and A| are constants for whose significance the reader is referred to the article 
of Ketteler just cited. It need only be said here that A^ and AJ are positive quantities, 
of which A| is less than A^ and AJ greater than W 

We will pext review the available experimental data for fixing the constants for 
rock salt in this equation, and for rigorously testing its validity. 

OBSERVATIONS AT ALLEGHENY. 

The investigation of the writer, carried on at Allegheny in 1885, has already been 
described in this memoir (see p. 16). With the apparatus there employed it was 
possible to proceed only as far as 5.3yu, corresponding to nine times the wave-length 
of D2. In the following table are given the values obtained up to this point: 



^ £. Ketteler, Anualeii der Physik und Cbemie, neae Folge, vol. 30, p. 299, 1887. 
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Table 33. — Dispersion of rock salt 

[Observations of S. P. Langley.^] 



Number. 


1 


2 1 


3 1 


4 


5 


Teuiperatare of 
observation. 


Mean deviation 
reduced for 
6(P prism. 


Index of 

refraction. 

n 


Wave-length. 


Probable 
error of 
wave- 
length. 


1 




24 

24 

24 

24 

24 

24 

24. 
24-26 
24-26 
26-(-l. 1) 
19-26.4 
14-15 
15-23.8 

15 

15.4 


1 It 

43 17 15 
41 54 09 
41 35 13 
41 06 00 
41 04 48 
40 45 13 
40 24 41 
39 49 18 
39 34 06 
39 24 18 
39 18 12 
39 09 54 
39 03 42 
38 56 06 
38 48 06 


1.56833 

1.55323 

1.54975 

1.54418 

L 54414 

1.54051 

1.53670 

L5301 

1.5272 

L5254 

1.6243 

1.5227 

1.5215 

1.5201 

1.5186 


0.39687 
. 0.48614 
0.51838 
0.58901 
0.58961 
0.65630 
0.75940 
2A.D2 1. 1780 
3ADa 1.7670 
4A.D8 2.3560 
5AD22.945I 
6AD23.534I 
7AD2 4. 1231 
8ADa4.7121 
9AD,5.3011 


0.002 
0.005 
0.009 
0.013 
0.019 
0.029 
0.043 
0.065 


2 


3 


4 


5 


6 


7 


8 


9 


10 


11 


12 


13 

14 

15 



Note. — The wave-lengths are on Rowland's scale. No correction was applied to reduce the results in the 
invisible si»ectram to a standard temperature f^om lack of data. 

' S. P. Langley, American Journal of Science, third series, vol. 32, p. 98, 1886. 

Upon plotting these results of observation it was found that up to the longest 
wave-length investigated the curve of refractive indices and wave-lengths appeared 
to be very slightly convex toward the axis of abscissae (wave-lengths), so that it seemed 
reasonable to suppose^ that wave-length values extrapolated by means of the tangent 
at any point would be safe approximations in the sense of being smaller than the true 
values, unless the character of the curve should change in a way which there was 
then no ground to expect.^ 

It has been shown by recent investigations, first, 1 think, by those of H. Rubens,^ 
and, almost simultaneously by F. Paschen,* that there is a point of inflection in the 
curve at a wave-length of about 5 //, so that beyond 5 yu the curve is concave toward 
the axis of abscissae, and that therefore the contingency referred to above actually 
exists, namely, that a change in the character of the curvature occurs near the end of the 



' See American Journal of Science, third series, vol. 32, p. 103, 1886. 

' The writer has regretted that some physicists, despite the carefully guarded language in which the probable 
wave-length of certain points iu the extreme infra-red was surmised by him, have thought him to attach such weight 
to a straight line extrapolation as to have published tables (giving the index of refraction so calculated) headed 
"Langley Extrapolation,'' and even have censured him for believing the curve to proceed in a straight line beyond 
b^y whereas he distinctly stated that the curve appeared still slightly convex to the axis, and used a tangent in his 
approximations only to obtain a minimum value of the wave-length. 

^H. Rubens, Annalen der Physik and Chemie, neue Folge, vol. 53, p. 267, 1894. 

* F. Paschen, Annalen der Physic und Chemie, neue Folge, vol. 53, p. 337, 1894. 
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observations of the writer. His observations, then, are confirmed, but the extrapolated 
wave-length values inferred from them are rendered too high. 

MORE RECENT INVESTIGATIONS. 

An excellent r^sura^ of the several investigations of Rubens and Snow, of Paschen, 
and of others, touching the question of dispersion now under consideration, was 
published by Professor Keeler, then of Allegheny Observatory, in a recent number 
of the Astrophysical Journal,^ and to that article, as well as to the original memoirs 
cited by Professor Keeler, the reader's attention is directed. It will suffice for the 
present purpose to include the latest results of these investigators with a short description 
of the methods which they have employed. 

Both Rubens and Paschen appear to regard as of highest weight among their 
determinations of the dispersion and wave-length in the rock-salt spectrum certain 
measurements made indirectly by comparing the dispersion of rock salt with that of 
fluorite. It becomes necessary, therefore, to first discuss the properties of fluorite. In 
what follows I shall only mention the results of admittedly the highest weight. 

Rubens and Snow, in 1892, published an article^ in which the dispersion curve for 
fluorite was followed to a wave-length of 8 /i by an interference method, which was 
found subsequently to be inaccurate for the longer wave-lengths, but which, according 
to Rubens.^ furnished the most accurate results obtained up to 1895 for wave-lengths 
less than 2.5>m. 

Carvallo,* by another ingenious interference method, obtained results which agree 
very closely with those of Rubens and Snow, but extend only as far as 1.8//. 

Rubens, in 1894,^ published new dispersion and wave-length data for fluorite 
extending to 9//, using a method somewhat similar to that employed by the writer in 
1885. But as Rubens has more recently decided* that these values are less trust- 
worthy than those of Paschen, shortly to be mentioned, no more need here be said of 
them. In this paper, however, is included the comparison of the dispersion of rock 
salt with that of fluorite, which, combined with part of the results of Rubens and 
Snow on the wave-lengths in the fluorite spectrum as already mentioned, and with 
those of Paschen shortly to be alluded to, has furnished the dispersion and wave- 
length values for rock salt which will be given below. 

Paschen's contribution to the dispersion curve for rock salt is found in two articles 
published in 1894.^ The first of these contains the determination of the dispersion and 



> J. £. Keeler, Astrophysical Journal, vol. 3, p. 63, 1895. 

«H. Rubens and B. W. Snow, Annalen der Pbysik und Chemie, neue Folge, vol. 46, p. 529, 1892. 

^H. Rubens, Anualen der Pbysik und Cbemie, nene Folge, vol. 53, p. 476, 1895. 

<M. E. Carvallo, Acad^mie des Sciences, Comptes rendus, vol. 116, p. 1189, 1893. 

^ H. Rubens, Annalen der Pbysik und Cbemie, neue Folge, vol. 53, p. 267, 1894. 

« Ibid., p. 476, 1895. 

^F. Poscben, Annalen der Pbysik und Cbemie neue Folge, vol.53, pp. 301 and 337. 
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wave-length for fluorite between wave-lengths 0.88yu and 9.4//. The method pursued 
was substantially that of the writer, which has already been referred to in this memoir 
(see p. 222). Changes were made in several particulars deserving of mention. First. The 
source of energy was a platinum strip coated with oxide of iron and heated to incandes- 
cence by means of an electric current from a storage battery. A spectrum particularly 
rich in infra-red rays was thus obtained. Second. Silvered mirrors were uniformly made 
use of in place of lenses. Third. The effective dispersion of the grating was dimin- 
ished to only three times that of the prism by the expedients of employing two con- 
cave mirrors in the grating spectroscope, as well as in the prismatic, and of increasing 
the slit width of the grating spectroscope when the bolometric measm'es were made, 
so as to diminish the purity of its spectrum. 

In Paschen's results the temperature of the prism is recorded, a quantity which it 
is surprising to see so often neglected. The probable errors of the measured devi- 
ations and refractive indices are given, and from them the corresponding values for 
the wave-lengths, assuming the deviations correct. The probable error in wave-length 
varies irregularly between 0.0011// and 0.0074//. 

The second of the articles of Paschen above referred to is entitled "The disper- 
sion of rock salt," and gives the wave-length of certain absorption bands in the infra- 
red spectrum as deduced by comparing his earlier work on the emission spectra of 
gases ^ with his determination of the wave-lengths in the fluorite prismatic spectrum. 
The position of these bands in the rock-salt prismatic spectrum is taken from the 
result of Julius.^ As these absorption bands are not of great sharpness the comparison 
gives, of course, only an approximation to the truth, but the results are as follows: 

Table 34. — Dispersion of rock salt. 
[CombiDed results of Paschen and Jalins.] 



Wave- 
length. 


Refractive 
index. 


Wave- 
length. 


Refractive 
index. 


2.831 


1.5250 


6.70 


1.5116f 


2.831 


1.5249 


6.717 


1.5ll8f 


2.985 


1.5242 


7.690 


1.5086f 


4.403 


1.5210 


7.94 


1.5051f 


4.403 


1.5209 


8.188 


1.5061 


4.729 


1.5198 


8.443 


1.5041f 


5.322 


1. 51741 


8.660 


1.5032 


6.061 


1.5147 


9.098 


1.5012 


6.128 


1.51621 


9.455 


1.4993 


6.456 


1.5139 


9.76 


1.4974 



'F. Paschen, Annalen der Physik nnd Chemie, neue Folge, vol. 50, p. 409, 1893; vol. 51, p. 1, 1894; vol. 52, 
p. 209, 1894. 

•^ Verhandlnngen des Vereines zor Befordemng des Gerwerbfleisses, p. 232, 1893, and also Licht- nnd Warme- 
st/ablang verbrannter Gase, Preisschrift, 1890. 



Digitized by 



Google 



258 



ANNALS OF A8TROFHY8IOAL OBSERVATORY. 



Rubens, in an article published in 1895,^ accepts the work of Paschen on the dis- 
persion of fluorite as more accurate than his own for wave-lengths greater than 2.5>m, 
while retaining that of himself and Snow for wave-lengths less than 2.5//, and revises 
his wave-lengths for rock salt accordingly, using his determination of the relative dis- 
persion of rock salt and fluorite already referred to. The table so obtained is given 
below. 

Table 35. — Dispersion of rock salt 

[Combined resalts uf RubeQs, Rnbens and Snow, and Paschen.] 



Wave- 
length. 


Deviation for 

aalt prism of 

60° 2'. 


Index of 
refraction. 


Wave- 
length. 


Deriation for 

■alt prism of 

66o2'. 


Index of 
refiraotion. 


u 


o 




M * 


O ' 




0.434 


42 37 


1.5607 


4.01 


39 06 


1.5216 


.485 


41 56 


1.5531 


4.65 


38 56 


1.5197 


.589 


41 07 


1.5441 


5.22 


38 47 


1.5180 


.656 


40 47 


1.5404 


5.79 


38 36 


1.5159 


.840 


40 15 


1.5345 


6.78 


38 16 


1.5121 


1.281 


39 47 


1.5291 


7.22 


38 06 


1.5102 


1.761 


39 36 


1.5271 


7.59 


37 57 


1.5085 


2.35 


39 27 


1.5255 


8.04 


37 46 


1.5064 


3.34 


39 15 


1.5233 


8.67 


37 23 


1.5030 



Before closing this discussion, attention should be drawn to the newer determina- 
tion of the dispersion of fluorite by Paschen, ^ which apparently exceeds in accuracy 
his former one, already referred to. 

Dispersion of fluorite prism. Angle, 59^ 59' 15". 
[F. Paschen, Ann. Phys. Chem., 56, 765, 1895.] 



M 


m 
n 


I 


Probable 
error of I. 


Mean 
tempera- 
ture. 


mSSS. »<>b""«l. 


n oalcalated. 


An 


0.32525 
.34015 
.34655 
.36009 
.39681 
.41012 
.48607 
.58932 t 
.65618 
.68671 
.71836 

.76040 

1 




o / n 




o 

(') 





1.44987 
776 
697 
535 
214 
121 
.43713 
392 
257 
200 
157 
101 


1.44979 
776 
698 
547 
217 
119 
.43712 
388 
253 
203 
157 
104 


4-0.00008 

— 01 
01 
12 
03 

-h 02 

01 j 
04 
04 1 

- 03 1 
00 
03 










» H. Rabens, Annalen der Physik und Chemie, neiie Folge, vol. 54, p. 476, 1895. 
^ F. Paschen, Annalen der Physik und Cbemie, neue Folge, voL 56, p. 762, 1895. 
3 Sarasin. 
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Dispersion of fluorite prism. Angle^ 29^ 59' i5"—Cou tinned. 

[E. Paschen, Ann. Pbys. Chem., 56, 765, 1895.] 
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/* 


m 
n 


6 


Probable 
error of «. 


Mean 
tempera- 
ture. 


Number 
measures. 


n observed. 


n calculated. 


An 






o » 


„ 


„ 







1 






[ .8840 


3/2 


31 15 


44.4 


2.20 


16.2 


13 


1.42982 


.42982 


00 




1.1786 


2/1 


6 


10.2 


3.28 


16.8 


15 


787 


789 


02 




1.3756 


7/3 


1 


26.4 


2.27 


16.9 


9 


690 


690 


00 




.4733 


5/2 


30 58 


58.8 


3.81 


17.0 


11 


641 


644 


03 




.57i:> 


8/3 


56 


48.0 


3.65 


18.0 


8 


596 


598 


02 




.7680 


3/1 


52 


27.6 


2.49 


17.2 


17 


507 


506 


+ 01 




.9153 


13/4 


49 


0.6 


1.63 


17.3 


4 


437 


434 


03 




1.9644 


10/3 


47 


51.0 


3.22 


15.6 


9 


413 


409 


04 




2.0626 


7/2 


45 


12.6 


2.43 


17.1 


9 


359 


359 


00 




.1608 


11/3 


42 


42.0 


5.78 


16.2 


9 


308 


308 


00 




.3573 


4/1 


37 


23.4 


1.83 


16.9 


22 


199 


199 


00 


(•) 


.5537 


13/3 


31 


58.2 


5.12 


17.7 


19 


088 


084 


04 


.6519 


9/2 


28 


26.4 


2.08 


16.6 


7 


016 


023 


- 07 




2.9466 


5/1 


19 


9.0 


2.33 


16.7 


11 


.41826 


.41829 


03 




3.2413 


11/2 


8 


46.2 


4.80 


15.6 


12 


612 


612 


00 




.5359 


6/1 


29 57 


26.4 


5.07 


15.8 


16 


379 


383 


04 




3.8306 


13/2 


44 


52.8 


5.09 


17.6 


16 


120 


125 


05 




4.1252 


7/1 


32 


0.6 


5.02 


16.8 


8 


.40855 


.40851 


+ 04 




4.7146 


8/1 


2 


12.6 


3.84 


17.1 


7 


238 


233 


05 




5.3036 


9/1 


28 28 


9.0 


6.35 


16.5 


6 


.39529 


.39525 


04 




5.8932 


10/1 


27 49 


23.4 


9.04 


15.4 


9 


.38719 


.38721 


— 02 




6.4825 


11/1 


6 


33.0 


12.92 


15.6 


13 


.37819 


.37817 


+ 02 




7.0718 


12/1 


26 18 


36.6 


22.61 


14.9 


9 


.36805 


.36807 


— 02 


7.6612 


13/1 


25 25 


50.4 


14.47 


17.7 


12 


.35680 


.35685 


05 


8.2505 
8.8398 
9.4291 














.1.34444 

(0| .33079 

1^1.31612 


.34446 
.33081 
.31581 


02 

02 

+ 31 




...... •••• .... 


































^ Paschen, new values. 



> Paschen. 



M, 



n«=A«+-;^a^W— fc X'^—hX* 



A«= 

XI: 



=2.03882 
=0.00621828 
= 0.007706 



Jfc= 0.00319987 
A =0.0000029160 



These results are reprinted in the annexed table, and have been made use of in 
the comparison between the dispersion of fluorite and rock salt included in Part II, 
Chapter I. If the writer's experience is a trustworthy guide, rock salt rather than 
fluorite is th^ substance most easy to procure, and, except for the deterioration of its 
surfaces (a difficulty not very serious), of greater value than fluorite for infra-red inves- 
tigations. These observations are the more reinforced by the recent publications of 
Rubens and NicholsS and of Rubens and Trowbridge'^, in which data on the dispersion 
of rock salt are given to a wave-length of 18//, and its absorption is found to be scarcely 
perceptible as far down as to a wave-length of 12//, and not extremely prejudicial at 



' H. Rubens und E. F. Nichols, Annalen der Physik und Chemie, neue Folge, vol. 60, p. 418, 1897. 
'^ H. Knhens und A. Trowbridge, Annalen der Physik und Chemie, neue Folge, vol.60, p. 724, 1897. 
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considerably greater wave-lengths, while fluorite appears to absorb almost completely 
at 11//, and to be far from transparent at 8>m. 

Constants for rock salt in Ketteler's dispersion fornnula- 

Retuming now, in closing, to the Ketteler dispersion formula given on page 254, 
let us see what values of the constants best fit the results thus far obtained on the 
dispersion of rock salt 

Ketteler^ has calculated the following constants in applying formula (2) to the 
values of the writer already given. 

fe2 = 2.32833 
M2 = 0.018496 
Ai = 0.01621 
* = 0.0008580 

The greatest divergence between the observed and calculated values of n was 
found to be — 32 units in the fifth place of decimals, and occurred for the value 
t^zz 1.52270 (±20). 

Rubens, using formula (2), calculates the following constants to represent the 
values already given, as obtained from experimental data of Rubens and Snow, 

Rubens, and Paschen : 

6^ = 2.3285 
M2 = 0.01 8496 
^ Ai = 0.01621 
A; = 0.000920 

These values, as will be seen, are nearly identical with those given by Ketteler 
The greatest deviation between observed and computed values of w, as computed by 
Rubens for the results just mentioned is one unit in the fourth place of decimals, which 
frequently occurs. 

Rubens and Trowbridge^ find the more exact formula (1) necessary to represent 
their data for rock-salt spectra of very long wave-lengths. They give constants as 

follows: 

a^ = 5.1790 
M, = 0.018496 

A| = 0.01621 
Ml =z 8977.0 

Af = 3149.3 

Comparing observed and computed values of wave-lengths, the greatest deviation 
is 0.12>M, which occurs at A= 11.88//. 

It may, then, be said that the five constant formida of Ketteler represents the dis- 
persion of rock salt within the limits of experimental error between wave-lengths of 
0.4yu and 18//. 



I £. Ketteler, AnDalen der Physik and Chexnie, nene Folge, vol. 81, p. 322, 1887. 

^ H. Rabens and A. Trowbridge, Annalen der Ph jsik und Cbemiei nene Folge, vol. 60, p. 733, 1897. 
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THE CONSTANTS FOR ROCK SALT IN KETTELER'S DISPERSION 

FORMULA. 

[From observations of the Smithsonian Astrophysical Observatory.] 

Inasmuch as the formula of Ketteler has been found to follow the dispersion 
curves of rock salt, fluorite, and other substances through long ranges within the limits 
of error of determinations hitherto made, it appeared desirable to see if the extremely 
accurate results obtained at this observatory for rock salt, and already given in Part II, 
could be satisfactorily expressed by this formula. To do this the constants given by 
Rubens and Trowbridge, and already cited, were used as preliminary values and were 
corrected by the method of least squares from the nearly sixty observed values of 
n and A determined experimentally at this observatory. The resulting formula to 
represent the dispersion of rock salt is as follows: 



ft'=a'- 



A — A2 



Af-A^ 



The values determined for the five constants are these: 



a*=5.174714 

M2=0.0183744 

Ai=0.016841 



Ml =8949.520 
Af=3l45.695 



In the following table is given a comparison between the values of refractive 
indexes experimentally determined for nearly sixty different wave-lengths and the 
corresponding refractive indexes computed by the aid of the above formula: 

Application of Ketteler'a formula to results on the dispersion of rock salt obtained at the 

Smithsonian Astrophysical Observatory. 



Wave- 
length. 

1 


Obserred 

refractive 

index. 

n 


Probable 
error of n. 


1 
Computed j 
refhustive 
index. 1 

1 


n — ni 1 


1 
"Wave, 
length. I 


Obaerved 

refhictlve 

index. 


Probable 
error of n. 


Compated 

refractive 

index. 


n—ni 




»i 




1 


n 




^i 




0.4861 


1.553339 


0.000009 


1.553333 


+0.000006 1 


.5710 1 


1.545546 


0.000009 


1.545525 


+0.000021 


.4920 


2646 


9 


2647 1 


— 1 j 


.5758 1 


5194 


9 


5189 


+ 5 


.4937 


2456 


9 


2454 1 


— 3 


.5786 1 


5002 


9 


4997 


+ 5 


.4983 


1940 


9 


1943 


.5860 1 


4505 


9 


4505 


± 


.5173 


0006 


9 


.549984 ! 


+ 22; 
— 16 


.5893 , 


4273 


9 


4291 


— 18 


.5184 


.549862 


9 


9878 1 


.6105 


3000 


9 


3004 


— 4 


.5273 


9081 


9 


9042 ' 


-h 39 ' 


.6400 


1405 


9 


1428 


— 23 


.5372 


8175 


9 


8165 ' 


+ 10 


.6563 


0635 


9 


0651 


— 16 


.5530 


6855 


9 


6868 ! 


— 13 ' 


.6874 


.539307 


9 


.539322 


— 15 


.5660 


5800 


9 


5884 ' 

1 


- 84 


.7190 1 

1 


8150 


9 


8151 


— 1 
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Application of Ketteler^s formula to results on the dispersion of rock salt obtained at the 
Smithsonian Astrophysical Observatory — ^GontiDued. 



Wave- 
lenjirth. 



0.7604 
'.7992 
.8424 
.8835 
.9033 
.9724 
.9916 
1.0084 



Observed 

refractive 

index. 



Probable 
error of n. 



Computed 

refractive 

index. 



.0540 
.0810 
.1058 
.1420 
.1780 
.2016 
.2604 
.3126 
.4874 
.5552 
.6368 
.6848 



n 


1 


1.536818 


0.000009 


5691 


20 


4778 


16 


3952 


9 


3613 


10 


2532 


11 


2278 


9 


2057 


9 


1695 


10 


1521 


10 


1234 


12 


0979 


9 


0633 


10 


0312 


9 


0139 


10 


.529699 


9 


9368 


12 


8452 


10 


8144 


9 


7813 


9 


7638 


9 



rtl 



5783 
4780 
3958 



2519 
2257 
2039 
1693 
1497 
1206 
0979 
0618 
0309 
0120 
.529690 
9350 
8421 
8125 
7803 
7628 



n — til 


—0.000016 


— 


92 


— 


2 


— 


6 


+ 


11 


+ 


13 


+ 


21 



+ 

+ 
+ 

+ 



18 

2 
24 
28 


15 

3 
19 

9 
18 
81 
19 
10 
10 



Wave- 
length. 


Observed 

refractive 

index. 


M 


n 


1.7670 


1.527377 


2.0736 


6487 


.1824 


6213 


.2464 


6058 


.3560 


5785 


^6505 


4897 


«.8080 


4566 


«.9450 


4359 


3.1104 


4008 


.2736 


3712 


.3696 


3481 


.6288 


2856 


.8192 


2372 


4.1230 


1564 


3.7120 


.519789 


=»5.3069 


7874 


^8900 


5497 


3 6.4790 


3413 


18.96 


.4373 


22.3 


.340 



Probable 
error of n. 



Compated 

refractive 

index. 



0.000011 
9 
9 
9 
9 



1.527349 
6467 
6193 



+0.000028 



17 



17 
11 
9 
9 
10 
18 
27 
42 
42 



5778 



+ 



20 
20 
20 

7 



4084 


— 


76 


3712 


± 





3490 


— 


9 


2874 


— 


18 


2405 


— 


33 


1621 


— 


57 


.519971 


— 


82 


8130 


— 


256 


6093 


— 


596 


3825 


— 


412 


.43653 


+ 


770 


.34000 


± 


000 



I The observations preceding this were obtained by comparing holographs of the visible spectrum with Rowland's 
map. Those following are from n and X experiments with grating and prism spectroscopes combined. 

^ Observations thus marked are unsatisfactory, and were not employed in the least square reduction. 

3 Observations thus marked were weighted in consideration of their large probable errors. 

^The two observations thus marked are taken from results of Rubens and Trowbridge, and were not used in the 
least square reductions. 

The small diflFerences betweeii the observed and computed values of n are, it will 
be seen, of the same order of magnitude as the probable error of the observations. 
Hence we may accept the formula given above as representing correctly the dispersion 
of rock salt. 
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THE MINUTE STRUCTURE OF THE ABSORPTION BAND oo, AS BOLO 
GRAPHICALLY OBSERVED IN THE SPECTRUM OF A 60^ FLINT 
GLASS PRISM. 

The following absorption lines were obtained by one observer, F. E. F., as the 
result of a comparison and measurement of four holographs of co^ taken with the 
glass prism in October of 1899. Some of these holographs are reproduced in PL 
XXII and ai'e, it will be noted, far different from holographs of the same region taken 
with a rock-salt prism owing to the great difference in the dispersion of rock salt and 
glass. The observer, C. G. A., examined the plates compared, though not to the extent 
of actually measuring them on the comparator, and he fully coincides in ascribing 
"reality" to the lines here given. Those lines marked with a query are not to be 
considered as absolutely certain without further evidence, but only as in a high degree 
probable. Letters a, b, c, d, under the caption ** Intensity of line," have the same 
significance as in the tables of Part I. 

Absorption lines in ooi holographically determined in the spectrum of a 6(P glass prism. 



Kamber 
of 
line. 


Intensity 

of 

line. 


Measurement by F. E. F. on bolo^aphs of— 


littxm 






Distance 
ftt>m«. 


Refractive 
index. 


Wave- 
length. 


Got. 18, 1899^ 
lO" 55«. 


Oct. 18, 1899, 
llfc 15-. 


Oct. 13, 1899, 
lO'' 35-. 


Oct 14, 1899, 
lOh 46-. 


Mean. 


Meau 
intensity. 






em. 


em. 


cm. 


em. 


em. 




em. 


n. 


/*. 


1 


00c 


0.6^^ 




0.650 


0.566 


0.651 


c 


63.100 


1.684967 


1.9745 
1.9750 


2 


d 


V. 




V. 


0.497 


T. 


0.497 


df 


63.164 


1.684957 


8 


ddd 


0.376 


0.364 


0.402 


v.? 


0.881 


d? 


63.270 


1.684986 


1.9766 


4 


dddo 


0.296 


0.304 


0.261 


0.316 


0.292 


d 


63.359 


1.684920 


L9777 


5 


dddd 


0.168 


0.166 


0.134 


0.174 


0.160 


> 


63.491 


1.684897 


1.9796 


6 


c c c c 


0.000 


0.000 


0.000 


0.000 


0.000 


63.651 


1.584869 


1.9819 1 


7 


ocob 


0.226 


0.224 


0.223 


0.216 


0.222 


b 


63.873 


1.684829 


1.9848 


8 


ddd 


0.262 


0.266 


0.271 


(•) 


0.266 


d 


63.917 


1.684822 


1.9853 


9 


d?ddr 


n.v. 


0.467 


0.469 


0.484 


0.473 


df \ 






64.124 


1.684785 


1.98826 


10 


dddd 


0.610 


0.610 


0.600 


0.608 


0.609 


d 






64.260 


1.584761 


1.99005 


11 


dd?d7d 


0.705 


0.7C6 


0.667 


0.682 


0.690 


d 






64.341 


1.584746 


1.9911 


12 


d?dr?d 


0.778 




0.756 


0.787 


0.774 


df 






64.425 


1. 584732 


1.9921 
1.9965 


13 


dddd 


1.083 


1.120 


1.077 


1.072 


1.089 


d« 






64.740 


1.684675 


14 


od?) od 
•d 


1.155 


1.182 


1.163 


1.134 


1.158 


d 


h 




64.809 


1.684664 


1.9974 


15 


ddfjdfd? 


1.240 


1.225 


1.209 


1.184 


1.215 


d 






64.866 


1.684653 


1.9980 


16 


c d cd 


1.308 


1.295 


1.311 


1.261 


1.294 


d 






64.945 


1.684640 


1.9993 


17 


dUMd 


1.885 


1.358 


1.377 


1.340 


1.305 


d 






66.016 


1.6«627 


2.0102 


18 


d7dd?d 


1.468 


1.106 


1.427 


1.400 


1.425 


d 






65.076 


1.584617 


2.0009 


19 


d»ddd 


1.642 


1.596 


1.563 


1.534 


1.650 


d' 






65.210 


1.584593 


2.0028 



* Distinctly single. 



Visible bnt not mea-^ured. 

* First in bottom of first depressiou of M|. 



n. V. Not visible. 
'Precedes maximmn; possibly 



double. 
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Absorption lines in gji bolographically determiued in the spectrum of a 6(P glass prism — ContiDueil. 



Namber 

of 

Une. 


IntoDsity 

of 

line. 


Measnrement by 


F. E. F. on bolographB of— 




■w-Aan 




Distance 
from ♦. 


Refractive 
index. 


Wave 
lengtU. 


Oot. 13, 1899, 
10*55-. 


Oot. 13, 1899, 
U* 15.. 


Oct. 13, 1899, 
10» 35-. 


Oct. 14.1899, 
10«'45-. 


Mean. 


juean 
intensity. 






em. 


cm. 


em. 


em. 


em. 




em. 


n 


*i. 


20 
21 


dd? 
d?dd? 


1.684 




p.v. 
1.727 


1.661 
1.718 


1.672 
1.724 


d \ 

> 


OOi 


66.323 
66. 375 


1.584573 
1.584564 


2.0043 
2.0049 


1.728 


22 


ddd 


1.759 


1.772 


v.? 


1.794 


1.775 




65.426 


1.584554 


2.0057 


23 


dd?dc 


1.852 


r» 1.816 
\ 1.870 


} 1.842 


1.871 


1.855 


d 


65.506 


1.584540 


2.0067 


24 


ddc 


1.944 


1.924 


1.916 


V. 


1.928 


d 


65.577 


1.584528 


2.0076 


25 


d? d?c 


V. 


2.038 


2.039 


2.032 


2.036 


d 


65.687 


1.584508 


2.0090 


26 


ddc?c 


2.180 


2.188 


2.186 


2.165 


2.180 


d 


65.831 


1.584482 


2.0110 


27 


a?ddd 


2.248 


2.254 


2.284 


2.296 


2.270 


d 


65.921 


1.584467 


2.0122 


28 


ddfdd? 


2.355 


2.404 


2.370 


2.384 


2.378 


d? 


66.029 


1.584447 


2.0139 


29 
30 


ddd 
dddd 


2.423 
2.642 


2.478 
2.680 




2.455 
2.611 


2.452 
2.650 


d? 
d? 


66.103 
66.301 


1.584435 
1.584399 


2.0148 
2.0174 


2.617 


31 


ddfdfd 


2.693 


2.733 


2.698 


2.608 


2.705 


df 


66.356 


1.584390 


2.0182 


32 
33 


dd?d 
dddd 


2.777 
3.042 


2,782 
3.060 


2.789 
3.060 




2.783 
8.055 


d 

> 


66.434 
66.706 


1.584375 
1.584327 


2.0183 
2.0230 


3.059 


34 


ddd 


3.110 


3.108 


3.121 


? 


3.113 


66.764 


1.584317 


2.0238 


35 


ddd?d7 


3.201 


3.195 


8.233 


3.280 


3.215 


dt 


66.866 


1.584298 


2.0250 


86 


cdco 


3.408 


3.466 


3.465 


3.468 


3.452 





67.103 


1.584257 


2.0283 


37 


ddd 


3.918 




3.940 


3.950 


8.936 


> 


67.587 


1. 584170 


2.0347 


38 
39 


ddd 
oodo 


3.998 
4.300 


4.016 
4.327 


3.993 
4.333 




4.002 
4.807 


67.658 
67.958 


1.584159 
L 584105 


2.0355 
2.0396 


4.268 


c 





V. Visible bat not measured. 
1 Seems different in second bolograph— 2 in plaoe of 1 ; not included in mean. > Apparently double— bottom second depression of mi. 

The reader will not fail to note in examining PL XXII what a marked similarity 
is shown between the lines gd^ and GO2 and the line A shown on PI. XXI A. It is 
significant to observe also that co^ like A, seems to be considerably influenced in form 
by the altitude of the sun, which indicates its terrestrial origin. This point is well 
shown in the series of curves in PL XXIL 
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SCIENTIFIC OPINION ON THE WORK AND PUBLICATIONS OF THE 
ASTROPHYSICAL OBSERVATORY. 
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EXHIBIT C. 



SCIENTIFIC OPnriON ON THE WOBX AND PITBLICATIONS OF THE ASTBOPHTSICAL 

OBSEBVATOBT 

The Secretary has, at the suggestion of a member of the Senate Appropriations 
Committee, asked various men of science to express an opinion as to the value of the 
work done at the Observatory. Most of these are eminent Englishmen, as these may 
be supposed to be at once well informed and unbiased by any partisanship, but equally 
emphatic opinions could be brought from French and continental men of science. He 
adds (on page 293) one communication from the late president of the Institute of 
France. 

The expressions of American men of science are not given a second place oecause 
less weighty, but because the foreign astronomers might be (though erroneously) sup- 
posed to hold a more absolutely impartial point of view 

Similar testimonials could probably have been obtained from every European 
and American astronomer conversant with the special subject, but these have been 
considered to be suflScient. 

Lensfield, 
Cambridge^ England^ June 6, 1901. 

Dear Professor Langley: I received tliis morning thi'ough the Smithsonian 
Institution a copy of your last communication to the French Academy on the ultra- 
red part of the solar spectrum. 

I can not deny myself the pleasure of congratulating you on the accomplishment 
of this vast and important labor. When I think of what it must all have been, I am 
lost in admiration at the grandeur of the work. May you long be spared to look back 
with satisfaction on the fruit of your labors, and to enjoy the recognition which they 
have won throughout the civilized world. 

Yours, very faithfully, G. G. Stokes. 



Observatory, 
Cambridge^ Englund^ December 23 j 1901. 
My Dear Professor Langley: To anyone who is conversant with the astronomical 
work done in recent years it seems wholly unnecessary to testify to the immense value 
of the work done at the Astrophysical Observatory under your superintendence. 
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The bolometer which science owes to your inventive resource, is one of the boldest 
and most original instruments ever devised for scientific research. It permits the 
exploration of a field which is entirely closed to any other means of investigation. 
The many results which you have obtained with this instrument are deemed by all 
astronomers of the very highest importance in the study of those parts of the spectrum 
concerning which we should otherw'se have necessarily remained in ignorance. I am 
sure I only express the opinion that every astronomer will hold, that it is of the highest 
importance for the advancement of science that the Astrophysical Observatory be 
maintained effectively. There it is that what Janssen so well calls the "marvelous 
bolometer" should be employed in yet further extending our knowledge of the solar 
radiation, and it would also be a most serious loss to science if the other investigations 
also carried on in the Astrophysical Observatory should not be as vigorously maintained 
in the future. 

I remain, yours, very truly, 

Robert S. Ball. 

Prof. S. P. Langley. 



Upper Tulse Hill, London, S. W., 

December 17, 1901. 

Dear Dr. Langley : It can, indeed, need no words of mine to show the value to 
the progress of science of the Astrophysical Observatory of the Smithsonian Institution. 
The recently published ** Annals, Volume I" is, in itself, a full justification of its exist- 
ence, and a sufficient proof that the appropriations expended on this Observatory have 
been wisely employed. 

This Observatory has^ja place apart, and is doing work outside the special province 
of the great observatories of the United States, such as the Lick Observatory and the 
Yerkes Observatory, and in particular of the United States Naval Observatory. These 
institutions have for their principal instrument a great telescope, and their work lies 
necessarily, in the first place, with such observations as can only be made with such 
an instrument. 

Besides, the new direction of work inaugurated by you in 1881, on Mount 
Whitney, namely, the extension of our knowledge of the solar radiation in the region 
below the limit of the eye by means of the bolometer, so to speak, an artificial eye 
which can perceive the longer waves of solar energy, which affect our senses only as 
heat, is an investigation sui generis, and which at the Smithsonian Institution you 
have carried out with a degree of success far beyond the most sanguine expectations, 
revealing to us, for the first time, with a definiteness and an accuracy of measurement 
but little short of what we have in the visible region, a long extent of solar radiation 
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with its lines of absorption, due to solai' and terrestrial substances, in the ultra-red 

region of the spectrum. 

I am sure that I express the wish of all disciples of science when I say how 

important I consider it to be that the special work of the Astrophysical Observatory 

of the Smithsonian Institution should not be interrupted, but carried on, as heretofore, 

under your successful superintendence. 

I am, yours, very sincerely,- 

William Huggins. 
Dr. S. P. Langley, 

Foreign Member ^ Royal Society j 

Director of the Astrophysical Observatory of the Smithsonian Institution. 



Nethebhall, 
LargSj Ayrshire^ December 33y 1901. 
Deab Pbopessob Langley: I hope and trust that the work of the Astrophysical 
Observatory of the Smithsonian Institution is to go on with imdiminished and, as far as 
possible, with increased energy in future years. The results already obtained by 
your own investigations on the solar spectrum are recognized throughout the scientific 
world as being of supreme importance; and any nation of Europe may well envy the 
United States of America the credit of having given to* the world such admirable 
additions to *' natural knowledge.'* We all now have astrophysical observatories in 
which much good work has been done in various branches of this large, new develop- 
ment of astronomy. But, in the special and very important province of measuring the 
heating power of the sun through the enormous range of wave lengths included in 
your observations, your work is unique, and it would be profoundly regretted by the 
scientific men of all countries if anything were to occur to check its vigorous prosecu- 
tion or to diminish the resources of the Astrophysical Observatory of Washington for 
work of any kind in its province. 

Believe me, yours, faithfully, 

Kelvin. 



SoLAB Physics Obsebvatoby, 
South Kensington, London, S. IF., December 19, 1901. 
My Deab Langley: Your work is not only of the highest value; it is unique, 
and opens out a new way, and it is not likely that all your ten well-spent years will 
be thrown away. 
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I am sending you, in case you have not seen it, a notice of your work in Nature, 
by Glazebrook, the Director of our National Physical Laboratory. You will see that 
he agrees with all of us as to the importance of the continuance of the inquiries you 
have commenced. 

Make any use you like of this letter if by doing so you can help the cause of 

science. 

Always sincerely, yours, 

Norman Lockyer. 



Tebling Place, 
WithatHj Essex, December 18, 1901. 
Dear Dr. Langley: I can scarcely credit that doubts should be felt as to the 
importance of the work done by you and under your auspices at the Astrophysical 
Observatory. I believe that all scientific men would agree as to the thoroughgoing 
character of the work and as to the value of the results attained. It is possible that 
those unacquainted with experiment may not appreciate the difficulties with which 
you had to contend and which you have so successfully surmounted. I shall hope 
to hear that nothing will interfere with the development of the institution on the 
present lines. 

I am yours, very truly, 

Rayleigh. 



1620 P Street, 
Washington, D, C, November 27, 1901. 
Dear Sir: In replying to your request of yesterday for my opinion of the work 
of the Smithsonian Astrophysical Observatory as evidenced in the published volume 
of its Annals, I begin with some considerations of a general nature. 

1. It has always seemed to me that in view of the sun being the source of that 
light and heat which are essential to the continuation of life upon the earth, and of 
the possible changes to which that body may be subject now and in the distant future, 
the study of the sun's action upon the earth, especially through its radiation, is of the 
greatest practical importance to humanity at large. 

2. It is a general rule in those branches of research which are supported by the 
Government that the work of others should not be duplicated, and that the investi- 
gator of a special branch should so concentrate his attention upon the continuous 
improvement of his work as to insure a real advance beyond what is likely to be 
made elsewhere. 

3. It seems to me that the work of the institution in question fulfills these 
requirements in the highest degree. The bolometer was the invention of the present 
Director of the Smithsonian Astrophysical Observatory, and proved from its infancy 
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to be capable of indicating and measuring differences of heat less than could be shown 
by any other instrument. It has been continuously improved until, as shown in the 
recent volume of the Annals^ it is almost comparable to the human eye in the delicacy 
with which it may be said to feel and explore those regions of the solar spectrum 
which are invisible to the human eye and which constitute, I believe, more than three- 
fourths of the whole solar radiation. In pursuing its work with this instrument the 
Astrophysical Observatory has fulfilled the condition of not duplicating any other 
work, but of carrying through a series of researches of the greatest importance which, 
up to the present time, are beyond the means of any other institution and which must 
therefore constitute a permanent addition of the first importance to physical science. 

4. It may also be remarked that the importance of a research of this character is 
not to be measured simply by its bearing upon the special points involved. The 
results for the absorptive action of the atmosphere of the sun and earth upon the 
radiation of the fonner body may well afford a base of important advances in chem- 
ical and meteorological science at no distant day. 

Yours, very respectfully, 

Simon Newcomb. 
Prof. S. P. Langley, 

Secretary Smithsonian Institution. 



Harvard College Observatory, 

Cambridge, Mass., November 28, 1901. 
Dear Mr. Langley: Your letter of November 26, asking me to make a statement 
regarding the work of the Astrophysical Observatory under your charge, is received. 
It is a matter of no little surprise to me that such a statement should be desired. The 
value of the work is so well known to scientific men, and it has been so fully recog- 
nized in all the principal scientific periodicals, both in this country and in Europe, 
that a statement from me seems to be superfluous. To one who, like myself, has 
followed your work closely during thirty years, and seen the perseverance with which 
you have pursued a principle, often under great discouragement, imtil entire success 
was finally attained, an example is furnished which commands great admiration and 
respect. The bolometer is an instrument which presents extraordinary difficulties, and 
the persistent manner in which you have gradually overcome them has been very 
instructive to me. The publication of Volume I of your Annals has brought out your 
results in a very remarkable manner, and has shown how, in your hands, an important 
investigation has been carried far beyond what has been accomplished elsewhere. 
When we consider the small appropriations furnished you by the Government, it is 
evident that these results could only have been attained by careful management, and 
great skill on the part of your assistants, which I have been able to confirm by my 
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personal knowledge. As your work is not likely to be duplicated in Washington or 
elsewhere, and the study of the sun is a matter of widespread interest, it seems par- 
ticularly important that your Observatory should receive adequate support. I believe 
that if the matter were properly presented to the Senate it would be obvious that 
increased appropriations should be made for the Astrophysical Observatory. If there 
is any way in which I can aid you in bringing the true state of the case to the atten- 
tion of the Government, 1 hope that you will let me do so. 

Faithfully, yours, 

Edward C. Pickering. 
Mr. Samuel P. Langley, 

Secretary of the Smithsonian Institution, 

Washington J D. C. 



The Observatory, 
Princeton, N. J., November 27 ^ 1901. 
Dear Professor Langley: Replying to yours just received I may fairly say 
that so far as I know there is but one opinion among scientific men of all nations as 
to the great value, present and perhaps still more prospective, of the work which has 
been done by you and your assistants at the Astrophysical Observatory upon the 
solar radiation. 

It would be most unfortunate if for any reason it should become necessary 
to suspend the investigation already so far advanced, and it would be little short of 
discreditable to the nation if the failm'e should be due to a withdrawal of the 
small appropriation granted by Congi-ess for a few years past. 

I sincerely hope that the showing made of the results of this appropriation will 
lead to its increase rather than its diminution. 

Yours, cordially, C. A. Young. 



Lick Observatory, Universfty op California, 

Mount Hamilton, December 5, 1901. 
Dear Sir: The first volume of the Annals of the Astrophysical Observatory of 
the Smithsonian Institution was duly received and carefully examined. I beg to con- 
gratulate you upon the completion of a great piece of work, a work that is destined to 
be a classic in our science I have admired the persistence with which for many years 
you have continued your investigations of the infra-red region of the solar spectrum, 
and the ingenuity with which you have attacked this problem. It should be said that 
there is perhaps no problem in astronomy that has offered greater practical difficulties 
in its solution. When we consider that your work in this field has been strictly of a 
pioneer nature, that it has been pursued with but limited means both at the Allegheny 
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Observatory and iu the Astrophysical Observatory, I think that American astronomers 
can take pride that this masterpiece has been completed in this country. 

With my cordial congratulations, and with a hope that the work of the Astro- 
physical Observatory may be continued indefinitely, I am 
Very sincerely yours, 

W. W. Campbell, Director. 
Prof. S. P. Langley, 

Secretary Smithsonian Institution^ 

Washington^ D. C 



The Univebsity of Chicago, Yerkes Obsebvatory, 

Williams Bay^ Wis., December 5, 1901. 
Deab Professor Langley: It is very desirable that provision be made by Con- 
gress for the establishment of a permanent and well-equipped Astrophysical Observa- 
tory under the auspices of the Smithsonian Institution. 

The work of the present Observatory, in its small and wholly inadequate quarters, 
has been in the highest degree successful. The first volume of the Observatory's 
publications will undoubtedly be considered as a classic by all workers in the new 
astronomy. It is evident that if suitable provision were made for a permanent 
Observatory — a step in keeping with the action of the French and German Govern- 
ments in establishing observatories for astrophysical research — important advances 
will certainly follow. 

Very sincerely, yours, 

George E. Hale. 
Prof. S. P. Langley, 

Secretary of the Smithsonian Institution j Washington^ D. C. 



[From Science, September 13, 1901.] 

SCIENTIFIC BOOKS ^ANNALS OF THE A8TB0PHY8ICAL OBSEBVATOBY OF THE SMITHSONIAN 

INSTITUTION. VOL. I. BY 8. P. LANGLEY, DIBECTOB, AIDED BY C. G. ABBOT. WASH- 
INGTON, GOVEBNMENT PBINTING OFFICE. 

During the ten years of its existence the Smithsonian Astrophysical Observatory 
has been almost entirely devoted to the prosecution of a single research — a continua- 
tion of one begun some years ago by Professor Langley at Allegheny — namely, the 
production of a map of the absorption lines in the infra-red solar spectrum which 
would be in some measure comparable as regards completeness and precision with 
those of the visible region produced photographically with the aid of the grating. 
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Besides this main research — and carried out largely since its completion — several 
subsidiary researches have been undertaken, one of which, to be mentioned later, is 
of particular importance. 

If we represent the solai' radiation by an energy curve, in the usual manner, in 
which ordinates are proportional to radiant energy, and abscissae to wave lengths, the 
selective absorption of the solar and terrestrial atmospheres will be indicated by 
depressions in the curve, whose depth and width will show the intensity of the 
absorption and the extent of the spectral region affected by it In the visible region, 
of course, the absorption will be indicated by a great number of more or less sharp, 
close-packed depressions, corresponding to the great number of visible ** lines." It 
has been found that, besides broad regions of general absorption previously noted by 
Langley and others, the infra-red spectrum is also affected by similarly sharp selective 
absorption producing ** lines," and as has been said, this main research is devoted to 
the mapping of these ** lines" — that is, to the accurate determination of the details of 
the infra-red energy curve. It is noticeable that most of the effort has been put upon 
the measurement of the abscissae of the curve (i. e., wave lengths), the ordinates being 
considered for the present of secondary importance; and no determination of the 
radiant energy in absolute measure has been attempted. 

The problem can be considered as made up of two distinct parts: first, the pro- 
duction of a sufficiently intense, pure, and well-defined solar spectrum by means 
which permit of the direct or indirect measurement of wave lengths; second, the 
detection of absorption lines in a region of this spectrum quite beyond the range of 
visual or even special photographic processes, and in a manner which will result in 
the precise location of these lines in the spectrum and in the approximate determina- 
tion of their intensity and character. As a means of producing the spectrum the 
grating, on account of loss of energy, was necessarily discarded in favor of the prism; 
of glass for the shorter wave lengths, of rock salt for the longer. The observatory pos- 
sesses undoubtedly the finest specimens known of the latter substance; one in particu- 
lai', from the salt mines of Russia, m the form of a 60° prism with faces 13 cm. wide 
and 19 cm. high, having been used in the present research. The spectroscope as 
finally used was of the extremely convenient fixed-arm type described by Wadsworth 
(Phil. Mag., 1894), combined with a veiy ingenious coUimating system of cylindric 
mirrors, due to Mr. Abbot, which enabled a slit of sufficiently small angular width to be 
used, while at the same time the linear width could be so great (over 0.2 mm.) that the 
loss of energy by diflraction at the slit was avoided. The refinement of the apparatus 
is shown by the fact that in the region of wave-lengths \<C2.5m, a slit image of angular 
width V.2 could be used with a bolometer of angular width V\2, while for longer 
wave length the values 3'^6 or 9'' and 3''.4, respectively, were necessary to obtain 
proper reflections. The Rayleigh formula for visual spectroscopic resolving power 
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indicates that with the prism used some 1,300 lines might be detected in the region 
between A = .76>u and A = 5.3>u. It is here shown that by the use of instruments of 
•detection other than the eye the resolving power might be different and possibly 
greater than that given by Rayleigh's formula; and apparently this limit has been 
exceeded in practice. With the prism spectroscope, in order that the wave length 
corresponding to a particular position in the spectrum may be known, the angle of 
the prism and its dispersion curve must be known. The former was determined with 
great care from time to time during the progress of this work, and a full discussion is 
given of the methods used, and of the precautions necessary when — as seems usually 
to be the case with rock salt — the prism faces are curved; while the determination of 
the dispersion curve formed the principal subsidiary research. 

As regards the method of detecting the lines, the instrument chosen was naturally 
the bolometer, which, for such purposes, where a linear form is essential, possesses 
decided advantages over any other form of radiation measurer yet devised. Instead 
of the usual visual observation of the motion of the spot of light reflected from the 
galvanometer mirror, produced by changes in the radiant energy falling on the 
exposed bolometer strip, a method of photogi'aphic registration was used. The spot 
of light fell upon a vertical photographic plate which was given vertical motion so 
connected mechanically with the motion of the spectrometer that each position of the 
plate corresponded to a definite position of the bolometer in the spectrum. The 
spot of light therefore occupied at any instant a position on the plate such that its one 
coordinate was proportional to the radiation striking the bolometer, and its other to 
the position of the bolometer in the spectrum; it therefore traced out the energy curve 
above referred to, except that the abscissae were proportional not to the wave length 
but to the deviation produced by the particular prism used. In the form of fixed-arm 
spectroscope here used, the only moving part is the central table carrying the prism and 
a plane mirror suitably placed; if the table is given a uniform rotation, the' angular 
motion of the spectrum past the fixed bolometer strip will be uniform also and twice as 
rapid, and the particular wave length in focus on the bolometer at any instant will have 
passed through the prism at minimum deviation. The rotation of the prism correspond- 
ing to the entire range of wave lengths here studied is less than 1° with the rock-salt 
prism — and hence it is necessary to be able to determine the angular position of the 
prism with rather unusual accuracy if the position of the bolometer in the spectrum 
(i. e., the wave length) is to be accurately known. The aim has been to have the maxi- 
mum error in a single determination of the position of the bolometer in the spectiTim 
not greater than 0''.6, corresponding in the usual case to 0.1 mm. on the photographic 
plate. The critical part of the mechanical connection between the spectrometer and 
plate is a worm and wheel segment by Warner and Swasey, which is so good that the 
above rigorous conditions can probably be nearly satisfied. When in use the spec- 
S. Doc. 20 22 
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trometer and plate are moved uuiformly by clockwork, which is, however, quite inde- 
pendent of the accurate mechanical connection between them, so that its errors do not 
enter. The photographic energy curve thus obtained by the motion of the spectrum 
past the bolometer strip will show besides the depressions due to the absorption lines 
sought, many other depressions and irregularities due to disturbances of a mechanical, 
electrical, magnetic, or thermal nature, and a large part of the work has been an attempt 
to reduce to a minimum these accidental disturbances in order that the depressions in 
the curve due to real lines might be more clearly identified. It is impossible to con- 
sider here the causes of these irregularities — some coming from the bolometer circuit, 
some from the galvanometer, some from the battery, or the steps which have led to 
the gradual reduction of theni, though these fill what is in some ways the most inter- 
esting chapter. Suffice it to say that careful comparison of a number of the best curves, 
or holographs, as they are called, has resulted in the more or less certain identification 
of over 700 lines in the region from A=0.76>u to Aiz5.3yu, whose wave lengths are 
determined with a mean probable error of two or three Angstrom units, the results 
being given in tables, containing also indications as to the character and grouping of 
the lines. A graphic representation is also given in the form of, line spectrum maps, 
both normal and prismatic, either drawn by hand from the tabulated results or trans- 
formed in a semiautomatic way from some of the curves tliemselves. This process 
seems of doubtful value, however, as the line spectrum conveys in reality less informa- 
tion than the curves themselves, while it is apt to produce a false impression of authen- 
ticity. Curv^es and tables are also given illustrating the changes which occur, seasonal 
and otherwise, in the intensity of many infra-red absorption lines — changes whose 
existence is here definitely fixed, but which will have to be further investigated before 
their cause can be assigned. 

The most important subsidiary research has been the determination of the 
dispersioli curves of rock salt and fluorite ; the former by direct comparison (so to 
speak) with a grating, the latter by comparison of fluorite holographs with rock-salt 
holographs of the solar spectrum, and measurements of the deviation of the same 
lines in both. Langley's early method was substantially repeated here in the work with 
rock salt, and is briefly as follows : 

Radiation, from whatever source is used, falls first upon the slit of a Rowland 
concave grating spectroscope, the eyepiece of which is replaced by a second slit; 
the radiation passing this second slit from the grating goes through the optical 
train of the prism spectroscope, and is brought to focus at the proper place in the 
dispersion spectrum of the particular prism used. If the grating is set so as to let 
through the second slit light of a known (visible) wave length in (say) the third order 
spectram, waves of three halves and three times this length will also pass through, 
belonging to the second and first order spectra. Hence, in the dispersion spectrum 
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of the prism, there will be three distributions of energy, more or less sharp, 
according to the widths of the two slits; and if a holograph of this spectrum is taken 
in the usual way, three maxima will appear, separated by regions indicating no 
radiation. If on the same plate a record of the "A" line is made, the relative 
deviation of the maxima (due to known wave lengths) with respect to the "A" line, 
can be determined by measurement of the plates. Such records, combined with the 
determination of the absolute deviation of the "A" line, and of the angle of the 
prism, gave the data for plotting the dispersion curve of rock salt. The results, 
exceeding in accuracy any heretofore obtained, and which will be of the greatest 
value to other investigators using rock-salt dispersion for infra-red work, are given in 
several convenient forms, most conveniently, perhaps, in the shape of a very large 
scale curve, extending between the limits A=0.5 >u and A=6.5 >u, from which indices 
of refraction can be read off to 0.000002, and for which the probable error lies 
usually between 0.000009 and .000018. The dispersion curve of fluorite is given on 
the same scale between the limits A=0.75 >u and A=:3.5 >u. From the data for rock 
salt have been calculated the five constants of the Ketteler dispersion formula, which 
differ quite noticeably from those calculated by Rubens and Trowbridge for a longer 
wave-length interval; but the differences between the obsei'ved and computed values 
of index of refraction are hardly greater than the probable errors of deviation, except 
for the longest wave lengths. Accurate comparisons have also been made of the 
disperaion of three rock-salt prisms which confinn the view that rock salt as found 
in nature is in one respect of great optical uniformity, so that accurate determinations 
of indices of refraction for one prism can be safely applied to another for the purpose 
of determining wave lengths; an extremely fortunate circumstance. 

It is impossible to do more than mention some of the lesser pieces of work here 
recorded — such as the determination of the energy curves of various incandescent 
mantles; tests of the accuracy or constancy of the bolometer, which unfortunately do 
not touch the most difficult point, i. e., constancy as regards sensibility for long-time 
intervals; and a study of the minute structure of the infra-red absorption band "aji." 
A considerable space is appropriately devoted to the discussion of errors and to 
methods for overcoming difficulties inherent in bolometric work, of which the most 
troublesome are undoubtedly ** drift," or the continuous change in the zero position of 
the galvanometer spot of light, and the more or less rapid periodic changes of zero or 
*' wiggle." The various precautions taken, which have finally almost eliminated the 
drift and greatly reduced the *' wiggle," are dealt with in full; few of them altogether 
new perhaps, but cei'tainly applied here with greater completeness and care than has 
been done elsewhere.-- The detailed consideration of manipulation and construction 
will be of great value to others engaged, in similar work. In particular should be 
mentioned the study of the behavior of rock-salt prisms under conditions of rising 



Digitized by 



Google 



280 SCIENTIFIC OPINIONS OF THE ASTROPHYSICAL OBSERVATORY. 

temperature; the question of the construction of linear bolometers, in which such 
skill has been attained, and of the design of balancing bridges; and the full discussion 
of the adjustments of the fixed-arm spectroscope. In the chapter on the galvanometer 
will be found a useful table of the computed axial magnetic force produced by- 
galvanometer coils of various resistances, wound either with a single size of wire or 
with different combinations of three sizes, which not only shows clearly the advantage 
of sectional winding, but will be a valuable aid in the design of galvanometers. 
The use of the Ayrton-Mather scale for expressing galvanometer sensibilities, now 
so generally adopted, would have rendered easier the comparison of the observatory 
instrument with others. 

The valuable and interesting material which it has been here attempted briefly 
to summarize is the result of about nine years of work, involving the labors, succes- 
sively, of Dr. Hallock, Mr. Wadsworth, Mr. Child, and, for a longer time, of Mr. Abbot 
and Mr. Fowle, all under the direction of Professor Langley. From time to time 
statements of the progress of the work have been made by Professor Langley, and 
some special points considered in papers of Mr. Wadsworth, Mr. Abbot, and Mr. Fowle, 
but the results now made public are so interesting and so important to all engaged in 
similar work that it is to be hoped that, in the future, conditions affecting publication 
by the Government may allow more frequent and less delayed reports from this 
observatory, which is unique in its possibilities for the highest class of work with 
radiant energy. 

C. E. Mendenhall. 



[From the Aetrophysical Journal, May, 1901.] 

REVIEWS. ^ANNALS OP THE ASTROPHYSICAL OBSERVATORY OP THE SMriHSONIAN INSTI- 
TUTION.^ VOLUME I. BY 8. P. LANGLEY, DIRECTOR, AIDED BY C. G. ABBOT. 

In the Astrophysical Journal for February, 1895, a brief account was given of 
the bolometric investigations then in progress at the Smithsonian Institution. Since 
the publication of this paper important improvements have been made in the apparatus 
and in the conditions imder which it is used. The effect of these changes upon the 
bolometric results has been marked. In fact, the experimental period of the research is 
so far past that it has become possible to make a long series of bolometric records of the 
lines in the infra-red solar spectrum upon a uniform system. The present volume con- 
tains a detailed description of the apparatus and methods employed in this research, 
together with an extensive map of the infra-red spectrum and a table of wave lengths 
of 740 lines determined from the holographs. 

* Reviewed from advance sheets. 
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It is interesting to remember in the present connection that the development of 
an astrophysical observatory as a part of the Smithsonian Institution is in harmony 
with the ideas regarding the purpose of the Institution entertained by certain promi- 
nent members of Congress at the time of its foundation. In 1838 ex-President Adams, 
when asked by the Secretary of State as to the proper disposition to be made of the 
Smithson legacy, strongly urged the establishment of a great astronomical observatory. 
For many years Mr. Adams continued to advocate in Congress that the income of the 
Smithson fund for seven successive years should be used to found an observatory. 
Subsequently, in his opinion, the income should be employed ''to promote establish- 
ments for increasing and diflfiising knowledge among men." The present volume of 
Annals is satisfactory evidence that, although Mr. Adams's wishes were not complied 
with in the early days of the Smithsonian Institution, an observatory has nevertheless 
been established, which, with very modest equipment, has produced results of the first 
importance. 

The volume opens with a brief historical statement, from which it appears that 
the work of the observatory was begun in 1890 in a temporary shed erected imme- 
diately south of the main Smithsonian building. From time to time various fidditions 
have been made to the ''temporary shed," but it still continues to be the principal 
observatory building. The needs of the work were reported to Congress in 1891 by 
the Secretary and since that time an annual appropriation has been made for the main- 
tenance of the Astrophysical Observatory. The researches of the observatory, which 
have been carried on under the general supervision of Secretary Langley, have been 
in direct continuation of his well-known investigations at Allegheny. Credit is given 
to the assistants who have been in immediate charge of the work, and particularly to 
Mr. C. G. Abbot, whose labors during the last few years have done much to establish 
the high degree of efficiency of which the results here recorded offer abundant evidence. 

As might have been expected in an investigation of this kind, the early years of 
the observatory were devoted to the development of apparatus and methods capable 
of giving the desired results in spite of the unfavorable character of the surroundings. 
Anyone who has used the bolometer is aware of the difficulty of obtaining good results 
when a high degree of sensitiveness is required. In visual observations the fluctua- 
tions due to "drift" may not be serious unless the drift is very rapid. But in cases 
like the present, where the galvanometer deflections are photographically recorded, it 
becomes necessary to eliminate the drift as far as this can possibly be done. For this 
purpose automatic control of the heating supply was introduced in 1896, and a cooHng 
system, also controlled automatically, was provided in 1897. Successive improve- 
ments in the bolometer case and in the temperature control of the various resistances in 
the bridge circuit have finally resulted in reducing the drift to a minimum. As more 
and more sensitive galvanometers were constructed, the difficulty of protecting these 
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delicate instruments from disturbances of various kinds became greater and greater, 
particularly in view of the fact that wagons and railway cars are constantly passing 
near the observatory. The detailed description of the apparatus finally adopted, 
which will prove of the greatest interest to spectroscopists, is given in a later section 
of the volume, and will be referred to more particularly below. 

Chapter I contains a short account of previous investigations of the infra-red 
spectrum. After referring briefly to the work of Herschel, Lamansky, Abney, and 
others, ©r. Langley's early researches at Allegheny are described somewhat more 
fully. The solar spectrum, as mapped with the bolometer at Allegheny, ended near the 
band /2, at wave length about 2//. In 1883 Dr. Langley conducted an expedition to 
Mount Whitney in southern Cahfomia, where at an altitude of 12,000 feet he detected 
for the first time an extensive region of greater wave length, the detailed investigation 
of which forms the principal subject of the present volume. Chapter II outlines the 
progress of the research at the Smithsonian Astrophysical Observatory up to July 1, 
1897, by which time the position of 222 lines in the infra red spectrum between wave 
lengths 0.76/£ and 5.3/£ had been accurately determined. Chapter III brings us to a 
Jescription of the observatory and the apparatus at present employed. 

There can be no doubt that delicate bolometric work of this character, which 
requires great uniformity of temperature, could be done to better advantage in a build- 
ing of brick or stone. To obviate as far as possible the fluctuations in temperature, 
which would be especially troublesome in a light wooden building, the sensitive parts 
of the apparatus are placed within an interior chamber, which is maintained at bh nearly 
as possible a constant temperature of 20"^ C. by means of heating and cooling coils 
provided with a system of automatic i^egulation. This has proved so successful that 
the extreme variation within the inner chamber during twenty-four hours is frequently 
as small as 0.1° C. 

The immediate object of the investigation is to obtain a photographic record of 
the galvanometer deflections caused by the passage of the infra-red spectrum of sunlight 
over a fixed bolometer. A large siderostat of the Foucault type, with plane mirror 
46 cm. in diameter, stands to the north of the building and sends a beam of sunlight to 
a slit mounted upon a pier within the observatory. After passing through the slit the 
rays encounter a convex cylindric mirror from which they are reflected to a concave 
cylmdric mirror, the two being so adjusted as to collimate the beam. The parallel 
rays now fall upon a rock-salt prism of about 60° refracting angle, and are then 
reflected from a plane miiTor whose silvered face forms an extension of the base of the 
prism. This prism mirror system, which was introduced at the Smithsonian Observa- 
tory by Prof. F. L. O. Wadsworth, has the advantage that after being once adjusted for 
minimum deviation it will remain in adjustment when rotated, at the same time causing 
the spectrum to move over a fixed bolometer strip. The image is formed upon the 
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bolometer by a concave mirror, and a double convex cylindric lens of rock salt is 
interposed in front of the bolometer case in order to reduce the height of the spectrum 
to that of the bolometer strip. It will be understood that all parts of the spectroscopic 
apparatus remain fixed, except the spectrometer table upon which the prism-mirror 
combination stands. This table is rotated at a uniform rate by an accurately con- 
structed driving clock, which also moves a photographic plate in a vertical direction 
behind a horizontal slit. In an adjoining room a spot of sunlight is reflected from the 
galvanometer mirror through the horizontal slit to the sensitive plate. When, through 
the rotation of the prism, a dark band in the spectrum comes into coincidence with the 
bolometer strip, the spot of light from the galvanometer mirror moves horizontally 
across the photographic plate, which thus records the deflection. 

The curves thus photographed accurately represent the distribution of energy in 
the infra-red spectrum, except in so far as they are affected by changes in the battery 
current, passing clouds, magnetic or mechanical disturbances of the galvanometer 
needle, lack of perfect synchronism in the motion of the prism and the plate, etc. The 
close agreement of holographs of the same region of the spectrum is sufficient evidence 
that the greater part of the disturbing causes have been eliminated. The principal 
difficulty is that arising from the *'diift." The use of a constant temperature labora- 
tory has not proved sufficient to prevent drift. The regulation, as remarked above, is 
accurate to about 0*!1 C. Fluctuations of temperature of this magnitude in various 
parts of the bridge circuit are quite great enough, however, to cause large deflections. 
In order to keep all parts of the bridge circuit at practically the same temperature, 
Mr. Abbot has designed an ingenious form of bolometer case which contains not only 
the bolometer itself and the coils that form the other two arms of the ridge circuit, but 
also the balancing device with which the perfect equilibrium of the circuit is secured. 
The bolometer is protected from the air by a rock-salt cylindric lens which closes the 
front of the case. The resistance coils, which are of platinoid wire wound in a double 
spiral, surround a tube which contains the eyepiece for viewing the bolometer from 
behind. The entire case is inclosed in a water jacket. Balancing is easily effected 
without opening the case. 

The elimination of drift depends not only upon the constancy of the battery 
and the uniformity of the temperature in the bolometer circuit, but also upon the con- 
struction of the bolometer itself Difficulty sometimes arises from the use of very thin 
platinum for the bolometer strip. The reviewer has found that electrolytically depos- 
ited platinum of thicknesses ranging from 0.3// to 0.6// frequently contains minute 
holes and is liable to give trouble when employed for bolometers. The experience of 
the Smithsonian observers has led them to employ rolled platinum not less than 1// 
thick. The only flux which can safely be used for soldering is resin. 
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No part of the apparatus is more important than the galvanometer, and here 
marked advances have been made at the Smithsonian observatory. Through suc- 
cessive improvements the galvanometer constant (current required to give a deflection 
of 1 mm on a scale at 1 m with a time of single swing of the needle of 10 s) has been 
reduced from 2.4X10'^ to 2.0X10"^^ In order to protect it against disturbances the 
needle system is suspended in an air-tight case and the entu*e galvanometer is floated 
upon mercury in a lead pan hung from a modified form of Julius suspension system. 
A battery of sixty storage cells protected from sudden temperature changes supphes 
the current. This has proved to be satisfactory, but its performance has recently been 
surpassed by that of a ten-cell Cupron battery. 

All of these parts of the apparatus are fully described, in many cases with work- 
ing drawings, in Chapter III, which also explains the various adjustments. Chapter IV 
gives the exact procedure in preparing and comparing holographs. An important 
part of the process, which furnishes a check on the reality of the deflections, should be 
mentioned here. After the apparatus has been set in motion and before the bolometer 
has been exposed, a run of several minutes is always made to determine the magnitude 
of accidental disturbances. If there were no disturbances of any kind, and if the 
battery current were perfectly constant throughout this run, it is evident that the trace 
recorded on the photographic plate would be a straight line. In practice it is found 
that the Une is broken by numerous small deflections, averaging about 0.4 mm. In 
comparing holographs, a record of these accidental deflectioni^ is indispensable in 
deciding as to the reality of the less conspicuous solar lines. 

Chapter V contains an interesting discussion of limitations of the method and 
existing sources of error in the apparatus. Here may be found statements regarding 
the resolving power of the rock-salt prism, the slit width employed in practice, a 
discussion of the use of an uncoUimated beam, and an investigation of the loss of energy 
by diffraction with narrow slit. It is shown that with a slit width somewhat less than 
that used (0.15 mm.) the eff*ects of diffraction would be very considerable. This result 
led to the adoption of a pair of cylindric mirrors in place of the spherical mirror system 
formerly used. In a discussion of resolving power it is concluded that holographic 
resolution may in certain cases exceed the visual because of the bolometer's power of 
detecting differences of brightness which are inappreciable to the eye. Much space is 
then given to an investigation of errors arising from a variety of causes, such as shifting 
of the slit image due to temperature changes in the mirror supports, effect of temperature 
changes on the index and angles of the rock-salt prism, unsteadiness of galvanometer, 
drift, imsteadiness of the battery, irregularities in the motion of the plate and circle, 
errors of comparator observations in measuring holographs, lag of galvanometer record, ^ 
errors due to the width of the slit and the bolometer strip, etc. From the entire dis- 
cussion the conclusion is drawn that the probable error in a determination of the relative 
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angular deviation of any well-marked absorption line in the infra-red is less than one 
second of arc. In view of the difficulties of the investigation this result, which is often 
not greatly surpassed in visual measurements with a spectrometer, may be considered 
extremely satisfactory. 

The positions of the lines measured in the infra-red solar spectrum, together with 
a table of wave lengths expressed to the nearest tenthmeter, are given in Chapter VI. 
The plates which accompany this part of the volume reproduce holographs of the infra- 
red solar spectrum made with a 60° rock-salt prism on various dates, together with 
"cylindrics" and line drawings of the spectrum made from the galvanometer curves. 
As in several cases holographs of the same region taken on different dates are reproduced 
on the same plate, it is possible to make a comparison of the corresponding maxima in 
the energy curves. In general it may be said that the agreement of the curves is 
surprisingly close, and that there is much less drift than is ordinarily encountered with 
less highly developed apparatus. 

The holographs were taken with a large rock-salt prism at the speed ratio 1 cm. 
of plate = 1' of spectrum =, 1 minute of time. This applies to the linear spectrum 
shown in Plate XX, which represents graphically the results given in the table of wave 
lengths. The map is in two parts, the first extending from the limit of the visible 
spectrum to the /i Une at 1.8/£. The less refrangible portion begins at /i and extends 
to 5.3/i, thus including the region discovered by Dr. Langley on Mount Whitney. The 
solar radiation below this point is not sufficiently marked to be included in this map. 
Some of the holographs, covering Umited regions of the spectrum, were taken with the 
gi'eater dispersion of a 60° glass prism. These curves show that certain bands which 
were formerly supposed to be single lines can be resolved into many fine lines. This 
is true of the bands oji and a?2, which are now found to be similar to the A line, both in 
constitution and in variability with the altitude of the sun. The reader's confidence 
in the identification of the smaller deflections will be increased by the full discussion 
of the effect of various disturbances and the evident pains which have been taken to 
eUminate all possible sources of error. Such records must almost inevitably contain a 
great number of small irregularities, wliich a too sanguine observer might be incUned 
to consider as real lines. Some of the earUer publications regarding the Smithsonian 
holographic results, as was pointed out in the article in the Astrophysical Journal 
already referred to, overestimated the number of solar lines actually recorded. 

The present table of wave lengths contains 740 lines measured by 2 observers 
on 21 holographs. Some of these holographs were taken with a rock-salt prism and 
others, of the region A to ^fi, with the glass prism. Some twenty auxiliary holographs 
were used to check the results in special cases. Deflections smaller than 0.4 mm., the 
average accidental deflection in curves made with the bolometer covered, were rejected. 
All of the examinations and measurements of the holographs were made by two observers 
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independently, and the tables include only such deflections (with a few exceptions) as 
were agreed upon by both observers. 

In notes which accompany the tables the data for the various holographs are 
given. Tables 18 and 19 contain all the measures of each line made by both 
observers. Table 20 contains the ordinates of the minima of the rock-salt holographs, 
which serve to give an approximate measure of the relative intensity of various lines. 
The drift enters here as a disturbing factor, and in some cases an eiTor as great as 
5 mm. may occur. It may be noted, however, that many of the results contained in 
this table should have a far greater claim to accuracy than the very rough estimates 
of intensity which usually accompany wave-length tables. In fact, the galvanometer 
record represents the spectrum in a much more satisfactory way than a photograph 
showing the lines themselves. Shadings, reversals, and other peculiarities of lines, 
which in an ordinary spectrum photograph are seen as it were in plan, are here shown 
in elevation, to the great convenience of the observer. 

A full statement of the method of reducing the holographs is next given. The 
most important point here is the determination of the wave-length. For this purpose 
a new investigation of the dispersion curve of rock salt was made with the large prism; 
a full account of this work is given in Part II. The angular distances from the A 
line of lines of known wave-length were first determined directly. The wave-lengths 
corresponding to the measured positions of the absorption lines were then interpolated 
from a curve plotted with wave-lengths and corresponding distances from A as coordi- 
nates. The table of wave-lengths of 740 lines follows. 

Some space is given to a comparison of the holographic results with the solar- 
spectrum maps of Higgs and Abney and the infra-red metallic lines of Snow, Lewis, 
and others. The detailed comparison with Higgs's map, in view of the much greater 
dispersion of the latter, the employment of a narrower slit, and the consequent possi- 
bility of photographing faint lines which are not recorded bolographically, is satisfac- 
tory. Wave-length difierences of more than two Angstrom units are uncommon, and 
in general the agreement is closer than this. For some reason one of the double lines 
in the holograph of the A series is absent, and the existence of several lines, all except 
one of which were marked doubtful in the holographs, is not confirmed. It is unfor- 
tunate, probably because of the small amount of work which has hitherto been done 
on the infra-red spectra of the metals, that no conclusions could be drawn regarding 
the origin of the solar lines. 

But while it has not yet been possible to determine the presence of metallic lines 
in the infra-red spectrum of the sun, there is e\n[dence that at least seven of the nine 
great bands are largely due to absorption in the earth's atmosphere. In this connec- 
tion an interesting discovery has been made. In the first place there seems to be 
evidence of a seasonal change in the infra-red absorption, typical holographs taken in 
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the spring and autumn resembling each other more closely than a pair corresponding 
to spring and summer, for example. These comparisons are very difficult to make, 
and some doubt may be left in the reader's mind as to the reality of the change 
refen'ed to. For this reason it is not claimed that the results given are absolute, 
though it is considered that they contain facts of interest. In^egular variations of 
absorption are more clearly indicated. A low sun, as Dr. Langley showed many 
years ago, produces little general diminution of energy in the region less refrangible 
than 1//, in spite of its marked effect in the visible spectrum; but the present results 
seem to show that great changes in local absorption can take place during a brief 
time interval. A table giving the relative ordinates of nearly 600 lines on plates 
taken in 1896 accompanies this discussion. It seems probable that if this portion of 
the investigation is followed up^ results of value to meteorology will be established. 

Part II contains an account of various subsidiary researches, the most important 
of which relates to the dispersion of rock salt and fluorite. This investigation deserves 
more extended mention than can be given here. The dispersion curve of rock salt 
on a scale adequate to retain the accuracy of the data accompanies the text and an 
interpolation table for determining the wave-length for any desired deviation is also 
given. A comparison of different rock-salt prisms seems to indicate that all such 
prisms at the same temperature and air pressure have equal refractive indices. The 
other investigations of Part II include a study of the accuracy of the bolometer, 
measures of radiation from terrestrial so^irces, particularly the Welsbach burner, and 
valuable details regarding the construction by Mr. Abbot of a sensitive galvanometer. 

The Appendix discusses various dispersion formulae and their application to the 
infra-red spectrum, gives a determination of the constants for rock salt in Ketteler's 
formula, and concludes with a study of the minute structure of the absorption band, gd,. 

Secretary Langley and his associates are certainly to be congratulated on the 
character of the first volume of the Astrophysical Observatory's publications; with 
this evidence of work accomphshed before them, members of Congress can hardly 
fail to see the importance of establishing the Smithsonian Observatory on a permanent 
foundation. This is especially to be desired because of the fact that the United States 
Naval Observatory properly devotes little or no attention to astrophysical research. 
The United States should not fail to follow the lead of Germany and France by estab- 
lishing a national Astrophysical Observatory under the auspices of the Smithsonian 
Institution. 

G. E. H. 
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[From Nature, London, England, Augusts, 1901.] 
MEASUREMENTS OF SOLAR RADIATION.^ 

It IS impossible within the limits of a short notice to give any detailed description 
of Prof. S. P. Langley's great work, contained in his first volume of the "Annals of the 
Astrophysical Laboratory of the Smithsonian Institution." It is an account of his 
experiments with the bolometer, begun on Mount Whitney in 1881 and continued for 
eighteen years, first at the Allegheny Observatory and, since 1890, at the Smithsonian 
Institution at Washington. The volume before us deals with this last period; the 
results of the earlier period are contained in the Report of the Mount Whitney 
Expedition, published as one of the professional papers of the United States Signal 
Ser\'ice Department and elsewhere. Striking as these were, their interest and 
importance is entirely eclipsed by the new work. 

Those who were fortunate enough to be at the Oxford meeting of the British 
Association in 1894 heard from Professor Langley himself an accx)unt of his researches 
up to that date. The details on which that account was based are given in the new 
volume, together with the results of a completely new set of measurements, made in 
1897-98. 

Probably only the few who have used the bolometer can fully appreciate its 
difficulties. The principle of the research is simple. A spectrum is formed by 
suitable means and allowed to fall on the bolometer, a very narrow strip of blackened 
platinum placed parallel to the lines of the spectrum; this strip forms one of the arms 
of a Wheatstone's bridge, the other arms being a similar strip and two equal bridge 
coils. A screen is interposed between the spectrum and the bolometer, and the bridge 
adjusted until the galvanometer is undeflected. On removing the screen the bolometer 
strip is heated by that part of the spectrum which falls on it; its resistance is changed 
and, assuming the battery current to remain constant, the deflection of the galva- 
nometer spot is a measure of the change of resistance of the strip and hence of the 
energy which it absorbs from the spectrum. 

The spectrum is then made to pass slowly across the strip. By noting the 
coiTesponding deflections of the galvanometer, a map can be di-awn showing the 
distribution of energy in the spectrum. In a region of a great energy the deflection 
is large, but as an absorption band crosses the strip it falls toward zero. When it is 
stated that a variation in the temperature of the strip of less than one millionth of a 
degree affects the galvanometer appreciably, some of the difficulties become apparent 
The very shghtest changes in temperature of any part of the electrical system produce 
effects ui the galvanometer which mask the effects it is sought to observe. 

In early days the observations were made by eye. The circle carrying the 
prism or grating which formed the spectrum was set and its position noted; then the 

* ' 'Annals of the Astrophysical Obsenatory of the Smithsonian Institution," Vol. I, by S. P. Langley, Director. 
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screen was removed and the galvanometer deflection read. The circle was then 
moved and the operations repeated. In 1891-92 the apparatus was made autographic; 
the circle was turned uniformly by means of a clock. Thus the spectrum crossed the 
bolometer strip at a uniform rate, while the spot of light from the bolometer mirror 
was focused onto a sheet of photographic paper, which was made to move vertically 
at a rate bearing a fixed ratio to that of the circle. On developing the sheet a 
holograph was formed, a curve in which the coordinate of any point measured 
parallel to the direction of motion of the sheet determines the portions of the spectrum 
to which the point corresponds, while the coordinate measured at right angles to the 
direction of motion gives the energy received by the strip from that portion of the 
spectrum. Peaks on the curve correspond to maxima of radiation, depression^ to 
absorption bands or minima of radiation. 

A very large number of these holographs were taken, and the work contains 
numerous examples. The same general features recur in them, though of course 
there are small variations from day to day, some of which are real, depending on the 
weather, while others are accidental. A very full account is given of the steps taken 
to determine which of the depressions were real, i. e., actually due to absorption lines 
in the solar spectrum, and which were accidental, and of the method of measuring the 
twenty-one holographs selected for final examination and record. 

Full tables of the wave-lengths of the lines observed and of their relative 
intensities are given, and the whole is summed up in the normal map of the solar 
spectrum, which will be found at page 200. 

The general effect is shown in Plate XX, which gives the infra-red spectrum of a 
60° rock-salt prism from the observations of 1898, showing both the holographs, or 
energy curves, and the line spectrum. The holographs are, it must be remembered, 
continuous curves having peaks and depressions. The method adopted for obtaining 
photographically from these a diagram of a line spectrum as usually drawn is explained 
on page 73, thus: 

*' One method of obtaining a linear spectrum consists in blacking in all of the 
plate below the photographic plate and then photographing this through a combina- 
tion of a spherical and cylindrical lens, which draws the blacked-in portion out into 
regions of greater or lesser shade, according to the linear depth of the blacked-in 
portion.'' 

"... In the original curve the greatest elevations represent regions of the 
greatest heat, the greatest depressions regions of the greatest cold; and if we fix our 
attention on these great regions only, they can be adequately rendered into bright and 
dark bands, respectively, but the detail is comparatively ill rendered without a special 
adjustment, which would in turn give a false presentation of the great masses of light 
and shade." 
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This treatment, illustrated by figures in the book, consists of blacking out the 
whole of the under side of the curve and most of the upper side, but leaving as a 
transparent spot a small area at the vertex of each marked depression, the size and 
shape of the area depending on the form of the curve. When this plate is photo- 
graphed, a series of dark lines, the intensity of which depends on the size and shape 
of the corresponding transparent areas, is produced. By superposing this photograph 
on the former one, which gave the general disti'ibution of light and shadow, a repre- 
sentation of the linear spectrum of the holograph is obtained. Clearly, considerable 
skill and judgment are reqjiired in such a process, and the linear spectra are only 
introduced to show the general effect and to enable the reader to compare the infra- 
red with the visible spectiTim; the measurements of the position of the lines are all 
made on the selected holographs themselves. 

Chapter VII contains an interesting account of the variations of absorption in the 
infra-red spectrum, which is shown to be the seat of great terrestrial atmospheric 
absorption, thp relative intensities of energy changing greatly at different periods of 
the year in some portions of the spectrum, while in others they remain fairly constant 
m amount 

But little space is left to refer to Part II, subsidiary researches, which to a student 
of theoretical optics may prove even more interesting than the main research. The 
first of these deals with the dispersion of rock salt and fluorite. It is sufficient, 
perhaps, to say that the dispersion curve for rock salt is drawn from wave-length 05 
A< to 6*5 //, and the results compared with a formula^ — Ketteler's formula, 

where 

a^= 5-174714 
M,= 0-0183744 
X|= 0-015841 
Ml =8949 -520 
Xf =3145-695. 

This formula agi'ees admirably over the whole range. 

Another appendix gives a full account of the consti-uction of the galvanometer 
used for the research. In this instrument various sizes of wire were used in the 
different sections of the coil; its resistance was 28 ohms, and the external radii of the 
three sections of which each coil is composed are respectively '383, '741, and 1*632 cm. 

Two magnet systems were tried, the one being 2 4 mgs. in weight, the other 6'5 
mgs. With the former, which proved too light for the work, a deflection of one 
millimeter at a distance of one meter was given by a current of 5X10~^^ ampere; 
with the latter the current required was 23X10"^^ ampere. 

Enough, perhaps, has been written to indicate the interest and importance of the 
work. Professor Langley is to be congratulated in having brought it to so successful 
a conclusion. R. T. G. 
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[Institut de France. Acad^mie des Sciences. Extrait des Comptes rendua des seances de TAcad^mie des Sciences, 

t. CXXXI, p. 734 (stance du 5 novembre 1900).] 

SUR LES DERNIERS RESULTATS OBTENUS DANS l'eTUDE DE LA PABTIE INFRA-ROUGE DU 

SPECTRE SOLAIRE.^ 

Par M. S.-P. Langley. 

J'ai eu rhouiieur de communiquer h rAcad^mie plusieurs Notes, dont la deniifere 
a paru dans les Comptes rendus k la date du 25 juillet 1894. Dans celle-ci, je faisais 
remarquer que nos connaissances relatives k la region du spectre infra-rougd situee au 
delk de Az= 1 // ^taient fort imparfaites. Je pr^seiitais en meme temps h I'Acadt^mie, 
k titre provisoire, un diagramme du spectre, oil figuraient environ 100 lignes spectrales 
nouvellement observ^es, la plupart situ^es au delk de A = 1 // et signal^es pour la 
premiere fois. 

A ce moment, je ne d^sirais que domier un aper(ju succinct de ce qui avait 4t4 
rdalis^, en exprimant Tespoir qu'il me serait bientSt possible de presenter, en un livre 
officiel, des observations plus completes et plus exactes accompagn^es de diagrammes 
plus d^taill^s. 

Mais j'ai le regret de dire que, en partie par la faute des retards inh^rents k ce 
mode de publication officielle, c'est seulement depuis pen que les r^sultats ont pu etre 
r^unis, par les soins de la Smithsonian Institution, en un volume dont je viens de 
recevoir les ^preuves. 

Pendant les quelques ann^es ^coul^es depuis ma dernifere Communication k 
I'Acad^mie, j'ai mis k profit ce retard, en partie forc^, pour reprendre le travail entier 
par des m^thodes et par des appareils perfectionn^s. 

Les perfectionnements ont port^ sur Tensemble, mais en particulier sur le bolo- 
mfetre. Lors de ma premiere Communication, j'^tais an'iv^ d^jk k donner au bolom^tre 
une sensibilit(l telle, qu'elle permettait de d^celer une variation de temperature egale k 
un millionifeme de degr^. Mais, depuis lors, cette sensibility a 4ti accrue encore i'une 
manifere notable, en sorte que les lignes nouvelles d^couvertes pendant les trois ou 
quatre demiferes anndes d'attente sont beaucoup plus nombreuses que celles qui avaient 
6ti d^couvertes auparavant. En meme temps, la precision et la certitude des r^sultats 
se sont augment^es; aussi, quoique, en pareil sujet, on ne puisse jamais dire le dernier 
mot, je considfere le present recueil comme la conclusion de mes propres recherches 
sur cette partie du sujet. 

Je desire done profiter de mon sdjour en France pour faire hommage k TAcademie 
des 6preuves du dernier volume, quoique tons les diagi-ammes qui doivent se trouver 
dans le tiragc d^finitif ne me soient pas encore parvenus et ne doivent etre remis qu'un 
pen plus tard k I'Acad^mie. 

^ Cette Note avait M presentee i TAcadtoie dans la stance du 24 septembre. See remarks of M. Janssen, imme- 
diately following this memoir. 
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Ce volume termine la s^rie des recherches que j'ai commenc^es en 1881 au 
sommet du mont Whitney (Califomie meridionale), h une altitude de 4000° environ. 
A I'aide du bolomi^tre, qui venait d'etre invent^, et dans cette atmosphere d'une puret^. 
remarquable, j'ai d^couvert alors Texistence d'une grande region du spectre au delk du 
point extreme atteint par les obsei'vateui's pr^c^dents, c'est-Ji-dire au delk de A — 1,8 //: 
point d^sign^ dans mon livre par /i et qu'on regai'dait aid's comme Textr^me limite du 
spectre. 

Les recherches relatives k cette region de Tinfra-rouge, comprise entre 1,8 et 
5,3 //, m'ont done occup^ pendant dix-huit ann^es. Les donn^es sont presque toutes 
nouvelles: on en trouvera le detail dans les Tableaux num^riques de ce Volume.^ 

Parmi les 600 lignes environ, signal^es maintenant dans ces Tableaux, plus de 
400 ont ^t^ ajoutdes k celles que j'avais d^crites dans mes demi^res Communications 
et leur position a 4i^ fix^e pour la premiere fois. Chaque ligne a fait I'objet d'une 
^tude s^par^e: elle a ^t^ d^termin^e par la combinaison de six k vingt observations 
ind^pendantes: toutes les determinations ont 4ti effectu^es au moyen d'un appareil 
microm^trique des plus d^licats. 

En prenant toujours comme point de depart la Communication que j'ai faite il j 
a six ans, je puis r^sumer bri^vement les progrfes accomplis en trois points principaux: 

1** Le nombre des lignes d^teiTnin^es, qui ^tait compris entre cent et deux cents, 
s'est eiev^ k presque six cents; la position de ces lignes est indiqu^e dans des Tableaux. 

2** Grftce au proc^d^ de determination, Pexistence de chaque ligne est ^tablie d'une 
manifere encore plus certaine. 

3** En dehors de ces progrfes positifs, je voudrais encore appeler I'attention de 
rAcad^mie sur un autre point Pendant cinq ann^es, de 1895 k 1900, et pendant 
toutes les saisons, nous avons fait des Etudes compar^es des spectres telluriques infra- 
rouges. Nous avons observe des variations syst^matiques du spectre, qui paraissent 
en relation avec les changements propres k chaque saison. Ces variations sont petites, 
mais bien nettes. On pent les deduire des Tableaux; cependant, pom* plus de com- 
modity, elles ont 4t4 representees par des diagrammes k part. 

Dfes repoque de ma premiere Communication k I'Academie, j'avais soup^onne dejk 
ces variations, sans pouvoir en avoir la conviction, comme je Tai maintenant. Cette 
circonstance, de pen de poids par elle-m^me, est peut-^tre appeiee k jouer un r6le plus 
important, puisqu'on pent dejk hasarder quelques predictions de changements. II est 
loin de ma pensee de donner k croire qu'on puisse dejk arriver par de tels moyens k 
predire des changements plus considerables et plus eioignes, susceptibles d'interesser 
I'Agriculture. Cependant je me contenterai d'indiquer cette voie et d'exprimer le desir 
que les observatoires meteorologiques repandus sur la surface du globe ne negligent 
pas cet ordre d'observations. 

* Je dois remercier ici M. C.-G. Abbot, de Washington, dont TaseiBtance m'a 6t^ pr^cieuee pour dresser ces 
Tableaux sous leur forme definitive. 
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J'aurais bien encore quelques points A signaler dans le volume que je prdsente 
ici, mais je ne veux pas m'y appesantir. 

Ce volume est le fruit du travail de nombreuses anndes. S'il ne pent etre con- 
sidere comme une oeuvre definitive dans la Science, il cl6t, probablement du moins, 
les travaux de Tauteur dans ce domaine. 

A cette occasion, je me fais un devoir d'exprimer h VAcad^mie ma vive gratitude 
pour I'approbation qu'elle a bien voulu, dfes le debut, donner d mon travail, et qui a 
4ti pour moi le plus prdcieux des encouragements. 



REMARQUES SUR LA COMMUNICATION PREC^DENTE. 
Par M. J. Janssen. 

La Communication pr^c^dente, que notre Eminent coiTCspondant m'a pri^ de 
presenter et d'analyser pour lui k rAcad^mie, resume, comme on voit, une p^riode 
considerable d'^tudes de I'auteur. 

On sait que M. Langley a fait sur le spectre solaire de m^mombles ddcouvertes, 
gi-ace, d'une part, k I'invention et k I'emploi d'un instrument thermom^trique d'une 
sensibility extraordinaire, puisqu'il permet de constater des diflf^rences de temperature 
de moins de un millioni^me de degr^, et, d'autre part, en faisant ses observations sin* 
une trfes haute station du mont Whitney, k environ 4000™ d'altitude. 

L'emploi du merveilleux bolomfetre, combing avec celui de la haute station, a en 
effet permis k M. Langley de d^couvrir dans Vinfra-rouge du spectre une region 
nouvelle, I'^tendant de A^l// environ, limite generalement admise alors, k A— 5,2//. 

Et il faut meme ajouter que M. Langley a pu constater la presence d'un rayonne- 
ment notablement au delk, mais sans pouvoir obtenir des mesures prdcises, ce qui Pa 
empechc? de faire figurer cette partie extreme du spectre calorifique sur la Planche 
ci-jointe. 

La confection de cette Planche a demand^ k M. Langley un labeur de longues 
anuses et les soins les plus scrupuleux; aussi doit-on la considc^rer comme pr^sentant 
des r^sultats d^finitifs k V^gard des re?gions qu'elle embrasse. 

On voit que, dans la Note prdcedente, M. Langley parle de modifications spec- 
trales portant plus sp^cialement sur Tinfra-rouge et qui lui paraissent en rapport avec 
les saisons de Tannde. Je voudrais appeler Tattentioii des astronomes physiciens et 
des met(iorologistes sur I'intdret de ces remarques. 

II n'est pas douteux que les saisons, qui sont accompagn^es d'un ^tat particulier 
de I'atmosphfere, t'tat qui a une influence bien constat^e sur les plantes, les animaux et 
les hommes, ne doivent produire dans le spectre tellurique certaines modifications 
qu'oii arrivera k constater. 
S. Doc. 20 23 
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A cet ^gard, je voudrais sp^cialement attirer rattention sur les variations de la 
quantity d'ozone atmosph^rique, en rapport avec les saisons et m6me avec les ann^es 
L'ozone joue un tel r6le dans les pWnomkies qui se rapportent h la vie, que son ^tude 
a une importance particuli^re. 

Je sais que cette <^tude se poursuit dans la plupart des observatoires m^t^orolo- 
giques; raais je fais allusion ici aux observations spectrales qui permettent d'interroger 
les hautes couches de Tatmosphfere. Au mont Blanc, nous poursuivons cette ^tude, 
qui a un grand int(?r6t en raison meme de la hauteur de la station. 

M. Langley, qui signale des modifications spectrales en rapport avec les saisons et 
qui est d'une si haute competence en analyse spectrale, a le premier tons les droits 
pom* poursuivre ces intdressantes (Etudes. 

Au moment oil, iion pas les bandes d'absori)tion, dont la d^couverte est due k 
Tillustre Brewster et qui ne pouvaient servir k une analyse quelconque, mais oil les 
raies telluriques furent constatdes en 1862, on ne connaissait que le fait g^n^ral de 
leur production par notre atmosphere. 

Depuis, on a constate la part de la vapeur d'eau dans le phdnom^ne, puis celle de 
Voxygfene et m6me la duality des spectres produits par ce dernier corps; aujourd'hui, 
ces raies telluriques si bien d^finies peuvent se prater non seulement k reconnattre la 
pre^sence des coi'ps les plus divers pouvant exister dans notre atmosphere, mais permet- 
tront encore de constater les variations les plus d(?licates dans leur quantity. 

Pour la poursuite de ces beaux travaux, nous ne saurions trop affirmer notre 
reconnaissance pour Tadmirable m^thode thermo-photographique dont M. Langley a 
dote la science et pour les belles decouvertes qu'il en a tirees. 
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EXHIBIT D. 



A PBEUMIVABT EEPOBT OF THE 8MITHS0NIAH ASTE0PHY8ICAL OBSEBVATOET ECLIPSE 

EXPEDITION OP MAT, 1900.' 

(3) Observation of the solar eclipse, — Considering the near approach of the path of 
totality of the total eclipse of May 28, 1900, you deemed it desirable for this Observa- 
tory to take part in the observation of this important astrophysical phenomenon, and 
this view having recommended itself to Congress, an appropriation of $4,000 was made 
immediately available for the purpose in February. The use of the special apparatus 
already belonging to the Observatory, the very generous offer by Prof. E. C. Pickering, 
the director of the Harvard College Observatory, of the loan of the new 12-inch lens of 
135 feet focus belonging to the Harvard College Observatory, and of several other 
valuable pieces of optical apparatus, together with loans of a 5-inch lens of 38 feet 
focus by Princeton University, and of a 5-inch equatorial by the Naval Observatory, 
enabled the expedition to take larger proportions than this modest appropriation might 
otherwise have justified. 

This apparatus with many other adjuncts was temporarily installed in Washington 
in the Smithsonian grounds, and placed in the position each piece would occupy in the 
actual eclipse. This was with the view of familiarizing the observers with them, by 
successive rehearsals, which went on with assiduous practice during two months before 
all was taken down for shipment to the proposed site. 

Choice of site. — Three successive years of special observations had enabled the 
Weather Bureau to determine the relative chances of cloudiness at various points along 
the eclipse track, and from these results it appeared that the interior of the country was 
more favorably situated in this respect than those parts of the path lying near the coasts. 
Certain towns appeared more favorable than others, owing to local conditions, although 
such special results were less trustworthy than the broad indications already cited. 
However, as the Eastern stations were to have both a higher solar altitude and a longer 
duration of totality, and as personal inspection of the ground by me, together with a 
careful consideration of the Weather Bureau results, seemed to justify the selection, 
the town of Wadesboro, N. C, was approved by you in preference to stations more 
remote from Washington. The actual grounds occupied formed a nearly level plat of 
several acres extent, sheltered from the wind by knolls, buildings, and trees, but being 

^From Smithsonian Report, 1900, page 101. 
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almost the highest land thereabouts, and indeed about 600 feet above sea level. These 
grounds were freely offered by John Leak, esq., of Wadesboro. A shed and the 
necessary piers for instruments were erected in the latter part of April. 

Plate No. XXXIV gives a ground plan of the Smithsonian camp, showing the can- 
vas covers of the two 135-foot tubes, the sheds containing the bolometric apparatus and 
its accessories, and the photographic cameras for the 40-inch and 11 -foot lenses, with 
numerous other pieces; and also on the left a portion of that of the Yerkes Observatory. 

Plate No. XXXV gives a general view of the camp as finally occupied. The 
equipment of the Smithsonian expedition is shown at the right of the wagon track, 
while on the left is a portion of that of the Yerkes Observatory. The 135-foot hori- 
zontal telescope is under the canvas seen on the right. Its companion tube is hidden 
by it On its left extremity is seen, though on a very diminished scale, the coelostat 
mirror which **fed" it (this is shown on an enlarged scale in the next illustration), and 
also the box of the 6-inch-aperture camera equatorially mounted. Immediately in front 
of the tube and cutting off a portion of the view are the sheds containing the apparatus 
for the bolometric study of the corona and that for the large cameras for the 11 -foot 
and other lenses. The great Grubb siderostat and other pieces of apparatus are hidden 
from view by the sheds. On the right of the sheds and immediately in the foreground 
is the 5-inch achromatic loaned by the United States Naval Observatory. At the right- 
hand extremity of the long tube is seen the photographic house, which served equally 
for the 135-foot lens and for the 38-foot-focus lens, which latter is in the tube inclined 
upward, 

Nature of the observations. — The chief aim of the observations was the investigation 
of the corona, and of this especially the inner portions. This investigation was three- 
fold — photographic, bolometric, and visual. In addition to these main objects there 
was included the photography of the sky near the sun for the discovery of possible 
unknown bodies, an attempt to photograph the ** flash spectrum" with an automatic 
camera, and the observation of times of contact both by the ordinary visual methods 
and by photography. 

Pieces of apparatus employed. — (a) Apparatus for photographic piuposes: For the 
direct photography of the inner corona the 12-inch lens of 135 feet focus was used as 
a horizontal telescope in connection with a coelostat carrying an 18-inch plane mirror. 
(Plate XXXVI.) Here are shown on a large scale the lens in question, the extremity 
of its canvas tube, and the coelostat and equatorially mounted camera described in the 
preceding plate. It was also arranged to use with this lens just before second contact 
an objective prism forming a spectrum upon a plate moved each second by clockwork, 
and thus suited to catch the "flash spectrum," so called. This necessitated a second 
tube 135 feet long, inclined at about 8° to that used for the direct photographs of the 
corona. Both tubes were made of black canton flannel and were 42 inches square, 
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with diaphragms of progressively increasing size 10 feet apart. The two tubes were 
fastened to trestlework and were covered by long canvas A tents. Nearly 1,000 yards 
of canvas and flannel were thus made up. The direct tube ended in a small 
photographic house which had been prepared in sections and was transported from 
Washington. Plates 30 inches square were here exposed. 

The direction of the long tubes was necessarily a matter of care, as they had to be 
placed beforehand where calculations showed the sun would be, and were incapable of 
adjustment. 

Besides this great horizontal telescope, the 5-inch 38-foot lens was also used for 
obtaining inner coronal photographs. This lens was mounted upon a pole in such a 
way as to be in line with the sun from the east window of the photographic house at 
the moment of totality. A conical tube of white canvas, well blackened within, and 
36 inches square at its lower end, ran from the house to the lens, but was not attached 
to the lens or its mounting. There being thus no provision for following the apparent 
motion of the sun with the lens, a suitable motion was given to the photogijaphic plates 
by means of a water clock. With this instrument 11 by 14 inch plates were employed. 

Upon the same instrument which carried the 18-inch mirror of the horizontal 
telescope (shown in Plate XXXVI) was mounted equatorially a 6-inch photographic 
lens of 7J feet focus, provided with a conical tube, so that a considerable field was 
covered.^ A shade glass opaque to violet light was placed over this lens. The purpose 
of the shade glass was to enable a comparison to be made between the form of the outer 
corona as photographed with yellow and green light and as photographed with the 
complete coronal radiations by other lenses shortly to be described. 

Within the eastern part of the shed there was mounted upon an improvised polar 
axis a collection of four cameras, quite ponderous in appearance, as indicated in Plate 
XXXVII, but really not very heavy, and well provided as to moving gear by being 
connected with the very accurate spectrobolometer clock. These cameras were two 
similar pairs, one with short-focus, the other with long-focus lenses. The former were 
two landscape lenses of 4 J inches aperture and 40 inches focus, each provided with a 
30-inch square plate. In front of one lens was placed a shade glass opaque to violet 
light. The two long-focus lenses were of 3 inches aperture and 11 feet focus, and 
were thus like those recommended in the Harvard College Observatory Circular No. 
48 as most suitable for a photogi'aphic search for a possible intramercurial planet. 
The axes of these two cameras were inclined so that together they covered a space 
east and west of the sun about 12^ by 25° in extent. Their fields were found to be 
so nearly flat as to make it undesirable to use a nest of plates arranged upon a cui-\ed 

*The focal curve of this lens was determined and it was intended to use a nest of small plates so arranged as to 
be in focus over a large field. On the night before the eclipse, however, it was so warm that the wax used to fasten 
the plates softened repeatedly, and after several trials it was found necessary to use a flat plate, on which the focus 
was good for perhaps 6° from the center. 
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surface, as recommended in the Harvard circular above alluded to, and each camera 
had a single plate 24 by 30 inches. 

All the photographs with the seven lenses above described were taken upon 
Cramer double-coated isochromatic plates of great rapidity. 

An automatic camera, giving exposures from a break-circuit chronometer beating 
seconds, was provided for the purpose of securing the times of contacts. This camera 
had a 22-inch lens with pin-hole aperture, and the exposures were made upon very 
slow nonhalation celluloid plates 15 inches in diameter, rotated slightly after each 
exposure by an electrical escapement. One plate was provided for first contact, one 
for both second and third, and one for fourth contact. As no clockwork was applied 
to move this camera, the successive exposures made a spiral series of images of the 
sun, from the appearance of which the gradual encroaching of the moon could be 
observed. 

(b) Apparatus for bolometric purposes: This consisted of a complete holographic 
outfit, including not only the great Grubb siderostat with supplementary mirror, but 
also a double-walled chamber of nearly uniform temperature. The view of it is shown 
in Plate XXXVIII, and its purpose was to enable the total radiation of the inner corona 
to be observed, and in addition, if practicable, to determine the distribution of these radi- 
ations in the spectrum. The latter observation it was hoped would throw light on the 
composition of the corona, for it is well known that different substances and different 
temperatures have each its characteristic energy spectrum. A beam of light from the 
1 7-inch mirror of the great siderostat, reflected due south into the shed, passed through 
a cat's-eye diaphragm whose aperture was controlled by the observer at the galvanom- 
eter, thence to a condensing mirror, which reflected the rays directly back to the focus 
at I meter distance, where was a slit 1 centimeter high and 1 millimeter wide. From 
the slit the rays were reflected out of the optic axis of the condensing mirror by two 
parallel plane mirrors, and fell upon a collimating mirror of 75 centimeters focus. 
Thence they were reflected upon a prism 8 inches in diameter, one of whose surfaces 
was silvered, so that the prism might be used either to refract or reflect the rays, 
according as the glass or silvered face was turned toward the collimator. From the 
prism the rays passed to an image-forming mirror, in the focus of which, at 75 centi- 
meters distance, was the bolometer strip 1 centimeter high and 1 millimeter wide. 
The bolometer and galvanometer with their accessories were essentially as used for 
solar spectrum work in Washington, and while the optical train, with its seven reflec- 
tions and small slit, greatly reduced the radiations, the sensitiveness of the bolometer 
was yet such that subsequent observations on the full moon gave a deflection of 85 
divisions when the aperture of the diaphragm was but 17 centimeters square. 

Nevertheless it was found that no ** drift" or *' wiggle" was noticed when the glass 
plate in front of the bolometer case was removed. Accordingly there was no plate in 
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front of the bolometer at the time of the eclipse, and of course none was interposed 
during the observation just recorded. 

The expedition was strengthened by the presence of Professor Hale, of Yerkes 
Observatory, who used a second beam from the 18-inch coelostat mirror, also driven 
by the great siderostat, in connfection with bolometric apparatus for the purpose of 
observing if a diflference in radiation could be detected between the coronal rifts and 
streamers. 

(c) Apparatus for visual observations: Four visual telescopes were employed for 
observmg the coronal structure and the times of contact. These were: 

A 5-inch of about 6 feet focus (shown in Plate XXXIX), loaned by the United 
States Naval Observatory, having an equatorial stand and clock. 

A 6-inch of 7 J feet focus with equatorial stand, but no clock. 

A 3 J-inch of 3 J feet focus with rough alt-azimuth stand. 

A Coast Survey meridian transit instrument of about 2J inches aperture and 2^ 
feet focus used as an alt-azimuth telescope to observe contacts. 

THE PERSONNEL OF THE EXPEDITION. 

The Director, Mr. S. P. Langley, Secretary of the Smithsonian Institution, observed 
with the 5-inch equatorial; and the other members of the expedition were assigned as 
follows: 

Mr. C. G. Abbot, aid acting in charge, with Mr. C. E. MendenhaU to the bolo- 
metric apparatus. 

Mr. T. W. Smillie, photographer of the National Museum (in general charge of 
photography, including the development of all plates), specially to the direct 135-foot 
focus camera. 

Mr. F. E. Fowle, jr., junior assistant, to the 38-foot focus camera. 

Mr. G. R. Putnam (detailed from the United States Coast and Geodetic Sm'vey) 
to the determination of latitude and longitude, the observation of times of contact, and 
the direction of signals. 

The Rev. Father Searle, C. S. P., together with Mr. Paul A. Draper and Mr. C. W. B. 
Smith, to the combination of four wide field cameras. 

Mr. De Lancey Gill to the 6-inch photographic telescope and the objective prism. 

Mr. R. C. Child to the 6-inch visual telescope, the electrical circuits of the chrono- 
graph, the prismatic camera, and the contact camera. 

The Rev. Father Woodman, C. S. P., to the 3i-inch telescope. 

Mr. A. Kramer, instrument maker, to the movements of the siderostat and 5-inch 
equatorial. 
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Besides these, there volunteered for the day of the eclipse Mr. Little, of Wades- 
boro, and Mr. Hoxie, assigned, respectively, to strike signals and to record contacts 
for Mr. Putnam. 

Prof. George E. Hale was connected, as already said, with the Smithsonian party, 
while at the same time in general charge of the Yerkes Observatory expedition, whose 
camp adjoined ours. 

THE EXPEDITION. 

After the preparation of the apparatus and the preliminary rehearsal for the 
eclipse on the Smithsonian grounds, a freight car was completely filled with the 
apparatus, and left Washington May 2. 

The first four members of the expedition, Messrs. Abbot, Fowle, Kramer, and 
Smith, left Washington May 3, and were followed in a few days by two more, Messrs. 
Putnam and Draper, the former of whom, however, returned after determining the 
latitude and longitude and helping to adjust several polar axes. Messrs. Smillie, 
Mendenhall, Child, and Gill reached Wadesboro May 16, and the other members of 
the party arrived about two days before the time of the eclipse. Pleasant accommo- 
dations were found in the town, only about a quarter of a mile from camp, and the 
greatest courtesy was shown to the eclipse expedition at all times by the townspeople. 
A pleasant feature was the presence of large parties from Yerkes Observatory, Prince- 
ton Observatory, and from the British Astronomical Association. The days and — 
toward the last — a considerable portion of the nights were busily occupied in adjust- 
ing and trying the apparatus. On May 26 and 27 full rehearsals took place in prep- 
aration for the final event. 

The day of the eclipse was cloudless and clearer than is usual in the Eastern 
States, though the sky was not exceptionally blue. All the programme was carried 
out successfully, except only that Professor Hale's bolometer suflfered an accident 
which prevented him from obtaining bolometric evidence of rifts and streamers, but 
not from securing other interesting data. 

After the ecKpse the members of the expedition returned home in nearly the 
same order as they came, and the last members to leave reached Washington June 1. 

THE RESULTS. 

/. With the 135'foot direct camera, — Mr. Smillie secured five negatives during the 
eclipse, all good. Three others which he exposed after totality were of much less 
value, as was to be expected. The enormous scale of these photographs (the moon's 
disk measures 15§ inches in diameter), together with the excellent detail in the 
prominences and inner corona, make them most interesting. 
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Plates XL^ and XLI^ show, respectively, the south polar streamers and a group 
of prominences on the southwest limb. As remarked at an earlier page, it has proved 
impossible to adequately reproduce the delicate detail of the originals. In the two 
illustrations given the subjects are so mai'ked that a still interesting result is shown 
even after the loss of the finer structure. But the equatorial coronal streamers, though 
in the original clearly shown to be finely subdivided, curiously curved and even 
recurved, interlocked and arched, are so delicate that it was hopeless to attempt their 
reproduction. Even contact prints fail to show their structure unless made on glass 
plates, and thus viewed by transmitted light. 

Some, but I think not all the prominences, appear to be set each within its little 
coronal arch, and thus present the so-called "hooded" appearance which was noted in 
photographs of the Indian eclipse of 1898. I am quite sure, however, that this feature 
is much less marked than was then the case. 

It would hardly seem possible that the directions of the curved equatorial 
streamers can be assigned to such a simple system of foci as has been sometimes 
supposed, for their arrangement appears to be complicated to the last degree. 
Nothing final can yet be said on this point pending a thorough examination, and this 
it is hoped will yield many interesting results. 

2. With the 135-foot prismatic camera. — Nothing of value was secured with this 
instrument. The plate appears to have been exposed at successive intervals, but was 
completely fogged over, no spectrum appearing. 

3. With the 38'foot camera. — Mr. Fowle obtained seven negatives during totality, 
all good. Others taken after third contact were of little value. What has been said 
as regards the results with the 135-foot camera- applies very well here, except that not 
quite equal detail was secured, owing to the lesser power of the apparatus. Somewhat 
greater coronal extension was, however, obtained in the longer exposures, because of 
the greater focal ratio of the lens, and Plate XLII is given to illustrate this part of the 
corona. 

4. With the S-inch photographic telescope. — Mr. Gill obtained an excellent negative 
of eighty-two seconds' exposure, showing the longest extension of the coronal streamers 
obtained with any of the instruments. It seems probable, however, that a somewhat 
better result would have been reached with a less exposure or a less aperture. The 
greatest extension obtained exceeds three diameters from the moon's limb. Here the 
streamers fade away mto the background of sky, as if overpowered by sky light rather 
than as here ending. 

5. The combination of four wide-field cameras. — These cameras were all in a measure 
successful, though not in equal measure, for one of the long-focus and one of the 

* These are not enlarged, but are portions of the original focal images of over 15 inches diameter already referred 
to as obtained in the 135-foot focus camera. 
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short-focus negatives was better than its mate, the former being on a better plate and 
in better focus, while the short-focus camera with screen showed unaccountable effects 
of motion not found in any others. 

Comparing the long-focus with the short-focus negatives, the former were far 
superior both as corona pictures and as showing faint stars. One of the 11 -foot focus 
negatives has probably the best general view of the corona secured by the expedition. 
(See Plate XLIII.) On this plate the corona is seen as a whole. It hardly shows the 
full extent of the corona, which, as seen by the naked eye, extended to nearly three 
solar diameters, but it exhibits most clearly the curves on either side of the solar 
streamers, although perhaps not showing quite as great extension as that obtained 
with the 6-inch photographic telescope. 

As regards faint stars and new objects, the better of the two 11 -foot focus 
negatives covering the region west of the sun shows 114 stars, the faintest being 
of the 8.4 magnitude as given in Argelander's Durchmusterung, a result which, 
considering the amount of diflFused light during the eclipse and the milkiness of the 
sky, is almost surprising. Six uncharted objects were found upon this plate, wliich 
appeared starlike and may conceivably be intra-mercurial planets, though nothing is 
to be understood as here predicated of them until a later and cai'eful examination of 
the plates. 

This photograph was unsuited for purposes of direct reproduction for the reason 
that the fainter stars required the best of conditions for seeing even on the original 
and would inevitably have been lost. It was nevertheless thought interesting to give 
an accurate map showing all the stars and suspects found, and this is done in Plate 
XLIV. The general reader will perhaps gain a better idea of the value of photog- 
raphy as an aid to investigation when he sees in this map, obtained in eighty-two 
seconds' exposure, in a brighter than moonlit sky, not only the corona and the planet 
Mercury just beyond its rays, but more stars near the Pleiades than he can see with 
the unaided eye in the darkest night. Astronomers are invited to compare this map 
with the Durchmusterung charts, to see ' both the strong and the weak points of the 
plate. It will be recognized that the outer portions of the map show fainter stars 
than the middle part, and thus it is indicated that advantage in focus would have 
come if the plate had been slightly concave. 

The negative covering the region east of the sun was much less satisfactory, and 
showed but thirteen stars, the faintest being of the 6.3 magnitude. Two uncharted 
objects were found, but of their starlike character there is less certainty than in the 
case of four of the six discovered on the western plate. 
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Corona with 5- inch Lens. Six Seconds* Exposure. 
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The positions of these objects as interpolated on the Durchmusterung charts for 
the epoch 1855 and their approximate position for 1900 are as follows: 



EPOCH 1855. 



Right ascension. 


Declination. 


Magnitude. 


Prohabllity. 


h, m. 9. 


/ 






3 40 22 


20 08 


7.2 


(?) 


3 47 55 


20 21 


5 to 5. 5 


Good. 


3 52 28 


17 50 


6.5 


Good. 


3 58 48 


18 31 


6.1 


Good. 


4 8 08 


19 39 


6.2 


Good. 


4 15 30 


21 49 


7.0 


(?) 


4 31 00 


19 50 


4.5 


(??) 


4 52 00 


20 36 


5. 5 to 6. 


(?) 



EPOCH 1900. 



h. m. 


o 






3 42 


20.2 


7.2 


(?) 


3 50 


20.3 


5 to 5.5 


Good. 


3 55 


17.9 


6.5 


Good. 


4 1 


17.6 


6.1 


Good. 


4 11 


19.8 


6.2 


Good. 


4 18 


21.9 


7.0 


(?) 


4 34 


19.9 


4.5 


(??) 


4 55 


20.7 


5. 5 to 6. 


(?) 



Unfortunately we can not either confirm or reject these possible planets by 
obtaining additional evidence from the shorter-focus plates, excepting possibly in 
one instance, for near-by stars of about equal brightness are not shown on these other 
plates, so that the absence of the suspects is only natural. However, the negative 
taken with the 6-inch photographic telescope has a doubtful object precisely in the 
place of the suspect at right ascension (1855) 4 hours, 8 minutes, 8 seconds, but this 
is so faint as to be by no means a certain confirmation. It may be said with certainty 
that no new objects as bright as fourth magnitude were in the field. 

It had been expected that other observers having similar apparatus would obtain 
additional evidence, but this, so far as learned, was not the case, and future eclipses 
must be awaited to settle the question of the possible intra-Mercurial planets. 

6. With the hohmetric apparattis. — The heat of the inner corona was successfully 
observed, and caused a deflection of 6 divisions as compared with the dark surface of 
the moon, but its spectrum was too faint to observe with the bolometric apparatus. 
Both the moon and the corona gave negative deflections (18 and 13 divisions respec- 
tively) as compared with screens at the temperature of the bolometer, while with 
only one five-hundredth the aperture the sky where the inner corona was about to 
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appear gave positive deflections as compared with the screens, decreasing from 80 to 5 
divisions during the five minutes preceding the totality. 

These observations indicate not only that to coronal radiation is very slight, but 
that the apparent temperature of the inner corona is below 20^ C. For it will be 
noticed that the bolometer lost heat by radiation to the corona, as evidenced by a nega 
tive deflection. Hence when we consider its visual photometric brightness at the point 
where the bolometric measures were taken, which, judging from the results obtained 
by several observers during the eclipses of 1870, 1878, and 1898, was at least equal 
to that of the full moon, it is difficult to understand how the light of the corona can be 
due largely to reflection of rays from the sun or even to the incandescence of dust 
particles, for from sources of these kinds, which emit a great preponderance of invisible 
infra-red rays, the bolometer would have given large positive deflections. 

Thus during obsei*vations taken two days before the full moon of August, 1900, 
with apparatus as nearly as possible identical with that used at Wadesboro, but 
unfortunately with a very hazy and humid and even cloudy atmosphere, positive 
deflections of 55 divisions were obtained from the moon as compared with a screen 
at the temperature of the bolometer, and 86 divisions as compared with the dark 
zenith sky.^ 

Observations on the daylight sky at a distance from the sun also resulted in large 
positive deflections. 

In the case of the moon, as you have shown, about three-fourths of the deflec- 
tion is due to the radiations of the moon itself, whose surface is slightly warmed by 
the solar rays, the remaining one-fourth being due to direct reflection of solar rays; 
l^ut in the case of the daylight sky it was found here that the quality of the radia- 
tions was almost the same as that of the rays direct from the sun, so that the heating 
of the bolometer in this case is almost solely by direct reflection and not from 
primary radiations due to first warming of dust or other particles in the air. 

The important result of a comparison of the radiations of the inner corona, the 
full moon, and the daylight sky somewhat remote from the sun is that while the three 
are roughly of equal visual brightness, the corona is effectively a cool and far from 
intense source, while the moon and the sky are effectively warm and many fold 
richer in radiation. Hence it would appear plausible to suppose that the corona 
merely sends out visible rays and that its light is not associated with the gi'eat pre- 
l)onderance of long wave-length rays proper to the radiation from bodies at a high 
temperature. If this be so, the coronal radiation might be compared with that from 
the positive electrical discharge in vacuum tubes, in which, as researches of K. Ang- 
strom and R. W. Wood have shown, there is neither an infra-red spectrum nor a high 
temperature. 1 am not sure whether this analogy can safely be carried further to 

^As appears in the Allegheny researches on the temi)erature of the moon, these deflections would undoubtedly 
have been considerably increased had they l^een made in a clear and dry atmosphere at the time of the full moon. 
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General View of the Corona. 
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explain the coronal constitution, but it may be recalled that the earth has in the 
aurora an electrical phenomenon of this nature; that the coronal streamers appear not 
unlike an electrical discharge; that the observed polarization of the coronal light is 
perhaps not necessarily by reflection, for polarization may be otherwise caused, as 
by the emission or absorption of bodies of peculiar internal structure, or even by 
magnetic influences, as in the Zeeman effect; that the corona does not seem to grow 
more red as it recedes from the sun, as we should expect incandescent dust to do, 
and finally the evidence of coronal spectroscopy seems not inconsistent with the 
hypothesis of a glow electrical discharge. 

7 With visual telescopes. — I understand that in your own view, with the 5-inch 
equatorial, the inner corona appeared to have a much less minutely divided structure 
than that of 1878, and to be chiefly noticeable in its equatorial as opposed to its polar 
extensions. Prominences were plainly seen, and especially one large one at the 
southwest limb. 

Mr. Child, with the 6-inch, being the artist of the party, made sketches from which 
he later prepared in pastel color a representation of the corona and prominences strik- 
ingly in accord with the photographs which were subsequently developed. 

Rev. Father Woodman, with the 3J-inch, received impressions similar to those of 
the other visual observers. 

8. Times of contact — Mr. Putnam, a part of whose duty it was to direct the giving 
of signals, observed first, second, and fourth contacts, but missed the third in conse- 
quence of being hindered by directing the last signal. 

His observations, reduced to seventy-fifth meridian mean time, are as follows: 

li. m. s. 

First contact '.... 19 36 19.7 

Second contact 20 45 15. 5 

Fourth contact 22 05 37.3 

Father Woodman's observations are as follows: 

h. m. s. 

First contact 19 36 21 

Second contact 20 45 16 

Third contact 20 46 47 

Fourth contact 22 05 26 

The photographic contact camera furnished apparently excellent records of first, 
third, and fourth contacts. These have not been finally reduced, but it is found more 
difficult to determine the times from them than was expected, and it seems doubtful if 
this method is desirable to be employed in future. 

9, Position of the camp. — From observations of stars made on five nights, taken in 
connection with noon-time signals transmitted from the United States Naval Observa- 
tory, Mr. Putnam determined the latitude and longitude of the camp to be: 

Latitude 34° 57^ 52''^ north. 

Longitude.... 1^^° ^' ^1"' | (west of Greenwich.) 
I 5h. 29m. 17.8s./ ^ ^ 



Digitized by 



Google 



308 A8TKOPHY8I0AL OBSERVATORY ECLIPSE EXPEDITION. 

SUMMARY. 

The operations of the Astrophysical Observatory during the past year have been 
distinguished, first, by the publication of the first volume of its Annals, in which the 
infra-red solar spectinira is the main topic; second, by progress in the preparation of 
a highly sensitive, steady, and magnetically shielded galvanometer; third, by obser- 
vations of the total solar eclipse, in which excellent large-scale photographs by the 
corona were secured, the coronal extensions photographed to upward of three diam- 
eters from the moon's limb, the absence of intra-Mercurial planets above the fourth 
magnitude made nearly certain, and the presence of several such between the fifth 
and seventh magnitude rendered as probable as single photographs can do; and 
finally, in which the small but measurable intensity of the total radiations and the 
effectively low temperature of the inner corona were observed by the aid of the 
bolometer. A9/ 

Respectftdly submitted, 

C. G. Abbot, 

Aid Acting in Charge Astrophysical Observatory. 
Mr. S. P. Langley, 

Secretary of the Smithsonian Institutiony Washington^ D. C. 



Digitized by 



Google 



-^**« 



.--J 



Digitized by 



Google 



Digitized by 



Google 



Digitized by 



Google ^ 



Digitized by 



Google 






I 




Digitized by 



Google 



Digitized by 



Google 



